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SYSTEM AND METHOD FOR REMOTELY 
ACTIVATING A SERVICE AND SERVICE 

MANAGEMENT SYSTEM INCORPORATING 
THE SAME 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] This application claims the bene?t of US. Provi 
sional Application Ser. No. 60/ 989,730, ?led by Dholakia, et 
al., on Nov. 21, 2007, entitled “Method and System for 
Remote Device Management,” commonly assigned With this 
application and incorporated herein by reference. This appli 
cation is also related to the following US. patent applications, 
Which are ?led on even date hereWith, commonly assigned 
With this application and incorporated herein by reference: 

Ser. 
No. Inventors Title 

[Attorney Dholakia, “Service Management System and 
Docket et. al. Method of Operation thereof" 
No. 
804144 

[Attorney Dholakia, “System and Method for Identifying 
Docket et. al. and Calling a Function of a Service 
No. With Respect to a Subscriber And 
804144- Service Management System Employing 
US-NP(2)] the Same” 
[Attorney Pelley “Normalization Engine and Method of 
Docket et. al. Requesting a Key Or Performing an 
No. Operation Pertaining to an End 
804144- Point” 

[Attorney Pelley “Service Management System and 
Docket et. al. Method of Executing a Policy” 
No. 
804144 

[Attorney Pelley “System and Method for Generating a 
Docket Visual Representation of a Service 
No. and Service Management System 
804144- Employing the Same” 
US-NP(5)] 
[Attorney Pelley “Application and Method for 
Docket Dynamically Presenting Data 
No. Regarding an End Point or a Service 
804144- and Service Management System 
US—NP(7)] Incorporating the Same” 
[Attorney Pelley “Service Diagnostic Engine and 
Docket et. al. Method and Service Management System 
No. Employing the Same” 
804144 

[Attorney Pelley “Self-Service Application for a 
Docket Service Management System and Method 
No. of Operation Thereof" 
804144 

[Attorney Pelley “Customer Service Representative 
Docket Support Application for a Service 
No. Management System and Method of 
804144 Operation Thereof" 
US 

NP(10)] 
[Attorney Pelley, “System and Method for Remotely 
Docket et. al. Repairing and Maintaining a 
No. Telecommunication Service Using 
804144- Service Relationships and Service 
US- Management System Employing the 
NP(1 1)] Same” 
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-continued 

Ser. 
No. Inventors Title 

[Attorney Pelley, “Application and Method for 
Docket et. al. Generating Automated Offers of 
No. Service and Service Management 
804144- System Incorporating the Same” 
US 

NP(12)] 
[Attorney Dholakia, “System and Method for Provisioning 
Docket et. al. and Unprovisioning Multiple End 
No. Points With Respect to a Subscriber 
804144- and Service Management System 
US- Employing the Same” 
NP(13)] 
[Attorney Dholakia, “System and Method for Identifying 
Docket et. al. Functions and Data With Respect to a 
No. Service and a Subscriber and Service 
804144- Management System Employing the 
US- Same” 

NP(14)] 
[Attorney Dholakia, “System and Method for Invoking a 
Docket et. al. Function of a Service in Response to 
No. an Event and Service Management 
804144 System Employing the Same” 
US 

NP(15)] 

TECHNICAL FIELD 

[0002] This application relates to remote management of 
?xed-line and mobile devices, and, more particularly, to acti 
vation, provisioning, support, management and assurance of 
consumer and business services spanning one or more ?xed 
line devices and one or more mobile devices. 

BACKGROUND 

[0003] NetWork service providers are called upon to sup 
port a large variety of netWorked devices, including devices 
coupled to home netWorks (e.g., residential gateWays, set-top 
boxes and voice-over-IP, or VoIP, adapters) and cellular net 
Works (e.g. smart phones and pocket computers). Given the 
proliferation of such devices and the distributed nature of the 
netWorks involved, remote management of such devices is 
highly desirable. 
[0004] For example, demand for smart phones and other 
advanced handsets is groWing faster than anticipated as users 
look for neW Ways to increase their personal and professional 
productivity. In 2005, year-over-year groWth in the smart 
phone market exceeded 706, and the industry experts expect 
that trend to continue for the next several years. In fact by 
2009, it is estimated that smart phones Will represent almost 
30% of all neW handsets soldiup from less than three per 
cent in 2004. 
[0005] As smart phones and services for smart phones 
boom, so do the challenges. Today, the complexity often 
associated With smart phones is driving customer service 
costs up and serves as a potential inhibitor as mobile netWork 
operators strive to achieve mass-market adoption With these 
sophisticated devices. In fact, consumers are ?nding mobile 
services increasingly confusing and issues around ease-of 
use are holding them back from buying and using third gen 
eration (3G) handsets and services. 
[0006] Wireless service providers Who sell and support 
smart phones and their associated data services face the pros 
pect of rising customer support costs due to the complexity 
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associated With these devices and services. In 2007, the sup 
port costs for smart phones Will surpass that of feature 
phones. The following are feW of the top reasons for this 
support cost. 
[0007] Multiple contacts are made to a helpdesk to solve a 

single problem. 
[0008] 34% of users have never solved a problem With a 

single contact to the helpdesk. 
[0009] Calls last tWo to three times longer than calls from 

users of feature phones. 
[0010] It is common practice to escalate care from a help 

desk (Tier 1) to expensive technicians (Tier 2 and Tier 3). 
[0011] FMC (Fixed-Mobile Convergence) Will add to the 

support burden. 89% of early adopters are more likely to go 
to CE vendors for support. Mainstream consumers are 
three times more likely to look to their service provider for 
support. 

[0012] Similarly, netWork providers that are coupled to 
home netWorks (e.g., Digital Subscriber Link, or DSL, and 
cable) ?nd those netWorks coupled to a variety of customer 
premises equipment (CPE) Within the homes that are gradu 
ally becoming more and more sophisticated. Customer issues 
With such devices are no less taxing upon support staff and 
support infrastructure. 
[0013] The Open Mobile Alliance (OMA) is currently 
de?ning a number of standards for managing functionality on 
mobile devices. These include protocols for device manage 
ment (OMA-DM), client provisioning (OMA-CP), ?rmware 
updates, data synchronization (OMA-DS) and the like. 
Devices that support at least some of these protocols are 
becoming prevalent. A support solution that utilizes these 
protocols and provides a usable console for customer support 
is the only Way netWork providers and mobile carriers can 
handle support for the increasing number of devices in the 
market. 
[0014] It is therefore desirable to provide a support solution 
that alloWs centralized management and control of remotely 
netWorked devices such as smart phones and CPE using pro 
tocols established for device management, updates, data syn 
chronization and the like. 

SUMMARY 

[0015] Various embodiments of a method and system for 
providing customer support With centralized management 
and control of mobile phones and customer premises equip 
ment in order to aid users of such equipment With problems 
related to that equipment. In one embodiment, a user interface 
driven mechanism is provided to alloW customer support 
representatives to manipulate remote devices in, for example, 
the folloWing manners: access information about the remote 
devices and the users thereof, including history of issues With 
a particular device, device provisioning, access to diagnostics 
of a device, ability to upgrade ?rmWare/softWare of a device, 
synchronization of data, enablement of security features, 
remote control of devices, service and application provision 
ing, de?ning and folloWing policies related to service man 
agement for a variety of devices and resetting devices. Such 
functionality can be provided, for example, through the use of 
a device management server that uses a variety of appropriate 
protocols to communicate With the remote devices. 
[0016] Another aspect provides service management sys 
tem. In one embodiment, the service management system 
includes: (1) a service description repository con?gured to 
contain service descriptions that de?ne services in terms of a 
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set of end points that assume roles based on at least one of 
capabilities and attributes thereof and (2) a service manage 
ment engine coupled to the service description repository and 
con?gured to employ at least one relationship contained in 
one of the service descriptions in the service description 
repository to pre-qualify ones of the end points associated 
With one of the services and activate the one of the services 
With respect to a subscriber. 
[0017] Yet another aspect provides a method of remotely 
activating a service. In one embodiment, the method includes: 
(1) providing identifying information about a subscriber and 
a service description associated With the service, (2) obtain 
ing end points associated With the subscriber, (3) determining 
capabilities of end points involved in the service, (4) mapping 
the end points into roles associated With the service, (5) 
executing a pre-quali?cation function to pre-qualify ones of 
the end points and (6) provisioning the ones of the end points 
for the service if execution of the pre-quali?cation function 
indicates that the service can be activated for the subscriber. 

BRIEF DESCRIPTION 

[0018] Reference is noW made to the folloWing descriptions 
taken in conjunction With the accompanying draWings, in 
Which: 
[0019] FIG. 1 is a block diagram illustrating a netWork 
environment in Which commercial transaction processing 
according to embodiments of the invention may be practiced; 
[0020] FIG. 2 is a block diagram illustrating a computer 
system suitable for implementing embodiments of the inven 
tion; 
[0021] FIG. 3 is a block diagram illustrating the intercon 
nection of the computer system of FIG. 2 to client and host 
systems; 
[0022] FIG. 4 is a diagram illustrating relationships that 
may exist among a subscriber, a service and various devices 
and systems; 
[0023] FIG. 5 is a diagram ofone embodiment ofa service 
description; 
[0024] FIG. 6 is a diagram illustrating relationships that 
may exist among management operations, roles, capabilities 
and attributes; 
[0025] FIG. 7 is a high-level block diagram of one embodi 
ment of a service management system; 
[0026] FIG. 8 is a block diagram of one embodiment ofa 
service normalization block of FIG. 7; and 
[0027] FIG. 9 is a How diagram of one embodiment of a 
method of remotely activating a service carried out according 
to the principles of the invention. 

DETAILED DESCRIPTION 

[0028] The folloWing is intended to provide a detailed 
description of an example of the invention and should not be 
taken to be limiting of the invention itself. Rather, any number 
of variations may fall Within the scope of the invention Which 
is de?ned in the claims folloWing the description. The use of 
the same reference symbols in different draWings indicates 
similar or identical items. 

[0029] Introduction 
[0030] Described herein are various embodiments of a 
management system that alloWs users to create, de?ne and 
maintain services by de?ning the roles of its constituent 
devices and systems. Certain of the embodiments have the 
ability to map a given set of device and systems into roles. The 



US 2009/0132678 A1 

roles may then be used to select key/value pairs, alerts and 
management function from each device. Certain of the 
embodiments alloW relationships to be speci?ed betWeen 
roles and betWeen other services. Using the roles and rela 
tionships as a lens upon the service’s constituent devices, 
service-Wide key/value pairs, alerts and management func 
tions may be created. 
[0031] In various embodiments to be described and illus 
trated herein, a method, apparatus and process are disclosed 
that alloW for activation, provisioning, support (by call center, 
functions or self), management (by call center, functions or 
self) and assurance of consumer and business services span 
ning one or more ?xed-line devices and one or more mobile 

devices, such as PCs, AAA servers, email servers, Web serv 
ers and devices of every kind. Before describing the embodi 
ments, an example computing and netWork environment 
Within Which the embodiments may operate Will be 
described. 
[0032] An Example Computing and Network Environment 
[0033] FIG. 1 is a block diagram illustrating a netWork 
environment in Which a system according to the invention 
may be practiced. As is illustrated in FIG. 1, netWork 100, 
such as a private Wide area netWork (WAN) or the Internet, 
includes a number of netWorked servers 110(1)-(N) that are 
accessible by client computers 120(1)-(N). 
[0034] Communication betWeen the client computers 120 
(1)-(N) and the servers 110(1)-(N) typically occurs over a 
publicly accessible netWork, such as a public sWitched tele 
phone netWork (PSTN), a DSL connection, a cable modem 
connection or large bandWidth trunks (e. g., communications 
channels providing T1 or OC3 service). The client computers 
120(1)-(N) access the servers 110(1)-(N) through, for 
example, a service provider. This might be, for example, an 
Internet Service Provider (ISP) such as America On-LineTM, 
ProdigyTM, CompuServeTM or the like. Access is typically had 
by executing application speci?c softWare (e.g., netWork con 
nection softWare and a broWser) on the given one of the client 
computers 120(1)-(N). 
[0035] One or more of the client computers 120(1)-(N) 
and/or one or more of the servers 110(1)-(N) may be, for 
example, a computer system of any appropriate design, in 
general, including a mainframe, a mini-computer or a per 
sonal computer system. Such a computer system typically 
includes a system unit having a system processor and associ 
ated volatile and non-volatile memory, one or more display 
monitors and keyboards, one or more diskette drives, one or 
more ?xed disk storage devices and one or more printers. 
These computer systems are typically information handling 
systems Which are designed to provide computing poWer to 
one or more users, either locally or remotely. Such a computer 
system may also include one or a plurality of I/ O devices (i.e., 
peripheral devices) Which are coupled to the system processor 
and Which perform specialiZed functions. Examples of I/O 
devices include modems, sound and video devices and spe 
cialiZed communication devices. Mass storage devices such 
as hard disks, CD-ROM drives and magneto-optical drives 
may also be provided, either as an integrated or peripheral 
device. One such example computer system, discussed in 
terms of the client computers 120(1)-(N), is shoWn in detail in 
FIG. 2. 
[0036] It Will be noted that the variable identi?er “N” is 
used in several instances in FIG. 1 to more simply designate 
the ?nal element (e.g., the servers 110(1)-(N) and the client 
computers 120(1)-(N)) of a series of related or similar ele 

May 21, 2009 

ments (e.g., servers and client computers). The repeated use 
of such variable identi?ers is not meant to imply a correlation 
betWeen the siZes of such series of elements, although such 
correlation may exist. The use of such variable identi?ers 
does not require that each series of elements has the same 
number of elements as another series delimited by the same 
variable identi?er. Rather, in each instance of use, the variable 
identi?ed by “N” may hold the same or a different value than 
other instances of the same variable identi?er. 

[0037] FIG. 2 depicts ablock diagram of a computer system 
210 suitable for implementing the invention and example of 
one or more of the client computers 120(1)-(N). A computer 
system 210 includes a bus 212 Which interconnects major 
subsystems of the computer system 210 such as a central 
processor 214, a system memory 216 (typically random 
access memory, or RAM, but Which may also include read 
only memory, or ROM, ?ash RAM, or the like), an input/ 
output controller 218, an external audio device such as a 
speaker system 220 via an audio output interface 222, an 
external device such as a display screen 224 via a display 

adapter 226, serial ports 228, 230, a keyboard 232 (interfaced 
With a keyboard controller 233), a storage interface 234, a 
?oppy disk drive 236 operative to receive a ?oppy disk 238 
and a CD-ROM drive 240 operative to receive a CD-ROM 
242. Also included are a mouse 246 (or other point-and-click 
device, coupled to the bus 212 via the serial port 228), a 
modem 247 (coupled to the bus 212 via the serial port 230) 
and a network interface 248 (coupled directly to the bus 212). 
[0038] The bus 212 alloWs data communication betWeen a 
central processor 214 and a system memory 216, Which may 
include RAM, ROM or ?ash memory, as previously noted. 
The RAM is generally the main memory into Which the 
operating system and application programs are loaded and 
typically affords at least 16 megabytes of memory space. The 
ROM or ?ash memory may contain, among other code, the 
Basic Input-Output system (BIOS) Which controls basic 
hardWare operation such as the interaction With peripheral 
components. Applications resident With the computer system 
210 are generally stored on and accessed via a computer 
readable medium, such as a hard disk drive (e.g., ?xed disk 
244), an optical drive (e.g., CD-ROM drive 240), a ?oppy 
disk unit 236 or other storage medium. Additionally, applica 
tions may be in the form of electronic signals modulated in 
accordance With the application and data communication 
technology When accessed via a netWork modem 247 or an 
interface 248. 

[0039] The storage interface 234, as With the other storage 
interfaces of the computer system 210, may connect to a 
standard computer readable medium for storage and/or 
retrieval of information, such as a ?xed disk drive 244. The 
?xed disk drive 244 may be a part of computer system 210 or 
may be separate and accessed through other interface sys 
tems. Many other devices can be connected, such as a mouse 
246 connected to the bus 212 via serial port 228, a modem 247 
connected to the bus 212 via serial port 230 and a netWork 
interface 248 connected directly to the bus 212. The modem 
247 may provide a direct connection to a remote server via a 
telephone link or to the Internet via an intemet service pro 
vider (ISP). The netWork interface 248 may provide a direct 
connection to a remote server via a direct netWork link to the 
Internet via a POP (point of presence). The netWork interface 
248 may provide such connection using Wireless techniques, 
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including digital cellular telephone connection, Cellular 
Digital Packet Data (CDPD) connection, digital satellite data 
connection or the like. 

[0040] Many other devices or subsystems (not shoWn) may 
be connected in a similar manner (e.g., bar code readers, 
document scanners, digital cameras and so on). 

[0041] Conversely, it is not necessary for all of the devices 
shoWn in FIG. 2 to be present to practice the invention. The 
devices and subsystems may be interconnected in different 
Ways from that shoWn in FIG. 2. The operation of a computer 
system such as that shoWn in FIG. 2 is readily knoWn in the art 
and is not discussed in detail in this application. Code to 
implement the invention may be stored in computer-readable 
storage media such as one or more of the system memory 216, 
the ?xed disk 244, the CD-ROM 242 or the ?oppy disk 238. 
Additionally, the computer system 210 may be any kind of 
computing device and so includes personal data assistants 
(PDAs), netWork appliance, X-WindoW terminal or other such 
computing device. The operating system provided on the 
computer system 210 may be MS-DOS®, MS-WindoWs®, 
OS/2®, UNIX®, Linux® or other knoWn operating system. 
The computer system 210 may also support a number of 
Internet access tools, including, for example, a Hypertext 
Transfer Protocol (HTTP)-compliant Web broWser having a 
JavaScript interpreter, such as Netscape Navigator® 3.0, 
Microsoft Explorer® 3.0 and the like. 
[0042] The foregoing described embodiment Wherein the 
different components are contained Within different other 
components (e. g., the various elements shoWn as components 
of the computer system 210). It is to be understood that such 
depicted architectures are merely examples, and that in fact 
many other architectures can be implemented Which achieve 
the same functionality. In an abstract, but still de?nite sense, 
any arrangement of components to achieve the same func 
tionality is effectively “associated” such that the desired func 
tionality is achieved. Hence, any tWo components herein 
combined to achieve a particular functionality can be seen as 
“associated With” each other such that the desired function 
ality is achieved, irrespective of architectures or intermediate 
components. LikeWise, any tWo components so associated 
can also be vieWed as being “operably connected,” or “oper 
ably coupled,” to each other to achieve the desired function 
ality. 
[0043] FIG. 3 is a block diagram depicting a netWork 300 in 
Which the computer system 210 is coupled to an intemetWork 
310, Which is coupled, in turn, to client systems 320, 330, as 
Well as a server 340.An intemetWork 310 (e. g., the Internet or 
a Wide-area netWork, or WAN) is also capable of coupling the 
client systems 320, 330 and the server 340 to one another. 
With reference to the computer system 210, the modem 247, 
the netWork interface 248 or some other method can be used 
to provide connectivity from the computer system 210 to the 
internetWork 310. The computer system 210, the client sys 
tem 320 and the client system 330 are able to access infor 
mation on the server 340 using, for example, a Web broWser 
(not shoWn). Such a Web broWser alloWs the computer system 
210, as Well as the client systems 320, 330, to access data on 
the server 340 representing the pages of a Website hosted on 
the server 340. Protocols for exchanging data via the Internet 
are Well knoWn to those skilled in the art. Although FIG. 3 
depicts the use of the Internet for exchanging data, the inven 
tion is not limited to the Internet or any particular netWork 
based environment. 
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[0044] Referring to FIGS. 1, 2 and 3, a broWser running on 
the computer system 210 employs a TCP/IP connection to 
pass a request to the server 340, Which can run an HTTP 
“service” (e.g., under the WINDOWS® operating system) or 
a “daemon” (e.g., under the UNIX® operating system), for 
example. Such a request can be processed, for example, by 
contacting an HTTP server employing a protocol that can be 
used to communicate betWeen the HTTP server and the client 
computer. The HTTP server then responds to the protocol, 
typically by sending a “Web page” formatted as an HTML 
?le. The broWser interprets the HTML ?le and may form a 
visual representation of the same using local resources (e. g., 
fonts and colors). 
[0045] Example Embodiments of a Service Management 
System 
[0046] The functions referred to herein may be modules or 
portions of modules (e. g., softWare, ?rmWare or hardWare 
modules). For example, although the described embodiment 
includes softWare modules and/ or includes manually entered 
user commands, the various example modules may be appli 
cation speci?c hardWare modules. The softWare modules dis 
cussed herein may include script, batch or other executable 
?les, or combinations and/ or portions of such ?les. The soft 
Ware modules may include a computer program or subrou 
tines thereof encoded on computer-readable media. 
[0047] Additionally, those skilled in the art Will recogniZe 
that the boundaries betWeen modules are merely illustrative 
and alternative embodiments may merge modules or impose 
an alternative decomposition of functionality of modules. For 
example, the modules discussed herein may be decomposed 
into sub-modules to be executed as multiple computer pro 
cesses and, optionally, on multiple computers. Moreover, 
alternative embodiments may combine multiple instances of 
a particular module or sub-module. Furthermore, those 
skilled in the art Will recogniZe that the functions described in 
example embodiment are for illustration only. Operations 
may be combined or the functionality of the functions may be 
distributed in additional functions in accordance With the 
invention. 
[0048] Alternatively, such actions may be embodied in the 
structure of circuitry that implements such functionality, such 
as the micro-code of a complex instruction set computer 
(CISC), ?rmWare programmed into programmable or eras 
able/programmable devices, the con?guration of a ?eld-pro 
grammable gate array (FPGA), the design of a gate array or 
full-custom application-speci?c integrated circuit (ASIC), or 
the like. 
[0049] Each of the blocks of the How diagram may be 
executed by a module (e.g., a software module) or a portion of 
a module or a computer system user using, for example, a 
computer system such as the computer system 210. Thus, the 
above described method, the functions thereof and modules 
therefore may be executed on a computer system con?gured 
to execute the functions of the method and/ or may be 
executed from computer-readable media. The method may be 
embodied in a machine-readable and/or computer-readable 
medium for con?guring a computer system to execute the 
method. Thus, the software modules may be stored Within 
and/ or transmitted to a computer system memory to con?gure 
the computer system to perform the functions of the module. 
[0050] Such a computer system normally processes infor 
mation according to a program (a list of internally stored 
instructions such as a particular application program and/or 
an operating system) and produces resultant output informa 
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tion via I/O devices. A computer process typically includes an 
executing (running) program or portion of a program, current 
program values and state information and the resources used 
by the operating system to manage the execution of the pro 
cess. A parent process may spaWn other, child processes to 
help perform the overall functionality of the parent process. 
Because the parent process speci?cally spaWns the child pro 
cesses to perform a portion of the overall functionality of the 
parent process, the functions performed by child processes 
(and grandchild processes, etc.) may sometimes be described 
as being performed by the parent process. 
[0051] Such a computer system typically includes multiple 
computer processes executing “concurrently.” Often, a com 
puter system includes a single processing unit Which is 
capable of supporting many active processes alternately. 
Although multiple processes may appear to be executing 
concurrently, at any given point in time only one process is 
actually executed by the single processing unit. By rapidly 
changing the process executing, a computer system gives the 
appearance of concurrent process execution. The ability of a 
computer system to multiplex the computer system’s 
resources among multiple processes in various stages of 
execution is called multitasking. Systems With multiple pro 
cessing units, Which by de?nition can support true concurrent 
processing, are called multiprocessing systems. Active pro 
cesses are often referred to as executing concurrently When 
such processes are executed in a multitasking and/or a mul 
tiprocessing environment. 
[0052] The software modules described herein may be 
received by such a computer system, for example, from com 
puter readable media. The computer readable media may be 
permanently, removably or remotely coupled to the computer 
system. The computer readable media may non-exclusively 
include, for example, any number of the folloWing: magnetic 
storage media including disk and tape storage media. optical 
storage media such as compact disk media (e.g., CD-ROM, 
CD-R, etc.) and digital video disk storage media, nonvolatile 
memory storage memory including semiconductor-based 
memory units such as ?ash memory, EEPROM, EPROM, 
ROM or application-speci?c integrated circuits (ASICs), 
volatile storage media including registers, buffers or caches, 
main memory, RAM and the like, and data transmission 
media including computer netWork, point-to-point telecom 
munication and carrier Wave transmission media. In a UNIX 
based embodiment, the softWare modules may be embodied 
in a ?le Which may be a device, a terminal, a local or remote 
?le, a socket, a netWork connection, a signal, or other expe 
dient of communication or state change. Other neW and vari 
ous types of computer-readable media may be used to store 
and/ or transmit the softWare modules discussed herein. 

[0053] Before describing various embodiments of manage 
ment systems constructed according to the principles of the 
invention, some use cases or interactions Will be described 
that provide a frameWork for understanding the management 
systems. Various of the embodiments of the management 
systems are directed to addressing the folloWing categories of 
use cases or interactions: service activation, service manage 
ment, service interruption and resumption and service offer 
ing. Service activation refers to all the use cases that involve 
creating (provisioning) and deleting (unprovisioning) a neW 
service instance, or “subscription.” Service management 
refers to day-to-day management tasks involving a given 
service or subscription. Service interruption and resumption 
may be thought of as special types of service management 
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that involve the loss and restoration of service. Service offer 
ing refers to neW services that may be offered to a subscriber. 

[0054] The categories of use cases that set forth above may 
be illustrated With reference to FIG. 4. FIG. 4 is a diagram 
illustrating relationships that may exist among a subscriber 
410, a service 420 and various devices and systems 430. A 
service provider, such as a cellular phone company, an Inter 
net service provider, a cable television company or a combi 
nation of these, offers one or more services to subscribers that 
involve devices and systems such as cell phones, set-top 
boxes, routers, cell toWers, email servers, DSLAMs, landline 
phones and other mobile and customer premises equipment 
and netWork infrastructure. In the context of FIG. 4, the 
subscriber 410 takes out a subscription 440 to a service 420 
offered by a service provider. The subscription contains state 
and other information that is both relative to the subscriber 
410 and the service 420. The subscription calls for one or 
more associations 450 to be made betWeen the subscriber 410 
and various devices and systems 430. The subscriber 410 may 
oWn or lease one or more devices 430. The subscriber 410 

may also be associated With one or more systems 430. Once 
the associations 450 are made, the devices and systems 430 
assume roles 460 in delivering the service 420 to the sub 
scriber 410. The roles describe to the service management 
system hoW the device should be managed. 
[0055] FIG. 4 may be employed to illustrate tWo example 
use cases: activating a device for a subscriber and managing 
and provisioning a subscription. 
[0056] To activate a device (one of the devices and systems 
430) for a subscriber 410, the folloWing steps may be taken. 
First, for a given device 410, the subscriber 410 associated 
With that device 430 is found. This is done by employing the 
associations 450. Once the associated subscriber 410 has 
been identi?ed, a corresponding subscription 440 may then 
be used to determine the service or services 420 that should be 
provisioned on the device 430. For each service 420 that 
needs to be activated on the device 430, tWo alternative 
actions may be taken. Based upon the role the device 430 
plays With respect to the service 420, settings on the device 
430 may be set to provision the device. Alternatively or addi 
tionally, based on the roles of other devices and systems 430 
relative to the service 420, settings on the other devices and 
systems may be set to provision them for the neW device’s 
presence. 
[0057] Managing and provisioning a subscription involves 
either adding a neW service to a subscriber or managing an 
existing service. To manage and provision a subscription 440 
for a subscriber 410, the folloWing steps may be taken. First, 
a service 420 is added to a subscriber 410, or an existing 
service 420 is modi?ed. Devices and systems 430 associated 
With the subscriber are collected. Then, each device associ 
ated With the service 420 is mapped into the different roles 
460 in the targeted service. This reveals What actions should 
be taken With respect to each device or system to provision the 
service 420. 
[0058] Another use case that is a variant on the one above is 
a bulk change to an existing service for all subscribers. In this 
use case, existing subscriptions are retrieved to obtain a list of 
subscribers. Then, a list of devices and systems 430 is 
assembled for each subscriber. Using roles, changes are then 
applied to the devices and systems 430 to enable the bulk 
change. 
[0059] Having described various use cases, one manner in 
Which interaction may occur among roles, devices and sys 
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tems, and the service level management interfaces Will noW 
be described. FIG. 5 is a diagram of one embodiment of a 
service description 500. FIG. 5 shoWs that the service descrip 
tion 500 includes service alerts 505, functions 510 and key/ 
value pairs 515. Roles are associated With the service alerts 
505, the functions 510 and the key/value pairs 515. The roles, 
designated Role A 520, Role B 525 and Role C 530 are 
associated as shoWn With the service alerts 505, the functions 
510 and the key/value pairs 515 as various arroWs shoW. Meta 
data 535 is also associated With the key/value pairs 515. 
Devices or systems 540, 545 are associated With the roles 520, 
525, 535 as various arroWs shoW. 

[0060] FIG. 5 illustrates, in the context of the service 
description 500, hoW a set of roles (e.g., the roles 520, 525, 
535) can be mapped onto a set of devices and systems (e.g., 
the devices or systems 540, 545). The roles de?ne the func 
tions, alerts and functions that are of interest from each device 
or system. In the illustrated embodiment, the meta data 535 
contains both service-Wide and subscriber/ subscription data 
that is speci?c to the service description. Items like level of 
service and current state of activation Would be a part of the 
meta data. The alerts, functions, and key/value pairs 505. 510, 
515 together constitute services supported by the devices and 
systems 540, 545 exposed through the roles 520, 525, 530. 
The service description 500 is con?gured to contain arbitrary, 
named relationships that can be used to affect a service. The 
service description 500 may also be con?gured to contain one 
or more references to other service With Which it has relation 
ships or upon Which it has dependencies. Accordingly, a 
further service description 550 is associated With the meta 
data 535 as an arroW shoWs. Similar to the relationships 
betWeen roles, relationships betWeen services are exposed to 
the logic in the service description and to external logic asso 
ciated With the service description. 
[0061] To make a role useful, the role is matched With a 
device. FIG. 6 is a diagram illustrating relationships that may 
exist among management functions (i.e., values, alerts and 
functions 505, 510, 515), roles (e.g., 460), capabilities and 
attributes 610 and devices and systems (e.g., 430). In the 
embodiment of FIG. 6, the mechanism for doing this is tWo 
fold. First, a role may be matched to a device or a system 
based on the knoWn attributes of the device or system. Sec 
ond, a role may be matched to a device or a system based upon 
the knoWn capabilities of the device or system. 
[0062] Device attributes are knoWn aspects of the device, 
e.g., the type, serial number, MAC address, manufacture date, 
make, model, service tags, device ID or operating system of 
the device or system. Other attributes may include the ?rm 
Ware version, hardWare version, embedded device, locale 
(language), and physical location. Device attributes, in the 
simplest form, could be a list of knoWn key/value pairs asso 
ciated to the device. 

[0063] Capabilities are similar to device attributes. In this 
case, instead of a list of key/value pairs, these are a list of 
values (Without the key) of knoWn capabilities about the 
device, e.g., generic email client, Microsoft Outlooks email 
client, phone, router or IPTV device. Other examples include 
netWork attached storage, media server, media renderer, cam 
era, MMS client, SMS client, Wireless access provider, Wire 
less access client, printer, GPS, vibrate, Bluetooth, USB, 
Wi-Fi, clock, broWser, QVGA, ?ight mode, caller ID, touch 
screen, or fax. 

[0064] Both the capabilities and the attributes can be pro 
vided to or retrieved from an external system, deduced or 
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derived from knoWn attributes and capabilities, queried 
directly from the device or system or a combination of these. 
For example, prior knoWledge may exist that any device that 
has a serial number from a given manufacture starting With 
the letter W- has built-in Wi-Fi capabilities, or that Win 
doWs® Mobile phone supports OMA-DM. 
[0065] It can be determined Whether a given device or sys 
tem matches a role by matching its attributes and capabilities 
(derived, discovered, or knoWn) against the required 
attributes and capabilities of a given role. Each role de?nes a 
set of key/value pairs, alerts, and functions that are relevant 
for devices of that role in the service description. 
[0066] It should be noted that roles do not imply device 
type, model or brand. Direct mappings betWeen devices and 
roles may occur in practice, but the mappings are ?exible such 
that they may change as device attributes or capabilities 
change. For example, neWer devices may support more roles 
than do older devices. One example of a role is a phone 
capable of functioning as an email client may play an “Email 
Client” role in a service description associated With an email 
service. Other roles in an email service may include 
“SMTPServer,” “POPServer” and “IMAPServer.” Roles in a 
data connectivity service may include “Host,” “Router,” 
“Wireless Access Point,” “Head End,” “Border GateWay” and 
“Authentication, AuthoriZation, Account Server.” 
[0067] FIG. 7 is a high-level block diagram of one embodi 
ment of a service management system. The service manage 
ment system includes a service normaliZation block 705 that 
Will be described in greater detail in conjunction With FIG. 8 
beloW. The service normalization block interacts With an 
optimal settings block 710, a device (and/or system) normal 
iZation block 715, a diagnostic engine block 720 and a content 
repository block 725. A segmentation block 730 and a knoWl 
edge base 735 interact With the optimal settings block 71 0, the 
device normaliZation block 715, the diagnostic engine block 
720 and the content repository block 725 as shoWn. 

[0068] The service normaliZation block 705 employs an 
application programming interface (API), alloWing it to 
exchange information With an interactive voice response 
(IVR) system 745, a console 750 for a customer service 
representative (CSR), a Self-Service Management (SSM) 
application module 755 and other applications 760, 765 as 
may be found advantageous in a particular environment. 
[0069] The optimal settings block 710 is a repository of 
prede?ned knoWn good values used for the purposes of com 
paring key/ value pairs to determine diagnostic and state infor 
mation. The key/value pairs are also used during provisioning 
to set up a system or a device. The optimal settings block 710 
may be regarded as a con?guration repository that contains 
meta data about the con?guration so that applications and 
other systems can look up knoWn good values for the purpose 
of con?guring (provisioning), diagnostic, and repair. The 
illustrated embodiment of the optimal settings block 710 is 
con?gured to de?ne optimal values for any given key/value 
pair based on the context of the device, subscriber, customer, 
or any other segmentation scheme that could be use to de?ne 
different values for the same attribute (key). These values 
may be used by both the script engine 830 and directly by the 
service management engine 805 to determine Whether or not 
a given key/value pair is “optimal.” Optimal values may fall 
into three categories: (1) values prede?ned in the context of 
the service as being correct, (2) values de?ned based by a call 
to an extrinsic system or by subscriber input as being correct 
and (3) absolute values (Which is often built into the logic of 
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the script or service description logic and not stored exter 
nally). An example of a prede?ned optimal value is a POP 
server. The subscriber is aware of its identity, and it is the 
same for all subscribers. An example of an absolute value is 
“connectivity:good.” An example of a value de?ned by a 
subscriber as being correct is a passWord, something that the 
subscriber chooses and is not de?ned before the subscriber 
chooses it. 

[0070] The device normalization block 715 is con?gured to 
map normalized key/value pairs to device-speci?c or system 
speci?c key value pairs. Mapping may be performed by trans 
formation, executing a script, or undertaking any other appro 
priate normalization mechanism. 
[0071] The diagnostic engine 720 is con?gured to contain 
diagnostic rules and cause diagnostic rules to be executed in 
order to identify, characterize and present potential solutions 
to problems that may exist With devices or systems. The 
content repository is con?gured to provide a channel-inde 
pendent mechanism for associating bearer (e.g., IVR voice 
?oWs, self-service portal Web content and customer service 
articles) to diagnose a problem. 
[0072] The segmentation block 730 and knowledge base 
735 likeWise employ a data sources abstraction layer 770, 
alloWing it to communicate With systems 775, 790 and pro 
visioning servers and device managers 780, 785. 
[0073] Different subscribers subscribe to different levels of 
service and live in different locations and under different 
circumstances. The segmentation block 730 is con?gured to 
enable other portions of the service management system to 
tailor responses to a subscriber based on his level of service, 
location and/or circumstance. 

[0074] The knoWledge base 735 is con?gured to contain 
articles associated With knoWn device, system and/or service 
problems. When the diagnostic engine 720 identi?es a prob 
lem area or a speci?ed problem, it may provide articles from 
the knoWledge based 735 to an application to alloW the appli 
cation to provide the article in turn to a subscriber or other 
user for informational purposes. 

[0075] The data sources abstraction layer 770 is con?gured 
to operate as a protocol implementation and adaptation layer, 
alloWing generic logic to interact With speci?c devices and 
systems Without having to employ a device-speci?c or sys 
tem-speci?c protocol. 
[0076] The systems 775, 790 are typically added by a par 
ticular service provider and interact With the service manage 
ment system as needed. The provisioning servers and device 
managers 780, 785 support various devices 795 intended for 
use by subscribers. In the illustrated embodiment, the provi 
sioning servers and device managers 780, 785 are manage 
ment systems that manage large groups of devices that typi 
cally share the same protocol (e.g., a mobile device manager 
that manages 10 million phones using the OMA-DM proto 
col). The devices 795 are just CPE, such as phones and 
routers. 

[0077] FIG. 8 is a block diagram of one embodiment of the 
service normalization block 705. The API 740 provides a 
mechanism by Which the service normalization block 705 
may be called from Within and Without the service manage 
ment system. By means of the API 740, subscribers may have 
services added (provisioned), removed (unprovisioned), 
modi?ed or otherWise managed. Devices of subscribers may 
also be managed in the context of a particular service. Man 
agement access to key/value pairs of constituent devices and 
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systems may also be dynamically determined and managed 
based on their roles in providing particular services. 
[0078] A service management engine 805 enables a service 
provider to implement and manage services by means of the 
service normalization block 705 according to the various use 
cases described above. The illustrated embodiment of the 
service management engine 805 functions in tWo primary 
Ways. First, the service management engine 805 manages 
functions de?ned by service descriptions. Second, the service 
management engine 805 provides a dynamic vieW of a given 
service. 
[0079] The management of functions alloWs service 
descriptions to de?ne named functions that can be called With 
contextual data derived from analyzing constituent devices 
and systems in their associated roles of a service. 
[0080] The provision of a dynamic vieW of a given service 
enables a service description to associate key/value pairs 
(data) With different roles and dynamically to gather data 
from the devices and systems so that data can be presented 
Without the need for intrinsic knoWledge of the data that is 
being collected. For example, a service-vieW dashboard 
capable of creating a map of devices With their associated data 
of interest (each categorized by their role in the service) may 
employ dynamic vieWs of services. In the illustrated embodi 
ment, the data itself is self-describing and typically presented 
in tabular form. 
[0081] In an alternative embodiment, the service manage 
ment engine 805 is also capable of providing a vieW of a given 
service, in Which case the application does have prior intrinsic 
knoWledge regarding the data that is being collected. 
[0082] The ?rst step in managing the service is to collect a 
list of the devices and systems that are associated to the 
subscriber of the service. A device repository 835 serves this 
purpose. In the illustrated embodiment, the device repository 
is external to the service normalization block 705. 
[0083] The service management engine 805 employs a 
capabilities repository to obtain an expanded vieW on the 
capabilities of a device so that it may map it into a role. Often 
the only pieces of information obtained from extrinsic sys 
tems are the unique identi?er of the device, e.g., its make and 
model. A device may be vieWed as a list of attributes (e.g., 
further key/value pairs). From those attributes, the capabili 
ties of the device may be extrapolated. Extrapolation may 
involve expanding the knoWn attributes of a device by deriv 
ing neW attributes of a device based on the original attributes. 
For example, once the make and model of a system or device 
is obtained by means of a query, built-in rules may then be 
able to determine Whether or not it has Wi-Fi capability. 
[0084] A service description repository contains service 
descriptions. As described above, a service description 
includes at least some of: functions, key/value pairs, alerts, 
roles (along With their associated key/value pairs, alerts and 
actions) and relationships. Functions, at the service descrip 
tion level, can be actions exposed by a device, a script that can 
be executed, or a process (a series of scripts executed in a state 
engine). 
[0085] A script engine 830 is con?gured to execute service 
level functions. As described previously, a service-level func 
tion could be a script, a process or action (a series of scripts) 
or any other type of computer program. In the illustrated 
embodiment, the service management engine 805 retrieves a 
named script from a service description based on an event or 
request from a consumer of the service and passes it, along 
With a set of parameters, to the script engine 805 for execu 
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tion. In the illustrated embodiment, the set of parameters 
includes: references to the constituent devices (categorized 
by role) and the service description. The script, once started, 
has access to the optimal values, the devices and systems 
(abstracted by device normalization or directly) and the ser 
vice management system in general. 
[0086] The service normalization block 705 has access to a 
capabilities repository 820. The capabilities repository 820 is 
con?gured to derive neW attributes and capabilities through 
rules based on existing, knoWn attributes. For example, it is 
knoWn that Windows@ Mobile cell phones have Internet 
broWsers. 

[0087] The service normalization block 705 employs the 
device normalization engine 715 con?gured to create an 
abstraction that provides a normal vieW of extrinsic devices 
and systems. This alloWs the service description to be de?ned 
generically for devices and systems of the same class Without 
having to include logic and cases for each device. For 
example, if one device is managed by OMA-DM and has an 
email client While another device that also has an email client 
is managed by Digital Subscriber Line (DSL) Forum standard 
TR069, both devices Will have a Simple Mail Transfer Pro 
tocol (SMTP) server. HoWever, the manner in Which values 
are obtained can differ by protocol (OMA-DM versus 
TR069) and by key (the name for the value). 
[0088] At least some of the systems and devices 775, 795 
have the capability to generate alerts or events. The alert/ 
event engine 815 is con?gured to receive these alerts or events 
and apply them against each service description to determine 
Whether the alert applies to that service description. If a 
particular alert or event does apply to a particular service, the 
service management system is con?gured to obtain a corre 
sponding action, script or process from the service descrip 
tion that may be executed to respond to the alert or event. 

[0089] Systems and Methods for Remotely Activating a 
Service 

[0090] Described beloW are various systems and methods 
for remotely activating a service on one or more devices or 
systems using prede?ned service relationships. The systems 
and methods may be carried out after a subscriber takes out a 
subscription to a service, though this need not be the case. 

[0091] Activation is typically a four-step process. First, a 
subscriber takes out a subscription With a service provider. 
The service may be fee-based, bundled With other services or 
free. Next, the subscriber takes, or is already in, possession of 
one or more devices through Which he Will be provided the 
service. Then, the service provider con?rms that the one or 
more devices the subscriber possesses and one or more sys 
tems that the provider intends to use to provide the service are 
capable of delivering the service. Stated another Way, the 
service provider con?rms that any needed devices and sys 
tems are capable of being provisioned for the service. This 
process is called “pre-quali?cation.” Finally, assuming the 
devices and systems are pre-quali?ed, the service provider 
provisions them accordingly, and service begins. 
[0092] Service activation can be complicated and time 
consuming, depending upon the sophistication of the device 
or service being provisioned and the service being activated. 
With the emergence of converged devices and the desire of 
service providers to sell advanced services to subscribers, the 
need to properly con?gure devices and systems to deliver 
these services has become vital. The services themselves are 
becoming more complex and depend on one or more devices 
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and systems to be con?gured correctly in order for the sub 
scriber effectively to use this service. 

[0093] The various systems and methods described herein 
alloW an application executing Within an embodiment of the 
service management system described above remotely to 
activate a service on one or more ?xed devices, mobile 
devices or a combination of ?xed and mobile devices using 
prede?ned service relationships. The service management 
system maintains relationships betWeen a subscriber, one or 
more services offered to the subscriber and devices and sys 
tems involved in these services. Certain embodiments of the 
system and method ?rst perform pre-quali?cation, Which 
involves validating Whether the subscriber’s devices and/or 
systems can function in the role that the service description 
requires. Certain embodiments of the system and method then 
remotely provision the one or more devices and systems by 
Writing data (con?guration settings typically taking the form 
of key/value pairs) to them. The system and method may 
derive these con?guration settings by using prede?ned ser 
vice relationships that the service management system main 
tains. Certain embodiments of the system and method per 
form remote provisioning manually. Certain other 
embodiments perform remote provisioning in an automated 
Way (e.g., in response to an event received from an external 
system). 
[0094] Various embodiments of the system and method 
described herein employ a rich description of a service to 
drive the activation of a service. The service description main 
tains a relationship betWeen the subscriber, the service 
description and the one or more devices and systems. As 
described above, a device or system represents any end point 
participating in the process of providing a service to a sub 
scriber. This includes consumer devices, such as smart 
phones, PC cards, customer premises equipment (CPE), or 
personal computers (PCs). It also extends to service provider 
operational support systems (OSSs) and business support 
systems (BSSs). The service description de?nes What is 
important and relevant to the service about participating 
devices and systems, What is possible With the participating 
devices and systems and hoW to go about performing opera 
tions on the participating devices and systems. 
[0095] FIG. 9 is a How diagram of one embodiment of a 
method of remotely activating a service carried out according 
to the principles of the invention Wherein, to activate a service 
for a subscriber, identifying information about the subscriber 
and the speci?c service is provided by, e.g., a calling appli 
cation, in a start step 905. In a step 910, the end points (e.g., 
devices and systems) that are associated With the subscriber 
are obtained. In a step 910, the capabilities of the devices 
involved in this service are determined (e.g., by retrieving 
them from the device repository 835 of FIG. 8) to obtain an 
expanded vieW of What each device is capable of doing so it 
can be mapped into a role. In a step 915, the appropriate 
service description is obtained from the service management 
system (e.g., the service description repository 825 of FIG. 8). 
A service description, at a high level, de?nes: functions, 
attributes (data or key/value pairs), alerts, roles (and their 
associated key/value pairs, alerts and actions) and relation 
ships. A function can be an action undertaken by a device, a 
script that can be executed or a process, Which is de?ned as a 
series of scripts that are executed in a script engine (e.g., the 
script engine 830 of FIG. 8). 
[0096] In a step 920, a pre-quali?cation function is obtained 
from the service description. In the example method of FIG. 
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9, the function is named “Pre-Qualify.” In one embodiment, 
the pre-quali?cation function is provided to the script engine. 
In an alternative embodiment, the following inputs are also 
provided to the script engine: references to the constituent 
devices (categorized by role) and the service description. In a 
step 925, the “Pre-Qualify” function is executed. In the illus 
trated embodiment, access is maintained to the attributes and 
relationships stored With the service description during the 
execution. In a step 930, the results from the execution of the 
“Pre-Qualify” function are used to determine Whether or not 
the service can be activated for the subscriber. 
[0097] In a step 935, if the results from the execution of the 
“Pre-Qualify” function indicate that the service cannot be 
activated for the subscriber, method ends With a return to the 
calling application. On the other hand, if the service can be 
activated for the subscriber, the service can then be provi 
sioned on the appropriate devices and systems in a step 940. 
In the illustrated embodiment, a function named “Provision” 
obtained from the service description is executed to perform 
this function. 
[0098] In a step 945, the “Provision” function is executed. 
Provisioning generally involves Writing con?guration set 
tings (key/value pairs) to the devices and systems that are to 
be employed to deliver the service. In the illustrated embodi 
ment, access is maintained to the attributes and relationships 
stored With the service description during the execution. In a 
step 950, the service is activated for the subscriber upon 
successful execution of the “Provision” function, and the 
method ends. 
[0099] Those skilled in the art to Which this application 
relates Will appreciate that other and further additions, dele 
tions, substitutions and modi?cations may be made to the 
described embodiments. 
What is claimed is: 
1. A service management system, comprising: 
a service description repository con?gured to contain ser 

vice descriptions that de?ne services in terms of a set of 
end points that assume roles based on at least one of 
capabilities and attributes thereof; and 

a service management engine coupled to said service 
description repository and con?gured to employ at least 
one relationship contained in one of said service descrip 
tions in said service description repository to pre-qualify 
ones of said end points associated With one of said ser 
vices and activate said one of said services With respect 
to a subscriber. 

2. The service management system as recited in claim 1 
further comprising a device repository con?gured to contain 
data regarding devices, said service management engine fur 
ther con?gured to employ said device repository to pre 
qualify said devices. 

3. The service management system as recited in claim 1 
Wherein said service management engine is con?gured to 
activate said one of said services in response to an event 
received from an external system. 

4. The service management system as recited in claim 1 
Wherein said service management engine is con?gured to 
pre-qualify said ones of said end points in response to a 
calling application. 

5. The service management system as recited in claim 1 
Wherein said end points are selected from the group consist 
ing of: 

devices, and 
systems. 
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6. The service management system as recited in claim 1 
Wherein said service description repository associates at least 
some of functions, operations, alerts, and key/value pairs With 
said roles. 

7. The service management system as recited in claim 1 
Wherein said roles are based on at least some of descriptions, 
capabilities and attributes of said devices. 

8. The service management system as recited in claim 1 
Wherein said service descriptions contain service descriptions 
expressed in a selected one of: 

a human readable markup language, and 
binary data representations. 
9. A method of remotely activating a service, comprising: 
providing identifying information about a subscriber and a 

service description associated With said service; 
obtaining end points associated With said subscriber; 
determining capabilities of end points involved in said 

service; 
mapping said end points into roles associated With said 

service; 
executing a pre-quali?cation function to pre-qualify ones 

of said end points; and 
provisioning said ones of said end points for said service if 

execution of said pre-quali?cation function indicates 
that said service can be activated for said subscriber. 

10. The method as recited in claim 9 Wherein a calling 
application carries out said providing. 

11. The method as recited in claim 9 Wherein a service 
management system provides said service description. 

12. The method as recited in claim 9 Wherein said service 
description contains de?nitions selected from the group con 
sisting of: 

functions, 
attributes, 
alerts, 
roles, and 
relationships. 
13. The method as recited in claim 9 Wherein said execut 

ing said pre-quali?cation function comprises: 
obtaining said pre-quali?cation function from said service 

description; 
providing said pre-quali?cation function to a script engine; 

and 
further providing references to ones of said end points 

categorized by role and said service description. 
14. The method as recited in claim 9 Wherein said activat 

ing comprises: 
obtaining a provisioning function from said service 

description; and 
providing said provisioning function to a script engine. 
15. The method as recited in claim 13 Wherein a service 

description repository associates at least some of operations, 
alerts, and key/value pairs With said roles. 

16. The method as recited in claim 13 Wherein saidroles are 
based on at least some of descriptions, capabilities and 
attributes of said end points. 

17. The method as recited in claim 13 Wherein said service 
description is expressed in a selected one of: 

a human readable markup language, and 
binary data representations. 

* * * * * 


