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ADJUSTING SOFT VALUES TO REDUCE 
BIAS 

BACKGROUND 

[0001] The present invention relates generally to decoding 
of received signals and, more particularly, to a method for 
compensating soft values that are input to a decoder to 
account for bias attributable to bit Width limitations. 
[0002] The ultimate purpose of a communication system is 
to transmit information from an information source to a des 
tination over a communication channel. In Wireless commu 

nication systems, noise and multipath fading cause bit errors 
to occur during transmission. Forward error correction (FEC) 
may be employed to signi?cantly reduce the number of bit 
errors. An encoder at the transmitter adds redundancy to 
information prior to its transmission. At the receiver, a 
decoder makes use of the redundant information and a priori 
knowledge of the coding scheme to detect and correct errors 
that may have occurred during transmission of the informa 
tion. 
[0003] In some communication systems, the received sig 
nal is demodulated by the receiver to generate soft values for 
input to the decoder rather than hard bit decisions. The soft 
values contain reliability information that can be exploited by 
the decoder to improve decoding. The number of bits used to 
represent the soft values, hereinafter referred to as the bit 
Width, is one consideration in the design of a soft value 
decoder. It is usually desirable to limit the bit Width of the soft 
values to reduce the computational complexity of the 
decoder. HoWever, limiting the bit Width of the soft values 
may degrade the performance of the decoder. 
[0004] The channel decoder is typically designed based on 
the assumption that the noise Will have a Zero mean. When the 
bit Width is limited, many of the soft values may become 
saturated. If the number of saturated values is unevenly 
matched betWeen the positive and negative values, the noise 
introduced by the communication channel cannot be assumed 
to have Zero mean. When the positive saturated values exceed 
the negative saturated values, the mean of the noise Will be 
loW. Conversely, When the negative saturated values exceed 
the positive saturated values, the mean of the noise Will be 
high. If the bias introduced by limiting the bit Width of the soft 
values is not compensated for, the performance of the decoder 
may be degraded. 

SUMMARY 

[0005] The present invention provides a method and appa 
ratus to compensate for bias introduced by limiting the bit 
Width of soft values input to a soft value decoder. According 
to one exemplary embodiment, a count of saturated soft val 
ues in a code block is made, and one or more soft values in the 
code block are compensated based on the saturation count. In 
some embodiments, the saturation count is incremented for 
positive saturated soft values and decremented for negative 
saturated soft values. The saturation count may then be used 
to generate an offset that is added to soft values in the code 
block. In one exemplary embodiment, the saturation count 
may be used to generate a saturation ratio that is mapped to 
one of tWo or more predetermined offsets. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0006] FIG. 1 is a functional block diagram illustrating an 
exemplary receiver including a soft value decoder and com 
pensation unit to compensate soft values input to the soft 
value decoder. 
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[0007] FIG. 2 is a block diagram illustrating an exemplary 
compensation unit for compensating soft values input to a soft 
value decoder. 
[0008] FIG. 3 is an exemplary procedure for generating a 
saturation count for soft values in a code block. 

[0009] FIG. 4 is an exemplary procedure for computing an 
offset for compensating soft values in a code block. 
[0010] FIG. 5 is an exemplary procedure for adjusting soft 
values in a code block. 

DETAILED DESCRIPTION 

[0011] FIG. 1 illustrates an exemplary receiver 100 accord 
ing to one embodiment of the invention. Receiver 100 com 
prises a demodulator 110, compensation unit 120, and soft 
value decoder 130. The demodulator 110 demodulates a 
received signal to generate soft values for decoding. The 
compensation unit 120 compensates the soft values output by 
the decoder 100 for bias introduced by limiting the bit Width 
of the soft values. The soft value decoder 130 decodes the soft 
values to recover the transmitted information. 

[0012] The demodulator 110 may, for example, comprise a 
generaliZed RAKE receiver (GRAKE), chip equalizer, or 
other type of demodulator that outputs soft values for decod 
ing. The decoder 130 may, for example, comprise a trellis 
decoder, such as aViterbi decoder, that accepts soft values as 
an input. The compensation unit 120 is interposed betWeen 
the demodulator 110 and decoder 130. The bit Width of the 
soft values output by the demodulator 110 may be limited to 
reduce the computational complexity of the decoder 130. 
Compensation unit 120 compensates for bias attributable to 
bit Width limitations of the soft values. 

[0013] FIG. 2 illustrates an exemplary compensation unit 
120 according to one embodiment of the invention. The com 
pensation unit 120 comprises a buffer 122, saturation counter 
124, and adjustment unit 125. A code block containing a 
plurality of soft values yl- is stored temporarily in the buffer 
122. The saturation counter 124 produces a count C of satu 
rated soft values in the code block. In one embodiment, a 
single count is produced for positive and negative saturated 
soft values. HoWever, those skilled in the art Will appreciate 
that separate counts could be made for positive and negative 
saturated soft values. The saturation counter 124 outputs a 
saturation count C to the adjustment unit 125. The saturation 
count C Will have a positive value When the positive saturated 
soft values outnumber the negative saturated soft values and 
Will have a negative value When the negative saturated soft 
values outnumber the positive saturated soft values. When the 
number of positive and negative saturated soft values is equal, 
the saturation count C Will equal Zero. 

[0014] Compensation unit 125 compensates the soft values 
yl- in a code block for bias attributable to bit Width limitations. 
The compensation unit 125 comprises an offset calculator 
126 and a soft value compensation module 128. The offset 
calculator 126 computes an offset based on the saturation 
count C, Which is to be added to the soft values in the code 
block. The soft value compensation module 128 compensates 
the soft values based on the offset supplied by the offset 
calculator 126. The soft values are read sequentially from the 
buffer 122. The soft value compensation module 128 adds an 
amount equal to the offset to selected soft values. In one 
embodiment, the offset is added to all of the soft values in the 
code block. If the compensated soft values exceed predeter 
mined maximum values, the soft value compensation module 
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128 limits the compensated soft value to a predetermined 
maximum value. The compensated soft values y,- are then 
output to the decoder 130. 
[0015] FIG. 3 illustrates an exemplary procedure 150 
implemented by the saturation counter 124 for generating a 
saturation count C. Process 150 begins by initialiZing the 
saturation counter 124 When a neW block is received (block 
152). The soft values are fed one at a time to the saturation 
counter 124 (block 154). For each soft value in the code block, 
the saturation counter 124 determines Whether the soft value 
is saturated (block 156) and Whether the soft value is positive 
or negative (block 158). If a soft value 156 is saturated, the 
saturation counter increments the saturation count C for each 
positive saturated soft value (block 160) and decrements the 
saturation count C for each negative saturated soft value 
(block 162). If the soft value is not saturated, the saturation 
count C does not change. After each soft value is processed, 
the saturation counter 124 determines Whether the last soft 
value has been reached (block 164). If not, the process repeats 
until the last soft value is reached. When the last soft value is 
reached, the saturation counter 124 outputs the ?nal satura 
tion count to the offset calculator 126 (block 166). 
[0016] FIG. 4 illustrates an exemplary procedure 170 
implemented by the offset calculator 126 for computing an 
offset used to compensate soft values. The offset calculator 
126 receives the saturation count C from the saturation 
counter (block 172) and computes a saturation ratio R based 
on the saturation count C (block 174). In one exemplary 
embodiment, the saturation ratio R is given by: 

Where N is the number of soft values in the code block. Offset 
calculator 126 then maps the saturation ratio R given by Eq. 1 
to a corresponding offset (block 176). In one exemplary 
embodiment, there may be a limited number of predeter 
mined offsets. As one example, the offsets may be limited to 
0, :1, and :2. The offset calculator 126 determines Which one 
of the predetermined offsets to use based on the saturation 
ratio R and the sign of the saturation count (sign (C)). An 
exemplary mapping function is given by: 

0 R < r1 

offset: sign(C) l [1 s R < [2 , 

2 R212 

Eq. (2) 

Where t 1 and t2 are predetermined threshold values. The 
threshold values are values in the range of 0.0 to 1.0. Exem 
plary thresholdvalues are t1:0. 125 and t2:0.35. The mapping 
function selects an offset of 0 When the saturation ratio R is 
less than t1, selects :1 When the saturation ratio is greater than 
or equal to t1 and less than t2, and selects :2 When the satu 
ration ratio is greater than or equal to t2. The sign of the offset 
is determined by the sign of the saturation count C. Once the 
offset is determined, the offset is output to the soft value 
compensation module 128 (block 178). 
[0017] FIG. 5 illustrates a exemplary procedure 180 imple 
mented by the soft value compensation module 128 for com 
pensating soft values. In the exemplary embodiment shoWn, 
the soft value compensation module 128 adjusts each one of 
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the soft values in the code block based on the offset provided 
by the offset calculator 126. An exemplary adjustment func 
tion for adjusting the soft values is given by: 

PMAX y; + offset > PMAX Eq. (3) 

y; + offset else 

[0018] The soft values are fed to the soft value compensa 
tion module 128 one at a time. For each soft value, the soft 
value compensation module 128 adds the offset computed in 
Eq. 2 to the soft value yl- (block 182) to obtain an adjusted soft 
value 91.. After adding the offset, the soft value compensation 
module 128 determines Whether the adjusted soft value y, 
exceeds predetermined limits (block 184). In the exemplary 
embodiment, the magnitude of the adjusted soft value y,- is 
limited to a predetermined maximum magnitude P MAX. 
Adjusted soft values 9,. falling in the range of —PMAXto PMAX 
are output to the decoder 130 (block 188). Adjusted soft 
values 91. greater than PMAX are adjusted doWn to equal PMAX 
(block 186) and output to the decoder 130 (block 188). 
Adjusted soft values 9,. less than — MAX are adjusted upWard 
to equal —PMAX (block 186) and output to the decoder 130 
(block 188). 
[0019] From the foregoing, it can be seen that the soft value 
compensation module 128 leaves the soft values unchanged 
When the magnitude of the saturation count C is loW. As the 
magnitude of the saturation count C increases, the soft value 
compensation module 128 increases the magnitude of the 
offset in step-Wise fashion. The threshold values t 1 and t2 can 
be adjusted to the location of the step changes in the offset. 
[0020] By compensating the soft values prior to the decoder 
130, it is possible to limit the bit Width of the soft values, and 
thus reduce decoder complexity While still maintaining good 
performance levels. The present invention may, of course, be 
carried in other speci?c Ways than those herein set forth 
Without departing from the scope and essential characteristics 
of the invention. The present embodiments are, therefore, to 
be considered in all respects as illustrative and not restrictive, 
and all changes coming Within the meaning and equivalency 
range of the appended claims are intended to be embraced 
therein. 

1. A method of adjusting soft values input to a decoder in a 
Wireless receiver, said method comprising: 

determining a count of saturated soft values in a code block 
containing a plurality of soft values output by a demodu 
lator; and 

adjusting said soft values in said code block based on said 
count of saturated soft values to compensate for bias 
attributable to bit Width limitations of the decoder. 

2. The method of claim 1 Wherein determining a count of 
saturated soft values comprises incrementing said count for 
each positive saturated soft value in said code block, and 
decrementing said count for each negative saturated soft 
value in said code block. 

3. The method of claim 1 Wherein adjusting said soft values 
in said code block comprises computing an offset based on 
said count, and adding said offset to one or more soft values 
in said code block. 

4. The method of claim 3 Wherein adjusting said soft values 
in said code block further comprises limiting the adjusted soft 
values to a predetermined maximum value. 
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5. The method of claim 3 wherein computing the offset 
comprises determining a saturation ratio based on said count, 
and selecting one of tWo or more predetermined offsets based 
on said saturation ratio. 

6. The method of claim 5 Wherein determining the satura 
tion ratio comprises dividing said count by a number of soft 
values in said code block. 

7. The method of claim 5 Wherein selecting one of tWo or 
more predetermined offsets based on said saturation ratio 
comprises mapping said saturation ratio to a corresponding 
offset. 

8. The method of claim 7 Wherein mapping said saturation 
ratio to a corresponding offset comprises comparing said 
saturation ratios to one or more threshold values and selecting 
an offset based on an outcome of said comparisons. 

9. A device for adjusting soft values input to a decoder in a 
Wireless receiver, said device comprising: 

a saturation counter to determine a count of saturated soft 
values in a code block containing a plurality of soft 
values output by a demodulator; and 

an adjustment unit for adjusting one or more soft values in 
said code block based on said count to compensate for 
bias attributable to bit Width limitations of the decoder. 

10. The device of claim 9 Wherein said saturation counter is 
con?gured to increment said count for each positive saturated 
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soft value in said code block, and decrement said count for 
each negative saturated soft value in said code block. 

11. The device of claim 9 Wherein the adjustment unit 
comprises an offset calculator to compute an offset based on 
said count, and a modi?cation unit to add said offset to one or 
more soft values in said code block. 

12. The device of claim 11 Wherein the modi?cation unit is 
further con?gured to limit the adjusted soft values to a pre 
determined maximum value. 

13. The device of claim 11 Wherein said offset calculator is 
con?gured to compute a saturation ratio based on said count 
and to select one of tWo or more predetermined offsets based 
on said saturation ratio. 

14. The device of claim 13 Wherein said offset calculator 
determines said saturation ratio by dividing said count by a 
number of soft values in said code block. 

15. The device of claim 13 Wherein said offset calculator is 
further con?gured to map said saturation ratio to a corre 
sponding offset. 

16. The device of claim 15 Wherein said offset calculator 
maps said saturation ratio to a corresponding offset by com 
paring said saturation ratios to one or more threshold values 
and selecting an offset based on an outcome of said 
comparisons. 


