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(57) ABSTRACT 

A dust shroud for gas powered circular saWs alloWs for 
mounting to a circular saW and foruse therewith out hindering 
the use of the saW. The shroud does not interfere With the 
ability to operate the saW or set the saW on the ground, and 
effectively collects dust and debris Without reducing the 
depth of cut. 
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DUST SHROUD FOR GAS POWERED 
CIRCULAR SAWS 

RELATED APPLICATIONS 

[0001] The present application claims the bene?t of US. 
Provisional Application Ser. No. 61/022,509, ?led Jan. 22, 
2008, Which is expressly incorporated herein in its entirety. 

BACKGROUND OF THE INVENTION 

[0002] l. The Field of the Invention 
[0003] The present invention relates to dust shrouds. More 
speci?cally, the present invention relates to a dust shroud for 
gas poWered circular saWs. 
[0004] 2. State oftheArt 
[0005] Dust shrouds are desirable for multiple reasons, 
such as minimizing the cleanup necessary as Well as limiting 
exposure to haZardous dust. It is particularly desirable to 
collect certain types of dust, such as dust from cutting cement 
or stone, as these types of dust present a greater health haZard. 
Gas poWered circular saWs are commonly used for cutting 
cement or other tasks. Without a dust shroud, dust and debris 
is scattered over a Wide area. It is desirable to contain the dust 
Which is created for several reasons. It is desirable to contain 
the dust and debris to keep the Workplace cleaner and to 
minimize the time necessary to clean up afterwards. Fine dust 
is often created Which can be quite dif?cult to clean up after 
Wards. It is also desirable to contain the dust and debris to 
keep the same from getting into the tool itself, causing pre 
mature failure of the bearings, motor, etc. Additionally, debris 
such as concrete dust poses a health risk to the machine 
operator and others Who may breathe it. It is desirable to 
collect the dust to minimiZe any exposure. 
[0006] One dif?culty in providing dust shrouds is the fact 
that the shroud must ?t each particular tool Without impeding 
the operation of the tool While still effectively collecting dust. 
Gas poWered circular saWs are often used for cutting concrete 
as they have a signi?cant amount of poWer and can use a large 
diameter cutting blade. It is desirable to provide a dust shroud 
Which does not reduce the depth of cut by obscuring too much 
of the blade, but that still effectively collects the dust. Addi 
tionally, gas poWered saWs are typically set on the ground 
after use. The dust shroud should not interfere With the normal 
feet or contact points betWeen the saW and the ground, as such 
may make the saW unstable or make the dust shroud prone to 
premature failure. Thus, it has been particularly dif?cult to ?t 
a dust shroud to gas poWered circular saWs since they are very 
compactly constructed, and since the dust shroud can not 
protrude from the saW so as to not interfere With the operation 
of the saW. The dust shroud must not interfere With the blade 
and the available depth of cut but must effectively capture the 
dust and debris Which is generated. 
[0007] There is thus a need for a dust shroud for gas poW 
ered circular saWs Which is effective and Which does not 
interfere With the use of the saW. 

SUMMARY OF THE INVENTION 

[0008] It is an object of the present invention to provide an 
improved dust shroud for gas poWered circular saWs. 
[0009] According to one aspect of the present invention, a 
dust shroud is provided Which may be used With a gas poW 
ered circular saW Without reducing the depth of cut. A dust 
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shroud design is presented Which only minimally covers the 
blade but Which still effectively captures the dust and debris 
Which is generated. 
[0010] According to another aspect of the invention, a dust 
shroud is provided Which may be used With a gas poWered 
circular saW Without interfering With the use of the saW, and 
Without interfering With the built in feet or points of contact 
betWeen the saW and the ground. A dust shroud design is 
provided Which dies not protrude from the saW in a manner 
Which makes the saW unWieldy or Which otherWise interferes 
With the operation of the saW. The dust shroud design, hoW 
ever, retains air passages Which are adequately siZed and 
properly shaped to maintain proper air How and effectively 
collect dust and debris. 
[0011] These and other aspects of the present invention are 
realiZed in a dust shield as shoWn and described in the fol 
loWing ?gures and related description. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] Various embodiments of the present invention are 
shoWn and described in reference to the numbered draWings 
Wherein: 
[0013] FIG. 1 shoWs a perspective vieW of a dust shroud 
according to the present invention mounted to a gas poWered 
circular saW; 
[0014] FIG. 2 shoWs a top perspective vieW of the dust 
shroud of FIG. 1; 
[0015] FIG. 3 shoWs a bottom perspective vieW of the 
shroud of FIG. 1; 
[0016] FIG. 4 shoWs a front perspective vieW of the shroud 
of FIG. 1; 
[0017] FIG. 5 shoWs a side vieW ofthe shroud of FIG. 1; 
[0018] FIG. 6 shoWs a side vieW ofthe shroud of FIG. 1 as 
Well as portions of a gas poWered circular saW; and 
[0019] FIG. 7 shoWs a bottom perspective vieW of the 
shroud of FIG. 1 and the circular saW portions of FIG. 5. 
[0020] It Will be appreciated that the draWings are illustra 
tive and not limiting of the scope of the invention Which is 
de?ned by the appended claims. The embodiments shoWn 
accomplish various aspects and objects of the invention. It is 
appreciated that it is not possible to clearly shoW each element 
and aspect of the invention in a single FIGURE, and as such, 
multiple ?gures are presented to separately illustrate the vari 
ous details of the invention in greater clarity. Similarly, not 
every embodiment need accomplish all advantages of the 
present invention. 

DETAILED DESCRIPTION 

[0021] The invention and accompanying draWings Will 
noW be discussed in reference to the numerals provided 
therein so as to enable one skilled in the art to practice the 
present invention. The draWings and descriptions are exem 
plary of various aspects of the invention and are not intended 
to narroW the scope of the appended claims. 
[0022] Turning noW to FIG. 1, a perspective vieW of a dust 
shroud 10 according to the present invention Which is 
mounted to a gas poWered circular saW is shoWn. Gas poW 
ered circular saWs are typically constructed in a manner simi 
lar to a chain saW. The engine and frame are similar to a chain 
saW, and the cutting bar and cutting chain are replaced With a 
support bar, blade axle, and drive chain. As such, the gas 
poWered circular saW is quite compact and creates a consid 
erable challenge in forming a dust shroud Which effectively 
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collects dust Without adversely affecting the use of the saW. 
The dust shroud 10 includes a front dust collection chamber 
14 Which extends around the rear portion of a saW blade 18 of 
a gas poWered circular saW 22. The dust collection chamber 
14 is pneumatically connected to an air passage 26 and 
thereby to a vacuum port 3 0. The vacuum port 3 0 is connected 
to a vacuum to draW dust and debris from around the blade 18, 
through the chamber 14, through the passage 26, through the 
vacuum port 30, and into the vacuum. The passage 26 passes 
betWeen the feet 34 of the saW 22. It is appreciated that there 
is very little room for a dust shroud, making it dif?cult to use 
the same on a gas poWered circular saW. The dust shroud 
should not protrude beloW the bottom most point of the saW 
frame (such as the feet 34) While the saW is in use or in rest, as 
this Would cause the dust shroud 10 to contact the ground or 
Work piece and may cause damage to the shroud. 
[0023] Turning noW to FIG. 2, a top perspective vieW of the 
dust shroud of FIG. 1 is shoWn. It can be better seen hoW the 
passage 26 includes a relatively straight portion 2611 Which 
passes betWeen the feet 34 of the saW 22 and a curved portion 
26b Which extends toWards the side of the saW so as to accom 
modate the vacuum port 30. Mounting studs 38 With holes 42 
may be provided to attach the shroud 10 to a saW. The dust 
collection chamber 14 is formed to ?t around the blade, and 
has a slot 46 formed therethrough. As seen in FIG. 1, the blade 
passes through the slot 46 so that the chamber 14 extends 
around both sides of the blade. 

[0024] Turning noW to FIG. 3, a bottom perspective vieW of 
the shroud of FIG. fl is shoWn. It can be better seen hoW the 
dust collection chamber 14 has an enlarged opening 50 on the 
bottom thereof to alloW the dust and debris easy entry into the 
chamber. The enlarged opening 50 is larger at the front of the 
chamber 14 and tapers to a smaller Width at the back of the 
opening 50. The slot 46 is narroWer, keeping the front and top 
sides of the chamber 14 closer to the blade 18. The enlarged 
opening 50 on the bottom of the dust collection chamber 14 
makes the majority of the air ?oW into the chamber from the 
bottom While the more narroW slot 46 in the top and front of 
the chamber 14 keeps the debris from exiting the chamber, 
causing the dust shroud 10 to collect a majority of the debris 
and dust Which is generated. For improved performance, the 
enlarged opening 50 may extend slightly into the loWer por 
tion of the front of the dust collection chamber 14 (as is visible 
in FIG. 4) to ensure that the dust and debris carried by the saW 
teeth are draWn into the chamber. 

[0025] Turning noW to FIG. 4, a front perspective vieW of 
the shroud of FIG. 1 is shoWn. FIG. 4 illustrates hoW the 
bottom opening 50 of the dust collection chamber 14 is larger 
than the slot 46. The opening 50 results in most of the bottom 
of the dust collection chamber 14 being open. The slot 46 
extends around mo st of the top and front of the dust collection 
chamber 14, causing the dust collection chamber to extend 
more completely around the blade. It can be ob served hoW the 
dust shroud 10 includes a dust collection chamber Which 
envelops a portion of the blade, an air passage extending 
rearWardly from the dust collection chamber and Which then 
turns about 90 degrees laterally, and a vacuum port connected 
to the air passage at an angle of about 90 degrees. 
[0026] Turning noW to FIG. 5 a side vieW of the shroud of 
FIG. 1 is shoWn. It can be seen hoW the dust collection 
chamber 14 is angled upWardly from horiZontal as indicated 
at 54. This helps to keep the dust collection chamber 14 from 
interfering With the available depth of cut of the saW 22. 
Additionally, the passage 26 and vacuum port 30 are angled 
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upWardly from horizontal as indicated at 58 to keep these 
from hitting the ground When the saW 22 is set doWn after use. 
This prevents damage to the shroud 10 and alloWs for unim 
peded use of the saW 22. Thus, the bottom of the dust collec 
tion chamber 14 and the bottom of the air passage 26 and 
vacuum port 30 are disposed at an acute angle relative to each 
other, resulting in a design Which does not interfere With the 
use of the saW and Which does not interfere With resting the 
saW on the ground using the factory designed feet of the saW. 
The dust shroud passes underneath the body of the saW With 
out interfering With the use of the saW. 
[0027] Turning noW to FIG. 6, a side vieW of the shroud of 
FIG. 1 as Well as portions of a gas poWered circular saW are 
shoWn. The blade 18, feet 34, and blade guard 62 of the saW 
22 are shoWn. It can be seen hoW the dust collection chamber 
14 extends around the cutting edge of the saW blade 18 at the 
point of dust generation (as the saW is doWn cutting) Without 
interfering With the maximum depth of cut as indicated by 
line 66. The maximum depth of cut 66 is thus limited by the 
positions of the blade guard 62 and the feet 34. The dust 
collection chamber ?ts against the blade guard, reducing the 
amount of dust and debris Which is not captured by the dust 
shroud. The compact siZe of the chamber 14, opening 50 and 
slot 46, along With the angle 54 formed by the base of the 
chamber alloW for ef?cient dust collection Without interfering 
With the depth of cut. 
[0028] Turning noW to FIG. 7, a bottom perspective vieW of 
the shroud of FIG. 1 and the circular saW portions of FIG. 5 is 
shoWn. It can be seen hoW the passage 26 ?ts betWeen the saW 
feet 34 so as to not interfere With the use of the saW 22 or With 
setting the saW on the ground. It can also be seen hoW the 
chamber 14 extends around the blade 18. The blade 18 
extends back into the opening 50 so that the teeth (typically 
diamond abrasive coated) pass through the opening 50. The 
shroud 10 causes a majority of the dust and debris to enter the 
dust collection chamber 14 and removes the same through the 
vacuum port 30. The slot 46 keeps debris from leaving the 
chamber 14 Without being collected. The dust shroud is par 
ticularly advantageous as it presents a compact shape Which is 
effective in collecting a majority of the dust produced While 
using the saW 22 Without interfering With the use of the saW. 
[0029] There is thus disclosed an improved dust shroud for 
use With gas poWered circular saWs. It Will be appreciated that 
numerous changes may be made to the present invention 
Without departing from the scope of the claims. 

What is claimed is: 
1. A dust shroud for gas poWered circular saWs comprising: 
a dust collection chamber con?gured to receive the blade of 

a gas poWered circular saW through a slot formed therein 
such that the dust collection chamber extends around 
both sides of the saW blade; 

a passage disposed in ?uid communication With the cham 
ber and extending aWay from the chamber so as to extend 
beloW a circular saW; and 

a vacuum port disposed in ?uid communication With the 
passage such that a vacuum disposed in the vacuum port 
can extract dust from the chamber. 

2. The dust shroud of claim 1, Wherein the dust collection 
chamber is generally enclosed, and Wherein a top surface 
thereof has a slot formed therethrough, a front surface thereof 
has a slot formed therethrough and connecting to the slot 
formed through the top surface, and a bottom surface thereof 
has an enlarged opening formed therethrough and connecting 
to the slot formed through the front surface. 
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3. The dust shroud of claim 2, wherein the bottom surface 
of the dust collection chamber is substantially open, and 
Wherein the front surface and top surface are closed except for 
the slots formed therethrough. 

4. The dust shroud of claim 2, Wherein a bottom portion of 
the front surface is open to a Width corresponding to the Width 
of the enlarged opening in the bottom surface. 

5. The dust shroud of claim 1, Wherein the passage has a 
cross section Which is narroW in a vertical direction and 
elongate in a horizontal direction. 

6. The dust shroud of claim 1, Wherein the passage passes 
betWeen feet disposed on the bottom of the gas poWered 
circular saW When the shroud is attached to the saW. 

7. The dust shroud of claim 1, Wherein the passage extends 
rearWardly from the dust collection chamber and thereafter 
curves so as to extend laterally, and Wherein the vacuum port 
faces rearWardly and is laterally disposed relative to the dust 
collection chamber. 

8. The dust shroud of claim 1, Wherein the bottom surface 
of the dust collection chamber and the bottom surface of the 
passage are disposed at an acute angle relative to each other. 

9. The dust shroud of claim 1, Wherein the bottom surface 
of the passage and the bottom surface of the vacuum port are 
generally coplanar, and Wherein the bottom surface of the 
dust collection chamber and the bottom surface of the pas sage 
are disposed at an acute angle relative to each other such that 
they extend upWardly from a point adjacent the rear portion of 
the dust collection chamber. 

10. The dust shroud of claim 1, Wherein installation of the 
dust shroud on a gas poWered circular saW places the dust 
collection chamber so as to extend around a portion of the 
blade and generally enclose said portion of the blade, position 
an open area of the dust collection chamber relative to the 
blade such that blade teeth pass through the open area, posi 
tion a front portion of the passage betWeen feet disposed on 
the bottom of the circular saW, position a rear portion of the 
passage so as to curve toWards a side of the saW and extend 

laterally thereto, and position the vacuum port so as to extend 
longitudinally toWards the back of the saW. 

11. A dust shroud for a gas poWered circular saW compris 
mg: 

a generally enclosed dust collection chamber, the dust col 
lection chamber having a slot formed through a front 
surface and a top surface thereof and an opening formed 
in a loWer surface thereof, the opening being continuous 
With the slot, the dust collection chamber being formed 
to receive a circular saW blade through the opening and 
slot formed therethrough so as to generally enclose a 
portion of the blade and such that blade teeth pass 
through said opening; 
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an air passage pneumatically connected to the dust collec 
tion chamber and extending rearWardly therefrom, the 
air passage having a reduce vertical height and an 
extended horizontal Width, the air passage curving lat 
erally so as to extend toWards the side of a gas poWered 
circular saW; and 

a vacuum port pneumatically connected to the air passage 
and connectable to a vacuum hose so as to draW air from 

the dust collection chamber, through the air passage, and 
through the vacuum port. 

12. The dust shroud of claim 11, Wherein the vacuum port 
extends rearWardly along the side of the saW. 

13. The dust shroud of claim 11, Wherein the bottom of the 
vacuum port is generally coplanar With the bottom of the air 
passage and disposed at an acute angle relative to the bottom 
of the dust collection chamber. 

14. The dust shroud of claim 11, Wherein, When the dust 
shroud is mounted to a circular saW, the air passage passes 
betWeen feet mounted on the bottom of the saW and extends 
laterally to the side of the bottom of the saW. 

15. The dust shroud of claim 11, Wherein, When the dust 
shroud is mounted to a circular saW, the bottom of the dust 
collection chamber is positioned so as to generally extend 
toWards the front of a blade guard. 

16. A dust shroud for a gas poWered circular saW compris 
mg: 

a generally enclosed dust collection chamber, the dust col 
lection chamber having an opening formed in the bottom 
thereof and a slot formed through the front and top 
thereof, the slot being connected to the opening, the slot 
and opening receiving a blade of the gas poWered circu 
lar saW so as to enclose a portion of the blade; 

an air passage disposed in pneumatic communication 
thereWith, the air pas sage extending rearWardly from the 
dust collection chamber and curving laterally so as to 
extend to the side of a gas poWered circular saW; and 

a vacuum port disposed in pneumatic communication With 
the air passage, the vacuum port being displaced later 
ally from the dust collection chamber and extending 
rearWardly therefrom. 

17. The dust shroud of claim 16, Wherein the bottom of the 
dust collection chamber angles upWardly from the back 
thereof and Wherein the bottom of the air passage angles 
upWardly from the front thereof. 

18. The dust shroud of claim 16, Wherein, When the dust 
shroud is mounted to a circular saW, the air passage passes 
betWeen feet attached to the bottom of the saW and extends 
along the bottom of the saW. 

* * * * * 


