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Correspondence Address: _ _ 

Muncy, Geissler, Olds & Lowe, PLLC A thirli)1 eyelgllasseslcase for balcclommobdaitmg dan eyeglass 
R0. BOX 1364 gssem T1 e eyeg atssdatsselrln byd asTa 01 y an tWo temps 

ars pivo a yconnec e o e o y. Wo enses are moun e 
FAIRFAX’ VA 22038-1364 (Us) on the body. The thin eyeglasses case includes a ?rst housing 

and a second housing. The ?rst housing has a ?rst engaging 
(21) App1_ NO; 12/237,848 structure. One side of the second housing is pivotally con 

nected to the ?rst housing to form an accommodating portion 
_ _ for accommodating the body of the eyeglass assembly 

(22) Flled' sep‘ 25’ 2008 together With the ?rst housing, While tWo side openings 
through Which the temple bars are exposed are formed. The 

(30) Foreign Application Priority Data other side of the second housing has a second engaging struc 
ture, Which may engage With or disengage from the ?rst 

Jan. 25, 2008 (TW) ............................... .. 097102770 engaging structure. 
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THIN EYEGLASSES CASE 

[0001] This application claims priority of No. 097102770 
?led in Taiwan ROC on Jan. 25, 2008 under 35 USC 119, 
the entire content of Which is hereby incorporated by refer 
ence. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of Invention 
[0003] The invention relates to a thin eyeglasses case, and 
more particularly to a thin eyeglasses case capable of protect 
ing lenses of an eyeglass assembly While exposing temple 
bars of the eyeglass assembly. 
[0004] 2. RelatedArt 
[0005] In order to protect an eyeglass assembly, a conven 
tional eyeglasses case is designed to cover lenses and temple 
bars of the eyeglass assembly. Thus, the siZe of the eyeglasses 
case has to be su?icient large in order to accommodate the 
slightly arced eyeglass assembly. In this case, many redun 
dant spaces exist in the eyeglasses case, and a relatively large 
space of a pocket or a knapsack has to be provided to accom 
modate the eyeglasses case. More particularly, When the user 
carries the eyeglasses case in his/her pocket, he or she may 
feel that his/her pocket projects outWards and the glory is thus 
in?uenced. 
[0006] Consequently, it is an important subject of the inven 
tion to provide a thin and multi-functional eyeglasses case. 

SUMMARY OF THE INVENTION 

[0007] It is therefore an object of the invention to provide a 
thin and multi-functional eyeglasses case for protecting an 
eyeglass assembly and accommodating other objects. 
[0008] To achieve the above-identi?ed object, the invention 
provides a thin eyeglasses case for accommodating an eye 
glass assembly having a body and tWo temple bars pivotally 
connected to the body, Wherein tWo lenses are mounted on the 
body. The thin eyeglasses case includes a ?rst housing and a 
second housing. The ?rst housing has a ?rst engaging struc 
ture. One side of the second housing is pivotally connected to 
the ?rst housing to form an accommodating portion for 
accommodating the body of the eyeglass assembly together 
With the ?rst housing, While tWo side openings through Which 
the temple bars are exposed are formed. The other side of the 
second housing has a second engaging structure, Which may 
engage With or disengage from the ?rst engaging structure. 
[0009] The second housing may have a ?at object accom 
modating slot for accommodating a ?at object. The second 
housing may also have a cylinder accommodating slot for 
accommodating a cylinder. 
[0010] The second housing may have tWo positioning por 
tions for respectively positioning the tWo temple bars. Each 
positioning portion may be a slot. Alternatively, each posi 
tioning portion may be a slot de?ned by tWo projections. 
[0011] The second housing may also have a locking portion 
for locking free ends of the temple bars. 
[0012] The thin eyeglasses case according to the invention 
may protect the eyeglass assembly and accommodate objects 
at the same time. The eyeglass assembly can be easily pro 
tected Without Wasting the too large space. Therefore, the 
eyeglasses case of the invention can easily protect the eye 
glass assembly, and the eyeglasses case may be hung on the 
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user through one of the temple bars so that the user can carry 
the eyeglasses case in a diversi?ed manner. 

[0013] Further scope of the applicability of the present 
invention Will become apparent from the detailed description 
given hereinafter. HoWever, it should be understood that the 
detailed description and speci?c examples, While indicating 
preferred embodiments of the invention, are given by Way of 
illustration only, since various changes and modi?cations 
Within the spirit and scope of the invention Will become 
apparent to those skilled in the art from this detailed descrip 
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The present invention Will become more fully 
understood from the detailed description given hereinbeloW 
and the accompanying draWings Which are given by Way of 
illustration only, and thus are not limitative of the present 
invention. 
[0015] FIG. 1 is a pictorial vieW shoWing a thin eyeglasses 
case in an opened state according to a ?rst embodiment of the 
invention. 
[0016] FIG. 2 is a pictorial vieW shoWing the thin eye 
glasses case in a closed state according to the ?rst embodi 
ment of the invention. 

[0017] FIG. 3 is a pictorial vieW shoWing a thin eyeglasses 
case in a closed state according to a second embodiment of the 
invention. 
[0018] FIG. 4 is a front vieW shoWing a thin eyeglasses case 
in a closed state according to a third embodiment of the 
invention. 
[0019] FIG. 5 is a partial cross-sectional vieW taken along a 
line 5-5 of FIG. 4. 
[0020] FIG. 6 is a partial cross-sectional vieW taken along a 
line 6-6 of FIG. 4. 

DETAILED DESCRIPTION OF THE INVENTION 

[0021] The present invention Will be apparent from the 
folloWing detailed description, Which proceeds With refer 
ence to the accompanying draWings, Wherein the same refer 
ences relate to the same elements. 

[0022] FIG. 1 is a pictorial vieW shoWing a thin eyeglasses 
case 10 in an opened state according to a ?rst embodiment of 
the invention. FIG. 2 is a pictorial vieW shoWing the thin 
eyeglasses case 10 in a closed state according to the ?rst 
embodiment of the invention. As shoWn in FIGS. 1 and 2, the 
thin eyeglasses case 10 according to this embodiment is for 
accommodating an eyeglass assembly 30 having a body 32 
and tWo temple bars 34 pivotally connected to the body 32. 
TWo lenses 36 are mounted on the body 32. The thin eye 
glasses case 10 includes a ?rst housing 11 and a second 
housing 13. 
[0023] The ?rst housing 11 has a ?rst engaging structure 
12. 

[0024] One side 13A of the second housing 13 is pivotally 
connected to the ?rst housing 11 to form an accommodating 
portion 15 for accommodating the body 32 of the eyeglass 
assembly 30 together With the ?rst housing 11, While tWo side 
openings 16, through Which the temple bars 34 are exposed 
are formed. The other side 13B of the second housing 13 has 
a second engaging structure 14, Which may engage With or 
disengage from the ?rst engaging structure 12. It is to be noted 
that the ?rst engaging structure 12 may also be engaged With 
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a belt Worn on the user in addition to engaging With the second 
engaging structure 14 so that the user can carry the eyeglasses 
case at his/her Waist. 

[0025] FIG. 3 is a pictorial vieW shoWing a thin eyeglasses 
case in a closed state according to a second embodiment of the 
invention. As shoWn in FIG.3, the second housing 13 has a ?at 
object accommodating slot 18 for accommodating a ?at 
object, such as a business card, a credit card, an ATM card or 
the like. In addition, the second housing 13 may also have a 
cylinder accommodating slot 19 for accommodating a cylin 
der, such as a pencil, a ball pen, a laser pointer or the like. It is 
to be noted that the ?at object accommodating slot 18 or the 
cylinder accommodating slot 19 may exist independently 
Without in?uencing the main function of the eyeglasses case. 
In this embodiment, the ?at object accommodating slot 18 
and the cylinder accommodating slot 19 are formed on an 
engaging surface betWeen the second engaging structure 14 
and the ?rst engaging structure 12. 
[0026] FIG. 4 is a front vieW shoWing a thin eyeglasses case 
in a closed state according to a third embodiment of the 
invention. FIG. 5 is a partial cross-sectional vieW taken along 
a line 5-5 of FIG. 4. As shoWn in FIGS. 4 and 5, the second 
housing 13 has tWo positioning portions 17 for respectively 
positioning the tWo temple bars 34. In this embodiment, each 
positioning portion 17 is a slot, Which may penetrate through 
the second housing 13 or may be formed on the second 
housing 13. As shoWn in FIG. 5, each positioning portion 17 
is a slot de?ned by tWo projections 17A and 17B. The pro 
jections 17A and 17B may be elastic projections for elasti 
cally positioning the temple bars 34, respectively. 
[0027] FIG. 6 is a partial cross-sectional vieW taken along a 
line 6-6 of FIG. 4. As shoWn in FIG. 6, the second housing 13 
may have a locking portion 20 for locking free ends 34F of the 
temple bars 34 in order to ?x the temple bars 34 onto the 
second housing 13. The locking portion 20 may be an elastic 
locking portion for elastically locking the free ends 34F. The 
locking portion 20 has an elastic pressing end 20A, Which 
may elastically press the free ends 34F of the temple bars 34. 
[0028] In summary, the thin eyeglasses case according to 
the invention may protect the eyeglass assembly and accom 
modating objects at the same time. The eyeglass assembly can 
be easily protected Without Wasting the too large space. 
Therefore, the eyeglasses case of the invention can easily 
protect the eyeglass assembly, and the eyeglasses case may be 
hung on the user through one of the temple bars so that the 
user can carry the eyeglasses case in a diversi?ed manner. 
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[0029] While the invention has been described by Way of 
examples and in terms of preferred embodiments, it is to be 
understood that the invention is not limited thereto. To the 
contrary, it is intended to cover various modi?cations. There 
fore, the scope of the appended claims should be accorded the 
broadest interpretation so as to encompass all such modi?ca 
tions. 
What is claimed is: 
1. A thin eyeglasses case for accommodating an eyeglass 

assembly, the eyeglass assembly having a body and tWo 
temple bars pivotally connected to the body, tWo lenses being 
mounted on the body, the thin eyeglasses case comprising: 

a ?rst housing having a ?rst engaging structure; and 
a second housing, Wherein one side of the second housing 

is pivotally connected to the ?rst housing to form an 
accommodating portion for accommodating the body of 
the eyeglass assembly together With the ?rst housing, 
While tWo side openings through Which the temple bars 
are exposed are formed, and the other side of the second 
housing has a second engaging structure, Which may 
engage With or disengage from the ?rst engaging struc 
ture. 

2. The thin eyeglasses case according to claim 1, Wherein 
the second housing has a ?at object accommodating slot for 
accommodating a ?at object. 

3. The thin eyeglasses case according to claim 1, Wherein 
the second housing has a cylinder accommodating slot for 
accommodating a cylinder. 

4. The thin eyeglasses case according to claim 3, Wherein 
the second housing further has a ?at object accommodating 
slot for accommodating a ?at object. 

5. The thin eyeglasses case according to claim 1, Wherein 
the second housing has tWo positioning portions for respec 
tively positioning the tWo temple bars. 

6. The thin eyeglasses case according to claim 5, Wherein 
each of the positioning portions is a slot. 

7. The thin eyeglasses case according to claim 5, Wherein 
each of the positioning portions is a slot de?ned by tWo 
projections. 

8. The thin eyeglasses case according to claim 1, Wherein 
the second housing has a locking portion for engaging With 
free ends of the temple bars. 

9. The thin eyeglasses case according to claim 8, Wherein 
the locking portion has an elastic pressing end capable of 
elastically pressing the free ends of the temple bars. 

* * * * * 


