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SYSTEMS AND METHODS FOR 
MULTIPLEXING MULTIPHASE CLOCKS 

BACKGROUND OF THE INVENTION 

[0001] The present invention is related to systems and 
methods for clocking a semiconductor device, and more par 
ticularly to systems and methods involving a multiphase 
clock. 
[0002] Various semiconductor devices utilize a synchro 
nous clock multiplexer circuit that alloWs for switching tWo 
synchronous clocks Without incurring a glitch. A glitch is a 
high frequency pulse that may be recognized as a clock by 
some devices and not by others and often results in a circuit 
malfunction. A typical synchronous clock multiplexer uti 
lizes one or more select signals to cause a sWitch betWeen 

different input clocks. 
[0003] Turning to FIG. 1, a prior art clock generation circuit 
100 is depicted. Clock generation circuit 100 provides an 
ability to sWitch betWeen tWo different clock inputs (i.e., 
clock 151 and clock 153) through use of a select line (i.e., 
select 101 and select_not 103) Without incurring a glitch. An 
inverted version of clock 151 drives the clock inputs of data 
latch 113 and data latch 117, and clock 151 drives one input 
of a NAND gate 121. An inverted version of clock 153 drives 
the clock inputs of data latch 115 and data latch 119, and clock 
153 drives one input of a NAND gate 123. Select 101 drives 
one input of anAND gate 1 07, and the output of data latch 1 17 
is inverted and drives the other input of AND gate 107. 
Select_not 103 drives one input of anAND gate 105, and the 
output of data latch 119 is inverted and drives the other input 
of AND gate 107. The output of data latch 117 drives an input 
of NAND gate 121, and the output of data latch 119 drives an 
input of NAND gate 123. The output of NAND gate 121 and 
the output of NAND gate 123 drive the inputs of a NAND gate 
125. NAND gate 125 drives a clock output signal 160. 
[0004] In operation, clock 151 is selected to drive clock 
output signal 160 Whenever select_not 103 is asserted high, 
and clock 153 is selected to drive clock output signal 160 
Whenever select 101 is asserted high. By feeding the output of 
data latch 117 back to gate select 101 and the output of data 
latch 119 back to gate select_not 101, any glitches on clock 
output signal 160 are avoided. In summary, for a selected 
clock to be multiplexed three steps occur sequentially: (1) 
select 101 and select_not 103 changes state indicating a clock 
multiplexing, (2) the change in select 101 and select_not 103 
is clocked through respective data latches 113, 115, 117, 119 
and the deselected clock is stopped, and (3) the signal that 
stops the clock is sampled and the selected clock enabled. 
[0005] In some cases, the architecture described in FIG. 1 is 
extended to multiplex multiple clock phases. HoWever, While 
such an extension is possible, sWitching betWeen multiphase 
clock inputs can result in a different number of clocks being 
produced in one phase than in another. Where, Where the 
multiphase clocks are used to drive differential clock inputs, 
the different numbers of clocks results in situation Where only 
one side of a differential input is provided. In some cases, a 
different number of clocks occurring in one phase and not 
another may result in a circuit malfunction. In some cases, 
such circuit malfunctions cause irrecoverable losses of data. 
As one example, such a circuit may produce a misalignment 
in data pipes for a given design When a sWitch betWeen clocks 
occurs. To avoid such a malfunction, the relevant pipes must 
be emptied and re?lled. Such a process is time consuming and 
undesirable. 
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[0006] Hence, for at least the aforementioned reasons, there 
exists a need in the art for advanced systems and methods for 
circuit clocking. 

BRIEF SUMMARY OF THE INVENTION 

[0007] The present invention is related to systems and 
methods for clocking a semiconductor device, and more par 
ticularly to systems and methods involving a multiphase 
clock. 
[0008] Various embodiments of the present invention pro 
vide multiphase synchronous clock multiplexer circuits. 
Such circuits include a ?rst multiphase clock and a second 
multiphase clock. The ?rst multiphase clock includes at least 
a ?rst phase clock, a second phase clock, a third phase clock 
and a fourth phase clock; and the second multiphase clock 
includes at least a ?fth phase clock, a sixth phase clock, a 
seventh phase clock and an eighth phase clock. The circuits 
also include a select signal synchronizing circuit that receives 
a select input and synchronizes the select input to either the 
fourth phase clock or the eighth phase clock to generate a ?rst 
select output depending upon an assertion level of the ?rst 
select output. In addition, the select signal synchronizing 
circuit receives a second select output and synchronizes the 
second select output to the ?fth phase clock to generate a 
fourth select output; and receives a third select output and 
synchronizes the third select output to the ?rst phase clock to 
generate a ?fth select output. The circuit also includes a ?rst 
multiplexing block and a second multiplexing block. The ?rst 
multiplexing block receives the ?rst phase clock, the second 
phase clock, the ?fth phase clock and the sixth phase clock; 
and provides a ?rst multiphase output including a combina 
tion of the ?rst phase clock and the second phase clock or a 
combination of the ?fth phase clock and the sixth phase clock 
depending upon a combination of the ?rst select output, the 
fourth select output and the ?fth select output. The second 
multiplexing block receives the third phase clock, the fourth 
phase clock, the seventh phase clock and the eighth phase 
clock; and provides a second multiphase output including a 
combination of the third phase clock and the fourth phase 
clock or a combination of the seventh phase clock and the 
eighth phase clock depending upon a combination of the ?rst 
select output, the fourth select output and the ?fth select 
output. Further, the second multiplexing block generates the 
second select output and the third select output based at least 
in part on the ?rst select output. 
[0009] In one particular instance of the aforementioned 
embodiments, the ?rst multiplexing block logically combines 
the ?rst select output With the ?fth select output to generate a 
?rst combined select output; and synchronizes the ?rst com 
bined select output With the second phase clock to generate a 
?rst clock enable. Further, the ?rst multiplexing block logi 
cally combines the ?rst select output With the fourth select 
output to generate a second combined select output; and 
synchronizes the second combined select output With the 
sixth phase clock to generate a second clock enable. In such 
cases, the combination of the ?rst clock enable and the second 
clock enable governs selection of the combination of the ?rst 
phase clock and the second phase clock or the combination of 
the ?fth phase clock and the sixth phase clock to drive the ?rst 
multiphase output. 
[0010] In various instance of the aforementioned embodi 
ments, the second multiplexing block logically combines the 
?rst select output With the ?fth select output to generate a ?rst 
combined select output; and synchronizes the ?rst combined 
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select output With the second phase clock to generate a ?rst 
clock enable. Further, the second multiplexing block logi 
cally combines the ?rst select output With the fourth select 
output to generate a second combined select output; and 
synchronizes the second combined select output With the 
sixth phase clock to generate a second clock enable. In such 
cases, the combination of the ?rst clock enable and the second 
clock enable governs selection of the combination of the third 
phase clock and the fourth phase clock or the combination of 
the seventh phase clock and the eighth phase clock to drive the 
second multiphase output. Further, the second select output is 
a derivative of the ?rst clock enable, and the third select 
output is a derivative of the second clock enable. 

[0011] In one or more instances of the aforementioned 
embodiments, the ?rst phase clock is a complement of the 
second phase clock, the third phase clock is a complement of 
the fourth phase clock, the ?fth phase clock is a complement 
of the sixth phase clock, and the seventh phase clock is a 
complement of the eighth phase clock. In some instances of 
the aforementioned embodiments, upon a transition of the 
select signal from one assertion state to another assertion 
state, the folloWing sequence of events occurs: (1) the ?rst 
multiphase output de-asserts corresponding to a sequential 
de-assertion of the ?rst phase clock and the second phase 
clock, (2) the second multiphase output de-asserts corre 
sponding to a sequential de-assertion of the third phase clock 
and the fourth phase clock, (3) the ?rst multiphase output 
asserts corresponding to a sequential assertion of the ?fth 
phase clock and the sixth phase clock, and (4) the second 
multiphase output asserts corresponding to a sequential asser 
tion of the seventh phase clock and the eighth phase clock. 
[0012] In various instances of the aforementioned embodi 
ments, the circuit further includes a ?rst clock generator and 
a second clock generator. The ?rst clock generator receives a 
?rst input clock operating at a ?rst frequency and provides the 
?rst multiphase clock operating at the ?rst frequency, and the 
second clock generator receives a second input clock operat 
ing at a second frequency and provides the second multiphase 
clock operating at the second frequency. In one particular 
case, the ?rst clock generator generates a ?rst set of eight 
phase clocks based on the ?rst input clock and the second 
clock generator generates a second set of eight phase clocks 
based on the second input clock. The ?rst set of eight phase 
clocks combine to form the ?rst multiphase clock, and the 
second set of eight phase clocks combine to form the second 
multiphase clock. In such cases, the circuit is operable to 
sequentially and synchronously sWitch betWeen the ?rst mul 
tiphase clock and the second multiphase clock such that the 
same number of clock pulses are maintained at a combined 
multiphase output betWeen the ?rst set of eight phase clocks 
When selected to drive the multiphase output and betWeen the 
second set of eight phase clocks When selected to drive the 
multiphase output. 
[0013] Other embodiments of the present invention provide 
systems for sWitching betWeen multiphase clocks. Such sys 
tems include a multiphase clock multiplexer. The multiphase 
clock multiplexer receives a ?rst multiphase clock and a 
second multiphase clock. The ?rst multiphase clock includes 
at least a ?rst phase clock and a second phase clock, and the 
second multiphase clock includes at least a third phase clock 
and a fourth phase clock. The multiphase clock multiplexer 
receives a select signal, and is operable to output a ?rst output 
corresponding to the ?rst phase clock When the select signal 
is at a ?rst assertion and corresponding to the third phase 

Sep.3,2009 

clock When the select signal is at a second assertion, and to 
output a second output corresponding to the second phase 
clock When the select signal is at the ?rst assertion and cor 
responding to the fourth phase clock When the select signal is 
at the second assertion. 
[0014] In some instances of the aforementioned embodi 
ments, the ?rst phase clock is a complement of the second 
phase clock, and the third phase clock is a complement of the 
fourth phase clock. In various instances of the aforemen 
tioned embodiments, upon a transition of the select signal 
from the ?rst assertion to the second assertion, the folloWing 
sequence of events occurs: (1) the ?rst output de-asserts cor 
responding to a de-assertion of the ?rst phase clock, (2) the 
second output de-asserts corresponding to a de-assertion of 
the second phase clock, (3) the ?rst output asserts correspond 
ing to an assertion of the third phase clock, and (4) the second 
output asserts corresponding to an assertion of the fourth 
phase clock. In some such cases, the ?rst phase clock is not a 
complement of the second phase clock, and the third phase 
clock is not a complement of the fourth phase clock. 
[0015] In one or more instances of the aforementioned 
embodiments, the systems further include a ?rst clock gen 
erator and a second clock generator. The ?rst clock generator 
receives a ?rst input clock operating at a ?rst frequency and 
provides the ?rst multiphase clock operating at the ?rst fre 
quency, and the second clock generator receives a second 
input clock operating at a second frequency and provides the 
second multiphase clock operating at the second frequency. 
In particular cases, the ?rst input clock is asynchronous to the 
second input clock. 
[0016] In various instances of the aforementioned embodi 
ments, the ?rst multiphase clock includes a ?rst set of eight 
different phase clocks, and the second multiphase clock 
includes a second set of eight different phase clocks. The 
multiphase clock multiplexer is operable to provide a mul 
tiphase output corresponding to the ?rst set of eight different 
phase clocks When the select signal is at the ?rst assertion and 
corresponding to the second set of eight different phase 
clocks When the select signal is at the second assertion. 
[0017] Yet other embodiments of the present invention pro 
vide methods for sWitching betWeen tWo multiphase clocks. 
Such methods include receiving a ?rst multiphase clock and 
a second multiphase clock. The ?rst multiphase clock 
includes at least a ?rst phase clock and a second phase clock, 
and the second multiphase clock includes at least a third phase 
clock and a fourth phase clock. The methods further include 
transitioning a select signal from a ?rst assertion to a second 
assertion. Based at least in part on the select signal, a mul 
tiphase output is transitioned from a signal set corresponding 
to the ?rst multiphase clock to a signal set corresponding to 
the second multiphase clock. Such a transition as sures that the 
same number of clock pulses are maintained at the multiphase 
output betWeen the ?rst phase clock and the second phase 
clock, and that the same number of clock pulses are main 
tained betWeen the third phase clock and the fourth phase 
clock. 
[0018] In various instances of the aforementioned embodi 
ments, transitioning the multiphase output includes perform 
ing the folloWing sequence: de-asserting the multiphase out 
put corresponding to de-assertion of respective members of 
the signal set corresponding to the ?rst multiphase clock; and 
subsequently, asserting the multiphase output corresponding 
to assertion of respective members of the signal set corre 
sponding to the second multiphase clock. 
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[0019] In some cases, the methods further include receiving 
a ?rst input clock and a second input clock that are asynchro 
nous to each other. The ?rst multiphase clock is generated 
based on the ?rst input clock, and the second multiphase 
clock is generated based on the second input clock. In one 
particular case, the ?rst multiphase clock includes a ?rst set of 
eight different phase clocks, and the second multiphase clock 
includes a second set of eight different phase clocks. In such 
cases, the multiphase clock multiplexer is operable to provide 
a multiphase output corresponding to the ?rst set of eight 
different phase clocks When the select signal is at the ?rst 
assertion and corresponding to the second set of eight differ 
ent phase clocks When the select signal is at the second asser 
tion. 
[0020] This summary provides only a general outline of 
some embodiments of the invention. Many other objects, 
features, advantages and other embodiments of the invention 
Will become more fully apparent from the folloWing detailed 
description, the appended claims and the accompanying 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] A further understanding of the various embodi 
ments of the present invention may be realiZed by reference to 
the ?gures Which are described in remaining portions of the 
speci?cation. In the ?gures, like reference numerals are used 
throughout several draWings to refer to similar components. 
In some instances, a sub-label consisting of a loWer case letter 
is associated With a reference numeral to denote one of mul 
tiple similar components. When reference is made to a refer 
ence numeral Without speci?cation to an existing sub-label, it 
is intended to refer to all such multiple similar components. 
[0022] FIG. 1 depicts a prior art synchronous clock multi 
plexer; 
[0023] FIG. 2 depicts a multiphase clock generator and 
multiplexer system in accordance With various embodiments 
of the present invention; 
[0024] FIG. 3 depicts a multiphase synchronous clock mul 
tiplexer in accordance With various embodiments of the 
present invention; 
[0025] FIG. 4 provides a detailed vieW of a multiplexing 
block that may be used to implement the multiphase synchro 
nous clock multiplexer of FIG. 3 in accordance With some 
embodiments of the present invention; and 
[0026] FIG. 5 is a timing diagram depicting an exemplary 
operation of the multiphase synchronous clock multiplexer of 
FIG. 3. 

DETAILED DESCRIPTION OF THE INVENTION 

[0027] The present invention is related to systems and 
methods for clocking a semiconductor device, and more par 
ticularly to systems and methods involving a multiphase 
clock. 
[0028] Turning to FIG. 2, a multiphase clock generator and 
multiplexer system 200 is depicted in accordance With vari 
ous embodiments of the present invention. Multiphase clock 
generator and multiplexer system 200 includes tWo clock 
phase generators 210, 220. Clock phase generator 210 
receives a Clock InA signal. Clock In A is a periodic signal 
exhibiting a particular frequency range and duty cycle range. 
Based on Clock In A, clock phase generator 210 generates 
eight output clock signals each phase shifted relative to Clock 
InA. In particular, CKA_P0 is phase shifted Zero (0) degrees 
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from Clock In A, CKA_P1 is phase shifted fourty-?ve (45) 
degrees from Clock In A, CKA_P2 is phase shifted ninety 
(90) degrees from Clock In A, CKA_P3 is phase shifted one 
hundred, thirty-?ve (135) degrees from Clock InA, CKA_P4 
is phase shifted one hundred, eighty (180) degrees from 
Clock In A, CKA_P5 is phase shifted tWo hundred, tWenty 
?ve (225) degrees from Clock In A, CKA_P6 is phase shifted 
tWo hundred, seventy (270) degrees from Clock In A, and 
CKA_P7 is phase shifted three hundred, ?fteen (315) degrees 
from Clock In A. Clock phase generator 210 may be any 
circuit knoWn in the art that is capable of generating multiple 
phases of an input clock. Based upon the disclosure provided 
herein, one of ordinary skill in the art Will recogniZe a variety 
of phase generator circuits that may be used in accordance 
With different embodiments of the present invention, and Will 
recogniZe that more or feWer than eight phases may be gen 
erated depending upon the particular embodiment of the 
present invention. 
[0029] Similarly, clock phase generator 220 receives a 
Clock In B signal. Clock In B is a periodic signal exhibiting a 
particular frequency range and duty cycle range. Based on 
Clock In B, clock phase generator 220 generates eight output 
clock signals each phase shifted relative to Clock In B. In 
particular, CKB_P0 is phase shifted Zero (0) degrees from 
Clock In B, CKB_P1 is phase shifted fourty-?ve (45) degrees 
from Clock In B, CKB_P2 is phase shifted ninety (90) 
degrees from Clock In B, CKB_P3 is phase shifted one hun 
dred, thirty-?ve (135) degrees from Clock In B, CKB_P4 is 
phase shifted one hundred, eighty (180) degrees from Clock 
In B, CKB_P5 is phase shifted tWo hundred, tWenty-?ve 
(225) degrees from Clock In B, CKB_P6 is phase shifted tWo 
hundred, seventy (270) degrees from Clock In B, and CKB_ 
P7 is phase shifted three hundred, ?fteen (315) degrees from 
Clock In B. Clock phase generator 220 may be any circuit 
knoWn in the art that is capable of generating multiple phases 
of an input clock. Based upon the disclosure provided herein, 
one of ordinary skill in the art Will recogniZe a variety of phase 
generator circuits that may be used in accordance With differ 
ent embodiments of the present invention, and Will recogniZe 
that more or feWer than eight phases may be generated 
depending upon the particular embodiment of the present 
invention. 

[0030] A multiphase synchronous clock multiplexer 230 
receives the clock phases from each of clock phase generator 
210 and clock phase generator 220 and outputs one or the 
other set of clock phases based on a select input 235. In 
particular, based on the assertion level of select input 235, a 
Clock Out P0 is selected to either be CKA_P0 or CKB_P0, a 
Clock Out P1 is selected to either be CKA_P1 or CKB_P1, a 
Clock Out P2 is selected to either be CKA_P2 or CKB_P2, a 
Clock Out P3 is selected to either be CKA_P3 or CKB_P3, a 
Clock Out P4 is selected to either be CKA_P4 or CKB_P4, a 
Clock Out P5 is selected to either be CKA_P5 or CKB_P5, a 
Clock Out P6 is selected to either be CKA_P6 or CKB_P6, 
and a Clock Out P7 is selected to either be CKA_P7 or 
CKB_P7. Multiphase synchronous clock multiplexer 230 
assures a glitch-less transition betWeen one set of clock 
phases to the other upon a change in select input 235. In 
addition, multiphase synchronous clock multiplexer 230 con 
trols the sequencing of the turn on and turn off of the selected 
clock phases to assure that the same number of clocks are 
provided for each phase. Such an approach assures that the 
stage receiving the outputs from multiphase synchronous 
clock multiplexer 23 0 alWays gets proper complementary and 



US 2009/0220038 A1 

sequential clocks. In some cases, multiphase synchronous 
clock multiplexer 230 provides the aforementioned synchro 
niZing and glitch control by using the enable signal of nega 
tive differential signals to generate differential outputs and 
synchronizing the enable/disable signal to sequentially turn 
off the deselected clock and then sequentially turn on the 
enabled clock. 

[0031] Turning to FIG. 3, a multiphase synchronous clock 
multiplexer 3 00 is shoWn in accordance With various embodi 
ments of the present invention. Multiphase synchronous 
clock multiplexer 300 may be used in place of multiphase 
synchronous clock multiplexer 230 of FIG. 2. As shoWn, 
multiphase synchronous clock multiplexer 300 provides the 
ability to sWitch betWeen tWo sets of clock phase signals that 
are each eight phases. Based on the disclosure provided 
herein, one of ordinary skill in the art Will recogniZe various 
modi?cations that may be made such that a different number 
of phases may be sWitched. Further, While the depicted circuit 
provides for sWitching betWeen tWo sets of clock phases, 
based on the disclosure provided herein, one of ordinary skill 
in the art Will recogniZe that the circuit may be expanded to 
alloW for sWitching betWeen three or more sets of clock 
phases. As shoWn, the circuit requires only eleven D type ?ip 
?ops and forty-tWo logic gates. As just some advantages, one 
or more embodiments of the present invention may exhibit a 
relatively small number of ?ip ?ops and logic gates resulting 
in a small die area and poWer consumption, the ability to rely 
on complimentary clocks even during the clock sWitching 
time, a controlled sequencing of clock phases during sWitch 
ing time, and/ or an ability to multiplex multiphase clocks that 
are operating at high frequencies. 
[0032] Multiphase synchronous clock multiplexer 300 
includes four multiplexing blocks 310, 320, 330, 340 that 
each include the same circuitry. It should be noted that some 
of the circuitry in multiplexing blocks 310, 320, 330 is not 
used and therefore could be eliminated if desired. The par 
ticular details of multiplexing blocks 310, 320, 330, 340 are 
discussed beloW in relation to FIG. 4. Multiplexing block 310 
receives tWo phase of one input clock and tWo clock phases of 
another input clock. In particular, multiplexing block 310 
receives CKA_P0 and CKA_P4, and CKB_P0 and CKB_P4. 
Based on an input select signal 350 multiplexing block 310 
provides Clock Out P0 that is either based on CKA_P0 or 
CKB_P0, and Clock Out P4 that is either based on CKA_P4 
or CKB_P4. Similarly, multiplexing block 320 receives tWo 
phase of one input clock and tWo clock phases of another 
input clock. In particular, multiplexing block 320 receives 
CKA_P1 and CKA_P5, and CKB_P1 and CKB_P5. Based 
on input select signal 350 multiplexing block 320 provides 
Clock Out P1 that is either based on CKA_P1 or CKB_P1, 
and Clock Out P5 that is either based on CKA_P5 or CKB_ 
P5. Multiplexing block 330 receives tWo phase of one input 
clock and tWo clock phases of another input clock. In particu 
lar, multiplexing block 330 receives CKA_P2 and CKA_P6, 
and CKB_P2 and CKB_P6. Based on input select signal 350 
multiplexing block 330 provides Clock Out P2 that is either 
based on CKA_P2 or CKB_P2, and Clock Out P6 that is 
either based on CKA_P6 or CKB_P6. Multiplexing block 
340 receives tWo phase of one input clock and tWo clock 
phases of another input clock. In particular, multiplexing 
block 340 receives CKA_P3 and CKA_P7, and CKB_P3 and 
CKB_P7. Based on input select signal 350 multiplexing 
block 340 provides Clock Out P3 that is either based on 
CKA_P3 or CKB_P3, and Clock Out P7 that is either based 
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on CKA_P7 or CKB_P7. In addition, multiplexer 340 pro 
vides a select output 342 and a select output 344 that indicate 
Which of the clock input sets are currently selected by multi 
plexing block 340. As more fully discussed beloW, select 
inputs 342, 344 are used to control the sequencing of the 
provided clock outputs during a transition of select input 350. 
[0033] In one particular embodiment of the present inven 
tion, the phase sets (i.e., CKA_P0 and CKA_P4, CKB_P0 
and CKB_P4, CKA_P1 and CKA_P5, CKB_P1 and CKB_ 
P5, CKA_P2 and CKA_P6, CKB_P2 and CKB_P6, CKA_P3 
and CKA_P7, and CKB_P0 and CKB_P7) received by each 
of multiplexer blocks 310, 320, 330, 340 are complimentary 
With one phase being one-hundred, eighty degrees (180) out 
of phase from the other phase. In other embodiments, the 
phase sets are not necessarily complementary but are su?i 
ciently out of phase to assure glitch-less operation of multi 
plexer blocks 310, 320,330,340. 
[0034] Multiphase synchronous clock multiplexer 300 
additionally includes three ?ip ?ops 360, 370, 380 that are 
used to control clock output sequencing. In particular, the 
data input of ?ip ?op 360 is driven by select input 350, and the 
clock input is driven by either CKA_P7 or CKB_P7 depend 
ing upon a select output 355 of ?ip ?op 360. In particular, the 
clock that samples the select signal is the same clock that is 
selected at the output. Select output 342 is provided at the data 
input of ?ip ?op 380 that is clocked by CKB_P0. The output 
of ?ip ?op 380 is a select output 385. Select output 344 is 
provided at the data input of ?ip ?op 370 that is clocked by 
CKA_P0. The output of ?ip ?op 370 is a select output 375. 
[0035] Turning to FIG. 4, a detailed vieW of a multiplexing 
block 400 is provided. Multiplexing block 400 may be used in 
place of any of multiplexing blocks 310, 320, 330, 340 of 
FIG. 3. As shoWn, multiplexing block 400 includes a multi 
plexing circuit 410 and a complement circuit 450. Multiplex 
ing circuit 410 receives a CKA_PQ() and a CKA_PQ(+4), 
and a CKB_PQ() and a CKB_PQ(+4). In some cases, CKA_ 
PQ(+4) is a complement of CKA_PQ(), and CKB_P(X+4) is 
a complement of CKB_PQ(). CKA_PQ(+4) clocks a ?ip ?op 
420, and CKB_PQ(+4) clocks a ?ip ?op 430. The data input 
of ?ip ?op 420 is driven by an AND gate 422 that logically 
ANDs an inverted version of select output 355 With select 
output 375. The data input of ?ip ?op 430 is driven by anAND 
gate 432 that logically ANDs select output 355 With select 
output 385. The output of ?ip ?op 420 is inverted via an 
inverter 426 to provide a select output 428, and the output of 
?ip ?op 430 is inverted via an inverter 436 to provide a select 
output 438. The output of ?ip ?op 420 is also applied to a 
NAND gate 424 that logically NANDs it With CKA_PQ(), 
and the output of ?ip ?op 430 is also applied to a NAND gate 
434 that logically NANDs it With CKB_PQ(). The outputs of 
NAND gate 424 and NAND gate 434 are applied to a NAND 
gate that logically NANDs the signals and drives a Clock Out 
PQQ signal. 
[0036] Complement circuit 450 includes a NOR gate 460 
that logically NORs select output 428 With CKAiPQ(+4), 
and a NOR gate 470 that logically NORs select output 438 
With CKB_P(X+4). The outputs of NOR gate 460 and NOR 
gate 470 are applied to a NOR gate 480 that that logically 
NORs the signals and drives a Clock Out PQ(+4) signal. In 
some cases, Clock Out PQ(+4) is a complement of Clock Out 

PQi). 
[0037] In operation, tWo sets of eight clock phases are gen 
erated and applied to multiphase synchronous clock multi 
plexer 300 Which selects one of the sets of eight clock phases 
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to drive as an output. Turning to FIG. 5, a timing diagram 500 
depicts an exemplary operation of multiphase synchronous 
clock multiplexer 300. For simplicity, the only clock inputs 
that are shoWn are CKA_P0, CKA_P7, CKB_P0 and CKB_ 
P7. As shoWn, CKA_XX has a frequency that is substantially 
different than that of CKB_XX. Select input 350 is originally 
asserted loW causing select output 355 to be asserted loW, 
select output 385 to be asserted loW, and select output 375 to 
be asserted high. In this condition, multiplexing block 310 
drives Clock Out P0 based on CKA_P0, and Clock Out P4 
based on CKA_P4 (not shoWn); multiplexing block 320 
drives Clock Out P1 based on CKA_P1 (not shoWn), and 
Clock Out P5 based on CKA_P5 (not shoWn); multiplexing 
block 330 drives Clock Out P2 based on CKA_P2 (not 
shoWn), and Clock Out P6 based on CKA_P6 (not shoWn); 
and multiplexing block 340 drives Clock Out P3 based on 
CKA_P3 (not shoWn), and Clock Out P7 based on CKA_P7. 
[0038] Select input 350 transitions from a loW assertion 
state to a high assertion state. After the transition, select 
output 355 transitions from loW to high on the next rising edge 
of CKA_P7 as shoWn by a dashed line 510. While not shoWn, 
a high to loW transition of select input 350 Will result in a high 
to loW transition of select output 355 on the next rising edge 
of CKA_P7. The transition of select output 355 causes select 
output 342 (not shoWn) to transition from loW to high on the 
next rising edge of CKA_P7 as indicated by a dashed line 520, 
and subsequently causes select output 385 to transition from 
loW to high on a rising edge of CKB_P0 as indicated by a 
dashed line 530. In addition, the transition of select output 
355 causes select output 344 (not shoWn) to transition from 
high to loW on a rising edge of CKB_P7 as indicated by a 
dashed line 540, and subsequently causes select output 375 to 
transition from high to loW on a rising edge of CKA_P0 as 
indicated by a dashed line 550. As the clock outputs are each 
controlled by a paired clock of a different phase, the clock 
outputs turn off sequentially. In this case, Clock Out P0 turns 
off ?rst and is alWays matched With Clock Output P4. Sub 
sequently, Clock Out P1 turns off and is alWays matched With 
Clock Output P5. Then, Clock Out P2 turns off and is alWays 
matched With Clock Output P6, folloWed by Clock Out P3 
turning off While alWays being matched With Clock Out P7. 
[0039] With select output 355 and select output 385 transi 
tioned, the clock outputs are ready to be driven by the neWly 
selected clock inputs. In the same manner that each of the 
clock outputs turned off sequentially, they are turned on 
sequentially. In this case, Clock Out P0 is turned on corre 
sponding to the next rising edge of CKB_P4 (not shoWn) and 
Clock Out P4 is alWays matched thereto. Subsequently, Clock 
Out P1 is turned on corresponding to the next rising edge of 
CKB_P5 (not shoWn) and Clock Out P5 is alWays matched 
thereto. Then, Clock Out P2 is turned on corresponding to the 
next rising edge of CKB_P6 (not shoWn) and Clock Out P6 is 
alWays matched thereto, and ?nally Clock Out P3 is turned on 
corresponding to the next rising edge of CKB_P7 and Clock 
Out P7 is alWays matched thereto. 

[0040] In general, the folloWing steps cover the process of 
transitioning betWeen multiphase clocks: (A) the select signal 
(e. g., select input 350) is transitioned to select a desired 
multiphase clock; (B) the transitioned select signal is sampled 
(e.g., select output 355) and sent to all multiplexing blocks 
(e.g., multiplexing blocks 310, 320, 330, 340); (C) the earliest 
phase of the deselected clock is stopped, folloWed sequen 
tially by the later phases; select output signals generated by 
the highest order multiplexing block (e.g., select outputs 342, 
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344 of multiplexing block 340) transition indicating that all 
phases have been stopped; (D) elect output signals generated 
by the highest order multiplexing block (e.g., select outputs 
342, 344 of multiplexing block 340) are synchroniZed With 
the selected clock to enable the neW clock; and (E) the earliest 
phase of the selected clock is enabled, folloWed sequentially 
by the later phases. 
[0041] In conclusion, the invention provides novel systems, 
circuits, methods and arrangements for producing a mul 
tiphase signal. While detailed descriptions of one or more 
embodiments of the invention have been given above, various 
alternatives, modi?cations, and equivalents Will be apparent 
to those skilled in the art Without varying from the spirit of the 
invention. Therefore, the above description should not be 
taken as limiting the scope of the invention, Which is de?ned 
by the appended claims. 

What is claimed is: 
1. A multiphase synchronous clock multiplexer circuit, the 

circuit comprising: 
a ?rst multiphase clock, Wherein the ?rst multiphase clock 

includes at least a ?rst phase clock, a second phase clock, 
a third phase clock and a fourth phase clock; 

a second multiphase clock, Wherein the second multiphase 
clock includes at least a ?fth phase clock, a sixth phase 
clock, a seventh phase clock and an eighth phase clock; 

a select signal synchronizing circuit, Wherein the select 
signal synchroniZing circuit receives a select input and 
synchroniZes the select input to either the fourth phase 
clock or the eighth phase clock to generate a ?rst select 
output depending upon an assertion level of the ?rst 
select output; Wherein the select signal synchronizing 
circuit receives a second select output and synchroniZes 
the second select output to the ?fth phase clock to gen 
erate a fourth select output; and Wherein the select signal 
synchroniZing circuit receives a third select output and 
synchroniZes the third select output to the ?rst phase 
clock to generate a ?fth select output; 

a ?rst multiplexing block, Wherein the ?rst multiplexing 
block receives the ?rst phase clock, the second phase 
clock, the ?fth phase clock and the sixth phase clock; 
and Wherein the ?rst multiplexing block provides a ?rst 
multiphase output including a combination of the ?rst 
phase clock and the second phase clock or a combination 
of the ?fth phase clock and the sixth phase clock depend 
ing upon a combination of the ?rst select output, the 
fourth select output and the ?fth select output; and 

a second multiplexing block, Wherein the second multi 
plexing block receives the third phase clock, the fourth 
phase clock, the seventh phase clock and the eighth 
phase clock; Wherein the second multiplexing block pro 
vides a second multiphase output including a combina 
tion of the third phase clock and the fourth phase clock or 
a combination of the seventh phase clock and the eighth 
phase clock depending upon a combination of the ?rst 
select output, the fourth select output and the ?fth select 
output; and Wherein the second multiplexing block gen 
erates the second select output and the third select output 
based at least in part on the ?rst select output. 

2. The circuit of claim 1, Wherein: 
the ?rst multiplexing block logically combines the ?rst 

select output With the ?fth select output to generate a ?rst 
combined select output; 
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the ?rst multiplexing block synchronizes the ?rst com 
bined select output With the second phase clock to gen 
erate a ?rst clock enable; 

the ?rst multiplexing block logically combines the ?rst 
select output With the fourth select output to generate a 
second combined select output; 

the ?rst multiplexing block synchronizes the second com 
bined select output With the sixth phase clock to generate 
a second clock enable; and 

the combination of the ?rst clock enable and the second 
clock enable governs selection of the combination of the 
?rst phase clock and the second phase clock or the com 
bination of the ?fth phase clock and the sixth phase clock 
to drive the ?rst multiphase output. 

3. The circuit of claim 1, Wherein: 
the second multiplexing block logically combines the ?rst 

select output With the ?fth select output to generate a ?rst 
combined select output; 

the second multiplexing block synchroniZes the ?rst com 
bined select output With the third phase clock to generate 
a ?rst clock enable, and Wherein the second select output 
is a derivative of the ?rst clock enable; 

the second multiplexing block logically combines the ?rst 
select output With the fourth select output to generate a 
second combined select output; 

the second multiplexing block synchroniZes the second 
combined select output With the seventh phase clock to 
generate a second clock enable, and Wherein the third 
select output is a derivative of the second clock enable; 
and 

the combination of the ?rst clock enable and the second 
clock enable governs selection of the combination of the 
third phase clock and the fourth phase clock or the com 
bination of the seventh phase clock and the eighth phase 
clock to drive the second multiphase output. 

4. The circuit of claim 1, Wherein the ?rst phase clock is a 
complement of the second phase clock, the third phase clock 
is a complement of the fourth phase clock, the ?fth phase 
clock is a complement of the sixth phase clock, and the 
seventh phase clock is a complement of the eighth phase 
clock. 

5. The circuit of claim 1, Wherein upon a transition of the 
select signal from one assertion state to another assertion 
state, the folloWing sequence of events occurs: (1) the ?rst 
multiphase output de-asser‘ts corresponding to a sequential 
de-assertion of the ?rst phase clock and the second phase 
clock, (2) the second multiphase output de-asser‘ts corre 
sponding to a sequential de-assertion of the third phase clock 
and the fourth phase clock, (3) the ?rst multiphase output 
asserts corresponding to a sequential assertion of the ?fth 
phase clock and the sixth phase clock, and (4) the second 
multiphase output asserts corresponding to a sequential asser 
tion of the seventh phase clock and the eighth phase clock. 

6. The circuit of claim 1, Wherein the circuit further com 
prises: 

a ?rst clock generator, Wherein the ?rst clock generator 
receives a ?rst input clock operating at a ?rst frequency 
and provides the ?rst multiphase clock operating at the 
?rst frequency; and 

a second clock generator, Wherein the second clock gen 
erator receives a second input clock operating at a sec 
ond frequency and provides the second multiphase clock 
operating at the second frequency. 
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7. The circuit of claim 6, Wherein: 
the ?rst clock generator generates a ?rst set of eight phase 

clocks based on the ?rst input clock, and Wherein the 
?rst set of eight phase clocks combine to form the ?rst 
multiphase clock; 

the second clock generator generates a second set of eight 
phase clocks based on the second input clock, and 
Wherein the second set of eight phase clocks combine to 
form the second multiphase clock; and 

Wherein the circuit is operable to sequentially and synchro 
nously sWitch betWeen the ?rst multiphase clock and the 
second multiphase clock such that the same number of 
clock pulses are maintained at a combined multiphase 
output betWeen the ?rst set of eight phase clocks When 
selected to drive the multiphase output and betWeen the 
second set of eight phase clocks When selected to drive 
the multiphase output. 

8. A system for sWitching betWeen multiphase clocks, the 
system comprising: 

a multiphase clock multiplexer, Wherein the multiphase 
clock multiplexer receives a ?rst multiphase clock and a 
second multiphase clock, Wherein the ?rst multiphase 
clock includes at least a ?rst phase clock and a second 
phase clock, Wherein the second multiphase clock 
includes at least a third phase clock and a fourth phase 
clock, Wherein the multiphase clock multiplexer 
receives a select signal, Wherein the multiphase clock 
multiplexer is operable to output a ?rst output corre 
sponding to the ?rst phase clock When the select signal is 
at a ?rst assertion and corresponding to the third phase 
clock When the select signal is at a second assertion, and 
Wherein the multiphase clock multiplexer is operable to 
output a second output corresponding to the second 
phase clock When the select signal is at the ?rst assertion 
and corresponding to the fourth phase clock When the 
select signal is at the second assertion. 

9. The system of claim 8, Wherein the ?rst phase clock is a 
complement of the second phase clock, and Wherein the third 
phase clock is a complement of the fourth phase clock. 

10. The system of claim 8, Wherein upon a transition of the 
select signal from the ?rst assertion to the second assertion, 
the folloWing sequence of events occurs: (1) the ?rst output 
de-asserts corresponding to a de-assertion of the ?rst phase 
clock, (2) the second output de-asserts corresponding to a 
de-assertion of the second phase clock, (3) the ?rst output 
asserts corresponding to an assertion of the third phase clock, 
and (4) the second output asserts corresponding to an asser 
tion of the fourth phase clock. 

11. The system of claim 10, Wherein the ?rst phase clock is 
not a complement of the second phase clock, and the third 
phase clock is not a complement of the fourth phase clock. 

12. The system of claim 8, Wherein the system further 
comprises: 

a ?rst clock generator, Wherein the ?rst clock generator 
receives a ?rst input clock operating at a ?rst frequency 
and provides the ?rst multiphase clock operating at the 
?rst frequency; and 

a second clock generator, Wherein the second clock gen 
erator receives a second input clock operating at a sec 
ond frequency and provides the second multiphase clock 
operating at the second frequency. 

13. The system of claim 12, Wherein the ?rst input clock is 
asynchronous to the second input clock. 
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14. The system of claim 8, wherein the ?rst multiphase 
clock includes a ?rst set of eight different phase clocks, 
Wherein the second multiphase clock includes a second set of 
eight different phase clocks, and Wherein the multiphase 
clock multiplexer is operable to provide a multiphase output 
corresponding to the ?rst set of eight different phase clocks 
When the select signal is at the ?rst assertion and correspond 
ing to the second set of eight different phase clocks When the 
select signal is at the second assertion. 

15. A method for sWitching betWeen tWo multiphase 
clocks, the method comprising: 

receiving a ?rst multiphase clock, Wherein the ?rst mul 
tiphase clock includes at least a ?rst phase clock and a 
second phase clock; 

receiving a second multiphase clock, Wherein the second 
multiphase clock includes at least a third phase clock 
and a fourth phase clock; 

transitioning a select signal from a ?rst assertion to a sec 

ond assertion; and 
transitioning an multiphase output, Wherein based at least 

in part on the select signal, the multiphase output is 
transitioned from a signal set corresponding to the ?rst 
multiphase clock to a signal set corresponding to the 
second multiphase clock, Wherein the same number of 
clock pulses are maintained at the multiphase output 
betWeen the ?rst phase clock and the second phase 
clock, and Wherein the same number of clock pulses are 
maintained betWeen the third phase clock and the fourth 
phase clock. 

16. The method of claim 15, Wherein the ?rst phase clock 
is a complement of the second phase clock, Wherein the third 
phase clock is a complement of the fourth phase clock, and 
Wherein the complement of the ?rst phase clock and the 
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second phase clock and the complement of the third phase 
clock and the fourth phase clock are maintained at the mul 
tiphase output. 

17. The method of claim 15, Wherein transitioning the 
multiphase output includes performing the folloWing 
sequence: 

de-asserting the multiphase output corresponding to de 
assertion of respective members of the signal set corre 
sponding to the ?rst multiphase clock; and 

subsequently, asserting the multiphase output correspond 
ing to assertion of respective members of the signal set 
corresponding to the second multiphase clock. 

18. The method of claim 17, Wherein the ?rst phase clock 
is not a complement of the second phase clock, and the third 
phase clock is not a complement of the fourth phase clock. 

19. The method of claim 15, Wherein the method further 
comprises: 

receiving a ?rst input clock; 
receiving a second input clock, Wherein the second input 

clock is asynchronous to the ?rst input clock; 
generating the ?rst multiphase clock based on the ?rst 

input clock; and 
generating the second multiphase clock based on the sec 

ond input clock. 
20. The method of claim 19, Wherein the ?rst multiphase 

clock includes a ?rst set of eight different phase clocks, 
Wherein the second multiphase clock includes a second set of 
eight different phase clocks, and Wherein the multiphase 
clock multiplexer is operable to provide a multiphase output 
corresponding to the ?rst set of eight different phase clocks 
When the select signal is at the ?rst assertion and correspond 
ing to the second set of eight different phase clocks When the 
select signal is at the second assertion. 

* * * * * 


