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UPLINK TRANSMITTER IN A RANDOM 
PHASE MULTIPLE ACCESS 
COMMUNICATION SYSTEM 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] The present application claims priority to US. Pro 
visional Application No. 61/037,522, the entire disclosure of 
Which is incorporated herein by reference. 
[0002] The present application is related to US. patent 
application Ser. No. (Attorney Docket No. 091721 
0103) entitled “Random Phase Multiple Access Communica 
tion Interface System and Method,” US. patent application 
Ser. No. (Attorney Docket No. 091721-0105) entitled 
“Despreading Spread Spectrum Data,” and US. patent appli 
cation Ser. No. (Attorney Docket No. 091721-0106) 
entitled “Tag Communications With Access Point.” 

FIELD 

[0003] Embodiments of the present application relate to the 
?eld of communications. More speci?cally, exemplary 
embodiments relate to random phase multiple access com 
munication interface systems and methods. 

BACKGROUND 

[0004] A number of modulation techniques have been 
developed for facilitating communications in a netWork 
Where multiple users are present. Such techniques include 
code division multiple access (CDMA), time division mul 
tiple access (TDMA), and frequency division multiple access 
(FDMA). CDMA is a spread-spectrum technology that uses 
pseudo-random number sequences to modulate incoming 
data, multiple transmitters transmitting on the same signal, 
and orthogonal codes (Walsh codes) to correlate different 
communication channels. TDMA uses time slots to coordi 
nate multiple uplink transmitters that are transmitting in the 
same sub-slots. Users transmit in rapid succession, one after 
the other, each using his/her oWn time slot, alloWing multiple 
stations to share the same transmission medium (e.g., radio 
frequency channel) While using only a portion of the total 
available bandWidth. FDMA allocates different users With 
different carrier frequencies of the radio spectrum. 
[0005] In addition to modulation techniques, protocols 
exist for determining hoW netWork devices respond When tWo 
devices attempt to use a data channel simultaneously (called 
a collision). CSMA/CD (Carrier Sense Multiple Access/Col 
lision Detection) is used by Ethernet netWorks to physically 
monitor the tra?ic on the line at participating stations. If no 
transmission is taking place at the time, the particular station 
can transmit. If tWo stations attempt to transmit simulta 
neously, this causes a collision, Which is detected by all par 
ticipating stations. After a random time interval, the stations 
that collided attempt to transmit again. If another collision 
occurs, the time intervals from Which the random Waiting 
time is selected are increased step by step. This is knoWn as 
exponential back off. 
[0006] Existing modulation and collision preventing tech 
niques (including those described above and other knoWn 
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techniques) have a number of inherent disadvantages that 
limit the capabilities and functionalities of communication 
systems using them. 

SUMMARY 

[0007] An exemplary embodiment uses a random phase 
multiple access communication interface. The interface can 
communicatively connect to systems and devices using 
spread spectrum modulation methods Without the use of 
orthogonal codes. 
[0008] An exemplary random phase multiple access com 
munication interface communicatively connects systems and 
devices using spread spectrum modulation methods. The ran 
dom selection of chip (or timing) offsets as a multiple access 
scheme alloWs for non-coordinated data transmission Without 
needing to be assigned a unique “code.” All users transmit 
using the same PN (pseudo noise) code such that a PN array 
despreader at the access point can be used. If tWo signals are 
received at the access point at the same PN offset (or the sum 
of the PN offset With the transmission delay in number of 
chips yields the same value for 2 or more transmissions), then 
a “collision” has occurred and it may not be possible to 
demodulate these 2 or more signals. The randomization of 
timing offsets each time means that any “collisions” that 
occur only occur during that frame. A retransmission scheme 
and a neW randomiZed offset is used to get through in the next 
attempt. 
[0009] An exemplary embodiment includes a transmitter at 
the tag (uplink) and a method of transmitting signals from the 
tag to an access point. Each tag includes its oWn transmitter 
Which transmits information in the form of frames. A frame 
can be formed from information provided on a channel hav 
ing a ?xed data rate. The data can be spread using the same 
pseudo-noise (PN) code, and can have a randomly selected 
chip offset. The transmitter also applies frequency rotation 
and sample clock correction to match the reference oscillator 
of the access point. A plurality of tags is associated With a 
single access point to form the netWork. Each of the plurality 
of tags transmits information using the same PN code along 
With a randomly selected chip offset. The phase is randomly 
selected each frame over a large number of chips (i.e., 8192). 
[0010] Another exemplary embodiment includes a trans 
mitter at an access point (doWnlink) and a method for trans 
mitting signals from the access point to the tags. The access 
point transmitter can be similar to that of the tags. HoWever, 
the access point transmitter uses a unique PN code for each of 
the tags With Which it communicates. The use of distinct PN 
codes for each tag provides security and alloWs each tag to 
ignore signals Which are directed toWard other tags. The 
frames transmitted by the access point also include a pre 
amble of approximately 9 symbols to alloW for rapid acqui 
sition at the tags. 
[0011] Another exemplary embodiment includes a 
demodulator at the tag and a method for demodulating signals 
received by the tag. An automatic frequency control (AFC) 
derotator multiplication is applied to signals received at the 
tag. The AFC derotator multiplication is a 1 bit complex 
operation With a 1 bit complex output such that gate count is 
improved. The tag uses a PN array despreader that takes 
advantage of the huge computational savings in the 1 bit data 
path. 
[0012] Another exemplary embodiment includes a 
demodulator at the access point and a method for demodulat 
ing signals received at the access point. The access point 
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demodulator has capacity to simultaneously demodulate sev 
eral thousand or more links received from tags. To demodu 
late such a large number of links, the access point demodu 
lator includes a PN array despreader. 

[0013] Another exemplary embodiment includes synchro 
niZation of the tag With a master timing of the access point. 
The access point can periodically transmit a broadcast frame. 
During a ‘cold’ timing acquisition, the tag uses its PN 
despreader to analyZe the broadcast frames and identify the 
master timing of the access point. Cold timing acquisition is 
expected to occur one time When the tag is ?rst introduced 
into the system. After the initial cold acquisition, the tag can 
perform a ‘Warm’ timing acquisition each time the tag Wakes 
up to transmit or receive a signal. The Warm timing acquisi 
tion utiliZes less poWer than the cold timing acquisition. 

[0014] In at least one exemplary embodiment, each tag 
separately generates a PN code. A gold code is an example of 
a PN code that is parameteriZable such that each user has its 
oWn. As such, only data destined for a particular user is visible 
to it. Using unique PN codes, a tag does not process data that 
is not its oWn. 

[0015] An exemplary method for communicating through a 
multiple access communication interface includes receiving a 
?rst signal from a ?rst tag, Where the ?rst signal is spread 
using a predetermined pseudo-noise (PN) code, and further 
Where the ?rst signal includes ?rst payload data. A second 
signal is received from a second tag. The second signal is 
spread using the predetermined PN code, and the second 
signal includes second payload data. The ?rst payload data 
from the ?rst signal is identi?ed at least inpart With a PN array 
despreader. The second payload data from the second signal 
is also identi?ed at least in part With the PN array despreader. 

[0016] An exemplary system for communicating through a 
multiple access communication interface includes a ?rst tag, 
a second tag, and an access point. The ?rst tag has a ?rst 
transmitter con?gured to transmit ?rst payload data in a ?rst 
signal, Wherein the ?rst signal is spread using a predeter 
mined pseudo-noise (PN) code. The second tag has a second 
transmitter con?gured to transmit second payload data in a 
second signal, Wherein the second signal is spread using the 
predetermined PN code. The access point is in communica 
tion With the ?rst tag and the second tag and includes a 
receiver and a despread array. The receiver is con?gured to 
receive the ?rst signal and the second signal. The despread 
array is con?gured to despread the ?rst signal and the second 
signal. 
[0017] An exemplary access point for use in a multiple 
access communication system includes a processor, a 
receiver in communication With the processor, and a trans 
mitter in communication With the processor. The receiver is 
con?gured to receive a ?rst signal from a ?rst tag, Wherein the 
?rst signal includes ?rst payload data, and further Wherein the 
?rst signal is spread using a predetermined pseudo-noise 
(PN) code. The receiver is also con?gured to receive a second 
signal from a second tag, Wherein the second signal includes 
second payload data, and further Wherein the second signal is 
spread using the predetermined PN code. The transmitter is 
con?gured to transmit a third signal to the ?rst tag, Wherein 
the third signal is spread With a second PN code, and further 
Wherein the second PN code is speci?c to the ?rst tag. 

[0018] These and other features, aspects and advantages 
Will become apparent from the folloWing description, 
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appended claims, and the accompanying exemplary embodi 
ments shoWn in the draWings, Which are brie?y described 
beloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] FIG. 1 is a diagram depicting an uplink transmitter 
according to an exemplary embodiment. 
[0020] FIG. 2 is a diagram depicting a doWnlink transmitter 
according to an exemplary embodiment. 
[0021] FIG. 3 is a diagram depicting slot structures and 
assignments in an exemplary embodiment. 
[0022] FIG. 4 is a diagram depicting a PN (pseudo noise) 
despread array in an exemplary embodiment. 
[0023] FIG. 5 is a How diagram depicting operations per 
formed in the tag processing of a broadcast channel from a 
cold start in an exemplary embodiment. 
[0024] FIG. 6 is a How diagram depicting operations per 
formed in the tag processing of a dedicated channel from a 
Warm start in an exemplary embodiment. 
[0025] FIG. 7 is a diagram depicting a tag receive data path 
in an exemplary embodiment. 
[0026] FIG. 8 is a diagram depicting time tracking in an 
exemplary embodiment. 
[0027] FIG. 9 is a diagram depicting an AFC (automatic 
frequency control) rotation in an exemplary embodiment. 
[0028] FIG. 10 is a diagram depicting a dedicated commu 
nication ?nger in an exemplary embodiment. 
[0029] FIG. 11 is a How diagram depicting operations per 
formed during access point receive processing in an exem 
plary embodiment. 
[0030] FIG. 12 is a diagram depicting an access point 
receive data path in an exemplary embodiment. 
[0031] FIG. 13 is a diagram depicting asynchronous initial 
tag transmit operations in an exemplary embodiment. 
[0032] FIG. 14 is a diagram depicting interactions betWeen 
an access point and a tag in a slotted mode according to an 
exemplary embodiment. 
[0033] FIG. 15 is a diagram depicting data transferbetWeen 
an access point and a tag according to an exemplary embodi 
ment. 

[0034] FIG. 16 is a diagram depicting a mesh netWork 
formed With RPMA devices. 
[0035] FIG. 17 is a diagram depicting the association of a 
micro-repeater to a mesh netWork formed With RPMA 
devices. 

DETAILED DESCRIPTION 

[0036] Exemplary embodiments are described beloW With 
reference to the accompanying draWings. It should be under 
stood that the folloWing description is intended to describe 
exemplary embodiments, and not to limit the invention 
de?ned in the appended claims. 
[0037] FIG. 1 illustrates an uplink transmitter 10 Which 
includes structures such as a convolution encoder, an inter 
leave module, a modulator, a pseudo-noise spreader, a ?lter, a 
bank of taps, an automatic frequency control (AFC) rotator, 
and other such structures. These structures perform opera 
tions depicted in blocks 12, 14, 16, 18, 20, and 22. The 
transmit path of uplink transmitter 10 is a coded and spread 
spectrum Waveform. In an exemplary embodiment, the uplink 
transmitter 10 can be included in a tag that communicates 
With an access point along With other tags using demodulated 
communication channels. Additional, feWer, or different 
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operations may be performed by the uplink transmitter 10 
depending on the particular embodiment. The operations may 
also be performed in a different order than that shoWn and 
described. As used herein, a tag can refer to any communica 
tions device con?gured to receive signals from and/or send 
signals to an access point. The access point can refer to any 
communications device con?gured to simultaneously com 
municate With a plurality of tags. In an exemplary embodi 
ment, the tags can be mobile, loW poWer devices Which run off 
a battery or other stored poWer, and the access point can be 
located in a central location and receive poWer from a poWer 
source such as a Wall outlet or generator. Alternatively, the 
tags may plug into an outlet and/or the access point may run 
off of a battery or other stored poWer source. 

[0038] In block 12, a data stream is received by a convolu 
tion encoder and interleave module. In one embodiment, the 
data stream is 128 Bits including the preamble. Alternatively, 
data streams of other siZes may be used. Once received, the 
data stream is encoded using the convolution encoder. In an 
exemplary embodiment, the data stream may be encoded at a 
rate of 1/2. Alternatively, other rates may be used. The data 
stream can also be interleaved using the interleave module. 
An encoded symbols stream is output to a block 14 in Which 
a differential binary phase shift keying (D-BPSK) modulator 
is used to modulate the encoded symbols stream. In alterna 
tive embodiments, other modulation schemes may be used. At 
block 16, the modulated stream is applied to a PN spreader. In 
an exemplary embodiment, the PN spreader can use a com 
mon network gold code channel using a selected spreading 
factor. The spreading factor can be a member of the set {64, 
128, 256, . . . , 8192). Alternatively, any other code and/or 

spreading factor may be used. Each of the tags at a given 
spreading factor is spread by the same PN code With a ran 
domly selected chip offset. The large range of possible ran 
domly selected chip offsets increases the probability that a 
particular frame Will not collide (or, in other Words, have the 
same chip timing at the access point) With another frame from 
another transmitter. The probability of collision in the limit of 
approaching capacity may become non-negligible (~l0% or 
less) and can be solved via retransmission of the same frame 
at a differently draWn random offset. The PN spreader is 
described in more detail beloW With reference to FIG. 4. In an 
exemplary embodiment, an output of block 18 can have a rate 
of 1 bit at l mega-chip per second (Mcps). Alternatively, other 
rates may be used. 

[0039] At block 18, the data stream is upsampled by a 
4><oversample ?lter and time tracking logic is used to ensure 
that all of the frames land at the same sample rate consistent 
With the frequency reference of the AP. Block 18 receives a 
sample slip/repeat indicator as an input. In one embodiment, 
an output of block 18 may have a real frequency of approxi 
mately 4 megahertz (MHZ). At block 20, an automatic fre 
quency control (AFC) rotation is done including a frequency 
offset to match the access point’s timing offset, ensuring that 
all of the frames from all of the users lands near the same 
frequency hypothesis. In one embodiment, an output of block 
20 may have a complex frequency of approximately 4 MHZ. 
At block 22, a delay is imposed from the start slot until the 
correct access slot occurs. In addition, a random chip delay is 
imposed on the signal. In an exemplary embodiment, the 
random chip delay can be from 0 to the spreading factor 
minus 1. Alternatively, a different random chip delay may be 
used. The slot access can be described by A(i,j) Where i is 
related to the spreading factor as 2A(l3—i) and j is the sub-slot 
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number corresponding to non-overlapping slots. Depending 
upon the selected spreading factor, there are generally mul 
tiple transmit opportunities in a given slot. For the uplink, the 
access slot can be randomly selected along With a chip offset 
from 0 to spreading factor minus 1 .As such, the probability of 
collision betWeen uplink users is minimized, While alloWing 
for re-selection for cases Where there are collisions. After the 
signal has been delayed, the signal can be transmitted to an 
access point. 

[0040] FIG. 2 illustrates a doWnlink transmitter 30 includ 
ing structures such as a convolution encoder, an interleave 
module, a modulator, a pseudo-noise spreader, a ?lter, a bank 
of taps, and other such structures. Using transmitter 30, the 
access point (AP) transmits multiple channels each destined 
for a particular tag or user. These structures perform opera 
tions depicted in blocks 32 through 54. Blocks 32 to 40 and 
blocks 42 to 50 represent distinct data paths that can be 
replicated for additional data ?oWs. In an exemplary embodi 
ment, blocks 32-38 can perform operations similar to the 
operations described With reference to FIG. 1 on a ?rst data 
stream. Similarly, blocks 42-48 can perform operations simi 
lar to the operations described With reference to FIG. 1 on an 
nth data stream, Where n can be any value. The input to block 
36 can be a gold code speci?c to the tag Which is to receive the 
?rst data stream, and the input to block 46 can be a gold code 
speci?c to the tag Which is receive the nth data stream. Alter 
natively, other codes such as a broadcast gold code, a non 
gold code, or other may be used to spread the ?rst data stream 
and/or the nth data stream. The output of block 38 and/or 
block 48 can be Weighted in blocks 40 and 50 in case the data 
links corresponding to the ?rst data stream and the nth data 
stream are of unequal poWer. Once Weighted, the paths are 
summed in a block 52. A hard decision is also made in block 
52 Where all positive numbers are mapped to 0 and all nega 
tive numbers are mapped to 1. Alternatively, a different hard 
decision may be made. In one embodiment, an output of block 
52 may have a rate of 1 bit at 10 Mcps. Alternatively, other 
rates may be used. The sum output from block 52 is 
upsampled using a 4><chip ?lter in block 54. In one embodi 
ment, an output of block 54 can have a real frequency of 40 
MHZ. Alternatively, other frequencies may be used. Not 
shoWn is a transmission on an adjacent frequency that is a 
single set of broadcast frames at a maximum doWnlink 
spreading factor of 2048. Alternatively, a different maximum 
doWnlink spreading factor may be used. 
[0041] FIG. 3 illustrates slot structures and assignments. In 
at least one embodiment, data stream 70 includes slot 72, slot 
74, and slot 76. Slot 72 is anAP-to-tags communication, slot 
74 is a tags-to-AP communication, and slot 76 is an AP-to 
tags communication. In an exemplary embodiment, each of 
the slots can have a duration of 2.1 seconds. Alternatively, any 
other duration may be used and/or different slots may have 
different durations. The data stream 70 can be implemented in 
a half-duplex communication scheme such that at any given 
time, either the AP is transmitting and the tags are receiving, 
or the tags are transmitting and the AP is receiving. In alter 
native embodiments, other communication schemes may be 
used. As shoWn in FIG. 3, data channel 80 depicts processing 
gain options for data in slot 72. If a data link closes at a 
particular gain, the tag only needs to be ready to receive (inAP 
to tags mode) during the duration of the slot With the corre 
sponding gain. In transmit mode, the slot selection governs 
the transmission from the tag to the access point such that the 
tag can minimiZe its on time in the poWer consuming transmit 
















