
US 20090268671Al 

(12) Patent Application Publication (10) Pub. No.: US 2009/0268671 A1 
(19) United States 

Cave et al. (43) Pub. Date: Oct. 29, 2009 

(54) WIRELESS COMMUNICATION METHOD 
AND APPARATUS FOR IMPLEMENTING 
ACCESS POINT STARTUP AND INITIAL 
CHANNEL SELECTION PROCESSES 

(75) Inventors: Christopher Cave, Montreal (CA); 
Angelo Cuffaro, Laval (CA); Paul 
Marinier, Brossard (CA); Teresa 
Joanne Hunkeler, Montreal (CA); 
Juan Carlos Zuniga, Montreal 
(CA); Vincent Roy, Montreal (CA) 

Correspondence Address: 
VOLPE AND KOENIG, P.C. 
DEPT. ICC 
UNITED PLAZA, SUITE 1600, 30 SOUTH 17TH 
STREET 
PHILADELPHIA, PA 19103 (US) 

(73) Assignee: INTERDIGITAL 
TECHNOLOGY 
CORPORATION, Wilmington, DE 
(Us) 

(21) Appl. No.: 12/497,838 

(22) Filed: Jul. 6, 2009 

105w 120\Y 

Related US. Application Data 

(63) Continuation of application No. 12/256,521, ?led on 
Oct. 23, 2008, noW Pat. No. 7,558,571, Which is a 
continuation of application No. 11/332,973, ?led on 
Jan. 17, 2006, noW Pat. No. 7,454,205, Which is a 
continuation of application No. 10/978,956, ?led on 
Nov. 1, 2004, noW Pat. No. 7,016,684. 

(60) Provisional application No. 60/526,134, ?led on Dec. 
1, 2003, provisional application No. 60/535,019, ?led 
on Jan. 8, 2004, provisional application No. 60/535, 
073, ?led on Jan. 8, 2004. 

Publication Classi?cation 

(51) Int. Cl. 
H04W 74/00 (2009.01) 

(52) U.S. Cl. ...................................................... .. 370/328 

(57) ABSTRACT 

A startup process of an access point (AP) includes a discovery 
phase and an announcement phase. During the discovery 
phase, the AP detects neighboring APs from its oWn extended 
service set (ESS), neighboring APs from different ESSs, and 
external sources of interference. During the announcement 
phase, the AP transmits its beacon signals at maximum poWer 
in order to accelerate recognition by neighboring APs running 
the discovery phase. An automatic initialization channel 
selection process of an AP scans channels the AP Will use to 
communicate. Information of each scanned channel is 
recorded and a best performance channel is determined for 
use by the AP. 
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WIRELESS COMMUNICATION METHOD 
AND APPARATUS FOR IMPLEMENTING 
ACCESS POINT STARTUP AND INITIAL 
CHANNEL SELECTION PROCESSES 

CROSS REFERENCE TO RELATED 
APPLICATION 

[0001] This application is a continuation of US. patent 
application Ser. No. 12/256,521, ?led Oct. 23, 2008, Which 
issued as US. Pat. No. 7,558,571 on Jul. 7, 2009, Which is a 
continuation of US. patent application Ser. No. 11/332,973, 
?led Jan. 17, 2006, Which issued as US. Pat. No. 7,454,205 
on Nov. 18, 2008, Which is a continuation of US. patent 
application Ser. No. 10/978,956, ?led Nov. 1, 2004, Which 
issued as US. Pat. No. 7,016,684 on Mar. 21, 2006, Which 
claims the bene?t of US. Provisional Patent Application No. 
60/526,134, ?led on Dec. 1, 2003, US. Provisional Patent 
Application No. 60/535,019, ?led on Jan. 8, 2004, and US. 
Provisional Patent Application No. 60/ 535,073, ?led on J an. 
8, 2004, Which are incorporated by reference as if fully set 
forth. 

FIELD OF INVENTION 

[0002] The present invention relates to a Wireless commu 
nication system. More particularly, the present invention 
relates to initializing operating parameters and selecting the 
most appropriate operating channel for an access point (AP). 

BACKGROUND 

[0003] The conditions of a radio link under Which a Wire 
less communication system operates may change at any time. 
Since a Wireless transmit/receive unit (WTRU) is mobile, the 
WTRU may be out-of-range, or Within range of one or more 
APs depending upon the position of the WTRU. When anAP 
is neWly established, or poWers up again after poWering doWn 
for some reason, the startup process of the AP must evaluate 
its radio resource environment. Typically, the startup process 
also provides a mechanism for announcing itself to otherAPs 
of its oWn extended service set (ESS) such that the other APs 
can self-adjust their oWn operating parameters accordingly. 
[0004] There are several current schemes that are employed 
in order to increase the capacity of a Wireless communication 
system. Channel, i.e., frequency, selection is one of such 
schemes, Whereby one or more APs in a netWork select one or 
more channels to communicate With their associated WTRUs. 
Coordination of AP channel selection is usually performed 
manually. HoWever, it is very impractical to manually coor 
dinate channel selection in response to every small change in 
the netWork con?guration since it may cause a redesign and 
recon?guration of all APs. Unlicensed spectra and external 
sources of interference also raise problems that are not 
adequately addressed by manual coordination. Moreover, it is 
dif?cult for manual channel selection to assign channels such 
that the tra?ic loads of neighboring APs are shared among the 
available channels in a Way that maximizes overall system 
capacity. 
[0005] Another problem With prior art schemes is encoun 
tered When multipleAPs attempt to poWer-up simultaneously. 
When this occurs Within a netWork, all of the APs try to make 
a channel selection at the same time. Thus, the channel selec 
tion by the APs Would not be optimal since each AP does not 
take into account the channel selection of neighboring APs. 
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[0006] A method and system Which overcomes the above 
mentioned problems Would be greatly bene?cial. 

SUMMARY 

[0007] The present invention provides a method and appa 
ratus for implementing startup and initial channel selection 
processes for an AP. 
[0008] The startup process of the AP includes a path loss 
discovery phase and an announcement phase. During the path 
loss discovery phase, the AP detects neighboring APs from its 
oWn ESS, neighboring APs from different ESSs, and external 
sources of interference. During the announcement phase, the 
AP transmits a beacon signal in order to accelerate recogni 
tion by neighboring APs also running the path loss discovery 
phase. The startup process provides the AP With the ability to 
monitor and evaluate its radio environment, and therefore 
alloWs the AP to self-determine initial operating parameters. 
[0009] An initialiZation channel selection process for anAP 
is automatically implemented When the AP’s startup process 
begins. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[001 0] A more detailed understanding of the invention may 
be had from the folloWing description, given by Way of 
example and to be understood in conjunction With the accom 
panying draWings Wherein: 
[0011] FIG. 1 is a block diagram ofa Wireless communica 
tion system in accordance With the present invention; 
[0012] FIG. 2 is a How diagram ofa startup process ofanAP 
according to one embodiment of the present invention; 
[0013] FIG. 3 is a How diagram of an automatic channel 
selection process according to another embodiment of the 
present invention; and 
[0014] FIG. 4 is a How diagram of an initialiZation channel 
selection process in accordance With yet another embodiment 
of the present invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0015] Hereafter, the terminology “WTRU” includes but is 
not limited to a user equipment (UE), mobile station, ?xed or 
mobile subscriber unit, pager, or any other type of device 
capable of operating in a Wireless environment. 
[0016] Hereinafter, the terminology “AP” includes but is 
not limited to an access point, a base station, Node-B, site 
controller, or any other type of interfacing device in a Wireless 
environment. 
[0017] The features of the present invention may be incor 
porated into an IC or be con?gured in a circuit comprising a 
multitude of interconnecting components. 
[0018] The present invention as described herein, is gener 
ally applicable to Wireless local area netWork (WLAN) tech 
nologies, as applied to the IEEE 802.11 and ETSI HyperLAN 
speci?cations in general, but is envisaged to be applicable to 
other interference-limited Wireless systems such as IEEE 
802.15 and IEEE 802.16. 
[0019] FIG. 1 is a block diagram ofa Wireless communica 
tion system 100 according to the present invention. The Wire 
less communication system 100 comprises an AP 105 and a 
plurality of WTRUs 110a-110n. The AP 105 communicates 
With the WTRUs 110a-110n over a Wireless link 115 via an 
antenna 120. The AP 105 includes a transceiver 125, a chan 
nel selector 130, a measuring unit 135, a poWer controller 
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140, a timer 145 and a memory 150. The transceiver 125 
transmits signals 115a-115n to, and receives signals 115a 
11511 from, the WTRUs 110a-110n via the antenna 120. 
[0020] The channel selector 130 selects a channel Which is 
used for communication With each WTRU 110a-110n. The 
measuring unit 135 measures operating parameters for sup 
porting the AP 105. The measuring unit 135 is responsible for 
collecting, processing and storing channel measurements 
including, but not limited to: the channel utiliZation (i.e., 
percentage of time that the channel is busy), the level of 
external (non 802.11) interference, the received signal 
strength measured on received packets, and the like. The 
poWer controller 140 controls the transmission poWer of the 
AP 105. The timer 145 sets one or more predetermined peri 
ods during Which the AP 105 performs certain operations. 
The memory 150 provides storage for the AP 105, including 
recording data such as results of the measurements. 
[0021] FIG. 2 is a How diagram ofa startup process 200 of 
the AP 105 including a discovery phase 210 and an announce 
ment phase 220. In the discovery phase 210, the AP 105 
initialiZes its measurement parameters and values (step 211). 
The measurement parameters and values that are initialiZed 
may, for example, include the parameters and values listed in 
the folloWing Table l.As those of skill in the art WouldrealiZe, 
other parameters and values may be used, in addition to, or in 
place of, these parameters and values. 
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ets are received from neighboring APs. The loud packets are 
the packets that are sent at maximum poWer by an AP to 
increase the likelihood of its being detected by its neighboring 
APs. 

[0023] 
long enough to limit edge effects, Which occur When a packet 
is in transmission during transition betWeen measurement 
periods (MPs). It is also preferable for the TmppjxDiscover to 
be set to a duration short enough to alloW continuous cycling 
betWeen frequencies so that the AP 105 can detect a channel 
change by one of its neighbors. The duration and periods are 
determined by the timer 145. The duration of the discovery 
phase 210 consists of a random number of measurement sets, 
uniformly distributed betWeen NMINiMSDiSCOVW and NMAXi 
MsDiscover. The duration of the discovery phase 210 is random 
to account for the case Where tWo or more APs are poWered 

up simultaneously, avoiding that initial frequency selection 
be performed at the same time for these APs. 
[0024] As a result of these measurements, the AP 105 can 
determine its radio environment, such as a detection of neigh 
boring APs from its oWn ESS, a detection of neighboring APs 
from different ESSs, and a detection of external sources of 
interference. 
[0025] Referring back to FIG. 2, once the NmeasisetsDiscover 
performance measurement sets have been completed (step 
212), the poWer controller 140 invokes poWer control for the 

The duration of TmppjxDiscover is set such that it is 

TABLE 1 

Symbol Description Type Default value 

ACS Allowable Channel Set Con?guration {1, 6, ll} 
parameter 

TmPF?xDiS‘W” Discovery phase value of the Con?guration 1000 ms 
?xed component of the Silent parameter 
Measurement Period generation 
interval 

TmpkvarDis‘wer Discovery phase value of the Con?guration 0 ms 
amplitude of the variable parameter 
component of the Silent 
Measurement Period generation 
interval 

Tmpkdurpis‘wer Discovery phase value of the Con?guration 1000 ms 
duration of a Silent Measurement parameter 
Period 

NMINiMSDiSCWE’ Minimum number of Con?guration 4 
measurement sets during the parameter 
Discovery Phase 

NMAXiMSDiS‘W” Maximum number of Con?guration l5 
measurement sets during the parameter 
Discovery phase 

TdurA’mo'mce Announcement phase duration Con?guration 10 seconds 
parameter 

Tbeacon’l'mom‘e Beacon transmission period Con?guration 100 ms 
during Announcement phase. parameter 

P MA X Maximum AP transmission Con?guration 20 dBm 
poWer parameter 

[0022] In step 212 of the discovery phase 210, the measur- AP 105 (step 213). The poWer control determines a baseline 
ing unit 135 measures the operating parameters by perform 
ing Nmeas “EDI-“0”” measurement sets, Whereby measure 
ments are Taken sequentially on each channel in an alloWable 
channel set (ACS) for a period of time during a measurement 
set Which consists of a complete cycle of measurement peri 
ods through all channels in the ACS. The operating param 
eters, for example, may be the transmission poWer and the 
channel setting of the AP 105. It is preferable that the overall 
measurement duration on each channel, Which corresponds to 
TMPPJXDZISCOV‘ZVXNDZISCO“er, is set such that enough loud pack 

range of the AP 1 05 and a related baseline poWer setting. After 
the poWer control of the AP 105 is invoked at step 213, the 
channel selector 130 invokes a channel optimiZation process 
(step 214) to select channels that a particularAP or netWork of 
APs use. The initial channel setting of the AP 105 is deter 
mined based on parameters that are determined by the poWer 
controller 140. 

[0026] During the discovery phase 210, the AP 105 remains 
silent (i.e., the AP 105 does not transmit any packets). Upon 
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completion of the discovery phase 210, the AP 105 has gath 
ered enough information to determine an optimal operating 
channel and select a transmission poWer setting. 

[0027] After the discovery phase 210 ends, an announce 
ment phase 220 folloWs. During the announcement phase 
220, the AP con?gures its operating channel to the optimal 
channel determined at the end of the discovery phase 210. It 
should be noted that other processes may be performed in the 
interim as necessary. The purpose of the announcement phase 
220 is to accelerate the detection of the AP by its neighboring 
APs. In the beginning of the announcement phase 220, vari 
ous parameters, (e.g., T dwA'q'qolmce, TbeaconA’q’wmqce, P Max), 
and are initialiZed (step 221). During the announcement 
phase duration T dWAMOZ‘M‘Z, the AP 105 only transmits bea 
con frames having a maximum transmission poWer P Max With 
period TbeaconA'momqce (step 222). This accelerates the detec 
tion of the AP 105 by other APs, because only maximum 
poWer packets are transmitted. During the announcement 
phase 220, WTRUs beyond the coverage range of the AP 105 
may attempt to associate With the AP 105, because the AP 105 
is transmitting at its maximum poWer. For this reason, all 
association requests from WTRUs are denied during the 
announcement phase 220 in order to avoid associating a 
WTRU that Will be out of range during normal operation. 
[0028] Once the announcement phase 220 ends, the startup 
of the AP 105 is complete. The AP 105 then con?gures itself 
for its normal operation (step 223) and begins normal opera 
tion (step 230). The AP 105 sets its transmission poWer to the 
setting determined by the poWer controller 140, after Which 
the AP 105 begins normal operation and starts accepting 
association requests from the WTRUs 110. 
[0029] FIG. 3 is a How diagram of an automatic initialiZa 
tion channel selection process 300 according to one embodi 
ment of the present invention. In the preferred embodiment, 
the channel selection process is invoked at the end of the 
discovery phase 210, Where measurements on each channel 
have been taken. Channels are chosen for use by a particular 
AP, or a netWork of APs. Channel selection can be done either 
manually or automatically, and can be initiated at deployment 
or performed dynamically during operation. The present 
invention may be implemented in conjunction With Wireless 
local area netWork (WLAN) applications, e.g., in accordance 
With IEEE 802.11. 

[0030] The initialiZation channel selection process 300 is 
performed during the startup process 200 and determines the 
best operation channel. In the preferred embodiment, chan 
nels are being scanned during the discovery phase 210. At the 
end of the discovery phase 210, the channels selection pro 
cess is invoked in step 214 to select the best channel based on 
the measurements observed on each channel during the dis 
covery phase 210. In all cases, the initialiZation channel selec 
tion process 300 scans a plurality of channels (e.g., channels 
1-11) to detect the best channel available. The sequence of 
scanned channels may be in a predetermined order, or it may 
be random. The channel sequence does not need to include all 
available channels. For each channel scanned, the process 
determines: (1) What other APs are operating on that channel; 
(2) Whether the APs are part of the same system, (i.e., accord 
ing to the ESS); (3) the signal strength of the APs; (4) the 
amount of traf?c on the channel; and (5) if there are any other 
sources of interference on the channel (e.g., non-802.1 l inter 
ference) and the received poWer level on non-WLAN inter 
ference. After the scanning is complete, the AP can calculate 
Which channel Would give the best performance (e.g., the 
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channel that has the least amount of interference). The AP 
then retunes itself to that channel. Depending on Whether the 
other APs detected are part of the same system, the AP can 
decide to be more or less aggressive in the choice of channel 
to use. 

[0031] In an alternate embodiment, coordinated frequency 
selection may be accomplished by: (1) having APs exchange 
information With each other about their properties (e. g. load, 
capabilities or position); or (2) having a centraliZed scheme 
that can obtain information from each AP, and setting the 
channel of all APs in the netWork. For the ?rst case, the 
decision is still made autonomously by each AP, but the 
information exchanged can alloW a better decision (e.g., it can 
include statistics that are dif?cult to observe externally by 
another AP). For the second case, information is gathered 
from the different APs and communicated to a centraliZed 
unit or device, Which upon reception of the information takes 
a decision and communicates the decision back to the differ 
ent APs. 

[0032] Referring still to FIG. 3, When the initialiZation 
channel selection process 300 is initiated (step 305), the AP 
105 is alloWed to scan all channels to detect the identity and a 
received signal strength indicator (RSSI) of all APs in the 
vicinity (step 310). In the preferred embodiment, step 310 
may be implemented during the discovery phase 210. In step 
315, the channel list is scanned. All, or a portion, of the listed 
channels may be sequentially scanned in a predetermined or 
random order. Information associated With each AP detected 
on each channel is recorded (step 320). This information may 
include, but is not limited to, the identity of other APs Which 
are operating on the scanned channel, an indication of 
Whether other APs are part of the same ESS, the signal 
strength of the APs, the amount of traf?c on the channel and 
Whether there are any other sources of interference on the 
channel. 

[0033] After the scanning is complete, the AP 105 deter 
mines Which channel provides the best performance (step 
325). This may be determined, for example, by measuring 
Which channel has the least amount of interference or Whether 
other APs are part of the same ESS. Once the channel having 
the best performance is determined, the AP 105 tunes itself to 
the best channel. 

[0034] FIG. 4 is a detailed ?oW diagram of an initialiZation 
channel selection process 400 used to determine the best 
channel upon AP startup according to another embodiment of 
the present invention. The initialiZation channel selection 
process 400 includes a candidate channel determination pro 
cess 405 and a channel selection process 450. 

[0035] In the candidate channel determination process 405, 
the AP 105 retrieves the maximum alloWed interference I M AX 
(step 410), Which is the maximum alloWed interference on 
any given channel determined based on the baseline range of 
anAP. I MAXmay be obtained from the poWer control process. 
I M AX is calculated by the initialiZation channel selection pro 
cess 400 using Equation (1) beloW. Some of the parameters 
that are used in Equation (1) are retrieved from the poWer 
control process. Speci?cally, poWer control Will determine 
RNGbaSe. PMAX, (C/I),eqihigh and M1 on the other hand are 
pre-determined parameters. Preferably, I M AX for the candi 
date channel determination process 405 is calculated based 
on Equation (1) as folloWs: 

IMAX;P MAX-RN Gbase_ (67 DreqJl igh_M 1 ; Equation (1) 
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where PMAX is the maximum transmission power of the AP 
105; RNGbaSe is the range covered by the AP 105; and (C/I) 
,eqihigh is the required carrier power-to-interference ratio of a 
high rate packet, (for example 11 Mbps). M1 is a margin to 
eliminate channels with interference levels too close to the 
actual maximum allowed level. Alternatively, a pre-deter 
mined value of I MAX may be used to determine the list of 
candidate channels. 
[0036] A ?rst channel is selected from an ACS (step 415). 
Interference I of a channel is measured and compared with the 
maximum allowed interference I M AX (step 420). If the inter 
ference I of the channel is less than the maximum allowed 
interference I M AX, the AP 105 records the channel in a can 
didate list in the memory 150 (step 425). If the interference I 
of the channel is not less than the maximum allowed interfer 
ence I M AX, the AP 105 checks whether any more channels in 
the ACS exists (step 430). If more channels in the ACS exist, 
the AP 105 selects next channel from the ACS (step 435) and 
the candidate channel determination process 405 then returns 
to step 420. 
[0037] If no more channels exist in the ACS, the AP 105 
checks whether any candidate channel is available (step 440). 
If, in step 440, it is determined that no candidate channel is 
available, the AP 105 increases I MAX by AdB (step 445) and 
the candidate channel determination process 405 returns to 
step 415. If, in step 440, it is determined that at least one 
candidate channel exists, the candidate channel determina 
tion process 405 is complete and the channel selection pro 
cess 450 is then performed. 
[0038] One criterion used by the channel selection process 
450 is the number of neighboring BSSs that have been 
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detected on each channel NB(k). Once the candidate channels 
are selected, the minimum number of detected beacons from 
different BSSs, among all candidate channels, N BMIN is deter 
mined (step 455). The number of neighboring BSSs that have 
been detected on channel k, NB(k), is compared with the 
minimum number of detected BSSs, NBMIN, and all channels 
for which NB(k)>NBMIN are removed from the list of candi 
date channels (step 460). In other words, only the channels 
with the minimum number of detected BSSs are retained. 
Alternatively, in steps 455 and 460, the number of detected 
neighbor BSSs on each channel could be replaced with the 
channel utiliZation on each channel. The channel utiliZation 
measurement corresponds to the percentage of time that the 
receiver is carrier locked by a WLAN signal. In this case, the 
channel selection process would favor channels that have 
lower channel utiliZation. 
[0039] Another criterion used by the channel selection pro 
cess is the minimum measured interference level, which is 
determined among all remaining candidate channels (step 
465). The minimum measured interference level on channel k 
I(k) and the minimum interference level I MIN are compared, 
and all channels for which I(k)>IM,N from the list of candidate 
channels are removed (step 470). In other words, only the 
channels with the minimum interference level are retained. 
[0040] If more than one candidate channel with the mini 
mum interference level exists, a channel is randomly selected 
among the remaining candidate channels (step 475). 
[0041] Exemplary parameters of the initialiZation channel 
selection process are listed in the following Table 2. As those 
of skill in the art would realiZe, other parameters and values 
may be used in addition, or in place of, these values. 

TABLE 2 

Default 
Symbol Description Type Value 

ACS Allowable channel set. Con?guration {1, 6, ll} 
parameter 

NB(k) The number of neighboring BSSs Measurement NA 
detected on channel k. The 

minimum value of EDT is used to 
detect neighboring beacon frames. 

I(k) The interference measured on Measurement NA 
channel k. I is measured as the 

average received signal power in the 
absence of“carrier lock” by the 
receiver (i.e. the receiver is not 
receiving any packets). 

RNGbaSE Baseline Range (set by the Path Internal NA 
Loss Discovery process) parameter 

(C/I),eq Minimum required carrier power to Con?guration 10 dB 
interference ratio to support parameter 
maximum data rate. 

PMAX Maximum AP transmission power Con?guration 20 dbm 
parameter 

I MA X The maximum allowed interference Internal NA 

on any given channel determined parameter 
based on baseline range. 

MI Interference margin used in the Con?guration 3 dB 
calculation of the maximum parameter 

allowable interference level, I MA X 

A The amount, in dB, by which the Con?guration 3 dB 
maximum allowed interference, Parameter 
IMAX, is increased if there are no 

candidate channels for which 

I < IMAX 
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[0042] Although the features and elements of the present 
invention are described in the preferred embodiments in par 
ticular combinations, each feature or element can be used 
alone or in various combinations With or Without other fea 
tures and elements of the present invention. 

What is claimed is: 
1. A method of optimizing the selection of channels used 

by an access point (AP), the method comprising: 
the AP determining a plurality of candidate channels, 

Wherein the candidate channels are chosen from an 
alloWable channel set (ACS) on a condition that a 
detected interference of each candidate channel does not 
exceed an established maximum alloWed interference; 

determining a number of beacons detected on each of the 
candidate channels; and 

selecting at least one of the candidate channels on Which a 
smallest number of beacons Was detected and on a con 
dition that there are at least tWo candidate channels 
Which have an interference level that does not exceed a 
predetermined minimum interference level. 

2. The method of claim 1 Wherein on a condition that more 
than one candidate channel is selected, the method further 
comprising: 

measuring an interference level on each of the selected 
candidate channels; and 
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selecting at least one of the selected candidate channels 
having an interference level that does not exceed the 
predetermined minimum interference level. 

3. An access point (AP) comprising: 
the AP con?gured to: 

determine a plurality of candidate channels; 
determine a number of beacons detected on each of the 

candidate channels; and 
a channel selector con?gured to: 

select at least one of the candidate channels on Which a 
smallest number of beacons Was detected; and 

select at least one of the candidate channels randomly on 
a condition that there are at least tWo candidate chan 
nels Which have an interference level that does not 
exceed a predetermined minimum interference level. 

4. The AP of claim 3 further comprising: 
a measuring unit con?gured to measure an interference 

level on each of the candidate channels selected by the 
channel selector on a condition that more than one can 

didate channel is selected; and 
the channel selector is further con?gured to select at least 

one of the candidate channels having a measured inter 
ference level that does not exceed the predetermined 
minimum interference level. 

* * * * * 


