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(57) ABSTRACT 

According to an exemplary embodiment, an article of cloth 
ing comprising pants having a Waistband and at least one front 
pocket is provided. The article of clothing includes a saggy 
pants control system having a pocket handle a?ixed and con 
cealed Within a respective one pocket. The pocket handle is 
con?gured for grasping discreetly by the Wearer to prevent 
the pants from falling doWn, pull the pants up or pull the pants 
doWn. In another embodiment, the saggy pants control system 
includes a Waistband handle in lieu of a pocket handle. The 
saggy pants control system may include a combination of one 
or more pocket handles and one or more Waistband handles. 
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PANTS WITH SAGGY PANTS CONTROL 
SYSTEM 

CROSS REFERENCE TO RELATED 
APPLICATION 

[0001] This application claims the bene?t of co-pending 
US. Provisional Application No. 61/074,364 ?led on Jun. 20, 
2008, and of Which is incorporated herein by reference in its 
entirety. 

NOTICE OF COPYRIGHT PROTECTION 

[0002] A portion of the disclosure of this patent document 
and its ?gures contain material subject to copyright protec 
tion. The copyright oWner has no objection to the facsimile 
reproduction by anyone of the patent document or the patent 
disclosure, but otherWise reserves all copyrights Whatsoever. 

BACKGROUND 

[0003] I. Field 
[0004] The invention relates to an article of clothing. 
[0005] II. Background 
[0006] Wearing pants capable of being Worn With a Waist 
band around the Wai st, beloW the Wai st, and loW on the hips is, 
according to recent trends, fashionable, especially for young 
men. As part of the fashion statement and to hold the pants up, 
the Wearer places his/her hands in the pockets of the pants. 
[0007] When the Wearer places his/her hands in his/her 
pants, the hands may be obstructed from grasping the pocket 
because of other personal effects commonly placed and car 
ried Within the pocket. The personal effect may include 
money, a Wallet, cell phone, etc., all of Which provide obstruc 
tions Within the pocket. Nonetheless, the Wearer often ?nds 
himself constantly using Whatever means available or closest 
to one or both of the Wearer’s hands to hold up the pant so that 
the pants do not fall doWn. 
[0008] The need to constantly grasp and hold up the pants 
can be distracting from the appearance of the pants. Instead of 
admiring the fashion aesthetics of the pants, others simply 
observe the Wearer grasping the pants at any one of a number 
of areas to keep the pants from falling doWn. 

SUMMARY 

[0009] The aforementioned problems, and other problems, 
are reduced, according to exemplary embodiments, by the 
article of clothing a saggy pants pants control system and 
methods for controlling the pants by pulling up, pulling doWn 
or holding up saggy pants discreetly. 
[0010] According to an exemplary embodiment, an article 
of clothing comprising pants having a Waistband and at least 
one front pocket is provided. The pants are con?gured to be 
Worn by a Wearer. The article of clothing includes a saggy 
pants control system having a pocket handle a?ixed and con 
cealed Within a respective one pocket. The pocket handle is 
con?gured for grasping discreetly by the Wearer to pull up the 
pants, pull doWn the pants or to prevent saidpants from falling 
doWn. 
[0011] According to an exemplary embodiment, an article 
of clothing comprising pants having a Waistband and at least 
one front pocket is provided. The article of clothing includes 
a saggy pants control system having a Waistband handle 
a?ixed in parallel and overlapping the Waistband. The Waist 
band handle is con?gured for grasping discreetly by the 
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Wearer to prevent said pants from falling doWn, to pull up the 
pants or to pull doWn the pants. 

[0012] According to an exemplary embodiment, a method 
of controlling the pants is provided. The method includes 
positioning pants on a Wearer’s body, and pulling up, pulling 
doWn or holding up the pants using a concealed pocket 
handle. 

[0013] Other systems, methods, and/ or products according 
to embodiments Will be or become apparent to one With skill 
in the art upon revieW of the folloWing draWings and further 
description. It is intended that all such additional systems, 
methods, and/ or products be included Within this description, 
be Within the scope of the present invention, and be protected 
by the accompanying claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The above and other exemplary embodiments, 
objects, uses, advantages, and novel features are more clearly 
understood by reference to the folloWing description taken in 
connection With the accompanying ?gures Wherein: 
[0015] FIG. 1A illustrates a front vieW of an article of 
clothing in accordance With some of the exemplary embodi 
ments; 
[0016] FIG. 1B illustrates a front vieW of the article of 
clothing being Worn according to the embodiment of FIG. 
1A; 
[0017] FIG. 2 illustrates a front vieW of yet another article 
of clothing in accordance With some of the exemplary 
embodiments; 
[0018] FIG. 3 illustrates an open interior vieW of a pocket in 
accordance With some of the exemplary embodiments; 
[0019] FIG. 4A illustrates a vieW of a left hip pocket in 
accordance With some of the exemplary embodiments; 
[0020] FIG. 4B illustrates a vieW of yet another left hip 
pocket in accordance With some of the exemplary embodi 
ments; 
[0021] FIG. 5A illustrate a front vieW of yet another article 
of clothing in accordance With some of the exemplary 
embodiments; 
[0022] FIG. 5B illustrates a front vieW of the article of 
clothing being Worn in accordance With the embodiment of 
FIG. 5A; 
[0023] FIG. 5C illustrates a front vieW of yet another article 
of clothing in accordance With some of the exemplary 
embodiments; 
[0024] FIG. 6A illustrates a front vieW of yet another article 
of clothing in accordance With some exemplary embodi 
ments; 
[0025] FIG. 6B illustrates a front vieW of the article of 
clothing being Worn in accordance With the embodiment of 
FIG. 6A; 
[0026] FIG. 7 illustrates a front vieW of yet another article 
of clothing in accordance With some embodiments of the 
present invention; and 
[0027] FIG. 8 illustrates a front vieW of yet another article 
of clothing in accordance With some embodiments of the 
present invention. 
[0028] The appended draWings illustrate exemplary con 
?gurations of the disclosure and, as such, should not be con 
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sidered as limiting the scope of the disclosure that may admit 
to other equally effective con?gurations. 

DESCRIPTION 

[0029] The Word “exemplary” is used herein to mean “serv 
ing as an example, instance, or illustration.” Any con?gura 
tion or design described herein as “exemplary” is not neces 
sarily to be construed as preferred or advantageous over other 
con?gurations or designs. 
[0030] This invention noW Will be described more fully 
hereinafter With reference to the accompanying draWings, in 
Which exemplary embodiments are shoWn. This invention 
may, hoWever, be embodied in many different forms and 
should not be construed as limited to the embodiments set 
forth herein. These embodiments are provided so that this 
disclosure Will be thorough and complete and Will fully con 
vey the scope of the invention to those of ordinary skill in the 
art. Moreover, all statements herein reciting embodiments of 
the invention, as Well as speci?c examples thereof, are 
intended to encompass both structural and functional equiva 
lents thereof. Additionally, it is intended that such equivalents 
include both currently knoWn equivalents as Well as equiva 
lents developed in the future (i.e., any elements developed 
that perform the same function, regardless of structure). 
[0031] Thus, for example, it Will be appreciated by those of 
ordinary skill in the art that the diagrams, schematics, illus 
trations, and the like represent conceptual vieWs or perspec 
tive vieWs illustrating some of the articles of clothing and 
methods embodying this invention. The functions of the vari 
ous elements shoWn in the ?gures may be provided through 
the use of materials that may vary in shape, attachment, siZe, 
and other physical features. Those of ordinary skill in the art 
further understand that the exemplary article of clothing, 
and/ or methods described herein are for illustrative purposes 
and, thus, are not intended to be limited to any particular 
named manufacturer or other relevant physical limitation 
(e.g., color of the material). 
[0032] The term “saggy pants” as used herein means pants 
that are Worn and intended to be Worn loosely about the body 
and are otherWise loose-?tting. While pants may stretch or 
deform to sag about certainparts of the body afterbeing Worn, 
the term saggy is used to describe pants that are loose-?tting 
When ?rst put on the Wearer’s body. The present invention 
provides an article of clothing comprising pants With a saggy 
pants control system to control the positioning of the Wearer 
about the Wearer’s body. The saggy pants control system 
alloWs the Wearer to control and/or adjust the location of the 
Waistband about the body such as by pulling the pants up, 
pulling the pants doWn or holding the pants up by grasping 
one or more handles. In one embodiment, the one or more 

handles are discreet so that the Wearer’s control of the pants 
can be performed discreetly. 
[0033] The pants include a Waistband and at least one front 
pocket, the pants being con?gured to be Worn by a Wearer 
Who can adjust the position of the Waistband to a desired 
location such as beloW the Waist and in proximity to the 
buttocks of a Wearer. The saggy pants control system includes 
a handle af?xed Within a respective one pocket, the handle 
being con?gured for grasping by the Wearer to also prevent 
said pants from falling doWn. The handle Within the pocket 
can be used to pull up, pull doWn or hold up pants as desired 
or for a different look throughout the day. For example, a 
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Wearer may Wish to pull the pants doWn for a casual saggy 
pants look (locating the Waistband about the buttocks) using 
the handle Within the pocket. 
[0034] In one con?guration, the saggy pants control system 
includes at least one concealed pocket handle. HoWever, the 
saggy pants control system may include a concealed pocket 
handle in each front hip pocket. 
[0035] In another con?guration, the saggy pants control 
system includes at least one Waistband handle mounted in 
front and in parallel and overlapping arrangement With the 
Waistband. HoWever, the saggy pants control system may 
include tWo Waistband handles. The handle at the Waistband 
can be used to pull up, pull doWn or hold up pants as desired 
or for a different look throughout the day. For example, a 
Wearer may Wish to pull the pants up such that the Waistband 
is closer to the Waist for Work. In another con?guration, the 
saggy pants control system includes multiple handles, at least 
one concealed Within a pocket and at least one mounted to the 
Waistband. 
[0036] In operation, the saggy pants control system alloWs 
the Wearer to pull pants up from a loWered position to an upper 
position using Waistband handles or concealed pocket 
handles. For example, the saggy pants control system alloWs 
the Wearer to pull the pants up from the ground to the Waist 
and anyWhere therebetWeen. The saggy pants control system 
alloWs the Wearer to pull the pants doWn from the Waist to the 
ground and anyWhere therebetWeen. For example, the Wearer 
may pull the pants doWn such that the Waistband is loWered to 
position the Waistband around the buttocks. The Wearer may 
pull the pants doWn from around the buttocks to beloW the 
buttocks but above the knees. The Wearer may pull the pants 
up to the Waist. 
[0037] FIG. 1A illustrates a front vieW of an article of 
clothing 100. The article of clothing 100 includes pants 110 
and a saggy pants control system 140. The pants 110 may be 
Worn as saggy pants. The pants 110 include a Waistband 112 
With a plurality of belt loops 114 spaced around the Waistband 
112. The Waistband 112 is con?gured to have a belt (not 
shoWn) fed through the belt loops 114 in a conventional 
manner to strap the Waistband 112 and pants 110 to a Wearer’s 
body 5 (FIG. 1B). The pants 110 may be Worn as intended 
With the Waistband positioned around the Waist or as the 
inseam Would permit according to a normal Wai st positioning. 
The pants 110 can be positioned on demand using the saggy 
pants control system 140, When Worn, thus the Waistband is 
con?gured to be a su?icient circumference to be Worn around 
buttocks or loW on the hips of the Wearer. 

[0038] The Waistband 112 creates a circumferential band 
around the body 5 (FIG. 1B) of the Wearer. Each of the belt 
loops 114 may perpendicular to the Waistband 112. The distal 
free ends of the belt loops 114 are a?ixed to the Waistband 112 
orpant 110 alloWing the remaining length of the belt loop 114 
to be free from attachment so that a belt may be slipped 
therethrough. 
[0039] The pants 110 comprise a front ?y 120 concealed 
under a fold ofcloth 122. The fold ofcloth 122 is made ofthe 
same material as the pants 110. The front ?y 120 of the 
exemplary embodiment is a Zipper ?y (denoted by the ZigZag 
over the fold of cloth 122) With a button 126 at the Waistband 
112. The front ?y 120 of the pants 110 may alternately have a 
button ?y con?guration in lieu of the Zipper ?y. The front ?y 
may have other fastening or closing mechanisms such as a 
hook and loop type fastening system (eg VelcroTM) or a 
combination of button ?y and Zipper ?y, etc. 
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[0040] The pants 110 further include ?rst and second front 
pockets 116A and 116B. In the exemplary con?guration, the 
?rst front pocket 116A is a front left hip pocket. The second 
front pocket 116B is a front right hip pocket. The shape of 
pockets 116A and 116B is denoted by a dashed line. However, 
such line is to denote that the pockets 116A and 116B are 
hidden under the fabric of pants 110. The pockets 116A and 
116B are located just beloW the Waistband 112 or belt on each 
side near the hip of the Wearer. 
[0041] The pants 110 are made of denim material, blue jean 
material, natural material, khaki material, synthetic material 
or man-made materials. The pants 100 are available is a 
variety of colors. 
[0042] The pants 110 include pant legs 128A and 128B 
Wherein the leg 128A is a left pant leg and leg 128B is a right 
pant leg. The length (inseam length) of the pant legs 128A and 
128B is available in a variety of lengths from a Bermuda 
shorts length above the knee, Capri length, a long pants length 
or other lengths that extend to or beloW the Wearer’s knee. The 
pants 110, When Worn about the buttocks, are con?gured to 
bunch up at the feet if longer than the Wearer’s legs. The pants 
110 may cover the body from the Waist to the knee or Waist to 
the ankle. HoWever, the pants 110 When Worn cover the but 
tocks (or portion) to the knee or buttocks (or portion) to the 
ankle. 
[0043] The saggy pant control system 140 includes ?rst and 
second front mounted pocket handles 140A and 140B a?ixed 
or seWn into the ?rst front pocket 116A and the second front 
pocket 116B of the pants 110. The saggy pant control system 
140 alloWs individuals to Wear the pants With a set of pocket 
handles 140A and 140B seWn into and Within the ?rst front 
pocket 116A and the second front pocket 116B, respectively, 
alloWing pants 110 to be held up by grasping the front 
mounted pocket handles 140A and 140B in a discreet and 
concealed manner from the inside of the pockets. 
[0044] The front mounted pocket handles 140A and 140B 
are concealed Within the pockets 116A and 116B, respec 
tively. Thus, the Wearer of pants 110 appears to have his/her 
hand or hands inside the ?rst front pocket 116A and/ or the 
second front pocket 116B for comfort and not as a function of 
holding the pants 110 from falling doWn or to pull the pant 
doWn or to pull the pants up. 
[0045] Each of the ?rst and second front mounted pocket 
handles 140A and 140B are essentially the same. Thus, only 
one such pocket handle 140A Will be described in detail. 
Pocket handle 140A includes an elongated strip member 142 
Which may be constructed of the same type of material as the 
pants 110, the pockets 116A and 116B or other materials. The 
elongated strip member 142 has a length of approximately 
eight inches (8") to tWelve inches (12"), such as for adult 
siZes. The length may be shorter for smaller or children siZes. 
The elongated strip member 142 has a Width of approxi 
mately one inch (1"). Larger or smaller Widths may be used. 
[0046] The pocket handle 140A is con?gured to be indi 
vidually seWn inside of the ?rst front pocket 116A at distal 
ends 144 and 146. The “X” at the distal ends 144 and 146 
denote a point of attachment of the distal ends 144 and 146 
directly to the fabric of one panel of Which the pocket 116A is 
made, as Will be described in detail later. The remaining 
length of the pocket handle 140A betWeen the distal ends 144 
and 146 is Within but unattached to the pocket 116A. 
[0047] The ?rst and second front mounted pocket handles 
140A and 140B are con?gured to be individually seWn into 
the inside of the ?rst front pocket 116A and the second front 
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pocket 116B, respectively. The inside of the pocket 116A 
and/or 116B needs to be designed to alloW room for a man’s 
hand to be balled into a ?st, if the pair of pants 110 is siZed for 
a male. The siZe of the pocket Would vary based on the siZe of 
the Wearer and the siZe of his/her ?st. During a sloW Walk or 
standing, the handle inside the pocket can be grasped With 
only one, tWo, three or four ?ngers, if desired. 
[0048] FIG. 1B illustrates a front vieW of the article of 
clothing 100 being Worn according to the embodiment of 
FIG. 1A. The article of clothing 100 includes pants 110 With 
the saggy pant control system 140. The Waistband 112 is 
shoWn positioned about the buttocks of the Wearer’s body 5 or 
loW on the hips of the Wearer’s body 5 With a portion of a 
Wearer’s undergarment 7 exposed. In one con?guration, 
undergarment 7 is a boxer short or boxer brief. HoWever, other 
undergarments may be used. The Wearer is shoWn holding 
?rst and second front mounted pocket handles 140A and 
140B With hands 10A and 10B, respectively. The hands 10A 
and 10B may form a ?st or partial ?st When grasping ?rst and 
second front mounted pocket handles 140A and 140B Within 
the pockets. Therefore, the siZe of the pocket may be enlarged 
as compared With pockets of conventional pants Without the 
?rst and second front mounted pocket handles 140A and 
140B. 
[0049] FIG. 2 illustrates a front vieW of yet another article 
of clothing 200. The article of clothing 200 includes pants 210 
and a saggy pants control system 240. The pants 210 may be 
Worn as saggy pants on demand. The pants 210 include a 
Waistband 212 With a plurality of belt loops 214 spaced 
around the Waistband 212. The Waistband 212 is con?gured to 
have a belt (not shoWn) fed through the belt loops 214 in a 
conventional manner to strap the Waistband 212 andpants 210 
to a Wearer’s body 5 (FIG. 1B). 
[0050] The pants 210 comprise a front ?y 220 concealed 
under a fold of cloth 222. The front ?y 220 may be a Zipper ?y, 
a button ?y or may have other fastening or closing mecha 
nisms such as a hook and loop type fastening system (eg 
VelcroTM) or a combination of button ?y and Zipper ?y. 
[0051] The pants 210 further include ?rst and second front 
pockets 216A and 216B. In the exemplary con?guration, the 
?rst front pocket 216A is a front left hip pocket. The second 
front pocket 216B is a front right hip pocket. The pants 210 
include pant legs 228A and 228B Wherein the leg 228A is a 
left pant leg and leg 228B is a right pant leg. 
[0052] The saggy pant control system 240 includes ?rst and 
second front mounted pocket handles 240A and 240B a?ixed 
or seWn into the ?rst front pocket 216A and the second front 
pocket 216B, respectively, of the pants 210. The saggy pant 
control system 240 alloWs individuals to Wear the pants With 
a set of pocket handles 240A and 240B seWn into and Within 
the ?rst front pocket 216A and the second front pocket 216B, 
respectively, alloWing pants 210 to be held up, pulled up or 
pulled doWn by grasping one or both of the front mounted 
pocket handles 240A and/or 240B in a discreet (concealed) 
manner from the inside of the pockets. 
[0053] The front mounted pocket handles 240A and 240B 
are concealed Within the pockets 216A and 216B, respec 
tively. Thus, the Wearer of pants 210 appears to have his/her 
hand or hands inside the ?rst front pocket 216A and/ or the 
second front pocket 216B for comfort and not as a function of 
holding the pants 210 from falling doWn or pulling the pants 
up or doWn. 

[0054] Each of the ?rst and second front mounted pocket 
handles 240A and 240B are essentially the same. Thus, only 
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one such pocket handle 340 (FIG. 3) Will be described in 
detail in relation to FIGS. 3,4A and 4B. In the embodiment of 
FIG. 2, the pocket handles 240A and 240B extend from 
seam-to-seam of the pockets 216A and 216B, respectively. 
[0055] FIG. 3 illustrates an open interior vieW of a pocket 
300. The pocket 300 is a front left hip pocket design. None 
theless, the pocket can be reversed for a right hip pocket 
design. The pocket 300 includes a front side panel 302 and a 
back side panel 304. The interior sides or surfaces of the front 
side panel 302 and back side panel 304 are intended to be 
face-to -face and seWn or af?xed together on at least tWo sides, 
as Will be described in relation to FIGS. 4A and 4B. 

[0056] In the illustration, phantom line PL denotes a fold or 
seam. In one con?guration of the pocket 300, the front side 
panel 302 and back side panel 304 are a single piece of cloth 
cut into a pattern for a particular pocket design. A center line, 
corresponding to the phantom line PL, is folded over so that 
the interior surfaces of the front side panel 302 and back side 
panel 304 are face-to-face and overlapping. The fold creates 
an edge or folded edge; hoWever such edge does not require 
stitching. 
[0057] The front side panel 302 includes a curved or loW 
ered top edge 3 06 to permit the hand access into the interior of 
the pocket. 
[0058] The cloth, fabric or material of pocket 300 may 
comprise of cotton, natural material or man-made material. 
The cloth, fabric or material of pocket 300 may be lighter in 
Weight than the fabric or material of pants 210 or may be the 
same fabric as pants 210. 

[0059] The pocket handle 340 includes an elongated strip 
member 342 Which may be constructed of the same type of 
material as the pants 210, pocket 300 or other materials. The 
elongated strip member 342 has a length of approximately 
eight inches (8") to tWelve inches (12"), such as for adult 
siZes. The length may be shorter for smaller or children siZes. 
The elongated strip member 342 has a Width of approxi 
mately one inch (1"). Larger or smaller Widths may be used. 
The dashed lines on the elongated strip member 342 denote 
seams 348 Wherein the elongated strip member 342 is a 
double layer of fabric seWn together via seams 348. 

[0060] While the exemplary embodiment provides a 
double or triple layer of fabric to construct strip member 342, 
the strip member 342 may be made of leather, or other strip of 
single-ply fabric, bands, straps, etc. 
[0061] The elongated strip member 342 has an arch shape 
or other handle shape having distal ends 344 and 346. The 
distal ends 344 and 346 are con?gured to be af?xed to the 
pocket such that ends 344 and 346 are af?xed or seWn to the 
front side panel 302, back side panel 304 or a combination of 
both the front side panel 302 and back side panel 304. 
[0062] The shape of the elongated strip member 342 is 
con?gured to be easily grasped naturally and comfortably by 
a Wearer’s hand such that a Wearer creates a ?st around the 
grasped strip member 342 or otherWise curls or positions one 
or more ?ngers around and under the elongated strip member 
342. 

[0063] FIG. 4A illustrates a vieW of a left hip pocket 400A. 
The pocket 400A includes a front side panel 402 and a back 
side panel 404. The interior sides or surfaces of the front side 
panel 402 and back side panel 404 are overlapping and face 
to-face. The front side panel 402 and back side panel 404 are 
seWn or af?xed together on at least tWo sides by seams 411 
and 412. Phantom line PL denotes a fold and does not require 
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stitching. HoWever, stitching along the fold may be provided 
for reinforcement of end 444A. 
[0064] The front side panel 402 includes a curved or loW 
ered top edge 406 to permit hand access into the interior of the 
pocket 400A. 
[0065] The pocket handle 440A is shoWn hidden or con 
cealed Within the pocket denoted by the dotted line. The “X” 
at end 444A denotes a point of attachment via added stitching 
for reinforcement. The end 446 of handle 440A is a?ixed or 
seWn to front side panel 402 and back side panel 404 via seam 
411 along an edge opposite the fold. The bottom edge of 
pocket 400A is closed by seam 412. 
[0066] In the illustration a top left comer 420 provides 
access into the pocket 400A. A portion of the top edge of 
pocket 400A is seWn closed by seam 414. The curve 406 of 
the top edge of front side panel 402 is seWn With stitching for 
?nishing but is not attached so that the Wearer can slip his/her 
hands into pocket 400A. The top edges of the front side panel 
402 and back side panel 404 are generally seWn into the 
Waistband of the pants. 
[0067] In general, seams 411 and 414 attached or af?x the 
pocket 400A to seams of the pants. For example, seam 411 
may af?x the pocket 400A at the Waistband. Seam 411 is a 
side seam ofthe pants 400A. 
[0068] FIG. 4B illustrates a vieW of yet another left hip 
pocket 400B. The pocket 400B is similar to pocket 400A 
except that pocket 400B has an edge E1 in lieu of a fold. Edge 
E1 is seWn together by seam 413. The end 444B of pocket 
handle 440B can be seWn or af?xed by seam 413. 
[0069] FIG. 5A illustrates a front vieW of yet another article 
of clothing 500. The article of clothing 500 includes pants 510 
and a saggy pants control system 540. The pants 510 are 
intended to be Worn as saggy pants. The pants 510 include a 
Waistband 512 With a plurality of belt loops 514 spaced 
around the Waistband 512. The pants 510 are saggy, When 
Worn, thus the Waistband 512 is con?gured to be of a suf? 
cient circumference to be Worn around buttocks or loW on the 
hips of the Wearer’s body 6 (FIG. 5B). 
[0070] The article of clothing 500 is similar to the article of 
clothing 100 except that the saggy pant control system 540 
includes one front mounted pocket handle 540A a?ixed or 
seWn into the front pocket 516. The pocket handle 540A may 
be a?ixed or seWn in a variety of manners depending on the 
pocket construction. The front pocket handle 540A alloWs the 
Wearer to hold up the pants When grasped in a discreet manner 
from the inside of the pocket 516. The pants 500 has tWo 
pockets. HoWever, the one front mounted pocket handle 540A 
is in one of the available pockets. While not Wishing to be 
bound by theory, the front left hip pocket is used most often by 
Wearers to grasp his/her pants. 

[0071] In one con?guration, the siZe of the pocket 516 may 
be expanded. With reference to FIGS. 4B and 1B, the seam 
413 may correspond to the seam of the fold of cloth 122 of the 
front ?y 120. Thus, the length of the pocket handle Would 
extend from the front ?y to the seam along a side of the pant 
leg (e.g. pant leg 128A). 
[0072] FIG. 5B illustrates a front vieW of the article of 
clothing 500 being Worn in accordance With the embodiment 
of FIG. 5A. The Wearer’s body 6 has the Waistband 512 of the 
pants 510 in a saggy pants fashion loW on the hips or buttocks. 
The Wearer is shoWn holding pants 510 up using the pocket 
handle 540A of the saggy pant control system 540 by grasp 
ing With his/her hand 10. The pocket handle 540A can also be 
used to pull the pants up or pull the pants doWn as desired. For 
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example, the pocket handle 54 0A can be used to pull the pants 
doWn even further from the location shown in FIG. 5B Where 
the Waistband is about the buttocks. 
[0073] In a further con?guration, the pocket may be a faux 
pocket such that a bottom end of the pocket is not closed. 
Thus, the pants may have the appearance of a pocket but the 
faux pocket cannot be used to store personal items such as 
money, a cell phone, etc. The pocket handle is mounted to 
fabric accessed through a faux pocket opening. 
[0074] FIG. 5C illustrates a front vieW of yet another article 
of clothing 500'. The article of clothing 500' includes pants 
510' and a saggy pants control system 540'. The pants 510' 
include a Waistband 512' With a plurality of belt loops 514' 
spaced around the Waistband 512'. The pants 510' may be 
saggy, When Worn, thus the Waistband 512' is con?gured to be 
of a su?icient circumference to be Worn around buttocks or 

loW on the hips of the Wearer’s body 6 (FIG. 5B). 
[0075] The saggy pants control system 540' includes a front 
handle 540A' accessed via pocket 516'. Pocket 516' may be a 
faux pocket or the pocket panels (FIG. 4B) extends to the 
seam of the front ?y to the side of the pants 510'. In the 
embodiment, the distal ends of handle 540A' are secured by 
the strong sticking of the seams at the front ?y and the side of 
the pants. 
[0076] The pants 510' may include a pants leg length of L1 
for both legs, L2 for both legs or a combination of L1 for one 
leg and L2 for the other leg, Wherein length L2 is a long pants 
length and L1 is shorter than a long pants length. For example, 
Length L1 may be a Capri length or a shorts length. 
[0077] FIG. 6A illustrates a front vieW of yet another article 
of clothing 600. Pants With pockets are very Well known. If 
the pants Were Worn about or nearer to the Waist, as originally 
intended, the location of the pockets in relation to the Wearer’s 
hands is relatively knoWn Within a range. HoWever, because 
the Waistband is no longer Worn about the Waist and the pants 
may be tethered about the hips or buttocks of the Wearer, the 
use of the pockets may be prohibited for placement of the 
hands in a very quick moment. 
[0078] The article of clothing 600 includes pants 610 and a 
saggy pants control system 640. The pants 610 may be Worn 
as saggy pants on demand. The pants 610 include a Waistband 
612 With one or more belt loops 614 spaced around the Waist 
band 612. The on or more of belt loops 614 are optional. 

[0079] The pants 610 comprise a front ?y 620 concealed 
under a fold ofcloth 622. The fold ofcloth 622 is made ofthe 
same material as the pants 610. The front ?y 620 of the 
exemplary embodiment is a Zipper ?y With a button 626 at the 
Waistband 612. The front ?y 620 of the pants 610 may alter 
nately have a button ?y con?guration in lieu of the Zipper ?y. 
The front ?y may have other fastening or closing mechanisms 
such as a hook and loop type fastening system (eg VelcroTM) 
or a combination of button ?y and Zipper ?y, etc. 
[0080] The pants 610 further include ?rst and second front 
pockets 616A and 616B. In the exemplary con?guration, the 
?rst front pocket 616A is a front left hip pocket. The second 
front pocket 616B is a front right hip pocket. The pants 610 
include pant legs 628A and 628B Wherein the leg 628A is a 
left pant leg and leg 628B is a right pant leg. 
[0081] The saggy pant control system 640 includes ?rst and 
second front mounted Waistband handles 640A and 640B 
a?ixed or seWn to the ?rst side L of the Waistband 612 and a 
second side R of the Waistband 612. The saggy pant control 
system 640 alloWs individuals to Wear the saggy pants With a 
set of Waistband handles 640A and 640B seWn to the Waist 
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band 612 at convenient locations so that the Wearer can 
quickly and easily grasp one or both of the Waistband handles 
640A and/or 640B in a manner to hold the pants up or to 
prevent the pants from falling. The handles 640A and/or 640B 
can be used to pull the pants up or to pull the pants doWn. The 
front mounted Waistband handles 640A and 640B are con 
cealed if a belt is Worn. The Wearer of pants 610 appears to 
have his/her hand or hands outside the Waistband as a function 
of holding the pants 610 from falling doWn. 
[0082] Each of the ?rst and second front mounted Waist 
band handles 640A and 640B are essentially the same. Thus, 
only one such Waistband handle 640A Will be described in 
detail. Waistband handle 640A includes an elongated strip 
member 642 Which may be constructed of the same type of 
material as the pants 610, or other materials. The elongated 
strip member 642 has a length of approximately ?ve inches 
(5") to eight inches (8"), such as for adult siZes. The length 
may be shorter for smaller or children siZes. The elongated 
strip member 642 has a Width of approximately one inch (1"). 
Larger or smaller Widths may be used. 
[0083] The pocket handle 640A is con?gured to be indi 
vidually seWn to a portion of the Waistband 612 at distal ends 
644 and 646. The “X” at the distal ends 644 and 646 denote a 
point of attachment of the distal ends 644 and 646 directly to 
the fabric of the Waistband. The remaining length of the 
pocket handle 640A betWeen the distal ends 644 and 646 is 
unattached to the Waistband 612. 
[0084] The ?rst and second front mounted Waistband 
handles 640A and 640B are con?gured to be individually 
seWn to respectively different sides (left L and right R) of the 
Waistband 612 such as on opposite sides of the button 626. 
The ?rst and second front mounted Waistband handles 640A 
and 640B may be used by the Wearer to hold the pants 610 up 
especially in the absence of a belt or in addition to a belt. The 
Waistband handle 640A or 640B is con?gured to be parallel 
and overlapping a portion of the Waistband 612. The Waist 
band handle 640A or 640B is con?gured to be grasped by a 
?st or a plurality of ?ngers. 
[0085] FIG. 6B illustrates a front vieW of the article of 
clothing 600 being Worn according to the embodiment of 
FIG. 6A. The article of clothing 600 includes pants 610 With 
the saggy pant control system 640. The Waistband 612 is 
shoWn positioned about the buttocks of the Wearer’s body 15 
or loW on the hip of the Wearer’s body With a portion of a 
Wearer’s undergarment 8 exposed. 
[0086] The Wearer is shoWn holding at least one of the ?rst 
and second front mounted Waistband handles 64 0A and 640B 
With hands 11A and 11B, respectively. The hands 11A and 
11B may form a ?st or partial ?st When grasping ?rst and 
second front mounted Waistband handles 640A and 640B. 
[0087] As for the handle on the Waistband, the siZe of the 
Waistband handle is con?gured to accommodate a ?st or grasp 
of four ?ngers bent inWard Without the thumb. Nevertheless, 
the Waistband handle may have other siZes. In lieu of four 
?ngers, tWo or three ?ngers could be used. The handles 
described herein are intended to accommodate more than one 
?nger in a clasped fashion. 
[0088] FIG. 7 illustrates a front vieW of yet another article 
of clothing 700. The article of clothing 700 includes pants 710 
With a saggy pants control system 740. The pants 710 are 
similar in design as pants 600 and 100. 
[0089] The saggy pants control system 740 includes at least 
one front mounted pocket handle 740A or 740B, the pocket 
handle being essentially the same as the front mounted pocket 
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handles 140A and 140B. Thus, no further description is nec 
essary. The pocket handles 740A and 740B may be any 
pocket handle design described herein. 
[0090] The saggy pants control system 740 includes at least 
one front mounted Waistband handle 741A or 741B, the 
Waistband handle being essentially the same as the front 
mounted Waistband handles 640A and 640B previously 
described. Thus, no further description is necessary. 
[0091] In one con?guration, the saggy pants control system 
740 may include a pair of pocket handles 74 0A and 740B With 
a single Waistband handle 741A or 741B. In another con?gu 
ration, the saggy pants control system 740 may include a 
single pocket handle 740A or 740B and a pair of Waistband 
handles 741A and 741B. 

[0092] In one con?guration, each handle (Waistband handle 
or pocket handle) have a thickness of tWo to three times that 
of the thickness of material of the garment to provide strength. 
[0093] FIG. 8 illustrates a front vieW of yet another article 
of clothing 800. The article of clothing 800 includes pants 810 
and saggy pants control system 840. The pants 810 do not 
have a front ?y or a button at the Waistband. The pants 810 
may be j o gging type pants. The Waistband may have an elastic 
band embedded in the Waistband. The pants 810 includes at 
least one front pocket 816A and 816B. 

[0094] In one embodiment, the pants 810 may have elastic 
in the bottom seam of each the pant legs. 
[0095] The saggy pants control system 840 may include at 
least one front mounted Waistband handle 841A or 841B, the 
Waistband handle being essentially the same as the front 
mounted Waistband handles 640A and 640B or other Waist 
band handles previously described. Thus, no further descrip 
tion is necessary. 
[0096] In one con?guration, the saggy pants control system 
840 may also include a pair of pocket handles 840A and 840B 
With a single Waistband handle 841A or 841B. In another 
con?guration, the saggy pants control system 840 may 
include a single pocket handle 840A or 840B and a pair of 
Waistband handles 841A and 841B. 

[0097] The saggy pants control system 840 may includes 
one pocket handle or one Waistband handle. 

[0098] The pocket handles of FIGS. 1A, 2, 5A, 7 and 8 are 
used to hold up, pull up or pull doWn pants While doing so 
discreetly because hands grasping the pocket handles are 
hidden inside the pockets. The Waistband handles of FIGS. 
6A and 7 are placed on the outside of the pants, near the 
Waistband of the pants betWeen the pocket and Zipper. The 
Waistband handles can be used to hold up pants but in a 
manner that is open to observation and sight of other people. 
[0099] The saggy pants control system provides a means to 
grab onto something contoured or con?gured to a Wearer’s 
clasped hands inside a concealed area (the pocket) to provide 
the means to hold up, pull up or pull doWn pants Without 
looking too odd/strange (because hand(s) and handle(s) are 
concealed inside pocket(s)). Thus, the pants can be held up, 
pulled up, pulled doWn or prevented from sliding doWn. 
[0100] The saggy pants control system provides a means to 
grab onto a handle on the outside at the Waistband for quick 
access When the pants are sliding doWn. The Waistband 
handles are especially useful in the absence of a belt. 

[0101] The saggy pants control system provides multiple 
handles con?gured to be clasped discreetly and in the open in 
a Wearer’s palm, ?st or hand to hold up, pull up or pull doWn 
the pants. 
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[0102] The objective of the invention is that the handles in 
the pockets alloW individuals to Wear baggy or saggy pants 
and manually hold up the pants from falling doWn While 
doing so in a discreet manner. The handles on the inside of the 
pockets provide a sturdy piece of material to grasp onto to 
keep pants at the desired level While standing or Walking. 
From the outside, people cannot see that the Wearer is actually 
holding his/her pants up because his/her hands and the 
handles or loops are concealed Within the pocket. 
[0103] The Waistband handles are placed on the outside 
above the pockets and betWeen the Zipper or button for indi 
viduals Who Want a solid handle to grasp or clasp With a hand 
or ?st but do not desire to be discreet. 

[0104] The pocket handles, in an embodiment, cannot be 
seen unless looking doWn into an open pocket. The exact 
position of the attachment of the handles in the pockets may 
vary. Stitching may be visible from the outside of the pants, if 
the pocket handle is seWn directly to a pant leg. The inside 
pocket material may be denim rather than the soft White 
cotton material of most blue jean pants. 
[0105] When Wearing a jacket or sWeat shirt With front/ side 
pockets, the Wearer can have his/her hands in the pockets of 
the upper garment and grab the Waistband handle(s) on the 
Waistband by making a ?st inside the jacket pockets and 
around the handle(s) located on the Waistband. Thus, the 
Wearer can hold up the pants With a clinched ?st in a jacket 
inner pocket material, clinched around a Waistband handle on 
the pants. 
[0106] The speci?c Way the ends of the handles are seWn to 
the pants may depend on the thickness of the fabric and 
strength of the thread. 
[0107] While the present invention has been described With 
respect to various features, aspects, and embodiments, those 
skilled and unskilled in the art Will recogniZe the invention is 
not so limited. Other variations, modi?cations, and altema 
tive embodiments may be made Without departing from the 
spirit and scope of the present invention. 

What is claimed is: 
1. An article of clothing comprising: 
pants having a Waistband and at least one front pocket, said 

pants con?gured to be Worn by a Wearer; and 
a saggy pants control system having a pocket handle 

af?xed and concealed Within a respective one pocket, the 
pocket handle being con?gured for grasping by the 
Wearer to pull up the pants, pull doWn the pants or to 
prevent said pants from falling doWn. 

2. The article of clothing according to claim 1, Wherein the 
pants are made of denim material, khaki material, blue jean 
material, natural material or man-made material or combina 
tions thereof. 

3. The article of clothing according to claim 1, Wherein 
each pocket of the at least one front pocket comprises: 

a front side panel having a plurality of edges and 
a back side panel having a plurality of edges Wherein at 

least tWo edges of the ?rst side panel and the back side 
panel coincide and are closed together; and Wherein 
distal ends of the pocket handle are af?xed to the front 
side panel, the back side panel or a combination of the 
front side panel and the back side panel. 

4. The article of clothing according to claim 3, Wherein the 
at least one front pocket comprises a right hip pocket and a left 
hip pocket and Wherein the right hip pocket comprises said 
pocket handle and said left hip pocket comprises a second 
pocket handle, the second handle being con?gured for grasp 



US 2009/0313743 A1 

ing by the wearer to prevent said pants from falling doWn or 
for pulling up the pants or pulling doWn the pants. 

5. The article of clothing according to claim 3, Wherein the 
distal ends of the pocket handle are a?ixed to opposite edges 
of and betWeen the front side panel, the back side panel using 
a common seam to af?x the front side panel to the back side 
panel. 

6. The article of clothing according to claim 1, Wherein the 
Waistband creates a circumferential band around a body of the 
Wearer and further comprising at least one front mounted 
Waistband handle having each end coupled to the Waistband, 
the at least one front mounted Waistband handle being parallel 
to and overlapping the Waistband. 

7. The article of clothing according to claim 6, further 
comprising one or more belt loops coupled to the Waistband, 
each belt loop is perpendicular to the Waistband and Wherein 
the at least one front mounted Waistband handle is positioned 
betWeen a pair of belt loops and above the at least one front 
pocket. 

8. The article of clothing according to claim 7, Wherein the 
at least one front mounted Waistband handle comprises a right 
front mounted Waistband on a front right side of the Waistband 
and a left front mounted Waistband on a front left side of the 
Waistband. 

9. The article of clothing according to claim 1, Wherein the 
pocket handle is con?gured to be grasped by a ?st or up to four 
?ngers looped around the handle. 

10. An article of clothing comprising: 
pants having a Waistband and at least one front pocket; and 

a saggy pants control system having a Waistband handle 
a?ixed in parallel and overlapping a portion of the Waist 
band, the Waistband handle being con?gured for grasp 
ing by the Wearer to prevent said pants from falling 
doWn, to pull up the pants or to pull doWn the pants. 

11. The article of clothing according to claim 10, Wherein 
the pants are made of denim material, khaki material, blue 
jean material, natural material or man-made material or com 
binations thereof. 

12. The article of clothing according to claim 10, Wherein 
each pocket of the at least one front pocket comprises: 

a front side panel having a plurality of edges and 
a back side panel having a plurality of edges Wherein at 

least tWo edges of the ?rst side panel and the back side 
panel coincide and are closed together; and 

further comprising a pocket handle Wherein distal ends of 
the pocket handle are a?ixed to the front side panel, the 
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back side panel or a combination of the front side panel 
and the back side panel of a respective one front pocket. 

13. The article of clothing according to claim 12, Wherein 
the at least one front pocket comprises a right hip pocket and 
a left hip pocket and Wherein the right hip pocket comprises 
said pocket handle and said left hip pocket comprises a sec 
ond pocket handle, the second pocket handle being con?g 
ured for grasping by the Wearer to prevent said pants from 
falling doWn. 

14. The article of clothing according to claim 12, Wherein 
the distal ends of the pocket handle are a?ixed to opposite 
edges of and betWeen the front side panel, the back side panel 
using a common seam to af?x the front side panel to the back 
side panel. 

15. The article of clothing according to claim 10, further 
comprising a plurality of belt loops coupled to the Waistband, 
each belt loop being perpendicular to the Waistband and 
Wherein said Waistband handle is a front mounted Waistband 
handle positioned betWeen a pair of belt loops and above the 
at least one front pocket. 

16. The article of clothing according to claim 10, further 
comprising a second front mounted Waistband handle a?ixed 
in parallel and overlapping the Waistband, the second front 
mounted Waistband handle positioned opposite a button of the 
Waistband. 

17. The article of clothing according to claim 10, Wherein 
the Waistband handle is con?gured to be grasped by a ?st or 
up to four ?ngers looped around the Waistband handle. 

18. A method of controlling pants comprising: 
positioning pants on a Wearer’s body; 

pulling up, pulling doWn or holding up the pants using a 
concealed pocket handle. 

19. The method of claim 18, further comprising pulling up, 
pulling doWn or holding up the pants using a second con 
cealed pocket handle. 

20. The method of claim 18, further comprising pulling up, 
pulling doWn or holding up the pants using at least one Waist 
band mounted handle, the at least one Waistband mounted 
handle having a longitudinal length Which is parallel to the 
Waistband. 


