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A method comprises performing an authentication of a user 
of a portable device, performing an authentication handshake 
between the portable device and a content server, Wherein the 
portable device includes a USB plug that plugs directly into a 
USB port of a host computer and the host computer is com 
municatively coupled to the content server, and sending a ?rst 
key sent from the portable device to the content server, 
Wherein access to restricted content on the content server by 

the user is enabled if the user authentication, the authentica 
tion handshake, and an authentication using the ?rst key are 
all successful. The process may also include encrypting 
restricted content received from the content server using a 
private key before storing the restricted content in a non 
volatile memory of the portable device. 
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METHOD AND APPARATUS OF STORAGE 
ANTI-PIRACY KEY ENCRYPTION (SAKE) 
DEVICE TO CONTROL DATA ACCESS FOR 

NETWORKS 

FIELD OF THE INVENTION 

[0001] The present invention relates to the ?eld of netWork 
communications. More speci?cally, the present invention 
relates to a secured access to restricted information over net 

Works. 

BACKGROUND 

[0002] The piracy and illegal copying of softWare and other 
digital media has become extremely pervasive and currently 
results in billions of dollars in lost revenue for media and 
softWare oWners WorldWide. This problem is compounded by 
the advent of faster and more technologically advanced com 
puters, the development of inexpensive mass storage media 
(i.e. CDs, DVDs), as Well as copying devices such as CD 
Writers, Which aid in various aspects of digital piracy. 
[0003] Each technological breakthrough seemingly results 
in a neW and better Way to illegally copy intellectual property 
belonging to another. Examples of digital piracy include: the 
copying of proprietary software to sell to others, the installing 
of a single proprietary software package on several different 
systems, placing a copy of proprietary softWare on the Inter 
net, or even doWnloading copyrighted images from the Inter 
net. 

[0004] While digital piracy is fairly common among many 
end users Who have laWfully purchased the softWare, large 
scale piracy typically occurs at a reseller level. For instance, a 
reseller may duplicate and distribute multiple copies of a 
softWare program, a digital audio ?le or a digital video ?le to 
different customers. These counterfeit versions are some 
times passed on to unsuspecting customers. HardWare dis 
tributors have been knoWn to preload different systems using 
a single softWare package. In such instances, customers are 
either not provided With original manuals, diskettes and/or 
compact discs (CDs) or are simply supplied With pirated 
copies of the same. 
[0005] Numerous methods to combat the rampant problem 
of digital piracy have been devised. One of the methods is the 
use of trialWare to restrict usage of a softWare product. Trial 
Ware may be implemented by either programming an expira 
tion date or a usage counter into a softWare program. Such a 
scheme limits the use of a softWare product to a particular 
duration or a number of trial times, respectively, after Which 
the protected application can no longer be launched. Users are 
then forced to either purchase the full version of the product 
or to quit using it altogether. 
[0006] HardWare keys are another type of anti-piracy 
device that is commonly used to prevent illegal use of soft 
Ware. HardWare keys are devices that are plugged into 
selected ports of a computer. Once the softWare is executed, it 
then detects the presence of a hardWare key in a similar 
manner to detecting other hardWare devices (such as a printer, 
monitor or a mouse). Programming the softWare such that it 
only operates When an appropriate hardWare key is attached 
prevents illegal use of the softWare. As the number of hard 
Ware keys distributed to end users correspond to the number 
of seat licenses purchased, the softWare Will not Work When 
installed on another system Without the requisite hardWare 
key. 
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[0007] Another common anti-piracy technique is to require 
the entry of a certain registration key that is supplied by the 
softWare company before the softWare can be installed. Tra 
ditionally, the registration keys are given only With the origi 
nal softWare package, although some are issued electroni 
cally. Unfortunately, there is nothing to prevent the holder of 
the registration key from installing the softWare on multiple 
systems. In addition, many of the electronic registration keys 
are based on the user’s personal information (i.e. such as the 
user’s name), therefore, some hackers have developed pro 
grams to calculate registration keys for random names. 

[0008] Unfortunately, as With the use of the registration 
key, all of the above anti-piracy systems (and many others) are 
easily circumvented by hackers. A common method of com 
bating these anti-piracy techniques is to disassemble the cod 
ing of the Application Programming Interface (API) to 
assembly language and, thereafter, decompile the assembly 
language into programming language. With the knoWledge 
gained from the program How, the hacker can easily re-Write 
the program or set certain conditions Within the program 
itself, such that it bypasses all the anti-piracy authentication 
algorithms. 
[0009] In vieW of the foregoing, it is extremely desirable to 
have an anti-piracy system that cannot be easily re-pro 
grammed or bypassed by computer hackers or other digital 
pirates. It is also desirable to have an anti-piracy system that 
can be integrated With existing mass storage devices. 

SUMMARY OF THE INVENTION 

[0010] According to one aspect of the present invention, a 
method of storage anti-piracy key encryption (“SAKE”) is 
provided in Which a SAKE device is coupled to a host or client 
system and the SAKE device obtains user’s biometric identity 
information through its biometric sensor. User’s biometric 
identity information, such as ?ngerprints, is veri?ed accord 
ing to the biometric templates stored in an internal memory 
unit of the SAKE device. Various initialiZation information 
including a public key associated With the user is retrieved 
from the internal memory unit of the SAKE device and the 
initialization information is provided to an information pro 
vider or Internet Service Provider (“ISP”) via a computer 
netWork such as the Internet, through the host system. Upon 
verifying the initialiZation information, a netWork communi 
cation is established betWeen the SAKE device and the infor 
mation provider. When the SAKE device obtains information 
from the information provider, the information is encrypted 
and stored in a ?ash memory Within the SAKE device. 

[0011] Additional features and bene?ts of the present 
invention Will become apparent from the detailed description, 
?gures, and claims set forth beloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] The present invention Will be understood more fully 
from the detailed description given beloW and from the 
accompanying draWings of various embodiments of the 
invention, Which, hoWever, should not be taken to limit the 
invention to the speci?c embodiments, but are for explanation 
and understanding only. 
[0013] FIG. 1 illustrates a schematic of an authentication 
system to verify a passWord from a host in accordance With 
one embodiment of the present invention. 
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[0014] FIG. 2 illustrates a schematic of an authentication 
system to verify a password from a host in accordance with a 
further embodiment of the present invention. 
[0015] FIG. 3 illustrates a schematic of an authentication 
system to verify a password from a host in accordance with 
another embodiment of the present invention. 
[0016] FIG. 4 illustrates a schematic of an authentication 
system to verify a password from a host in accordance with 
yet another embodiment of the present invention. 
[0017] FIG. 5 illustrates a method for authenticating a pass 
word from a host in accordance with one embodiment of the 
present invention. 
[0018] FIG. 6 illustrates a schematic of a computer system 
using an anti-piracy ?le manager in accordance with a further 
embodiment of the present invention. 
[0019] FIG. 7 illustrates a schematic of an authentication 
system for receiving data from a web server in accordance 
with another embodiment of the present invention. 
[0020] FIG. 8 illustrates a network con?guration in accor 
dance with one embodiment of the invention. 
[0021] FIG. 9 is a block diagram illustrating a SAKE device 
in accordance with one embodiment of the present invention. 
[0022] FIG. 10 is a ?owchart illustrating a method of pro 
viding data access control over a network in accordance with 
one embodiment of the present invention. 
[0023] FIG. 11 is a ?owchart showing various steps of an 
embodiment of the authentication method of the present 
invention. 

DETAILED DESCRIPTION 

[0024] An apparatus and method for providing data access 
control over the Internet are discussed. 

[0025] In the following description, for purposes of expla 
nation, numerous speci?c details are set forth to provide a 
thorough understanding of the present invention. It will be 
apparent, however, to one skilled in the art that these speci?c 
details may not be required to practice the present invention. 
In other instances, well-known circuits and devices are shown 
in block diagram form to avoid obscuring the present inven 
tion. 
[0026] It is understood that the present invention may con 
tain transistor circuits that are readily manufacturable using 
well-known art, such as for example CMOS (complementary 
metal-oxide semiconductor) technology, or other semicon 
ductor manufacturing processes. In addition, the present 
invention may be implemented with other manufacturing pro 
cesses for making digital devices. 
[0027] FIG. 1 illustrates an authentication system 10 to 
verify a password 12 from a host 14 in accordance with one 
embodiment of the present invention. Authentication system 
10 includes a ?rst storage unit 16, a read-only memory 
(ROM) unit 18 and a microcontroller 20. Microcontroller 20 
is coupled to host 14, ?rst storage unit 16, ROM unit 18 and 
a second storage unit 22. Microcontroller 20 is preferably 
coupled to host 14 through a Universal Serial Bus (USB) 
controller. 
[0028] In other embodiments of the present invention, 
ROM unit 18 may be formed as part of microcontroller 20. 
Furthermore, both ?rst storage unit 16 and second storage 
unit 22 may be one of a number of mass storage devices, 
including hard drives, ?oppy disks, or removable ?ash 
memory devices, such as the ThumbDriveTM manufactured 
by Trek 2000. In addition, the two storage units may be 
utiliZed in one physical structure to form a single mass storage 
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device. The mass storage device may also be placed with 
microcontroller 20 to form a single chip. 

[0029] First storage unit 16 stores an authentication 
sequence 24, which is used to verify password 12. An authen 
tication algorithm 26 to authenticate password 12 with 
authentication sequence 24 is programmed onto ROM unit 
18. In addition, ROM unit 18 preferably comprises a shut 
down algorithm 28. Because these algorithms and other data 
are hard coded, the contents of ROM unit 18 cannot be 
decompiled or altered. Upon receiving password 12, micro 
controller 20 loads and executes authentication algorithm 26 
to verify password 12 with authentication sequence 24. 
Access to second storage unit 22 is permitted only if password 
12 is veri?ed. 

[0030] Password 12 may be entered by a user or a software 
program executed by host 14 after receiving a query from 
microcontroller 20. Because authentication algorithm 26 is 
hard coded onto ROM unit 18, copying or decompiling and 
changing the software program resident on host 14 does not 
breach the copy protection provided by the present invention. 
It will be apparent to one skilled in the art that password 12 
may be a private string of characters, a sequence of commu 
nication protocols or some other security protocol known 
only to an authoriZed user. In addition, password 12 and 
authentication sequence 24 may form part of a biometric 
authentication process by using a user’s ?ngerprints, iris, 
face, or voice as authentication means. 

[0031] Password 12 may also be programmed into the soft 
ware running on host 14 and recogniZable only by authenti 
cation algorithm 26 and therefore not known to an end user. 
As described above, authentication algorithm 26 is preferably 
implemented on hardware or ?rmware (such as ROM unit 18) 
so that it is tamper resistant; that is, authentication algorithm 
26 will be either extremely di?icult to reverse engineer or 
extract data from, and therefore extremely dif?cult to bypass. 
[0032] Shutdown algorithm 28 is preferably implemented 
as a deterrent against brute force attacks by shutting down the 
entire system if a series of incorrect passwords is received by 
microcontroller 20. An authentication system programmer 
may de?ne the maximum number of incorrect passwords 
allowed before the system shuts down. Shutdown algorithm 
28 may also be programmed to not accept any more password 
entries for a speci?ed amount of time. By using shutdown 
algorithm 28, trial and error methods used by brute force 
application programs to identify password 12 would become 
an extremely tedious process for hackers. Shutdown algo 
rithm 28 would therefore deter potential hackers from even 
attempting to identify password 12. 
[0033] Second storage unit 22 is used to store programs 
and/or ?les, which are required for a program on host 14 to 
run. Examples of such ?les include executable programs such 
as a software installer, digital audio ?les, digital video ?les, 
image ?les, text ?les, and library ?les. Microcontroller 20 
allows access to second storage unit 22 from host 14 only if 
the correct password 12 has been received by microcontroller 
20. 

[0034] Although illustrated in this embodiment as separate 
entities, it should be evident to a person skilled in the art that 
microcontroller 20, ?rst storage unit 16, ROM unit 18 and 
second storage unit 22 may be combined in a number of ways. 
For example, microcontroller 20, ?rst storage unit 16, ROM 
unit 18 and second storage unit 22 may be implemented on a 
single semiconductor chip. In an alternative embodiment, 
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microcontroller 20 and ROM unit 18 may be implemented on 
a chip that is separate from the storage units. 

[0035] The present invention therefore has great ?exibility 
of design that may easily be altered depending on a user’s 
requirements. For example, on one hand, the use of multiple 
chips may alloW different vendors to manufacture different 
parts of the authentication system. On the other hand, fabri 
cating the present invention onto feWer chips (or a single chip) 
may be less expensive and provide better performance. In 
addition, if ROM unit 18 and microcontroller 20 are located 
on the same chip, it may be more dif?cult to separate the ROM 
to read the data stored. 

[0036] FIG. 2 illustrates an authentication system 50 to 
verify a passWord 52 from a host 54 in accordance With a 
further embodiment of the present invention. Authentication 
system 50 comprises a ?rst storage unit 56, a ROM unit 58 
and a microcontroller 60. Microcontroller 60 is coupled to 
host 54, ?rst storage unit 56, ROM unit 58 and an encoder 62. 
Encoder 62 is further coupled to a second storage unit 64. 
First storage unit 56 stores an authentication sequence 66, 
Which is used to verify passWord 52. An authentication algo 
rithm 68 to authenticate passWord 52 is programmed onto 
ROM unit 58. ROM unit 58 preferably includes a shutdoWn 
algorithm 70. 
[0037] Upon receiving passWord 52, microcontroller 60 
loads and executes authentication algorithm 68 to verify pass 
Word 52 With authentication sequence 66. Access to second 
storage unit 64 is permitted only if passWord 52 is veri?ed. 
ShutdoWn algorithm 70 preferably shuts doWn the entire sys 
tem if a series of Wrong passWords is received by microcon 
troller 60. An authentication system programmer determines 
the maximum number of incorrect passWord attempts 
alloWed. 

[0038] Data to be read from or Written onto second storage 
unit 64 is ?rst decrypted or encrypted respectively by encoder 
62. Many different encryption schemes may be used by 
encoder 62, including International Data Encryption Algo 
rithm (IDEA), Data Encryption Standard (DES) encryption, 
Triple Data Encryption Standard (3-DES) encryption, and 
Pretty Good Privacy (PGP). By encrypting the contents of 
second storage unit 64, a hacker Will not be able to make sense 
of the contents even if he manages to read the contents by 
bypassing microcontroller 60 (for example, by using a 
probe). After passWord 52 has been authenticated, a decoder 
(not illustrated) may be used to decrypt the contents of second 
storage unit 64. 
[0039] Alternatively, the data stored in second storage unit 
64 may be protected by hash coding. In addition, authentica 
tion sequence 66 is preferably encrypted or hashed as Well to 
prevent hackers from unraveling authentication sequence 66. 
This may be accomplished Without requiring an additional 
encoder if ?rst storage unit 56 is located Within second stor 
age unit 64. 

[0040] FIG. 3 illustrates a schematic of an authentication 
system 100 to verify a passWord 102 from a host 104 in 
accordance With another embodiment of the present inven 
tion. Authentication system 100 comprises a ROM unit 106 
and a microcontroller 108. Microcontroller 108 is coupled to 
host 104, ROM unit 106, and an encoder 110. Encoder 110 is 
further coupled to a storage unit 112. An authentication algo 
rithm 114 to authenticate passWord 102 is programmed onto 
ROM unit 106. An authentication sequence 116 to verify 

Dec. 24, 2009 

passWord 102 is hard coded into authentication algorithm 
114. ROM unit 106 preferably comprises a shutdoWn algo 
rithm 118. 

[0041] As described in previous embodiments, upon 
receiving passWord 102, microcontroller 108 loads and 
executes authentication algorithm 1 14 to verify pas sWord 1 02 
With authentication sequence 116. Access to storage unit 112 
is permitted only if passWord 102 is veri?ed. ShutdoWn algo 
rithm 118 is preferably used to shut doWn the entire system if 
a series of incorrect passWords is received by microcontroller 
1 08. 

[0042] By hard coding authentication sequence 116 
directly into authentication algorithm 114, possibly in mul 
tiple places, modi?cation of authentication sequence 116 
becomes substantially more dif?cult. In order to change a 
hard coded authentication sequence, not only is recompila 
tion necessary (if using a compiled language), but also sul? 
cient understanding of the implementation is required to 
ensure that the change Will not cause program failure. Such a 
measure makes it dif?cult for a hacker to re-program authen 
tication system 100. 
[0043] FIG. 4 illustrates an authentication system 150 to 
verify a passWord 152 from a host 154 in accordance With 
another embodiment of the present invention. Authentication 
system 150 comprises a read-only memory (ROM) unit 156 
and a microcontroller 158. Microcontroller 158 is coupled to 
host 154, ROM unit 156, and an encoder 160. Encoder 160 is 
further coupled to a storage unit 162. Data to be read from or 
Written onto storage unit 162 is ?rst decrypted or encrypted 
respectively by encoder 160. Alternatively, hash coding may 
be employed to protect the data stored in storage unit 162. 
[0044] Storage unit 162 is made up of tWo types of data 
storage areas: a public storage area 164 and a private storage 
area 166. An authentication sequence 168, Which is used to 
verify passWord 152, is stored in private storage area 166. An 
authentication algorithm 170 to authenticate passWord 152 is 
programmed onto ROM unit 156. ROM unit 156 also con 
tains a shutdoWn algorithm 172. Public storage area 164 and 
private storage area 166 may be created by under-declaring 
the memory siZe available on storage unit 162. 

[0045] Take for example a storage unit With physical 
addresses ranging from 000 to 1000. If only physical 
addresses 000 to 500 are declared to an operating system (OS) 
such as WindoWsTM, on host 154, the OS Will not be aWare of 
the presence of physical addresses 501 to 1000. Under such 
circumstances, data stored Within physical addresses 000 to 
500 Will be accessible to any user. This area is knoWn as a 
public storage area. Conversely, undeclared physical 
addresses 501 to 1000 form a private storage area since these 
addresses are only available to microcontroller 158 and can 
only be accessed by an authoriZed user or softWare program. 

[0046] Under non-secure operating conditions, any user 
may instruct host 154 to read data from or Write data onto 
public storage area 164. HoWever, if a user Wishes to access 
private storage area 166, the user or the softWare program 
must ?rst enter passWord 152, Which is then sent to micro 
controller 158 for authentication. Upon receiving passWord 
152, microcontroller 158 executes authentication algorithm 
170 to verify passWord 152 With authentication sequence 168. 
Access to private storage area 166 is permitted only if pass 
Word 152 is veri?ed. ShutdoWn algorithm 172 shuts doWn the 
entire system if a series of incorrect passWords is received by 
microcontroller 158. 



US 2009/0319798 A1 

[0047] FIG. 5 illustrates a method 200 for authenticating a 
password from a host in accordance With one embodiment of 
the present invention. An authentication sequence is ?rst pro 
vided in a block 202 and preferably stored in a ?rst storage 
unit. Also provided, in another block 204, is an authentication 
algorithm, Which is stored in a ROM unit. After receiving a 
prompt from the host, a passWord is entered in by a user or by 
a softWare program. The passWord is then received in a block 
206 by a microcontroller that executes an authentication algo 
rithm to verify the passWord With the authentication sequence 
in a decision block 208. 

[0048] If the passWord is veri?ed in decision block 208, 
access to a private area, such as second storage unit in the 
above-described embodiments, Will be permitted in a block 
210. The user is then able to read from or Write onto the 
second storage unit, Which is preferably encrypted. If the 
passWord is not veri?ed in decision block 208, the user Will be 
denied access to the second storage unit and method 200 Will 
end in a block 212. Alternatively, if the passWord is incorrect, 
the user may be given additional chances to enter the right 
passWord. HoWever, the system is preferably shut doWn if a 
series of incorrect passWords is received by the microcontrol 
ler. 
[0049] FIG. 6 illustrates a schematic of a computer system 
250 using an anti-piracy ?le manager 252 in accordance With 
a further embodiment of the present invention. Anti-piracy 
?le manager 252 is coupled to an anti-piracy authentication 
engine 254 and a storage unit 256. Anti-piracy ?le manager 
252 ansWers requests from a number of softWare programs 
258 that request different authentication schemes from anti 
piracy authentication engine 254. Access to storage unit 256 
is guarded by an authentication system 260. In this exemplary 
system, the ?exibility of the present invention alloWs for 
authentication of many different types of softWare programs 
at the same time through anti-piracy ?le manager 252. 
[0050] FIG. 7 illustrates a schematic of an authentication 
system 300 for receiving data from a Web server 302 in 
accordance With another embodiment of the present inven 
tion. Authentication system 300 is coupled to a host 304, 
Which is connected to Web server 302, typically by using 
either a dial-up or a broadband connection. Host 304 is 
coupled to authentication system 300, preferably, via a USB 
connector. Examples of host 304 include a personal computer 
(PC), a personal digital assistant (PDA), a Wireless Applica 
tion Protocol-enabled (WAP-enabled) mobile phone, and a 
tablet. 

[0051] To retrieve data from Web server 302, a passWord 
received by host 304 is veri?ed by authentication system 300. 
The passWord is typically entered by a user or by softWare on 
the host. If the passWord is entered by the user, authentication 
system 300 may also be con?gured to accept a biometrics 
passWord, such as a ?ngerprint or a retina scan. If the veri? 
cation is successful, authentication system 300 sends a 
request through host 304 for access to Web server 302. Upon 
receiving the request, Web server 302 grants access to a Web 
page having secured data. The data may be in the form of a 
music ?le or an online book or a softWare program. Because 
the authentication algorithm in authentication system 300 is 
hard coded, an unauthoriZed user Will not be able to circum 
vent or change the veri?cation scheme in authentication sys 
tem 300 and, hence, Will be unable to access the data on Web 
server 302. 

[0052] In another embodiment of the present invention, the 
passWord is embedded in the data to be retrieved over the 
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Internet. Host 304 sends a request for the data to Web server 
302. Upon receiving the request, Web server 302 sends the 
passWord embedded in the requested data to authentication 
system 300 for veri?cation. If the veri?cation is successful, 
authentication system 300 alloWs host 304 to access the data, 
Where upon it may be displayed or executed. In a preferred 
embodiment, the data from Web server 302 is encrypted. 
Decryption of the data is carried out in authentication system 
300 before use in host 304 or storage in authentication system 
300. 
[0053] Other embodiments of the invention Will be appar 
ent to those skilled in the art from consideration of the speci 
?cation and practice of the invention. Furthermore, certain 
terminology has been used for the purposes of descriptive 
clarity, and not to limit the present invention. The embodi 
ments and preferred features described above should be con 
sidered exemplary, With the invention being de?ned by the 
appended claims. 
[0054] OvervieW of Storage Anti-Piracy Key Encryption 
(“SAKE”) Device 
[0055] According to one aspect of the present invention, a 
method is provided in Which a SAKE device is coupled to a 
host or client system and the SAKE device obtains a user’s 
biometric identity information through its biometric sensor. 
The user’s biometric identity information, such as a ?nger 
print, is veri?ed according to biometric templates stored in an 
internal memory unit of the SAKE device. Various initialiZa 
tion information including a public key associated With the 
user is retrieved from the internal memory unit of the SAKE 
device and the initialiZation information is provided to an 
information provider or Internet Service Provider (“ISP”) via 
a computer netWork such as the Internet, through the host 
system. Upon verifying the initialiZation information, a net 
Work communication is established betWeen the SAKE 
device and the information provider. When the SAKE device 
obtains information from the information provider, the infor 
mation is encrypted and stored in a ?ash memory Within the 
SAKE device. 

[0056] In one embodiment, the SAKE device is a storage 
and anti-piracy device that includes onboard biometric veri 
?cation capability. The SAKE device has universal connec 
tivity capabilities, such as USB connectors. High-speed data 
transfer and large memory capacity are other advantages of 
the SAKE device. For example, the SAKE device may have 
the memory capacity of one gigabyte and have an access 
speed of up to one gigabit per second. A more detailed dis 
cussion of the SAKE device is provided beloW. 
[0057] FIG. 8 illustrates a netWork con?guration 800 in 
accordance With one embodiment of the invention. NetWork 
con?guration 800 includes multiple SAKE devices 802, host 
systems, Internet 810, and various information providers, 
content providers and/or ISPs. The host systems, in one 
aspect, includes personal computer (“PC”) 804, laptop 805, 
personal digital assistant (“PDA”) 808 and other digital pro 
cessing systems, such as servers, mini-computers, mainframe 
computers, point of sale machines, Workstations, et cetera. 
Internet 810, in another embodiment, may be an Intranet, 
Wide area netWork (“WAN”), and/or local area netWork 
(“LAN”). Information providers include online transaction 
820, Internet sites 830, sales of services 840, personal medi 
cal information 850, e-learning materials 860, library 865, 
publisher 870, music 875, and TV games and movies 880. It 
is apparent to one of ordinary skill in the art that other func 
tional blocks may be added to netWork con?guration 800. 
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[0058] The content provider of online transaction 820 
includes various online sale transactions, Which includes 
online sales of merchandise, software, information, and net 
Work services over the Internet. In one embodiment, the 
SAKE device 802 provides a secured transaction, Which 
involves accessing, purchasing, and downloading the prod 
uct, betWeen the user and the information provider. An advan 
tage of using the SAKE device is to prevent unauthorized, 
rampant copying of commercial information. 
[0059] The content provider of Internet sites 830 includes 
various restricted Web sites that require, for example, mem 
berships to access the information posted on the restricted 
Web sites. In one embodiment, the SAKE device 802 provides 
a controlled access to restricted Internet sites. In another 
embodiment, the SAKE device 802 provides a method of 
controlled distribution of information received by the SAKE 
device 802. An advantage of using the SAKE device in this 
case is to prevent unauthorized access. 

[0060] The content provider of services 840, in one aspect, 
includes various online services that provide support, 
resources, and/or upgrades. In one embodiment, the SAKE 
device 802 provides a method of providing services and/or 
upgrades to clients Who are authorized and/or registered for 
the services. An advantage of using the SAKE device in this 
case is to prevent unauthorized parties from receiving ser 
vices. 

[0061] The content provider of medical data 850, in one 
aspect, contains medical information, such as a restricted 
hospital Website. In one embodiment, the SAKE device 802 
provides a secured method to retrieve personal medical infor 
mation over the Internet from the content provider for medi 
cal data 850. An advantage of using the SAKE device in this 
case is to prevent unauthorized parties from accessing per 
sonal medical data. 

[0062] The content provider of e-leaming 860, in one 
aspect, includes various online educational materials that are 
either posted on the Web page or doWnloaded from the Web 
site. In one embodiment, the SAKE device 802 provides a 
secured method to doWnload various educational and/or 
learning materials to from the content provider to various 
clients Who are authorized and/or registered to receive the 
educational materials. An advantage of using the SAKE 
device in this case is to prevent unauthorized parties from 
doWnloading the educational materials from the content pro 
vider of e-leaming 860. 
[0063] The content provider of library 865 and publisher 
870, in one aspect, includes various online books and articles 
that either can be checked out or purchased. In one embodi 
ment, the SAKE device 802 provides a secured method of 
purchase or checkout by doWnloading a digital a copy of book 
and/ or article for authorized users. An advantage of using the 
SAKE device in this case is to prevent unauthorized parties 
from obtaining copies of books and articles posted on the 
Websites. 

[0064] The content provider of music 875 and television 
games/movies 880, in one aspect, includes various online 
digital music and games/movies that either can be checked 
out or purchased. In one embodiment, the SAKE device 802 
provides a secured method of purchase or check out of a 
digital copy of music, games and/or movies for authorized 
users. An advantage of using the SAKE device in this case is 
to prevent unauthorized parties from obtaining copies of 
music, games and/or movies posted on the Websites. 
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[0065] In operation, When, for example, a user desires to 
purchase softWare from a Website, a SAKE device ?rst 
authenticates the user, Which may involve a biometric iden 
ti?cation process. After the identity of the user is veri?ed, the 
SAKE device noti?es the Website With an access request and 
security codes. Upon acknoWledgement of the access request 
and security codes, the Website, Which could act through an 
ISP, establishes a netWork communication With the SAKE 
device over the Internet 810. An encrypted public key is 
subsequently forWarded from the SAKE device to the Website 
to con?rm the true identity of the user. Once the user’s iden 
tity is con?rmed by the Website, it sends the requested soft 
Ware to the SAKE device via the SAKE device’s host system. 
Upon receiving the softWare, it is directly stored in the ?ash 
memory of the SAKE device With limited or no trace in the 
host system. 
[0066] An advantage of using the SAKE device, function 
ing as an anti-piracy device, is to prevent unauthorized copy 
ing of information over the Internet. Another advantage of 
using the SAKE device is to store the doWnloaded content 
directly into the SAKE device only, thereby there is no traces 
on the host system after the SAKE device is disconnected 
from the host system. Another advantage is to employ per 
sonal and biometric information to authenticate users before 
the users are given access to quality content over a netWork, 
such as the Internet or an Intranet. 

[0067] FIG. 9 is a block diagram illustrating a SAKE device 
900 in accordance With one embodiment of the present inven 
tion. The SAKE device 900 includes a micro-control unit 
(“MCU”) 901, ?ash memory 922, USB connector (plug) 916 
and biometric sensor 920. MCU 901 further includes a pro 
cessor 902, internal memory 904, tamper proof unit 906, 
encryption/decryption unit 908, hashing algorithm 910, bio 
metric veri?cation 912, and USB controller 914. In one 
embodiment, processor 902, internal memory 904, tamper 
proof unit 906, encryption/ decryption unit 908, hashing algo 
rithm 910, biometric veri?cation 912 and USB controller 914 
are fabricated on a single die. Various buses 930-938 are used 
to couple various units in the SAKE device 900. It is apparent 
to one of ordinary skill in the art that other functional blocks 
may be added to the SAKE device 900. 

[0068] Processor 902 is coupled to buses 930-932 for com 
municating information to and from various components. 
Processor 902 includes a microprocessor, processor, central 
processing unit, or digital processing unit such as PentiumTM, 
PoWerPCTM, AlphaTM and the like. Processor 902 controls the 
data ?oW of the SAKE device 900 through executing instruc 
tions. In one embodiment, processor 902 executes navigation 
softWare, Which may be stored in internal memory 904, for 
controlling the data ?oW. 

[0069] Internal memory 904, in one embodiment, is a ?ash 
memory designed to store authentication data, such as public 
keys, private keys, biometric templates, et cetera. It should be 
noted that public keys, private keys, and biometric templates 
are loaded into internal memory 904 during the setup or 
initialization of the SAKE device 900. Internal memory 904 
is coupled to processor 902 through dedicated bus 932 for fast 
data store and fetch. In another embodiment, internal memory 
904 is coupled to processor 902 through system bus 930. 
Biometric templates include ?ngerprint and/ or iris templates. 
In another embodiment, internal memory 904 stores the navi 
gation softWare, Which is responsible to control data ?oW 
betWeen an ISP and the SAKE device 900. The navigation 
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software is also responsible to retrieve data from ?ash 
memory 922 and then to display the data. 
[0070] Biometric sensor 920 is coupled to biometric veri 
?cation unit 912 via bus 936, Wherein biometric sensor 920 
detects biometric information or patterns from a user. For 
example, a ?ngerprint sensor as biometric sensor 920 detects 
?ngerprint patterns from the user Who is currently holding the 
SAKE device 900. Once the ?ngerprint of the user is 
obtained, it is forwarded from the ?ngerprint sensor to bio 
metric veri?cation unit 912 for authenticating the user. Upon 
receipt of the biometric information, biometric veri?cation 
unit 912 fetches biometric templates, such as ?ngerprint tem 
plates, from internal memory 904 via processor 902 and 
authenticates the biometric information just received against 
the biometric templates. The result of the authentication is 
forWarded to processor 902. It should be noted that the bio 
metric templates are loaded during the initialization of the 
SAKE device. 
[0071] USB controller 914 is coupled to system bus 930 
and USB connector 916 via a dedicated bus 938. USB con 
troller 914 is designed to control communication betWeen the 
SAKE device 900 and the host system, not shoWn in FIG. 9. 
USB connector 916, in one embodiment, is a USB plug that is 
capable of directly connecting to a USB port of host system. 
USB connector 91 6 is designed to support the entire Weight of 
the SAKE device While it is plugged in a USB port. It is 
further noted that When the SAKE device is plugged in a USB 
port of the host system, only a portion of the SAKE device is 
inserted into the host system. 
[0072] Hashing algorithm 910 is coupled to system bus 930 
to perform a hash function. Hashing algorithm 910 is, in one 
embodiment, a standard hashing algorithm, such as secure 
hash standard (SHS) and is designed to hash public keys 
before they are being sent to their destination over the Inter 
net. 

[0073] Flash memory 922 is coupled to MCU 901 via bus 
934 and is con?gured to store large amounts of data. For 
example, ?ash memory 922 can store up to one gigabyte. In 
one embodiment, ?ash memory 922 has the capacity of mass 
storage, and data doWnloaded from the ISP can be directly 
stored in ?ash memory 922. To secure data from hacking, data 
is encrypted before it is stored in ?ash memory 922. Encryp 
tion/decryption unit 908 is coupled to system bus 930 and 
coupled to ?ash memory 922 via bus 934. In one embodi 
ment, encryption/decryption unit 908, Which may be a stan 
dard encryption code, encrypts data according to a private key 
before it stores the data in ?ash memory 922. Encryption/ 
decryption unit 908 is also used to decrypt data according to 
a private key after the data is fetched from ?ash memory 922. 
[0074] Tamper proof unit 906 is coupled to system bus 930. 
A function of tamper proof unit 906 is designed to erase data 
stored in internal memory 904 and ?ash memory 922 When 
tamper proof unit 906 detects tampering or hacking of the 
SAKE device using high temperature, voltage, and/or fre 
quency. In one embodiment, tamper proof unit 906 contains 
sensors that can detect abnormal conditions, such as voltage, 
frequency and temperature that are beyond the speci?cation. 
[0075] FIG. 10 is a ?oWchart 100 illustrating a method of 
providing data access control over a netWork in accordance 
With one embodiment of the present invention. At block 1002, 
the process couples a control device to a digital processing 
system. In one aspect, the control device is a SAKE device, 
Which includes a USB connector, MCU, ?ash memory and 
biometric sensor. The USB connector is used to directly con 
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nect to a USB port of the digital processing system, Which 
acts as a host system of the SAKE device. The process pro 
ceeds to block 1004. 
[0076] At block 1004, the biometric sensor detects the 
user’s biometric information and forWards the detected bio 
metric information to a biometric veri?cation unit. The bio 
metric veri?cation unit authenticates the detected biometric 
information against a biometric template stored in the internal 
memory. When the user’s identity is authenticated, Which 
means the biometric information such as ?ngerprint matches 
With the biometric template, the process moves to block 1006. 
[0077] At block 1006, the process retrieves initialization 
information from the internal memory. In one embodiment, 
the initialization information includes a security code and a 
public key. The security code, Which may vary betWeen ISPs, 
is used to establish an initial communication betWeen the 
SAKE device and the ISP. The process proceeds to block 
1008. 
[0078] At block 1008, the process forWards the security 
code to an associated ISP and request to establish communi 
cation. Once the communication is formed, the public key is 
forWarded to the ISP to con?rm that the true user is commu 
nicating With the ISP. The process moves to block 1010. 
[0079] At block 1010, a communication betWeen the 
SAKE device and the ISP is established and ISP is ready to 
perform user’s request. The process moves to block 1012. 
[0080] At block 1012, the SAKE device receives requested 
information such as a copy of a digital book or a movie. When 
the requested information is encrypted, the process moves to 
block 1014. 
[0081] At block 1014, the process stores the encrypted data 
in the ?ash memory of the SAKE device. The process moves 
to the next block. 

[0082] FIG. 11 is a ?oW diagram shoWing various steps of 
an embodiment of the authentication method of the present 
invention. In a currently preferred embodiment, a user 
requests and doWnloads restricted content into a SAKE 
device assigned to that user from a content server using the 
authentication process as described beloW With reference to 
FIG. 11 . As described above, the restricted content can be any 
of a Wide variety of information, such as copyrighted mate 
rials (e.g., neWspapers, books, magazines, music, movies, 
softWare, games, etc.), con?dential records (e.g., medical, 
?nancial), proprietary business information (e.g., personnel 
?les, technical designs, client contacts, etc.), contents that 
require payment or age veri?cation before access is granted, 
and any other information requiring access control. 
[0083] In step 1105, to initiate the authentication process, a 
user accesses a login Web page of a content provider utilizing 
an embodiment of the authentication method of the present 
invention. Typically, the user navigates the Web using com 
mon Internet broWser softWare (e.g., Microsoft Internet 
ExplorerTM) installed on a client computer connected to the 
Internet. To access the designated login page, the user enters 
the Web page address (e.g., URL address) of the login page or 
clicks on a hyperlink or bookmark pointing to that address. 
Depending on the particular application, the client computer 
can be a desktop computer, a laptop computer, a personal 
digital assistant (PDA), a point-of-sale (POS) terminal, a 
television, a gaming console, a netWorked kiosk, or any other 
netWork-enabled device that alloWs the user to interact With 
the content server. In one embodiment, the login page is 
stored on a content server and is programmed to include a 

“Login” button or link Which, When clicked, causes the con 
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tent server to generate a command that initiates the authenti 
cation process. Accordingly, the user clicks on the “Login” 
button to start the authentication process. 

[0084] In step 1110, the SAKE device, Which in one 
embodiment comprises a USB plug that is plugged into a 
USB port of the client computer, receives the command from 
the content server. This command establishes communication 
betWeen the content server and the SAKE device. The com 
mand also serves to notify the SAKE device that the content 
server is ready to receive information pertaining to the 
authentication process from the SAKE device. 
[0085] In step 1115, the SAKE device captures biometric 
information from the user via a biometric detector that is built 
into the SAKE device. In a currently preferred embodiment, 
the biometric detector is a built-in ?ngerprint sensor on an 
upWardly-facing surface of the SAKE device. When the user 
places his/her thumb on the sensor, the thumbprint is captured 
for veri?cation by the SAKE device, as described in step 1120 
immediately beloW. While ?ngerprinting is described herein 
as an identity authentication technique, it is appreciated that 
other biometric-based techniques, such as iris-scan, can also 
be used in accordance With the present invention. 
[0086] In step 1120, the captured biometric information is 
veri?ed against stored biometric template(s) of one or more 
authorized user(s). In one embodiment, When the SAKE 
device is as signed to an authorized user, the ?ngerprint of that 
authorized user is captured and stored into the SAKE device 
as a ?ngerprint template. In an embodiment Where multiple 
authorized users are supported, a separate template is created 
and stored for each authorized user. Thereafter, When a person 
Wants to access restricted contents on a server for Which the 

SAKE device is assigned, that person’s ?ngerprint can be 
veri?ed by a ?ngerprint veri?cation engine in the SAKE 
device against the stored ?ngerprint template(s) of the autho 
rized user(s). 
[0087] If in step 1120 it is determined that the captured 
biometric information (e.g., ?ngerprint) matches the stored 
biometric template (or one of the templates in the case of 
multiple authorized users), then in step 1125, the SAKE 
device transmits a noti?cation to the content server, indicat 
ing to the server that the current user’s identity has been 
authenticated biometrically. 
[0088] In step 1130, the SAKE device receives a device 
authentication request from the content server. In a preferred 
embodiment, the content server transmits a device authenti 
cation request to the SAKE device upon receiving the noti? 
cation of user identity authentication from the SAKE device 
as described in step 1125 above. 

[0089] In step 1135, the SAKE device transmits a device 
authentication reply to the content server in response to the 
device authentication request described in step 1130 above. 
Signi?cantly, the device authentication reply alloWs the 
SAKE device and the content server to complete an authen 
tication handshake. The SAKE device is programmed to gen 
erate a device authentication reply that is characteristics of 
and is recognizable by the particular content server. There 
fore, the reply enables the server to verify that the SAKE 
device is properly assigned to the user for accessing restricted 
content on the server. In accordance With a preferred embodi 
ment, the device authentication reply includes multiple 
authentication sequences, With each sequence being transmit 
ted to the server separately. For example, after transmitting a 
?rst authentication sequence, the SAKE device can Wait for a 
con?rmation sequence from the server before transmitting 
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the next sequence itself. Any number of sequences can be 
used in the authentication handshake, alloWing for ?exibility 
in customization. In a preferred embodiment, different con 
tent servers have different authentication handshakes With 
their corresponding SAKE devices, so that a given SAKE 
device assigned for a particular content server Will be of no 
use in accessing restricted content on another content server. 

[0090] In step 1140, the SAKE device receives a key 
request from the content server. In a preferred embodiment, 
the content server transmits a key request to the SAKE device 
When the authentication handshake described above in step 
1135 is completed. In other Words, When the content server 
has ascertained that the request for restricted content origi 
nates from a legitimate SAKE device properly assigned for 
that purpose, the server sends a key request to the SAKE 
device. 

[0091] In step 1145, the SAKE device transmits a ?rst key 
representative of the user’s identity to the content server in 
response to the key request described in step 1140 above. This 
?rst key enables the server to con?rm the user’s identity. In a 
preferred embodiment, the ?rst key is a public key (e.g., as 
used under the Public Key Infrastructure, or PKI) that 
uniquely identi?es the key holder to third parties, such as the 
content server in this case. In one embodiment, the public key 
is hashed using a secure hashing algorithm, preferably stored 
in a non-volatile solid-state memory, before transmission to 
the content server. It is appreciated that according to the 
present invention, the key veri?cation can be performed by 
the content server itself or by a certifying authority (“CA”) on 
behalf of the content server. 

[0092] In step 1150, the SAKE device receives the 
restricted content from the content server as requested. In one 
embodiment, the restricted content is received by the SAKE 
device as one or more data streams. In other Words, the 
content is transmitted from the content server to the SAKE 
device by streaming. 
[0093] It should be appreciated that according to a pre 
ferred embodiment described above, the content server only 
sends the restricted content to the SAKE device after a suc 
cessful biometric authentication of the user’s identity, a suc 
ces sful authentication handshake betWeen the content server 
and the SAKE device, and a successful veri?cation of the 
user’s identity using a unique key such as a public key. The 
tri-level authentication process of the present invention as 
described provides very strong security protection against 
unauthorized access of restricted content stored on the con 
tent server. 

[0094] In step 1155, the SAKE device encrypts the content 
received from the content server. In a preferred embodiment, 
the encryption is performed using a second key representative 
of the user’s identity. In one embodiment, the second key is a 
private key assigned to the user. 
[0095] In step 1160, the SAKE device stores the encrypted 
content in its memory. The stored content is secured against 
unauthorized access because it is in encrypted form and can 
not be decrypted Without the second key (e.g., private key) 
described above in step 1155. In one embodiment, the 
encrypted content is stored in a non-volatile solid-state 
memory. 

[0096] In a preferred embodiment, the SAKE device 
includes one or more of a voltage detector, a frequency detec 
tor, and a temperature detector (e. g., thermometer, thermo 
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stat) to further protect the stored information against tamper 
ing. These detectors monitor the operation parameters of 
voltage, frequency, and temperature. It is appreciated that 
common hacking techniques involve altering the voltage, 
frequency, and/ or temperature of the environment in Which a 
storage device operates in an attempt to gain unauthorized 
access to the stored data. Thus, according to this embodiment, 
When the detectors detect that one or more of the operation 
parameters fall beyond their normal operating ranges as 
speci?ed, the SAKE device erases or otherWise destroys the 
encrypted data stored therein, and optionally the ?rst key, the 
second key, and the biometric template. This data self-de 
struction feature provides a last line of defense against unau 
thoriZed access of the restricted content stored in the SAKE 
device. 

[0097] Importantly, content received from the content 
server goes directly to the SAKE device and is not stored on 
the client computer in any form. The intemet broWser serves 
as a conduit of data transfer betWeen the content server and 
the SAKE device. The data transfer is transparent to the user 
and the content is neither displayed to the user in the broWser, 
nor is the content alloWed to be stored on the client computer 
using the broWser interface. In a preferred embodiment, data 
is transferred by streaming, Which provides additional pro 
tection against hacking, as portions of a data stream cannot be 
meaningfully reassembled in case of malicious interception. 
In one embodiment, encrypted content received from the 
server is decrypted by the broWser (using standard decryption 
protocols such as DES, AES, 3-DS) and then encrypted by the 
SAKE device using a private key before storing. In another 
embodiment, the encrypted content is passed as is to the 
SAKE device, Which can perform additional decryption and/ 
or re-encryption. The restricted content is stored Within the 
SAKE device in encrypted form and cannot be replicated to 
another storage medium connected to the client computer. 
Moreover, retrieval of the data is only alloWed When the user’s 
identity is authenticated through the biometric detector and 
veri?cation engine. 
[0098] Once the content is securely stored in the SAKE 
device, an authoriZed user can gain access to the content by a 

successfully passing the biometric authentication, thereby 
causing the SAKE device to decrypt the stored content and 
streaming it to the appropriate application program for pro 
cessing. For example, a music ?le or a movie ?le is decrypted 
and streamed to a media player for playback. An executable 
?le is decrypted and then run from the SAKE device. A 
document is decrypted for vieWing by a vieWer/Word process 
ing program straight from the SAKE device. Thus, the con 
tent remains in the SAKE device and the streaming of the data 
is under the control of the SAKE device so that unauthoriZed 
access is prevented. In another embodiment, the encrypted 
content is streamed for processing by the appropriate appli 
cation program Without being decrypted. In this embodiment, 
a customiZed application program capable of processing the 
encrypted content is provided. 
[0099] In the foregoing speci?cation the invention has been 
described With reference to speci?c exemplary embodiments 
thereof. It Will, hoWever, be evident that various modi?ca 
tions and changes may be made thereto Without departing 
from the broader scope of the invention. The speci?cation and 
draWings are, accordingly, to be regarded in an illustrative 
rather than restrictive sense. 
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What is claimed is: 
1. A method comprising: 
establishing communication via a Universal Serial Bus 

(U SB) plug of a portable device With a host computer 
When the USB plug is directly connected to a USB port 
of the host computer; 

performing a user authentication of a user of the portable 
device, the user authentication being performed by the 
portable device; 

if the user authentication is successful, sending informa 
tion from the portable device to a content server via the 
host computer for performance of an authentication 
handshake betWeen the portable device and the content 
server; 

if the authentication handshake is successful, sending an 
encrypted ?rst key from the portable device to the con 
tent server via the host computer for performance of a 
second user authentication by the content server; and 

if the second user authentication is successful, receiving 
restricted content from the content server via the host 
computer. 

2. The method of claim 1, Wherein the user authentication 
is a biometrics-based user authentication. 

3. The method of claim 2, Wherein the biometrics-based 
user authentication compares a user’s detected ?ngerprint to 
a ?ngerprint template stored in the portable device. 

4. The method of claim 2, Wherein the biometrics-based 
user authentication compares a user’s detected iris pattern to 
an iris pattern stored in the portable device. 

5. The method of claim 1, Wherein the encrypted ?rst key is 
an encrypted public key. 

6. The method of claim 1, further comprising encrypting a 
?rst key. 

7. The method of claim 1, further comprising storing the 
restricted content in a non-volatile memory of the portable 
device. 

8. The method of claim 1, further comprising encrypting 
the restricted content using a second key and storing the 
encrypted restricted content in a non-volatile memory of the 
portable device. 

9. A method comprising: 
establishing communication via a Universal Serial Bus 

(U SB) plug of a portable device With a host computer 
When the USB plug is directly connected to a USB port 
of the host computer; 

performing a user authentication of a user of a portable 
device, the user authentication being performed by the 
portable device; 

if the user authentication is successful, sending informa 
tion from the portable device to a content server via a 
host computer for performance of an authentication 
handshake betWeen the portable device and the content 
server; 

if the authentication handshake is successful, sending a 
hashed ?rst key from the portable device to the content 
server for performance of a second user authentication 
by the content server; and 

if the second user authentication is successful, receiving 
restricted content from the content server via the host 
computer. 

1 0. The method of claim 9, Wherein the user authentication 
is a biometrics-based user authentication. 




