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(57) ABSTRACT 

A method of communicating With an electronic device, com 
prising: 

providing a computer having an audible sound receiving 
and generating sub-system including a microphone; 

transmitting from a source at least one ultrasonic acoustic 
signal, encoded With information to the computer; and 

receiving said at least one signal by said microphone, to be 
detected by said computer. Preferably, the ultrasonic 
frequency used is beloW 50 kHZ. 
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METHOD TO USE ACOUSTIC SIGNALS FOR 
COMPUTER COMMUNICATIONS 

RELATED APPLICATIONS 

[0001] This application is a 119(e) of US. provisional 
applications 60/ 115,231, ?led Jan. 8, 1999 (attorney docket 
100/00798), 60/ 122,687, ?led Mar. 3, 1999 (attorney docket 
100/00809), 60/ 143,220, ?led Jul. 9, 1999 (attorney docket 
100/01200), 60/145,342, ?led Jul. 23, 1999 (attorney docket 
100/01124) and an application titled “Card for Interaction 
With a Computer”, ?led Sep. 14, 1999 and having attorney 
docket 100/ 01300. This application is also a continuation-in 
part of PCT applications PCT/IL99/00470, ?led Aug. 27, 
1999 and PCT application PCT/IL99/00506, ?led Sep. 16, 
1999, both ?led in the Israel receiving of?ce by applicant 
Comsense Technologies Ltd. and designating the US. The 
disclosures of all of these applications are incorporated herein 
by reference. 

FIELD OF INVENTION 

[0002] The present invention relates generally to method of 
interaction With a computer and especially to methods that 
use acoustic signals for such communications. 

BACKGROUND OF THE INVENTION 

[0003] Computer netWork components that communicate 
using RF radiation, Wires or IR radiation are Well knoWn. In 
addition, some home appliances are controlled using an ultra 
sonic remote control. Other types of dedicated ultrasonic 
acoustic links are also knoWn. 
[0004] HoWever, such dedicated communication mecha 
nisms require that the computer netWork components have 
installed thereon specialiZed communication hardWare. 
Installing such hardWare on an existing computer may be 
expensive and/ or problematic. Further, some electronic and/ 
or computer embedded devices, for example cellular tele 
phones may be “sealed” products, to Which it is impossible to 
add internal components. 
[0005] PCT publications WO96/10880, WO94/17498, 
WO93/21720 and WO93/1 161 9, the disclosures ofWhich are 
incorporated herein by reference, describe an electronic 
device Which transmits coded information to a microphone of 
a telephone using a DTMF-like encoding scheme. A WWW 
page addressed “http://WWW.encotone.com/html/tech_def. 
html”, available on Feb. 1, 1999 and predated, suggests using 
such a device to transmit audible DTMF-like tones to a per 
sonal computer using the computer’s sound card. 
[0006] TWo Way communications using audible DTMF 
like tones, betWeen a smart card and a telephone communi 
cation system is described in US. Pat. No. 5,583,933, the 
disclosure of Which is incorporated herein by reference. 

SUMMARY OF THE INVENTION 

[0007] One object of some preferred embodiments of the 
invention is to simplify interaction betWeen electronic 
devices by removing a common requirement of installing 
dedicated communication hardWare on the devices. Some 
suitable electronic devices include: computers (e.g., desktop 
and laptop), televisions, Watches, PDAs (Personal Digital 
Assistant), organiZers, electronic toys, electronic games, 
voice-responsive appliances, Wireless communication 
devices, ansWering machines and desktop telephones. As 
used herein the term “electronic device” is used to encompass 
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a broad range of electronics-including devices. In some of the 
embodiments described beloW, a particular type of electronic 
device is singled out, for example a computer or a toy, as some 
of the beloW-described embodiments are more useful for 
some types of electronic devices, than for other types of 
electronic devices. HoWever, such examples are not meant to 
limit the scope of the invention. 
[0008] An object of some preferred embodiments of the 
invention is alloWing electronic devices to communicate 
using an input and/or output channel, preferably an acoustic 
channel, but possibly a visual channel, Which Was designed 
for communication With human users and not for communi 
cation With electronic devices. In other cases, the communi 
cation channel is not originally intended for communication 
With outside components at all, for example, a diskette drive. 
[0009] An object of some preferred embodiments of the 
invention is to alloW a smart card to be read by and Written to 
using standard computer hardWare Without requiring an 
installation of specialiZed hardWare. This is especially useful 
for electronic Wallets and Internet commerce, Where the cost 
of installing dedicated hardWare may prevent Wide accep 
tance of these commercial methods. Additionally, using a 
smart card can provide methods of solving the security and 
accountability issues entailed in electronic commerce. 
[0010] An aspect of some preferred embodiments of the 
invention relates to communicating With a computer using a 
sound card installed on the computer. In some computer 
con?gurations the installation is permanent, for example as 
part of the motherboard chip-set. In a preferred embodiment 
of the invention, a device, preferably a smart card, transmits 
information to the sound card’s microphone and receives 
information from the computer using the sound card’s (or the 
computer’s) loudspeaker. Preferably, the transmission uses 
non-audible acoustic frequencies, for example ultrasonic or 
infrasonic frequencies. It should be noted that standard music 
cards are designed for music generation, and speci?cally for 
audible audio frequencies, such as betWeen 20 HZ and 16 
kHZ, hoWever, they have a limited reception and transmission 
ability in the near-ultrasonic (e.g., betWeen 16 kHZ and 50 
kHZ) and infrasonic (e.g., 0.01 HZ to 20 or 40 HZ) frequency 
ranges. The de?nition of audible frequencies Will usually 
depend on the user and this, may, in some embodiments, 
impact on the selection of frequencies for use. Possibly, a 
personaliZation softWare for selecting the frequencies Will be 
provided. Also, in some applications, the higher end of the 
audible range may be used, for example 14 kHz-16 kHZ, as 
the sensitivity to these frequencies is quite loW, even in those 
individuals that can detect them. 
[0011] Ultrasonic communication has several advantages 
over audio communication: 

[0012] (a) smaller transducers can be used; 
[0013] (b) transmission is more ef?cient; 
[0014] (c) loWer noise levels are typical; 
[0015] (d) resonant frequencies that have Wavelengths on 
the order of a siZe of a credit card can be used; and 

[0016] (e) higher data rates can be achieved. 
[0017] In a preferred embodiment of the invention, the 
ultrasonic frequencies used are loW ultrasonic frequencies or 
high audible frequencies, for example betWeen 15 kHZ and 24 
kHZ, more preferably betWeen 17 kHZ and 20 kHZ and, in 
some preferred embodiments, betWeen 21 and 23 kHZ. Often, 
these frequencies can be transmitted and/or received using 
standard audio components. For this reason, loWer frequen 
cies may be preferred over higher frequencies, even though 
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the lower frequencies typically afford a lower data rate and 
are more easily disrupted. These particular frequencies are 
suggested because they match industry standards for sam 
pling in audio cards (e.g., “SoundBlaster”). If other sampling 
frequencies are available, the preferred frequency may 
adjusted accordingly. Preferably, a minimum frequency used 
is selected so that it is inaudible to a human. In some cases, the 
frequency selection may depend on the age of the human. 
[0018] A bene?t of ultrasound over RF transmission is that 
the range of the ultrasonic transmission can easily be con 
trolled by varying its amplitude. Typically, ultrasonic trans 
missions do not pass through walls, potentially providing 
increased security by limiting eavesdropping and inference 
from outside the room. In addition, ultrasonic transmissions 
do not usually interfere with the operation of electronic 
equipment, even when used at a high power setting. Thus, 
ultrasonic communication is better suited for people with 
pacemakers and for hospital settings. Another advantage of 
acoustic transmission is a reduced perceived and actual health 
danger to the user. 
[0019] An aspect of some preferred embodiments of the 
invention relates to communication between electronic 
devices using acoustics. Alternatively or additionally to elec 
tronic devices communicating using RF; varying magnetic 
?elds; IR; and visible light, electronic devices may commu 
nicate using acoustics, in accordance with preferred embodi 
ments of the invention. In some cases, one communication 
direction is acoustic and the other is non-acoustic, for 
example RF or IR, for example when communicating with a 
set-top box in accordance with a preferred embodiment of the 
invention (one way acoustic from the TV and the other way 
IR, in the same manner as with an IR remote control). In a 
preferred embodiment of the invention, the acoustic waves 
used for communications are incorporated in sounds used for 
regular operation of the device which generates the sounds, 
for example by modulating beeps. Alternatively or addition 
ally, the sounds are inaudible, for example being ultrasonic, 
infrasonic, of a low amplitude and/or causing only small 
changes in amplitude and/ or frequency of an existing sounded 
signal. 
[0020] It is noted that many electronic devices include a 
microphone and/ or a speaker. In a preferred embodiment of 
the invention, the microphone and/or speaker are used to 
communicate with the device. In one example, an acoustic 
smart card (or an “electronic wallet” card) communicates 
with such a device using sound and/or ultrasound. Such a 
smart card may transmit information stored thereon. Possibly, 
the information is encrypted, for example, using is RSA or 
DSA encryption. 
[0021] In a preferred embodiment of the invention, a smart 
card may be “swiped” at many existing computers and elec 
tronic devices, possibly requiring a simple software installa 
tion, but no hardware installation (assuming some acoustic 
hardware exists). Such simple swiping should ease accep 
tance of the card by Internet browsing home shoppers. In 
some cases, the swiping software may be downloaded as a 
Java Applet or as a script in a different network programming 
language. 
[0022] In some embodiments other types of electronic 
devices communicate. For example, a cellular telephone and 
a PDA, each of which includes a microphone and a speaker, 
can communicate. Another example is programming a cellu 
lar telephone with names and numbers stored in a PDA or for 
the cellular telephone to interrogate the PDA regarding a 
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particular telephone number. Alternatively or additionally, a 
network may be formed of a plurality of such devices, possi 
bly, with one device forwarding messages from a ?rst device 
to a second device. Alternatively or additionally, peripherals 
may be connected to a computer using an acoustic connec 
tion, without requiring wiring or special hardware. In some 
embodiments, a single acoustic transducer (microphone or 
speaker) may be controllable to act as both a receiver and a 
transmitter, by suitably programming the electronic device. 
[0023] Many computers are sold with a Sound-Blaster 
Compatible sound subsystem, stereo speakers and a micro 
phone. Some computers are provided with other types of 
sound systems, which types also support the application of 
preferred embodiments of the invention, possibly with a 
variation in frequencies to account for different circuit or 
sampling characteristics. Typically, this sound system is 
designed for generating music and other audible sounds. In 
addition, many computers include an internal speaker and a 
modem speaker. Some computers use USB speakers that are 
connected directly to the USB (Universal Serial Bus). 
[0024] It should be appreciated that in some embodiments 
of the invention the sound communication is directed at the 
device for its use, control and/or processing and is not meant 
for mere passing through the device. For example, a tele 
phone may interpret computer-information encoding signals, 
rather than transmitting them on through the telephone net 
work, as is done in the art. In a preferred embodiment of the 
invention, a wireless telephone is realiZed using ultrasonic 
communication between a base station and the hand set. In a 
preferred embodiment of the invention, the base station is 
embodied in a computer, which communicates with the tele 
phone. Possibly, the wireless communication uses the same 
loudspeaker and/or microphone as used for communication 
with a person using the telephone and/ or the computer. Addi 
tionally or alternatively, the handset is used for Internet tele 
phony, via the computer without a cradle or other special 
connection between the computer and the telephone. 
[0025] An aspect of some preferred embodiments of the 
invention relates to interfacing a device (possibly a toy) with 
a computer system without installing special or dedicated 
hardware on the computer. Such interfacing may use EM 
coupling into cables attached to the computer, detection of RF 
signals from a computer or direct input into a mouse or a 
keyboard. In one preferred embodiment, the loudspeakers, 
already installed on a computer, are used to interrogate an 
identi?cation device, using ultrasound. Preferably, the com 
puter’s microphone is used to detect a response from the 
interrogated device. In some embodiments, especially for 
toys, the interrogation may comprise audible sounds. Thus, in 
a preferred embodiment of the invention, cheap and/ or simple 
communication between a device and another device or a 

computer is feasible, since no special computer hardware is 
required. In addition, it becomes simpler to interface an input 
device with a computer program that responds to that input 
device. Additionally or alternatively, ultrasonic communica 
tions may be used to download a program and or music ?le to 
a toy or other devices. Possibly, the program and/ or music ?le 
are directly downloaded from an Internet as sound ?les, pos 
sibly reducing or obviating the need for a dedicated toy (or 
device) programming software interface. Possibly, the toy 
and/or device generate sounds in response, which sounds are 
transmitted back through the Internet. 
[0026] In a preferred embodiment of the invention, the 
acoustic waves used for communication or, possibly, another 



US 2010/0030838 A1 

set of acoustic Waves, may be used to determine the relative 
position and/or orientation of electronic devices. In a pre 
ferred embodiment of the invention, a touch screen is emu 
lated by interrogating a transponder on a pointing implement, 
using built-in speakers of an electronic device, to detect the 
position, orientation and/ or motion of the implement, thereby 
identifying a location Which is “touched” or pointed to. In a 
preferred embodiment of the invention, the transponder is 
embodied using a speaker and a microphone of the pointing 
implement, for example if the implement is a cellular tele 
phone. 
[0027] For example, one or more of the folloWing sound 
generators may be available in a personal computer: built-in 
speaker, modem speaker and sounds generated by mechani 
cal devices, such as a hard disk drive or a diskette drive. These 
sound generators may also be used for transmitting informa 
tion. 

[0028] An aspect of some preferred embodiments of the 
invention relates to visual communication betWeen devices, 
using built in hardWare. In one example a video camera, 
Which is provided With many computers, can be used to 
accept visual signaling from a second device. Such visual 
signaling may be temporal, for example by ?ashing a screen 
or a LED. Alternatively or additionally, the signaling uses a 
spatial code, for example, by the remote camera identifying 
visual spatial patterns on a screen, for example using OCR 
techniques. Possibly, the frequency of ?ashes is higher than 
perceived by a human observer, in order to reduce distraction. 
It is noted that communication betWeen a screen and a video 
camera enables a Wide bandWidth and/ or enhanced error cor 

rection, due to the large number of transmission and reception 
pixels available. Alternatively or additionally, an existing IR 
port is used as a source, Which source is detectable by many 
CCD cameras. 

[0029] An aspect of some preferred embodiments of the 
invention relates to communicating With a device using RF, 
rather than acoustics. In a preferred embodiment of the inven 
tion, the RF generated by a computer speaker, rather than the 
generated sounds, is detected by a second device. In an exem 
plary embodiment, a smart-card detects the RF generated by 
a telephone loudspeaker, rather than sounds. Alternatively or 
additionally, a device may induce electric ?elds in a micro 
phone by transmitting RF ?elds at ultrasonic or sonic fre 
quencies. Alternatively or additionally, a computer can pro 
duce measurable and encodable electromagnetic Waves by 
transmitting information on a plurality of data buses simul 
taneously, so that a stronger signal is detected outside the 
computer. 
[0030] An aspect of some preferred embodiments of the 
invention relates to detecting the simultaneous generation of 
RF and acoustic pulses to determine a distance betWeen 
objects. If the tWo pulses are generated simultaneously, the 
delay betWeen their detection is dependent on the distance 
betWeen the objects. The tWo pulses may be generated by a 
single device, such as a computer speaker or they may be 
generated by separate devices, such as a computer speaker 
and a BlueTooth RF link. In an exemplary application, a 
computer speaker generates the tWo pulses simultaneously 
and a microphone on a smart card detects tWo pulses, one 
corresponding to the RF and one corresponding to the acous 
tics. Possibly, tWo sensors are provided on the card, one for 
each modality, hoWever, a combined sensor, such as a pieZo 
electric microphone is preferred. The processing may be on 
the smart card. Alternatively, the acquired signals may be 
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forWarded to a computer for processing. One exemplary 
method of determining the delay is by autocorrelation of the 
received signal. The pulses used may be temporally symmet 
ric or asymmetric. 

[0031] An aspect of some preferred embodiments of the 
invention relates to using a computer microphone to acquire 
ambient sounds, then analyZing these sounds using a com 
puter, and then using the analysis to determine events occur 
ring in its neighborhood. Optionally, these sounds are trans 
mitted to remote location, either as sound ?les or as data ?les 
for basic and/ or further analysis. In a preferred embodiment 
of the invention, electronic devices are designed and/or pro 
grammed to generate sounds (possibly in the ultrasonic 
range), Which sounds represent their current state or particu 
lar events. Thus, by eavesdropping on these sounds it is pos 
sible to determine the status of electronic devices. In one 
example, a malfunctioning fax machine Will generate one 
hum and/ or an arriving fax on an operating fax machine Will 
generate a different hum or sound pattern. A computer near 
the fax machine can determine the status and events and 
transmit this information, possibly using a computer netWork, 
to a user of the information. In some cases, the existing 
sounds generated by a fax (beeping, printing noises etc.) can 
be identi?ed by the computer, Without need for special pro 
gramming of the fax machine to generate novel sounds. 
[0032] An aspect of some preferred embodiments of the 
invention relates to interrogating an electronic device using 
an acoustic channel. Such interrogation should not adversely 
affect the operation of the devices. In one example, the device 
is a netWork component, such as a hub. In another example, 
the device is a computer. In a preferred embodiment of the 
invention, the acoustic channel is controlled by the computer 
(analysis of incoming information, generation of outgoing 
transmissions, and possibly execution of certain softWare) 
Without interfering With the Work of a person using that com 
puter, for example Word processing Work. 
[0033] An aspect of some preferred embodiments of the 
invention relates to communicating With a speaker and/or a 
microphone using non-airborne transmission of the sounds. 
In an exemplary embodiment of the invention, sounds are 
transmitted over electrical cabling in a home, for example 
betWeen tWo Wall sockets. In another exemplary embodi 
ment, the casing of a device and/or cables attached thereto are 
used to propagate sonic or ultrasonic signals to a microphone 
or from a loudspeaker. 

[0034] An aspect of some preferred embodiments of the 
invention relates to a thin-client architecture in Which a thin 
client is displays information and/or transmits input to a con 
troller of the thin client using ultrasonic Waves. An advantage 
of such an architecture is that the controller may be any 
suitable electronic device Which has a speaker, With some 
suitable softWare modi?cations or With a suitable hardWare 
attachment. In an exemplary application, a user can use a 

Watch like instrument to display the status and/or control a 
home automation system. Alternatively or additionally, the 
Watch can sound radio transmissions (or other messages) 
Which are forWarded by ultrasound to the Watch, for example 
by a computer With a radio card or by a digital radio. Possibly, 
the instrument includes one or more inputs Which can be 
forWarded to the controller, again, preferably by ultrasound. 
These inputs may be mapped to the controller’s controls or 
they may interact With suitable softWare at the controller. 
Although softWare execution on the instrument is possible in 
some embodiments, it is not preferred. Alternatively or addi 
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tionally, although acoustic transmission is preferred, in some 
preferred embodiments of the invention RF or other transmis 
sion methods are used. 
[0035] There is thus provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With an electronic device, comprising: 
[0036] providing a computer having an audible sound 
receiving and generating sub-system including a micro 
phone; 
[0037] transmitting from a source at least one ultrasonic 
acoustic signal, encoded With information to the computer; 
and 
[0038] receiving said at least one signal by said micro 
phone, to be detected by said computer. 
[0039] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With an electronic device, comprising: 
[0040] providing a computer having an audible sound 
receiving and generating sub-system including a microphone 
and a loudspeaker; 
[0041] transmitting from a source at least one ?rst acoustic 
signal, encoded With information to the computer; 
[0042] receiving said at least one signal by said micro 
phone, to be detected by said computer; and 
[0043] transmitting to said source, using said loudspeaker, 
at least a second acoustic signal, encoded With information, in 
response With said detected signal. Preferably, at least one of 
said at least one ?rst signal and at least a second signal 
comprise an ultrasonic signal. 
[0044] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With an electronic device, comprising: 
[0045] providing an electronic device having a sound 
receiving and generating sub-system including a microphone 
and a loudspeaker; 
[0046] transmitting from a source at least one ultrasonic 
acoustic signal, encoded With information, to the electronic 
device; 
[0047] receiving said at least one signal by said micro 
phone, to be detected by said electronic device; and 
[0048] transmitting to said source, using said loudspeaker, 
at least a second ultrasonic acoustic signal, encoded With 
information, in response With said detected signal. Prefer 
ably, said electronic device comprises a computer. 
[0049] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With an electronic device, comprising: 
[0050] providing a telephone having a sound receiving and 
generating sub-system including a microphone; 
[0051] transmitting from a source at least one acoustic sig 
nal, encoded With information to the telephone; and 
[0052] receiving said at least one signal by said micro 
phone, to be used to control said telephone. Preferably, said 
acoustic signal comprises an ultrasonic signal. 
[0053] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With an electronic device, comprising: 
[0054] providing a computer having a sound receiving and 
generating sub-system including a microphone; 
[0055] transmitting from a source at least one acoustic sig 
nal, encoded With information to the computer; and 
[0056] receiving said at least one signal by said micro 
phone; and 
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[0057] forWarding an indication of said information to a 
remote computer, over an Internet. 

[0058] Preferably, said indication comprises a sound ?le. 
Alternatively, said indication comprises a data ?le. 
[0059] In a preferred embodiment of the invention, said 
acoustic signal comprises an ultrasonic signal. 
[0060] In a preferred embodiment of the invention, said 
computer comprises a PDA, personal digital assistant. Alter 
natively, said computer comprises a portable computer. Alter 
natively, said computer comprises a desk-top computer. 
[0061] In a preferred embodiment of the invention, the 
method comprises processing said at least one sound by said 
computer. Preferably, processing comprises extracting said 
encoded information. Alternatively or additionally, said pro 
cessing comprises determining a distance betWeen said 
microphone and said source. Alternatively or additionally, 
said processing comprises determining movement of said 
microphone relative to said source. Preferably, said move 
ment comprises angular movement. Alternatively or addi 
tionally, said movement comprises translation. 
[0062] In a preferred embodiment of the invention, said 
processing comprises determining a spatial position of said 
microphone relative to said source. Preferably, said spatial 
position is a one-dimensional spatial position. Alternatively, 
said spatial position is a tWo-dimensional spatial position. 
Alternatively, said spatial position is a three-dimensional spa 
tial position. 
[0063] In a preferred embodiment of the invention, said 
processing comprises emulating a touch screen using said 
received at least one sound. Alternatively or additionally, said 
processing comprises emulating a pointing device using said 
received at least one sound. 

[0064] In a preferred embodiment of the invention, the 
method comprises controlling at least one action of a toy, 
responsive to said received at least one sound. 

[0065] In a preferred embodiment of the invention, said 
electronic device comprises a Wireless communication 
device. Alternatively, said device comprises a toy. 
[0066] In a preferred embodiment of the invention, said 
electronic device comprises a computer peripheral. Prefer 
ably, said peripheral comprises a printer. 
[0067] In a preferred embodiment of the invention, said 
information comprises programming information. Altema 
tively or additionally, said information comprises music. 
[0068] In a preferred embodiment of the invention, said 
source comprises a toy. Preferably, said information com 
prises stored player input. 
[0069] In a preferred embodiment of the invention, said 
source comprises a smart card. Alternatively, said source 
comprises a Wireless communication device. Alternatively, 
said source comprises a computer. Alternatively, said source 
comprises a computer peripheral. 
[0070] In a preferred embodiment of the invention, said 
information comprises personal information. 
[0071] In a preferred embodiment of the invention, the 
method comprises logging into a computer system responsive 
to said at least transmitted signal. 
[0072] In a preferred embodiment of the invention, the 
method comprises transmitting at least a second acoustical 
signal responsive to said received at least one signal. 
[0073] In a preferred embodiment of the invention, said 
acoustic signal comprises human audible sound. Preferably, 
said sound has a main frequency over 10 kHZ. 
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[0074] Alternatively, said sound has a main frequency 
Which is infra-sonic. 
[0075] In a preferred embodiment of the invention, said 
information is encoded using below human-threshold ampli 
tude signals. Alternatively or additionally, said information is 
encoded using beloW human-threshold amplitude variations. 
[0076] In a preferred embodiment of the invention, said 
sound is generated at a frequency outside a normal operating 
frequency for said sound subsystem. Alternatively or addi 
tionally, said sound subsystem is designed for generating 
musical sounds. 
[0077] In a preferred embodiment of the invention, said 
sound subsystem comprises a sound card. Preferably, said 
sound card comprises a SoundBlaster compatible sound card. 
[0078] In a preferred embodiment of the invention, said 
sound sub-system is designed for audible sound communica 
tion With a human operator. 
[0079] In a preferred embodiment of the invention, said 
ultrasonic signal has a main frequency beloW 70, 60 or 50 
kHZ. Alternatively or additionally, said ultrasonic signal has a 
main frequency beloW 35 kHZ. Alternatively or additionally, 
said ultrasonic signal has a main frequency beloW 25 kHZ. 
Alternatively or additionally, said ultrasonic signal has a main 
frequency of about 21 kHZ. Alternatively or additionally, said 
ultrasonic signal has a main frequency of about 20 kHZ. 
Alternatively or additionally, said ultrasonic signal has a main 
frequency of about 19 kHZ. Alternatively or additionally, said 
ultrasonic signal has a main frequency of beloW 18 kHZ. 
[0080] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of creating a 
smart card terminal, comprising: 
[0081] providing a general purpose computer having a gen 
eral-purpose sound sub-system; and 
[0082] loading a smart-card terminal softWare on said com 
puter, 
[0083] Wherein said softWare controls said sound system to 
receive acoustic Waves from a smart card and transmit acous 
tic Waves to the smart card. Preferably, said softWare analyses 
said received acoustic Waves to determine information 
encoded by said acoustic Waves. Alternatively or additionally, 
said softWare retransmits said acoustic Waves to a remote 
computer Which analyses said received acoustic Waves to 
determine information encoded by said acoustic Waves. 
Alternatively or additionally, loading a smart-card terminal 
softWare comprises doWnloading the softWare over an Inter 
net. Alternatively or additionally, said acoustic Waves com 
prise ultrasonic Waves. Alternatively or additionally, said 
smart-card comprises a memory for storing a monetary bal 
ance. Alternatively or additionally, said softWare encrypts 
information encoded by said transmitted acoustic Waves. 
Alternatively or additionally, said smart card comprises a 
memory for storing identi?cation information for a card 
oWner. Alternatively or additionally, said smart card com 
prises a processor for analyZing information received from 
said computer and for generating a response to said computer. 
[0084] There is also provided in accordance With a pre 
ferred embodiment of the invention, a computer system com 
prises: 
[0085] a processor; 
[0086] a sound sub-system, designed for generating music, 
comprising: 

[0087] a speaker Which generates acoustic Waves; and 
[0088] a microphone Which detects acoustic Waves; 

[0089] a memory; and 
[0090] a softWare installed in said memory, Wherein said 
softWare analyses acoustic Waves received by said micro 
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phone to recogniZe information encoded by said acoustic 
Waves and Wherein said softWare uses said speaker to transmit 
information encoding acoustic Waves responsive to said rec 
ogniZed information. Preferably, said acoustic Waves com 
prise ultrasonic acoustic Waves. 

[0091] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of attaching a 
peripheral to a computer, comprising: 
[0092] providing a general purpose computer including a 
sound generating and receiving subsystem; 
[0093] analyZing, at said computer, sounds received by said 
subsystem to detect acoustic transmissions from said periph 
eral; and 
[0094] transmitting, from said computer and using said 
subsystem, information to said peripheral using encoded 
sound transmissions. 

[0095] There is also provided in accordance With a pre 
ferred embodiment of the invention, method of communicat 
ing With a computer, comprising: 
[0096] generating by a computer an electromagnetic ?eld 
by driving a computer component not designed for ?eld gen 
eration in a manner Which generates a parasitic electromag 
netic ?eld, Wherein said ?eld is encoded With information by 
said generation; and 
[0097] receiving said encoded ?eld by an electronic device. 
Preferably, said electronic device receives said Wave using an 
RF antenna. Alternatively or additionally, said electronic 
device receives said Wave using a microphone. Alternatively 
or additionally, said computer component comprises a 
speaker. Alternatively or additionally, said electromagnetic 
?eld has a main AC frequency of betWeen 10 kHZ and 100 
kHZ. 

[0098] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of detecting 
electromagnetic radiation by a computer comprising: 
[0099] generating an electro magnetic ?eld Which encodes 
information; 
[0100] sampling a microphone channel associated With 
said computer to detect artifacts caused by said ?eld; and 
[0101] decoding said information by said computer. Pref 
erably, said associated computer is physically connected to 
said microphone channel. Alternatively, said associated com 
puter is connected to said microphone channel by a computer 
netWork connection. 

[0102] In a preferred embodiment of the invention, said 
electromagnetic ?eld is a side-effect of driving a speaker. 
Preferably, said electromagnetic ?eld is a side-effect of driv 
ing a speaker. 
[0103] In a preferred embodiment of the invention, said 
electromagnetic ?eld has a mainAC frequency of betWeen 10 
kHZ and 100 kHZ. 

[0104] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of emulating a 
microphone using a speaker, comprising: 
[0105] providing a computer having a speaker channel and 
a microphone channel; 
[0106] coupling a computer speaker to the microphone 
channel; and 
[0107] receiving signals for said microphone channel via 
said speaker. Preferably, coupling comprises coupling using a 
coupler. 



US 2010/0030838 A1 

[0108] There is also provided in accordance With a pre 
ferred embodiment of the invention, a coupler for an audio 
channel, comprising: 
[0109] a ?rst connector for selectively driving a speaker or 
receiving input from a microphone; 
[0110] a second connector for sending signals to a micro 
phone channel; 
[0111] a third connector for receiving speaker-driving sig 
nals from a speaker channel; and 
[0112] circuitry for selectively driving said speaker or 
receiving signals from said microphone, using said ?rst con 
nector. Preferably, said circuitry receives sWitching instruc 
tions via said speaker channel. 
[0113] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of determining 
a status of an electronic device, comprising: 
[0114] receiving information encoding acoustic signals 
generated by said device; and 
[0115] analyZing said signals to determine an operational 
status associated With said device responsive to said informa 
tion. Preferably, said status comprises a status of said device. 
Alternatively or additionally, said status comprises a status of 
a second device attached by computer communications With 
said device. Alternatively or additionally, said status com 
prises a status of a netWork that said device is part of. Alter 
natively or additionally, said analyZing comprises analyZing 
on a computer separate from a circuitry used for acquiring 
said signals. Alternatively or additionally, said signals are 
generated by said device responsive to an interrogation by a 
second device Which performs said receiving. Preferably, said 
interrogation does not interrupt other activities of said device. 
[0116] Alternatively, said signals are generated by said 
device independent of an interrogation by a second device. 
[0117] In a preferred embodiment of the invention, said 
signals are sonic. Alternatively, said signals are ultrasonic. 
[0118] In a preferred embodiment of the invention, the 
method comprises programming an existing device to gener 
ate said signals using an existing speaker Which, When the 
device Was designed, Was not designated for communication 
With a second device. Preferably, said programming com 
prises softWare programming in Which only memory storage 
locations are modi?ed. Alternatively or additionally, said pro 
gramming comprises hardWare programming in Which elec 
tronic circuitry of the device is modi?ed. 
[0119] In a preferred embodiment of the invention, said 
electronic device comprises a computer. Alternatively, said 
electronic device comprises a netWork hub. Alternatively, 
said electronic device comprises a netWork sWitch. Alterna 
tively, said electronic device comprises a netWork router. 
[0120] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of accessing a 
single user computer by a second user, Without interrupting 
the activities of the ?rst user, comprising: 
[0121] transmitting an acoustically encoded command by 
the second user to the computer; 
[0122] receiving said command by the computer; and 
[0123] executing the command by the computer. Prefer 
ably, said command is ultrasonically encoded. Alternatively 
or additionally, said receiving comprises receiving using a 
microphone connected to a sound card of said computer, 
Which sound card is designed for audio applications. 
[0124] There is also provided in accordance With a pre 
ferred embodiment of the invention, a computer netWorking 
method comprising: 
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[0125] providing ?rst, second and third computers; and 
[0126] transmitting a message encoding data from the ?rst 
computer to the third computer via the second computer by 
acoustic transmission betWeen the computers. Preferably, 
said acoustic transmissions utiliZe sound cards designed spe 
ci?cally for processing audible sounds. Alternatively or addi 
tionally, said acoustic transmissions utiliZe are ultrasonic 
having a frequency of less than 50 kHZ. 
[0127] There is also provided in accordance With a pre 
ferred embodiment of the invention, a Wireless peripheral for 
an electronic device, comprising: 
[0128] a microphone for receiving ultrasonic acoustic 
transmissions having a frequency of less than 70 kHZ from an 
electronic device; 
[0129] circuitry for processing said transmission; and 
[0130] a display for displaying a result of said processing. 
Preferably, said peripheral comprises an input element and a 
speaker for transmitting sound to said electronic device 
responsive to input from said input element. 
[0131] In a preferred embodiment of the invention, said 
peripheral comprises a printing engine for printing a result of 
said processing. Alternatively or additionally, said processing 
comprises merely of converting the signals from an acoustic 
encoding format to a format suitable for said display. Alter 
natively, said processing comprises processing the informa 
tion encoded by said transmissions. 
[0132] In a preferred embodiment of the invention, said 
electronic device comprises a computer. Alternatively or 
additionally, said electronic device comprises a radio. Alter 
natively or additionally, said peripheral comprises a speaker 
for said electronic device. Alternatively or additionally, said 
peripheral comprises a time display Which presents a time 
signal generated by said electronic device. Alternatively or 
additionally, said peripheral comprises a status display Which 
presents a status signal generated by said electronic device. 
[0133] There is also provided in accordance With a pre 
ferred embodiment of the invention, a Wireless peripheral for 
an electronic device, comprising: 
[0134] a speaker for transmitting ultrasonic acoustic trans 
missions having a frequency of less than 70 kHZ from an 
electronic device; and 
[0135] circuitry for generating said transmissions; and 
[0136] an input element for receiving input to be encoded 
by said transmissions. Preferably, the peripheral comprises a 
microphone for receiving ultrasonic transmissions from said 
electronic device. Alternatively or additionally, said input 
element comprises a bar-code reader. Alternatively or addi 
tionally, said input element comprises a smart card reader. 
Alternatively or additionally, said input element comprises a 
pointing device. Alternatively or additionally, said input ele 
ment comprises a keyboard. 
[0137] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With a computer, comprising: 
[0138] providing a computer having a data line attached to 
at least one particular peripheral; 
[0139] sending a data transmission to the computer by 
injecting a signal into said data line using an electromagnetic 
coupler; and 
[0140] identifying by said computer the source of said data 
transmission. 
[0141] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With a computer, comprising: 



US 2010/0030838 A1 

[0142] providing a computer having a data line attached to 
at least one particular peripheral; 
[0143] generating by said computer a data transmission 
directed to a different peripheral; and 
[0144] receiving said data transmission from the computer 
by eavesdropping on said data line using an electromagnetic 
coupler. 
[0145] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of injecting 
data into a computer from an uncoupled peripheral, compris 
mg: 
[0146] transmitting said data from the uncoupled periph 
eral to a tap; and 
[0147] physically activating a peripheral coupled to said 
computer, by said tap. Preferably, physically activating com 
prises activating keys in a keyboard. Alternatively, physically 
activating comprises activating vibrating a mouse. 
[0148] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of communi 
cating With a computer, comprising: 
[0149] generating by a computer a data transmission; 
[0150] controlling, by said computer, a component not des 
ignated for data transmission, to effect a transmission of said 
data; and 
[0151] receiving said data transmission from the computer 
by a second device. Preferably, said computer controls an 
activation of a mechanical component of said computer to 
transmit said data by modulation of mechanical sounds gen 
erated by said computer. Alternatively or additionally, said 
computer controls an activation of a status LEDs of said 
computer to transmit said data by modulation of illumination 
of said LEDs. Alternatively or additionally, said computer 
controls an activation of an electrical component of said com 
puter to transmit said data by modulation of parasitic RF 
signals generated by said computer. 
[0152] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of transmitting 
data over a computer netWork, comprising: 
[0153] providing a sound ?le at a ?rst location; 
[0154] transmitting said sound ?le to a second location via 
said computer netWork; and 
[0155] transmitting said sound ?le as acoustic sounds to a 
processor at a third location. 

[0156] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of transmitting 
data over a computer netWork, comprising: 
[0157] encoding data as acoustic sounds at a ?rst location; 
[0158] transmitting said sound ?le to a second location as 
acoustic sounds; and 
[0159] transmitting said acoustic sounds as a sound ?le to a 
third location, via said netWork. 
[0160] In a preferred embodiment of the invention, said 
netWork comprises an Internet. 
[0161] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of analyZing 
acoustic signals, comprising: 
[0162] receiving said signals using a microphone Which 
microphone converts the signals into analog electrical sig 
nals; 
[0163] driving at least one digital data lead of an integrated 
circuit using said analog signals; and 
[0164] processing said signals using said integrated circuit. 
Preferably, the method comprises amplifying said electrical 
signals prior to said driving. 
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[0165] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of determining 
a time of ?ight of a pulse betWeen tWo electronic devices, 
comprising: 
[0166] simultaneously generating an acoustic pulse and an 
electromagnetic pulse using a speaker of a ?rst electronic 
device; 
[0167] detecting, using a single detector associated With a 
second electronic device, both the acoustic pulse and the 
electromagnetic pulse; and 
[0168] determining a time of ?ight of said acoustic pulse 
the tWo devices based on a delay betWeen the reception of the 
tWo pulses. 
[0169] There is also provided in accordance With a pre 
ferred embodiment of the invention, a method of acoustic 
communication, comprising: 
[0170] estimating an echo duration for an acoustic band; 
and 
[0171] transmitting data using the acoustic band, Wherein 
betWeen data elements a period of silence is provided, having 
a duration responsive to said echo duration. Preferably, the 
data elements are encoded using individual frequencies in an 
FSK encoding protocol. Alternatively or additionally, esti 
mating comprises estimating based on an expected commu 
nication geometry. Alternatively, estimating comprises esti 
mating a duration based on at least one acoustic calibration 
generated adjacent to said data transmission. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0172] The invention Will be more clearly understood With 
reference to the folloWing detailed descriptions of non-limit 
ing preferred embodiments of the invention in Which: 
[0173] FIG. 1 is a schematic illustration of a computer and 
an electronic device that are operative to communicate using 
sound Waves, in accordance With a preferred embodiment of 
the invention; 
[0174] FIG. 2 is a schematic illustration of tWo communi 
cating electronic devices, in accordance With a preferred 
embodiment of the invention; 
[0175] FIG. 3 is a schematic illustration of a smart card 
communicating With a computer, in accordance With a pre 
ferred embodiment of the invention; 
[0176] FIG. 4 is a schematic illustration of a smart-card 
reader in accordance With a preferred embodiment of the 
invention; 
[0177] FIG. 5 is a schematic illustration of a method of 
tapping into a computer, Without requiring complicated 
installation of hardWare, in accordance With a preferred 
embodiment of the invention; 
[0178] FIG. 6 is a schematic illustration of an unobtrusive 
computer checkup in accordance With a preferred embodi 
ment of the invention; and 
[0179] FIG. 7 is a schematic illustration of a computer 
communication setup using acoustics, in accordance With a 
preferred embodiment of the invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0180] FIG. 1 is a schematic illustration of a computer 20 
and an electronic device 30, Which are operative to commu 
nicate using sound Waves, in accordance With a preferred 
embodiment of the invention. Most computers currently on 
sale include a sound system 24, usually a sound card, con 
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nected to at least one microphone 26 and at least one speaker 
28. Many electronic devices include a microphone 34 and a 
speaker 36. In a preferred embodiment of the invention, com 
puter 20 and electronic device 30 communicate using these 
standard components, Which are usually not designed for 
computer communication but for human communication. In 
some cases, the electronic device (or the computer) may 
include a jack to Which one or more speakers and one or more 
microphones may be connected. Preferably, such connected 
acoustic elements are positioned on a dif?cult to obstruct 
portion of the device, preferably at positions Where the ele 
ments have a Wide ?eld of vieW. 

[0181] In one preferred embodiment of the invention, a 
standard sound card, such as the popular “Sound-Blaster” is 
used to generate sonic and/or ultrasonic signals to (and to 
receive them from) an electronic device, a toy and/ or another 
object. The acoustic signal may be audible or inaudible, for 
example having mainly ultrasonic or infrasonic frequencies. 
Preferably, frequencies of about 22 kHZ and 24 kHZ and 32 
kHZ are used, since a standard sound card provides these 
sampling rates (and/or their multiples, e.g., 44 kHZ and 48 
kHZ). As used herein the term “main frequency” is used to 
describe the frequency band in Which most of the energy of 
the information carrying signal is concentrated. In some 
cases, the information carrying portion of the signal is not at 
the main frequency generated by the card, for example When 
an ultrasonic signal is overlaid on a different audible sound. 

[0182] In some preferred embodiments of the invention, a 
sound card is adapted to Work in the near ultrasonic range, for 
example by increasing its sampling frequency. Generally, the 
microphone and loudspeaker used for a computer system can 
support loW frequency ultrasound With su?icient ?delity 
Without adaptation. In some cases hoWever, a special ultra 
sound-sensitive microphone or ultrasound-effective speaker 
may be used. In other cases, the sensitivity of a particular 
microphone and/ or loudspeaker may be determined prior to 
or during communication With an electronic device. In one 
example, if a device having knoWn characteristics transmits 
an equally poWerful signal at several frequencies, the fre 
quency sensitivity (and/or directional sensitively) of a micro 
phone may be determined. In a similar manner, a computer 
may generate these sounds and the signals detected by the 
device analyZed to determine output characteristics of the 
particular loudspeaker used. In addition, a self-calibration 
procedure may be performed by listening to the computer’s 
output using the computer’s microphone. In some cases, both 
the device and the computer sound systems can be calibrated 
by combining self testing and cross-testing. 
[0183] In some cases, the microphone and/or the sound 
card are sensitive enough to receive, from the object, an RF 
signal associated With generating the acoustic signals, even if 
an acoustic signal is not sent (e. g., no loudspeaker is present). 
Alternatively or additionally, the object may detect RF sig 
nals generated by the speaker or sound card While generating 
the ultrasound. These RF signals are generally less affected 
by lack of line of sight than ultrasonic signals. In an exem 
plary embodiment, a device for communication With a tele 
phone handset (or other devices Where the speaker and micro 
phone are displaced), can be made small, by alloWing the 
detection of sounds from the telephone to be emulated by the 
detection of RF ?elds from the telephone speaker. Thus, a 
smart-card can be made small and placed against the tele 
phone microphone and still receive signals from the tele 
phone loudspeaker. Alternatively or additionally, the device 
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may transmit RF ?elds to generate an electrical signals at the 
telephone microphone. These transmitted and received sig 
nals may be ultrasonic or they may be sonic, for example 
DTMF or DTMF-like signals as knoWn in the art. 

[0184] In a preferred embodiment of the invention, such an 
acoustic communication may be used to program a toy and/or 
retrieve information from a toy, for example replacing an RF 
link for this purpose as described in Us. Pat. No. 5,752,880, 
the disclosure of Which is incorporated herein by reference. In 
a particular embodiment, music may be doWnloaded from the 
Internet, directly to the toy, for example by modulating an 
ultrasonic signal to carry MP3 sound ?les. Alternatively or 
additionally, such a link may be used for real-time commu 
nication With the toy. 
[0185] Some embodiments of the invention do not require 
that the electronic device communicate With a computer. FIG. 
2 is a schematic illustration of tWo communicating electronic 
devices 30 and 30'. In one example, a PDA communicates 
With a printer. In another, an organiZer communicates With a 
satellite telephone. Possibly, such communication is used to 
exchange data ?les and/or to share capabilities, such as 
modern connections. In some cases a port adapter may be 
required to be plugged into a port, for example a sonic-to 
parallel adapter, Which converts betWeen acoustic signals and 
parallel port signals. 
[0186] A computer netWork, in accordance With a preferred 
embodiment of the invention, utiliZes sound Waves transmit 
ted betWeen computers for communication, using existing 
hardware, such as an audio card, loudspeakers and a micro 
phone. Preferably, the sound Waves are ultrasound Waves. In 
a preferred embodiment of the invention, such a computer 
netWork is used to connect a PDA or a portable computer to a 
different computer, for example for data transfer or for shar 
ing peripherals, such as a modem, a printer or a storage 
device. Thus, an existing PDA (Which includes a loudspeaker 
and a microphone) can use a modem of a desk-top computer, 
Without requiring additional hardWare in the PDA, possibly 
requiring only a small softWare change. This softWare change 
may be in application softWare on the PDA or in the operating 
system softWare (or both), depending on the implementation. 
In another example an acoustic-enabled smart-card (such as 
that described beloW), can print, or backup information using 
a standard desktop computer. Alternatively or additionally, 
such a netWork may be used in a small o?ice, for example for 
?le or printer sharing. 
[0187] In a preferred embodiment of the invention, a stan 
dard communication protocol/language is de?ned, so that 
many types of devices can communicate and/or share 
resources using the standard language. Alternatively, an exist 
ing netWorking language may be used. 
[0188] In a preferred embodiment of the invention, sonic 
and/or ultrasonic communication is used for paying a toll or a 
fee (human, package or vehicle), utiliZing a reactive compo 
nent, possibly a passive transponder, on the tolled item. In 
another example, such communication is used to pay a trans 
portation fee, for example on a subWay or a bus. Alternatively 
or additionally, an acoustic mechanism as described herein is 
used to open vehicle barriers, for example at entrances to 
apartment complexes or to open garage doors. Alternatively 
or additionally, the acoustic mechanism is used for automatic 
refueling/billing systems, possibly transmitting billing and/or 
mileage information to a pump receiver, controlling the fuel 
?oW and/or verifying the fuel type. Possibly, a car dashboard 
speaker, a car horn, an alarm speaker, a car radio speaker or a 
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dedicated speaker, is used to sound the required sonic and/or 
ultrasonic signals. In some cases, as noted above, it is the RF 
signals generated by the speaker Which are detected. In a 
preferred embodiment of the invention, a car radio speaker is 
made to generate the required sounds by transmitting an 
electromagnetic Wave to the radio or to its loudspeaker, from 
a specialiZed electronic device. 
[0189] Alternatively or additionally, to using a computer, in 
a preferred embodiment of the invention, a set-top box, of a 
cable TV system, for example, is used to transmit and/or 
receive acoustic signals. Preferably, a microphone is con 
nected to the set-top box. Alternatively or additionally, the 
transmission back to the set-top box uses an IR signal, Which 
is detectable by the set-top box. In one example, the set-top 
box includes softWare that analyZes signals. Such signals may 
comprise responses of electronic devices and/or toys to 
sounds generated by the television or by the set-top box. 
Alternatively or additionally, the set-top box adds sounds (or 
ultrasonic Waves) to a video and/or audio stream decom 
pressed by the set-top box. Alternatively or additionally, the 
set-top box adds temporal and/ or spatial optical modulations 
to a video stream, for an optically-sensitive electronic device 
to detect. 

[0190] In a preferred embodiment of the invention, the 
detection of a signal by an electronic device (or a computer) 
comprises a binary detection of the signal, e.g., an on/off 
state. Additionally or alternatively, more complex signal 
detection and analysis techniques may be implemented, for 
example, detection of signal amplitude, frequency, frequency 
spectrum, Doppler shift, change in amplitude and/or dura 
tion, detection of a number of repetitions, voice and/or other 
pattern recognition in the sound. Various information encod 
ing protocols may be used, including AM, FM, PSK, QPSK 
and/or pulse length encoding. The transmitted signal may 
include one or more of information about the sending device’s 

activities, location, environment, nearby devices, locally 
sensed information, logic state, readiness, requests for infor 
mation and/ or ansWers to such requests. 

[0191] Such signal detection and/or analysis may also be 
performed on a computer that is in communication With the 
electronic device. The physical detection circuit is preferably 
located on the device. Additionally or alternatively, the detec 
tion circuit is also located on the computer. 

[0192] In a preferred embodiment of the invention, micro 
phone 34 (or microphone 26) comprises a directional micro 
phone, for example a stereophonic microphone or a micro 
phone in Which the frequency response is spatially non 
uniform, to aid in determining the direction of the sound 
source or to reduce noise. 

[0193] PCT application PCT/IL98/00450, titled “The Con 
trol of Toys and Devices by Sounds”, ?led Sep. 16, 1998, in 
the Israeli receiving o?ice, the disclosure of Which is incor 
porated herein by reference, describes sound actuated toys. In 
particular, the application describes various sound makers 
that generate sounds inadvertently as a result of motion, for 
example beads in a box or noise form a crinkle material. Such 
a sound maker is connected to and/ or mounted on a toy, so that 
When the toy moves a signal Will be generated for another toy 
or device to acquire. This PCT application also describes 
detecting the direction and/ or position of a sound, using direc 
tional microphones and/or a stereophonic microphone 
including tWo or more microphone elements. Additionally or 
alternatively, a relative distance is determined based on 
amplitude of the sound. 
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[0194] Israel application 127,569, ?led Dec. 14, 1998, 
titled “Interactive Toys”, the disclosure of Which is incorpo 
rated herein by reference, describes various toys and elec 
tronic devices Which interact using sound Waves. These appli 
cations contain information useful in the design and use of 
acoustically controlled devices, and Which may be applied 
toWards some preferred embodiments of the invention. 
[0195] FIG. 3 is a schematic illustration of a smart card 40 
that communicates With a computer. Although a smart card is 
a special case of an electronic device, it is noted that typical 
smart cards do not include an acoustic input/ output channel, 
especially not an ultrasonic one, in the loW ultrasonic fre 
quencies. 
[0196] In a preferred embodiment of the invention, smart 
card 40 comprises an acoustic element 42, a processor 44 that 
controls the acoustic element and a memory 46 for storing 
information. Such a smart card may use a single pieZoelectric 
transducer (possibly a ?lm layer) for both transmission and 
reception. 
[0197] As many electronic devices include a speaker and/or 
a microphone, such a card may communicate With any such 
device that has suitable softWare. Due to the decreasing siZe 
of electronics, in some cases, a smart card may be emulated 
using a PDA or other electronic means (or vice-versa), With 
regard to both siZe and functionality. Additionally or altema 
tively, such smart card functionality may be exhibited by a 
cellular telephone or a lap top computer. A bene?t of a lap top 
computer and of a PDA is their convenient user-interface. A 
bene?t of a cellular telephone is the possibility of real-time 
and/or off-line communication With a central location. 
[0198] A particular desirable use for such a smart card is for 
authentication, e.g., using a digital signature method, of 
e-commerce transactions. In such an application, the card 
may be used to supply encrypted or signed information, to a 
vendor, over the Internet or over the telephone, by transmit 
ting sound Wave to the computer from the sound card. These 
sound Waves can forWarded to the vendor or a veri?er as 

sound ?les or as data ?les. The smart card may generate the 
information responsive to information presented by the com 
puter, either acoustically to the smart card or using a human to 
enter data into the sound ?le. 
[0199] FIG. 4 is a schematic illustration of a smart-card 
docking station 110 in accordance With a preferred embodi 
ment of the invention. A smart card 112 is inserted into the 
reader 110. A portion 114 of the reader is con?gured to 
communicate With the smart card, for example using RF, 
magnetic ?elds, ultrasound, IR and/or any other communica 
tion protocols. Possibly, a plurality of such areas 114 are 
provided, each for a different physical protocol. These com 
munications With the card are preferably transformed, using 
an acoustic transducer 116, into acoustic communications to 
be transmitted toiand/ or received byia remote computer or 
other electronic device, using the methods as described 
herein. Thus, an oWner of a smart card can easily interact With 
a standard computer Without installing a dedicated reader on 
the computer. Rather, the smart card oWner Will carry around 
a miniature adapter 110 that can communicate With a com 
puter in a Wireless manner. Alternatively, a smart card may be 
constructed to have an ultrasonic communication protocol, 
such that sWiping can be performed Without requiring a dock 
ing station 110. 
[0200] Alternatively or additionally, docking station 110 is 
designed speci?cally for magnetic cards, such as common 
credit cards. Station 110 preferably includes a sensitive mag 
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netic ?eld detector in area 114, so that When a card is inserted 
into the docking station, the magnetic strip is read. Conse 
quently, it becomes possible to sWipe a standard magnetic 
card at many existing electronic devices, Without requiring 
special hardWare to be connected. A dedicated station may be 
made very thin, for example less than 10 mm or even less than 
5 mm. Preferably the docking station has a closed con?gura 
tion, but an open docking station, comprising a sensor and a 
contra to hold the card against the sensor is also envisioned. 
Although card sWiping is a one-Way communication process, 
in some cases tWo Way communication may be desirable, for 
example for a user to collect information regarding purchases 
for example amounts, times, type and authentication con?r 
mation. In some embodiments, this information may be accu 
mulated by the station 110, as described beloW. 
[0201] Alternatively or additionally, station 110 may be 
adapted to attach to a port of a PDA, cellular telephone, 
“organizer” or other portable electronic devices. Such a sta 
tion converts electronic signals at the port to sonic and/or 
ultrasonic acoustic signals that can be recogniZed by a com 
puter. 
[0202] A dedicated station may be manufactured for each 
device and smart card type. Alternatively, a single station may 
be constructed for multiple device types and include an auto 
sensing circuit for detecting the logic of the output port. One 
example of such a detection is by “transmitting” a knoWn 
signal from the device and determining the setting Which 
alloWs the station to detect that signal. Another example of 
automatic detection is by automatically recognizing charac 
teristics of the device, such as transmission amplitude or 
geometry. Alternatively, station 110 may include a sWitch or 
other user interface for manually selecting betWeen different 
types of electronic devices. 
[0203] It should be noted that although acoustic communi 
cation is preferred for at least one communication direction 
(computer to smart-card or smart-card computer) one or both 
of the communication directions may utiliZe other technolo 
gies, temporarily or on a permanent basis. For example, the 
card may use the IRDA IR communications standard or the 
Bluetooth RF communications standard. Alternatively, one of 
the directions may be manual, for example a device display 
ing to a user What he should enter into the other device. 

[0204] In some embodiments of the invention, station 110 
may enhance the functionality of a device or a magnetic card, 
possibly elevating its functionality to that of a smart card, or 
enhancing the functionality of a less versatile smart card. For 
example, station 110 may provide authentication of vendor, 
by decoding an encrypted signal transmitted by the vendor 
(Which a magnetic card is unable to read and/or process). In 
another example, station 110 may comprise a memory for 
tracking the use of a magnetic card. In another example, 
station 100 may provide positioning capabilities. 
[0205] In a preferred embodiment of the invention, spatial 
angles betWeen a sound source and a plurality of microphones 
are determined by analyZing phase differences at the micro 
phones. Alternatively or additionally, other methods knoWn 
in the art may be used for positioning. In a preferred embodi 
ment of the invention, a relative location of a pulsing sound 
source and a plurality of microphones is determined by solv 
ing time of ?ight equations. Thus, the relative location of an 
electronic device and/ or a computer, relative to another elec 
tronic device or smart card, may be determined and used to 
control the operation and/or cooperation of one of the above 
electronic devices. 

Feb. 4, 2010 

[0206] In a preferred embodiment of the invention, four 
microphones are used to determine a three-dimensional posi 
tion. For a source at r:(xO,yO,ZO) and a plurality “i” of micro 
phones at Mi:(xi,yi,Zl-), the distances betWeen the source and 
the microphones are Di:||r—Mi||. The acoustic velocity, “c”, 
may be knoWn, for example based on a knoWn velocity in air. 
Alternatively, it may be determined by measuring the time of 
?ight betWeen a sound source and a microphone having ?xed 
and knoWn relative locations. A difference betWeen distances 
is preferably de?ned as dD(i,j):Di—Dj :c*dt(i,j), Where dt(i,j) 
is de?ned as a difference betWeen time of arrival at micro 
phone i and time of arrival at microphone j. For N micro 
phones there are N-l independent differences dD. In an opti 
mal con?guration, the four microphones located at vertexes 
of a tetrahedron may be used to determine the location of a 
source. From practical considerations, such an arrangement 
may not be possible. Preferably, more than four microphones 
are used, so that a higher resistance to noise and/or a higher 
localiZation precision may be achieved. In a preferred 
embodiment of the invention, the three dimensional position 
is determined by numerically or analytically solving three 
equations of the form: 

[0207] dD:c*dt(i,j):||r—Mi||—||r—Mj||, Where (i,j) is prefer 
ably selected to be (1,2), (2,3) and (3,4). HoWever any other 
independent three pairs of microphones may be used. In some 
cases it is useful if one of the electronic devices operates as a 
transponder, Which receives signals and sends back a signal 
indicative of the received signal and/ or its time of ?ight. 

[0208] In some embodiments of the invention, the above 
positioning method may be applied using passive tags on the 
object Whose position is to be detected. In a preferred embodi 
ment of the invention, such tags are poWered by the computer 
speaker, using an RF ?eld generated by the speaker. Altema 
tively, other RF- generating computer components may be 
used. this poWering may be used to alloW the tags to be 
responsive. Alternatively, this poWering may be used for other 
uses. Alternatively, the poWering may be by using a standard 
smart-cart RF-coupling peripheral. 
[0209] Position determination may be based on transpond 
ing signals Which impinge on objects. Alternatively, an object 
may transmit a signal Which encodes the time of arrival of the 
interrogating signal. Thus, the accuracy of positioning can be 
higher than the frequency of the interrogation signal, assum 
ing the object has a clock With a higher resolution than the 
frequency of the interrogation signal. 
[0210] A touch screen in accordance With a preferred 
embodiment of the invention utiliZes acoustic transmission to 
detect the location of a touch implement, such as a pen. In a 
preferred embodiment of the invention, the position of the pen 
is determined using one or more microphones and/or speak 
ers mounted on the pen, Which transmit and/ or receive signals 
from a computer and/or other speaker and/or microphone 
controller. Possibly, a three-dimensional position of the touch 
implement is determined using four acoustic elements, such 
as tWo microphones and tWo speakers. It is noted that a 
computer typically includes a modem speaker, an internal 
speaker and/or optionally a keyboard speaker, as Well as 
sound-card speakers. Lately, hoWever, the internal speaker is 
not provided in standard installations. In addition, some com 
puters include an ultrasonic pointing device or other ultra 
sonic ports. In a preferred embodiment of the invention, the 
smart card can communicate using this ultrasonic communi 
cation port. 
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[0211] A more basic type of position detection may be 
based on detecting an interruption by an object of an ultra 
sonic beam betWeen a speaker and a microphone. 
[0212] Alternatively or additionally to position detection 
using a responsive object, a radar-type position or distance 
detection may be used, in Which a microphone of a computer 
detects the re?ection of ultrasonic Waves from an object, 
Which Waves are generated by a computer speaker. By detect 
ing only relative differences betWeen re?ections from differ 
ent objects, the relative distances of the objects can be deter 
mined Without knoWing the exact location of the sound 
source. 

[0213] In some preferred embodiments of the invention, the 
microphone detects both an acoustic pulse and an electro 
magnetic pulse generated as a side effect of producing the 
acoustic pulse. As the electromagnetic pulse is substantially 
simultaneous it may be used as a clock or as a reference time 
for determining the time of ?ight of the acoustic pulse. Addi 
tionally, since a transponder microphone may detect both 
kinds of pulses, it is possible to determine the component 
times of ?ight to a transponder and not just the sum time of 
?ight, using a retransmission of the detected signals by the 
transponder. 
[0214] In a preferred embodiment of the invention, location 
methods utiliZe a calibration process, in Which the located 
implement is placed at one or more knoWn location, so that it 
is possible to correct for the location of the speaker(s) and the 
microphone(s)/Alternatively or additionally, the calibration 
procedure is used to correct for propagation times (of the 
acoustic Waves and/or of electronic signals Which generate 
sounds) and/or for re?ections, Wavelength dependent attenu 
ation and/ or broadband attenuation. 

[0215] A different type of touch screen, in accordance With 
a preferred embodiment of the invention, detects the location 
of a touch implement based on the detection and position 
determination (2D or 3D) of sounds generated When the touch 
implement touches the “touch sensitive” surface. This surface 
may be coated With a sound generating material, such as 
crinkle-paper, to provide a distinctive sound. 
[0216] In a preferred embodiment of the invention, for 
example as described above, an interrogated object receives 
the ultrasound signal and sends it back to a microphone of the 
computer. In a preferred embodiment of the invention, the 
computer analyses the time of ?ight and/ or other attributes of 
the transmission and determines a distance from, position to, 
velocity of motion and/or other spatial attributes of the object. 
In some cases, a plurality of sources or receivers may be 
placed on the object, to assist in determining angular motion 
of the object. Alternatively or additionally, Doppler analysis 
of the response may be used to detect changes in distance. 
Alternatively or additionally, changes in distance are detected 
by comparing tWo consecutive measured distances. The plu 
rality of sources may be differentiated, for example, by timing 
of signal generation, frequency band used and/ or encoding of 
the transmitted signal. 
[0217] In a preferred embodiment of the invention, the 
object responds immediately to the interrogation signal. 
Alternatively, the object delays its response to an interroga 
tion signal, for example for a feW milliseconds. Alternatively 
or additionally, the object transmits at a different frequency 
from the received frequency, for example at 24 kHZ in 
response to a 20 kHZ query. Alternatively or additionally, the 
signal transmitted by the object is received by a transducer 
Which then transmits the signal to the computer, for example 

Feb. 4, 2010 

acoustically or using electromagnetic coupling. Alternatively 
or additionally, the object may respond With an identi?cation 
code. Alternatively or additionally, the object modulates its 
transmission With an envelope, Which envelope preferable 
serves as an identi?cation code and/or for transmission of 
information regarding a status of the object, for example a 
position of an arm of a toy. In some cases, the object relays 
information from a more remote object. In the case of iden 
ti?cation, the object may send an ID code even Without 
prompting from the computer, for example periodically or by 
a user pressing a button on the object (or by ?exing the 
object). 
[0218] In a preferred embodiment of the invention, the 
object ampli?es the signal it receives using a discharge of a 
coil through a transistor, Where the transistor serves as a 
variable resistor and/ or as a Wave-form controller. 

[0219] In some preferred embodiments of the invention, the 
generated sounds are transmitted indirectly via an existing 
netWork. One example of a suitable netWork is a telephone 
netWork, preferably a digital netWork, With the sounds being 
forWarded from one telephone to another. Another example of 
a suitable netWork is an intercom system. Another example of 
a suitable netWork is a LAN or an Internet. Additionally, as 
described beloW, the ultrasonic Waves may be transmitted (as 
acoustics, not electromagnetic) over Wiring, such as electrical 
Wiring or over pipes, such as Water and gas pipes. 

[0220] In a preferred embodiment of the invention, a Wire 
less telephone system uses handsets Which communicate With 
base stations, for example computers or telephones, using 
ultrasonic communication, as described herein. In a preferred 
embodiment of the invention, an o?ice telephone or computer 
netWork can serve as a local cellular netWork for communi 
cation, by keeping track of Which base-stations are in com 
munication With Which handsets and by providing the ability 
for a base station to locate handsets and for a handset to 
change base stations. 
[0221] In many situations, there Will be more than one 
active smart card (or other electronic device using ultrasonic 
Waves for communication) in a region at a single time. In a 
preferred embodiment of the invention, the different devices 
coordinate so that they do not both transmit at a same time. In 
one example, a central computer assigns time, frequency or 
coding (CDMA) slots. In another example, anALOHA algo 
rithm is used to avoid collisions. 
[0222] Some embodiments of the present invention con 
template other methods of communication With a computer 
(or other devices) Without installing hardWare. FIG. 5 is a 
schematic block diagram of a communications tap 102 for a 
computer 100, in accordance With a preferred embodiment of 
the invention. In the con?guration of FIG. 5, a tap is prefer 
ably placed on communication line to an existing peripheral 
104. Thus, a user may not be required to even access a back 
part of a computer, let alone a computer’s internal Workings. 
An electronic device 106, a toy and/or a smart-card preferably 
send and/or receive signals from tap 102. Additionally or 
alternatively, device 106 may use one tap for receiving and 
one for sending. Possibly, a device uses taps only for one 
direction of communication. 
[0223] In a preferred embodiment of the invention, the tap 
is placed on a cable to a printer, a netWork cable, a camera 
cable and/ or a SCSI connection. Additionally or alternatively, 
the tap is placed on a serial cable, for example a mouse cable. 
Additionally or alternatively, the tap is placed on a modem 
line, for example on a telephone line or by plugging the tap 
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into another telephone socket, to be received by the modem. 
Additionally or alternatively, the tap is placed on a game 
controller line. Additionally or alternatively, the tap is placed 
on a loudspeaker line. This type of tap can detect signals that 
cannot be reproduced by the loudspeaker, for example very 
high frequencies, for example higher than 50 kHZ. Addition 
ally or alternatively, the tap is placed on a microphone line, 
possibly using the microphone line and/or the microphone 
itself as a sonic, ultrasonic or non-acoustic antenna (e.g., RF). 
Additionally or alternatively, the tap is placed on a display 
cable line. 

[0224] In a preferred embodiment of the invention, the tap 
includes an electromagnetic coupler, Which can induce sig 
nals in a cable that passes through or near the tap. Addition 
ally or alternatively, the tap can detect signals in the line and 
transmit them to device 106. In a preferred embodiment of the 
invention, the signals are at a different carrier frequency and/ 
or signal frequency than the usual signals passed along the 
line. Additionally or alternatively, the signals travel in an 
opposite direction (input signals on an output line, such as a 
printer or output signals on an input line, such as a mouse). 
Additionally or alternatively, the signals encode information 
Which information is detected and removed from the data 
stream in the computer. Additionally or alternatively, the sig 
nals are asynchronic on a synchronic line. Additionally or 
alternatively, the signals are transmitted only When no signal 
is expected by the computer and/or the peripheral. 
[0225] In an alternative embodiment of the invention, a 
pieZoelectric actuator (or other vibrating element) is con 
nected to a mouse (or a microphone). The actuator causes the 
mouse to shake at an amplitude of one or tWo screen pixels (or 
less) and the shaking is detected by softWare in the computer 
as signals from the toy. A return signal may be transmitted to 
a tap associated With the actuator, along the serial cable, With 
the signal preferably being coded to be recogniZed by the tap 
and/ or ignored by the mouse. 

[0226] In an alternative embodiment of the invention, 
device 106 sends signals to computer 102 using a tap Which 
actuates keys on a keyboard attached to computer 100. Such 
actuation may be, for example, mechanical or magnetic (e.g., 
on magnetic sWitched keyboards). Preferably the key used is 
a shift key. Additionally or alternatively, signals from the 
computer are detected by detecting illumination of LEDs on 
the keyboard, for example a “Num Lock” LED. 

[0227] Alternatively or additionally, the tap detects illumi 
nation of other LEDs on a computer, for example poWer, 
sleep, CD-ROM and/or hard disk LEDs. Alternatively or 
additionally, the tap detects information transmitted via noise 
or vibration generated by activation and/or modulation of the 
activity of mechanical components of the computer, for 
example diskette drives, disk drives and CD-ROM drives. 
Alternatively or additionally, the tap detects an electromag 
netic signal generated by poWer surges to the devices, for 
example a CD-ROM When it is poWered or variations in RF 
amplitude and/or frequency of the CPU, for example those 
caused by entering a sleep mode. 
[0228] In a preferred embodiment of the invention, a tap 
“learns” the electromagnetic and/or acoustic pro?le of a par 
ticular computer or portion thereof and learns the effects of 
various commands on this pro?le. When a computer desires 
to communicate With a tap, it preferably modi?es the pro?le 
using those commands Which are determined to have the 
greatest, most noticeable and/ or fastest effect on the pro?le. 
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[0229] Additionally or alternatively, device 106 utiliZes a 
transducer Which plugs into a parallel port, a serial port and/or 
is optically coupled or placed near an IR port. Preferably, the 
transducer is a pass-through transducer, through Which a 
printer and/ or other peripherals may communicate normally 
With a computer. This transducer can then transmit the signals 
by Wired or Wireless methods to a remote device. 

[0230] In a preferred embodiment of the invention, the tap 
and/or transducer can automatically detect Which type of 
cable is tapped/port is connected to. Such a tap preferably 
includes a microprocessor or an integrated circuit to analyZe 
signals on the cable, rather than solely a transducer for cou 
pling signals to and from the cable. Preferably, such detection 
is by analyZing amplitude, frequency and/or synchronization 
of signals passing through the lines. Additionally or altema 
tively, the computer detects Which line is tapped, by detecting 
particular inferences on that line. Alternatively or addition 
ally, softWare on the computer sends test signals along the 
lines, to be detected by the tap. Possibly, the tap can detect the 
signals even Without being programmed With the type of line 
on Which the signals are transmitted. Alternatively, When a tap 
is used, a con?guration program is run so that a user can 
de?ne to the tap and/ or the computer What is being tapped. 
[0231] In a preferred embodiment of the invention, a smart 
card directly taps the computer, for example using a RF 
antenna embedded in the smart card to detect signals being 
transmitted over data lines, e.g., to a peripheral or another 
computer or for the use of the smart card. 

[0232] In an exemplary embodiment of a device using tap 
ping, a pass-through hasp is provided, Which is connected to 
a port. In a preferred embodiment of the invention, the hasp 
uses poWer from the poWer lines but does not interact With 
data ?oWing through the port. Authentication of softWare 
using the hasp preferably utiliZes acoustic communication 
betWeen the hasp and the computer’s microphone and/or 
speaker. Alternatively, the hasp may interact With signals that 
How through the port, Which signals are not suitable for use as 
data, for example the signals using a Wrong protocol, having 
an incorrect CRC, being asynchronous in a synchronous con 
nection or having an incorrect frequency. Such a hasp may 
also be used to protect an easily stolen device, such as a PDA 
or a laptop computer, Which can use their internal speakers 
and/or microphones to detect the proximity of a required ID 
tag. If the ID tag is not detected the device can fail to Work, 
Work incorrectly or it can report that it is stolen. 

[0233] In a preferred embodiment of the invention, suitable 
softWare is installed on computer 100. Preferably, the soft 
Ware is self installing. Preferably, the computer is not used for 
any other use While device 106 is communicating With it. 
Additionally or alternatively, the softWare can differentiate 
betWeen “regular” signals and signals related to the tap. In one 
example, a provided keyboard driver may detected special 
codes and/ or data sequences on the keyboard line and remove 
them from the received data, passing only the rest of the 
received data to an operating system of computer 100. Addi 
tionally or alternatively, a provided mouse driver may detect 
spurious and/ or small mouse movements, and recogniZe them 
as being tap-related signals, as described above. Additionally 
or alternatively, a printer driver can recogniZe data on the 
cable as not coming from the printer but from a tap. Addition 
ally or alternatively, data sent to the tap is preferably sent as 
data Which Will be rejected or ignored by the peripheral, for 
example having incorrect parity settings or other intentional 
errors. Alternatively or additionally to using a tap for com 
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munication With a toy, such a tap may be used to attach a 
peripheral to computer 100. As indicated above, the tap may 
include a processing element so that the signals coupled to the 
cables do not interfere With the normal operation of the cable, 
for example being transmitted When there are no others sig 
nals on the cable. Alternatively, such processing may be per 
formed by a device Which uses the tap. 

[0234] In a preferred embodiment of the invention, the 
signal received on the computer is used to modify an execut 
ing program and/or to generate commands to other electronic 
device, preferably using sounds generated by the computer 
but possibly using a dedicated connection. In an exemplary 
application, a computer game in Which a computer display 
responds to external sounds, such as boWling pins falling, is 
provided. 
[0235] The acoustic communication may also be used to 
communicate betWeen an input device and a computer pro 
gram, for example betWeen a Wireless keyboard or mouse and 
a computer. In another example, a light-pen transmits to the 
play-station a signal responsive to pixel intensities Which are 
detected by a photo-detector thereon. Alternatively or addi 
tionally, a synchronization signal is transmitted from a com 
puter and/or a set-top box to the pen, to synchroniZe the pixel 
detection With the TV raster scan. These transmissions may 
be additional toior alternative toitransmission of position 
and/ or orientation. Alternatively or additionally, the input 
device transmits the status of controls thereon. Alternatively 
or additionally, the transmission is used to transmit informa 
tion to be displayed on an output device or an output portion 
of the input device, for example to light up lights thereon 
and/ or drive text and/or graphics displays thereon. 
[0236] FIG. 6 is a schematic illustration of an unobtrusive 
computer checkup in accordance With a preferred embodi 
ment of the invention. A user 142 is using a computer 140. A 
user 146 Wishes to interrogate computer 140, for example to 
analyZe a networking problem. In a preferred embodiment of 
the invention, a smart card 144 (or other electronic device) 
can communicate With computer 140 using an acoustical- or 
a tap -channel as described above, Without interfering With the 
activities of user 142. Alternatively or additionally, smart card 
144 may be used to interrogate an interface-less device, such 
as a hub 148. One advantage of acoustical communication for 
these uses is that they do not generate a considerable amount 
of RF interference and do not require major (if any) changes 
in a (signi?cant) install base of hardWare. In a preferred 
embodiment of the invention, hardWare devices, such as hub 
148 and computer 140 continuously “hum” their status, in RF 
or in acoustics, so that the status can be discerned by eaves 
dropping on the hum, Without needing to interrogate the 
hardWare. 

[0237] A card such as card 144 may also be used to give 
privileges to it’s oWner in the form of better service (e.g., 
priority at a ?le server, speed of connection to the Internet) 
and/or alleviate various security restrictions. For example, a 
manager can come to his employee desk, activates his card 
and previously unreachable ?les become available. It is noted 
that this process of changing the behavior of a computer does 
not require logging on to the computer (although such log-on 
is possible). Rather, the computer recogniZes the manager 
even While it remains logged on to the other user. 

[0238] In a preferred embodiment of the invention, When 
the card or other device is used for logging-on, a hysteresis 
type logic is used, in Which logging on requires a high quality 
de?nite signal, While logging-off (possibly automatic log-off) 
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is delayed until there is substantially no contact With the card. 
The lack of contact can be detected by the lack of detection of 
a periodic signal generated by the card. Thus, once logging on 
is achieved, maintaining the contact does not require a high 
quality connection. 
[0239] FIG. 7 is a schematic illustration of a computer 
communication setup using acoustics, in accordance With a 
preferred embodiment of the invention. A computer 152 
includes a microphone 156 that is used for detecting activity 
sounds of other electronic and/or mechanical devices. The 
activity sounds may comprise natural sounds, for example a 
page sorter being used in a photocopier. Alternatively or 
additionally, they may comprises indicator sounds, for 
example a beep generated by a fax machine 150 When a fax 
comes in. Fax machine 150 may be connected to a computer 
(as shoWn) or it may be unconnected. Alternatively or addi 
tionally, they may comprise arti?cial sounds, for example a 
special information carrying sound generated speci?cally for 
the bene?t of computer 152. 
[0240] In a preferred embodiment of the invention, a com 
puter 152 transmits indications of the sensed activities to a 
remote computer, such as computer 154. Thus, a user at 
computer 154 can be informed of a fax coming in or of an 
unansWered telephone call even if he is in a different room 
and the fax machine is not connected to a standard computer 
netWork. 
[0241] Alternatively or additionally, the analysis of sounds 
detected by microphone 156 can be used to determine other 
occurrences at computer 152. In one example, microphone 
156 can be used to log the habits of a user, including, tele 
phone conversations, numbers dialed (by detecting the 
DTMF sounds), sounds of papers being shuf?ed, breathing 
sounds, snoring of a sleeping user, average number of rings 
until a call is ansWered, and typing habits. Alternatively or 
additionally, microphone 156 can be used to detect an occu 
pancy of a room or glass breakage, possibly serving as a 
burglar alarm. 
[0242] Alternatively or additionally, the microphone may 
be used to detect electromagnetic impulses generated by 
operating devices. Typically, each device has a different elec 
tromagnetic signature. Different signatures may be generated 
When the device is sWitched on or off, When the device is 
operated and/or for different modes of operation. Thus, a 
computer-microphone combination can be used to detect the 
operation of devices, such as photocopies, door chimes and 
computers. In a preferred embodiment of the invention, a 
video input card is used to analyZe higher frequencies of 
electromagnetic radiation than those detectable by a micro 
phone-sound card combination. It can thus be appreciated 
that noise signals Which are usually rejected by signal pro 
cessing algorithms may be analyZed to detect important infor 
mation of activities in the vicinity of the microphone. 
[0243] In an exemplary device Which communicates With a 
computer using ultrasound, input/output ?ltration circuits are 
provided. These ?ltration circuits preferably comprise op 
ampli?ers With ?lters for speci?c frequencies for input and 
output, dependent on the communication protocol used. If 
non-audible frequencies are used, the ?lters should prefer 
ably decrease or block poWer at audible frequencies, to 
reduce annoyance of a user. 

[0244] The communication protocol is preferably a digital 
binary code in Which the bits are transmitted using Frequency 
Modulation, Pulse Width Modulation, On-Off Keying and/or 
any combination of the above. Error correction codes, for 
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example parity, Gray or Hamming codes, as known in the art 
may be used. It should be noted that the range of available 
frequencies may be limited if ultrasonic frequencies are used, 
due to degraded capabilities of the computer sound card. 
[0245] In a reception process, the signals received by the 
device are convert them to data bits, either by time domain 
analysis or by Fourier analysis. Thereafter, error checking is 
preferably performed. The received information may be 
decrypted (if necessary). Alternatively or additionally, the 
received information may be encrypted, veri?ed and/or 
signed, in order to be stored in local memory. The local 
memory may comprise ROM, RAM, EPROM, EPROM and/ 
or other types of memory as knoWn in the art. Information to 
be transmitted may be encrypted before transmission. 
[0246] The softWare on the computer receives a detected 
signal, ?lters it, and opens the protocol. Preferably, the soft 
Ware reduces noise using IIR band pass and/or loW pass 
?lters. 
[0247] The received and ?ltered signal is then demodu 
lated, into data bits, for example, by time domain analysis or 
by Fourier analysis. Data transmission errors are preferably 
corrected. The data may then be locally analyZed and/or 
transmitted to a remote location, for example a seller’s com 
puter. In some embodiments, this software is Written in an 
Internet Language, such as Java or ActiveX. 

[0248] In a preferred embodiment of the invention, the 
acoustical detection uses the maximum resolution and/ or sen 
sitivity afforded by the microphone, i.e., going beloW the 
noise threshold as de?ned for audio uses. Alternatively or 
additionally, repeating and/or periodic ambient sounds are 
detected and removed or disregarded from the input signal. In 
a preferred embodiment of the invention, ambient sounds are 
characterized as such during a calibration step Which may be 
performed periodically. 
[0249] In some cases one or more of the folloWing prob 
lems may be encountered, including: echoes, interference 
(acoustic or electromagnetic), and, at higher frequencies (>10 
kHZ), problems of directionality and Weak reception. In addi 
tion, many microphones and speakers behave badly or in an 
unstable manner at these frequencies. It is noted, that by 
detecting RF rather than acoustic signals, acoustic interfer 
ence is reduced and/ or the reception may be less sensitive to 
range and directionality. In a preferred embodiment of the 
invention, the received sound signals are processed using 
knoWn signal processing techniques, such as ?ltration, equal 
iZation and echo cancellation. Preferred modulation methods 
used include PWM, FSK, QPSK and on-off keying. Preferred 
frequency band types include a single band, a Wide band 
spread-spectrum and frequency hopping bands. Preferred 
protocols utiliZe one or more of start-stop synchronization 
bits, and constant and/ or variable length messages. Possibly 
the device and/ or the computer include logic for determining 
the exact frequency used for transmission, for example to 
correct for frequency hopping, for frequency shifts caused by 
inaccurate manufacture and/or for environmental effects. 
Error detection methods may be used, for example, CRC 
(preferably 32 bit), Parity, Checksum, BloW?sh, Hamming 
Codes, Retransmit/BCD Codes and Gray codes. 
[0250] In a preferred embodiment of the invention, periods 
of silence are provided betWeen data bits in protocols other 
than on-off keying. In one example, an FSK protocol is pro 
vided With silence betWeen the frequency pulses. Preferably, 
the duration of the silence is su?icient so that echoes (or other 
artifacts) from the original pulse do not overlap With a next 
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pulse. This period may be ?xed, for example based on an 
expected geometry of the electronic devices and Where they 
are used. Alternatively, the protocol may be adapted based on 
the instant echo situation. Alternatively or additionally, the 
pulse duration may be modi?ed to overcome noise, echo 
and/or other transmission problems. In a preferred embodi 
ment of the invention, a feW calibration pulses are ?rst sent to 
determine a desired silence and/or pulse duration. Possibly, 
different such durations are used for the tWo communication 
directions. 
[0251] A feature of some embodiments of the invention is 
that a device can communicate With another device or com 

puter over medium distances, such as 0.3-20 meters, more 
preferably, 2-10 or about 7 meters. 

[0252] Several variations on the reception at the computer 
(or other electronic device) may be practiced according to 
some preferred embodiments of the invention, including: (a) 
using a regular microphone and sound card; (b) using a regu 
lar sound card but With a special microphone (e.g., one that 
can be tuned to speci?c, even ultrasonic, frequencies); (c) 
using a speaker that can also be a microphone (one possibility 
is described in detail beloW); (d) using a microphone/receiver 
that connects to a dedicated channel such as an RS232 or 

parallel port, and that can optionally obtain poWer from the 
port; and (e) using a built in dedicated hardWare port that can 
be implemented on the computer board. 
[0253] Several variations on the transmission from a com 
puter (or other electronic device) can also be practiced, 
including: (a) using one or tWo speakers, powered altema 
tively or possibly poWered together, for example to increase 
the total poWer, to aid in noise cancellation and/or to aid in 
detecting echoes; (b) using an acoustic transducer connected 
to a standard port or possibly tapping the computer, as 
described above; thus, there may be no need for a sound card 
in the computer; and (c) as suggested above, at small dis 
tances there appears to be an overlap betWeen acoustic and 
electromagnetic signals both With regard to transmission and 
With regard to reception. Thus, possibly some of the signals 
are transmitted and/ or detected using RF antenna, or acoustic 
signal generation is detected using an acoustic antenna (or RF 
antenna) that detects the RF signature of the transmission. 
Alternatively or additionally, the RF is used as a backup for 
the acoustic channel. 

[0254] In some cases, for example if the receiver has a 
reduced computing capacity, the incoming audio stream is 
sampled at loWer than the carrier frequency. HoWever, a side 
effect of such sub-sampling, especially When there are no 
anti-aliasing ?lters, is that there may be confusion betWeen 
audible and ultrasonic sounds. Thus, more complex process 
ing may be required to assure that the data transmission is 
acceptable. In one example, synchronous detection or a more 
robust error detection method is used. Alternatively or addi 
tionally, a specialiZed Waveform With unique time/ spectrum 
characteristics is used, for example one that repeats itself at 
both 1 and 4 kHZ after the doWn-sampling. Thus, it can be 
better differentiated from the background. 
[0255] In many cases, a speaker is available for a computer 
but a microphone is not. In a preferred embodiment of the 
invention, a speaker is used as a microphone. Preferably, the 
speaker is connected to the microphone port and/or line in 
port of a sound card, possibly through an adapting unit. 
Apparently, many speakers can operate as a microphone if 
they are not connected to a poWer source. Preferably, an 
adapting unit is provided, for example to serve for buffering, 
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switching (between microphone and speaker functions) and/ 
or for amplitude protection. In some embodiments the adapt 
ing unit periodically checks for an incoming signal from 
outside the speaker or for a signal from the speaker channel. 
Alternatively or additionally, the computer may generate a 
special signal via the speaker channel or possibly an audible 
signal to indicate that a mode sWitching is desired. In one 
embodiment, the speaker is connected in parallel to both 
microphone and loudspeaker channels, With electronic pro 
tection for the microphone so that the poWer to the speaker 
does not harm the channel. 

[0256] Alternatively or additionally, some microphone 
types may be used as both a microphone and a speaker, if they 
are suitably driven. Possibly, a coupler is provided for driving 
the microphone using the speaker channel and/or for auto 
matically sWitching the microphone betWeen modes based on 
the detection of an incoming signal or possibly periodically. 
[0257] In some embodiments, the coupling device can split 
the frequencies betWeen the microphone and speaker func 
tions, alloWing a single element to operate simultaneously as 
a speaker and a microphone. For example, loW frequencies 
are used for the speaker and high frequencies are used for the 
microphone. When a high frequency is detected by the cou 
pler, it is passed to the microphone channel, When a loW 
frequency is detected it is sounded on the speaker. 
[0258] Another aspect of the invention relates to transmit 
ting acoustic signals on solid cables, rather than in the air. 
Such cables can include computer, communication and tele 
phone cables, as Well as electric poWer cables, for example 
inside a house. In a preferred embodiment of the invention, 
the transmission along these cables is conducted to a micro 
phone of the device, to Which it is directed, Where the trans 
mission is analyZed. Alternatively or additionally, transmis 
sion is via the box of the device and into the cable. 
Alternatively or additionally, a dedicated coupler to the cable 
is provided for one or both of the transmission and reception. 
[0259] It is noted that a standard house is ?lled With this 
infrastructure in the form of poWer supply, Water pipes, tele 
phone lines, and cables. The ultrasonic receiver/transmitter 
device is simple loW-cost and can be very small. The method 
can be used to achieve communication for loW cost appli 
ances, or to achieve a higher bandWidth of information. The 
method permits multiple appliances talking together, broad 
cast of information and a netWork of smart appliances. It can 
be used to communicate also betWeen computers, televisions 
and/ or VCRs. Every device can have its oWn id-number and a 
computer can control the operation of these devices. For some 
devices a dedicated controller is required, Which receives the 
acoustic signal and, responsive to it, controls the device. 
Exemplary uses include ordering shutting off or lighting 
lights at certain time (by computer control) or from outside of 
home (by telephone or netWork to the computer) and ordering 
the VCR and/ or television to cooperate in recording a speci?c 
TV program, again preferably under computer control. 
[0260] In a preferred embodiment of the invention, a 
reader-type input device can read external static (as opposed 
to sound Waves and temporal patterns) information, Which 
information can be forWarded to an associated computer or 
another device. Such an input device may also be integrated 
With a smart-card. A simplest example is a Wireless bar-code 
reader that reads bar codes and transmits them acoustically to 
a computer, preferably using methods as described herein. 
Preferably, the bar-code reading capability is embodied in a 
smart card, so that a multifunction device is provided. Alter 
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natively, a miniature device, such a ring, is manufactured, for 
convenience or a user. Such a device may be useful during 
purchasing, to alloW a user to revieW large and/or personal 
iZed information regarding a product. Another example is a 
magnetic strip reader Which transmits read magnetic strips to 
the computer. In the case of a magnetic strip reader, a single 
magnetic sensor (or line sensor) may be suf?cient, With the 
computer processing the detected signals to correct for non 
constant motion of the sensor over the magnetic material. 

[0261] In one exemplary use, When the input device reads a 
tag, such a code or a description of a device, an associated 
computer sWitches to a WWW page Which displays details 
associated With the read information. The computer may be a 
hand-held computer or PDA. Alternatively, the computer is a 
standing or store provided computer. Alternatively, the com 
puter is on another side of a telephone line, Which acoustic 
signals are transmitted over the telephone line to the com 
puter, to cause certain speech to be transmitted back. Alter 
natively or additionally, such tags may be used for technical 
support (e.g., each home device or component has such a code 
and there is a help ?le or scripts associated With the code). 
Alternatively or additionally, such tags may be used for cus 
tomer relations, for example to provide information to an 
interested user. In some types of products, the computer and/ 
or the tag reader can control the product using information 
read for the tag. An exemplary situation is a computer device, 
on Which a tag reader or a same or second computer can 

execute a diagnostic program responsive to the read tag. 
[0262] An exemplary device consists of an acoustical trans 
mitter, a tag-reading element, and some control logic. The 
type of tag reading element used depends on the type of tag, 
for example, if it is optical or magnetic. The tag itself may 
include bar codes, other optical coding or even text. In a 
magnetic example, the tag may comprise magnetic ink. Pref 
erably, but not essentially, the tags are of a type that can be 
printed using standard printers and/or inks. Thus, tags can be 
printed all over a book, magazine or other printed products. 
Alternatively or additionally, RF transponder tags as knoWn 
in the art may be used. In some embodiments, the read infor 
mation is deciphered by the reader. In other embodiments, 
partially or completely unanalyZed information is transmitted 
to the computer for analysis. 
[0263] Although an acoustic transmission of the tag infor 
mation is preferred, RF transmission may also be practiced. 
[0264] In the above description, a large number of permu 
tations and possible embodiments have been described. This 
type of description is utiliZed for the ease of describing the 
many different possible embodiments of the invention. It is 
appreciated by the inventors that some of the described com 
binations may be knoWn in the art. This is not to be construed 
as an admission of equivalence of the different embodiments 
described. Moreover, even such combinations Which may be 
knoWn may ?nd patentable utility from their application in 
particular situations. 
[0265] The present invention has been described in terms of 
preferred, non-limiting embodiments thereof. It should be 
understood that features described With respect to one 
embodiment may be used With other embodiments and that 
not all embodiments of the invention have all of the features 
shoWn in a particular ?gure. In particular, the scope of the 
claimed invention is not limited by the preferred embodi 
ments but by the folloWing claims. Section titles, Where they 
appear, are not to be construed in limiting subject matter 
described therein, rather section titles are meant only as an aid 




