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ABSTRACT 

An aerodynamic skirt comprising a skirt panel de?ning a 
surface adapted to direct air?oW around the trailer is pro 
vided, the skirt panel being made of a single part of sheet 
material. A method of manufacturing a skirt panel and a kit 
thereof are also provided. 
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AERODYNAMIC SKIRT PANEL 

CROSS-REFERENCE 

[0001] The present application relates to and is a divisional 
application of US. patent application Ser. No. 12/360,038, 
?led Jan. 26, 2009, entitled AERODYNAMIC TRAILER 
SKIRTS, Which claims priority from US. Provisional Patent 
application No. 61/024,217, ?led Jan. 29, 2008, entitled 
AERODYNAMIC TRAILER SKIRT. 

FIELD OF THE INVENTION 

[0002] This invention relates to aerodynamic trailer skirts, 
and also relates to a resilient skirt and attachment mechanism 
thereof. 

BACKGROUND OF THE INVENTION 

[0003] Road tractors are used to pull road trailers on roads 
to transport cargo. Aerodynamic apparatuses are installed on 
the road tractor and/ or on the road trailer in order to reduce the 
aerodynamic air drag and improve fuel e?iciency. 
[0004] Trailer skirts made of rigid materials are installed on 
both sides of a road trailer to help manage the How of air 
around and underneath the trailer. Brackets, also made of 
rigid material, are a?ixed to the trailer to secure the skirts 
positioned thereto. These skirts are secured to the bottom 
portion of the trailer, or on the sides of the trailer’s ?oor, to 
ensure proper positioning When the vehicle is moving. 
[0005] People Who are familiar With the trucking industry 
knoW that trailers are subject to haZardous road conditions. 
The skirts, because of their position under the trailer’s ?oor 
and their proximity With the road, are signi?cantly vulnerable 
and might easily enter in contact With surrounding obstacles. 
The brackets holding the skirts, When put under signi?cant 
stress, plastically bend and/ or break to effect the skirts’ posi 
tion in respect to the road trailer thus reducing the e?iciency 
of the skirts. Moreover, the skirt itself might bend and/or 
break if they contact a foreign object. This also increases the 
operation cost and the maintenance time that is required. 
[0006] The shape of the skirts, and their respective posi 
tions on the road trailer, have a signi?cant effect on the aero 
dynamics ef?ciency of the road trailer. 
[0007] Therefore, there exists a need in the art for an 
improved aerodynamic skirt assembly over the existing art. 
There is a need in the art for such a resilient skirt assembly that 
can be easily installed and economically manufactured. 

SUMMARY OF THE INVENTION 

[0008] It is one aspect of the present invention to alleviate 
one or more of the draWbacks of the background art by 
addressing one or more of the existing needs in the art. 
[0009] Accordingly, one object of one or more embodi 
ments of this invention provides an improved trailer skirt over 
the prior art. 
[0010] An object of the invention provides a skirt assembly 
adapted to be installed on a road trailer to reduce the aerody 
namic drag produced by the movement of the road trailer 
When pulled by a road tractor. The skirt assembly comprising 
a skirt panel siZed and designed to channel air along the 
trailer. The skirt assembly, once installed on the road trailer, 
being substantially vertically disposed under the road trailer 
betWeen the road trailer Wheels and the trailer supports (and 
could even be extended in front of the trailer supports) With a 
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curved shape de?ned from the front of the skirt panel to a 
distance of about betWeen 1.5 meter to 3.5 meters. 
[0011] One object of the invention provides a resilient skirt 
assembly that is adapted to bend When it contacts a foreign 
object and recovers its original position and shape thereafter. 
[0012] One other object of the invention provides a resilient 
skirt assembly that can be easily installed and economically 
manufactured. 
[0013] Another object of the invention provides a skirt 
panel adapted to be installed on a road trailer With a rear edge 
disposed next to the forWardmost road trailer rear Wheel to 
keep a gap therebetWeen to a minimum. The skirt panel being 
adapted to forWardly extend next to the road trailer support 
[0014] Another aspect of one or more embodiments of the 
invention provides a skirt assembly made of composite mate 
rials offering a signi?cant range of elastic deformation. 
[0015] Another aspect of one or more embodiments of the 
invention provides a resilient strut adapted to secure a skirt 
panel to a road trailer, the strut being made of a resilient 
material adapted to sustain signi?cant deformation and 
adapted to resiliently regain its original position. 
[0016] Another aspect of one or more embodiments of the 
invention provides strut supports made of non-metallic mate 
rial. 
[0017] One other aspect of one or more embodiments of the 
invention provides a trailer skirt that is siZed and designed to 
alloW a temporary de?ection of, inter alia, a bottom portion of 
the skirt panel. 
[0018] A further aspect of one or more embodiments of the 
invention provides a fastening system for easily securing the 
skirt panel to the trailer; the fastening system uses a limited 
number of parts to reduce the assembly time and the Weight 
added to the trailer. 
[0019] A further aspect of one or more embodiments of the 
invention provides a skirt assembly comprising a plurality of 
support angles adapted to secure the skirt panel to the road 
trailer. 
[0020] According to a further aspect of one or more of these 
embodiments, support angles made of composite material is 
provided. 
[0021] According to an aspect of the present invention pro 
vides a resilient strut shaped in one piece. 
[0022] According to another aspect of the present invention 
is provided a resilient strut made of composite materials. 
[0023] Another aspect of the present invention provides a 
resilient strut having a constant section. 
[0024] A further aspect of one or more embodiments pro 
vides a resilient strut adapted to be connected to the skirt 
panel at an angle. 
[0025] One additional aspect of the present invention pro 
vides an opening in the skirt panel adapted to alloW access to 
a fuel tank located underneath the road trailer, the opening 
being adapted to be optionally provided With a door. 
[0026] Another additional aspect of the present invention 
provides a skirt panel composed of a plurality of skirt panel 
modules, at least one panel module being adapted to be 
removed or pivoted about a hinged mechanism to alloW 
access under the road trailer. 
[0027] Another aspect of the present invention provides a 
substantially progressive curvature on the forWard portion of 
the skirt panel. 
[0028] One other aspect of the invention provides a method 
of installing a skirt assembly on a road trailer comprising 
installing fastening a portion of a skirt panel substantially on 



US 2010/0096880 Al 

the edge of a road trailer ?oor and securing a forWardmost 
portion of the skirt panel at a predetermined position on the 
trailer to de?ne the shape of the skirt panel. 
[0029] Another aspect of the invention provides a radius on 
the skirt panel adapted to mate the shape of the road trailer 
Wheel to reduce the air gap therebetWeen. 
[0030] One another aspect of the invention provides a skirt 
panel extension adapted to selectively reduce the gap betWeen 
the road trailer Wheels and the skirt panel When the road trailer 
Wheels, disposed on a moveable trailer buggy, are longitudi 
nally moved about the road trailer to change the load distri 
bution of the road trailer. 
[0031] Another aspect of the present invention provides an 
aerodynamic skirt adapted to be mounted to a trailer, the 
aerodynamic skirt comprising a skirt panel de?ning a front 
portion and a rear portion, the front portion being adapted to 
be proximally mounted toWard a center of the trailer, the rear 
portion being adapted to be substantially longitudinally 
mounted to the trailer. 
[0032] One other aspect of the present invention provides a 
method of installing a skirt assembly on a trailer, the method 
comprising securing upper supports to the trailer, securing a 
skirt panel to the upper supports, and securing struts betWeen 
the trailer and the skirt panel. 
[0033] An aspect of the present invention provides a skirt 
assembly kit comprising a skirt panel adapted to be disposed 
on a trailer to route air about the road trailer, a plurality of 
upper supports adapted to secure the skirt panel to the road 
trailer and a plurality of struts adapted to secure the skirt panel 
to the road trailer. 
[0034] One additional aspect of the invention provides an 
aerodynamic skirt adapted to be installed on a trailer, the 
aerodynamic skirt comprising a skirt panel de?ning a surface 
adapted to direct air?oW around the trailer, the skirt panel 
being made of a single part of sheet material. 
[0035] Another aspect of the present invention provides a 
method of manufacturing a skirt panel comprising providing 
a sheet of material; and cutting the sheet of material to create 
a single part skirt panel. 
[0036] A further aspect of the present invention provides an 
aerodynamic skirt kit comprising a single part skirt panel; and 
a plurality of struts adapted to secure the skirt panel to a 
trailer. 
[0037] Other objects and further scope of applicability of 
the present invention Will become apparent from the detailed 
description given hereinafter. HoWever, it should be under 
stood that the detailed description and speci?c examples, 
While indicating preferred embodiments of the invention, are 
given by Way of illustration only, since various changes and 
modi?cations Within the spirit and scope of the invention Will 
become apparent to those skilled in the art from this detailed 
description. 
[0038] Additional and/or alternative advantages and salient 
features of the invention Will become apparent from the fol 
loWing detailed description, Which, taken in conjunction With 
the annexed draWings, disclose preferred embodiments of the 
invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0039] Referring noW to the draWings Which form a part of 
this original disclosure: 
[0040] FIG. 1 is a perspective vieW of a road tractor and a 
road trailer With a skirt assembly secured thereto; 
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[0041] FIG. 2 is a left elevational vieW of the road tractor of 
FIG. 1; 
[0042] FIG. 3 is a bottom plan vieW of the road tractor of 
FIG. 1; 
[0043] FIG. 4 is a left-front perspective vieW of a portion of 
a ?oor section of the road trailer of FIG. 1; 
[0044] FIG. 5 is a top plan vieW of a portion of the ?oor 
section of FIG. 4; 
[0045] FIG. 6 is a right elevational section vieW of a portion 
of the road trailer and the skirt assembly of FIG. 1; 
[0046] FIG. 7 is a rear elevational section vieW of a portion 
of the road trailer and the skirt assembly of FIG. 1; 
[0047] FIG. 8 is a rear elevational vieW of a portion of the 
securing mechanism of the skirt to the road trailer’s ?oor; 
[0048] FIG. 9 is a section vieW of a portion of the road 
trailer’s ?oor With the securing mechanism attached thereto; 
[0049] FIG. 10 is a rear elevational section vieW of a portion 
of the skirt’s securing mechanism; 
[0050] FIG. 11 is a rear elevational section vieW of a portion 
of the skirt’s securing mechanism; 
[0051] FIG. 12 is a rear elevational section vieW of an 
alternate embodiment of a portion of the skirt’ securing 
assembly; 
[0052] FIG. 13 is a rear elevational section vieW of an 
alternate embodiment of a portion of the skirt’ securing 
assembly of FIG. 12 When de?ected; 
[0053] FIG. 14 is a perspective vieW of a road tractor and a 
road trailer With a skirt assembly secured thereto and a skirt 
panel module in the opened position; and 
[0054] FIG. 15 is a left-front perspective vieW of a portion 
of a ?oor section of the road trailer of FIG. 14. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0055] A preferred embodiment of the present invention is 
described belloW With reference to the draWings. 
[0056] FIGS. 1, 2 and 3 illustrate a road tractor 10 With a 
road trailer 20 attached thereto equipped With a pair of skirt 
assemblies 30, installed on each side of the road trailer 20, 
adapted to de?ect and direct the air?oW around the road trailer 
20. Each skirt assembly 30 includes a skirt panel 32, adapted 
to be disposed on the side of the road trailer 20, and a plurality 
of securing members adapted to secure the skirt panel 32 to 
the road trailer 20. The securing members are not illustrated 
on FIGS. 1, 2 and 3 and Will be discussed in more details later 
in this speci?cation. Once installed on the road trailer 20, the 
skirt assembly 30 helps channel the How of air around the 
road trailer 20 to reduce the air drag of the vehicle When the 
road trailer 20 moves on the road, pulled by the road tractor 
10. 
[0057] The skirt assembly 30 of the present embodiment is 
mostly located under the road trailer 20, betWeen the Wheels 
12 of the road tractor 10 and the Wheels 26 of the road trailer 
20. The skirt panels 32 can alternatively extend forWard up to 
the trailer supports 14 of the road trailer, and be secured 
thereto, thus preventing complex skirt panel 32 arrangements 
through the trailer supports 14. The skirt panels 32 are sub 
stantially vertically positioned on each side of the road trailer 
20 With a clearance With the ground by illustratively about 
15-25 centimeters (about 6 to 10 inches). The air management 
around the trailer 20 provided by the skirt assembly 30 
reduces the air drag created by the road trailer 20 by directing 
the How of air around the road trailer 20. The How of air Would 
otherWise turbulently move around and beloW the road trailer 
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20 to create substantial air drag. The air?ow management 
around the road trailer 20 provided by the skirt assembly 30 
helps maintain laminar air?oW around the road trailer 20 that 
helps diminish fuel consumption of the road tractor 10. The 
skirt assembly 30 also improves the safety of the vehicle by 
providing a barrier that can signi?cantly prevent foreign 
objects to get under the road trailer 20. 

[0058] The skirt panel 32 can also be used to display adver 
tising thereon. Each skirt panel 32 provides additional display 
area in addition to the road trailer’s Wall 22. 

[0059] As illustrated, the skirt panel 32 is shaped With an 
optional progressive height from the forWardmost portion 34. 
The skirt panels 32 can alternatively also be installed at an 
angle, in respect to the vertical, on the road trailer 20 to 
change the air?oW pattern around the road trailer 20 and more 
precisely adjust the aerodynamics to a speci?c vehicle shape. 
[0060] It can be appreciated from FIG. 3 that each skirt 
panel 32 is installed directly on the side of the road trailer 20 
and, When seen from above, have a front portion 34 that 
progressively proximally leans toWard the center 24 of the 
road trailer 20. The recessed front portion 34 of the skirt panel 
32 improves the collection of the turbulent air?oW generated 
by the road tractor 10 thus improving the aerodynamic e?i 
ciency of the skirt assembly 30. Additional explanation about 
the shape of the skirt panel 32 Will be provided in further 
details beloW. 

[0061] FIG. 4 is a perspective image of the skirt assembly 
30 installed on the left side of a road trailer 20 from Which is 
only illustrated a series of frame members 23 forming a 
portion of the road trailer ?oor frame 22. A series of angle 
supports 40 are secured to the trailer to secure the juxtaposed 
skirt panel 32 thereto. The angle supports 40 could be omitted 
altogether and the skirt panel could alternatively be attached 
directly to the road trailer 20 Without deviating from the scope 
of the present application. The rear portion 36 of the skirt 
panel 32 is preferably positioned on the edge of the road 
trailer’s Wall 28. It is also encompassed by the present inven 
tion that the skirt panel 32 be installed a little in recess about 
the side of the road trailer 20 to avoid Winches, lights, toolbox 
or ladders located on the side/edge of the road trailer 20. In 
contrast, it can be appreciated that the front portion 34 of the 
skirt panel 32 is progressively positioned and secured toWard 
the center 24 of the road trailer 20. The skirt panel 32 is 
secured adjacent to the frame 22 With a series of angle sup 
ports 40 secured to both the frame members 23 and the skirt 
panel 32. LoWer, the skirt panel 32 is secured to the road 
trailer 20 With a series of intervening resilient struts 42 also 
secured to both the frame members 23 and the skirt panel 32. 
Additional details about the angle supports 40 and the resil 
ient struts 42 are provided later in reference With FIG. 7 
through FIG. 11. 
[0062] Still referring to FIG. 4, it canbe appreciated that the 
upper series of holes 35 disposed on a top portion of the skirt 
panel 32 is used to fasten the skirt panel 32 to respective angle 
supports 40 that, themselves, are secured to frame members 
23 of the road trailer 20. A number of connection points 
betWeen the skirt panel 32 and the road trailer 20 are used to 
ensure the skirt panel 32 is Well secured to the road trailer 20 
and Will not vibrate or de?ect (some de?ection can be accept 
able under certain conditions) during operation. The series of 
holes 35 disposed on a loWer portion of the skirt panel 32 are 
adapted to fasten to an end of each resilient strut 42. Similarly, 
the other end of the resilient strut 42 is connected to the frame 

Apr. 22, 2010 

members 23 of the road trailer 20 via a fastener mechanism 
that Will be discussed beloW in details. 
[0063] A curved portion 38 is de?ned on the rear portion 36 
of the skirt panel 32 and preferably corresponds to the exterior 
shape of the adjacent Wheel 26 of the road trailer 20. In so 
doing, it is possible to install the skirt panel 32 close to the 
Wheel 26 Without risking any contact therebetWeen. The skirt 
panel 32 should be installed as close as possible to the road 
trailer Wheels 26 to maximiZe its e?iciency. It is preferable to 
leave a distance betWeen the Wheel 26 of the road trailer 20 
and the skirt panel 32 to avoid any risk of interference ther 
ebetWeen. 
[0064] The Wheels 26 of a road trailer 20 are commonly 
adapted to be longitudinally adjustable to distribute the mass 
of the road trailer 20 in a desired fashion. The adjustment of 
the position of the axels of a road trailer 20 is desirable, for 
instance, When a heavy load is carried or during thaW and 
freeZe periods. In this respect, and to avoid reinstalling the 
skirt panel 32 in various positions on the road trailer 20, it 
might be desirable to install the skirt panel 32 in respect With 
the forWardmost possible position of the axels of the road 
trailer 20. That Would prevent to remove and reposition the 
skirt panel 32 When the trolley’s 16 position is modi?ed. 
[0065] The road trailer Wheels 26 are mounted on a road 
trailer buggy 16 adapted to move the Wheels 26 along a 
portion of the road trailer’s length to distribute the Weight of 
the road trailer 20 in a desired fashion. The skirt assembly 30 
is preferably permanently secured to the road trailer 20 taking 
in consideration the forWardmo st position of the trailer buggy 
16. The gap betWeen the skirt panel 32 and the road trailer’s 
Wheels 26 is hoWever increased When the trailer buggy 16 is 
move toWard the rear of the road trailer 20 thus likely reduc 
ing the aerodynamic e?iciency of the skirt assembly 30. The 
present invention provides a skirt panel extension module 33 
adapted to reduce the gap betWeen the skirt panel 32 and the 
road trailer’s Wheels 26 to prevent any aerodynamic e?i 
ciency reduction. The skirt panel extension modules 33 are 
secured to the road trailer in a similar fashion. The skirt panel 
extension module 33 can be provided in various lengths to ?ll 
gaps of various siZes. They can also be provided as skirt panel 
extension modules 33 kit. An alternate embodiment provides 
a sliding skirt panel extension 33 that is permanently secured 
to the road trailer 20 and extendable to the desired length 
When the trailer buggy 16 is moved. 
[0066] A skirt panel extension 33, illustrated on FIG. 6, can 
alternatively be added betWeen the skirt panel 32 and the 
Wheels 26 When the axles of the road trailer 20 are located in 
a rearWard position leaving an increased distance therebe 
tWeen to improve the aerodynamic e?iciency of the skirt 
assembly 30. A reasonable distance betWeen the skirt panel 
32 and the Wheels 26 could be betWeen about 15 centimeters 
and about 30 centimeters although a shorter distance, or even 
a superposition of the skirt panel 32 (or skirt panel module(s) 
33) over the Wheel 26, can be achieved. 
[0067] FIG. 5 is a top elevational vieW of the road trailer 
frame 22. As mentioned above, it can be appreciated from 
FIG. 5 that the skirt panel 32 is disposed inWardly on the 
forWard portion of the road trailer 20 and is progressively 
located on the edge of the road trailer’s Wall 28 toWard the rear 
end of the road trailer 20. A departure angle support 60 and a 
cooperating forWard angle support 64 are secured to the road 
trailer to correctly locate the skirt panel 32 on the road trailer 
20. The departure angle support 60 and the forWard angle 
support 64 are installed on the trailer 20 prior to install the 
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skirt panel 32. The rear portion 36 of the skirt panel 32 is 
secured to the road trailer 20 up to the departure angle support 
60 and then the skirt panel 32 is bent to reach the forward 
angle support 64 and secured thereto. That bent locates the 
skirt panel 32 to the road trailer 20 and de?nes the shape of the 
skirt panel 32 With the desired progressive proximal bent. The 
remaining angle support 62 and resilient struts 42 are 
installed thereafter to further secure the assembly. 
[0068] The rear portion 36 of the skirt panel 32 is intended 
to be secured to the road trailer to leave only a minimum gap 
With the road trailer Wheels 26 to improve the aerodynamic 
ef?ciency of the skirt assembly 30. The skirt panel 32 extends 
to the front of the road trailer 20 and de?nes a curve portion on 
its front portion 34. A long skirt 32 appears to be more 
el?cient than a shorter skirt panel 32 and should therefore 
extend as far as possible to the front of the road trailer 32. 
HoWever, for reasons of complexity, the front portion 34 of 
the skirt panel 32 is likely to stop at the trailer supports 14. It 
is nonetheless encompassed by the present invention that the 
skirt panel 32 alternatively extends in front of the trailer 
supports 14. 
[0069] In an embodiment of the invention adapted to ?t a 
standard 16.1 meters (53 feet) road trailer 20 the forWard end 
of the departure angle support 60 is located at a distance dl 
from the forWard end of the skirt panel 32. A forWard angle 
support 64 is secured to the frame at a distance d2 from the 
side edge of the road trailer 20. Distance dl is about betWeen 
1.5 meter and 3 meters, preferably about betWeen 2 meters 
and 2.5 meters and most preferably about betWeen 2.1 meters 
and 2.4 meters. Distance d2 is about betWeen 0.20 meter and 
0.40 meter, preferably about betWeen 0.25 meter and 0.35 
meter and mo st preferably about 0.27 meter and 0.32 meters. 
More precisely, distance dl is preferably about 2.29 meters 
and distance d2 is preferably about 0.31 meter in a preferred 
embodiment. Corresponding angle supports 40 and resilient 
struts 42 are installed to further secure the skirt panel 32 at the 
desired position. 
[0070] A left side elevational vieW schematically illustrat 
ing, on FIG. 6, the overall siZe of the skirt panel 32. Length d3 
of the skirt panel 32 is about betWeen 5 meters and 9 meters, 
preferably about betWeen 6 meters and 8 meters and most 
preferably about betWeen 6.5 meters and 7.5 meters. The 
height d4 of the skirt panel 32 is about betWeen 0.5 meter and 
1 meter, preferably about betWeen 0.6 meter and 0.9 meter 
and most preferably about betWeen 0.7 meter and 0.8 meter. 
And the forWardmost height d5 of the skirt panel 32 is about 
betWeen 0.3 meter and 0.7 meter, preferably about betWeen 
0.4 meter and 0.6 meter and most preferably about betWeen 
0.45 meter and 0.5 meter. More precisely, distance d4 is pref 
erably about 0.76 meter and distance d5 is preferably about 
0.48 meter in a preferred embodiment. 
[0071] Alternate embodiments providing a skirt assembly 
siZed and designed to ?t road trailers of different lengths can 
be inferred from the dimensions discussed above. For 
instance, a skirt assembly can be designed to ?t a 14.6 meters 
(48 feet) road trailer 20 or any other road trailer 20 siZes and 
lengths. 
[0072] As further illustrated on FIG. 6, the skirt panel 32 is 
provided With a series of holes 35 used to connect the skirt 
panel 32 to the road trailer 20. The series of holes 34 disposed 
on the upper portion of the skirt panel 32 is used to connect the 
skirt panel 32 to the frame 22 of the trailer 20 Whereas, in a 
similar fashion, the series of holes 35 disposed on the bottom 
portion of the skirt panel 32 is used to connect the skirt panel 
32 to the skirt connecting portion 48 of the resilient strut 42 
that is connected to the frame member 23 of the trailer via the 
trailer connecting portion 46 of a resilient strut 42. The skirt 
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connecting portion 48 and the trailer connecting portion 46 
are provided With respective series of holes 35 to receive 
fasteners therein. The holes 35 can be factory pre-drilled or 
can be drilled during installation to ensure desired customi 
Zation. Rivets or bolts are placed in the holes 35 to secure the 
skirt panel 32 to the trailer frame 22 or the support assembly. 
Other appropriate fastening mechanism variations Well 
knoWn in the art are encompassed by the present disclosure 
and can be used Without departing from the scope of the 
invention. 

[0073] An opening 70 is de?ned in the skirt panel 32 to 
alloW access to an optional fuel tank disposed on the road 
trailer 20 to fuel an onboard generator or freeZer. Such a fuel 
tank is commonly disposed under the ?oor 22 of the road 
trailer 20 and is most likely hidden by the skirt assembly 30. 
The opening is siZed, designed and located on the skirt panel 
32 to alloW access to the fuel tank. A door (not illustrated) can 
optionally be added to close the opening 70. 
[0074] Turning noW to FIG. 7 Where is illustrated the resil 
ient struts 42 and angles support 40 assembly With the frame 
22 and the skirt panel 32. The rear elevational vieW shoWs that 
the front portion 34 of the skirt panel 32 is proximally 
recessed from the left lateral side of the trailer 20 by, illustra 
tively, about 30 centimeters. It can also be appreciated that the 
skirt panel 32 is held to the road trailer frame 22 via the series 
of angled support 40 on its upper portion. The loWer portion 
of the skirt panel 32 is connected to the trailer connection 
portion 46 ofthe resilient strut 42 at an angle (x1, Which is an 
angle of about 450 in the present illustrative embodiment and 
could be different Without departing from the present descrip 
tion. 

[0075] In one embodiment, the resilient strut 42 has a rect 
angular section and is made of composite material. Recom 
mended multilayer composite material, or reinforced thermo 
plastic manufactured by Transtex Composites Inc is used in 
the present embodiment. The composite material forming the 
resilient struts 42 of the illustrative example is shaped in a 
rectangular section to alloW the resilient strut 42 to bend When 
the skirt panel 32 is pushed toWard the center of the road 
trailer 20 (proximally) When, for instance, contacting an 
obstacle or having a force applied thereon. The resilient strut 
42 bends, alloWing a signi?cant displacement of the bottom 
portion of the skirt panel 32, is adapted to retrieve its original 
position When the force is removed from the skirt panel 32. 
The resilient strut 42 is preferably made of a one-piece mate 
rial Where both ends are slightly angled 44 to evenly contact 
the skirt panel 32 and the road trailer frame member 23. In so 
doing, no additional intervening parts are required betWeen 
the resilient strut 42 and both the skirt panel 32 and the road 
trailer frame member 23. 

[0076] The resilient struts 42 of the present embodiment is 
about 4 millimeters thick and can reach a radius of 20 centi 
meters Without going into plastic deformation or breaking. 
Generally, the thinner the resilient strut 42 is, the shorter Will 
be its maximum radius of curvature. A lateral proximal dis 
placement of about 60 centimeters of the bottom portion of 
the skirt panel 32 is possible. The loWer portion of the skirt 
panel 32 can even reach, under certain circumstances, a posi 
tion parallel With the trailer 20 ?oor. The skirt assembly 30 
and the skirt panel 32 Will recover their original positions 
When the force causing the bending is removed. Further, the 
bending of the resilient struts 42 provides energy absorption 
in case of impact from another vehicle for example. It can be 
noted that a distal displacement of the skirt panel 32 is pos 
sible. A distal displacement of the skirt panel 32 Will occur 
When a properly directed force is applied to the skirt panel 32 
to bend the skirt panel 32. 
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[0077] FIGS. 8 and 9 depict With more details the connec 
tion mechanism between the resilient struts 42 and the trailer 
frame members 23. One of the resilient strut 42 ends is jux 
taposed on the loWer surface of the road trailer frame 22 . A set 
of holes, identi?ed With holes axes 54, are used to fasten tWo 
clamps 4, one on each side of the frame 22, to secure the 
resilient strut 42 to the road trailer frame 22. The clamps 50 
are illustratively made of a shaped stainless steel plate mate 
rial to prevent corrosion. 
[0078] FIG. 10 illustrates the connection betWeen the resil 
ient strut 42 and the skirt panel 32. The end of the resilient 
strut 42 is positioned to the surface of the skirt panel 32 and 
secured thereto. Any types of fasteners 56 can be used to 
fasten both parts together. Rivets are preferably used although 
a bolt could also ?t into the holes 54 performed in the skirt 
panel 32 and the resilient strut 42, and illustrated With hole 
axes 54 to secure the assembly. Glue or resin could altema 
tively be applied betWeen the resilient strut 42 and the skirt 
panel 32 to secure the resilient strut 42 and the skirt panel 32 
together and is also encompassed by the present invention. 
[0079] FIG. 11 shoWs the assembly betWeen the upper por 
tion of the skirt panel 32 and one of the angled supports 40. 
The angle support 40 is disposed next to the edge of the road 
trailer 20 to position the exterior surface of the skirt panel 32 
signi?cantly co-planar With the lateral Wall of the road trailer 
20. Again, any types of fasteners can be used to fasten both 
parts together. Rivets are preferably used but a bolt could also 
?t into the holes 34 in the skirt panel 32 and the angled support 
40 to secure the assembly. Here again, glue or resin could 
alternatively be applied betWeen the angle support 40 and the 
skirt panel 32 to permanently secure the angle support 40 and 
the skirt panel 32 together. 
[0080] FIG. 12 and FIG. 13 illustrate an alternate embodi 
ment Where the resilient strut 42 is ?xed to the trailer frame 22 
and the skirt panel 32 differently. Instead of installing the 
resilient strut 42 With both ends slightly angled to mate With 
the skirt panel 32, both ends of the resilient strut 42 are further 
angled to contact the skirt panel 32 from the opposite side. 
This alternate layout assembly reduces the stress on the resil 
ient strut 42, When the skirt panel 32 is de?ected, for instance, 
under a force F, by expending the radius of curvature of the 
resilient strut 42 throughout the resilient strut 42 ergo signi? 
cantly reducing local stress points in the resilient strut 42. 
[0081] In another unillustrated embodiment, the section of 
the resilient strut 42 has a shape adapted to increase its stiff 
ness. A “U” shape resilient strut 42 can be manufactured. 
Alternatively, an embossed portion on a planar shaped resil 
ient strut 42 can also be manufactured. Preferably the selected 
shape should prevent dirt and road debris to keep stuck on the 
resilient strut 42. The shape can also be uneven along the 
length of the resilient strut 42 to provide an uneven ?ex to the 
resilient strut 42. 
[0082] As Would be appreciated by those skilled in the art, 
in vieW of the present speci?cation, the nature of the material 
used to build the skirt panel 32 and the resilient strut 42 can 
vary. These materials are also contemplated to fall Within the 
scope of the invention if they lead to the ?exibility and resil 
ience required to build a resilient skirt assembly 30. 
[0083] Turning noW to FIG. 14 and FIG. 15, illustrating the 
road tractor 10 and the road trailer 20. In this embodiment the 
skirt panel 32 is constructed With a plurality of skirt panel 
modules 80. A skirt module 86 is adapted to be pivoted about 
hinges 84 to give access under the road trailer 20. A support 
member 82 is also provided to maintain the skirt panel mod 
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ule 86 in its opened position. The support member 82 being 
composed of a suspension means and a damper means. 
[0084] While the invention has been described in connec 
tion With What is presently considered to be the most practical 
and preferred embodiments, it is to be understood that the 
invention is not to be limited to the disclosed embodiments 
and elements, but, to the contrary, is intended to cover various 
modi?cations, combinations of features, equivalent arrange 
ments, and equivalent elements included Within the spirit and 
scope of the appended claims. Furthermore, the dimensions 
of features of various components that may appear on the 
draWings are not meant to be limiting, and the siZe of the 
components therein can vary from the siZe that may be por 
trayed in the ?gures herein. Thus, it is intended that the 
present invention covers the modi?cations and variations of 
the invention, provided they come Within the scope of the 
appended claims and their equivalents. 
What is claimed is: 
1. An aerodynamic skirt adapted to be installed on a trailer, 

the aerodynamic skirt comprising a skirt panel de?ning a 
surface adapted to direct air?oW around the trailer, the skirt 
panel being made of a single part of sheet material. 

2. The aerodynamic skirt of claim 1, Wherein the skirt panel 
is resilient Whereby the skirt panel is adapted to bend When a 
load is applied thereon and to recover its original shape When 
the load is removed. 

3. The aerodynamic skirt of claim 1, Wherein the skirt panel 
is adapted to be mounted on the trailer With a curve layout. 

4. The aerodynamic skirt of claim 1, Wherein the skirt panel 
has a ?at shape at rest When it is not mounted on the trailer. 

5. The aerodynamic skirt of claim 1, Wherein the skirt panel 
is made of composite materials. 

6. The aerodynamic skirt of claim 5, Wherein the composite 
materials has a loW thermal expansion coef?cient preventing 
Waving of the skirt panel When the skirt panel is installed on 
a trailer. 

7. The aerodynamic skirt of claim 1, Wherein the skirt panel 
is adapted to receive securing struts thereto. 

8. The aerodynamic skirt of claim 7, Wherein a series of 
predrilled holes is provided on the skirt panel to secure the 
securing members thereto. 

9. The aerodynamic skirt of claim 1, Wherein the skirt panel 
de?nes a curved portion adapted to substantially mirror a 
shape of a trailer Wheel and helps reducing a gap betWeen the 
skirt panel and the trailer Wheel When the skirt panel is 
mounted on the trailer. 

10. The aerodynamic skirt of claim 1, Wherein the skirt 
panel de?nes an opening therein. 

11. A method of manufacturing a skirt panel comprising: 
providing a sheet of material; and 
cutting the sheet of material to create a single part skirt 

panel. 
12. An aerodynamic skirt kit comprising: 
a single part skirt panel; and 
a plurality of struts adapted to secure the skirt panel to a 

trailer. 
13. The aerodynamic skirt kit of claim 12, Wherein the skirt 

panel de?nes an opening therein. 
14. The aerodynamic skirt kit of claim 12, further compris 

ing a securing mechanism. 
15. The aerodynamic skirt kit of claim 12, further compris 

ing a plurality of angle support. 

* * * * * 


