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(57) ABSTRACT 

An accessory communicates With a PMD to store tags asso 
ciated With broadcasts in a ?le maintained in a storage 
medium of the accessory. In one embodiment, the accessory 
sends a command to the PMD to create or open a tag ?le that 
resides on the PMD. Once opened, the tag ?le is held open by 
the PMD until the accessory closes it (or disconnects), alloW 
ing multiple tags to be Written to one ?le. Each time the user 
requests a neW tag, the accessory generates a tag containing 
information descriptive of the broadcast material (e.g., song 
title, artist, radio station identi?er, time of tagging, etc.) and 
Writes the tag to the tag ?le using a Write command to the 
PMD. 

132 124 

130 UgER ACCESSORY 
104 

l INTERFACE — 

TAG 
EXTRACTION | 

| CoNTENT 
RECEIvER x EXTRACTION 

TAG STORE 122 T54 [ 
| 128 

PMD 

INTERFACE \136 / 

/K126 





Patent Application Publication May 27, 2010 Sheet 2 0f 15 US 2010/0131567 Al 

%\ GIT 

o: w: 

5%: 

mzHwzm mmmD V6<m>5¢ 41 \? @265 
54555 2:20 

% 5w: 9 E 54555 1% mw<mo._.m 0E2 wow N: 

m: 

@9205 @2 % 

$2: $82 



Patent Application Publication May 27, 2010 Sheet 3 0f 15 US 2010/0131567 A1 

146 

FIG. 1C 
FIG. 1F FIG 16 

BROADCAST MEDIUM 

FIG. 1.900 
170 

// 

Media Asset 
Delivery Service 

\‘ 172 178 



Patent Application Publication May 27, 2010 Sheet 4 0f 15 US 2010/0131567 A1 

200 

Name Type Description 
Name string Name (title) of the track 
Artist string Name of the artist 

Album string Name (title) of the album 
TimeStamp date Date and time track was tagged 

Trackldenti?er mteger, string Unique identi?er assigned to track by 
relevant authority 

Country string 2-Ietter ISO country code for the 
country where broadcast source is 
located 

stationFrequency String Operating frequency of the station 
(source of the broadcast) 

CallLetters string Call letters for the station 

DMA string Dominant market area of the station 

Network String Network or group with which the 
broadcast source is af?liated 

TimeLockStatus integer Broadcast source’s time lock status 

StreamlD integer Broadcast source's stream identifier 

URL string URL associated with broadcast source 

Affi|iate|D integer Unique identi?er of the broadcast 
source assigned by media asset 
management/download service 

podcastFeedURL String URL for a podcast associated with the 
program 

ProgramType string The program type 

Ambiguous-[rack integer B00|ean Va|Ue ambiguity exists as to which track was 

tagged 
ButtonPressed integer For tags with AmbiguousTrack, 

indicates whether the track was 
actually playing when the tag was 
requested 

FIG. 2 
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HD Radio HD Radio HD Radio Satellite 
Information Type EPF PSD SIS SIG RDS PAD 

STATION INFORMATION 

Frequency NA NA 
HD Station NA NA 

Station Name \/ \/ \/ 

Station Genre \/ 

Call Letters \/ 

Station Tagline \/ 
Program Name \/ \/ \/ 

DJ Name NA NA 

Station Message \/ 
Station DMA / 

Af?liate ID \/ 

SONG INFORMATION 

Title \/ \/ / 

Artist \/ \/ / 

Album \/ \/ 

Local Time \/ 

Local Date \/ 

MATCHING INFORMATION 

ADAM_ID \/ \/ 
UPC \/ \/ 

ISRC \/ \/ 

AMG Track ID \/ \/ 

FIG. 3 
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TAGGING MEDIA ASSETS, LOCATIONS, AND 
ADVERTISEMENTS 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

[0001] This application is a continuation of US. patent 
application Ser. No. 1 1/961, 127, ?led Dec. 20, 2007, Which in 
turn claims priority to and the bene?t of each of the following 
?ve U.S. PatentApplications: US. patent application Ser. No. 
11/210, 1 72, ?led Aug. 22, 2005; US. Patent Application No. 
60/876,857, ?led Dec. 22, 2006; US. Patent Application No. 
60/ 923,439, ?led Apr. 12, 2007; US. Patent Application No. 
60/916,766, ?led May 8, 2007; and US. Patent Application 
No. 60/957,648, ?led Aug. 23, 2007. The entire disclosure of 
each of these applications is incorporated herein by reference 
in its entirety. 

FIELD OF THE INVENTION 

[0002] The present invention relates generally to receiving 
broadcasts and in particular to systems and methods for com 
municating and storing information associated With data 
Within a broadcast. 

BACKGROUND OF THE INVENTION 

[0003] Users listen to, Watch or otherWise receive broad 
casts in a variety of contexts. For example, it is common to 
listen to the radio broadcast While driving, riding public tran 
sit, exercising, hiking, doing chores, or the like. Additionally, 
users noW are more often using Global Positioning and other 
broadcast-based location services for navigation and recre 
ation. 
[0004] In the case of radio, the user may hear a song he or 
she likes but might not hear or be able to remember the title of 
the song or the name of the artist. Or a user might see a portion 
of a television (“TV”) broadcast that seems interesting but not 
catch the name of the program, or the store that sells a product 
in an advertisement. Or the user might be driving using an 
navigation system, and see a restaurant or store that looks 
interesting on route to another destination. 
[0005] Often, even When identifying information is pro 
vided, the user might not have ready access to a pen or paper 
to Write doWn the information (e. g., When driving) and might 
not be able to remember it later. This can make it dif?cult for 
users Who Want to acquire interesting content to locate the 
content later. 

[0006] Accordingly, What is desired are improved methods 
and apparatus for solving the problems discussed above. 
Additionally, What is desired are improved methods and 
apparatus for reducing some of the draWbacks discussed 
above. Thus, it Would therefore be desirable to provide 
improved techniques to facilitate communication and storing 
of information about broadcasts. 

BRIEF SUMMARY OF THE INVENTION 

[0007] In accordance With some embodiments of the 
present invention, a portable media device and/or an acces 
sory coupled thereto can be used to collect and store infor 
mation about broadcasts received by the portable media 
device and/ or accessory. The collected information, referred 
to herein as a “tag,” can encompass any type of data that 
facilitates identi?cation of a particular broadcast (e.g., a song 
in the case of music broadcasts, a podcast, an episode of a TV 
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program, a location associated With a GPS signal, a store/ 
product/ good/ service associated With an advertisement, and 
the like). 
[0008] In some embodiments, the portable media device 
can be coupled to an accessory that is capable of receiving 
broadcasts. The broadcast can include broadcast content as 

Well as metadata identifying the content (e.g., track title, 
location, store/ product) and/ or the broadcaster. The accessory 
can capture the metadata (and/or a portion of the broadcast 
content itself) and provide the metadata (and/or content) as a 
tag to the portable media device, either in response to a user 
command or automatically. 

[0009] The portable media device may accept input indica 
tive of a user’s desire to tag data associated With a broadcast. 
In response to the input, the media device may use the data to 
generate a tag. The tag may be stored either locally in the 
media device and/ or uploaded to another device (such as, e. g., 
an accessory, a central server, personal computer, etc.). The 
tag may include various amounts of identifying information 
about the broadcast and any information or media content 
associated With the broadcast. 

[0010] A tag associated With the data tag may be used to 
perform a number of different actions by a number of differ 
ent systems. For example, a tag may be used to obtain addi 
tional information, advertisements, and/or access to (e.g., 
purchase, receive for free, etc.) media content. The media 
device may also use the tag to obtain additional information, 
advertisements, and/or access to (e.g., purchase, receive for 
free, etc.) non-media information. Media channels (such as 
radio stations and related data) can also be searched for and 
identi?ed based on a tag. Lists of media associated With tags 
can also be compiled and displayed by the media device or 
any other device. 

[0011] In some embodiments, the media device is electri 
cally coupled to another device, such as a radio dock, radio 
adapter, host device, etc. The other device can then receive a 
broadcast signal and/or data associated With the signal, and 
provide signal and/or data to the media device. The other 
device may also be used to tag data and generate tags. The 
media device may then doWnload the tags from the other 
device. 

[0012] The media device may also receive a number of 
other signals from various other devices and sensors and 
generate data tags based on the other signals. For example, the 
media device can receive a location signal, such as, e.g., a 
GPS signal. The media device can generate a tag associated 
With the location signal in response to a user input to do so. 
The data tag can be stored and/or uploaded to another device. 

[0013] Any tag discussed herein may be used to generate 
other types of information that can be presented to the user. 
For example, marketing and advertising information can be 
generated based on data tags. As another example, user pro?le 
and personaliZed information (e.g., personaliZed Websites, 
etc.) can be generated using data tags. 
[0014] In some embodiments, the user can connect the 
portable media device, e. g., via a netWork, to an asset delivery 
service, alloWing stored tags to be communicated to the asset 
delivery service. The user can then interact With the asset 
delivery service to sample and/or acquire (e.g., doWnload) 
media content, location information, maps, store informa 
tion, restaurant menus, product information and revieWs, and 
the like corresponding to the tags. 
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[0015] A further understanding of the nature and the advan 
tages of the inventions disclosed herein may be realized by 
reference of the remaining portions of the speci?cation and 
the attached drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0016] In order to more fully understand the present inven 
tion, reference is made to the accompanying drawings. 
Understanding that these drawings are not to be considered 
limitations in the scope of the invention, the presently 
described embodiments and the presently understood best 
mode of the invention are described with additional detail 
through use of the accompanying drawings. 
[0017] FIGS. 1A and 1B illustrate a portable media device 
(“PMD”) systems for tagging broadcast content according to 
an embodiment of the present invention. 
[0018] FIGS. 1C-1G illustrate a few of the many possible 
con?gurations of a PMD and accessory according to various 
embodiments of the present invention. 
[0019] FIG. 2 is a table listing examples of metadata that 
can be captured by an accessory and/or a PMD according to 
an embodiment of the present invention. 
[0020] FIG. 3 is a table identifying some types of metadata 
?elds that may be supported by various broadcast data ser 
vices. 

[0021] FIGS. 4A and 4B illustrate systems in which a PMD 
uses two or more communication networks in an integrated 
manner in accordance with one embodiment of the present 
invention. 
[0022] FIG. 4C illustrates a hierarchical XML dictionary 
?le that can be used to store tags according to an embodiment 
of the present invention. 
[0023] FIG. 5 is a simpli?ed method for tagging a broadcast 
in accordance with one embodiment of the present invention. 
[0024] FIG. 6 illustrates a ?owchart that obtains and sug 
gests data to the user in accordance with one embodiment of 
the present invention. 
[0025] FIG. 7 illustrates a ?owchart of a method for tagging 
a physical location in accordance with one embodiment of the 
present invention. 
[0026] FIG. 8 illustrates a ?owchart associated with gener 
ating and utiliZing advertisement tags in accordance with one 
embodiment of the present invention. 
[0027] FIG. 9 illustrates a ?owchart for tagging advertise 
ments in accordance with an embodiment of the present 
invention. 
[0028] FIG. 10 illustrates a ?owchart for customiZing or 
marketing content provided to users based on tags in accor 
dance with embodiments of the invention. 
[0029] FIG. 11 illustrates a ?owchart for recognizing that 
assets have already been tagged in accordance with embodi 
ments of the invention. 
[0030] FIG. 12 is a diagram of an information communica 
tion system incorporating tagging features according to an 
embodiment of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

[0031] In accordance with some embodiments of the 
present invention, a portable media device and/or an acces 
sory coupled thereto can be used to collect and store infor 
mation about broadcasts received by the portable media 
device and/ or accessory. The collected information, referred 
to herein as a “tag,” can encompass any type of data that 

May 27, 2010 

facilitates identi?cation of a particular broadcasts (e.g., a 
song in the case of music broadcasts, a podcast, an episode of 
a TV program, a location associated with a GPS signal, a 

store/product/ good/ service associated with an advertisement, 
and the like). 
[0032] In some embodiments, the portable media device 
can be coupled to an accessory that is capable of receiving 
broadcasts. The broadcast can include broadcast content as 

well as metadata identifying the content (e.g., track title, 
location, store/ product) and/ or the broadcaster. The accessory 
can capture the metadata (and/or a portion of the broadcast 
content itself) and provide the metadata (and/or content) as a 
“tag” to the portable media device, either in response to a user 
command or automatically. 

[0033] In some embodiments, the user can connect the 
portable media device, e. g., via a network, to an asset delivery 
service, allowing stored tags to be communicated to the asset 
delivery service. The user can then interact with the asset 
delivery service to sample and/or acquire (e.g., download) 
media content, location information, maps, store informa 
tion, restaurant menus, product information and reviews, and 
the like corresponding to the tags. 
[0034] As used herein, a “broadcast” refers generally to 
real-time distribution of content (e.g., audio and/or visual 
data, location data, product information, etc.) via a wired or 
wireless medium to an arbitrary number of receivers that may 
be tuned in to receive it. Broadcast media can include, e.g., 
over-the-air radio or television (TV), satellite radio or TV, 
cable TV or music services, Internet streaming broadcasts, 
podcasts, satellite broadcasts, ?ber optic distribution, and the 
like. Broadcast data may be transmitted in analog, digital 
and/or hybrid forms as is known in the art. In general, a 
receiver does not control when a broadcast begins or ends, 
although some receivers (e.g., audio or video recorders) may 
be able to store broadcast content for later presentation to a 
user. 

[0035] Broadcasts of music and television can generally be 
divided into “tracks,” where a track is simply a subset of the 
broadcast content that is logically regarded as a unit. For 
example, each song played by a radio station can be a track. A 
broadcast advertisement could also be a track. An episode of 
a TV series canbe a track, or different segments of the episode 
(separated, e. g., by commercial breaks) can each be a track. A 
program such as a talk show can be treated as a single track or 
divided into multiple tracks, e.g., based on the topics covered, 
the segmentation of the program due to advertisements, or the 
like. In some instances, an entire broadcast (e.g., a podcast) 
may be identi?ed as a single track. In some embodiments 
described herein, a track can be identi?ed based on metadata 
created and embedded in the broadcast, e. g., by an originator 
of the broadcast; when some or all of the metadata changes, a 
new track is indicated. A suitably con?gured receiver can 
detect and extract this metadata from the received broadcast 
and thereby determine when a track begins or ends. 

[0036] A “portable media device” (or “PMD”) as used 
herein refers generally to any electronic device with the capa 
bility of storing and playing media assets, including but not 
limited to audio assets, video assets, still images, and the like. 
The portable PMD can be connected to an accessory that 
includes a receiver, which can be any device capable of 
receiving a broadcast via any applicable medium (e.g., as 
listed above). Alternatively, a receiver can be integrated into 
the PMD. 
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[0037] In accordance With some embodiments of the 
present invention, the PMD can be operated to store a tag 
representing a broadcast track received by the receiver. As 
used herein, the term “tag” can encompass any type of data 
that facilitates identi?cation of a particular track. Examples 
include: track-identifying metadata that is broadcast in asso 
ciation With the track; a captured portion of the broadcast 
content that can be analyZed and compared to knoWn samples 
of tracks; and/ or information identifying a source and time of 
the broadcast that can later be matched to a listing of the 
source’s broadcasting activity. The tag can be provided to a 
media asset management and/ or delivery service that sells or 
otherWise distributes media assets including the tagged 
tracks; examples of such services include the iTunesTM ser 
vice provided by Apple, Inc., the Y! MusicTM Unlimited ser 
vice provided by Yahoo!, Inc., or the ZuneTM Marketplace 
provided by Microsoft Corp. The media asset management 
and/ or delivery service can use the tag to identify and provide 
access to the track and/or related information. For example, 
the user of a portable PMD that has stored tags may connect 
to the service and thereupon be prompted to doWnload a 
tagged track, experience a previeW of a tagged track, or the 
like. 

Systems for Tagging Broadcasts 

[0038] FIG. 1A illustrates PMD system 100 for tagging 
broadcast content according to an embodiment of the present 
invention. System 100 includes PMD 102 coupled to acces 
sory 104, Which is capable of receiving broadcasts. In one 
embodiment, PMD 102 can be, e.g., an iPodTM or iPhoneTM 
PMD produced by Apple, Inc., and accessory 104 can be any 
device that is capable of receiving broadcasts and communi 
cating With PMD 102, such as a suitably con?gured radio 
receiver (e. g., FM, AM or satellite radio in standard or hybrid 
digital (“HD” formats)), an HDTV-capable receiver or the 
like. 
[0039] In this embodiment, PMD 102 can include storage 
device 106, storage interface engine 108, playback engine 
110, user interface engine 112, display 114, audio output 
device 116, user input control(s) 118, and accessory interface 
120. In one embodiment, display 114 can include, e.g., an 
LCD screen, and audio output device 116 can include, e.g., a 
conventional headphones jack and/or one or more speakers. 
User input control(s) 118 can include, e.g., one or more but 
tons, touch pads, touch screens, scroll Wheels, click Wheels, 
or any other control(s) capable of generating electrical signals 
corresponding to manipulations of the control(s) by a user. 
[0040] User interface engine 112 can include any combi 
nation of circuitry and/ or softWare that enables a user to 
control operation of PMD 102. In one embodiment, user 
interface engine 112 receives user inputs from user input 
control(s) 118 and provides corresponding commands to stor 
age interface 108 and/ or playback engine 110. User interface 
engine 112 also receives data from storage interface 108 
and/ or playback engine 110 and provides corresponding out 
put to a user via display 114 and/or audio output device 116. 
In some embodiments, user interface engine 112 also delivers 
media content from playback engine 108 to display 114 and/ 
or audio output device 116. User interface engine 112 in some 
embodiments can also receive user input related to tagging of 
broadcast tracks, as described beloW. 
[0041] Storage device 106 can be used to store information 
including media assets (e.g., music, video, podcasts, photos 
or other still images, etc.) as Well as tags associated With 
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broadcast tracks, as described beloW. Storage device 106 can 
include, e.g., magnetic or optical disk, ?ash memory, or any 
other storage medium that supports storage of data for an 
arbitrary period of time (e.g., until deleted by a user). Storage 
interface engine 108 can include any combination of circuitry 
and/or softWare that manages access to storage device 106. In 
one embodiment, storage interface engine 108 supports read 
ing from and Writing to storage device 106. 
[0042] Playback engine 110 can include any combination 
of circuitry and/or softWare that manages playback of media 
assets stored in storage device 106 and, in some embodi 
ments, playback of broadcast content received by accessory 
104. In some embodiments, playback engine 110 responds to 
commands from user interface engine 112 and/ or commands 
delivered from an accessory via accessory interface 120. 
[0043] Accessory interface module 120 can include a con 
nector providing mechanical and/ or electrical coupling to 
accessory 104. In some embodiments, a “Wired” couplingi 
e.g., a direct connection or a connection via a suitable cablei 

may be provided. Alternatively, accessory interface module 
120 can implement a Wireless connection (e.g., using Blue 
tooth or other Wireless connection protocols). Accessory 
interface module 120 can also include other hardWare com 
ponents (e.g., logic circuits) and/or softWare components to 
interpret signals received from accessory 104 and/or to gen 
erate signals to be transmitted to accessory 104. Such signals 
may represent, e.g., commands and/ or data being exchanged 
betWeen PMD 102 and accessory 104, including commands 
and/or data related to tagging of broadcast tracks as described 
beloW. 
[0044] Aspects of storage interface engine 108, playback 
engine 110, user interface engine 112, and accessory interface 
120 can be implemented, e.g., using softWare programs run 
ning on one or more suitably con?gured microprocessors or 
microcontrollers (not explicitly shoWn). Other implementa 
tions are also possible; for instance, some or all of storage 
interface engine 108, playback engine 110, user interface 
engine 112, and/or accessory interface 120 might be imple 
mented on different, interconnected processors. 
[0045] Accessory 104 can be any accessory capable of 
receiving broadcasts. In the embodiment of FIG. 1A, acces 
sory 104 includes receiver component 122 coupled to antenna 
124 and/or cable 126, content extraction engine 128, tag 
extraction engine 130, user interface 132, tag store 134, and 
PMD interface 136. 
[0046] Receiver component 122 can be used to receive 
broadcasts via one or more media; any broadcast medium or 
combination of media can be supported. In this example, 
receiver component 122 can connect to antenna 124, Which 
can be capable of detecting broadcasts via a Wireless medium 
(e.g., PM or AM radio in standard and/or HD formats, over 
the-air TV, satellite TV or radio, WiFi, cellular communica 
tion netWork, etc.). Receiver component 122 can also connect 
to cable 126 and thus be capable of receiving broadcasts via a 
Wired medium (e.g., cable TV service, Wired Internet connec 
tion, or the like). Receiver component 122 may include any 
hardWare and/or softWare elements usable to extract broad 
cast data from Wired and/or Wireless media as desired; the 
particular components Will depend on the medium (or media) 
supported. Any combination or sub-combination of Wired 
and/or Wireless media can be supported. 
[0047] Receiver component 120 can deliver signals corre 
sponding to received broadcasts to content extraction engine 
128 to deliver media content. Content extraction engine 128 
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can include appropriate decoding and processing components 
to extract audio and/or video signals from a received broad 
cast; these components can generate analog and/or digital 
signals suitable for driving video and/or audio output devices 
(not explicitly shoWn in FIG. 1A), such as display devices 
and/or speakers. Such output devices can be integrated into 
accessory 104 or supplied as external components coupled to 
accessory 104 via suitable connections. In addition or alter 
natively, content extraction engine 128 can deliver extracted 
content to PMD 102 via player interface 136, and PMD 102 
can play the content via its oWn output devices. In other 
embodiments, an accessory 104 can be con?gured to select 
ably deliver media content to either media output devices 
connected to content extraction module 128 or PMD 102 or 
both. Thus, accessory 104 can operate While connected to 
PMD 102 and can also operate in a standalone mode (i.e., not 
connected to PMD 102). 
[0048] User interface 132 of accessory 104 can provide 
input and/or output devices to alloW a user to control the 
operation of receiver 122, content extraction engine 128, 
and/ or tag extraction engine 130. For example, user interface 
132 can include a button that a user can operate to instruct tag 
extraction engine 124 to capture or record the metadata for a 
currently playing track. Other buttons may alloW the user to 
select broadcast sources and/or channels for receiver 122, 
adjust volume and/or picture settings, and so on. 
[0049] Receiver component 122 also communicates With 
tag extraction engine 130. Tag extraction engine 130 captures 
tag information associated With broadcast content and pro 
vides the tag information to tag storage area 134. Tag storage 
area 134 can be used to store tags that a user ofaccessory 104 
might opt to capture at times When accessory 104 is operating 
in standalone mode. Tag storage area 134 can be implemented 
using nonvolatile storage (e.g., magnetic or optical disk, ?ash 
memory or other storage media) and can thus store tags 
inde?nitely, regardless of Whether poWer is continuously sup 
plied to accessory 104. As described beloW, in some embodi 
ments, tags that a user opts to capture While accessory 104 is 
in standalone mode can be stored in tag storage area 134 until 
such time as accessory 104 is next connected to PMD 102. At 
that point, PMD interface 136 of accessory 104 can deliver 
the stored tags to PMD 102 via accessory interface 120. 
Accessory interface 120 can communicate With storage 
engine 108 to store the tags in PMD storage device 106. In 
other embodiments, accessory 104 might not include non 
volatile tag storage and preservation of tags may be possible 
only When PMD 102 is connected to accessory 104. 
[0050] PMD interface 136 communicates With accessory 
interface 120 of PMD 102. As described above, the commu 
nication may be via a Wired or Wireless channel. Aspects of 
communication betWeen PMD 102 and accessory 104 rel 
evant to embodiments of the present invention are described 
beloW. 

[0051] Aspects of receiver 122, content extraction engine 
126, tag extraction engine 130, user interface 132, and PMD 
interface 136 can be implemented, e.g., using softWare 
executing on one or more suitably con?gured microproces 
sors or microcontrollers (not explicitly shoWn). Other imple 
mentations are also possible. 
[0052] System 100 can also include other components in 
addition to or instead of those shoWn here. For example, 
accessory 104 may include a storage device capable of storing 
broadcast content and may be operated as a recorder of such 
content. Alternatively, accessory 104 may be capable of 
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delivering broadcast content to PMD 102 for storage in stor 
age device 106 rather than immediate playback. In some 
embodiments, PMD 102 and/or accessory 104 may include 
feWer components than those shoWn herein. For example, if 
accessory 104 can be controlled via PMD 102, a separate user 
interface for accessory 104 might not be provided. As another 
example, in embodiments Where accessory 104 is operable to 
tag broadcast content only When connected to PMD 102, tag 
storage area 134 might be omitted. 
[0053] The various components of system 100 can be pack 
aged and/or sold as one or more separate devices. For 
example, PMD 102 could include any or all of the compo 
nents of accessory 104; thus, in one embodiment, content 
extraction engine 128 and/or tag extraction engine 130 could 
be implemented on the same microprocessor(s) as storage 
interface engine 108, playback engine 110 and user interface 
engine 112. 
[0054] Where some or all components of accessory 104 are 
packaged and/or sold separately from PMD 102, accessory 
104 can include its oWn user input controls and/or user output 
devices as noted above. A user may be able to operate PMD 
104 by remote control via user interface 132 of accessory 104 
and/or to use output devices of accessory 104 to play media 
content stored by PMD 102; similarly, the user may be able to 
use controls 118 of PMD 102 to operate accessory 104 and/or 
use display 114 and/or audio output device 116 of PMD 102 
to play broadcast content received by accessory 104. For 
example, PMD 104 can provide a graphical radio tuner on 
display device 114 that can be adjusted using, e.g., user input 
control 118; accessory interface 120 can relay information 
relating to the adjustment to accessory 104, and receiver 
component 122 can modify its tuning accordingly. 
[0055] In one embodiment, user interface 124 of accessory 
104 can include a control that a user can operate to tag broad 
cast content. For example, user interface 124 can include a 
“Tag” button that the user can press at any time While listening 
to or Watching broadcast media to indicate that a currently 
playing track should be tagged. Alternatively, user input 
devices 118 of PMD 102 can include a “Tag” button or other 
control that a user can operate to tag broadcast content. 

[0056] When the “Tag” button (or other control) is oper 
ated, accessory 104 captures (or collects) a tag associated 
With the broadcast content. In one embodiment, the tag can 
include metadata that is captured from the broadcast itself 
and/or from other information available to accessory 104. For 
example, if the broadcast content is a song, identifying infor 
mation transmitted in the broadcast might include, e.g., the 
title of the song, the name of the artist, the title of the album 
from Which the song Was extracted, a standard identi?cation 
code associated With the song, or the like. If the broadcast 
content is a video program (e.g., an episode of a TV series), 
the identifying information might include, e.g., the title of the 
series, the title of the episode, an identi?cation code for the 
series or episode, the original air date, the names of actors, 
directors, Writers or producers involved in the episode, or the 
like. If the broadcast content is location information (e.g., a 
GPS signal), the identifying information might include, e. g., 
the latitude, the longitude, an altitude, the time, or the like. If 
the broadcast content is an advertisement (e.g., an radio ad or 
a TV ad), the identifying information might include, e.g., the 
name of the product/ good/ service, the price, one or locations 
Where the product is sold, references to product literature, or 
the like. The metadata may also include information identi 
fying the source of the broadcast, such as the call sign and 
























