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FLASHBACK BLOOD COLLECTION 
NEEDLE 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 
[0002] The present invention relates to a device for collect 
ing blood samples by performing venipuncture on a patient. 
More particularly, the present invention relates to a needle 
assembly for multiple sample blood collection that alloWs a 
phlebotomist to determine Whether vein entry has occurred 
When collecting a blood sample from a patient into an evacu 
ated blood collection tube. 
[0003] 2. Description of RelatedArt 
[0004] Venipuncture is the primary method used for acquir 
ing blood samples for laboratory testing. In performing veni 
puncture procedures, a phlebotomist must folloW several 
steps simultaneously. Such steps include assessing the 
patient’s overall physical and psychological condition so as to 
properly select a venipuncture site and technique. The phle 
botomist must also select the proper corresponding equip 
ment, perform the technique so as to control bleeding, and 
properly collect and identify ?uid specimens for testing. The 
phlebotomist must ascertain all of these coinciding factors, as 
such factors may adversely affect the distension of the vein 
and the length of the venipuncture procedure. 
[0005] Various venipuncture devices have been developed 
to address the above-described problems. These devices 
include products intended to assist the phlebotomist in con 
?rming that vein entry has been made see eg US. Pat. Nos. 
5,222,502 and 5,303,713. Such a device contains a needle 
assembly With a housing that de?nes a chamber therein. A 
single cannula pointed at both ends, is af?xed to the housing. 
The intravenous (IV) end of the cannula is adapted for pen 
etration of a patient’s vein. The non-patient end of the cannula 
has a sealable sleeve and is adapted for penetration of a 
penetrable stop positioned Within an evacuated container. 
[0006] Upon vein entry With the intravenous end of the 
cannula, bloodWill ?oW through the cannula, into the sealable 
sleeve and into the housing chamber, Which is clear or trans 
lucent for visualiZation (“?ashback”). Once air is vented from 
the ?ashback chamber, the blood therein is pressurized each 
time the sealable sleeve is pushed toWard the housing cham 
ber upon activation of an evacuated container. 
[0007] Due to the length of time betWeen vein entry and 
?ashback, the phlebotomist may erroneously believe that sat 
isfactory vein entry has not been achieved since there is no 
immediate indication of vein entry in the see-through cham 
ber. The phlebotomist may therefore unnecessarily repeat the 
venipuncture procedure, requiring replacement of the evacu 
ated container and/ or the needle assembly itself. Such a 
repetitive process prolongs the physical and emotional dis 
comfort endured by the patient. In such cases, a phlebotomist 
may use a blood collection set to provide some entry indica 
tion, and Will then incur the cost of the blood collection set, as 
Well as the cost ofa discard tube. 
[0008] It Would therefore be desirable to provide an 
improved blood collection device that permits blood ?oW 
through a relatively short needle directly into a ?ashback 
chamber, thereby providing immediate indication of success 
ful vein entry. 

SUMMARY OF THE INVENTION 

[0009] The invention provides a needle assembly for the 
extraction of at least one ?uid sample into an evacuated con 

Jun. 10,2010 

tainer for laboratory testing. The needle assembly provides a 
clear or translucent housing With su?icient dead space for 
blood to ?oW into a ?ashback chamber for visualiZation by 
the user to con?rm successful vein entry, With an internal vent 
mechanism over the outlet of the ?ashback chamber to inhibit 
leakage of blood from the IV needle on WithdraWal from the 
patient. As used herein vent mechanism indicates one or more 
features or elements that provide venting of air, but Which, 
typically, prevent ?uid from passing through. The actual ele 
ment that vents the air in the venting mechanism may be for 
example a vent plug or a one-Way valve. At the same time 
there Will be very little residual blood in the housing after use 
as the vent mechanism retains the blood Within the relatively 
small ?ashback chamber. 
[0010] According to the invention a needle assembly 
includes a housing Which in turn is comprised of a housing 
interior, a ?ashback chamber in communication With the 
housing interior; and either (i) a ?rst cannula mounted in the 
housing in communication With the ?ashback chamber and a 
second cannula mounted in the housing in communication 
With the ?ashback chamber, or (ii) a single cannula mounted 
in the housing With an opening in communication With the 
?ashback chamber. These elements are con?gured such that 
the sole communication path betWeen the housing interior 
and the external environment is via the ?ashback chamber. A 
vent mechanism is located in the communication path 
betWeen the ?ashback chamber and the housing interior; so 
that upon contact With blood, this venting mechanism seals 
against the ?oW of air from the housing interior into the 
?ashback chamber. 
[0011] In use, the intravenous (IV) cannula (or IV portion 
of a single cannula). punctures the patient’s skin to make a 
vein entry. Upon satisfactory vein entry, air that is at atmo 
spheric pressure Within the lumen of the IV cannula, ?ash 
back chamber, housing interior and the lumen of the non 
patient cannula (or non-patient portion of a single cannula) 
experiences compression due to the in?uence of venous pres 
sure and therefore ?oWs through the IV cannula into the 
?ashback chamber and through the vent plug into housing 
interior. Because the venous pressure exceeds the atmo 
spheric pressure Within ?ashback chamber, blood ?oWs into 
the chamber. Blood ?oW into the housing interior is prevented 
by the vent mechanism, Which While alloWing air to ?oW 
through it, seals on contact With blood thereby trapping the 
compressed air at venous pressure in the housing interior. 
This inhibits leakage of the blood or ?uid sample from the N 
cannula on removal from the patient, Which might otherWise 
occur due to decompression of the air from the housing inte 
rior through the N cannula. 
[0012] The volumes de?ned by the lumens through the 
cannulas, the chamber, the housing interior and the sleeve are 
selected to achieve a very rapid indication of vein entry. The 
?rst and second cannulas are typically in axial alignment With 
one another to provide an axial ?uid ?oW path therebetWeen 
along a length of the housing. The second cannula typically 
includes a sealable sleeve. 

DESCRIPTION OF THE DRAWINGS 

[0013] FIG. 1 is a cross-sectional vieW ofa typical embodi 
ment of the needle assembly of the present invention. 
[0014] FIG. 2 is a cross-sectional vieW ofa second embodi 
ment. 

[0015] FIG. 3 is a cross-sectional vieW ofa third embodi 
ment. 
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[0016] FIG. 4 is a cross-sectional vieW ofa fourth embodi 
ment. 

[0017] FIG. 5 is a schematic vieW of the needle assembly of 
FIG. 1 prior to use. 

[0018] FIG. 6 is a schematic vieW similar to FIG. 5, but 
showing the ?rst sign of venous entry. 
[0019] FIG. 7 is a schematic vieW of a ?fth embodiment. 

DETAILED DESCRIPTION 

[0020] The invention provides a needle assembly for blood 
collection that, provides a visual indication of vein entry 
(“?ashback”) upon collection of a blood or other ?uid sample 
from a patient into one or more evacuated blood collection 
tubes and inhibits leakage of the blood or ?uid sample from 
the IV cannula on removal from the patient. 
[0021] Various embodiments of the present invention are 
shoWn in FIGS. 1-7, With reference to FIG. 1, this embodi 
ment is directed to a needle assembly 210 With a housing 212 
having a ?uid inlet end 214, a ?uid outlet end 216 and a 
frustum-shaped exterior Wall 218 extending betWeen the 
ends. Exterior Wall 218 de?nes the housing interior 220. 
Housing 212 further includes a cylindrical interior Wall 224 
that extends in the housing interior 220 from ?uid inlet end 
214 substantially concentrically With cylindrical exterior Wall 
218 to a vent plug 900. Cylindrical interior Wall 224 and vent 
plug 900 de?ne a ?ashback chamber 226. 
[0022] Needle assembly 210 also includes a ?uid inlet can 
nula 236 having an exterior end that de?nes a sharpened bevel 
and an interior end 244 that is mounted ?xedly in ?uid inlet 
end 214 of housing 212. Fluid inlet cannula 236 is character 
iZed further by a substantially cylindrical lumen extending 
betWeen the ends and communicating With the interior of 
housing 212. 
[0023] Needle assembly 210 further includes a ?uid outlet 
cannula 252. Outlet cannula 252 concludes a blunt interior 
end 254, an exterior end de?ning a sharpened bevel and a 
substantially cylindrical lumen extending betWeen the ends. 
Portions of outlet cannula 252 betWeen the ends are securely 
a?ixed in outlet end 216 of housing 212. Outlet cannula 252 
is mounted so that interior end 254 passes substantially coaxi 
ally into interior Wall 224 and so that interior end 254 of outlet 
cannula 252 substantially aligns axially With interior end 244 
of inlet cannula 236. Additionally, interior end 254 of outlet 
cannula 252 is spaced only a small distance from interior end 
244 of inlet cannula 236. An axial gap betWeen interior end 
254 of outlet cannula 252 and interior end 244 of inlet cannula 
236 that is less than 0.5 mm may result in a ?ashback that is 
inconsistent. 
[0024] Cylindrical interior Wall 224 is dimensioned relative 
to outlet cannula 252 to achieve both desirable ?oW of blood 
through assembly 210 and to achieve effective ?ashback indi 
cation. In particular, cylindrical interior Wall 224 preferably is 
dimensioned to provide a radial gap around outlet cannula 
252 ofabout 0.2 mm, as indicated by dimension “c” in FIG. 1. 
This gap achieves a substantially laminar blood ?oW Within 
?ashback chamber 226 and prevents blood hemolysis. Addi 
tionally, the small radial gap betWeen cylindrical inner Wall 
224 and outlet cannula 252 enables a drop of blood to be 
spread thinly across the radial gap in ?ashback chamber 226 
to provide a magni?ed- ?ashback indication With a very small 
volume of blood. Thus, an easily visualiZed ?ashback indi 
cation is achieved quickly at the ?rst appearance of blood 
from interior end 244 of inlet cannula 236. 
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[0025] Needle assembly 210 further includes a sealable 
sleeve 261 mounted to ?uid outlet end 216 of housing 212 and 
covering exterior end 258 of outlet cannula 252 When sealable 
sleeve 261 is in an unbiased condition. HoWever, sealable 
sleeve 261 canbe collapsed in response to pressure exerted by 
the stopper of an evacuated tube for urging exterior end 260 of 
outlet cannula 252 through both sealable sleeve 261 and stop 
per of an evacuated tube, as knoWn in the art. 

[0026] The above embodiment is described in terms of a 
vent plug. HoWever, any vent mechanism is suitable. The vent 
mechanism may be, for example, a porous vent plug formed 
from a matrix or carrier material, typically hydrophobic, that 
is coated With, impregnated With, or otherWise, contains a 
hydrophilic material that sWells on contact With aqueous or 
Water containing substances. The hydrophobic carrier mate 
rial can be but is not limited too, high-density polyethylene, 
polytetra?uoroethylene, ultra-high molecular Weight poly 
ethylene, Nylon 6, polypropylene, polyvinylidine ?uoride 
and polyethersulfone. The sWellable nature of the hydrophilic 
material thereby provides the sealing function in the vent 
upon contact With blood. It is also possible to use a porous 
vent plug that becomes sealed upon contact With blood using 
biological phenomena, e. g., by clotting and/ or cell agglutina 
tion that blocks the vent; a superabsorbant material to seal the 
vent by sWelling on contact With an aqueous ?uid; or a one 
Way valve, (e.g., a thin ?ap such as plastic ?lm covering a 
vent, a deformable seal such as a rubber or plastic duckbill 
valve, or a deformable Wrap over a vent). Is should be noted 
that any combination of these various mechanisms is also 
possible. 
[0027] FIGS. 2-4 shoW embodiments With varying vent 
plugs. FIG. 2 shoWs a vent plug 90011, which is located at the 
end of the cylindrical inner Wall 224a and ?tted into a recess 
3 01 in the housing interior non-patient Wall 3 00. FIG. 3 shoWs 
a vent plug in a similar location to that of FIG. 2 hoWeverVent 
plug 900!) has a shoulder 9011). FIG. 4 shoWs a vent plug 9000 
that is located both Within the cylindrical inner Wall 2240 and 
the recess 301 in the housing interior non-patient Wall 300, 
and has a shoulder 9010. The vent plug location in each of 
these embodiments is such that no air can ?oW out of the 
?ashback chamber 226 into the housing interior 220 Without 
passing through the vent mechanism (900a,b,c). 
[0028] FIGS. 5 and 6 provide schematic representations of 
the needle assembly 210 of FIG. 1 before and after a conven 
tional venipuncture, in Which, the needle assembly 210 is 
connected to a holder (not shoWn) and punctures the patient’s 
skin to make a vein entry. Upon vein entry, blood enters the IV 
cannula 236 and ?oWs toWard the ?ashback chamber 226. 
The blood ?oWs from inlet cannula 236 into the space 
betWeen inlet and outlet cannula, such that blood ?oWs both 
into the outlet cannula 252 and into ?ashback chamber 226. 
At this point in time, Flashback chamber 226 indicates suc 
cessful vein entry and reduces the volume of air present in 
housing 212 shoWn in FIG. 6. Air that Was at atmospheric 
pressure Within the lumen of the N cannula 248, ?ashback 
chamber 226 housing interior 220 and the lumen of the non 
patient cannula 262 prior to vein entry. Thus experiences 
compression due to the in?uence of venous pressure and this 
air is therefore forced through the IV cannula 236 shoWn in 
FIG. 6 into the ?ashback chamber 226 and through the vent 
plug into chamber 220. Blood ?oW into housing interior 220 
is prevented by the vent plug 900, Which alloWs the pressur 
iZed air to ?oW through it, but seals on contact With blood, 
thereby trapping the compressed air (at venous pressure) in 
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housing interior 220. Blood ?oW in the entire needle assem 
bly ceases once the pressure Within chamber 226 and the 
venous pressure are equal. 

[0029] Once the steps set forth in the previous paragraph 
occur, and venous entry is visually con?rmed by the phle 
botomist, an evacuated container (not shoWn), is then inserted 
into the holder such that exterior end 260 of second cannula 
252 penetrates stopper of the container, as knoWn in the art. 
Upon penetration of the stopper by second cannula 252, a 
negative pressure gradient is transmitted to chamber 226, 
causing blood to ?oW from chamber 226 into the container. 

[0030] The needle assemblies described above desirably 
should be small for convenient use, but should be constructed 
to ensure reliable and rapid ?ashback. The occurrence of 
?ashback in the needle assemblies described and illustrated 
above operate pursuant to the ideal gas laW. In particular, at 
very loW densities all gases and vapors approach ideal gas 
behavior and closely folloW the Boyle’s and Charles’ laWs 
given by: 

P1V1:P2V2 

Where: 

[0031] P1 denotes the pressure of air Within the needle 
assembly before needle insertion, 

[0032] P2 denotes the pressure of air Within the needle 
assembly after vein entry; 

[0033] V1 denotes the volume of air Within the needle 
assembly before vein entry; and 

[0034] V2 denotes the volume of air Within the needle 
assembly after vein entry. 

[0035] Design parameters should keep the needle device as 
small as possible for easy use, While ensuring an appropriate 
volume as speci?ed by the preceding equation. FIGS. 5 and 6 
provide schematic representations of the needle assembly 
210 of FIG. 1 for purposes of depicting the application of the 
ideal gas laW. In this regard, A identi?es the volume of lumen 
248 through inlet cannula 236. B denotes the total volume of 
the housing interior 220, ?ashback chamber 226, lumen 242 
through outlet cannula 252 and sealable sleeve 261. Referring 
again to the preceding equation, P 1 is the pressure Within 
needle assembly 210 before use, and hence substantially 
equals atmospheric pressure. Atmospheric pressure Will vary 
slightly from time to time and from location to location. 
HoWever, for purposes of this analysis, atmospheric pressure 
Pl Will be assumed to be 760 mm Hg. P2 in the preceding 
equation is the volume of the dead space in needle assembly 
210 after vein entry. More particularly, after vein entry, blood 
Will ?ll lumen 248 of inlet cannula 236, thereby reducing the 
volume to be occupied by gas in remaining portions of needle 
assembly 210 and hence increasing the pressure of air in the 
remaining portion of needle assembly 210. A needle assem 
bly With dimensions approximately as shoWn in FIG. 1 Will 
have a pressure P2 of about 790 mm Hg at venous pressure 
(With tourniquet). V1 in the preceding equation de?nes, the 
volume of the total dead spaced in needle assembly 210 
before use, and hence Will equal A+B as shoWn in FIG. 5. V2 
de?nes the dead space in the device after vein entry, and With 
lumen 248 of inlet cannula 236 ?lled With blood. Hence, V2 in 
the preceding equation Will equal B. These input parameters 
can be employed to de?ne a minimum desired siZe for the 
respective components of needle assembly 200 as shoWn in 
the folloWing application of the ideal gas laW equation. 
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Therefore, dead space in housing 212, outlet cannula 252 and 
sleeve 261 advantageously is at least 25.3 times the volume 
de?ned by lumen 248 through inlet cannula 236, and most 
advantageously is about 26 times the volume of lumen 248. 
HoWever, other con?gurations are possible and Will function 
as described herein. 
[0036] The immediate response When an evacuated tube is 
placed in communication With outlet cannula 252 is to draW 
blood from the vein into tube (not shoWn). The highest 
pressure gradient is alWays maintained betWeen the vein and 
the evacuated tube. An axially aligned inlet cannula 236 and 
outlet cannula 252, therefore provide an unobstructed path for 
blood ?oW from the vein into evacuated tube. 
[0037] When the requisite tubes are ?lled With blood, the 
needle assembly is removed from the vein. The sealed nature 
of the vent plug 900 inhibits the pressurized air Within hous 
ing interior 220 from then moving into the ?ashback chamber 
226 and into the Inlet cannula 236, Which could promote 
dripping of blood from the IV cannula tip. 
[0038] The preceding embodiments shoW structurally 
separate inlet and outlet cannulas that are axially aligned With 
one other and placed in close end-to-end relationship With 
one another. HoWever, the principals of the invention 
described above also can be achieved With a single cannula 
formed With a transverse slot or aperture Within the ?ashback 
chamber. For example, FIG. 7 schematically shoWs a needle 
assembly 310 With a housing 312 that is substantially identi 
cal to housing 212 described and illustrated above. Needle 
assembly 310 differs from needle assembly 210 in that a 
single double end needle cannula 336 is provided and passes 
entirely through housing 312. More particularly, needle can 
nula 336 includes a venous entry end 338, a non-patient end 
340 and a lumen 342 extending therebetWeen. Portions of 
cannula 336 Within inner Wall 324 include a slot or aperture 
344 to provide communication betWeen lumen 342 and ?ash 
back chamber 336 Within inner Wall 324. Needle assembly 
310 functions substantially in the same manner as needle 
assembly 210 described and illustrated above. 
[0039] The relative dimensional calculations, volumes and 
pressures apply to both illustrated and unillustrated embodi 
ments of the invention. Accordingly, the scope of the as 
de?ned by the appending claims is not limited to the speci?c 
illustrated embodiments. Various other changes and modi? 
cations may be effected therein by one skilled in the art 
Without departing from the scope or spirit of the invention, 
and it is intended to claim all such changes and modi?cations 
as fall Within the scope of the invention. 
What is claimed is: 
1. A needle assembly comprising: 
a housing comprising 

(a) a housing interior, 
(b) a chamber in communication With the housing inte 

r1or, 
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(c) a ?rst cannula mounted in the housing in communi 
cation With the chamber, and a second cannula 
mounted in the housing in communication With the 
chamber, or a single cannula mounted in the housing 
With an opening in communication With the chamber, 
Wherein the sole communication path betWeen the 
housing interior and the external environment is via 
the chamber; 

a vent mechanism located in the communication path 
betWeen said chamber and said housing; 

Wherein upon contact With blood, said venting mechanism 
seals against the How of air from the housing interior into the 
chamber. 

2. The needle assembly of claim 1, further comprising; 
a sealable sleeve mounted over portions of said second can 
nula disposed externally of said housing. 

Wherein said sealable sleeve, said lumen of said second 
cannula and said chamber of said housing and said hous 
ing interior de?ne a combined volume approximately 26 
times greater than a volume de?ned by said lumen of 
said ?rst inlet cannula. 

3. The needle assembly of claim 2, Wherein said lumen of 
the said ?rst cannula is substantially axially aligned With said 
lumen of said second cannula. 

4. The needle assembly of claim 1, Wherein an exterior Wall 
of said housing and Wall of said chamber is formed from a 
transparent or translucent plastic 

5. The needle assembly of claim 1, Wherein an exterior Wall 
of said housing comprises a transparent or translucent Win 
doW region and the Wall of said chamber is formed from a 
transparent or translucent plastic. 

6. The needle assembly of claim 1 Wherein said vent 
mechanism is a porous plug formed from a hydrophobic 
carrier material or a one-Way valve. 

7. The needle assembly of claim 6 Wherein said vent 
mechanism is a porous plug and Wherein said porous plug 
further comprises a hydrophilic material that sWells on con 
tact With blood. 

8. The needle assembly of claim 6 Wherein said vent 
mechanism is a porous plug and Wherein said porous plug 
further comprising a biological agent, Which induces said seal 
against the How of air via a biological phenomena. 

9. The needle assembly of claim 6 Wherein said vent 
mechanism is a porous plug and Wherein said hydrophobic 
carrier material is selected from a group consisting of high 
density polyethylene, polytetra?uoroethylene, ultra-high 
molecular Weight polyethylene, Nylon 6, polypropylene, 
polyvinylidine ?uoride and polyethersulfone. 

10. The needle assembly of claim 1; 
Wherein said ?rst cannula comprises an inlet cannula hav 

ing opposite external and internal ends and a lumen 
extending betWeen said ends, said inlet cannula being 
mounted to said housing such that said external end of 
said inlet cannula is externally of said housing and such 
that said lumen through said inlet cannula communi 
cates With said chamber; and 

Wherein said second cannula comprises an outlet cannula 
having opposite internal and external ends and a lumen 
extending betWeen said ends, said outlet cannula being 
mounted to said housing such that said external end of 
said outlet cannula is externally of said housing and such 
that said lumen of said outlet cannula communicates 
With said chamber. 
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11. The needle assembly of claim 1 Wherein the housing 
comprises said single cannula. 

12. The needle assembly of claim 1 Wherein said vent 
mechanism is located completely Within the chamber. 

13. The needle assembly of claim 1 Wherein said vent 
mechanism is located partially Within the chamber. 

14. The needle assembly of claim 1 Wherein said vent 
mechanism is located Within a recess in the outlet Wall of the 
housing interior such that the vent mechanism abuts the outlet 
of the chamber. 

12. A method of ?ashback visualiZation for a blood collec 
tion needle assembly comprising the steps; 

a) providing a needle assembly for blood collection, said 
needle assembly comprising a housing comprising a 
housing interior, a chamber in communication With the 
housing interior, a ?rst inlet cannula mounted in the 
housing in communication With the chamber, and a sec 
ond outlet cannula mounted in the housing in commu 
nication With the chamber, Wherein the sole communi 
cation path betWeen the housing interior and the external 
environment is via the chamber, and a vent mechanism 
located in the communication path betWeen said cham 
ber and said housing; 
Wherein upon contact With blood, said venting mecha 

nism seals against the How of air from the housing 
interior into the chamber. 

b) providing a blood ?oW into the ?rst inlet cannula and 
into the chamber such that air is pushed out of the can 
nula into the chamber, through the vent mechanism and 
into the housing interior; and 

c) continuing the blood ?oW such that the blood contacts 
the vent mechanism, thereby sealing the vent mecha 
nism against How of air from said housing interior back 
into said chamber or out to the surrounding atmosphere. 

13. A needle assembly comprising: 
a housing comprising 

(d) a housing interior, 
(e) a chamber in communication With the housing inte 

rior, 
(f) a ?rst cannula mounted in the housing in communi 

cation With the chamber, and a second cannula 
mounted in the housing in communication With the 
chamber, or a single cannula mounted in the housing 
With an opening in communication With the chamber, 

Wherein the sole communication path betWeen the hous 
ing interior and the external environment is via the 
chamber; 

a vent mechanism located in the communication path 
betWeen said chamber and said housing; 

a sealable sleeve mounted over portions of said second 
cannula disposed externally of the outlet end of said 
housing; 
Wherein said sealable sleeve, said lumen of said second 

outlet cannula and said chamber of said housing and 
said housing de?ne a combined volume Which is 
greater than a volume de?ned by said lumen of said 
?rst cannula. 

Wherein upon contact With blood, said venting mechanism 
seals against the How of air from the housing interior into the 
chamber. 


