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CONTAINER BAG WITH MULTIPLE 
SEALABLE LOCKS 

CROSS REFERENCE OF RELATED 
APPLICATION 

[0001] This is a Continuation-In-Part application of a non 
provisional application having an application Ser. No. 
12/315,796 and a ?ling date of Dec. 5,2008. 

BACKGROUND OF THE PRESENT INVENTION 

[0002] 1. Field of Invention 
[0003] The present invention relates to a container bag, and 
more particularly to a container bag With multiple sealable 
locks, Wherein the container bag has a plurality of discrete 
sealing pockets adapted for individually packing different 
objects in an air-tight manner. 
[0004] 2. Description of Related Arts 
[0005] A container bag usually made of a non-rigid, semi 
rigid, or ?exible material is used for packing or carrying items 
such as froZen food, fresh produce, snack foods etc. Most of 
the bags are heat sealed together. A press-to-close Zipper or 
sliding Zipper is used to close and open the bag in a resealable 
manner, and to seal the items in the bags to keep the items 
fresh or prevent leaking. 
[0006] There are many different bags in the market for 
different purposes. Take a food bag for example, a food bag is 
used for transporting food for picnicking, Wherein a sandWich 
and fruits are packed in one bag. HoWever, the sandWich may 
get Wet or soaked by the fruits. Therefore, most people Would 
like to separate the sandWich and the fruits into different food 
bags. Packing the sandWich With the snacks, as another 
example, a person may put the sandWich and snacks in one 
bag for convenience or utiliZing the usage of the bag, so that 
the ?avor may be mixed and destroyed the taste of the original 
food. It is Worth mentioning that the food bag has a standard 
siZe that it is a Waste for the food bag to store a small amount 
of food, such as the snacks. 
[0007] For solving those problems, a bag having different 
pockets is provided for separating the different foods in one 
bag so as to utiliZe the space of the bag. Though this type of 
bag solved the mixing different foods problems, the shared 
opening makes no choose but opening all the pockets at the 
same time. It is not only inconvenient but also hard to keep it 
fresh When the single shared opening is opened for all the 
pockets. 
[0008] In order to separate the different foods, a container 
bag for segregating the different foods in one container bag is 
also provided. The bag has more than tWo compartments for 
housing the different foods such as tWo liquid foods. HoW 
ever, the separated compartments are permanently sealed. It’s 
impossible to reuse the bag or re-close the bag after the bag is 
unsealedly opened. 
[0009] Another problem of this container bag is the incon 
veniency of mixing the separated food being stored in differ 
ent compartments of the container bag. Take the salad meal as 
example. The vegetables may be stored in one of the com 
partment While the salad dressing may be stored in another 
compartment of the container bag for optimiZing the fresh 
ness of the salad. When the user is able to enjoy the salad, the 
salad dressing and the vegetable separately contained in the 
same container bag are dif?cult to mix together for forming 
the salad meal. 
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[0010] Sometimes, a set of separated containers need to be 
grouped together. They are either contained by a bigger con 
tainer Which costs extra, or are bundled together Which is still 
not convenient and reliable. 
[0011] Furthermore, the siZe of the opening of the container 
bag may be limited by the container bag original shape, so 
that the opening may not have a length long enough for 
accessing the receiving cavity of the container bag to accom 
modate the object through the opening. In other Words, the 
receiving cavity may only be able to receive the object having 
a volume less than the receiving cavity due to the limited siZe 
of the opening. 

SUMMARY OF THE PRESENT INVENTION 

[0012] An object of the present invention is to provide a 
container bag With multiple sealable locks, Wherein the length 
of the sealing opening is increased for conveniently accessing 
the sealing pocket therethrough. 
[0013] Another object of the present invention is to provide 
a method of preparing a meal by the container bag, so that tWo 
or more different types of food are able to be individually 
stored and conveniently mixed for forming the meal When a 
user is about to consume thereof. 

[0014] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein at least 
one of the sealing openings of the sealing pocket is inclined to 
increase the length thereof. 
[0015] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein at least 
one of the sealing openings is curved to increase the length 
thereof. 
[0016] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein at least 
one of the sealing openings is inclined and curved to increase 
the length thereof. 
[0017] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein the 
container bag has a plurality of discrete sealing pockets 
adapted for individually packing different objects in an air 
tight manner. 
[0018] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein each of 
the sealing pockets has its oWn sealable lock such that When 
one of the sealing pockets is opened, other sealing pockets are 
remained unsealed. 
[0019] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein the 
sealable lock can reusable to permit each of the sealing pock 
ets being reclosably sealed in a reusable manner. 
[0020] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein the 
container bag can separate different foods in one bag for the 
convenience of a person to carry and transport the food so as 
to utiliZe the space the container bag. 
[0021] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein the 
container bag has a plurality of discrete sealing pockets 
adapted for individually packing different objects in an air 
tight manner and selectively rearranging the combination 
con?guration of the container bag. 
[0022] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Which is easy to 
combine and separate the discrete sealing pockets via a 
detachable fastening arrangement. 
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[0023] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein the 
sealing pockets can be normally used When each of the seal 
ing pockets is fastened to or detached from another sealing 
pocket so as to enhance the practice use of the container bag. 
[0024] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Which does not 
require to alter the original structural design of the container 
bag, so as to minimize the manufacturing cost of the container 
bag incorporating With the sealable locks. 
[0025] Another object of the present invention is to provide 
a container bag With multiple sealable locks, Wherein no 
expensive or complicated structure is required to employ in 
the present invention in order to achieve the above mentioned 
objects. Therefore, the present invention successfully pro 
vides an economic and e?icient solution for providing a con 
tainer body With multiple sealing pockets and multiple seal 
able locks to individually access the sealing pockets. 
[0026] Accordingly, in order to accomplish the above 
objects, a container bag of the present invention comprises a 
bag body and a resealable lock. 
[0027] The bag body comprises a ?rst layer and a second 
layer overlapped thereWith, and de?nes a plurality of sealing 
pockets discretely provided betWeen the ?rst and second lay 
ers and a plurality of elongated sealing openings communi 
cating With said sealing pockets respectively. 
[0028] The resealable lock comprises a plurality of Zip 
lockers provided at the sealing openings respectively to seal 
and enclose the sealing pockets, Wherein each of the Zip 
lockers is individually actuated to unsealed and open the 
sealing pocket so as to permit each of the sealing pockets 
being reclosably sealed in a reusable manner. 
[0029] Accordingly, in order to accomplish the above 
objects, the present invention also provides a container bag, 
Which comprises a bag body comprising the ?rst and second 
layer overlapping thereWith and de?ning at least tWo sealing 
pockets discretely provided betWeen the ?rst and second 
layer. 
[0030] Each of the sealing pockets has an elongated sealing 
opening for communicating With each of the sealing pockets, 
Wherein at least one of the sealing openings of the sealing 
pocket is inclined to extend non-parallely to another sealing 
opening to increase a length of the inclined sealing opening. 
[0031] The container bag further ahs a resealable lock 
Which comprises a plurality of Zip lockers provided at the 
sealing openings respectively to seal and enclose the sealing 
pockets, so as to permit each of the sealing pockets being 
reclosably sealed in a resealable manner. 

[0032] A method of preparing a meal by the container bag 
is further provided, Wherein the method comprises the fol 
loWing steps. 
[0033] (a) Fill a ?rst type food in a ?rst sealing pocket 13 of 
the container bag. 
[0034] (b) Fill a second type food in a second sealing pocket 
13 of the container bag adjacent to the ?rst sealing pocket 13. 
[0035] (c) Tear the tearing line 101" at the sealing portion 
betWeen the ?rst and second sealing pocket 13 for tearing 
apart the ?rst and second sealing pocket 13. 
[0036] (d) Resealably unseal the ?rst and second sealing 
pocket 13. 
[0037] (e) Pull the second type food Within the second 
sealing pocket 13 into the ?rst sealing pocket 13 for mixing 
With the ?rst type food thereWithin. 

Jun. 24, 2010 

[0038] These and other objectives, features, and advantages 
of the present invention Will become apparent from the fol 
loWing detailed description, the accompanying draWings, and 
the appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0039] FIG. 1 is a perspective vieW of a container bag 
according to a ?rst preferred embodiment of the present 
invention. 
[0040] FIG. 2 is a sectional vieW of the container bag 
according to the ?rst preferred embodiment of the present 
invention. 
[0041] FIG. 3 is a perspective vieW of a container bag 
according to a second preferred embodiment of the present 
invention. 
[0042] FIG. 4 is a sectional vieW of the container bag 
according to the second preferred embodiment of the present 
invention. 
[0043] FIGS. 5A to SC illustrate the alternative modes of 
the container bag according to the ?rst and second preferred 
embodiments of the present invention. 
[0044] FIG. 6 is a schematic vieW illustrating a manufac 
turing process the container bag according to the preferred 
embodiment of the present invention. 
[0045] FIG. 7 is a perspective vieW of a container bag 
according to a third preferred embodiment of the present 
invention. 
[0046] FIG. 8 is a sectional vieW of the container bag 
according to the above third preferred embodiment of the 
present invention. 
[0047] FIGS. 9A to 9C illustrate the alternative modes of 
the container bag according to the above third preferred 
embodiments of the present invention, illustrating the com 
bination-con?gurations of the bag body. 
[0048] FIGS. 10A to 10C illustrate the alternative modes of 
the detachable fastening arrangement of the container bag 
according to the above third preferred embodiment of the 
present invention. 
[0049] FIG. 11 is a perspective vieW of the container bag 
according to the above third preferred embodiment of the 
present invention, illustrating the sealing pockets being inte 
grally attached edge-to-edge. 
[0050] FIG. 12 is a perspective vieW of the container bag 
according to a fourth preferred embodiment of the present 
invention, illustrating a ?rst example of the fourth embodi 
ment. 

[0051] FIG. 13 is a perspective vieW of the container bag 
according to the fourth preferred embodiment of the present 
invention, illustrating a second example of the fourth embodi 
ment. 

[0052] FIG. 14 is a perspective vieW of an alternative con 
tainer bag according to the fourth preferred embodiment of 
the present invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0053] Referring to FIG. 1 of the draWings, a container bag 
of the present invention is illustrated, Wherein the container 
bag, Which is adapted for storing different items in a separated 
air-tight manner, comprises a bag body 10 and a resealable 
lock 20. 
[0054] The bag body 10 comprises a ?rst layer 11 and a 
second layer 12 overlapped thereWith, and de?nes a plurality 
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of sealing pockets 13 discretely provided between the ?rst 
layer 11 and the second layer 12 and a plurality of elongated 
sealing openings 131 for communicating With the sealing 
pockets 13 respectively. 
[0055] The resealable lock 20 comprises a plurality of Zip 
lockers 21 provided at the sealing openings 131 respectively 
to seal and enclose the sealing pockets 13, Wherein each of the 
Zip lockers 21 is individually actuated to unsealed and open 
the sealing pocket 13 so as to permit each of the sealing 
pockets 13 being reclosably sealed in a reusable manner. 

[0056] According to the preferred embodiment, the ?rst 
and second layers 11, 12 are made of ?exible material and 
preferably have good oxygen barrier properties to keep the 
items, especially for edible products, Within the sealing pock 
ets 13. As shoWn in FIG. 1, tWo sealing pockets 13 are pro 
vided Within the ?rst and second layers 11, 12, Wherein the 
tWo sealing pockets 13 are identical and each of the sealing 
pockets 13 is formed betWeen half of the ?rst layer 11 and 
corresponding half of the second layer 12. 
[0057] In addition, the bag body 10 further has one or more 
sealing portions 14 that the ?rst layer 11 is permanently 
sealed With the second layer 12 to form a partition betWeen 
the tWo neighboring sealing pockets 13. As shoWn in FIG. 1, 
the sealing portion 14 is formed along a centerline of the bag 
body 10 to permanently seal the ?rst and second layers 11, 12 
With each other such that the centerline of the bag body 10 
form the partition to separate the tWo sealing pockets 13. In 
other Words, tWo different items, such as sandWich and 
snacks, can be stored in the sealing pockets 13 respectively. 
[0058] Accordingly, each of the sealing openings 131 is a 
discrete opening formed at the bag body 10 that each of the 
sealing pockets 13 has an air-tight chamber 132 When the 
sealing opening 131 is sealed via the respective Zip locker 21, 
in such a manner that the air-tight chamber 132 of each of the 
sealing pockets 13 is inaccessible to another the air-tight 
chamber 132 of the neighboring sealing pocket 13. In other 
Words, the user is able to take out the item Within the corre 
sponding sealing pocket 13 via the respective Zip locker 21 
While the item Within another sealing pocket 13 is remained 
sealed. 

[0059] Preferably, each of the sealing pockets 13, Which is 
formed in a rectangular shape, has three sealing edges 133 
and a sealable edge to de?ne the sealing opening 131 therea 
long. In other Words, the three sealing edges 133 of each of the 
sealing pockets 13 are permanently sealed While the Zip 
locker 21 is provided at the sealable edge of the sealing pocket 
13. Accordingly, at least one of the sealing openings 131 is 
formed along a peripheral edge of the bag body 10. 
[0060] The tWo air-tight chambers 132 of the sealing pock 
ets 13 are formed to prevent the food from leaking so as to 
prevent the foods from mixing in different sealing pockets 13. 
In order Words, tWo of the sealing pockets 13 are sharing one 
of the sealing edges as a common edge along the sealing 
portion 14 Which is the partition for separating the tWo sealing 
pockets 13 to form tWo air-tight chambers 132 for sealing the 
foods in different sealing pockets 13. 
[0061] In particularly, the sealing opening 131 of one of the 
sealing pockets 13 is formed along one side peripheral edge of 
the bag body 13 While the sealing opening 131 of another 
sealing pocket 13 is formed along another side peripheral 
edge of the bag body 13, as shoWn in FIG. 1. Therefore, at 
least tWo of the sealing openings 131 are provided at the bag 
body 10 and are extended in a parallel manner. 
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[0062] As shoWn in FIG. 2, each of the Zipper lockers 21 
comprises a ?rst Zipper 211 integrally provided along an 
opening edge of each of the sealing openings 131 at the ?rst 
layer 11 and a second Zipper 212 integrally provided along an 
opening edge of the respective sealing opening 131 at the 
second layer 12 to detachably engage With the ?rst Zipper 211 
so as to seal and enclose the respective sealing pocket 13. 
Accordingly, the tWo opening edges of each of the sealing 
opening 131 are detachably engaged With each other via the 
?rst and second Zippers 211, 212 to seal and enclose the 
respective sealing pocket 13. 
[0063] According to the preferred embodiment, the ?rst 
and second Zippers 211, 212 are Zipper-type-reclosable fas 
teners integrally provided at the ?rst and second layers 11, 12 
respectively along the sealing opening 131 thereof, Wherein 
the user is able to joint the ?rst and second Zippers 211, 212 
together through the Zipper closure action as the user applies 
thumb and ?nger pressure in a sWeeping motion across the 
?rst and second Zippers 211, 212 at the sealing opening 131. 
Once the ?rst and second Zippers 211, 212 are engaged With 
each other, the air-tight chamber 132 is formed Within the 
sealing pocket 13 to seal and enclose the item therein in an 
air-tight manner. The user is able to unseal and open the 
sealing pocket 13 by applying an opposite pulling force at the 
?rst and second layers 11, 12 to disengage the ?rst Zipper 211 
With the second Zipper 212. 
[0064] It is Worth to mention that the discrete sealing pock 
ets 13 has the discrete sealing opening 131 having the respec 
tive Zip locker 21 provided thereat, Wherein each of the seal 
ing pockets 13 is able to be enclosed and opened individually 
by press-to-close or pull-to-open the Zip locker 21. Therefore, 
the individual Zip lockers 21 provided at the individual seal 
ing openings 131 for each sealing pocket 13 to enable the user 
to enclose and open the container bag in a reusable manner 
and to enable the sealing pockets 13 being enclosed or opened 
individually to avoid the unnecessary opening of the sealing 
pockets 13 Which is not desired to reach. It is appreciated that 
When the Zip locker 21 is closed, the three sealing edges and 
the sealable edge having the Zip locker 21 provided at the 
sealing opening 131 are formed the air-tight chamber 132 to 
securely seal the foods into the respective sealing pocket 13. 
[0065] Referring to FIGS. 3 and 4 of the draWings, the 
container bag of a second embodiment illustrates an altema 
tive mode of the ?rst embodiment, Wherein the container bag 
comprises a bag body 10' and a resealable lock 20'. 
[0066] Having the similar structure of the ?rst embodiment, 
the bag body 10' comprises a ?rst layer 11' and a second layer 
12' overlapped thereWith, and de?nes a plurality of sealing 
pockets 13' discretely provided betWeen the ?rst layer 11' and 
the second layer 12' and a plurality of elongated sealing 
openings 131' for communicating With the sealing pockets 13' 
respectively. 
[0067] The resealable lock 20' comprises a plurality of Zip 
lockers 21' provided at the sealing openings 131 respectively 
to seal and enclose the sealing pockets 13', Wherein each of 
the Zip lockers 21' is individually actuated to unsealed and 
open the sealing pocket 13' so as to permit each of the sealing 
pockets 13' being reclosably sealed in a reusable manner. 
[0068] The bag body 10' further has one or more sealing 
portions 14' that the ?rst layer 11' is permanently sealed With 
the second layer 12' to form a partition betWeen the tWo 
neighboring sealing pockets 13'. As shoWn in FIG. 3, the 
sealing portion 14' is formed along a centerline of the bag 
body 10' to permanently seal the ?rst and second layers 11', 
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12' With each other such that the centerline of the bag body 10' 
form the partition to separate the tWo sealing pockets 13'. 
Each of the sealing openings 131' is a discrete opening 
formed at the bag body 10' that each of the sealing pockets 13' 
has an air-tight chamber 132' When the sealing opening 131' is 
sealed via the respective Zip locker 21', in such a manner that 
the air-tight chamber 132' of each of the sealing pockets 13 is 
inaccessible to another the air-tight chamber 132' of the 
neighboring sealing pocket 13'. 
[0069] Each of the sealing pockets 13', Which is formed in 
a rectangular shape, has three sealing edges 133' and a seal 
able edge to de?ne the sealing opening 131' therealong. In 
other Words, the three sealing edges 133' of each of the sealing 
pockets 13' are permanently sealed While the Zip locker 21' is 
provided at the sealable edge of the sealing pocket 13'. 
Accordingly, at least one of the sealing openings 131' is 
formed along a peripheral edge of the bag body 10'. 
[0070] As shoWn in FIGS. 3 and 4, the sealing opening 131' 
of one of the sealing pockets 13 is formed along a top periph 
eral edge of the bag body 13' While the sealing opening 131' of 
another sealing pocket 13' is formed along the same top 
peripheral edge of the bag body 13'. In other Words, the 
sealing portion 14' of the bag body 10' is provided betWeen 
tWo inner ends of the sealing openings 131' of the sealing 
pockets 13', such that the sealing portion 14' forms the parti 
tion betWeen the tWo sealing openings 131'. 

[0071] As shoWn in FIGS. 3 and 4, each of the Zipper 
lockers 21' comprises a ?rst Zipper 211' integrally provided 
along an opening edge of each of the sealing openings 131' at 
the ?rst layer 11' and a second Zipper 212' integrally provided 
along an opening edge of the respective sealing opening 131' 
at the second layer 12' to detachably engage With the ?rst 
Zipper 211' so as to seal and enclose the respective sealing 
pocket 13'. Accordingly, the tWo opening edges of each of the 
sealing opening 131' are detachably engaged With each other 
via the ?rst and second Zippers 211', 212' to seal and enclose 
the respective sealing pocket 13'. 
[0072] Each of the Zipper lockers 21' further comprises a 
Zip slider 213' slidably engaging With the ?rst and second 
Zippers 211', 212' to slide along each of the sealing openings 
131' so as to ensure the ?rst and second Zippers 211', 212' 
being secured With each other. Accordingly, When the Zip 
slider 213' is slid at one end of the sealing opening 131', the 
?rst and second Zippers 211', 212' are disengaged With each 
other to unseal and open the respective sealing pocket 13'. 
When the Zip slider 213' is slid at another opposed end of the 
sealing opening 131', the ?rst and second Zippers 211', 212' 
are engaged With each other to seal and enclose the respective 
sealing pocket 13'. 
[0073] It is Worth to mention that the discrete sealing pock 
ets 13' has the discrete sealing opening 131' having the respec 
tive Zip locker 21' provided thereat, Wherein each of the 
sealing pockets 13' is able to be enclosed and opened indi 
vidually by sliding the Zip slider 213' of the Zip locker 21'. 
Therefore, the individual Zip lockers 21' provided at the indi 
vidual sealing openings 131' for sealing each sealing pockets 
13' enables the user to enclose and open the container bag in 
a reusable manner and to enable the sealing pockets 13' being 
enclosed or opened individually to avoid the unnecessary 
opening of the sealing pockets 13' Which is not desired to 
reach. It is appreciated that When the Zip locker 21' is closed, 
the three sealing edges and the sealable edge having the Zip 
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locker 21' provided at the sealing opening 131' are formed the 
air-tight chamber 132' to securely seal the foods into the 
respective sealing pocket 13'. 
[0074] It is Worth to mention that the container bag accord 
ing to the ?rst and second embodiments can be manufactured 
via the conventional manufacturing method Which provides 
tWo rolls of ?exible sheets. By overlapping the ?exible sheets 
With each other and forming the resealable lock 20, 20', the 
?rst and second layers 1 1, 12, 11', 12' With the built-in ?rst and 
second Zippers 21, 21' are formed. Then, by cutting and 
heat- sealing the tWo ?exible sheets in a predetermined dimen 
sion, the container bag can be manufactured With multiple 
sealing pockets 13, 13'. 
[0075] Referring to FIGS. 5A to SC of the draWings, the 
container bag can have different pocket con?gurations 
according to the above ?rst and second preferred embodi 
ments. Accordingly, at least tWo of the sealing openings 131, 
131' of the sealing pockets 13, 13' are extended in a parallel 
manner. It is appreciated that one of the sealing opening 131, 
131' is extended perpendicularly to another sealing opening 
131, 131'. 
[0076] An example is shoWn in FIG. 5A to illustrate the ?rst 
alternative pocket con?guration. The bag body 10 provides 
three sealing pockets 13A, 13B, 13C, Wherein the ?rst sealing 
pocket 13A has a siZe larger than the siZe of each of the second 
and third sealing pockets 13B, 13C, While the second and 
third sealing pockets 13B, 13C are identical. 
[0077] In other Words, the larger ?rst sealing pocket 13A is 
combined With tWo smaller second and third sealing pockets 
13B, 13C to form a ?rst alternative pocket con?guration. 
Since the bag body 10 provides three sealing pockets 13A, 
13B, 13C, there are three sealing openings 131A, 13B, 13C 
and three Zip lockers 21A, 21B, 21C. 
[0078] The bag body 10 has a ?rst sealing portion 14A 
provided along the centerline of the bag body 1 0 to form a ?rst 
partition betWeen the ?rst sealing pocket 13A and the second 
and third sealing pockets 13B, 13C. A second sealing portion 
14B is perpendicularly extended from the ?rst sealing portion 
14A to form a second partition betWeen the second and third 
sealing pockets 13B, 13C. 
[0079] The ?rst Zip locker 21A is provided along the ?rst 
sealing opening 131A of the ?rst sealing pocket 13A along 
the peripheral edge of the bag body 10. A second Zip locker 
21B and a third Zip locker 21C are provided at the second 
sealing openings 131B of the second sealing pocket 13B and 
the ?rst sealing opening 131C of the third sealing pocket 13C 
respectively, Wherein the second Zip locker 21B and the third 
Zip locker 21C are aligned With each other end-to-end. In 
addition, the second and third Zip lockers 21B, 21C are 
extended along the second and third sealing openings 131B, 
131C respectively at a position adjacent and parallel to the 
?rst sealing portion 14A. In addition, the second and third Zip 
lockers 21B, 21C are extended parallel to the ?rst Zip locker 
21A. Therefore, three independent sealing pockets 13A, 13B, 
13C are formed to provide the individual air-tight chambers 
to securely seal the items therein While each of the sealing 
pockets 13A, 13B, 13C can be opened individually via the 
respective Zip locker 21A, 21B, 21C. 
[0080] Another example is shoWn in FIG. 5B to illustrate 
the second alternative pocket con?guration. The bag body 10 
provides tWo sealing pockets 13D, 13E side-by-side, Wherein 
the ?rst sealing pocket 13D has a siZe larger than the siZe of 
the second sealing pocket 13E. In other Words, since the bag 
body 10 provides tWo sealing pockets 13D, 13E, there are tWo 
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sealing openings 131D, 131E and tWo Zip lockers 21D, 21E. 
The bag body 10 has a sealing portion 14 provided along the 
centerline of the bag body 10 to form a partition betWeen the 
?rst sealing pocket 13D and the second sealing pocket 13E. 
[0081] The ?rst Zip locker 21 is provided along the ?rst 
sealing opening 131D of the ?rst sealing pocket 13D along 
the peripheral edge of the bag body 10. A second Zip locker 
21E is provided at the second sealing openings 131E of the 
second sealing pocket 13E. In addition, the second Zip locker 
21E is extended along the second sealing opening 131E at a 
position adjacent and parallel to the sealing portion 14. In 
addition, the second Zip locker 21E is extended perpendicu 
larly to the ?rst Zip locker 21D. Therefore, tWo independent 
sealing pockets 13D, 13E are formed to provide the individual 
air-tight chambers to securely seal the items therein While 
each of the sealing pockets 13D, 13E can be opened individu 
ally via the respective Zip locker 21D, 21E. 
[0082] Another example is shoWn in FIG. SC to illustrate 
the third alternative pocket con?guration. The bag body 10 
provides tWo sealing pockets 13F, 13G as a top pocket and a 
bottom pocket, Wherein the ?rst and second sealing pockets 
13F, 13G are identical in siZe and shape. Since the bag body 
10 provides tWo sealing pockets 13F, 13G, there are tWo 
sealing openings 131E, 131G and tWo Zip lockers 21F, 21G. 
The bag body 10 has a sealing portion 14 provided along the 
centerline of the bag body 10 to form a partition betWeen the 
?rst sealing pocket 13F and the second sealing pocket 13G. 
[0083] The ?rst Zip locker 21F is provided along the ?rst 
sealing opening 131E of the ?rst sealing pocket 13F along the 
peripheral edge of the bag body 10. A second Zip locker 21G 
is provided at the second sealing openings 131G of the second 
sealing pocket 13G. In addition, the second Zip locker 21G is 
extended along the second sealing opening 131G at a position 
adjacent and parallel to the sealing portion 14. In addition, the 
second Zip locker 21G is extended parallel to the ?rst Zip 
locker 21D. Therefore, tWo independent sealing pockets 13F, 
13G are formed to provide the individual air-tight chambers 
to securely seal the items therein While each of the sealing 
pockets 13F, 13G can be opened individually via the respec 
tive Zip locker 21F, 21G. 
[0084] In order to manufacture the container bag With mul 
tiple sealing pockets 13, the present invention further pro 
vides a manufacturing process to make the container bag, as 
shoWn in FIG. 6. As an example shoWn in FIG. 5A, the three 
sealing pockets 13A, 13B, 13C are formed individually via 
the conventional process of the container bag. Accordingly, 
each of the sealing pockets 13A, 13B, 13C has a peripheral 
margin portion 130A, 130B, 130C remained uncut. 
[0085] Accordingly, the margin portion 130B, 130C of the 
second and third sealing pockets 13B, 13C are overlapped and 
sealed With the margin portion 130A of the ?rst sealing 
pocket 13A to form the ?rst sealing portion 14A of the bag 
body 10. The margin portion 130B of the second sealing 
pocket 13B is overlapped and sealed With the margin portion 
130C of the third sealing pocket 13C to form the second 
sealing portion 14 of the bag body 10. Then, the rest of the 
margin portions 130A, 130B, 130C of the sealing pockets 
13A, 13B, 13C Will be cut to trim the margin edge of the bag 
body 10 such that the container bag having multiple sealing 
pockets and multiple sealable locks is formed. Accordingly, 
the container bag With multiple sealable locks can be pro 
duced in the Way Which is similar to the conventional produc 
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ing method Without other special machine or complicated 
steps involving, so as to minimiZe the manufacturing cost of 
the container bag. 
[0086] Referring to FIGS. 7 and 8 of the draWings, a con 
tainer bag according to a third embodiment of the present 
invention is illustrated, Wherein the container bag, having the 
similar structure of the ?rst and second embodiments, com 
prises a bag body 10" and a resealable lock 20". 
[0087] The bag body 10" comprises a ?rst layer 11" and a 
second layer 12" overlapped thereWith, and de?nes a plurality 
of sealing pockets 13" discretely provided betWeen the ?rst 
layer 11" and the second layer 12" and a plurality of elongated 
sealing openings 131" for communicating With the sealing 
pockets 13" respectively. 
[0088] As shoWn in FIG. 11, the bag body 10" further has a 
tearing line 101" extending therealong betWeen the sealing 
pockets 13", Wherein the sealing pockets 13" are adapted to be 
torn off along the tearing line 101" to form the discrete sealing 
pockets 13". In addition, the bag body 10" further has a 
tearing notch 102" formed at one end of the tearing line 101" 
such that the user is able to separate the sealing pockets 13" by 
tearing along the tearing line 101" starting at the tearing notch 
102". It is appreciated that the tearing line 101" and the 
tearing notch 102" can be provided at the bag body 10, 10' of 
the ?rst and second embodiments to alloW the sealing pockets 
13, 13" being detached from each other. Accordingly, the 
tearing line 101" is preferably formed along the sealing por 
tion 14, 14' ofthe bag body 10, 10' according to the ?rst and 
second embodiments. 
[0089] According to the a third preferred embodiment of 
the present invention, the sealing pockets 13" can be used 
individually just like conventional container bags. But a 
group of sealing pockets can be detachably assembled 
together to form a one bag body 10". 
[0090] The resealable lock 20" comprises a plurality of Zip 
lockers 21" provided at the sealing openings 131" respec 
tively to seal and enclose the sealing pockets 13", Wherein 
each of the Zip lockers 21" is individually actuated to unsealed 
and open the sealing pocket 13" so as to permit each of the 
sealing pockets 13" being reclosably sealed in a reusable 
manner. Each of the sealing pockets 13" has an air-tight 
chamber 132" When the sealing opening 131" is sealed via the 
respective Zip locker 21". 
[0091] Each of the sealing pockets 13", Which is preferably 
formed in a rectangular shape, has three sealing edges 133" 
and a sealable edge to de?ne the sealing opening 131" the 
realong. In other Words, the three sealing edges 133" of each 
of the sealing pockets 13" are permanently sealed While the 
Zip locker 21" is provided at the sealable edge of the sealing 
pocket 13". Accordingly, at least one of the sealing openings 
131" is formed along a peripheral edge of the bag body 10". 
[0092] As it is mentioned in the ?rst embodiment, each of 
the Zipper lockers 21" comprises a ?rst Zipper 211" integrally 
provided along an opening edge of each of the sealing open 
ings 131" at the ?rst layer 11" and a second Zipper 212" 
integrally provided along an opening edge of the respective 
sealing opening 131" at the second layer 12" to detachably 
engage With the ?rst Zipper 211" so as to seal and enclose the 
respective sealing pocket 13". Accordingly, the tWo opening 
edges of each of the sealing opening 131" are detachably 
engaged With each other via the ?rst and second Zippers 211", 
212" to seal and enclose the respective sealing pocket 13". 
[0093] As an alternative mode of the ?rst and second 
embodiments, the sealing pockets 13" of the third embodi 














