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(57) ABSTRACT 

An optical-?ber-netWork (OFN) radio-frequency identi?ca 
tion (RFID) system for deploying and/ or maintaining an 
OFN. The system includes a plurality of OFN components, 
and at least one RFID tag that includes RFID tag data that has 
at least one property of the OFN component associated With 
the RFID tag. The RFID tag data is Written to and read from 
the RFID tags prior, during or after deploying the OFN com 
ponents. An OFN-component-data database unit is used to 
store and process the RFID tag data. This alloWs for different 
maps of the OFN to be made, such as an inventory map and a 
maintenance map. The OFN-RFID system alloWs for auto 
mated operations and management of OFN components by 
service personnel, and provides for faster and more accurate 
OFN system deployment and maintenance. 
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RFID SYSTEMS AND METHODS FOR 
OPTICAL FIBER NETWORK DEPLOYMENT 

AND MAINTENANCE 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 
[0002] The present invention relates to optical-?ber-based 
communication systems and networks, and particularly to 
systems and methods of deploying and maintaining optical 
?ber netWorks using radio-frequency identi?cation (RFID) 
systems and methods. 
[0003] 2. Technical Background 

Optical Networks 

[0004] The typical optical ?ber netWork (OFN) includes 
one or more central of?ces (COs), one or more remote nodes 

(RNs) connected to the COs by corresponding optical ?ber 
links, a number of netWork interface devices (N IDs) coupled 
to respective RNs by corresponding optical ?ber links, and a 
number of termination points coupled to the NIDs by addi 
tional optical ?ber links. There are a number of different types 
of OFNs. One general type of OFN is called an active point 
to-point architecture, Which includes the Home Run Fiber 
(HRF) and Active Star Ethernet (ASE). Another general type 
of OFN is called a passive point-to-multipoint architecture, 
Which includes the Passive Optical NetWork (PON). A PON 
has no active components betWeen the CO and the termina 
tion location to Which the service is delivered. Because of the 
different termination options for an OFN, for simplicity the 
abbreviated expression “?ber to the x” (FTTx) has been 
adopted, Wherein the “x” represents the particular termina 
tion point. The termination point may be, for example, a 
“premise,” a home, the “curb,” or a “node.” Thus, in the 
acronym-intensive language of OFNs, a PON architecture 
used to provide service to one or more homes is abbreviated 
as FTTH-PON. The details of the particular FTTx netWork 
architecture used depends on the termination point and the 
service goals of the netWork, as Well as on netWork cost and 
the existing optical ?ber related infrastructure (“outside 
plant” or OSP). The deployment and maintenance of an OFN 
is an equipment-intensive and labor-intensive undertaking. A 
netWork service provider that receives the various compo 
nents for the netWork from one or more manufacturers typi 
cally installs an OFN. The various OFN components (e.g., 
cabinets, terminals, enclosures, patch panel ports, optical 
?ber cable, optical ?ber cable connectors, hardWare, equip 
ment, etc.) must be received, installed, inventoried, and main 
tained in an organiZed manner. 

[0005] In OFN deployment, there is the need to positively 
identify and characterize the OFN components. This applies 
to the cabling (aerial or buried) as Well as to the other afore 
mentioned OFN components. Currently this process is car 
ried out by visual identi?cation, using foot markers printed on 
outside cable jackets, and color-coding and labeling of con 
nectors, ports, enclosures, etc. During the initial installation 
as Well as during operations and maintenance, signi?cant 
time is spent associating the various OFN components and 
their characteristics to an inventory database, Which is 
updated manually. Besides the extra time spent, there is a high 
risk of errors due to misidenti?cation, database entry errors or 
failures to correctly update the database. 
[0006] An OFN is typically deployed over a relatively large 
geographical area, With the optical ?ber cables and other ONF 
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components being installed either beloW ground or above 
ground. Thus, the ability to quickly locate and identify the 
various netWork components and obtain information about 
their installation and operating status can provide signi?cant 
labor and cost savings With regard to deploying and maintain 
ing the OFN, and can increase OFN uptime. 

Radio-Frequency Identi?cation 

[0007] Radio-frequency identi?cation (RFID) is a remote 
recognition technique that utiliZes RFID tags having micro 
circuits adapted to store information and perform basic signal 
processing. The stored information is retrievable via RF com 
munication betWeen the RFID tag and a RFID tag reader. The 
typical RFID system utiliZes a RFID tag reader (e.g., hand 
held) that When brought suf?ciently close to a RFID tag is 
able to read a RFID tag signal emitted by the tag, usually in 
response to an interrogation signal from the RFID tag reader. 
One form of RFID tag relies on the interrogation signal from 
the RFID reader to provide poWer to the tag. Other forms of 
RFID tags have internal poWer sources. 
[0008] The data encoded into a RFID tag can generally be 
Written at a distance, and some types of RFID tags can be 
re-Written multiple times. Each RFID application has its oWn 
unique issues and circumstances that require the RFID sys 
tem to be engineered accordingly. 
[0009] In vieW of the above-described issues associated 
With the deployment and maintenance of OFNs and the ben 
e?ts of RFID technology, there is a need for systems and 
methods that integrate RFID technology With OFNs to facili 
tate OFN deployment and maintenance. 

SUMMARY OF THE INVENTION 

[0010] One aspect of the invention is a RFID method of 
deploying and/or maintaining an OFN. The method includes 
providing at least one RFID tag on at least one OFN compo 
nent of a plurality of OFN components that constitute the 
OFN. The method also includes Writing, to at least one RFID 
tag, data relating to at least one property of the corresponding 
OFN component. The method further includes recording and 
storing the OFN component data in an OFN-component-data 
database unit. 
[0011] Another aspect of the invention is a RFID system for 
deploying and/ or maintaining an OFN. The system includes 
at least one RFID tag a?ixed to at least one OFN component 
of a plurality of OFN components that constitute the OFN, 
Wherein the at least one RFID tag a?ixed to the at least one 
OFN component contains OFN component data that relates to 
at least one property of the OFN component. The system also 
includes at least one RFID tag reader adapted to read the OFN 
component data from the at least one RFID tag. The system 
further includes an OFN component data database unit 
adapted to receive and store OFN component data read by the 
at least one RFID tag reader. 

[0012] Another aspect of the invention is a RFID system for 
deploying and/or maintaining an optical ?ber netWork (OFN) 
that is optically coupled to a central o?ice (CO). The system 
includes at least one feeder-cable RFID tag ?xed to a feeder 
cable that is optically coupled to the CO, With the at least one 
feeder-cable RFID tag having feeder-cable data relating to 
one or more properties of the feeder cable. The system also 
includes at least one local convergence point (LCP) RFID tag 
?xed to a local convergence point (LCP) that is operably 
connected to the feeder cable, With the at least one LCP RFID 
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tag having LCP data relating to one or more properties of the 
LCP. The system further includes at least one distribution 
cable RFID tag ?xed to a distribution cable that is operably 
coupled to the LCP, With the at least one distribution-cable 
RFID tag having distribution-cable data relating to one or 
more properties of the distribution cable. The system also 
includes at least one netWork access point (NAP) RFID tag 
?xed to a NAP that is operably coupled to the LCP via the 
distribution cable, With the at least one NAP RFID tag having 
NAP data relating to one or more properties of the NAP. The 
system additionally includes at least one netWork interface 
device (NID) RFID tag ?xed to a NID that is operably coupled 
to the LCP via a drop cable, With the at least one NAP RFID 
tag having NID data relating to one or more properties of the 
NID. The system further includes one or more RFID tag 
readers adapted to read at least one of the feeder-cable RFID 
tags, the LCP RFID tags, the distribution-cable RFID tags, 
the NAP RFID tags, and the NID RFID tags, and provide 
corresponding feeder-cable data, LCP data, distribution 
cable data, NAP data, and NID data. The system also includes 
an OFN component database unit adapted to receive and store 
the feeder-cable data, the LCP data, the distribution-cable 
data, the NAP data and the NID data. 
[0013] Additional features and advantages of the invention 
Will be set forth in the folloWing detailed description, and in 
part Will be readily apparent to those skilled in the art from 
that description or recogniZed by practicing the invention as 
described herein, including the folloWing detailed descrip 
tion, the claims, as Well as the appended draWings. 
[0014] It is to be understood that both the foregoing general 
description and the folloWing detailed description present 
embodiments of the invention, and are intended to provide an 
overvieW or framework for understanding the nature and 
character of the invention as it is claimed. The accompanying 
draWings are included to provide a further understanding of 
the invention, and are incorporated into and constitute a part 
of this speci?cation. The draWings illustrate various embodi 
ments of the invention, and together With the description 
serve to explain the principles and operations of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] FIG. 1 is a general schematic diagram of an example 
embodiment of an OFN-RFID system according to the 
present invention, Wherein the OFN is shoWn in the form of an 
FTTx-PON; 
[0016] FIG. 2 is a detailed schematic diagram of an 
example embodiment of the central of?ce (CO) of the OFN 
RFID system of FIG. 1; 
[0017] FIG. 3 is a detailed schematic diagram of an 
example embodiment of a local convergence point (LCP) of 
the OFN-RFID system of FIG. 1; 
[0018] FIG. 4 is a detailed schematic diagram of an 
example embodiment of a netWork access point (NAP) of the 
OFN-RFID system of FIG. 1; 
[0019] FIG. 5 is a detailed schematic diagram of an 
example embodiment of a RFID tag attached to a general 
OFN component, and also shoWing the details of an example 
RFID tag reader and an example database unit in operable 
communication thereWith; 
[0020] FIG. 6 is a schematic front-on vieW of an example 
splitter module rack that houses three splitter modules, 
Wherein each splitter module includes a splitter-module 
RFID tag; 
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[0021] FIG. 7 is a schematic front-on vieW of a single 
splitter module of FIG. 6, shoWing an example embodiment 
Wherein each port has an associated port RFID tag; 
[0022] FIG. 8 is a schematic front-on vieW of an example 
patch-panel rack that houses six patch panels, Wherein each 
patch panel includes a patch-panel RFID tag; 
[0023] FIG. 9 is a close-up vieW of one ofthe patch panels 
of FIG. 8, illustrating the patch-panel ports and the patch 
panel RFID tag; 
[0024] FIG. 10 shoWs an example embodiment of an inter 
active OFN-RFID map as shoWn on the display of the data 
base unit; 
[0025] FIG. 11 illustrates an example embodiment Wherein 
an OFN-RFID interactive map is shoWn along With a geo 
graphical map; 
[0026] FIG. 12 shoWs an example information table as dis 
played on the database unit display When the cursor “clicks 
on” a distribution-cable RFID tag icon in the OFN-RFID map 
of FIG. 10; 
[0027] FIG. 13 shoWs an example maintenance log table as 
displayed on the database unit display When the cursor “clicks 
on” the maintenance log icon of the information table of FIG. 
12; 
[0028] FIG. 14 shoWs the interactive OFN-RFID map of 
FIG. 10, but With the cursor moved to a the LCP active icon; 
and 
[0029] FIG. 15 shoWs an example of a more detailed inter 
active map of the LCP and its components as displayed When 
the LCP icon in the OFN-RFID map of FIG. 14 is clicked on. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0030] Reference is noW made to the present preferred 
embodiments of the invention, examples of Which is/ are illus 
trated in the accompanying draWings. Whenever possible, the 
same reference numbers or letters are used throughout the 
draWings to refer to the same or like parts. 
[0031] The term “OFN component” as used herein is gen 
erally any component used in any type of OFN, and includes 
but is not limited to: a feeder cable, a distribution cable, a drop 
cable, a netWork access point (NAP), an enclosure, a splice 
box, a cabinet, a terminal, a patch panel, a patch cord, a ?ber 
connector, an optical splitter, a splitter module, a coupler, an 
optical ampli?er, a Wavelength multiplexer, a Wavelength 
demultiplexer, an optical line terminal, a ?lter, a light source, 
an optical receiver, an optical transmitter, an intrafacility 
cable, a local convergence point (LCP), a netWork interface 
device (NID), a ?ber distribution frame (FDF), an equipment 
module, or any other OFN-related hardWare, including ?ber 
related hardWare. 
[0032] In the discussion beloW, the term “data” is used in 
the singular and represents a collection of one or more pieces 
of information. The term “RFID tag data” refers to data stored 
in or to be stored in a RFID tag, Which data contains at least 
one property of the corresponding OFN component associ 
ated With the RFID tag. 
[0033] Also, the term “electromagnetic signals” as used to 
describe the signals communicated betWeen a RFID tag and a 
RFID reader includes free-space radio Waves as Well as mag 
netic inductive coupling. 
[0034] For the sake of convenience, the folloWing is a list of 
the acronyms used in this application: 
[0035] OFN:optical ?ber netWork 
[0036] CO:central of?ce 
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[0037] RFIDIradiO-frequency identi?cation. 
[0038] PONrpassive optical network. 
[0039] FTTx:“?ber-to-the-x,” Where “x” is the ?ber cable 
endpoint. 
[0040] LCP:local convergence point 
[0041] NAPInetWork access point 
[0042] NIDInetWork interface device 
[0043] GPS:global positioning system 
[0044] OLT:optical line terminal 
[0045] OSPIoutside plant 
[0046] GUI:graphical user interface 
[0047] FDFI?ber distribution frame 
[0048] dB:decibels 

The OFN-RFID System 

[0049] FIG. 1 is a schematic diagram of an example 
embodiment of an OFN-RFID system 6 according to the 
present invention. OFN-RFID system 6 is interfaced With one 
or more components C” of an OFN 10 via one or more RFID 
tags T”, as described beloW. OFN-RFID system 6 is adapted 
to facilitate deploying and/or maintaining an OFN 10 by a 
service provider and their service personnel. OFN 10 as pre 
sented in FIG. 1 is in the form of a FTTx-PON for the sake of 
illustration. It Will be understood by those skilled in the art 
that the present invention is generally applicable to all of the 
different types of active and passive OFNs and their respec 
tive physical plants. 
[0050] With reference to FIG. 1, OFN 10 includes one or 
more COs 20, Which is the main switching facility of the 
OFN. OFN 10 is shoWn With a single CO 20 for ease of 
illustration. Coupled to CO 20 are a number of external net 
Works EN, such as for example the Internet IN for data and 
video services, and a public sWitched telephone netWork 
(PSTN) for telephone services, and a cable TV netWork 
(CATV) for entertainment video services. External netWorks 
EN provide CO 20 With external netWork signals SE that are 
distributed via the operation of the CO to select user sites 
(subscribers) of the OFN. FIG. 2 is a schematic diagram of an 
example embodiment of CO 20 that includes a number of 
OFN components adapted to take incoming external netWork 
signals SE and establish temporary connections to select opti 
cal ?bers in the OFN in order provide the external netWork 
signals to the OFN subscribers. CO 20 includes, for example, 
an optical line terminal (OLT) 26 that interfaces With the 
external netWorks EN. OLT 26 is adapted to processes exter 
nal signals SE and send them to a ?ber distribution frame 
(FDF) 30 via a cross-connect patch cord 36. FDF 30 is con 
nected to a ?ber entrance cabinet 40 via an intrafacility cable 
46. Fiber entrance cabinet 40 is connected to the outside cable 
plant (OSP), i.e., feeder cables 50 and the rest of the OFN, as 
discussed beloW. 
[0051] With reference again to FIG. 1, OFN 10 also 
includes at least one feeder cable 50, With each feeder cable 
optically coupled at one end to CO 20 and at the opposite end 
to a local convergence point (LCP) 100. Feeder cable 50 may 
have over 100 optical ?bers 52. 
[0052] OFN 10 also includes one or more distribution 
cables 110 operably coupled to a given LCP 100, With each 
distribution cable including one or more optical ?bers 112. 
Note that feeder cable(s) 50 and distribution cable(s) 110 may 
be either buried or supported above ground. 
[0053] FIG. 3 is a schematic diagram of an example LCP 
100. LCP 100 includes a distribution cabinet 120 that houses 
a splitter module 130 having a number of ports P. A typical 
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number of ports is either 16, 32 or 64. Splitter module 130 
includes one or more splitters (not shoWn). LCP 100 also 
includes a patch panel 140 that terminates optical ?bers 52 in 
feeder cable 50 and facilitates access thereto by splitter mod 
ule 130. 
[0054] With reference again to FIG. 1, OFN 6 includes at 
least one netWork access point (NAP) 200, With each optically 
connected to a corresponding LCP 100 via a corresponding 
distribution cable 110. OFN 6 also includes one or more drop 
cables 220 operably coupled to NAP 200. Each optical drop 
cable 220 includes one or more optical ?bers 222. 
[0055] FIG. 4 is a schematic diagram of an example 
embodiment of NAP 200. NAP 200 includes a distribution 
cabinet 120 that houses passive optical components, such as 
patch panel(s) 140 that includes splice trays and/or connector 
ports for receiving a preconnectoriZed distribution cable 110 
and a preconnectoriZed drop cable 220. For the sake of illus 
tration, connector ports P are shoWn. Patch panel 140 serves 
to distribute incoming signals from the individual optical 
?ber 112 of distribution cable 110 to one or more drop cables 
220 and the individual optical ?bers 222 therein. Other 
example embodiments of NAPs 200 may include other OFN 
components, such splitters 130, making them similar to LCPs 
100 of FIG. 3. 
[0056] With reference again to FIG. 1, each drop cable 220 
is optically coupled to a netWork interface device (NID) 300. 
NID 300 (also called a netWork interface unit, or NIU) is 
located at a user site 310. NID 300 includes electrical and/or 
optical components (not shoWn) that enables a user at user site 
310 to connect to OFN 6. 

RFID Tags in OFN-RFID System 

[0057] With continuing reference to FIG. 1, OFN-RFID 
system 6 includes at least one RFID tag provided to (e.g., 
?xed or otherWise attached to) at least one OFN component, 
and at least one RFID tag reader 400 adapted to read RFID 
tags. OFN-RFID system 6 also includes an OFN component 
data database unit 410 (hereinafter, “database unit”) in oper 
able communication With RFID tag reader 400. To associate 
RFID tags With given components, the reference letter T” is 
used to represent a RFID tag, Where the subscript “n” is the 
reference number of the corresponding OFN component, 
generally referred by the reference letter C”. 
[0058] FIG. 5 is a detailed schematic diagram of an 
example embodiment of a RFID tag Tn attached to OFN 
component C” (e.g., RFID tag T200 attached to NAP 200 as 
shoWn in FIG. 1 and in FIG. 4). FIG. 5 also shoWs details of 
RFID tag reader 400 and Database unit 410. RFID tag Tn 
includes a microcircuit 450 (e. g., in the form of a microchip) 
electrically connected to a memory unit 452 and to a receive/ 
transmit antenna 454. Memory unit 452 is adapted to store 
information (“RFID tag data”), Which includes at least one 
property of the associated OFN component, but more typi 
cally includes a number of such properties. Typical RFID tag 
data includes, for example, the type of component to Which 
the RFID tag is af?xed, the component manufacturer, the 
manufacturer part number, the date of component manufac 
ture, the date of component installation, the component’s 
operational status, component maintenance information and 
history, component location in the OFN (e.g., global position 
ing system (GPS) coordinates), a part or other identi?cation 
number, and so on. 
[0059] Microcircuit 450 is adapted to receive an electro 
magnetic RFID-tag interrogation signal SI" emitted by RFID 
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reader via antenna 480 and to process this signal. The pro 
cessing includes comparing the received interrogation signal 
SI" to a corresponding bit sequence stored value in memory 
unit 452. In an example embodiment, microcircuit 450 is 
adapted to use the energy in the interrogation signal to poWer 
itself. If the content of the received interrogation signal SI" is 
con?rmed, then microcircuit 450 is adapted to generate a 
RFID tag signal ST” representative of the stored RFID tag 
data and to transmit this signal to RFID reader 400 as an 
electromagnetic tag signal STn" to be read by RFID tag reader 
400. 
[0060] In an example embodiment, one or more of the 
RFID tags are adapted to generate electromagnetic RFID tag 
signals at a frequency that is not signi?cantly affected by soil 
or Water, such as in the frequency range from 100 KHZ to 125 
KHZ. This is so that the RFID tag signal can be read even 
though the corresponding OFN component is buried under 
ground or covered by Water. Here, the electromagnetic RFID 
tag signals are based on magnetic inductive coupling. Suit 
able RFID tags and associated RFID tag readers are available 
from 3M Corporation. 
[0061] Also in an example embodiment, at least some of the 
RFID tags are adapted to generate RFID tag signals at a 
frequency suitable for long-range RFID-tag reading, such at 
the 915 MHZ band or the 2.45 GHZ band. Such RFID tags are 
best suited for aerial or aboveground OFN components, or 
more generally for OFN components that are not buried or 
otherWise obstructed by an intervening RF-frequency-ab 
sorbing medium. Suitable RFID tags are available fromAlien 
Technologies, Inc., as Model Nos. ALL-9440 andALL-9350. 
[0062] In an example embodiment, RFID tag reader 400 
and one or more of RFID tags Tn are adapted With encryption 
capability so that the interrogation signal and the RFID tag 
signal can be encrypted to prevent third parties from reading 
or overWriting RFID tag data. 

Example RFID Tag Reader 
[0063] With continuing reference to FIG. 5, an example 
embodiment of RFID tag reader 400 includes a receive/trans 
mit antenna 480, a signal processing circuit 482 electrically 
connected thereto, and a memory unit 484 electrically con 
nected to the signal processing circuit. RFID tag reader 400 
also includes other electronic components that not essential to 
the present invention and so are not shoWn. In an example 
embodiment, RFID tag reader 400 includes a GPS circuit 486 
adapted to provide GPS data to signal processing circuit 482 
and/ or to memory unit 484. 
[0064] Signal processing circuit 482 is adapted to generate 
interrogation signal SI and transmit it via antenna 480 to RFD 
tag T” as an electromagnetic interrogation signal SI". Signal 
processing circuit 482 is also adapted to Write information to 
RFID tag Tn based on information either stored in memory 
unit 484, entered into the RFID tag reader directly by a user, 
or communicated to it from database unit 410, as described 
beloW. 
[0065] RFID tag reader 400 is also adapted to receive elec 
tromagnetic RFID tag signal STn" via antenna 480, Which 
converts this signal back to electrical RFID tag signal ST”. 
Signal processing circuit 482 is further adapted to extract the 
RFID tag data from this signal and store this data in memory 
unit 484 and/ or transmit this data to database unit 410. 

Example Database Unit 

[0066] In an example embodiment, RFID tag reader 400 is 
operably coupled to database unit 410 so that it can transmit 
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information to and receive information from the database 
unit. In an example embodiment, database unit 410 includes 
a second transmit/receive antenna 494 used to Wirelessly 
communicate With RFID tag reader 400, through a Wi-Fi 
netWork or through the cellular phone netWork, as examples. 
In another example embodiment, database unit 410 is oper 
ably coupled to RFID tag reader 400 via a non-Wireless (e. g., 
an electrical or optical) communication link 492, such as an 
Ethernet link. 
[0067] Database unit 410 includes a microprocessor 500 
operably connected thereto, a memory unit 510 operably 
coupled to the microprocessor, and a display 520 operably 
coupled to the microprocessor. In an example embodiment, 
database unit 410 is or otherWise includes a computer, such as 
a laptop computer, personal computer or Workstation. In an 
example embodiment, database unit 410 is mobile (e.g., as a 
laptop computer or hand-held device) and is brought out to 
the ?eld so as to be accessible to those Working in the ?eld to 
deploy or maintain OFN 10. Also in an example embodiment, 
database unit 410 supports a graphical user interface (GUI) so 
that a database-unit user can vieW graphical images and inter 
act With interactive graphical images on display 520. 
[0068] In an example embodiment, RFID tag reader 400 
transmits RFID tag data to database unit 410 either non 
Wirelessly via a non-Wireless data signal SD sent over com 
munication link 492, or Wirelessly via electromagnetic data 
signal SD". Database unit 410 then stores and processes the 
RFID tag data, such as described beloW. 
[0069] Also in an example embodiment, database unit 410 
either Wirelessly and/ or non-Wirelessly transmits Write infor 
mation in respective information signals SW and/or (electro 
magnetic) signal SW" to RFID tag reader 400. The Write 
information in signals SW or SW" is then Written by RFID tag 
reader 400 to one or more RFID tags T” and stored therein as 
RFID tag data. 
[0070] Microprocessor 500 in database unit 410 is adapted 
to process the RFID tag data to create useful information 
about the status of OFN 10 and OFN components C”. In an 
example embodiment, this information is displayed on dis 
play 520. In an example embodiment, the information is 
represented as graphics, and further is presented by database 
unit 410 in the form of one or more interactive OFN-RFID 
maps. The OFN-RFID maps may include, for example, com 
ponent inventory data, component location data, component 
connectivity data and/or component status data. Example 
interactive OFN-RFID maps for facilitating the deployment 
and maintenance of OFN 10 are discussed in greater detail 
beloW. 

CO RFID Tags 

[0071] FIG. 1 shoWs a number of RFID tags Tn attached to 
different OFN components C” of OFN 1 0. With reference also 
to FIG. 2, CO 20 includes a OLT-REID tag T26 a?ixed to OLT 
26. OLT RFID tag T26 includes, for example, information 
relating to the manufacturer, manufacturer model number, 
date of installation, the last maintenance performed, What Was 
performed during the last maintenance, What the next main 
tenance is and When it is scheduled, the number of PONs 
served by the OLT, the number of connections to external 
netWorks EN, the types of external netWorks served, the exact 
location of the OLT in the CO, communication protocols 
used, etc. 
[0072] CO 20 also includes a patch-cord RFID tag T36 
attached to patch cord 36 and a intrafacility-cable RFID tag 
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T46. These RFID tags include, for example, information relat 
ing to the manufacturer, manufacturer part number, date of 
installation, the number of connections, type of ?ber, etc. 
[0073] CO 20 also includes an FDF RFID tag T3O attached 
to FDF 30 and a cabinet RFID tag T4O attached to entrance 
cabinet 40. These RFID tags include, for example, informa 
tion relating to the manufacturer, manufacturer part number, 
date of installation, the number of connections, location of the 
frame or cabinet, etc. 

Feeder Cable RFID Tags 

[0074] With reference again also to FIG. 1, OFN-RFID 
system 6 includes a number of feeder-cable RFID tags T5O 
attached to feeder cables 50. In an example embodiment, 
feeder-cable RFID tags T5O are arranged along the length of 
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32 and 64 are also often used. A splitter-module RFID tag 
T130 is attached to each splitter module 130. In an example 
embodiment, each splitter module 130 also includes a con 
ventional ID tag 556 With a tag ID number that identi?es the 
splitter module, e.g., by its shelf location in splitter module 
rack 554. This conventional ID tag can be placed directly on 
the RFID tag T130, as shoWn. 
[0078] In an example embodiment, RFID tag T130 includes 
a light 560 (e.g., a light-emitting diode (LED)) that activates 
When the particular RFID tag T130 is interrogated by RFID tag 
reader 400. This helps identify Which one of the RFID tags 
T130 is being interrogated and read at a given time. 
[0079] Table 1 beloW presents an example embodiment of 
RFID tag data stored in the splitter-module RFID tag T130 for 
splitter module ID# 124290. For the sake of illustration, only 
the data for the ?rst six ports P1- through P6 is shoWn. 

TABLE 1 

SPLITTER-MODULE RFID TAG DATA 
Shelf ID # 124290 

Port P1 P2 P3 P4 P5 P6 

1310nmLoss (dB) 17 17 17 17 17 17 
1550nmLoss (dB) 17 17 17 17 17 17 
Terminal ID 12345 12345 12346 12347 12348 12349 
Street Name Elm Street Elm Street Elm Street Elm Street Elm Street Elm Street 
Street Address 123 124 125 126 127 128 
Pole Number 1 1 2 2 3 3 
GPS (Lat, Long) N30 13.477 N30 13.455 N3013.445 N30 13.402 N30 13.380 N3013.380 

W97 44.315 W97 44.315 W97 44.300 W97 44.269 W97 44.198 W97 44.169 
Other Information None None Faulty port None Repaired None 
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each feeder cable 50 (e.g., at ?xed intervals) and include 
information such as their respective GPS position informa 
tion, the status of the feeder cable, the number of optical ?bers 
52 in the feeder cable, the last maintenance operation, feeder 
cable manufacturer, feeder cable manufacturer model num 
ber, the location and type of LCP to Which the feeder cable is 
connected, the length of cable, the distance betWeen cable 
RFID tags, etc. In another example embodiment, feeder-cable 
RFID tags T5O are located at certain important locations, such 
as splice locations. 

[0075] Feeder cable RFID tags T5O may also include infor 
mation relating to the installation of feeder cables 50, such as 
the planned installation destination, installation date, special 
instructions regarding the installation (e.g., aerial or buried 
cable), and the like. 

LCP RFID Tags 

[0076] OFN-RFID system 6 also includes a number of LCP 
RFID tags. In an example embodiment, a main LCP RFID tag 
T 100 is attached to the OSP distribution cabinet 120 and con 
tains information relating to the general properties of LCP 
100, such as the cabinet location, operational status of the 
LCP, manufacturer information, maintenance status, the 
number and type of internal OFN components, etc. A splitter 
module LCP RFID tag T130 is attached to splitter module 130. 
[0077] FIG. 6 is a detailed face-on diagram of an example 
splitter module rack 554 that houses three splitter modules 
130. Each splitter module 130 has a number of splitter ports P. 
TWelve such splitter ports P1 through P12 are shoWn for the 
sake of illustrations. Other numbers of splitter ports, such as 

[0080] Table 1 includes the shelf ID numberihere, ID 
number 124290 chosen for illustration purposesithat iden 
ti?es the splitter-module RFID tag as being located in a par 
ticular shelf of splitter module rack 554. Table 1 includes the 
folloWing information for each port: The 1310 nm loss (dB), 
the 1550 nm loss (dB), the street name served by the port, the 
street address served by the port, the pole number associated 
With the port, the GPS coordinates of the location served by 
the port, and “other information” that can be added to the 
RFID tag as needed, such as the operating status or the main 
tenance status. Generally speaking, data can also be Written to 
the RFID tag via RFID reader 400 so that the data can be 
updated as needed. In an example embodiment, RFID tags 
T130 contain default deployment data Written to the RFID tag 
prior to the deployment of LCP 100 or the installation of 
splitter module 130 in the LCP. 
[0081] In another example embodiment illustrated in FIG. 
7, each splitter module 130 includes a port RFID tag TP for 
each splitter port P. Port RFID tags T P contain, for example, 
information about the status of the corresponding port P and 
its connectivity. 
[0082] FIG. 8 is a detailed face-on diagram of an example 
patch-panel rack that includes a number of patch panels 140. 
Each patch panel 140 includes a patch-panel RFID tag T140 
attached thereto. As With splitter-module RFID tag T130, 
patch-panel RFID tag T140 includes in an example embodi 
ment a light 556 activated by microcircuit 450 When the 
patch-panel RFID tag is interrogated by RFID tag reader 400. 
Patch-panel RFID tag T140 also includes a conventional ID 
number that indicates the patch panel’s shelf location in 
patch-panel rack 600. 
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[0083] FIG. 9 is a close-up front-on vieW of patch panel 
140, showing patch-panel RFID tag T140 and patch-panel 
ports P1 through P6. Table 2 below presents an example 
embodiment of data stored in patch-panel RFID tag T140 for 
patch-panel ID #13425 of FIG. 8. 

TABLE 2 

PATCH-PANEL RFID TAG DATA 

PANEL ID # 13425 READ/WRITE 
PORT LOSS (dB) OSP LOCATION 

P1 0.3 Node 123 Forward 
P2 0.3 Node 123 Return 
P3 0.3 Spare 
P4 0.3 Spare 
P5 0 3 WALLMART 
P6 0 3 XYZ, Inc. 

[0084] Table 2 includes the patch-panel ID numberihere, 
ID number 13425, chosen for illustration purposes. Table 2 
also includes the patch-panel port number P1 through P6, the 
loss per port (in dB), and the OSP location information. Other 
information, such as building name, room number, subscriber 
location, street address, poWer levels, maintenance schedules, 
and the like can be included in Table 2. Altemately, it is 
possible to have a separate RFID tag, With one for each port 
number P1 through P6, that contains all of the data pertinent 
to its associated port. 
[0085] Here, it is emphasiZing that the prior art approach to 
OFN deployment and maintenance involves obtaining such 
information by inspection and previous Written documenta 
tion, and then documenting the updated information on paper. 
The paper documents are then distributed to provide infor 
mation about the maintenance history of OFN components C” 
such as splitter module 130 and patch panel 140. With RFID 
tags, this paper documentation is replaced by the data Written 
into the RFID tags, and is available instantly at the point of use 
and at any time it is needed. 

Distribution-Cable RFID Tags 

[0086] With reference again to FIG. 1, OFN-RFID system 
6 includes a number of distribution-cable RFID tags T110 
attached to distribution cables 110. In an example embodi 
ment, distribution-cable RFID tags T110 are arranged along 
the length of each distribution cable 110 (e. g., at ?xed inter 
vals). Distribution-cable RFID tags T 1 10 include information 
such as their respective GPS positions, the status of the dis 
tribution cable, the number of optical ?bers 112 in the distri 
bution cable, the distance betWeen RFID tags, the last main 
tenance operation, the distribution-cable manufacturer, 
distribution-cable manufacturer model number, the location 
and type of LCP 100 and NAP 200 to Which the distribution 
cable is connected, etc. In another example embodiment, 
distribution-cable RFID tags T110 are located at certain 
important locations, such as splice locations. 
[0087] Distribution-cable RFID tags T 1 10 may also include 
information relating to the installation of distribution cables 
110, such as the planned installation destination, installation 
date, special instructions regarding the installation (e.g., 
aerial or buried cable), and the like. 

NAP RFID Tags 

[0088] OFN-RFID system 6 also includes a number of NAP 
RFID tags. A main NAP RFID tag T200 is attached to the 
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distribution cabinet 120 and contains information relating to 
the general properties of NAP 200, such as the cabinet loca 
tion, operational status of the NAP, manufacturer informa 
tion, maintenance status, the number and type of internal 
OFN components, etc. 
[0089] The other NAP RFID tags for NAP 200 are essen 
tially the same as those for LCP 100 since the NAP typically 
includes the same OFN componentsinamely, splitter mod 
ule(s) 130 and patch panel(s) 140. 

Drop-Cable RFID Tags 

[0090] With reference to FIG. 1, OFN-RFID system 6 
includes a number of drop-cable RFID tags T220 attached to 
drop cables 220. In an example embodiment, drop-cable 
RFID tags T220 are arranged along the length of each drop 
cable 220 (e.g., at ?xed intervals). Drop-cable RFID tags T220 
include information such as their respective GPS positions, 
the distance betWeen successive RFID tags, the status of the 
drop cable, the number of optical ?bers 112 in the drop cable, 
the last maintenance operation, the drop -cable manufacturer, 
drop-cable manufacturer model number, the location and 
type of NAP 200 and NID 300 to Which the drop cable is 
connected, etc. In another example embodiment, drop-cable 
RFID tags T220 are located at certain important locations, 
such as splice locations. 
[0091] Drop-cable RFID tags T220 may also include infor 
mation relating to the installation of drop cables 220, such as 
the planned installation destination, installation date, special 
instructions regarding the installation (e.g., aerial or buried 
cable), and the like. 

NID RFID Tags 

[0092] OFN-RFID system 6 also includes a number of NID 
RFID tags. A main NID RFID tag T300 is attached to cabinet 
120 and contains information relating to the general proper 
ties of NID 300, such as the cabinet location, operational 
status of the NID, manufacturer information, maintenance 
status, the number and type of internal OFN components, etc. 
[0093] Other NID RFID tags are provided to the corre 
sponding NID OFN components in analogous fashion to the 
LCP RFID tags described above. In an example embodiment, 
the other NID RFID tags are essentially the same as those for 
LCP 100 in the case Where the tWo have the same or similar 
OFN components. 

RFID Mapping of the OFN 

[0094] As discussed above, an example embodiment of the 
present invention involves using OFN RFID tags T” to create 
one or more OFN-RFID maps of OFN 10 based on the RFID 
tag data read from the OFN RFID tags. In one example 
embodiment, OFN RFID tags T” are provided With data relat 
ing to the deployment of the corresponding OFN components 
C” prior to OFN 10 being deployed. In one example, the OFN 
RFID tag data is Written to the corresponding RFID tags by 
the OFN component manufacturer and/or by the OFN 
installer (service provider). For example, for cable assemblies 
that are factory terminated and customiZed for installation in 
a particular location, the location information can also be 
Written in the RFID tags. RFID tags on the cable reel or cable 
assembly reel can also contain information about their instal 
lation destination, as required. 
[0095] The OFN RFID tag data is then read from the OFN 
RFID tags using RFID tag reader 400 prior to or during 
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deployment. In an example embodiment, the service provider 
receives materials from the OFN component supplier and 
scans all tagged OFN components. This information is then 
added to the inventory database unit of database unit 410. At 
this point, the service provider may choose to replace the 
manufacturer identi?cation and the identi?cation number 
Written to the RFID tag by the manufacturer With its oWn 
identi?cation number, Which uniquely identi?es this tag 
Within its entire inventory of assets. The original identi?ca 
tion number and the manufacturer code can be stored in the 
inventory database unit so that each entity can still be traced 
back if necessary. This enables the full capability and capac 
ity of the manufacturing database collection to be searched to 
determine the characteristics and performance of the compo 
nent in more detail than can be Written into the RFID tag. Such 
manufacturing data can be retrieved remotely, for example, 
via the Internet or via a cellular phone network. This infor 
mation can be further updated at the time of installation, to 
add additional details of interest to the netWork operator, such 
as the association betWeen ports and connectors. 
[0096] The OFN RFID tag data, Which is collected in 
memory unit 510 of database unit 410, is processed via micro 
processor 500 to provide a representation of the OFN RFID 
tag information from the various OFN RFID tags, such as an 
OFN map. 
[0097] In an example embodiment, the information stored 
in the OFN RFID tags Tn includes positional information 
(e. g., GPS coordinates) for the OFN components C”. The 
positional information is, for example, originally provided by 
GPS circuit 486 and Written to the OFN RFID tags T” by 
RFID tag reader 400 during installation of the OFN compo 
nent. Writing of GPS information can be carried out, for 
example, by OFN service personnel Working in the ?eld 
While installing, maintaining or repairing the OFN. For 
example, the GPS information can also be added to the RFID 
tag data by RFID tag reader 400 during the RFID tag reading 
process after OFN deployment (e.g., by OFN service person 
nel) and sent to the database unit along With the read RFID tag 
data. This alloWs the map to shoW in detail the precise loca 
tions of the OFN components, as Well as the spatial relation 
ships betWeen OFN components in the OFN. 
[0098] In a similar manner, an OFN inventory map is cre 
ated that shoWs the location (e.g., via GPS coordinates) and 
the corresponding part number for each OFN component C” 
in OFN 10. In an example embodiment, the OFN inventory 
map includes information about not only installed OFN com 
ponents, but spare OFN components as Well, such as avail 
ability, location, etc. 
[0099] In another example embodiment, an OFN mainte 
nance map of OFN 10 is created by Writing to one or more of 
the OFN RFID tags Tn maintenance information for the cor 
responding OFN components C”. The maintenance map 
includes, for example, maintenance that needs to be per 
formed and/ or maintenance that has already been performed. 
By updating OFN RFID tags Tn using one or more RFID tag 
readers 400 and transmitting the updated OFN RFID tag 
information from the one or more RFID tag readers to data 
base unit 410, an updated maintenance map is established. 
Such an updated maintenance map can be vieWed on display 
520 of database unit 410 and used to plan and schedule OFN 
maintenance. 

[0100] In an example embodiment, both inventory and 
maintenance maps are used in combination When performing 
OFN maintenance, since inventory issues often arise in con 
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nection Withperforming OFN maintenance. FIG. 10 shoWs an 
example of an interactive OFN-RFID map 700 as shoWn on 
display 520 of database unit 410. OFN-RFID interactive map 
700 shoWs a portion of OFN 10. The GUI functionality of 
database unit 410 alloWs a cursor 710 to be moved by a user 

to the various OFN components, Which serve as active icons 
that can be “clicked on” to reveal the RFID tag information 
corresponding to the particular OFN component. 
[0101] FIG. 11 illustrates an example embodiment of the 
present invention Wherein an OFN-RFID interactive map 700 
is overlaid or shoWn along With a standard geographical map 
800 (e.g., a GPS-based map). The spatial layout of at least a 
portion of OFN 6 and the location of the various OFN-RFIG 
tags Tn is vieWable in the context of the local geography, 
Which includes roads, building, geographic features, etc. This 
alloWs for the OFN components to be positioned on the map 
so that the ?eld service personnel can easily locate the com 
ponents. It is Worth emphasiZing here that locating OFN 
components in the ?eld is a time-consuming job. Even after a 
particular component is found, one may not be sure it is the 
correct one. The RFID tag for the particular OFN component 
provides the ?eld operator With positive con?rmation that 
they have indeed found the correct component. 
[0102] FIG. 12 is an example schematic diagram of a table 
720 (similar to Tables 1 and 2, set forth above) as displayed on 
display 520 When cursor 710 is used to click on a RFID tag 
Tloo icon in OFN-RFID map 700 of FIG. 10. Table 720 
includes the RFID tag data of clicked-on RFID tag T1 10. The 
example RFID tag data includes the RFID tag ID serial num 
ber, the GPS location, the distance to the nearest LCP 100, the 
distance to the nearest NAP 200, the type of cable, the cable 
part number, the date of installation, and Who installed the 
cable. Table 720 also includes one or more active icons, such 
as a maintenance log icon 730 that, When clicked on, displays 
additional RFID tag data regarding the maintenance per 
formed. 

[0103] FIG. 13 is an schematic diagram of an example 
maintenance log 740 that is displayed on display 520 When 
maintenance log icon 720 of FIG. 12 is clicked. Maintenance 
log 740 shoWs example maintenance RFID tag data, such as 
the RFID tag ID serial number, the GPS location of the RFID 
tag, the date a maintenance problem Was reported, the nature 
of the problem identi?ed, What repair Was performed and 
When, When the system Was placed back in operation, Who 
effected the repair, and What parts Were used to make the 
repair. 
[0104] FIG. 14 shoWs the interactive OFN-RFID map 700 
of FIG. 10, but With cursor 710 moved to the LCP 100 active 
icon. FIG. 15 illustrates a second interactive map 750 
(adapted from FIG. 3) of LCP 100 that is displayed on display 
520 When the LCP 100 icon of FIG. 14 is clicked on. Inter 
active map 750 shoWs the different OFN components of LCP 
100 as described above in connection With FIG. 3. 

[0105] Each of the RFID tags T” in interactive map 750 are 
active icons that can be clicked on to display the correspond 
ing RFID tag data. For example, clicking on RFID tag T130 
displays Table l as shoWn and discussed above in connection 
With splitter module 130. LikeWise, clicking on RFID tag 
T140 displays Table 2 as shoWn and discussed above in con 
nection With patch panel 140. Interactive map 750 also 
includes a general LCP RFID tag T120 icon that can be clicked 
on to display general RFID tag data generally concerning the 
corresponding LCP 100. 
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[0106] As discussed above, in an example embodiment, 
database unit 410 is portable, allowing it to be taken into the 
?eld by those deploying or maintaining OFN 10. This pro 
vides for real-time processing of OFN deployment and main 
tenance RFID tag data during the deployment or maintenance 
activity. 
[0107] The automated tracking of OFN components 
afforded by the present invention reduces the risk of misiden 
ti?cation and errors that often accompany manual updates of 
an OFN component inventory database. The present inven 
tion also provides for faster and more accurate installation, 
provisioning operations, fault location and maintenance of 
the OFN. 
[0108] It Will be apparent to those skilled in the art that 
various modi?cations and variations can be made to the 
present invention Without departing from the spirit and scope 
of the invention. Thus, it is intended that the present invention 
cover the modi?cations and variations of this invention pro 
vided they come Within the scope of the appended claims and 
their equivalents. 

1. A radio-frequency identi?cation (RFID) method of 
deploying and/or maintaining an optical ?ber netWork 
(OFN), comprising: 

providing a plurality of RFID tags, each of the plurality of 
RFID tags associated With one of a plurality of OFN 
components in the OFN; 

Writing component data to a plurality of RFID tags, each of 
the plurality of RFID tags associated With a correspond 
ing OFN component of the plurality of OFN compo 
nents, Wherein the component data relates to at least one 
property of the corresponding OFN component; and 

recording and storing the OFN component data in an OFN 
component-data database unit, Wherein the OFN com 
ponent data shoWs a relationship among tWo or more of 
the plurality of OFN components. 

2. The method of claim 1, further comprising: 
installing the OFN components in the OFN; and 
performing said providing of at least one RFID tag prior to 

said installing. 
3. The method of claim 1, further comprising reading at 

least one or more of the RFID tags either during or after 
deploying the OFN. 

4. The method of claim 1, further comprising: 
including in said OFN component data a location of the 

corresponding OFN component either as deployed or as 
to be deployed in the OFN; and 

using said location data to create a spatial map of the OFN. 
5. The method of claim 4, including shoWing the spatial 

map of the OFN With a geographical map having geographi 
cal features, so as to locate the OFN components relative to 
geographical features. 

6. The method of claim 4, further comprising: 
locating at least one select OFN component based on said 

spatial OFN map; and 
reading the corresponding at least one RFID tag associated 

With the at least one select OFN component. 
7. The method of claim 1, further comprising: 
including inventory data in the OFN component data; and 
using said inventory data to create an inventory map of the 
OFN. 

8. The method of claim 1, Wherein the OFN includes an 
optical ?ber cable having a length, and including: 

positioning RFID tags along the length of the optical ?ber 
cable; and 
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including as OFN component data the relative locations of 
the RFID tags along the optical ?ber cable. 

9. The method of claim 1, Wherein the plurality of OFN 
components includes at least one patch panel, and further 
comprising: 

including, in at least one patch-panel RFID tag correspond 
ing to the at least one patch panel, at least one OFN 
component data element from the group of OFN com 
ponent data elements comprising: port identi?cation, 
loss per port, and connectivity for each port. 

10. The method of claim 1, Wherein the plurality of OFN 
components includes at least one splitter module, and further 
comprising: 

including, in at least one splitter-module RFID tag corre 
sponding to the at least one splitter module, at least one 
OFN component data element from the group of OFN 
component data elements comprising: shelf ID, port 
identi?cation, loss data at a given Wavelength, terminal 
ID, street name, street address, pole number, and GPS 
coordinates. 

11. A radio-frequency identi?cation (RFID) system for 
deploying and/or maintaining an optical ?ber netWork 
(OFN), comprising: 

a plurality of RFID tags, each of the plurality of RFID tags 
af?xed to a corresponding one of a plurality of OFN 
components in the OFN, Wherein tWo or more of the 
plurality of RFID tags contain OFN component data that 
relates to at least one property of the corresponding OFN 
component; 

at least one RFID tag reader adapted to read the OFN 
component data from the tWo or more of the plurality of 
RFID tags; and 

an OFN component data database unit adapted to receive 
and store OFN component data read by the at least one 
RFID tag reader, 

Wherein the OFN component data shoWs a relationship 
among tWo or more of the plurality of OFN components. 

12. The RFID system of claim 11, Wherein the OFN com 
ponents include one or more OFN components selected from 
the group of OFN components comprising: a feeder cable, a 
distribution cable, a drop cable, a splitter, a splitter module, a 
netWork access point (NAP), an enclosure, a cabinet, a termi 
nal, a patch panel, a patch cord, a splice box, a ?ber connector, 
a coupler, an optical ampli?er, a Wavelength multiplexer, a 
Wavelength demultiplexer, an optical line terminal (OLT), a 
?lter, a light source, an optical receiver, an optical transmitter, 
an intrafacility cable, a local convergence point (LCP), a 
netWork interface device (N ID), a ?ber distribution frame 
(FDF), and a ?ber equipment module. 

13. The RFID system of claim 12, Wherein one of the OFN 
components is a splitter module, and Wherein the OFN com 
ponent data for the splitter module includes at least one data 
element selected from the group of data elements comprising: 
a shelf location, a port identi?cation, a loss at a given Wave 
length, a terminal identi?cation, a street name, a street 
address, and GPS coordinates. 

14. The RFID system of claim 12, Wherein one of the OFN 
components is a patch panel having a number of optical ?ber 
connection ports, and Wherein the OFN component data for 
the patch panel include one or more data elements selected 
from the group of data elements comprising: GPS coordi 
nates, a shelf location, a port identi?cation, a loss for each 
port, a destination for each port, and a status of each port. 
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15. The RFID system of claim 11, wherein: 
the database unit includes a microprocessor having graphi 

cal user interface (GUI) capability and adapted to pro 
cess the OFN component data stored in the database 
unit; and 

a display operably coupled to the microprocessor and 
adapted to interactively display the OFN component 
data as processed by the microprocessor. 

16. The RFID system of claim 11, Wherein at least one of 
the RFID tag readers is adapted to read RFID tag signals from 
RFID tags located underground. 

17. A radio-frequency identi?cation (RFID) system for 
deploying and/ or maintaining an optical ?ber netWork (OFN) 
that is optically coupled to a central of?ce (CO), comprising: 

at least one feeder-cable RFID tag ?xed to a feeder cable 
that is optically coupled to the CO, With the at least one 
feeder-cable RFID tag having feeder-cable data relating 
to one or more properties of the feeder cable; 

at least one local convergence point (LCP) RFID tag ?xed 
to a local convergence point (LCP) that is operably con 
nected to the feeder cable, With the at least one LCP 
RFID tag having LCP data relating to one or more prop 
erties of the LCP; 

at least one distribution-cable RFID tag ?xed to a distribu 
tion cable that is operably coupled to the LCP, With the at 
least one distribution-cable RFID tag having distribu 
tion-cable data relating to one or more properties of the 
distribution cable; 

at least one network access point (NAP) RFID tag ?xed to 
a NAP that is operably coupled to the LCP via the 
distribution cable, With the at least one NAP RFID tag 
having NAP data relating to one or more properties of 
the NAP; 

at least one netWork interface device (N ID) RFID tag ?xed 
to a NID that is operably coupled to the LCP via a drop 
cable, With the at least one NID RFID tag having NID 
data relating to one or more properties of the NID; 

one or more RFID tag readers adapted to read at least one 
of the at least one feeder-cable RFID tag, the at least one 
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LCP RFID tag, the at least one distribution-cable RFID 
tag, the at least one NAP RFID tag, and the at least one 
NID RFID tag, and provide corresponding feeder-cable 
data, LCP data, distribution-cable data, NAP data, and 
NID data; and 

an OFN component database unit adapted to receive and 
store the feeder-cable data, the LCP data, the distribu 
tion-cable data, the NAP data and the NID data. 

18. The RFID system of claim 17, Wherein the feeder cable 
has a feeder cable length, the distribution cable has a distri 
bution cable length, and Wherein the at least one feeder-cable 
RFID tag and the at least one distribution-cable RFID tag are 
respectively positioned along the feeder cable and the distri 
bution cable along their respective lengths. 

19. The RFID system of claim 17, further including: 
one or more drop-cable RFID tags ?xed to the drop cable, 

With each drop-cable RFID tag having drop-cable data 
relating to one or more properties of the drop cable; and 

Wherein the one or more RFID tag readers are further 
adapted to read the one or more drop-cable RFID tags 
and the OFN component database unit is further adapted 
to receive and store the drop-cable data. 

20. The RFID system of claim 17, Wherein: 
the database unit includes a microprocessor having graphi 

cal user interface (GUI) capability and adapted to pro 
cess OFN component data stored in the OFN database 
unit; and 

a display operably coupled to the microprocessor and 
adapted to interactively display the OFN component 
data as processed by the microprocessor. 

21. The RFID method of claim 1, further comprising: 
using the OFN component data to identify Which of the 
OFN components are associated With a particular sub 
scriber. 

22. The RFID method of claim 1, further comprising: 
including in the OFN component data GPS coordinates 

indicating a location of the corresponding OFN 
component. 


