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(57) ABSTRACT 

A mechanism is provided to resolve the lub transport network 
congestion ef?ciently for HSDPA by dynamic adjustment of 
the transmit WindoW of the RLC. The RLC protocol is 
extended With congestion control functionality. The lub TN 
and Uu congestion detection method in the Node-B (120) 
signals the congestion to the RNC (110), and this congestion 
indication is used by RLC to react on the congestion situation. 
In the RNC (110), the transmission WindoW of the RLC is 
adjusted to control the How rate. When congestion is detected, 
the RLC transmission WindoW siZe is decreased. When there 
is no congestion, then the RLC transmission WindoW siZe is 
increased automatically. Different types of congestion are 
distinguished and are handled in different Ways. Altema 
tively, congestion control is achieved Without any modi?ca 
tion in the RLC layer from the existing standard. Here, RLC 
STATUS PDUs are used to change the RLC transmission 
WindoW siZe. 
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EFFICIENT FLOW CONTROL IN A RADIO 
NETWORK CONTROLLER (RNC) 

TECHNICAL FIELD 

[0001] The disclosed technology relates to promoting e?i 
cient ?oW control for high speed doWnlink packet access 
(HSDPA) in a Wireless network. 

BACKGROUND 

[0002] As the demand groWs for higher throughput, i.e., 
higher bit rate, and more e?icient transmission of packet data 
over Wireless networks, the 3rd Generation Partnership 
Project (3GPP) has extended its speci?cations With the High 
Speed DoWnlink Packet Access (HSDPA). In HSDPA, a neW 
shared doWnlink transport channel, called High-Speed 
DoWnlink Shared Channel (HS-DSCH), is introduced. This 
channel is dynamically shared the among packet data users, 
primarily in the time domain. The application of shared chan 
nel makes the use of available radio resources more efficient. 
The HSDPA also supports neW features that rely on the rapid 
adaptation of transmission parameters to instantaneous radio 
conditions, also referred to as the Adaptive Modulation and 
Coding (AMC). The main features of the HSDPA include fast 
link adaptation, fast Hybrid-ARQ (HARQ-Automatic Repeat 
Request), and fast channel-dependent scheduling. 
[0003] Prior to the advent of the HSDPA, transport chan 
nels Were terminated at the radio netWork controller (RNC) in 
Wireless netWorks such as Release ’99 netWorks. This meant 
that functionalities such as retransmission of packet data, to 
serve ARQ for example, Was located in the RNC. With the 
advent of the HSDPA, Wireless netWorks such as UMTS 
(Universal Mobile Telephone System) Terrestrial Radio 
Access NetWork (UTRAN), the control of radio frame sched 
uling is moved from the RNC to the Node-B, i.e., to the base 
station. In this manner, transmissions and retransmissions of 
packet data can be directly controlled by the Node-B, Which 
leads to faster retransmissions. This in turn leads to shorter 
delays and better throughput. 
[0004] FIG. 1 illustrates an example UTRAN system 100. 
The system 100 includes an RNC 110 communicating With 
the core netWork (not illustrated) over an Iu interface. The 
system also includes multiple radio base stations also knoWn 
as Node-Bs 120 connected to the RNC 110 over an Iub 

interface. The user equipments (UE) 130, typically mobile 
terminals, communicate With one or more Node-Bs 120 over 

a Uu interface (radio link). The Iub interface betWeen the 
Node-B 120 and the RNC 110 has a How control (FC) mecha 
nism to ensure that the buffers in the Node-B 120 are used 
properly and to prevent data loss due to buffer over?oW. 
[0005] In UTRAN, ?xed capacity (eg 64 kbps) can be 
reserved for traditional Dedicated Channel (DCH) tra?ic in 
the access netWork. HoWever, for HSDPA, per ?oW band 
Width reservation is not ef?cient since the Uu interface 
throughput is much higher and ?uctuates more. If the band 
Width reservation is not used, then congestion can occur both 
in the Iub transport netWork (TN) betWeen the RNC and the 
Node-B and also in the Uu interface betWeen the Node-B and 
the UE. In the current architecture, TCP cannot ef?ciently 
resolve a congestion situation in the access netWork, because 
loWer layer retransmissions hide the congestion situations 
from the TCP. Thus, a How control function is introduced to 
control the data transfer betWeen the RNC and Node-B in 
HSDPA. 
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[0006] Originally, the How control (PC) was designed to 
take only the transmission capabilities of the Uu interface into 
account and to limit the latency of layer 2 signalling. HoW 
ever, the increased Uu interface capacity did not alWays coin 
cide With similarly increased Iub TN capacity in practice. The 
cost of Iub transport links is still high and is not expected to 
decrease dramatically. It is a common scenario that the 
throughput is limited by the capacity available on the Iub TN 
links and not by the capacity of the Uu interface. On these 
high cost TN links, it is important to maintain high e?iciency. 
[0007] The protocol layers and the nodes involved in the 
HSDPA are illustrated in FIG. 2. The HSDPA PC is located in 
the Node-B. The task of the PC is to regulate the transfer of 
Medium Access Control-d Protocol Data Units (MAC-d 
PDUs) from the RNC to the Node-B. More precisely, the FC 
regulates the transfer of data from the Radio Link Control 
(RLC) buffer in RNC to the MAC-hs buffer in Node-B. 
[0008] There are at least tWo types of bottlenecksithe Iub 
TN and the air interface (Uu) bottlenecks. Typically, the Iub 
TN bottleneck is a single link betWeen RNC and Node-B, 
Where all ?oWs of the same Node-B share the same TN 
bottleneck buffer and TN capacity. These ?oWs can utiliZe the 
remaining TN capacity from high priority tra?ic (e.g. DCH). 
Each ?oW belonging to the same cell shares Uu resources, but 
each How has a dedicated priority queue (PQ) in the Node-B 
in the form of MAC-hs buffers. A Node-B can include one or 
more cells. The PC is responsible for e?icient use of these 
changing TN and Uu bottlenecks. It is desirable to maintain 
high end-user throughput While also maintaining loW end-to 
end delay for delay sensitive applications such as gaming. 
The delay target for MAC-d PDUs is typically smaller than 
100 ms. 

[0009] The HSDPA PC is used to avoid or limit Iub TN and 
Uu congestions. In the Node-B, the How control function 
calculates the bit rate of the HSDPA How and the calculated 
bit rate is sent to the RNC using the standardized CAPACITY 
ALLOCATION (CA) control frame. In the RNC, the HSDPA 
is shaped With this bit rate. Practically, if there is some con 
gestion in the Iub TN or in the Uu part, the How control 
function reduces the bit rate of HSDPA How to resolve the 
congestion. 

SUMMARY 

[0010] One aspect of the invention, a mechanism is pro 
vided to resolve the Iub transport netWork congestion e?i 
ciently for HSDPA by dynamic adjustment of the transmit 
WindoW of the RLC. If complex architecture is Wished to be 
avoided, the Uu congestion control can also be integrated in 
the proposed congestion control. In this Way, there is the 
option of not using the existing Iub ?oW control (in the event 
that separate control for the Iub TN congestion and for Uu 
congestion), or the existing Uu congestion control can be 
kept. 
[0011] In an aspect, the RLC protocol is extended With 
congestion control functionality. The Iub TN and Uu conges 
tion detection method in the Node-B signals the congestion to 
the RNC, and this congestion indication is used by RLC to 
react on the congestion situation. 
[0012] In the RNC, instead of controlling the bit rate of the 
How, the transmission WindoW of the RLC is used to control 
the How rate. The RLC transmission WindoW limits the num 
ber of unacknoWledged packets. When congestion is 
detected, the RLC transmission WindoW siZe is decreased. In 
this Way, the possible bit rate of the How is reduced. When 
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there is no congestion, then the RLC transmission WindoW 
siZe can be increased automatically. Different types of con 
gestion are distinguished and are handled in different Ways. 
[0013] In an alternative solution, congestion control is 
achieved Without any modi?cation in the RLC layer from the 
existing standard. Here, RLC STATUS PDUs are used to 
change the RLC transmission WindoW siZe. 

DESCRIPTION OF THE DRAWINGS 

[0014] The foregoing and other objects, features, and 
advantages of the invention Will be apparent from the folloW 
ing more particular description of preferred embodiments as 
illustrated in the accompanying draWings in Which reference 
characters refer to the same parts throughout the various 
vieWs. The draWings are not necessarily to scale, emphasis 
instead being placed upon illustrating the principles of the 
invention. 
[0015] FIG. 1 illustrates an example Wireless netWork sys 
tem; 
[0016] FIG. 2 illustrates protocol layers and the nodes 
involved in HSDPA; 
[0017] FIG. 3A illustrates an embodiment of an architec 
ture of an RNC that includes an RLC With transmission Win 
doW siZe support for both Iub TN and Uu congestion han 
dling; 
[0018] FIG. 3B illustrates an embodiment of an architec 
ture of a Node-B for handling both Iub TN and Uu conges 
tions; 
[0019] FIG. 4A illustrates an embodiment of an architec 
ture of the RNC that includes the RLC With transmission 
WindoW siZe support for the Iub TN congestion handling; 
[0020] FIG. 4B illustrates an embodiment of an architec 
ture of the Node-B for handling the Iub TN congestion; 
[0021] FIG. 5 illustrates an example method to operate the 
RNC to adapt the RLC transmission WindoW siZe for a How of 
MAC-d PDUs; 
[0022] FIG. 6 illustrates and example process to determine 
Whether a congestion message is received from the Node-B; 
[0023] FIG. 7A illustrates an example process to reduce the 
RLC transmission siZe; 
[0024] FIG. 7B illustrates another example process to 
reduce the RLC transmission WindoW siZe; 
[0025] FIG. 8 illustrates an example process to determine 
When the RLC transmission WindoW siZe is too big; 
[0026] FIG. 9A illustrates an example process to send an 
RLC STATUS PDU to an RLC entity Within the RNC; 
[0027] FIG. 9B illustrates another example process to send 
the RLC STATUS PDU to the RLC entity Within the RNC; 
[0028] FIG. 10 illustrates an embodiment of the RNC; 
[0029] FIG. 11 illustrates an example method to operate the 
Node-B to determine Whether there the congestion exists and 
to notify the RNC of the congestion; and 
[0030] FIG. 12 illustrates an embodiment of the Node-B. 

DETAILED DESCRIPTION 

[0031] In the folloWing description, for purposes of expla 
nation and not limitation, speci?c details are set forth such as 
particular architectures, interfaces, techniques, etc. in order to 
provide a thorough understanding of the present invention. 
HoWever, it Will be apparent to those skilled in the art that the 
present invention may be practiced in other embodiments that 
depart from these speci?c details. That is, those skilled in the 
art Will be able to devise various arrangements Which, 
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although not explicitly described or shoWn herein, embody 
the principles of the invention and are included Within its 
spirit and scope. 
[0032] In some instances, detailed descriptions of Well 
knoWn devices, circuits, and methods are omitted so as not to 
obscure the description of the present invention With unnec 
essary detail. All statements herein reciting principles, 
aspects, and embodiments of the invention, as Well as speci?c 
examples thereof, are intended to encompass both structural 
and functional equivalents thereof. Additionally, it is intended 
that such equivalents include both currently knoWn equiva 
lents as Well as equivalents developed in the future, i.e., any 
elements developed that perform the same function, regard 
less of structure. 

[0033] Thus, for example, it Will be appreciated by those 
skilled in the art that block diagrams herein can represent 
conceptual vieWs of illustrative circuitry embodying the prin 
ciples of the technology. Similarly, it Will be appreciated that 
any ?oW charts, state transition diagrams, pseudocode, and 
the like represent various processes Which may be substan 
tially represented in computer readable medium and so 
executed by a computer or processor, Whether or not such 
computer or processor is explicitly shoWn. 
[0034] The functions of the various elements including 
functional blocks labeled or described as “processors” or 
“controllers” may be provided through the use of dedicated 
hardWare as Well as hardWare capable of executing softWare 
in association With appropriate softWare. When provided by a 
processor, the functions may be provided by a single dedi 
cated processor, by a single shared processor, or by a plurality 
of individual processors, some of Which may be shared or 
distributed. Moreover, explicit use of the term “processor” or 
“controller” should not be construed to refer exclusively to 
hardWare capable of executing softWare, and may include, 
Without limitation, digital signal processor (DSP) hardWare, 
read only memory (ROM) for storing softWare, random 
access memory (RAM), and non-volatile storage. 
[0035] In the HSDPA architecture illustrated in FIG. 2, the 
RLC layer in the RNC generates RLC PDUs to be sent to the 
peer RLC entity in the UE. The RLC layer provides the RLC 
PDUs to the MAC layer. The MAC layer is split betWeen the 
RNC and the Node-B. MAC PDUs generated by the RNC 
(associated With the RLC PDUs), called MAC-d PDUs, are 
aggregated and sent to the Node-B over the Iub interface in 
HS-DSCH Data Frames. The Node-B buffers the MAC-d 
PDUs in the associated priority queues (PQ), i.e., in the 
MAC-hs buffer, until they are scheduled and successfully 
transmitted over the Uu interface to the UE. The delivery of 
the MAC-d PDUs over the Iub is managed by the Iub PC. In 
an aspect, data How (or simply ?oW) canbe vieWed as the How 
of the RLC PDUs, Which are associated With the MAC-d 
PDUs, from the RLC layer betWeen the RNC and the UE via 
the Node-B. From another perspective, the ?oWs can be 
vieWed as the ?oWs of the MAC-d PDUs associated With the 
RLC PDUs. 
[0036] The Iub FC related data frames and control frames 
are standardized in 3GPP. HS-DSCH Iub data frames contain 
the user data and transmit information about the amount of 
user data Waiting in the RNC, called User Buffer SiZe (UBS), 
and contain information for congestion detection, the Frame 
Sequence Number (FSN) and the Delay Reference Time 
(DRT). 
[0037] Based on the UBS, the Uu related information, and 
the congestion detection information, the Iub FC algorithm in 
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the Node-B decides hoW many MAC-d PDUs can be trans 
mitted from the RNC for a given How. The Node-B reports 
this to the RNC using the HS-DSCH Capacity Allocation 
(CA) control frame. The CA message can include the folloW 
ing parameters: 

[0038] HS-DSCH Creditsithe number of MAC-d 
PDUs allocated; 

[0039] Maximum MAC-d PDU Lengthithe maximum 
size of each MAC-d PDU; 

[0040] HS-DSCH Intervalithe time interval over Which 
the data can be sent; and 

[0041] HS-DSCH Repetition Periodithe period over 
Which this allocation is refreshed and repeated. 

The MAC-d shaping in the RNC ensures that Within a given 
HS-DSCH Interval, not more than the HS-DSCH Credits 
PDUs are sent. The HS-DSCH Repetition Period de?nes hoW 
many times the HS-DSCH Interval and the HS-DSCH Credits 
are repeated. A neWly received CA overrides the old one. 
[0042] The MAC-hs is responsible for link adaptation, 
HARQ and channel-dependent air interface scheduling. RLC 
Acknowledged Mode (AM) is used to compensate for HARQ 
failures, to provide seamless HS-DSCH handover, and to 
provide ef?cient channel sWitching to/from DCH. The RLC 
in AM retransmits all RLC PDUs that are lost in the Iub TN or 
the Uu. Packet losses and the resulting RLC retransmissions 
signi?cantly increases the delay variation. Thus, it is desir 
able to minimize the packet losses and the RLC retransmis 
sion. It is also desirable to keep the TN delay loW due to delay 
sensitive applications over HSDPA and to minimize control 
loop delay for Iub FC and RLC. 
[0043] Delay in the PQ for applications that are not sensi 
tive to delays, e.g., Web broWsing or email is not necessarily 
a problem for the end-user. HoWever, the delay can still be a 
problem for RLC protocol performance and during handover 
When all PDUs Waiting in a PQ are dropped. For delay sen 
sitive applications, the PQs usually store small amount of data 
because these applications usually generate loW load. 
[0044] There are existing solutions to address the conges 
tion issue. In the existing solutions: 1) The TN congestion is 
not considered at all (it is assumed that the TN can not be the 
bottleneck); or 2) The TN congestion is handled by the Iub 
PC. In this case, the Iub FC handles both the Uu and Iub 
congestion. 
[0045] There are disadvantages to the existing solutions. In 
the ?rst solution, the TN netWork must be over-provisioned to 
avoid the TN congestion. This can lead to serious perfor 
mance degradation. In the second solution, the TN congestion 
is resolved Without using any RLC support. Practically, the 
existing Iub FC performs both tasksiresolves the Uu con 
gestion and resolves the Iub congestion. The existing solu 
tions do not utilize any support from RLC to perform the 
congestion control of Iub TN. 
[0046] HoWever, the RLC itself has the ability to resolve 
congestion. It is proposed that the RLC be used to control the 
bit rate of the How. In one aspect, the transmission WindoW of 
the RLC is adjusted based on the congestion status of the Iub 
TN and/or the Uu interfaces. If there is congestion, the size of 
the RLC transmission WindoW is decreased. In this Way, the 
possible RLC transmission rate of the How is also decreased. 
In one embodiment, the congestion detection functionality is 
kept in the Node-B. 
[0047] The existing solutions are rate based. In contrast, 
one or more embodiments of the disclosed apparatus and 
methods use a WindoW based solution to control the conges 
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tion. The WindoW based solution has a self-clocking property 
that can make the ?oW-control more ef?cient in case of 
changing bottleneck capacity (eg in case of arrival/departure 
high priority DCH traf?c). 
[0048] In one aspect, the RLC protocol is extended With 
congestion control functionality. The Iub TN and Uu conges 
tion detection method in the Node-B signals the congestion to 
the RNC, and this congestion indication is used by RLC in the 
RNC to react on the congestion situation. 
[0049] The transmission WindoW of the RLC is used to 
control the rate of the How, e. g., control the bit rate of the How. 
The RLC transmission WindoW limits the number of unac 
knoWledged RLC PDUs. That is, When the RLC transmission 
WindoW size is set, it sets a maximum amount of outstanding 
data for the How that can be transmitted from the RNC to the 
UE in one or more RLC PDUs until an acknoWledgment 

(ACK) is received from the UE. When the congestion occurs, 
the RLC transmission WindoW size is decreased. In this Way, 
the bit rate of the How is reduced. When there is no conges 
tion, then the RLC transmission WindoW size can be 
increased. 
[0050] Different types of congestion are distinguished and 
the reactions to the types of congestion can differ. For 
example, for a “loss” in the Iub TN, i.e., loss ofMAC-d PDUs 
from the RNC to the Node-B, the RLC transmission WindoW 
size can be reduced by relatively a large amount. For a “delay 
build-up” congestion, i.e., accumulation of the MAC-d PDUs 
for the How in the Node-B beyond a predetermined threshold 
level, the RLC transmission WindoW size can be reduced by 
relatively a small amount. The congestion can be signaled to 
the RNC through the HS-DSCH CAPACITYALLOCATION 
(CA) control frame. 
[0051] Alternatively, the RLC transmission WindoW size 
can be changed Without any changes to the RLC functional 
ities in the RNC as standardized in 3GPP. In this alternative, 
the RLC transmission WindoW size can be changed through 
RLC STATUS PDUs. As Will be further demonstrated beloW, 
a neW RLC STATUS PDU can be generated or the WindoW 
size information can be overwritten in an arriving RLC STA 
TUS PDU. The RLC STATUS PDUiWhether neWly gener 
ated or overWrittenican be sent to the RLC entity Which 
functions according to the existing 3GPP standard. 
[0052] In one aspect, the existing Uu congestion control 
mechanisms are kept and the RLC transmission WindoW size 
is adjusted to control the Iub TN congestion. In another 
aspect, the RLC transmission WindoW size is adjusted to 
control both the Iub TN congestion and the Uu congestion. 
[0053] The proposed solution includes one or more of the 
folloWing three parts: 

[0054] Iub TN congestion detection at the framing pro 
tocol level in the Node-B. This part detects transport 
netWork congestion (i.e. Iub TN congestion). 

[0055] Uu congestion detection in the Node-B. This part 
detects Uu congestion. The Uu congestion can be 
detected based on hoW many many MAC-hs packets are 
Waiting for Uu resource. 

[0056] Congestion control at RLC level in the Node-B. 
This part reacts on the received congestion indication 
coming from Iub congestion detection in Node-B. The 
congestion indication can be transferred from the 
Node-B to RNC, for example, through the CA control 
frame. 

[0057] FIG. 3A illustrates an embodiment of an architec 
ture of the RNC that includes the RLC With transmission 
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WindoW size support for both Iub TN and Uu congestion 
handling. For each CA message received, the RNC calculates 
a neW RLC transmission WindoW siZe based on the conges 
tion indicated in the CA message, and sets the RLC transmis 
sion WindoW siZe. 
[0058] FIG. 3B illustrates an embodiment of an architec 
ture of the Node-B for handling both Iub TN and Uu conges 
tions. The Node-B detects both the congestion on the Uu 
interface (accumulation of MAC-d PDUs on the PQ) and 
congestion on the Iub TN. When the congestion is detected, 
the Node-B noti?es the RNC, for example, through a CA 
message With the type of congestion indicated therein. 
[0059] FIG. 4A illustrates an embodiment of an architec 
ture of the RNC that includes the RLC With transmission 
WindoW siZe support for Iub TN congestion handling. For 
each CA message received, the RNC: 

[0060] Extracts the shaping rate from the CA frame. 
[0061] Calculates a neW RLC transmission WindoW siZe 
based on the shaping rate. 

[0062] Sets the RLC transmission siZe. 
[0063] Continues processing the received CA message 

according to the original process. 
[0064] FIG. 4B illustrates an embodiment of an architec 
ture of the Node-B for handling the Iub TN congestion. The 
Node-B detects both the congestion on the Iub TN, and noti 
?es the RNC through a CA message With the type of conges 
tion indicated therein. 
[0065] FIG. 5 illustrates an example method M500 to oper 
ate the RNC to adapt the RLC transmission WindoW siZe for 
a data How (or simply ?oW). Here, it is assumed that the RNC 
is able to exchange RLC PDUs With the UE through the 
Node-B. More speci?cally, the RLC layer in the RNC 
exchanges the RLC PDUs With the peer RLC layer in the UE. 
[0066] In step S510, the RLC transmission WindoW siZe for 
the How Within the RNC is set at initial ?oW set up. In one 
embodiment, an RLC entity that is arranged to implement the 
RLC functionalities may perform the initial set up and deter 
mine the initial RLC transmission WindoW siZe. In another 
embodiment, the Node-B itself can make the initial allocation 
of HS-DSCH Credits When the radio link With the UE is ?rst 
con?gured to determine the initial WindoW siZe. In yet 
another embodiment, a sloW-start phase may be used. For 
example, for every acknowledged RLC PDU, the siZe of the 
RLC transmission WindoW can be increased by one RLC 
PDU. 
[0067] In step S520, the RNC determines Whether a con 
gestion message is received from the Node-B. FIG. 6 illus 
trates an example process to implement the step S520. In step 
S610, the RNC receives the CA frame from the Node-B and 
the congestion status for the How is determined based on the 
information contained in the CA frame in step S620. 
[0068] In 3GPP, the CA frame includes a tWo-bit Conges 
tion Status parameter Which indicates one of no congestion, 
delay build-up congestion, and loss congestion. The delay 
build-up congestion indicates that the MAC-d PDUs for the 
How buffered, e.g., the MAC-hs buffer, Within the Node-B 
have accumulated by a predetermined threshold amount or 
greater. The TN loss congestion indicates that one or more 
MAC-d PDUs for the How have been dropped. When the TN 
loss congestion occurs, the corresponding RLC PDUs are 
retransmitted by the RNC to the Node-B. 
[0069] Referring back to FIG. 5, if the congestion message 
is received in step S520, then in step S550, the RNC reduces 
the RLC transmission WindoW siZe. FIG. 7A illustrates an 
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example process to implement the step S550. In step S710, 
the RNC determines Whether the congestion message is 
received for a ?rst time Within a predetermined time period. 
Here, the predetermined time period can be vieWed as a time 
period since the initial ?oW set up or since an expiration of a 
previous measurement time period, Whichever came last. 
[0070] If it is the ?rst time receipt of the congestion mes 
sage, then in step S720, the RNC determines Whether the 
congestion is a delay build-up congestion or a TN loss con 
gestion. If congestion is the delay build-up type, then the RLC 
transmission WindoW siZe is reduced by a ?rst amount in step 
S740. If congestion is the delay build-up type, then in step 
S750, the RLC transmission WindoW siZe is reduced by a 
second amount Which is larger than the ?rst amount. That is to 
say, there is preferably a larger reduction When the TN loss 
congestion occurs than When the delay build-up congestion 
occurs. 

[0071] In one embodiment, the ?rst and second amounts 
may be ?xed. In another embodiment, the ?rst and second 
amounts can be a ?xed multiplication factor applied to the 
current RLC transmission siZe. For example, When the delay 
build-up or the TN loss congestion is encountered, the current 
RLC transmission siZe can be multipled by a ?rst factor f1 or 
a second factor f2, respectively. In this case, the relationship 
0<f1<f2<l should hold true. 
[0072] By determining Whether or not this is the ?rst receipt 
of the congestion message in step S710, even if multiple 
congestion messages arrive to the RNC Within the given time 
period, multiple adjustments to the RLC transmission Win 
doW can be prevented. 
[0073] HoWever, there may be an instance in Which it is 
desirable to react to the subsequent receipt of congestion 
messages Within the given time period. More speci?cally, for 
any ?rst receipt of the TN loss congestion message since the 
initial ?oW set up, it is preferred that the RLC transmission 
WindoW is reduced accordingly. This is re?ected in steps 
S710, S730, and S750. 
[0074] Note that it may be desirable to maintain a minimum 
RLC transmission WindoW siZe. Thus, in an embodiment, if 
the reduction in the RLC transmission WindoW siZe in steps 
S740 and S750 results in a WindoW siZe that is beloW a 
predetermined minimum WindoW siZe, then the RLC trans 
mission WindoW siZe is set to the predetermined minimum 
WindoW siZe. 
[0075] FIG. 7B illustrates another example process to 
implement the step S550. Here, the congestion message may 
indicate an data rate for the How set by the Node-B. In step 
S725, the RNC determines Whether the data rate is too loW for 
the RLC transmission WindoW siZe. Conversely, the step 725 
can be vieWed as determining Whether the RLC transmission 
WindoW siZe is too big based on the data rate. 

[0076] FIG. 8 illustrates an example process to implement 
the step S725. In step S810, the RNC receives a HS-DSCH 
CA control frame from the Node-B over the Iub TN. In step 
S820, the data rate is calculated based on any or all of the 
Maximum MAC-d PDU Length, HS-DSCH Credits, HS 
DSCH Interval, and HS-DSCH Repetition Period speci?ed in 
the CA frame. In step S830, the RNC determines Whether the 
RLC transmission WindoW siZe for the How is too big based 
on the calculated data rate. 

[0077] In one embodiment, the RLC transmission WindoW 
siZe is determined to be too big if an amount of data that can 
be held in an RLC buffer corresponding to the RLC transmis 
sion WindoW siZe is greater than an amount of data that can be 
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sent within a predetermined target round trip time over the Iub 
TN between the RNC and the Node-B based on the calculated 
data rate. 

[0078] While congestion indicates that the RLC transmis 
sion siZe should be decreased to thereby decrease throughput 
of the ?ow, other situations can indicate that the RLC trans 
mission siZe can be increased to correspondingly increase the 
throughput. Referring back to FIG. 5, if the RNC receives an 
RLC PDU acknowledgment (ACK) from the UE of previ 
ously sent RLC PDUs in step S530, then the RNC can 
increase the RLC transmission siZe in step S560. 

[0079] Also, if a timer expires in step S540, which indicates 
that a predetermined amount of time has passed since the 
initial ?ow set up or since an expiration of a previous mea 
surement time period, then the RLC transmission siZe can be 
increased in step S560. The timer expiring indicates that no 
congestion has occurred within the measurement time period. 
While not explicitly shown, it can be generally assumed that 
the timer is reset when it is determined that time has expired 
in step S540. 

[0080] The siZe of the RLC transmission window is pre 
ferred not to increase without limit. Thus, in an embodiment, 
if the increase results in the window siZe being greater than a 
predetermined maximum window siZe, the RLC window siZe 
is set to the predetermined maximum window siZe. 

[0081] One practical effect is that by setting the RLC trans 
mission window siZe (either increase or decrease), a maxi 
mum amount of outstanding data is set for the flow that can be 
transmitted from the RNC to the UE in one or more RLC 
PDUs until an acknowledgment (ACK) is received from the 
UE. 

[0082] In one aspect, the RLC entity in the RNC can set 
(reduce/increase) the RLC transmission window siZe in the 
steps S550 or S560. That is, the RLC layer functionalities in 
the RNC sets the RLC transmission window siZe. This may be 
considered as an RLC layer implementation that is different 
from the existing 3GPP standard. 

[0083] However, the RLC transmission window siZe 
update can be accomplished without deviating from the 3GPP 
standard. The existing standard indicates that the receiver of 
the RLC PDUs (either the UE or the RNC) can set the RLC 
transmission window siZe of the sender (the RNC or the UE) 
by sending an RLC STATUS PDU to the receiver with the 
desired transmission window siZe indicated therein. The 
sender, upon receiving the RLC STATUS PDU, adjusts the 
window siZe accordingly. 
[0084] Thus, in one embodiment, the RLC entity (or unit) 
within the RNC performs the RLC functions conforming to 
the existing 3GPP standard. In this embodiment, another 
entity that is separate from the RLC unit, is used. Note that 
“separate” only indicates a separate function be provided. 
While completely separate hardware can be provided, similar 
results can be achieved through software and/or ?rmware. 

[0085] In this alternative embodiment, the siZe of the RLC 
transmission window is determined in steps S550 and S560 
but not set. After the siZe is determined, an RLC STATUS 
PDU message with the determined window siZe indicated 
therein is sent to the RLC unit implementing the standard 
RLC functionalities in step S570. Preferably, the RLC STA 
TUS PDU is made to appear as if it is from the receiver of the 
?ow of the RLC PDUs sent by the RNC, i.e., the correspond 
ing UE. The box for step S570 in FIG. 5 is dashed to indicate 
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this is an alternative. In this embodiment, the separate entity 
(preferably within the RNC) sends the RLC STATUS PDU to 
the RLC unit. 

[0086] FIG. 9A illustrates an example process to imple 
ment the step S570. In this instance, an entirely new RLC 
STATUS PDU with the RLC transmission window siZe speci 
?ed therein is generated in step S910, and the generated RLC 
STATUS PDU is sent to the RLC unit in step S920. 

[0087] However, there may be instances where the actual 
receiver of the RLC PDUs, i.e., the UE, sends the RLC STA 
TUS PDU destined for the RNC. FIG. 9B illustrates an 
example process to implement the step S570 in such situa 
tions. In step S915, the incoming RLC STATUS PDU from 
the UE is intercepted, and in step S925, it is determined 
whether or not the RLC transmission window siZe for the ?ow 
is speci?ed in the intercepted RLC STATUS PDU. If the 
window siZe is not speci?ed, then the window siZe speci?ca 
tion is added to the RLC STATUS PDU in step S935. If the 
window siZe is speci?ed, then the window siZe speci?cation 
can be overwritten with the RLC transmission window siZe 
determined in the step S550 or S560. In an embodiment, the 
RLC transmission window siZe is overwritten only if deter 
mined siZe is less than the siZe already speci?ed in the RLC 
STATUS PDU. Then in step S955, the modi?ed RLC STA 
TUS PDU is forwarded to the RLC unit implementing the 
standard RLC layer functionalities. 
[0088] Referring back to FIG. 5, in step S580, it is deter 
mined if the ?ow has ended, i.e., whether the communication 
between the RNC and the UE has ceased. If so, the method 
ends. If not, the method proceeds back to step S520. 
[0089] FIG. 10 illustrates an example embodiment of the 
RNC arranged to implement the methods described above. 
The RNC includes a processing unit 1010, a monitoring unit 
1020, a storage unit 1030, a communication unit 1040, and an 
RLC unit 1050. The processing unit 1010 is arranged to 
control the overall operations of the RNC including coordi 
nating and controlling the other units 1020-1050 to perform 
the methods. 

[0090] The monitoring unit 1020 is arranged to monitor 
statuses of the RNC including monitoring the data traf?c 
conditions on communication links between the RNC and the 
Node-B such as the Iub TN. The storage unit 1030 is arranged 
to store information necessary for proper functioning of the 
RNC 110 including storing data and control information for 
the data ?ow between the RNC and the UE. The storage unit 
1030 can be used to buffer the RLC PDUs, MAC PDUs, etc. 
to implement the protocol architecture. The communication 
unit 1040 is arranged to communicate with the UE through 
the Node-B including exchanging RLC PDUs, packaged in 
corresponding MAC-d PDUs. The communication with the 
Node-B can occur over the Iub TN. 

[0091] The RNC can also include a RLC unit 1050 
arranged to perform the RLC procedures according to the 
3GPP standard. In this instance, the processing unit 1010 can 
determine the RLC transmission window siZe and send the 
RLC STATUS PDU with the transmission siZe speci?ed 
therein to the RLC unit 1050 as described above. 

[0092] The units 1010-1050 are illustrated as separate units 
in FIG. 10. However, this is merely to indicate that the func 
tionalities are separated. The units canbe provided as separate 
hardware devices. However, other con?gurations are pos 
sible. Any combination of the units can be implemented in 
any combination of software, hardware, and/ or ?rmware. 








