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(57) ABSTRACT 

A frame structure for a collapsible and re-expandable pros 
thetic heart valve. The frame structure includes an annular 
annulus portion that is con?gured for implanting in or near a 
patient’s native heart valve annulus. This annulus portion of 
the frame structure may include a plurality of annularly 
spaced commissure post structures interconnected by con 
necting structures. The commissure post structures may be 
more resistant to annular collapse than the connecting struc 
tures. In the case of a prosthetic aortic valve, the frame struc 
ture may also include an annular aortic portion. The aortic 
portion may include a plurality of attachment points (for 
tethers) closest to the annulus portion. Such attachment points 
and tethers can facilitate re-collapse of a partly deployed 
valve in the event of a need to reposition or remove the valve. 
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COLLAPSIBLE/EXPANDABLE PROSTHETIC 
HEART VALVES WITH NON-EXPANDING 
STENT POSTS AND RETRIEVAL FEATURES 

[0001] This application claims the bene?t of US. provi 
sional patent application No. 61/001 ,976, ?led Nov. 5, 2007, 
Which is hereby incorporated by reference herein in its 
entirety. 

BACKGROUND OF THE INVENTION 

[0002] This invention relates to prosthetic heart valves of 
the kind that can be collapsed to a reduced circumferential 
siZe for delivery to the valve-implant site in a patient (e. g., in 
or through the lumen of tubular delivery apparatus such as a 
catheter, a trocar, laparoscopic apparatus, or the like). When 
the valve is at the implant site, it can be released from the 
delivery apparatus, Which alloWs the valve to re-expand (or to 
be re-expanded) to its larger, full, operational, circumferential 
siZe. This re-expansion may be Wholly elastic, Wholly plastic, 
or partly elastic and partly plastic. Elastic re-expansion may 
be achieved by using a springy metal such as nitinol in the 
valve. Plastic expansion may be achieved, for example, by 
in?ating a balloon inside the valve. In addition to restoring the 
valve to the siZe that permits it to operate as a valve (i.e., a siZe 
at Which the ?exible lea?ets in the valve can open and close), 
re-expansion of the valve causes the valve to engage native 
tissue of the patient at the implant site, thereby anchoring the 
valve at that location in the patient. 
[0003] Terms like retrieval, repositioning, and removal 
refer to the ability to return the valve to the delivery apparatus 
after it has Wholly or partly left that apparatus. Such retrieval 
may be done to alloW the valve to be moved to another, 
different location or orientation in the patient (so -called repo 
sitioning), or to completely remove the valve from the patient 
(so-called removal). Returning the valve to the delivery appa 
ratus involves re-collapsing the valve to its reduced circum 
ferential siZe. If the valve is to be repositioned, then When the 
valve is at the desired neW location or orientation in the 
patient, the valve leaves the delivery apparatus again, and it 
again expands (or is expanded) to its full operating siZe. 
[0004] There are many considerations involved in design 
ing a prosthetic heart valve that can collapse to a relatively 
small diameter Without, for example, damaging the ?exible 
lea?ets of the valve, and that can also be re-collapsed (e.g., for 
repositioning) after expansion or partial expansion at the 
implant site in the patient. There is therefore an on- going need 
for improvements in these and other areas of prosthetic heart 
valve design. 

SUMMARY OF THE INVENTION 

[0005] In accordance With certain possible aspects of the 
invention, a frame structure for a prosthetic heart valve may 
include a plurality ofY- shaped structures disposed in an annu 
lar array in Which theY- shaped structures are spaced from one 
another in a direction that is annular of the array. For example, 
each of the Y-shaped structures may provide a commissure 
post region of the prosthetic valve. Each of the Y-shaped 
structures may include a base member having a ?rst free end 
portion (providing, for example, a commissure post tip of the 
prosthetic valve) and an opposite second end to Which a ?rst 
end of each of tWo arms of the Y-shaped structure are con 
nected. The arms of each of the Y-shaped structures diverage 

Sep. 30, 2010 

from one another in a direction aWay from the second end of 
the associated base member to de?ne an annular space 
betWeen the arms. The frame structure may further include a 

plurality of connecting structures, each of Which extends 
betWeen a respective pair of annularly adjacent ones of the 
Y-shaped structures, and each of Which interconnects the 
Y-shaped structures in the associated pair. Each of the con 
necting structures may be collapsible and re-expandable in 
the annular direction. Each of theY-shaped structures is pref 
erably su?iciently strong to maintain at least 75% of the space 
betWeen its arms When the array is subjected to an annular 
collapsing force that collapses it to 50% of an initial annular 
size. 

[0006] In accordance With another possible aspect of the 
invention, each of the above-mentioned connecting structures 
may be connected to the arms of the above-mentioned 
Y-shaped structures in the associated pairs but not to the base 
members of those Y-shaped structures. 

[0007] In accordance With yet another possible aspect of 
the invention, each of the above-mentioned Y-shaped struc 
tures may further include a linking member that interconnects 
the arms of thatY-shaped structure at a location that is spaced 
from the second end of the base member of that Y-shaped 
structure. 

[0008] In accordance With still another possible aspect of 
the invention, the above-mentioned array may lie in an 
approximately tubular geometric space that surrounds a cen 
tral longitudinal axis. The base member of each of the above 
mentioned Y-shaped structures may be approximately paral 
lel to this longitudinal axis. All of the above-mentioned ?rst 
free end portions may point in a ?rst direction along this 
longitudinal axis. The ?rst free end portions may all extend 
farther in the ?rst direction than any portions of any of the 
above-mentioned connecting structures. 
[0009] In accordance With yet another possible aspect of 
the invention, no portions of any of the above-mentioned 
Y-shaped structures may extend as far opposite the above 
mentioned ?rst direction as portions of the above-mentioned 
connecting structures. Again, in such a case, each of the 
Y-shaped structures may further include a linking member 
that interconnects the arms of that Y-shaped structure at a 
location that is spaced from the second end of the base mem 
ber of that Y- shaped structure. Alternatively, When such link 
ing members are provided, the linking member of each of the 
Y-shaped structures may extend approximately as far oppo 
site the ?rst direction as portions of the connecting structures. 

[0010] In accordance With still another possible aspect of 
the invention, the frame structure may further include an 
aortic portion that is spaced from the above-mentioned 
Y-shaped structures and connecting structures in the ?rst 
direction. The aortic portion may be annular about the above 
mentioned longitudinal axis and is annularly collapsible and 
re-expandable. The frame structure may further include a 
plurality of strut members for attaching the aortic portion to 
theY-shaped and connecting structures of the frame structure. 
In such a case, the aortic portion may include a plurality of 
closed-perimeter, open-centered cells disposed in an annular 
array in Which connection points betWeen annularly adjacent 
cells are at intermediate points along sides of the cells and 
each cell includes ?rst and second ends that respectively point 
in the above-mentioned ?rst direction and opposite that ?rst 
direction. Further in such a case, the second end of each of the 
cells may include an eyelet or other such feature for attaching 
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a tether member that can be used to pull that eyelet or other 
such feature radially in toward the above-mentioned central 
longitudinal axis. 
[0011] In accordance With yet another possible aspect of 
the invention, a frame structure for a prosthetic heart valve 
may include an annulus portion that is annular about a longi 
tudinal axis and that is annularly collapsible and re-expand 
able. The frame structure may further include an aortic por 
tion that is also annular about the longitudinal axis and that is 
also annularly collapsible and re-expandable. The frame 
structure may still further include a plurality of strut members 
for connecting the annulus portion to the aortic portion at a 
plurality of points that are spaced from one another in a 
direction that is annular of the aortic portion. The aortic 
portion may include, at each of the above-mentioned points, 
a pair of arm members that begin at that point and that diverge 
from one another in the ?rst direction With an included angle 
betWeen the arm members of less than 90°. Each such arm 
member extends in this fashion from its beginning point until 
it connects to an annularly adjacent arm member that began 
from another annularly adjacent one of the above-mentioned 
beginning points. The aortic portion preferably includes no 
other structure betWeen annularly adjacent ones of the arm 
members that thus connect to one another and that start from 
different ones of the above-mentioned beginning or starting 
points. Similar principles can be alternatively or additionally 
applied to the annulus portion of the frame structure. 

[0012] In accordance With still another possible aspect of 
the invention, a frame structure as summarized in the preced 
ing paragraph may further include a plurality of closed-pe 
rimeter, open-centered cells betWeen the arm members that 
start from each of the above-mentioned starting points. These 
cells are preferably con?gured to alloW the included angle 
betWeen those arm members to collapse and re-expand. In 
such a case, the frame structure may still further include a 
plurality of additional closed-perimeter, open-centered cells 
that are disposed in the above-mentioned ?rst direction from 
the cells betWeen the arm members and that are connected to 
the cells betWeen the arm members. The additional cells may 
form an annular array in Which those cells are con?gured to 
alloW the array to annularly collapse and re-expand. 
[0013] In accordance With yet another possible aspect of 
the invention, the annulus portion of a frame structure as 
summariZed in the paragraph prior to the preceding one may 
include a plurality of annularly spaced commissure posts 
extending in the above-mentioned ?rst direction. In such a 
case, the strut members may be grouped in a plurality of pairs, 
each pair being associated With a respective one of the com 
missure posts, With that commissure post being betWeen the 
strut members in the associated pair. 

[0014] Further features of the invention, its nature and vari 
ous advantages Will be more apparent from the accompanying 
draWings and the folloWing detailed description. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] FIG. 1 is a simpli?ed, planar development of an 
illustrative embodiment of a prosthetic heart valve compo 
nent in accordance With the invention. By “planar develop 
ment” it is meant that FIG. 1 shoWs a component that is 
actually tubular. But FIG. 1 and other similar FIGS. shoW this 
component as though cut along a vertical line and then laid 
out ?at. 
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[0016] FIG. 2 is a simpli?ed elevational vieW of a represen 
tative portion of the FIG. 1 apparatus in the operating condi 
tion of that apparatus that is shoWn in FIG. 1. 
[0017] FIG. 3 is a simpli?ed elevational vieW of the FIG. 2 
structure in another operating condition of the apparatus. 
[0018] FIG. 4 shoWs a portion of What is shoWn in FIG. 1 on 
a larger scale. 
[0019] FIG. 5 shoWs another portion of What is shoWn in 
FIG. 1 on a larger scale. 
[0020] FIG. 6 is similar to FIG. 1 for another illustrative 
embodiment in accordance With the invention. 
[0021] FIG. 7 is similar to FIG. 6 for yet another illustrative 
embodiment in accordance With the invention. 
[0022] FIG. 8 repeats FIG. 7 With some additional refer 
ence information added to facilitate explanation of certain 
possible aspects of the invention. 
[0023] FIG. 9 shoWs a portion ofWhat is shoWn in FIG. 8 on 
a larger scale. 
[0024] FIG. 10 is a simpli?ed perspective or isometric vieW 
of apparatus of the type that is shoWn in FIG. 8. 
[0025] FIG. 11 is similar to FIG. 10 from another angle. 
[0026] FIG. 12 is similar to a portion of FIGS. 10 and 11 
from still another angle. 
[0027] FIG. 13 shoWs a portion ofWhat is shoWn in FIG. 10 
on a larger scale. 
[0028] FIG. 14 is similar to FIG. 5 for another illustrative 
embodiment of the invention. 
[0029] FIG. 15 is similar to FIG. 14 for still another illus 
trative embodiment of the invention. 

DETAILED DESCRIPTION 

[0030] All of the FIGS. that accompany this speci?cation 
shoW prosthetic aortic valve embodiments. The loWer annular 
part 60 of each of these embodiments is implanted in or near 
the patient’s native aortic valve annulus. Thus the loWer annu 
lar part 60 may sometimes be referred to as the annulus part or 
the annulus portion. The upper annular part 20 or 220 of each 
of these embodiments is implanted in the patient’s native 
aorta, typically doWnstream (in the direction of blood ?oW) 
from the patient’s native valsalva sinus. Thus the upper annu 
lar part 20 or 220 may sometimes be referred to as the aortic 
part or the aortic portion. The struts 40 that connect the upper 
and loWer parts of each embodiment typically extend through 
the patient’s native valsalva sinus. 
[0031] All of the FIGS. that accompany this speci?cation 
(except for FIG. 3) shoW the depicted valve component (i.e., 
frame structure 10, 100, or 200) in the circumferentially (or 
radially, or annularly, or diametrically) collapsed condition. It 
Will be explained beloW Where in these valve components the 
expansion occurs When the valve re-expands. All of the FIGS. 
that accompany this speci?cation omit the ?exible valve leaf 
lets that are nevertheless present in valves in accordance With 
this invention. Examples of hoW such lea?ets may be pro 
vided and secured to the components (e.g., frame structure 
10, 100, or 200) that are shoWn in the accompanying FIGS. 
are shoWn in Braido US. patent application Ser. No. 11/906, 
133, ?led Sep. 28, 2007, Which is hereby incorporated by 
reference herein in its entirety. All of the FIGS. that accom 
pany this speci?cation also omit other components that may 
be part of valves in accordance With this invention. Examples 
of such possible other components are tissue layers for cush 
ioning and/or buffering, fabric covers, and the like. (See again 
the above-mentioned Braido reference.) Some of the accom 
panying FIGS. shoW the metal frame component (e.g., 10, 
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100, or 200) of the valve as though cut along a longitudinal 
axis and laid out ?at. This is only a matter of depiction, 
hoWever. In all cases the metal frame component 10, 100, or 
200 is actually a complete and continuous ring or annular 
structure, such as is shoWn in some others of the accompany 
ing FIGS. 
[0032] The present invention is based on a unique collaps 
ing and expanding frame mechanism concept, several illus 
trative embodiments of Which are shoWn in the accompanying 
FIGS. Prosthetic valves in accordance With the invention 
include such a frame 10, 100, or 200, as Well as tissue or 
polymer valve lea?ets (not shoWn in the accompanying 
FIGS, as mentioned above). The frame 10, 100, or 200 can be 
laser-cut from various metals, a particularly preferred metal 
being nitinol. For example, the starting nitinol metal stock 
may be a tube. After processing through appropriate anneal 
ing steps, the nitinol stent 10, 100, or 200 takes on the ?nal 
shape and dimensions intended for the ?nal deployment siZe 
and shape of patient anatomy. This so-called ?nal shape/ 
dimension is the expanded siZe of the metal frame 10, 100, or 
200, not the collapsed siZe shoWn in all of the accompanying 
FIGS. (With the exception of FIG. 3). 
[0033] The polymer or tissue valve lea?ets (not shoWn as 
mentioned above) can be attached to the frame 10, 100, or 200 
by various means such as suturing, stapling, or the like. The 
frame and lea?ets (and any other possible components as 
mentioned above) can then be collapsed in preparation for 
integration into a delivery system. Various delivery systems 
can be employed to deliver and deploy the valve at the 
intended target (implant site) in the patient. The delivery 
system may depend to some extent on the desired valve 
implantation approach. Examples of possible approaches are 
percutaneous retrograde (i.e., percutaneous, meaning cath 
eter-like at least partly through blood vessels of the patient’s 
circulatory system; and retrograde, meaning opposite the 
blood ?oW direction), percutaneous antegrade (i.e., ante 
grade, meaning With the blood ?oW direction), transapical 
(i.e., through the apex of the heart), etc. Although the delivery 
system may thus include certain variations depending on hoW 
the implant site is to be approached, all such systems may 
have similar valve interface mechanisms for collapsing the 
valve. The valve can be deployed in the same manner for any 
of the possible approaches, i.e., WithdraWal of a sheath that is 
initially loaded over the collapsed valve to keep the valve in a 
collapsed state. As the sheath is pulled back, the portions of 
the stent or frame 10, 100, or 200 that become uncovered by 
the sheath Will start to deploy. The sheath can be pulled in 
either direction relative to the valve (i.e., either proximally or 
distally, Where proximal means closer to or toWard the opera 
tor of the delivery apparatus, and distal means farther or aWay 
from the operator of the delivery apparatus), but this may also 
depend on the delivery system design and the approach, as 
Well as on desired performance features. After the valve is 
fully deployed, the delivery system can still retain the ability 
recapture the valve for repositioning or retrieval/removal of 
the valve at the discretion of the operator. 

[0034] FIG. 1 shoWs an illustrative embodiment of the 
metal frame 10 of a prosthetic heart valve in accordance With 
the invention. As mentioned earlier, FIG. 1 shoWs frame 10 as 
though cut longitudinally (i.e., along a vertical axis in FIG. 1) 
and laid out ?at. HoWever, frame 10 is actually a holloW 
annular (ring-like or tubular) structure in Which the left and 
right edges of What is shoWn in FIG. 1 are integrally con 
nected to one another. In other Words, frame 10 actually forms 
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a continuous, holloW annulus or annular structure (e.g., lying 
in an approximately tubular geometric space). 
[0035] In FIG. 1 reference 20 points to the top ring (or aortic 
portion) cells of frame 10. Eyelets 30 are provided to facilitate 
stent retrieval With the delivery system. Connecting struts 40 
connect top ring 20 to the bottom ring of cells (or annulus 
portion) 60. Commissure posts 50 project upWardly to some 
extent from bottom ring 60. 

[0036] FIG. 1 shoWs a ?at development of frame 10 in its 
annularly compressed or collapsed condition. (Again, such 
?at depictions of What are actually tube-like structures are 
employed solely to simplify some of the FIGS. herein.) This 
is the condition in Which closed-perimeter, open-centered 
cells 20 and 60 are relatively compressed from left to right as 
vieWed in FIG. 1 (see also FIG. 2). A valve may be delivered 
into a patient in this collapsed condition. FIG. 3 shoWs What 
happens to such a representative cell 20/60 (from FIG. 2) 
When frame 10 expands to the implant and operating condi 
tion. Comparison of FIGS. 2 and 3 shoWs that (in FIG. 3) each 
cell 20 or 60 becomes much Wider in the left-right direction. 
These increased cell Widths add up to make the expanded 
frame 10 much larger in circumference than the collapsed 
frame (FIGS. 1 and 2). 
[0037] It is brie?y mentioned again that When the valve is 
implanted in the patient, top or aortic ring cells 20 are dis 
posed in the patient’s aorta (e.g., doWnstream from the val 
salva sinus), connecting struts 40 pass through the valsalva 
sinus, and bottom or annulus ring cells 60 are disposed in or 
near the patient’s native aortic valve annulus. Commissure 
posts 50 may be rotationally aligned With the patient’s native 
aortic valve commissures. The prosthetic valve includes three 
?exible lea?ets (not shoWn herein, but see again the above 
mentioned Braido reference). Each of these lea?ets basically 
extends betWeen a respective pair of annularly adjacent ones 
of commissure posts 50. Left and right edge portions of each 
lea?et are respectively attached to the posts 50 in the pair of 
posts betWeen Which that lea?et extends. A loWer edge por 
tion of each lea?et is attached to bottom ring structure 60 
beloW and betWeen the posts 50 betWeen Which that lea?et 
extends. The upper edge of each lea?et is relatively free and is 
able to move toWard and meet the upper edges of the other tWo 
lea?ets to close the valve, or to move radially out aWay from 
those other tWo lea?et upper edges to open the valve. The 
direction of blood ?oW through the valve (When open) is 
upWard as vieWed in FIG. 1. 

[0038] It should be noted that in FIG. 1 and in all other 
embodiments of this invention the bottom ring cell 62 imme 
diately beloW each commissure post 50 is different from the 
other bottom ring cells 60. In particular, bottom ring cells 62 
are stronger and more resistant to collapse (in a direction that 
is circumferential of the valve (left-right as vieWed in FIG. 1)) 
than the other bottom ring cells 60. This greater strength of 
cells 62 accounts for the fact that even in the collapsed con 
dition shoWn in FIG. 1, cells 62 remain relatively open, While 
all of the other cells 60 are very nearly closed in the circum 
ferential direction. Indeed, the condition of cells 62 shoWn in 
FIG. 1 may also be very nearly the fully expanded condition 
of those cells. Most of the annular compression and re-expan 
sion of bottom ring 60 may occur in cells other than cells 62, 
With cells 62 remaining at or nearly at the same siZe (in the 
circumferential direction) in both the collapsed condition and 
the re-expanded condition of the valve. Cells 62 can be given 
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the above-described greater strength, for example, by increas 
ing the Width and/ or thickness of the members that form those 
cells. 
[0039] To quantify the possible feature of the invention that 
has just been described, When a valve frame like 10 With this 
feature is subjected to an annular collapsing force that 
reduces annulus portion 20 to 50% of its full (expanded) siZe 
as an operating valve, each of cells 62 still preferably retains 
at least 75% of its full operating siZe Width (e. g., as measured 
in the area indicated by the dimension W in FIG. 5). Note that 
each substructure that includes a commissure post 50 and a 
cell 62 may be described as aY-shaped structure (With post 50 
forming the base member of theY, and With cell sides 63a and 
63b forming the diverging arm members of theY). The cell 62 
of this Y-shaped structure is closed by a linking member 630 
that interconnects the arm members 6311 and 63b remote from 
Where the arms begin to diverge from one another. The upper 
end of post 50 is a free end portion. The included angle A 
betWeen diverging arm members 6311 and 63b is preferably 
less than 90°. Dimension W is typical of hoW the open space 
betWeen arms 63a and 63b can be measured. Linking member 
630 may help to resist collapse of this open space; but, on the 
other hand, it may still alloW some change in the siZe of the 
cell 62 for Which it provides some of the perimeter structure. 
[0040] The folloWing summarizes some of the bene?ts and 
other features of the above-described approach. The increase 
in stiffness of commissure posts 50 and associated cells 62 
can help to maintain repeat cycle de?ection over time. (Such 
repeat cycle de?ection may include de?ection of posts 50 in 
the radial direction in response to each cycle of opening and 
closing of the valve after it has been implanted and is func 
tioning in a patient.) Making parts 50/ 62 relatively non-col 
lapsible and non-expanding facilitates con?guring the geom 
etry of those parts Without major constraints in order to 
achieve a desired ?exibility/ stiffness balance (e. g., in the 
radial direction). Note that connecting struts 40 are directly 
attached to the ?exing posts 50/ 62 to provide additional sup 
port and/or stiffness. The folloWing further explains the 
mechanism of stent post ?exibility/ stiffness. This perfor 
mance can be controlled by varying the contact point of the 
connecting arms 40 along the inverted Y post arms. For 
example, connecting struts 40 may be connected (1) at or near 
the tip of the posts 50 in one extreme possibility, (2) at or near 
the bottom of the inverted Y structure in the other extreme 
possibility, (3) or anyWhere in betWeen these tWo extremes. 
This can greatly increase or decrease the ability of the post tip 
to de?ect inWardly. This is another Way that the ?exibility/ 
stiffness can be controlled (in addition to changing the Width 
and/ or thickness of the invertedY arms). 
[0041] Another possibly advantageous feature that is illus 
trated by FIG. 1 is the absence of frame geometry and metal 
beloW each post 50 and cell 62. In other Words, bottom ring 60 
does not extend doWn beloW posts 50 nearly as far as it 
extends doWn elseWhere. The resulting recesses 64 (extend 
ing upWardly into the structure) help the implanted valve 
avoid interfering With the patient’s adjacent mitral valve. 
[0042] Each commissure post 50 has several eyelets 52 for 
easier lea?et integration (attachment). 
[0043] Eyelets 30 in top ring cells 20 can be used to pass a 
Wire (e. g., of nitinol) or other tether through frame 1 0 and then 
through a central lumen of the delivery system. This aids in 
reducing the expanded top (aortic) ring diameter for retrieval 
of the valve for purposes of repositioning or removing the 
valve. In other Words, the above-mentioned tether(s) through 
eyelets 30 can be tensioned to pull eyelets 30 and adjacent 
frame elements radially inWardly so that they Will again ?t 
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into a delivery system sheath. For example, the above-de 
scribed tether and eyelet 30 structure can also help to prevent 
the stent 10 from catching on an edge of a sheath that is part 
of the delivery apparatus as mentioned above. Once the frame 
10 is thus back in the delivery system, that system can be used 
to reposition and redeploy the valve, or alternatively to com 
pletely remove the valve from the patient. 
[0044] As has been noted, FIG. 4 shoWs an enlargement of 
the upper portion of frame 10 from FIG. 1. FIG. 5 shoWs an 
enlargement of the loWer portion of frame 10 from FIG. 1. 
[0045] FIG. 6 is a vieW similar to FIG. 1 shoWing an alter 
native frame embodiment 100. The only difference betWeen 
frame 10 and frame 100 is that in frame 100 cells 62 are 
diamond-shaped and extend doWn to or close to the plane 
containing the bottoms of other bottom (annulus portion) ring 
cells 60. (The same reference numbers are used in FIGS. 1 
and 6 for elements that are the same or similar.) This means 
that frame 100 does not include the upWardly extending 
recesses 64 that are shoWn in earlier FIGS. and described 
above for frame 10. 
[0046] FIG. 7 shoWs an illustrative embodiment of possible 
further features in accordance With the invention. Again, 
these features can help to facilitate easy repositioning and/or 
retrieval of the valve. FIG. 7 is another vieW similar to FIGS. 
1 and 6, but FIG. 7 shoWs a modi?ed frame embodiment 200. 
Elements in FIG. 7 that are the same as or similar to elements 
in earlier FIGS. have the same reference numbers again in 
FIG. 7. In particular, the differences from frame 10 are in top 
ring area (aortic portion) 220. 
[0047] As shoWn in FIG. 7, the top ring 220 cell design is 
such that there are no elboW struts that can catch on a sheath 
of delivery apparatus during valve collapsing. This is 
achieved by connecting all expandable cells in top ring 220 
doWn to the six connecting struts 40 in a tapered manner. 
More speci?cally, the loWer-most points or elboWs 223a 
(FIG. 9) of the top-most roW of cells 222 also form the side 
mid-point nodes of cells 224 in a next-loWer roW of the top 
ring. The loWer-most points or elboWs 22511 of cells 224 form 
the side mid-point nodes of cells 226 in a still loWer roW of the 
top ring. The loWer-most points or elboWs 22711 of cells 226 
blend into (i.e., are the attachment points for) struts 40. As a 
consequence of this, no cell 222, 224, or 226 in top ring 220 
has a doWnWardly projecting elboW that is exposed (i.e., does 
not smoothly blend into some further, loWer structure, ulti 
mately leading smoothly into struts 40). There are thus no 
exposed, doWnWardly pointing elboWs on any top ring cells 
that could catch on a sheath that is moving (from beloW as 
indicated by arroW 203 in FIG. 8) back up over the top ring 
structure in order to re-collapse that structure for reposition 
ing or retrieval of the valve. 
[0048] Another Way to describe the feature illustrated by 
FIGS. 7-9 is to start from struts 40 and Work upWard. The 
upper end 22711 of each strut 40 is the starting point for tWo 
arms (e.g., 228a and 228b) that diverge from one another as 
one proceeds upWardly from that starting point. The included 
angle B betWeen these tWo arms is preferably less than 90°. 
Each of these arms 228a/b continues upWardly until it meets 
and joins the circumferentially (or annularly) adjacent arm 
228a/b extending upWardly from another circumferentially 
(or annularly) adjacent one of the starting points 22711. There 
is no structure betWeen any of the circumferentially adjacent 
arms 228 that emanate from circumferentially adjacent ones 
of starting points 22711. Thus there is no such structure that 
can catch on delivery apparatus that is moving upWardly 
(arroW 203 in FIG. 8) to re-collapse and re-enclose the upper 
portion of frame 200. All of the structure of aortic ring 220 is 
either betWeen the pairs of arms 228a/b that emanate from the 
same starting point 22711 or upWardly beyond that structure. 
Struts 40 and arms 228a/b can thus act to smoothly feed all of 
aortic ring 220 back into delivery apparatus that is moving 
upWardly as indicated by arroW 203 in FIG. 8. 
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[0049] The same principle illustrated by FIGS. 7-9 can be 
alternatively or additionally applied to bottom ring structure 
(annulus portion) 60 for the reverse deployment option (i.e., 
deployment of annulus portion 60 ?rst). In other Words, bot 
tom ring cells 60 (other than 62 and posts 50) can be blended 
into connecting struts 40 via one or more intervening roWs of 
additional bottom ring cells to avoid exposed, upWardly fac 
ing elboWs (other than posts 50). 
[0050] The point mentioned in the immediately preceding 
paragraph is illustrated by FIGS. 14 and 15 (Which shoW tWo 
different illustrative embodiments). In FIG. 14 annulus por 
tion 360 includes three roWs or tiers of closed-perimeter, 
open-center cells 362, 364, and 366. All ofthe cells 362 in the 
topmost roW begin (at their upper ends) at points 36711 that are 
at the bottom ends of struts 40. The roWs ofcells 364 and 366 
beloW top roW 362 fan out gradually from the topmost roW, so 
that no cell in any roW has an upWardly pointing corner that is 
not also part of the side structure of another cell that is higher 
up. In other Words, from each starting point 367a, tWo arms 
368a and 36819 gradually diverge and continue relatively 
smoothly doWn as far as is necessary to include the upper 
elboWs of all cells 362, 364, and 366 that are betWeen those 
arms. All cells in annular portion 360 are betWeen some such 
pair of diverging arms 368a and 3681). (Again, the included 
angle B betWeen each such pair of arms 368a and 36819 is less 
than 90°.) Avoidance of exposed, upWard-pointing cell cor 
ners in this Way facilitates reintroduction of annulus portion 
360 into a doWnWardly moving delivery apparatus sheath in 
the event that the prosthetic valve must be repositioned in the 
patient or WithdraWn from the patient. The only upWardly 
pointing structures that are not thus prevented from being 
exposed are commissure posts 50. HoWever, these posts 50 
can be designed to have a slight inWard tilt toWard the central 
axis, Which can help prevent a frame-collapsing sheath from 
catching on these posts as the sheath passes over them. 

[0051] Again it is emphasiZed that the principles illustrated 
by FIGS. 7-12 (i.e., no exposed cell comers in aortic portion 
pointing toWard annulus portion) and FIGS. 14 and 15 (i.e., 
no exposed cell comers in annulus portion pointing toWard 
aortic portion) can be combined in one valve frame in accor 
dance With this invention. 
[0052] FIG. 15 shoWs an alternate embodiment of What is 
shoWn in FIG. 14. Reference numbers in FIG. 15 in the 400 
series that are otherWise similar to reference numbers in FIG. 
14 in the 300 series refer to similar elements. The description 
of FIG. 15 can therefore be someWhat abbreviated because 
the description of FIG. 14 applies again to FIG. 15 With only 
the above reference number difference. The major difference 
betWeen FIGS. 14 and 15 is in Where the cellular structure of 
the annulus portion connects to the structure of commissure 
post cells 50/62. In FIG. 14 the upper-most of these connec 
tion points 369a/b are relatively close to the bottom of cells 
62. In FIG. 15, on the other hand, the upper-most of these 
connection points 469a/b are closer to the tops of cells 62. As 
is pointed and described elseWhere in this speci?cation, this 
kind of variation can be used to affect the stiffness of the 
commissure posts structures 50/62. For example, all other 
things being equal, the commissure post structures 50/62 in 
FIG. 14 tend to be more ?exible (e.g., for de?ection radial of 
the prosthetic valve) than the commissure post structures 
50/ 62 in FIG. 15. The length of cantilevering of the structure 
50/62 is greater in FIG. 14 than in FIG. 15. 

[0053] FIGS. 10 and 11 shoW frame 200 in the round, but 
still in the collapsed condition. FIG. 12 shoWs an enlargement 
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of the upperportion of What is shoWn in FIGS. 10 and 11. FIG. 
13 shoWs an enlargement of the loWer portion of What is 
shoWn in FIGS. 10 and 11. 
[0054] The folloWing paragraphs highlight various aspects 
of the invention. 
[0055] Flexible stent frame posts 50 separated from the 
main frame structure on the upper or blood out?oW end, but 
attached to the stent structure at the loWer or blood in?oW end 
of the posts. This alloWs the stent (especially posts 50) to ?ex 
and de?ect to accommodate valve tissue function in the open/ 
closed cycles. 
[0056] At least three non-expanding stent post members 
50/62. This alloWs for balancing the stiffness of the bending/ 
?exing post 50/ 62 by dialing in geometry of the post as Well 
as the Width of its struts (i.e., the side members of cells 62). 
[0057] At least three connecting members 40 that connect 
the stent’s top (out?oW) expanding ring geometry 20/220 
With the stent’s bottom (in?oW) expanding ring geometry 60. 
[0058] The connecting struts 40 can be attached to the 
stent’s posts 50/62 at various locations to provide additional 
means of adjusting stiffness, as Well as controlling stent post 
50/ 62 ?exibility and de?ection. 
[0059] Connecting struts 40 can also be attached to any of 
the bottom cells. More than six connecting struts 40 are also 
possible if it is desired to connect every cell at the top ring 
With every cell at the bottom ring. The geometries of the 
connections betWeen top and bottom rings can vary signi? 
cantly, but the objective is to eliminate exposed elboWs that 
can potentially cause catching When re-sheathing. 
[0060] A unique and differentiated top ring geometry 220 
design that includes several struts (cell perimeter members) 
and closed and open cells that are disposed in roWs 222, 224, 
and 226. As the roWs approach the connecting struts 40, the 
number of cells and struts (cell perimeter members) decreases 
in a manner that forms a smooth and streamed transition from 
the very top (out?oW end) doWn to the point of making con 
nection With the six struts 40. The geometry is such that there 
are no exposed strut (cell perimeter member) elboWs that are 
not connected to the remainder of the geometry such that they 
can catch and hang on the edge of an advancing sheath during 
re-sheathing for repositioning or for retrieval. 
[0061] The same geometry described in the above para 
graph can be applied to the stent’s bottom ring 60 (e.g., as 
shoWn in FIGS. 14 and 15). 
[0062] This stent invention can incorporate the above-de 
scribed geometry on the top ring only, the bottom ring only, or 
on both rings. With incorporation on the top ring only, the 
sheath can only be advanced from the blood in?oW to the 
blood out?oW end of the stent When recapture is desired. 
Similarly, if the geometry is incorporated on the bottom ring 
only, the sheath can only be advanced from the blood out?oW 
to the blood in?oW end of the stent. Finally, if the geometry is 
incorporated on both rings, the sheath can be advanced from 
either direction When stent collapsing for recapture is desired. 
[0063] The geometry design described above can vary in 
strut (e.g., cell perimeter member) Width, thickness, shape, 
taper, and/or length to create a desired balance for that geom 
etry that Will alloW for reduced strain during initial processing 
expansion, collapsing, and re-expansion. Therefore, the 
design can utiliZe various combinations of these variations to 
achieve the right balance. 
[0064] The mid-section 40 of the stent betWeen the top and 
bottom rings can be designed to expand to ?t and self-anchor 
in the valve sinus area (i.e., the valsalva sinus). Also, it can be 
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designed With no curves (straight members 40) and serve the 
purpose of connecting the stent’s top and bottom rings. 
Finally, it can be designed to have predetermined bends that 
may have some functional aspects When collapsed for deliv 
ery, as Well as in the deployed functional state. 
[0065] The stent geometry incorporates several eyelet 
designs (e. g., 30) that are disposed at various locations of the 
stent. Depending on their locations, these eyelets serve dif 
ferent functions. When disposed around the top ring 20/ 220, 
they can facilitate stent collapsing for certain stent geometry 
designs by threading a temporary thin nitinol Wire suture or 
other appropriate tether member to loop through the eyelet(s) 
30 and back into the central lumen of delivery apparatus. 
When the stent is partially deployed and recapture is desired, 
the Wires can be pulled proximally, Which causes the geom 
etry to taper and “funnel” radially inWardly into the delivery 
system sheath (tube). 
[0066] The stent posts 50 can incorporate eyelets 52 to 
facilitate lea?et integration and attachment to the posts With 
appropriate means (e.g., With sutures). 
[0067] The stent’s bottom (in?ow) ring 60 geometry may 
also incorporate eyelets 66 at various locations that can be 
utiliZed for lea?et integration, cuff integration, or for attach 
ing members that can assist in re-collapsing the valve during 
repositioning and retrieval. 
[0068] The eyelets or other similar apertures can be dis 
posed at different locations and in various combinations for 
purposes such as stent/tissue/cuff integration and/ or stent 
deployment/recapture/repositioning. Therefore, eyelets can 
be located at the comers of cells, or betWeen cells at the top 
and bottom rings, or anyWhere in betWeen. 
[0069] The stent geometry at both the in?oW and out?oW 
edges can incorporate additional anchoring features so the 
stent remains secured during the cardiac cycle. 
[0070] The stent frame has sections designed to alloW clear 
ance of the coronary arteries, thus not obstructing critical 
blood ?oW to the heart. This aspect of the invention is illus 
trated by reference numbers 240 in FIGS. such as FIGS. 7-15. 
When the valve frame opens up (expands annularly) at the 
implant site in the patient, these areas 240 betWeen struts 40 
Will become relatively large, open, and unobstructed areas. If 
posts 50 are aligned With the patient’s native valve commis 
sure posts, open areas 240 (Which are circumferentially offset 
from posts 50) Will tend to be aligned With the patient’s native 
coronary artery ostia. This helps to ensure that no part of the 
prosthetic valve blocks blood ?oW from the aorta into the 
coronary arteries. This property of the prosthetic valve is 
enhanced by the use of a design (e.g., like that shoWn in FIG. 
7) in Which one or both ends (upstream and/or doWnstream) 
of areas 240 are free of exposed cell elboWs as described 
elseWhere in this speci?cation. For example, there are no 
exposed, upstream-pointing cell elboWs or comers betWeen 
the arms that are labelled 228a and 22819 in FIG. 11. This 
helps to keep the area that is labelled 240 in FIG. 11 open for 
avoidance of obstruction of a patient’s coronary artery ostia. 
[0071] The stent can incorporate a collapsible cuff to pro 
mote tissue in-groWth, thus preventing perivalvular leaks. 
[0072] The cell elboW geometry can incorporate unique 
geometry that stress-relieves the stent, as Well as alloWing for 
larger cell expansion and providing locations that can be used 
for lea?et and cuff integration. 
[0073] The stent geometry design can have features (e.g., 
recesses 64) to relieve impingement on the mitral valve When 
expanded Within calci?ed lea?ets. 
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[0074] It Will be understood that the foregoing is only illus 
trative of the principles of the invention, and that various 
modi?cations can be made by those skilled in the art Without 
departing from the scope and spirit of the invention. For 
example, the number of closed-perimeter, open-centered 
cells (e.g., 20 or 60) that is used to form each ring ofsuch cells 
can be more or less than the numbers shoWn in the accompa 
nying FIGS. Similarly, the number of roWs or tiers of such 
cells (e.g., 20 or 60) that are used in the aortic or annulus 
portions of frame 10, 100, or 200 can be different from the 
numbers shoWn in the accompanying FIGS. 

The invention claimed is: 
1. A frame structure for a prosthetic heart valve compris 

ing: 
a plurality of Y-shaped structures disposed in an annular 

array in Which the Y-shaped structures are spaced from 
one another in a direction that is annular of the array, 
each of theY- shaped structures including a base member 
having a ?rst free end portion and an opposite second 
end to Which a ?rst end of each of tWo arms of the 
Y-shaped structure is connected, the arms of each of the 
Y-shaped structures diverging from one another in a 
direction aWay from the second end to de?ne a space 
betWeen the arms, Which space extends in the annular 
direction; and 

a plurality of connecting structures, each of Which extends 
betWeen a respective pair of annularly adjacent ones of 
theY- shaped structures, and each of Which interconnects 
theY- shaped structures in the associated pair, each of the 
connecting structures being collapsible and re-expand 
able in the annular direction, each ofY-shaped structures 
being su?iciently strong to maintain at least 75% of the 
space betWeen its arms When the array is subjected to an 
annular collapsing force that collapses it to 50% of an 
initial annular siZe. 

2. The frame structure de?ned in claim 1 Wherein each of 
the connecting structures is connected to the arms of the 
Y-shaped structures in the associated pair but not to the base 
members of those Y-shaped structures. 

3. The frame structure de?ned in claim 1 Wherein each of 
the Y-shaped structures further includes a linking member 
that interconnects the arms of that Y-shaped structure at a 
location that is spaced from the second end. 

4. The frame structure de?ned in claim 1 Wherein the array 
lies in an approximately tubular geometric space that sur 
rounds a central longitudinal axis, and Wherein the base mem 
ber of each of the Y-shaped structures is approximately par 
allel to the longitudinal axis. 

5. The frame structure de?ned in claim 4 Wherein all of the 
?rst free end portions point in a ?rst direction along the 
longitudinal axis. 

6. The frame structure de?ned in claim 5 Wherein the ?rst 
free end portions all extend farther in the ?rst direction than 
any portions of any of the connecting structures. 

7. The frame structure de?ned in claim 6 Wherein no por 
tions of any of theY-shaped structures extends as far opposite 
the ?rst direction as portions of the connecting structures. 

8. The frame structure de?ned in claim 7 Wherein each of 
the Y-shaped structures further includes a linking member 
that interconnects the arms of the Y-shaped structure at a 
location that is spaced from the second end. 

9. The frame structure de?ned in claim 6 Wherein each of 
the Y-shaped structures further includes a linking member 




