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(57) ABSTRACT 

An inkjet printhead that has a ?rst layer With an opening, a 
second layer With a hole and a ?exible element supported by 
the second layer. The ?exible element has an ori?ce through 
Which ink is ejected. An actuator de?ects the ?exible element 
to force the ink through the ori?ce. The hole and the opening 
are in ?uid communication to supply ink to the ?exible ele 
ment. 
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STATEMENT REGARDING FEDERALLY 
SPONSORED RESEARCH OR DEVELOPMENT 

[0003] Not applicable. 

FIELD OF THE INVENTION 

[0004] The present invention relates to the ?eld of inkjet 
printing and, in particular, discloses an inverted radial back 
curling thermoelastic ink jet printing mechanism. 

BACKGROUND OF THE INVENTION 

[0005] Many different types of printing mechanisms have 
been invented, a large number of Which are presently in use. 
The knoWn forms of printers have a variety of methods for 
marking the print media With a relevant marking media. Com 
monly used forms of printing include offset printing, laser 
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printing and copying devices, dot matrix type impact printers, 
thermal paper printers, ?lm recorders, thermal Wax printers, 
dye sublimation printers and ink jet printers both of the drop 
on demand and continuous ?oW type. Each type of printer has 
its oWn advantages and problems When considering cost, 
speed, quality, reliability, simplicity of construction and 
operation etc. 
[0006] In recent years the ?eld of ink jet printing, Wherein 
each individual pixel of ink is derived from one or more ink 
noZZles, has become increasingly popular primarily due to its 
inexpensive and versatile nature. 
[0007] Many different techniques of ink jet printing have 
been invented. For a survey of the ?eld, reference is made to 
an article by J Moore, “Non-Impact Printing: Introduction 
and Historical Perspective”, Output Hard Copy Devices, Edi 
tors R Dubeck and S Sherr, pages 207-220 (1988). 
[0008] Ink Jet printers themselves come in many different 
forms. The utiliZation of a continuous stream of ink in ink jet 
printing appears to date back to at least 1929 Wherein US. 
Pat. No. 1,941,001 by Hansell discloses a simple form of 
continuous stream electro-static ink jet printing. 
[0009] US. Pat. No. 3,596,275 by SWeet also discloses a 
process of a continuous ink jet printing including a step 
Wherein the ink jet stream is modulated by a high frequency 
electro-static ?eld so as to cause drop separation. This tech 
nique is still utiliZed by several manufacturers including Elm 
jet and Scitex (see also US. Pat. No. 3,373,437 by SWeet et 
al). 
[0010] PieZoelectric ink jet printers are also one form of 
commonly utiliZed ink jet printing device. Piezoelectric sys 
tems are disclosed by Kyser et. al. in US. Pat. No. 3,946,398 
(1970) Which utiliZes a diaphragm mode of operation, by 
Zolten in US. Pat. No. 3,683,212 (1970) Which discloses a 
squeeze mode form of operation of a pieZoelectric crystal, 
Stemme in US. Pat. No. 3,747,120 (1972) Which discloses a 
bend mode of pieZoelectric operation, HoWkins in US. Pat. 
No. 4,459,601 Which discloses a pieZoelectric push mode 
actuation of the ink jet stream and Fischbeck in US. Pat. No. 
4,584,590 Which discloses a shear mode type of pieZoelectric 
transducer element. 
[0011] Recently, thermal ink jet printing has become an 
extremely popular form of ink j et printing. The ink jet printing 
techniques include those disclosed by Endo et al in GB 
2007162 (1979) and Vaught et al in US. Pat. No. 4,490,728. 
Both the aforementioned references disclose ink jet printing 
techniques Which rely on the activation of an electrothermal 
actuator Which results in the creation of a bubble in a con 
stricted space, such as a noZZle, Which thereby causes the 
ejection of ink from an aperture connected to the con?ned 
space onto a relevant print media. Printing devices utiliZing 
the electro-thermal actuator are manufactured by manufac 
turers such as Canon and HeWlett Packard. 
[0012] As can be seen from the foregoing, many different 
types of printing technologies are available. Ideally, a printing 
technology should have a number of desirable attributes. 
These include inexpensive construction and operation, high 
speed operation, safe and continuous long term operation etc. 
Each technology may have its oWn advantages and disadvan 
tages in the areas of cost, speed, quality, reliability, poWer 
usage, simplicity of construction and operation, durability 
and consumables. 

SUMMARY OF THE INVENTION 

[0013] In accordance With a ?rst aspect of the present 
invention, there is provided a noZZle arrangement for an ink 
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jet printhead, the arrangement comprising: a nozzle chamber 
de?ned in a Wafer substrate for the storage of ink to be ejected; 
an ink ejection port having a rim formed on one Wall of the 
chamber; and a series of actuators attached to the Wafer sub 
strate, and forming a portion of the Wall of the nozzle chamber 
adjacent the rim, the actuator paddles further being actuated 
in uni son so as to eject ink from the nozzle chamber via the ink 
ejection nozzle. 
[0014] The actuators can include a surface Which bends 
inWards aWay from the centre of the nozzle chamber upon 
actuation. The actuators are preferably actuated by means of 
a thermal actuator device. The thermal actuator device may 
comprise a conductive resistive heating element encased 
Within a material having a high coef?cient of thermal expan 
sion. The element can be serpentine to alloW for substantially 
unhindered expansion of the material. The actuators are pref 
erably arranged radially around the nozzle rim. 
[0015] The actuators can form a membrane betWeen the 
nozzle chamber and an external atmosphere of the arrange 
ment and the actuators bend aWay from the external atmo 
sphere to cause an increase in pressure Within the nozzle 
chamber thereby initiating a consequential ejection of ink 
from the nozzle chamber. The actuators can bend aWay from 
a central axis of the nozzle chamber. 
[0016] The nozzle arrangement can be formed on the Wafer 
substrate utilizing micro-electro mechanical techniques and 
further can comprise an ink supply channel in communication 
With the nozzle chamber. The ink supply channel may be 
etched through the Wafer. The nozzle arrangement may 
include a series of struts Which support the nozzle rim. 
[0017] The arrangement can be formed adjacent to neigh 
bouring arrangements so as to form a pageWidth printhead. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0018] Notwithstanding any other forms Which may fall 
Within the scope of the present invention, preferred forms of 
the invention Will noW be described, by Way of example only, 
With reference to the accompanying draWings in Which: 
[0019] FIGS. 1-3 are schematic sectional vieWs illustrating 
the operational principles of the preferred embodiment; 
[0020] FIG. 4(A) and FIG. 4(B) are again schematic sec 
tions illustrating the operational principles of the thermal 
actuator device; 
[0021] FIG. 5 is a side perspective vieW, partly in section, of 
a single nozzle arrangement constructed in accordance With 
the preferred embodiments; 
[0022] FIGS. 6-13 are side perspective vieWs, partly in 
section, illustrating the manufacturing steps of the preferred 
embodiments; 
[0023] FIG. 14 illustrates an array of ink jet nozzles formed 
in accordance With the manufacturing procedures of the pre 
ferred embodiment; 
[0024] FIG. 15 provides a legend of the materials indicated 
in FIGS. 16 to 23; and 
[0025] FIG. 16 to FIG. 23 illustrate sectional vieWs of the 
manufacturing steps in one form of construction of a nozzle 
arrangement in accordance With the invention. 

DESCRIPTION OF PREFERRED AND OTHER 
EMBODIMENTS 

[0026] In the preferred embodiment, ink is ejected out of a 
nozzle chamber via an ink ejection port using a series of 
radially positioned thermal actuator devices that are arranged 
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about the ink ejection port and are activated to pressurize the 
ink Within the nozzle chamber thereby causing the ejection of 
ink through the ejection port. 
[0027] Turning noW to FIGS. 1, 2 and 3, there is illustrated 
the basic operational principles of the preferred embodiment. 
FIG. 1 illustrates a single nozzle arrangement 1 in its quies 
cent state. The arrangement 1 includes a nozzle chamber 2 
Which is normally ?lled With ink so as to form a meniscus 3 in 
an ink ejection port 4. The nozzle chamber 2 is formed Within 
a Wafer 5. The nozzle chamber 2 is supplied With ink via an 
ink supply channel 6 Which is etched through the Wafer 5 With 
a highly isotropic plasma etching system. A suitable etcher 
can be theAdvance Silicon Etch (ASE) system available from 
Surface Technology Systems of the United Kingdom. 
[0028] A top of the nozzle arrangement 1 includes a series 
of radially positioned actuators 8, 9. These actuators com 
prise a polytetra?uoroethylene (PTFE) layer and an internal 
serpentine copper core 17. Upon heating of the copper core 
17, the surrounding PTFE expands rapidly resulting in a 
generally doWnWard movement of the actuators 8, 9. Hence, 
When it is desired to eject ink from the ink ejection port 4, a 
current is passed through the actuators 8, 9 Which results in 
them bending generally doWnWards as illustrated in FIG. 2. 
The doWnWard bending movement of the actuators 8, 9 
results in a substantial increase in pressure Within the nozzle 
chamber 2. The increase in pressure in the nozzle chamber 2 
results in an expansion of the meniscus 3 as illustrated in FIG. 
2. 

[0029] The actuators 8, 9 are activated only brie?y and 
subsequently deactivated. Consequently, the situation is as 
illustrated in FIG. 3 With the actuators 8, 9 returning to their 
original positions. This results in a general in?oW of ink back 
into the nozzle chamber 2 and a necking and breaking of the 
meniscus 3 resulting in the ejection of a drop 12. The necking 
and breaking of the meniscus 3 is a consequence of the for 
Ward momentum of the ink associated With drop 12 and the 
backWard pressure experienced as a result of the return of the 
actuators 8, 9 to their original positions. The return of the 
actuators 8,9 also results in a general in?oW of ink from the 
channel 6 as a result of surface tension effects and, eventually, 
the state returns to the quiescent position as illustrated in FIG. 
1 

[0030] FIGS. 4(a) and 4(b) illustrate the principle of opera 
tion of the thermal actuator. The thermal actuator is prefer 
ably constructed from a material 14 having a high coef?cient 
of thermal expansion. Embedded Within the material 14 are a 
series of heater elements 15 Which can be a series of conduc 
tive elements designed to carry a current. The conductive 
elements 15 are heated by passing a current through the 
elements 15 With the heating resulting in a general increase in 
temperature in the area around the heating elements 15. The 
position of the elements 15 is such that uneven heating of the 
material 14 occurs. The uneven increase in temperature 
causes a corresponding uneven expansion of the material 14. 
Hence, as illustrated in FIG. 4(b), the PTFE is bent generally 
in the direction shoWn. 

[0031] In FIG. 5, there is illustrated a side perspective vieW 
of one embodiment of a nozzle arrangement constructed in 
accordance With the principles previously outlined. The 
nozzle chamber 2 is formed With an isotropic surface etch of 
the Wafer 5. The Wafer 5 can include a CMOS layer including 
all the required poWer and drive circuits. Further, the actua 
tors 8, 9 each have a leaf or petal formation Which extends 
toWards a nozzle rim 28 de?ning the ejection port 4. The 
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normally inner end of each leaf or petal formation is displace 
able With respect to the noZZle rim 28. Each activator 8, 9 has 
an internal copper core 17 de?ning the element 15. The core 
17 Winds in a serpentine manner to provide for substantially 
unhindered expansion of the actuators 8, 9. The operation of 
the actuators 8, 9 is as illustrated in FIG. 4(a) and FIG. 4(b) 
such that, upon activation, the actuators 8 bend as previously 
described resulting in a displacement of each petal formation 
aWay from the noZZle rim 28 and into the noZZle chamber 2. 
The ink supply channel 6 can be created via a deep silicon 
back edge of the Wafer 5 utiliZing a plasma etcher or the like. 
The copper or aluminium core 17 can provide a complete 
circuit. A central arm 18 Which can include both metal and 
PTFE portions provides the main structural support for the 
actuators 8, 9. 

[0032] Turning noW to FIG. 6 to FIG. 13, one form of 
manufacture of the noZZle arrangement 1 in accordance With 
the principles of the preferred embodiment is shoWn. The 
noZZle arrangement 1 is preferably manufactured using 
microelectromechanical (MEMS) techniques and can 
include the folloWing construction techniques: 
[0033] As shoWn initially in FIG. 6, the initial processing 
starting material is a standard semi-conductor Wafer 20 hav 
ing a complete CMOS level 21 to a ?rst level of metal. The 
?rst level of metal includes portions 22 Which are utiliZed for 
providing poWer to the thermal actuators 8, 9. 

[0034] The ?rst step, as illustrated in FIG. 7, is to etch a 
noZZle region doWn to the silicon Wafer 20 utilizing an appro 
priate mask. 
[0035] Next, as illustrated in FIG. 8, a 2 pm layer ofpoly 
tetra?uoroethylene (PTFE) is deposited and etched so as to 
de?ne vias 24 for interconnecting multiple levels. 
[0036] Next, as illustrated in FIG. 9, the second level metal 
layer is deposited, masked and etched to de?ne a heater struc 
ture 25. The heater structure 25 includes via 26 intercon 
nected With a loWer aluminium layer. 

[0037] Next, as illustrated in FIG. 10, a further 2 pm layer 
of PTFE is deposited and etched to the depth of 1 pm utiliZing 
a noZZle rim mask to de?ne the noZZle rim 28 in addition to 
ink ?oW guide rails 29 Which generally restrain any Wicking 
along the surface of the PTFE layer. The guide rails 29 sur 
round small thin slots and, as such, surface tension effects are 
a lot higher around these slots Which in turn results in minimal 
out?oW of ink during operation. 
[0038] Next, as illustrated in FIG. 11, the PTFE is etched 
utiliZing a noZZle and actuator mask to de?ne a port portion 3 0 
and slots 31 and 32. 

[0039] Next, as illustrated in FIG. 12, the Wafer is crystal 
lographically etched on a <111> plane utiliZing a standard 
crystallographic etchant such as KOH. The etching forms a 
chamber 33, directly beloW the port portion 30. 
[0040] In FIG. 13, the ink supply channel 34 can be etched 
from the back of the Wafer utiliZing a highly anisotropic 
etcher such as the STS etcher from Silicon Technology Sys 
tems of United Kingdom. An array of ink jet noZZles can be 
formed simultaneously With a portion of an array 36 being 
illustrated in FIG. 14. A portion of the printhead is formed 
simultaneously and diced by the STS etching process. The 
array 36 shoWn provides for four column printing With each 
separate column attached to a different colour ink supply 
channel being supplied from the back of the Wafer. Bond pads 
37 provide for electrical control of the ejection mechanism. 
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[0041] In this manner, large pageWidth printheads can be 
fabricated so as to provide for a drop-on-demand ink ejection 
mechanism. 
[0042] One form of detailed manufacturing process Which 
can be used to fabricate monolithic ink jet printheads operat 
ing in accordance With the principles taught by the present 
embodiment can proceed utiliZing the folloWing steps: 
[0043] 1. Using a double-sided polished Wafer 60, com 
plete a 0.5 micron, one poly, 2 metal CMOS process 61. This 
step is shoWn in FIG. 16. For clarity, these diagrams may not 
be to scale, and may not represent a cross section though any 
single plane of the noZZle. FIG. 15 is a key to representations 
of various materials in these manufacturing diagrams, and 
those of other cross referenced ink jet con?gurations. 
[0044] 2. Etch the CMOS oxide layers doWn to silicon or 
second level metal using Mask 1. This mask de?nes the 
noZZle cavity and the edge of the chips. This step is shoWn in 
FIG. 16. 
[0045] 3. Deposit a thin layer (not shoWn) of a hydrophilic 
polymer, and treat the surface of this polymer for PTFE 
adherence. 
[0046] 4. Deposit 1.5 microns of polytetra?uoroethylene 
(PTFE) 62. 
[0047] 5. Etch the PTFE and CMOS oxide layers to second 
level metal using Mask 2. This mask de?nes the contact vias 
for the heater electrodes. This step is shoWn in FIG. 17. 
[0048] 6. Deposit and pattern 0.5 microns of gold 63 using 
a lift-off process using Mask 3. This mask de?nes the heater 
pattern. This step is shoWn in FIG. 18. 
[0049] 7. Deposit 1.5 microns of PTFE 64. 
[0050] 8. Etch 1 micron of PTFE using Mask 4. This mask 
de?nes the noZZle rim 65 and the rim at the edge 66 of the 
noZZle chamber. This step is shoWn in FIG. 19. 
[0051] 9. Etch both layers of PTFE and the thin hydrophilic 
layer doWn to silicon using Mask 5. This mask de?nes a gap 
67 at inner edges of the actuators, and the edge of the chips. It 
also forms the mask for a subsequent crystallographic etch. 
This step is shoWn in FIG. 20. 
[0052] 10. Crystallographically etch the exposed silicon 
using KOH. This etch stops on <11 1> crystallographic planes 
68, forming an inverted square pyramid With sideWall angles 
of 54.74 degrees. This step is shoWn in FIG. 21. 
[0053] 11. Back-etch through the silicon Wafer (With, for 
example, an ASE Advanced Silicon Etcher from Surface 
Technology Systems) using Mask 6. This mask de?nes the 
ink inlets 69 Which are etched through the Wafer. The Wafer is 
also diced by this etch. This step is shoWn in FIG. 22. 
[0054] 12. Mount the printheads in their packaging, Which 
may be a molded plastic former incorporating ink channels 
Which supply the appropriate color ink to the ink inlets 69 at 
the back of the Wafer. 
[0055] 13. Connect the printheads to their interconnect sys 
tems. For a loW pro?le connection With minimum disruption 
of air?oW, TAB may be used. Wire bonding may also be used 
if the printer is to be operated With suf?cient clearance to the 
paper. 
[0056] 14. Fill the completed print heads With ink 70 and 
test them. A ?lled noZZle is shoWn in FIG. 23. 
[0057] The presently disclosed ink jet printing technology 
is potentially suited to a Wide range of printing systems 
including: color and monochrome o?ice printers, short run 
digital printers, high speed digital printers, offset press 
supplemental printers, loW cost scanning printers high speed 
pageWidth printers, notebook computers With inbuilt page 
















































