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REMOTE CONFIGURATION AND CONTROL 
OF LOCAL DEVICES VIA A BROADBAND 

ACCESS GATEWAY 

RELATED APPLICATIONS 

[0001] The present application is a continuation of US. 
application Ser. No. 11/093,369, entitled “Remote Con?gu 
ration and Control of Local Devices Via a Broadband Access 
Gateway,” ?led Mar. 30, 2005, now US. Pat. No. , 
Which, in turn, makes reference to, claims priority to, and 
claims bene?t of US. Provisional Patent Application Ser. No. 
60/5 63,894, entitled “Method And System For Handling And 
Backhauling Tra?ic From A Wired And/ Or Wireless WAN, 
LAN, And/Or PAN Using A Broadband Access GateWay,” 
?led Apr. 16, 2004, both of Which are hereby incorporated by 
reference, in their entireties. 
[0002] The present application makes reference to US. 
patent application Ser. No. 1 1/021,294, entitled “MethodAnd 
System For Extended Network Access Services Advertising 
Via A Broadband Access GateWay,” ?led Dec. 23, 2004, the 
complete subject matter of Which is hereby incorporated 
herein by reference, in its entirety. 
[0003] The present application also makes reference to 
US. patent application Ser. No. 11/039,020, entitled 
“Method And System For Providing Registration, Authenti 
cation, And Access Via A Broadband Access GateWay,” ?led 
J an. 18, 2005, the complete subject matter of Which is hereby 
incorporated herein by reference, in its entirety. 
[0004] The present application also makes reference to 
US. patent application Ser. No. 1 1/095,842, entitled “Regis 
tering Access Device Multimedia Content Via a Broadband 
Access GateWay,” ?led Mar. 30, 2005, the complete subject 
matter of Which is hereby incorporated herein by reference, in 
its entirety. 

FEDERALLY SPONSORED RESEARCH OR 
DEVELOPMENT 

[0005] [Not Applicable] 

MICROFICHE/COPYRIGHT REFERENCE 

[0006] [Not Applicable] 

BACKGROUND OF THE INVENTION 

[0007] One major common problem faced by cellular and 
landline service providers is market competition. In today’s 
climate of competitive markets, cellular service providers 
have found that one Way for them to groW market share and 
defend their businesses is to be proactive and form alliances, 
and to partner With landline service providers. In addition, 
cellular service providers seek to differentiate their service 
offerings, and to capture the largest portion of market revenue 
by meeting an ever increasing demand for access to a Wide 
range of media forms such as MP3 encoded audio, still and 
video imaging, data, instant messaging, and email. In a simi 
lar manner, the landline service providers have found that to 
groW market share and Ward off competition, they too must be 
proactive and form alliances, and to partner With cellular 
service providers. Support for broad economical access to 
these converging forms of communication is needed to enable 
unfettered market groWth, and to support the development 
and use of neW handheld devices needed to provide increasing 
levels of mobile multimedia communication functionality. 
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[0008] Although the formation of alliances and partner 
ships betWeen cellular service providers and landline service 
providers may help to Ward off competition, such alliances 
and partnerships are faced With other problems. For example, 
the erection of cellular infrastructure such as cellular toWers 
may be an expensive venture since this may require acquisi 
tion of real estate, Whether in the form of outright purchases 
or through leasing. Cellular infrastructure also requires the 
establishment of one or more expensive backbone links to 
handle core netWork traf?c. Another cellular-related problem 
is that the cellular signals do not penetrate and propagate in 
buildings such as homes and of?ces very Well. This is espe 
cially true With the frequencies that are typically utiliZed in 
the United States, Which may vary betWeen 800 MHZ and 
1900 MHZ or 1.9 GH 
[0009] The use of digital media is groWing at an extremely 
rapid pace. Most consumers today have a variety of intelligent 
devices that gather, store, process, generate, communicate, 
play back, and/or display information electronically, in a 
digital form. Examples of such devices include digital still 
and video cameras, personal digital assistants (PDAs), laptop 
and desktop personal computer (PC) systems, video cassette 
recorders (V CRs), personal video recorders (PVRs), docu 
ment and photo scanners, digital and high de?nition televi 
sion sets, stereo audio equipment, and cellular phones, to 
name only a feW. Many of these systems are capable of being 
con?gured and/or controlled by an external device such as, 
for example, a remote control. In addition, residence, o?ice, 
and business system such as, for example, heating/cooling, 
security, lighting, and maintenance systems are intelligent. 
These systems, hoWever, typically limit con?guration and 
control to those physically near the system in question. 
[0010] Present day consumer equipment that supports the 
use of remote controls such as, for example, televisions, ste 
reo equipment, and video cassette recorders offer such access 
Within the immediate vicinity of the system being controlled, 
using a control device customiZed for and generally supplied 
by the manufacturer of the controlled system. In most cases, 
leaving the home/o?ice/business means that control of such 
systems is no longer available. In addition, When several 
devices are to be controlled, the consumer may have a collec 
tion of remote controls, each for a single device. 
[0011] Further limitations and disadvantages of conven 
tional and traditional approaches Will become apparent to one 
of skill in the art, through comparison of such systems With 
some aspects of the present invention as set forth in the 
remainder of the present application With reference to the 
draWings. 

BRIEF SUMMARY OF THE INVENTION 

[0012] A system and method supporting remote con?gura 
tion and control of a plurality of access devices via a broad 
band access gateWay, substantially as shoWn in and/or 
described in connection With at least one of the ?gures, as set 
forth more completely in the claims. 
[0013] These and other advantages, aspects, and novel fea 
tures of the present invention, as Well as details of illustrated 
embodiments, thereof, Will be more fully understood from the 
folloWing description and draWings. 

BRIEF DESCRIPTION OF SEVERAL VIEWS OF 
THE DRAWINGS 

[0014] FIG. 1 is a block diagram illustrating an architecture 
of an exemplary communications system in Which a repre 
sentative embodiment of the present invention may be prac 
ticed. 
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[0015] FIG. 2 shows a block diagram illustrating an exem 
plary communication system, in accordance With a represen 
tative embodiment of the present invention. 
[0016] FIG. 3 shoWs a block diagram of an exemplary 
communication system that supports local and remote con 
?guration and control via a broadband access gateWay, in 
accordance With a representative embodiment of the present 
invention. 
[0017] FIG. 4 is a block diagram illustrating an exemplary 
communication system in Which remote con?guration and 
control by an access device outside of the Wireless coverage 
area of a broadband access gateWay is supported, in accor 
dance With a representative embodiment of the present inven 
tion. 
[0018] FIG. 5A shoWs an illustration of an exemplary dis 
play that may be visible on an access device that may corre 
spond, for example, to the access device of FIG. 4, upon 
entering into Wireless communication With a broadband 
access gateWay such as, for example, the gateWay, in accor 
dance With a representative embodiment of the present inven 
tion. 
[0019] FIG. 5B is an illustration of an exemplary environ 
mental control system screen that may be shoWn in the dis 
play of an access device such as, for example, the access 
device of FIG. 4 folloWing user selection of the environment 
control system icon of FIG. 5A, in accordance With a repre 
sentative embodiment of the present invention. 
[0020] FIG. 5C is an illustration of an exemplary residential 
security system screen that may be shoWn in the display of an 
access device such as, for example, the access device of FIG. 
4 folloWing user selection of the residential security system 
icon of FIG. 5A, in accordance With a representative embodi 
ment of the present invention. 
[0021] FIG. 6 shoWs a ?oWchart of an exemplary method 
supporting local and remote control via a broadband access 
gateWay such as, for example, the gateWay of FIGS. 3 and 4 in 
accordance With an embodiment of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

[0022] Aspects of the present invention relate to the seam 
less merging of Wide area netWorks, from any kind of Wired 
and/ or Wireless Wide area netWorks, to pockets of Wired and/ 
or Wireless local area netWorks and personal area netWorks, 
Which may be located in homes or other environment such as 
an of?ce or business. More speci?cally, aspects of the present 
invention relate to the remote and local con?guration and 
control of smart appliances and premise systems via a broad 
band access gateWay. Devices and systems to Which embodi 
ments of the present invention may be applied include, for 
example, home entertainment equipment (e.g., televisions, 
video cassette recorders (VCRs), personal video recorders 
(PVRs) (e.g., TiVo), stereo equipment), home security sys 
tems, home environmental control systems (e.g., heating, air 
conditioning, lighting), and the like. Access devices that may 
be used to control such smart appliances and premise systems 
include, for example, a mobile multimedia handset, a per 
sonal computer, and a personal digital assistant (PDA), to 
name only a feW. The remote and local con?guration and 
control of the smart appliances and systems described above 
may be supported by a broadband access gateWay that permits 
broadband netWork access via, for example, a personal cel 
lular microcell, a personal area netWork (PAN), a Wired or 
Wireless Wide area netWork (WAN), Wireless local area net 
Work (WLAN) or other type of netWork located Within a 
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premise such as, for example, a home, of?ce, business, or the 
like. Services that may be available via such a broadband 
gateWay connection include, for example, access to the public 
sWitched telephone netWork (PSTN); Internet protocol (IP) 
phone access; extended access to commercial cellular and 
PCS netWorks such as, for example, TDMA, CDMA, and 
GSM; and access to and/or control of a variety of multimedia 
access devices or netWorked resources capable of providing 
streams of images, still pictures, video, and audio; to name 
only a feW. These same netWorks may enable a user of an 
access device to control the access devices, smart appliances, 
and premises systems described above, While the user is aWay 
from the location of the broadband access gateWay. Examples 
of multimedia information include streaming video, broad 
cast video, voice, digital data, text, digitiZed audio, digitiZed 
still images, digitiZed video, and digitiZed music. The merg 
ing of these various types of netWorks may enable transparent 
communication of all types of media betWeen access devices, 
Which may be coupled in a Wired or Wireless fashion to one or 
more of these netWorks. In an embodiment of the present 
invention, access to services available through a Wireless 
broadband gateWay may be simpli?ed, permitting their use by 
a Wider group of users of access devices in, for example, 
homes, o?ices, and businesses. 
[0023] FIG. 1 is a block diagram illustrating an architecture 
of an exemplary communications system in Which a repre 
sentative embodiment of the present invention may be prac 
ticed. Referring to FIG. 1, there is shoWn a ?rst location 102, 
a second location 104, a broadband access provider (BAP) 
106, public sWitched telephone netWork (PSTN) 108, a trans 
port netWork 110, Wireless netWorks including CDMA net 
Work 112 and GSM netWork 114, and access devices 126 and 
128. The ?rst location 102 comprises a gateWay 118 having a 
modem 116, a Wireless interface(s) block 120, and the access 
devices 122, 124. The access devices 122, 124, 126, 128 may 
comprise, for example, a mobile multimedia handset having a 
high level of functionality such as, for example, that of one or 
more of a digital video or still camera, a portable audio (MP3) 
player, a personal digital assistant, and a voice handset. The 
access devices 122, 124, 126, 128 may be capable of operat 
ing using, for example, a personal area netWork and/or Wire 
less local area netWork compliant With, for example, Blue 
tooth, IEEE 802.11a/b/g/n, and/or IEEE 802.15.3a ultra 
Wideband standards. The second location 104 comprises a 
router 130 having a modem 132, and a plurality of Wireless 
access devices. The plurality of Wireless access devices at the 
second location 104 may comprise a personal computer (PC) 
138, a laptop 136 and a Wireless personal digital assistant 
(PDA) 134. A peripheral such as a digital camera 142 may be 
coupled to the personal computer 138. Other peripherals such 
as printers, digital scanners, speakers, and the like, Which are 
not shoWn, may also be coupled to the personal computer 138 
and/or laptop 136. The Wireless interface block 120 may 
comprise a plurality of interfaces such as a Bluetooth inter 
face, an IEEE 802.15.3a ultra-Wideband interface, and any 
combination of an IEEE 802.11a, b, g and/or n interface. 

[0024] FIG. 1 also comprises an “other broadband access 
provider” block 144, an “other cellular/ PCS service provider” 
block 146, a central control and management block 148, and 
content provider 150. The “other broadband access provider 
block 144” may be, for example, a cable, DSL, or other type 
of broadband access provider. The central control and man 
agement block 148 may comprise suitable logic, circuitry 
and/or code that may be adapted to handle content delivery 
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and security functions such as authentication, validation, key 
or certi?cate management, and authorization. The central 
control and management block 148 may also be adapted to 
handle provisioning and service management. In a represen 
tative embodiment of the present invention, the central con 
trol and management block 148 may establish communica 
tions links With, for example, the gateWay 118, the broadband 
access provider 106, the other broadband access provider 
144, the other cellular/PCS service provider 146, the CDMA 
netWork 112, and the GSM netWork 114 using actual or 
virtual connections. 

[0025] The broadband access provider 106 may be, for 
example, a cable operator, telephone company, or satellite 
operator providing Internet access along With other commu 
nication services. In instances Where BAP 106 is a telephone 
company, broadband service to locations 102, 104 may be 
provided via DSL or other broadband access technology. 
Accordingly, the modems 116, 132 may be DSL modems. In 
instances Where BAP 106 is a cable operator, broadband 
service to locations 102, 104 may be provided via cable. 
Accordingly, the modems 116, 132 may be DOCSIS compli 
ant or other type of cable modem. Given the rapid decrease in 
the cost of leased telephone lines over the past decade or 
more, the connection to the location 102, 104 may also be T1 
or T3 connections. For example, a sWitch located at a central 
of?ce (CO) (not shoWn) may be utiliZed to couple a T1 or T3 
connection betWeen the second location 104 and the PSTN 
108. 

[0026] The gateway 118 may comprise an integrated DSL 
modem, cable modem or other high-speed modem that may 
be required for handling a connection such as a T1 or T3 
connection. Alternatively, the gateWay 118 may be coupled to 
an external DSL modem, cable modem or other high-speed 
modem that may be capable of handling connections such as 
a T1 or a T3 connection. The gateWay 118 may be adapted so 
that it has access to protocol stack information that may be 
related to the GSM and/or CDMA netWorks 114, 112, respec 
tively. The gateWay 118 may also be adapted to provide 
protocol support for communication With “other cellular/ PCS 
service provider” block 146. 
[0027] Each of the CDMA and GSM netWorks 112, 114 
may comprise a plurality of cell sites (a/k/a cellular toWers) 
that are located in geographical cells Within each of the net 
Works. Within the GSM netWork 114, each of the cell sites 
such as, for example, cell site 11411 may comprise a base 
transceiver station (BTS), and one or more base transceiver 
stations (BTSs) may be coupled to Wireless carrier central 
of?ce 11419. The Wireless carrier central of?ce 1141) may 
comprise a base station controller/radio netWork controller 
(BSC/RNC) such as BSC/RNC 114d. One or more base sta 
tion controllers/radio netWork controllers (BSCs/RNCs) may 
be coupled to the core netWork 114e, that comprises a net 
Work edge sWitch called a mobile sWitching center (MSC), 
such as MSC 114g, and a serving GPRS support node 
(SGSN)/packet data serving node (PDSN) 114], of the GSM 
netWork 114. The mobile sWitching center may be coupled to, 
for example, the PSTN 108 via the transport netWork 110. As 
an access device moves out of range of a ?rst cell site to Within 
range of a second cell site, the decrease signal poWer received 
from the ?rst cell site and the increase in signal poWer 
received from the second cell site causes initiation of handoff 
of a call from the ?rst cell site to the second cell site. In cases 
Where there is no second cell site to handoff to, the call may be 
maintained by the ?rst cell site poWer until it is attenuated to 
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a threshold Where it is no longer feasible to maintain the call. 
At the point Where the poWer reaches or falls beloW this 
threshold, the call may drop and any related call resources 
may be relinquished. In a home and/ or of?ce environment, it 
may be desirable to have a second netWork to Which the call 
may be handed off to. 

[0028] As an illustration, a user may be on their Way home 
and as the user approaches their home, the signal may fall 
beloW a minimum signal poWer threshold that is required to 
maintain a call. HoWever, instead of dropping the call, the call 
may be handed off to, for example, a PAN or a Wireless local 
area netWork (WLAN) that may be located Within the user’s 
home or an unlicensed Wireless access system that may be 
located in the user’s home. For example, With reference to 
FIG. 1, as access device 126 migrates from the vicinity of the 
serving cell site 11411 in GSM netWork 114 toWards the Wire 
less interface 120 in the ?rst location 102, the call may be 
handed off from the cell site 11411 GSM netWork 114 to the 
Wireless interface 120 coupled to the gateWay (GW) 118 at the 
?rst location 102. Accordingly, instead of the call being 
dropped, the call has been seamlessly handed off and is noW 
being handled by the gateWay 118 via the Wireless interface 
120. The resulting Wireless data may then be communicated 
to the GSM netWork 114 via the broadband connection to the 
BAP 106 Which is connected to the broadband Wireless local 
area netWork controller (BWC) 114c. 
[0029] In this illustration, the user is handed off to their 
PAN, WLAN, or other netWork located Within their home. 
HoWever, the user could also have been handed off to another 
netWork system such as a neighbor’s netWork. In any case, a 
gateWay coupled to the Wireless interface Which is providing 
service to the user may communicate at least a portion of the 
data to, for example, the cable or DSL BAP 106, the GSM 
netWork 114, CDMA netWork 112, other broadband access 
service provider 144, other cellular/ PCS service provider 146 
and central control and management block 148. The user may 
be provided With a noti?cation that indicates the presence of 
the PAN, WLAN, or other unlicensed netWork. For example, 
an icon representative of a personal area netWork may be 
displayed on the screen of the access device 126 once a soft or 
hard handoff is achieved from a serving cell site in GSM 
netWork 114 to the Wireless interface 120 at the ?rst location 
102. A special tone or other audio alert may also be utiliZed to 
indicate that the call has sWitched to the Wireless interface 
120. 

[0030] In instances Where the gateWay 118 detects a com 
patible access device that may be Within the range of the 
Wireless interface 120, the gateWay 118 may immediately 
advertise its available services to the access device. In this 
regard, the gateWay 118 may be adapted to transmit service 
advertisements to the access device in order to alert a user of 
the access device of the types of services that are being 
offered by the gateWay 118. Signals containing icons repre 
sentative of the services may be transmitted to and displayed 
on a screen of the access device and/or audio alerts may be 
utiliZed to notify the user of these services. 

[0031] In another embodiment of the invention, quality of 
service (QoS) may also be advertised by the gateWay 118. For 
example, When a user is being serviced by the Wireless inter 
face 120, the gateWay 118 may advertise that stereo audio is 
available. 

[0032] Access devices may be pre-registered so that When 
they are Within the range of the Wireless interface 120, the 
gateWay 118 may automatically recogniZe them. For the pre 



US 2011/0026436 A1 

registration, an administrator of the gateway 118 at the ?rst 
location 102 may register access devices that are allowed to 
access the gateway 118 when they are within the range of the 
wireless interface 120. Pre-registration may be done prior to 
the access device accessing the gateway 118. During pre 
registration, an administrator or owner of the gateway 118 
may enter registration or con?guration information such as 
device IDs of access devices belonging to friends and/or 
family members into a registration database associated with 
the gateway 118. As a result, these devices will be allowed to 
access at least a portion of the services offered by the gateway 
118 whenever they attempt to access the gateway 118 by 
pressing a single button, for example. Opportunistic registra 
tion permits a user of an access device to register with the 
gateway 118 automatically with little or no effort on the part 
of the user. In this regard, registration information may be 
sent to the gateway 118 from an access device during an initial 
access and the gateway 118 may chose to accept or deny the 
registration. The registration information may be automati 
cally or manually sent to the gateway 118. 
[0033] In certain instances, an access device may not have 
been pre-registered to access the network. In this case, one 
button access may be provided. A single button such as a hard 
coded button or software-enabled button on an access device 

may be programmed to transmit identifying information from 
the access device to the gateway 118. The gateway 118 may 
utiliZe this transmitted identifying information to grant or 
deny access to its services. For example, one button may be 
programmed to contain access device identifying information 
related to accessing the services provided by gateway 118 at 
the ?rst location 102. The gateway 118 may also be adapted to 
utiliZe digital certi?cates to authenticate access devices. 
[0034] An interactive process may also be provided, 
whereby the gateway 118 may prompt or request particular 
information, for example a password from an access device 
requiring network access. If the particular information is 
received, then access to at least some of the services provided 
by the gateway 118 may be granted and if not, the access to at 
least some of the gateway’s services may be denied. 
[0035] In another embodiment of the invention, the one 
button access may be provided via software-enabled button 
(soft button) or hardware-enabled button (hard button). In this 
regard, the software button may be displayed on a screen of an 
access device. 

[0036] A “walled garden” approach may be utiliZed to pro 
vide access to the services that may be offered by a particular 
gateway, for example, gateway 118. Under the walled garden 
approach, when an access device ?rst registers or is identi?ed, 
a basic set of services may be provided by the serving gateway 
118 to the access device 124. The basic services offered may 
vary among each gateway. At least some of the basic services 
that are provided by a gateway such as gateway 118, may be 
offered without authenticating the access device 124. How 
ever, other services may only be offered if an access device 
such as access device 124 is properly authenticated. These 
services that are offered may be services that were advertised 
by the gateway 118. 
[0037] In an aspect of the invention, access to additional 
services may be granted based on, for example, user identity, 
access device identity and or user input. The services offered 
to an access device by a gateway may be arranged in a hier 
archical structure such as a tier. For example, in a ?rst tier, a 
user may be prompted to enter membership information such 
as a member identi?cation number. Upon authentication of 

Feb. 3, 2011 

the membership identi?cation number, the ?rst tier may pro 
vide restricted access with pop-up advertisements that may 
not be disabled. In a second tier, for example, a user may be 
prompted to enter a password. Upon authentication of the 
password, second tier information may provide restricted 
access to gateway services without pop-up advertisements. In 
a third tier, for example, entering billing information such as 
an account number or credit card or check card number may 
provide unlimited and/or unrestricted access to all the ser 
vices offered by a gateway. A fourth tier may provide only 
operating instruction and information for guests. 
[0038] An administrator of the gateway may establish the 
type of access provided by the walled garden. For example, if 
the ?rst location 102 is a hotspot at a Cafe, the provider of the 
gateway may establish the service access levels or tiers that 
may be provided by the gateway 118. 
[0039] When an access device is within the range of the 
gateway 118, wireless service is handed off from a serving 
cell site 11411 in the GSM network 114 to the gateway 118. 
The access device may be authenticated by the gateway 118 
and permitted to access at least some of the services offered 
by the gateway 118. Once the access device is authenticated, 
at least a portion of the information on the access device may 
be made available as a networked resource via the gateway 
118. A user of the access device may chose whether informa 
tion on the access device may be made available to the gate 
way and if so, that information which will be made available, 
and that information which will be unavailable to the gateway 
118. In this regard, where information is made available, the 
gateway 118 may maintain a list of the resources that may be 
available on access devices that may be coupled to the gate 
way 118. For example, a list of contact information, calendar 
information, audio ?les, video ?le and/or data ?les stored on 
the access device may be sent to the gateway 118. 
[0040] The resources that are available on the access device 
may also be advertised to other access devices that may be in 
communication with the gateway 118. Advertisement of the 
resources that may be available on an access device may be 

restricted to, for example, a list of particular devices, a par 
ticular type of devices or to a particular user. Accordingly, a 
user may have to be properly authenticated prior to certain 
information being made available to the user. Additionally, 
advertisement of the resources may cause certain icons rep 
resentative of the resources to be displayed on other access 
devices. In a similar manner, icons representative of the 
resources that may be available on these other access devices 
may also be presented on the access device. 

[0041] An access device may be provided with a welcom 
ing screen that may allow a user of a device to sign up for 
either free or paid services. Once the signup is complete, 
subsequent access by the user may be authenticated by the 
gateway 118 utiliZing the signup information. Whenever an 
access device registers with and/or is authenticated by the 
gateway 118, information on the access device may be 
updated and/ or synchroniZed with information that may be on 
the gateway 118. 
[0042] Devices within the location of the gateway 118 may 
be con?gured to register certain portions of their data content 
with the gateway 118 through a gateway registration process. 
Once data for these devices is registered to the gateway 118, 
the gateway may maintain a database, which keeps track of 
the data that is available, and its location. Accordingly, if the 
data previously stored in the database is no longer available, 
then information representative of the previously stored data 
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may be removed from the database. Data from devices 
coupled to the gateway 118 such as on laptops, CD players, 
digital video disk (DVD) players, TIVO, personal video 
recorders (PVRs), personal digital assistants (PDAs) and 
other devices, may be registered With the gateWay 118. This 
data may comprise audio, video, still pictures, and/or text. 
[0043] At least a portion of the registered data may be made 
available to other netWork access devices via the gateWay 
118. In an aspect of the invention, the gateWay 118 may be 
adapted to maintain a searchable list of data that may be 
available via the gateWay. In this regard, the gateWay may 
comprise a search engine that may be utiliZed to locate and 
distribute data that may be made available through the gate 
Way 1 18. In another aspect of the invention, data may be made 
available to access devices via advertising by the gateWay 
118. Access devices may be con?gured to seek out particular 
data that may be of interest. Accordingly, an access device 
may be adapted to receive and process only those gateWay 
advertisements may ?t particular criteria. Those advertise 
ments that may not ?t the particular criteria may be discarded 
or ignored. 
[0044] When an access device is Within the range of the 
gateWay 118, Wireless service may be handed off from a 
serving cell site 11411 in the GSM netWork 114 to the gateWay 
118. The access device may be authenticated by the gateWay 
118 and permitted to access at least some of the services 
offered by the gateWay 118. Once the access device is authen 
ticated, a user of the access device may have a desire to locate 
a particular video presentation. The user may access the 
search engine, Which may have been advertised to the user’s 
access device by the gateWay 118. The search engine may 
appear on the display of the user’s access device as an icon. 
The user may then activate a search by selecting the search 
engine icon, inputting a name of the video presentation and 
executing the search. 
[0045] In another embodiment of the invention, the gate 
Way may be adapted to classify information based on a given 
criterion. This classi?cation may assist With locating infor 
mation based on a particular criterion. In this regard, a user of 
the access device may be presented With a list of classi?ca 
tions and may select one, Which may be of interest based on a 
particular criterion. This may narroW the focus of a search. 

[0046] The gateWay may also be utiliZed to facilitate seam 
less synchroniZation of data betWeen devices that may be 
Wired or Wirelessly coupled to the gateWay 118. For example, 
audio ?les located in a music folder on a PC coupled to the 
gateWay 118 may be synchroniZed With a Wireless media 
player coupled to a hot spot in an airport While a user of the 
Wireless access media player Waits to board a ?ight. In this 
regard, the gateWay may determine What ?les need to be 
synchroniZed and control hoW the synchroniZation is accom 
plished. The same is true for ?les that may be doWnloaded 
from the PC to the Wireless access media player, and for ?les 
that may be uploaded from the Wireless access media player 
to the PC. Calendar and/or contact information may also be 
updated and/ or synchroniZed With a mobile multimedia hand 
set in a similar manner utiliZing the gateWay 118. 

[0047] A location-aWare service determines an approxi 
mate location of a netWork device and adapts delivery of a 
particular service application and/or content according to a 
quality of service criterion. The delivery of location-aWare 
services may be controlled by the gateWay 118. For example, 
a user of an access device may request playback of an audio 
clip via the gateWay 118. After receiving the request for 
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playback of the audio clip, the gateWay 118 may determine 
that a channel betWeen the gateWay 118 and the user’s access 
device may only be capable of maintaining a reduced play 
back rate. As a result, instead of sending 128 kbps encoded 
audio data, then the gateWay may send 96 kbps data. Hence, 
in a case Where the audio data Was originally stored in 128 
kbps sampled audio data, then the gateWay 118 may transcode 
the 128 kbps sampled data to 96 kbps audio data. 

[0048] In another illustrative embodiment of the invention, 
While the GSM netWork 114 is servicing the access device, 
loWer compression rates may be utiliZed to provide service to 
the access device. HoWever, When the access device roams 
Within range of the Wireless interface 120 and is being served 
by the gateWay 118 through Wireless interface 120, higher 
compression rates may be utiliZed. For example, audio data 
sampled at a data rate of 64 kbps may be utiliZed for playback 
on an MP3 enabled telephone While the phone is being ser 
viced by a cell site 11411 in the GSM netWork 114. HoWever, 
once the MP3 enabled telephone is Within the operating range 
of the Wireless interface 120 and is being serviced by the 
gateWay 118, the gateWay 118 may automatically adapt to a 
higher data rate of, for example, 92 kbps or 128 kbps. 
[0049] Automatic format conversion by the gateWay 118 
may include converting data from a ?rst format to at least a 
second format suitable for delivery and/or display on an 
access device. This may permit data that Would otherWise be 
incompatible With a ?rst access device to be played on that 
?rst access device. For the location-aWare services based on 
QoS, data Was converted from a ?rst format 128 kbps to a 
second format 96 kbps to achieve and/ or maintain a particular 
QoS, but the data type remained the same. In this case, the 
audio format and/or its data type may be different. For 
example, if the audio format Was MP3, then after the conver 
sion, the format remained WAV and/ or the sampling rate may 
have decreased from 128 kbps top 96 kbps. 
[0050] In conventional Wired caller ID systems, a name 
and/or directory number (DN) of a calling party may be 
transferred either in-band or out-of-band to a called party and 
may be displayed on the called party’s caller ID display When 
a call is ansWered. In these conventional systems, the caller ID 
information is limited to a callers name, directory number 
(DN), general location and/or time of call. In Wireless tele 
phone systems, in order to save on bandWidth, only a caller’s 
directory number is transferred and displayed to a calling 
party. HoWever, if the calling party’s directory number and 
name is stored in the called party’s phone, then the stored 
name and stored directory number Will be presented on a 
display of the called party’s terminal. In this case, the stored 
directory number is compared With the transferred caller’s 
directory number, and if a match occurs, then a name corre 
sponding to the matching directory number is also displayed 
on the called party’s terminal. 

[0051] In accordance With an embodiment of the invention, 
the gateWay 118 is adapted to determine the appropriate caller 
ID information that may be displayed in a called and/or call 
ing party’s caller ID. In this case, reverse caller ID informa 
tion may be displayed on both a calling and a called parties 
terminal by the gateWay 118. 
[0052] If a called and/or calling device is a mobile multi 
media handset and/or laptop, for example, contact or other 
personal information may be displayed the caller’s and/or 
calling party’s directory number. The level or amount of 
information that may be displayed may be varied. Certain 
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sensitive information relating to either the called or calling 
party may be restricted from being displayed. 
[0053] In current cellular communication systems, over the 
air (OTA) programming is utiliZed to program a cellular tele 
phone during the provisioning process. In some instances, 
cellular providers have established Websites that may be uti 
liZed or OTA programming. In this regard, a cellular sub 
scriber may access the Website and enter information such as 
the assigned directory number and the electronic serial num 
ber of the cellular telephone being programmed. 
[0054] In accordance With a representative embodiment of 
the invention, an access device may be registered using over 
the air programming via the gateWay 118. A user of an access 
device may send access device information to the gateWay 
118 using, for example, a default interface that may be pre 
sented to and displayed on a screen of the access device When 
the access device ?rst enters the service area of the Wireless 
interface 120. During registration, the capabilities of an 
access device may be sent to the gateWay 118 and may be 
shared With devices that may be coupled to the gateWay 118. 
[0055] Since the gateWay acts as a registrar of information 
for all the access devices that may be Wired or Wirelessly 
coupled to it, the gateWay may function as a personal digital 
assistant for any of these access devices. In an illustrative 
example, a ?rst device, a ?rst PC and a second PC are being 
serviced by the gateWay 118. The ?rst access device receives 
a call and the caller ID information shoWs the caller’s name, 
home directory number and home address. HoWever, the ?rst 
PC contains the business address for the caller and the second 
PC contains the monthly calendar information for the caller. 
Assume that the caller had a desire to setup a business meet 
ing. In accordance With an aspect of the invention, the gate 
Way 118 may be adapted to provide the business address of 
the caller to the ?rst access device and also provide the caller’s 
calendar to the ?rst access device. In this manner, the network 
centrally provides all the information necessary for schedul 
ing the meeting. In this example, the ?rst PC may belong to 
the user of the ?rst access device and the second PC may 
belong to the caller. 
[0056] This concept may be extended to a look-up or 411 
directory assistance on the Internet. The lookup may also be 
location dependent. In this regard, if a user is located in 
HollyWood and requests a hotel location, the gateWay 118 
may only cause the hotels that are located in HollyWood to be 
displayed to the user. 
[0057] The gateWay 118 may also be adapted to create 
pro?le information based on data usage. These created pro 
?les may be utiliZed to create social netWorks for people 
having common interests. Accordingly, users may be permit 
ted to post their interests and also select those people having 
similar interests based on the created pro?le. Based on the 
created pro?le information and the posted user interests, the 
gateWay 118 may also generate a list of those people Who 
have similar interest and also those users that may potentially 
have similar interests. 
[0058] Given the capability to seamlessly operate an access 
device as one migrates from outside the home into the home, 
it is desirable to have a single device that may be adapted to 
control at least some of the devices that may be found Within 
the home. In addition to its normal voice or data communi 
cation operating mode, an access device may be con?gured to 
operate as a universal remote that may be utiliZed to remotely 
control a plurality or other devices such as a TV, DVD, CD, 
Stereo, display monitor, or a combination thereof. Most 
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access devices currently have an IR transmitter, Which may be 
adapted to communicate With other IR receiver devices. 
[0059] The access device may be used for Wireless commu 
nication and for remotely controlling an electronic device 
With as a TV, CD/DVD recorder/player, or other device. The 
access device may also include at least one soft-button that 
may be enabled through the gateWay 118 and may be utiliZed 
to control any other device that may be coupled to the gateWay 
118. 

[0060] The gateWay 118 is adapted to virtually aggregate 
data that may be visible from a plurality of access devices or 
other network devices. Although the gateWay 118 may be 
adapted to store some service and content related informa 
tion, the gateWay 118 does not actually store copies of data 
that resides the access devices and/or other netWork devices 
that may be Wired or Wirelessly coupled to it. HoWever, the 
gateWay 118 may store, for example, metadata information 
that may be utiliZed to locate and access the information 
stored on the access devices and/or other netWork devices. 
The gateWay is therefore adapted to function as a registrar of 
both service and content related information. 
[0061] Whenever an access device registers With and/or is 
authenticated by the gateWay 118, information may be col 
lected from the access device and related metadata informa 
tion may be updated and/or synchronized With information 
that may be currently stored on the gateWay 118. Addition 
ally, When a device is no longer being serviced by the gateWay 
118, associated information may be released from the gate 
Way 118. In this regard, the virtual aggregations function 
performed by the gateWay 118 guarantees that the most cur 
rent information is accessible from the access devices. 

[0062] FIG. 2 shoWs a block diagram illustrating an exem 
plary communication system 100, in accordance With a rep 
resentative embodiment of the present invention. The com 
munication system 100 shoWn in FIG. 2 comprises a Wireless 
interface 120, a gateWay (GW) 118 With a modem 116, and an 
array of access devices such as, for example, a printer 103, a 
stereo receiver 105, a laptop 117, a Wireless personal digital 
assistant (PDA) 119, and a digital video camera 121, at loca 
tion 102. The communication system 100 of FIG. 2 also 
comprises an access device 124 that may correspond, for 
example, to the access devices 122, 124, 126 of FIG. 1. A 
second location 104 Within communication system 100 com 
prises a router 130 With a modem 132, and a plurality of 
Wireless access devices. The plurality of access devices at the 
second location 104 may, for example, comprise a personal 
computer (PC) 138, a laptop 136, and a Wireless personal 
digital assistant (PDA) 134. A peripheral such as, for 
example, a digital camera 142 may be coupled to the personal 
computer 138. Other peripherals such as, for example, print 
ers, digital scanners, speakers, and the like, that are not shoWn 
in FIG. 2, may also be coupled to the personal computer 138 
and/or laptop 136. The Wireless interface 120 may comprise a 
plurality of interfaces such as, for example, a Bluetooth inter 
face, a cellular interface, and any combination of an IEEE 
802.11a, b, g, and/or n interface, and/or an IEEE 802.15.3a 
ultra-Wideband interface. Although the folloWing discussion 
refers frequently to the capabilities and actions of the gateWay 
118 and Wireless interface 120, the same may be said of the 
router 130 with modern 132 of FIGS. 1 and 2, for example, 
Without departing from the spirit and scope of the present 
invention. 

[0063] In accordance With a representative embodiment of 
the present invention, a Wireless access device such as access 
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device 124 may be mobile, and may move between the per 
sonal area network/wireless local area network coverage pro 
vided by wireless interface 120 at location 102, the wide area 
network coverage provided by, for example, GSM network 
114, and the coverage provided by the router 130 and modem 
132 at location 104. The location 102 may, for example, be the 
home of the user of the access device 124, the home of a friend 
or relative of the user of access device 124, or an o?ice, 
business, etc., where the user of access device 124 may travel. 
The location 104 may, for example, be a second home of the 
user of access device 124, the home of a friend or relative, an 
o?ice, or may have no personal or business relationship with 
the user of access device 124. In a representative embodiment 
of the present invention, the gateway 118 may comprise, for 
example, a set top box that may be coupled in a wireless or 
wired fashion to access devices such as, for example, a laptop 
computer or television, such as the laptop 117 and the televi 
sion 115 of FIG. 2. Access to the communication bandwidth 
of a broadband network as previously described may be pro 
vided by the gateway 118 and the modem 116 to wired or 
wireless access devices in the vicinity of location 102, and via 
router 130 and modem 132 to wired or wireless access 
devices in the vicinity of location 104, as shown in FIG. 2. 
This architecture may provide extended access to wireless 
networks such as, for example, the GSM network 114, 
CDMA network 112, other cellular/PCS service provider 
146, Internet 140 and public switched telephone network 108, 
of FIG. 1. The modem 116 is shown connected to a broadband 
access provider (BAP) 106 via a broadband connection 107. 
The broadband connection 107 may comprise, for example, a 
digital subscriber line (DSL) connection, a cable network 
connection, a satellite connection, a T1 or T3 network con 
nection, or similar broadband communication link. The 
modem 116 is compatible with the broadband connection 
107, and may be, for example, a DSL modem, a DOCSIS 
compliant cable modem, a satellite service modem, or T1 or 
T3 compatible modem-type device. The broadband connec 
tion may provide access through BAP 106 to location 104, 
and via transport network 110 to, for example, GSM network 
114. 

[0064] In the example illustration of FIG. 2, a user of the 
access device 124 may or may not be engaged in communi 
cation with another system or subscriber accessible via the 
GSM network 114, or other wide area network of FIG. 1. 
Although the present example of FIG. 2 shows a GSM net 
work 114, a representative embodiment of the present inven 
tion may be employed with respect to other wide area net 
works such as, for example, the CDMA network 112 and 
other cellular/PCS service provider 146, shown in FIG. 1. 
[0065] When an access device such as, for example, the 
access device 124 of FIG. 2 moves into the coverage area of 
a personal area network/wireless local area network of, for 
example, the wireless interface 120 and gateway 118, or the 
router 130, the access device 124 may be authenticated by the 
gateway 118 or router 130. The authentication may involve 
the sharing or exchange of identi?cation and/or authentica 
tion information by the access device 124 with the gateway 
118 or router 130. Details of an example of such an interaction 
are provided in US. patent application Ser. No. 11/039,020, 
entitled “Method And System For Providing Registration, 
Authentication, And Access Via A Broadband Access Gate 
way,” ?led Jan. 18, 2005, the complete subject matter of 
which is hereby incorporated herein by reference, in its 
entirety. Once the access device 124 has been authenticated to 
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the gateway 118, the access device 124 may be permitted to 
exchange multimedia information and services available via 
the access devices in communication with the gateway 118, or 
via networks connected to the gateway 118. Information 
about the available multimedia information and services may 
be shared by and/or with the access device 124 via informa 
tion exchanged by the access device 124 and the gateway 118 
or router 130.Additional information about the advertising of 
such information may be found in US. patent application Ser. 
No. 1 1/021,294, entitled “Method And System For Extended 
Network Access Services Advertising Via A Broadband 
Access Gateway,” ?led Dec. 23, 2004, the complete subject 
matter of which is hereby incorporated herein by reference, in 
its entirety. In a representative embodiment of the present 
invention, a broadband access gateway such as, for example, 
the gateway 118 or the router 130 of FIG. 2 may maintain a 
database of the information about the available multimedia 
information and services, described above. Details of an 
example of such a database of information about access 
device data may be found in US. patent application Ser. No. 
1 1/ 095,842, entitled “Registering Access Device Multimedia 
Content Via A Broadband Access Gateway,” ?led Mar. 30, 
2005, the complete subject matter of which is hereby incor 
porated herein by reference, in its entirety. 
[0066] In a representative embodiment of the present inven 
tion, the access device 124 of FIG. 2 may comprise, for 
example, a mobile multimedia handset, a pager, a personal 
digital assistant (PDA), a laptop, a personal computer (PC), 
and other electronic devices having similar multimedia com 
munication capability. Many access devices like those listed 
above have the basic input/output functionality necessary to 
enable them to act as a con?guration and/ or control device for 
a wide variety of other access devices that may be referred to 
as, for example, smart appliances and premise systems. Smart 
appliances may comprise, for example, entertainment 
devices such as televisions, video cassette recorders (VCRs), 
personal video recorders (PVRs) (e. g., “TiVo” type devices), 
compact disc (CD) and digital versatile disc (DVD) players 
and recorders, stereo equipment, microwave ovens, refrigera 
tors, freeZers, washers and driers, and dishwashers. Premise 
systems may comprise, for example, security systems, and 
environmental control systems such as, for example, heating, 
air conditioning, lighting, and swimming pool ?ltration and 
heating systems, to name just a few. Each of the above access 
devices, smart appliances, and premise systems may be 
capable of behaving in a number of ways. A large number of 
the mobile multimedia handsets, personal digital assistants, 
and laptop computers on the market are equipped with a 
display, a keypad or touch screen input device, and one or 
more of a Bluetooth, IEEE 802.11 (e.g., WiFi), and infrared 
wireless interface. Access devices such as these may act as 
suitable remote controls for initiating con?guration and con 
trol behaviors available from other access devices including, 
for example, smart appliances and premise systems, using 
one or more of these interfaces. In a representative embodi 
ment of the present invention, such access device, smart 
appliances and premise systems may be capable of commu 
nicating with a broadband access gateway such as, for 
example, the gateway 118 or router 130 of FIGS. 1 and 2, 
using any combination of interfaces such as, for example, 
wired power line carrier or Ethernet interfaces, or wireless 
interfaces such as, for example, a Bluetooth, an IEEE 802.1 1, 
an IEEE 802.15.3a ultra-wideband interface, and an infrared 
interface. 
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[0067] FIG. 3 shows a block diagram of an exemplary 
communication system 300 that supports local and remote 
con?guration and control via a broadband access gateway, in 
accordance with a representative embodiment of the present 
invention. The communication system 300 of FIG. 3 com 
prises a gateway 118 that may correspond, for example, to the 
gateway 118 or the router 130 of FIG. 2. The gateway 118 in 
FIG. 3 comprises a processor 151 that is communicatively 
coupled to a wireless interface 120, a modem 116, a laptop 
117, an environmental control unit 131, and a security system 
129. The wireless interface 120, the modem 116, and the 
laptop 117 may correspond, for example, to the wireless 
interface 120, the modem 116, and the laptop 117 of FIG. 2. 
The modem 116 may provide the gateway 118 with access to 
a broadband connection 107 that may, for example, comprise 
a digital subscriber line (DSL) connection, a cable network 
connection, a satellite connection, a T1 or T3 network con 
nection, or similar broadband communication link to a broad 
band access provider (BAP) 106. As shown in FIG. 3, the 
wireless interface 120 is communicatively coupled to a num 
ber of access devices including the access device 124, a 
wireless personal digital assistant 119, a stereo system 105, a 
digital versatile disc (DVD) unit 125, a personal video 
recorder (PVR) 123, and a digital video camera 121. The 
access devices shown in FIG. 3 may correspond, for example, 
to the access devices in FIG. 2 having the same numbering. 
The communication system 300 of FIG. 3 also comprises a 
database 152 and applications 153 that are accessible to the 
processor 151. The wireless interface 120 may comprise any 
combination of interfaces such as, for example, a Bluetooth 
interface, an IEEE 802.11a, b, g and/or n interface, an IEEE 
802. 15.3a ultra-wideband interface, and an infrared interface. 
In addition, the access device 124 and PDA 119 may be 
capable of communication via either or both of the wireless 
interface 120 and a wireless wide area network (WAN) such 
as, for example, the GSM network 114 of FIG. 2. 

[0068] The broadband access gateway in a representative 
embodiment of the present invention may facilitate the con 
?guration and control of access device, smart appliances, and 
premise systems by a user of an access device such as, for 
example, the access device 124. A broadband access gateway 
such as, for example, the gateway 118 of FIG. 3 may receive 
requests from and provide feedback to a user of an access 
device such as, for example, the access device 124. The appli 
cations 153 within the gateway 118 may communicate the 
requests and feedback information between the access device 
124 of the user, and the access devices, smart appliances, and 
premise systems such as, for example, the stereo system 105, 
the digital versatile disc (DVD) unit 125, the personal video 
recorder (PVR) 123, the environmental control unit 131, and 
the security system 129 that are in communication with the 
gateway 118. In a representative embodiment of the present 
invention, the requests may relate to, for example, media 
related services including, for example, the accessing, record 
ing, playing, exchanging, transmitting, receiving, converting, 
and translating of multimedia information, access to informa 
tion about media availability and media sources and services, 
and fee-based media services. The request may also relate to, 
for example, the enabling, disabling, con?guring, monitor 
ing, administering, and scheduling of smart appliances, secu 
rity systems, and environmental control systems. 
[0069] In a representative embodiment of the present inven 
tion, the gateway 118 may receive the request in the form of 
a message. The message received by the gateway 118 may not 

Feb. 3, 2011 

be compatible with the access device that is to act upon the 
request. In a representative embodiment of the present inven 
tion, the applications 153 may be capable of adapting com 
mands/requests from access devices such as, for example, the 
access device 124 and wireless PDA 119 to a form that is 
compatible with another access device, smart appliance, or 
premise system that is in communication with the gateway 
118 such as, for example, the stereo 105, the PVR 123, and the 
environmental control system 131. The applications 153 may 
also adapt messaging from a responding access device, smart 
appliance, or premise system for use by an access device such 
as, for example, the wireless PDA 119 or the access device 
124. 

[0070] In another representative embodiment of the present 
invention, the gateway 118 may provide to the access device 
124 one or more of executable code, a script, and an applet 
such as, for example, a java applet, in order to enable the 
access device 124 to present a user interface with a more 

consistent or friendly “look and feel”, or to allow the access 
device 124 to communicate user requests directly to the 
access device being remotely con?gured and/or controlled. 
For example, an access device such as wireless PDA 119 may 
be provided by the gateway 118 with executable code, a 
script, or an applet, to enable the wireless PDA 119 to com 
municate directly with, for example, the PVR 123 of FIG. 3, 
using a built-in interface such as, for example, an infrared 
interface, a Bluetooth interface, an IEEE 802.15.3a ultra 
wideband interface, or an IEEE 802.11a/b/g/ or n interface. 
The gateway 118 may determine the capabilities of the PVR 
123, and the executable code, script(s), or applet(s) needed by 
the wireless PDA 119, based upon identi?cation information 
provided in earlier communication with the wireless PDA 
119 and PVR 123 such as, for example, during a registration 
or identi?cation activity when the access device ?rst enters 
into communication with the broadband access gateway, or at 
some later time. Such identi?cation information may com 
prise, for example, an electronic serial number, an Internet 
protocol (IP) address, a media access control (MAC) address, 
an International Mobile Station Identi?er (IMSI) address, a 
Mobile Identi?cation Number (MIN) address, a manufac 
turer identi?er, a model identi?er, and a type identi?er. 

[0071] FIG. 4 is a block diagram illustrating an exemplary 
communication system 300 in which remote con?guration 
and control by an access device outside of the wireless cov 
erage area of a broadband access gateway is supported, in 
accordance with a representative embodiment of the present 
invention. The communication system 300 of FIG. 4 com 
prises, at a ?rst location 102, a gateway 118 that may corre 
spond, for example, to the gateway 118 shown in FIGS. 2 and 
3, and at a second location, a router 130 that may correspond, 
for example, to the router 130 shown in FIGS. 1 and 2. The 
gateway 118 is communicatively coupled to a wireless inter 
face 120, a modem 116, a laptop 117, a environmental control 
unit 131, and a security system 129. The wireless interface 
120, the modem 116, and the laptop 117 may correspond, for 
example, to the wireless interface 120, the modem 116, and 
the laptop 117 of FIG. 2. The gateway 118 may use the 
modem 116 to access a broadband connection 107 that may, 
for example, comprise a digital subscriber line (DSL) con 
nection, a cable network connection, a satellite connection, a 
T1 or T3 network connection, or similar broadband commu 
nication link to a broadband access provider (BAP) 106. As 
shown in FIG. 4, the gateway 118 may use the wireless 
interface 120 to communicate with a number of access 
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devices including, for example, the access device 124, a Wire 
less personal digital assistant 119, a stereo system 105, and a 
personal video recorder (PVR) 123. The access device 124 of 
FIG. 4 may correspond, for example, to the access device 124 
or Wireless PDA 119 of FIG. 2. The communication system 
300 of FIG. 4 also comprises a database 152 and applications 
153 that are accessible to the processor 151. The Wireless 
interface 120 may comprise any combination of interfaces 
such as, for example, a Bluetooth interface, an IEEE 802.1 1a, 
b, g and/or n interface, an IEEE 802.15.3a ultra-Wideband 
interface, and an infrared interface. In addition, the access 
device 124 and PDA 119 may be capable of communicating 
via either or both of the Wireless interface 120 and a Wireless 
Wide area netWork (WAN) such as, for example, the GSM 
netWork 114 of FIG. 2. 

[0072] The router 130 shoWn in FIG. 4 is communicatively 
coupled to a laptop 136 and to a personal computer (PC) 138 
With video camera 142. The router 130 is also in Wireless 
communication With a Wireless personal digital assistant 134. 
The laptop 136, personal computer (PC) 138, video camera 
142, and Wireless PDA 134 may correspond, for example, to 
the laptop 136, personal computer (PC) 138, video camera 
142, and Wireless PDA 134 shoWn in FIG. 2. The router 130 
of FIG. 4 may communicate via a broadband connection 109 
that may comprise, for example, a digital subscriber line 
(DSL) connection, a cable netWork connection, a satellite 
connection, a T1 or T3 netWork connection, or similar broad 
band communication link to the broadband access provider 
(BAP) 106 using a modem 132. In the illustration of FIG. 4, 
the communication system 300 also comprises a laptop 170 
communicatively coupled to the Internet 140. As shoWn in 
FIG. 4, the Internet 140 is communicatively coupled to the 
BAP 106, alloWing the laptop 170 to communicate With either 
the gateWay 118, or the router 130. The GSM netWork 114 
may also communicate via the BAP 106 using capabilities of 
the transport netWork 110. 

[0073] In a representative embodiment of the present inven 
tion, a user of an access device such as, for example, the 
access device 124 of FIG. 4 may transition back and forth 
betWeen the coverage area of the Wireless interface 120 con 
nected to gateWay 118, and service provided by a Wireless 
Wide area netWork (WAN) such as, for example, the GSM 
netWork 114. While Within the coverage area of the Wireless 
interface 120, the user may employ the access device 124, and 
the applications 153 of the gateWay 118 to, for example, 
con?gure or control the environmental control system 131, or 
to program the personal video recorder (PVR) 123 . A descrip 
tion of the con?guration of an exemplary environmental con 
trol system is given beloW With respect to FIG. 5. At another 
time, the user of the access device 124 may be aWay from 
location 102 and the communication capabilities provided by 
the Wireless interface 120 and the gateWay 118, and may 
travel Within the coverage area of the GSM netWork 114, or 
may arrive at the location of the laptop 170. In a representative 
embodiment according to the present invention, the user of 
access device 124 may communicate With the applications 
153 at the gateWay 118 via a Wide area netWorks such as, for 
example, the GSM netWork 114 or similar elements of the 
communication netWork 300. This aspect of a representative 
embodiment of the present invention permits the user of the 
access device 124 to perform the same con?guration and 
control functions using the access device 124 While being 
served by the GSM netWork 114, or using the laptop 170 via 
the Internet 140, that are available While using the access 
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device 124 Within the coverage area of the Wireless interface 
120 of gateWay 118. Similarly, the user of the access device 
124 may also travel to location 104 and may, for example, 
enter into communication With the router 130. In a represen 
tative embodiment of the present invention, the user of the 
access device 124 may perform the same con?guration and 
control actions at location 104 using the access device 124, 
laptop 136, Wireless PDA 134, and PC 138, that are available 
via, for example, the laptop 117, Wireless PDA 119, and 
access device 124 While at location 102. 

[0074] In another representative embodiment of the present 
invention, remote con?guration and/or control of a broad 
band access gateWay or access device such as, for example, 
the gateWay 118 and/or access device 124 of FIG. 4 may be 
performed by an entity outside of location 102. For example, 
an entity accessible via the broadband connection 107, the 
BAP 106, and the transport netWork 110 may remotely con 
?gure the gateWay 118, and/or any of the access devices in 
communication With the gateWay 118 such as, for example, 
the access device 124, the Wireless PDA 119, the stereo sys 
tem 105, and the PVR 123. In this manner, a representative 
embodiment of the present invention may include an Internet 
based service, that may be operated to remotely con?gure 
broadband access gateWays and access devices such as those 
described above, for users of such devices. Security function 
ality may be employed by such a remote service to permit 
secure remote access to con?guration and control aspects of 
broadband access gateWays, routers, and access devices via 
broadband netWork connections such as those described 
above, by the manufacturer of such devices, and by third party 
service organizations. 
[0075] In a representative embodiment of the present inven 
tion, an access device such as, for example, the laptop 117, the 
Wireless PDA 119, the PVR 123, and the stereo system 105 
may register With the gateWay 118 upon entering into, or 
periodically While in communication With the gateWay 118. 
An access device such as those described above may be 
capable of providing various services via the gateWay 118 to 
other access devices. An access device may inform the gate 
Way 118 of the fact that it is capable of being remotely 
con?gured and/or controlled, and of the actions or services 
that are available. The gateWay 118 may record such infor 
mation in a database such as, for example, the database 152. 
An example of such a system may be found in Us. patent 
application Ser. No. 11/039,020, entitled “Method And Sys 
tem For Providing Registration, Authentication, And Access 
Via A Broadband Access GateWay” (Attorney Docket No. 
15724US02 BU3607.3), ?led Jan. 18, 2005, the complete 
subject matter of Which is hereby incorporated herein by 
reference, in its entirety. 
[0076] In a representative embodiment of the present inven 
tion, the applications code of a broadband access gateWay 
such as, for example, the application 153 of the gateWay 118 
shoWn in FIG. 4 may be automatically updated to support the 
services, functions, and capabilities of the access devices, 
smart appliances, and premise systems With Which it is in 
communication. For example, When an access device such as, 
for example, the personal video recorder (PVR) 123 becomes 
knoWn to the gateWay 118 (as described above), the gateWay 
118 may update the applications 153 to permit local and 
remote con?guration and control of the PVR 123 by the 
various access devices in the communication system 300 of 
FIG. 4. The applications 153 of the gateWay 118 may be 
capable of providing a suitable user interface for a variety of 
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access devices by using information received When each 
access device enters into communication With the gateway 
118 such as, for example, during registration, as discussed 
above. A broadband access gateWay in accordance With the 
present invention may determine the capabilities of an access 
device, smart appliance, or premise system by using informa 
tion such as, for example, the make, model, etc. of the access 
device, smart appliance, or premise system. This may permit 
the broadband access gateWay to adjust for differences in 
functionality betWeen, for example, different video cassette 
recorders or security systems. This may permit the gateWay to 
provide a user interface With a more consistent “look and 
feel” for a variety of access device, smart appliances and 
premise systems, and may free the user from the need to 
understand the peculiarities of any particular access device, 
smart appliance, or premise system. 
[0077] In a representative embodiment in accordance With 
the present invention, the detection of the presence of a par 
ticular access device may initiate a change in the operation of 
a broadband access gateWay such as, for example, the gate 
Way 118 or the router 130 of FIG. 4. For example, as described 
above, the gateWay 118 in the communication system 300 of 
FIG. 4 may receive identity information from an access 
device such as, for example, the access device 124, that iden 
ti?es and/or authenticates the access device 124 to the gate 
Way 118. The establishment of the access device 124 as 
authentic and authorized to occupy the premise of location 
102 may prompt the gateWay 118 to, for example, change the 
state of the residential security system 129. This action by the 
gateWay 118 and residential security system 129 may require 
user input such as, for example, a personal identi?cation 
number (PIN) or a passWord. HoWever, for less critical 
actions such as, for example, changes to the environmental 
control system 131, the change from an “AWAY” to a 
“HOME” mode may be made Without user input. When the 
gateWay 118 interacts With an access device, smart appliance, 
or premise system on behalf of a user, the gateWay 118 may 
notify the user of the results. In a representative embodiment 
of the present invention, a broadband access gateWay in a 
home, o?ice, or business having, for example, multiple Wire 
less interfaces located throughout the premise may facilitate 
adjustments to a premise system such as, for example, the 
environmental control system 128, to adjust temperature or 
lighting as a user of an access device such as, for example, the 
access device 124, moves from one area of the building to 
another. 

[0078] A broadband access gateWay in accordance With the 
present invention such as, for example, the gateWay 118 of 
FIG. 4, may use the information in the database 152 to adver 
tise the presence of such con?gurable and/or controllable 
access devices, to other access devices With Which it is in 
communication. For example, in the illustration of FIG. 4, the 
gateWay 118 may advertise to the access device 124, the 
Wireless PDA 119, and the laptop 117, the availability of the 
services of all of the access devices knoWn to the gateWay 
118. Additional details of such a system may be found in Us. 
patent application Ser. No. 1 1/ 029,294, entitled “MethodAnd 
System For Extended Network Access Services Advertising 
Via A Broadband Access GateWay,” ?led Dec. 23, 2004, the 
complete subject matter of Which is hereby incorporated 
herein by reference, in its entirety. An access device such as, 
for example, the access device 124 that is equipped to support 
the con?guration and/or control of other devices, may display 
to the user of the access device 124 textual or graphical 
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information informing the user of the other access devices, 
smart appliances, and premise systems that support remote 
con?guration and/or control. An example of the display of 
such information is described beloW With respect to FIG. 3A. 

[0079] In a representative embodiment according to the 
present invention, the communication path betWeen an access 
device such as, the access device 124, and a broadband access 
gateWay such as, for example, the gateWay 118 may be bi 
directional, as described above. This enables the access 
device 124 to be made aWare of the status of the access 
devices, smart appliances, and premise systems. 
[0080] FIG. 5A shoWs an illustration of an exemplary dis 
play 500 that may be visible on an access device that may 
correspond, for example, to the access device 124 of FIG. 4, 
upon entering into Wireless communication With a broadband 
access gateWay such as, for example, the gateWay 118, in 
accordance With a representative embodiment of the present 
invention. The display 500 of FIG. 5A comprises a netWork 
indicator 510, a netWork services indicator area 512, a battery 
life indicator, a time of day indicator, and a day and date 
indicator. The display 500 also comprises a display area 520 
to alloW an access device to present graphical or textual 
information for a variety of reasons and from a number of 
sources. Upon arriving Within the coverage area of a Wireless 
broadband access gateWay such as, for example, the gateWay 
118 of FIG. 4, an access device in accordance With a repre 
sentative embodiment of the present invention may receive 
information regarding available multimedia information and 
services including, for example, the presence of other access 
devices, smart appliances, and premise systems of Which the 
gateWay 118 is aWare. Information may also be provided 
indicating those devices that support external con?guration 
and control. The display 500 of the access device 124 may 
then be updated to re?ect the received information. For 
example, in the illustration of FIG. 5A, the netWork indicator 
510 shoWs the presence of a personal area netWork, and the 
netWork services indicator area 512 has been updated to com 
prise an Internet protocol (IP) phone service icon 515, a 
residential security system icon 516, an environmental con 
trol system icon 517, and a video cassette recorder (VCR) 
control icon 518, representing the services, access devices, 
smart appliances, and premise systems advertised by the 
Wireless broadband access gateWay as being available to an 
appropriately identi?ed or authoriZed user of the access 
device With the display 500. The appearance of such icons 
may be used to signal that the corresponding devices/ systems 
permit con?guration and/or control via the gateWay 118. 
[0081] FIG. 5B is an illustration of an exemplary environ 
mental control system screen 520 that may be visible in the 
display 500 of an access device such as, for example, the 
access device 124 of FIG. 4 folloWing user selection of the 
environment control system icon 517 of FIG. 5A, in accor 
dance With a representative embodiment of the present inven 
tion. The display 500 of FIG. 5B comprises a netWork indi 
cator 510, a netWork services indicator area 512, a battery life 
indicator, a time of day indicator, and a day and date indicator. 
The display 500 also comprises a display area 520 to alloW an 
access device to present graphical or textual information for a 
variety of reasons and from a number of sources. The netWork 
services indicator area 512 shoWn in FIG. 5B comprises an 
Internet protocol (IP) phone service icon 515, a residential 
security system icon 516, an environmental control system 
icon 517, a video cassette recorder (VCR) control icon 518. In 
the illustration of FIG. 5B, the display area 520 has been 
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updated to show a number of parameters that indicate the state 
of the environment control system of the location 102. As 
shown in the example of FIG. 5B, the display area 520 
includes a current local time ?eld 530, a current outdoor 
temperature ?eld 532, a thermostat setting ?eld 534, a current 
indoor temperature ?eld 536, a system state ?eld 538, an 
estimated energy cost ?eld 540, and a soft button 542. As 
indicated by the ?elds 530, 532, 534, 536, 538, 540, respec 
tively, the time at the gateway 118 is 2:50 PM, the outdoor 
temperature is 87 degrees F., the thermostat is set at 78 
degrees F., the indoor temperature is currently 83 degrees F., 
the environmental control system is “OFF”, and the current 
estimated energy cost is $121.80. According to the illustra 
tion of FIG. 5B, the user of the access device 124 may turn the 
environmental control system to “ON” by selecting the soft 
button 542. Although the example of FIG. 5B is a simpli?ed 
form that may be most suitable for small display siZes, the 
details illustrated in FIG. 5B do not represent limitations of 
the present invention. Other forms of expression of the infor 
mation used in the con?guration and control of the access 
device, smart appliances, and premise system as described 
above may be employed, without departing from the spirit 
and scope of the present invention. The functionality repre 
sented by the illustration of FIG. 5B may be employed by 
access devices such as, for example, the access device 124, 
the wireless PDA 119, the laptops 117, 170, and the PC 138 of 
FIG. 4. 

[0082] FIG. 5C is an illustration of an exemplary residential 
security system screen 520 that may be shown in the display 
500 of an access device such as, for example, the access 
device 124 of FIG. 4 following user selection of the residen 
tial security system icon 516 of FIG. 5A, in accordance with 
a representative embodiment of the present invention. For the 
sake of clarity, the following description of FIG. 5C makes 
reference to the elements of FIG. 4. The display 500 of FIG. 
5C comprises a network indicator 510, a network services 
indicator area 512, a battery life indicator, a time of day 
indicator, and a day and date indicator. The display 500 also 
comprises a display area 520 to allow an access device to 
present graphical or textual information for a variety of rea 
sons and from a number of sources. The network services 
indicator area 512 shown in FIG. 5C comprises an Internet 
protocol (IP) phone service icon 515, a residential security 
system icon 516, an environmental control system icon 517, 
a video cassette recorder (VCR) control icon 518. In the 
illustration of FIG. 5C, the display area 520 has been updated 
to show a number of parameters indicating the state of the 
residential security system 129 at the location 102. As shown 
in the example of FIG. 5C, the display area 500 includes a 
current local time ?eld 530, a system status ?eld 532, an event 
?eld 534, and a soft button 536. As indicated by the ?elds 530, 
532, 534, respectively, the time at the gateway 118 is 2: 50 PM, 
the current system state is “ON-AWAY” indicating that the 
system is active and the occupants of location 102 are out of 
the premise, and two security events have occurred in the last 
24 hours. The illustration of FIG. 5C shows that the user of the 
access device 124 may turn the residential security system 
129 to “OFF” by selecting the soft button 536. The example of 
FIG. 5C is a simpli?ed form that may be most suitable for 
small display siZes, however, the details of the illustration of 
FIG. 5C do not represent limitations of the present invention. 
Other graphical elements and text may be present, and other 
forms of expression may be used, without departing from the 
spirit and scope of the present invention. The functionality 
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represented by the illustration of FIG. 5C may be employed 
by access devices such as, for example, the access device 124, 
the wireless PDA 119, the laptops 117, 170, and the PC 138 of 
FIG. 4. 

[0083] FIG. 6 shows a ?owchart of an exemplary method 
supporting local and remote control via a broadband access 
gateway such as, for example, the gateway 118 of FIGS. 3 and 
4, in accordance with an embodiment of the present inven 
tion. As an aid to understanding, the following description of 
the method of FIG. 6 makes reference to the elements of FIG. 
4. The ?owchart of FIG. 6 is arranged having a left and a right 
path, to illustrate that the activities of the two paths may 
proceed in parallel. The method of FIG. 6 begins when a 
broadband access gateway such as, for example, the gateway 
118 is powered up (block 610). In the left path of FIG. 6, the 
gateway 118 may proceed to assemble a database of access 
devices, smart appliances, and premise systems identi?ed as 
having remote con?guration/control capabilities (block 612). 
For example, in the illustration of FIG. 4, the gateway 118 
may collect information from each of the access devices with 
which it is in communication such as, for example, the stereo 
system 105, the laptop 117, the wireless PDA 119, and the 
personal video recorder 123. Such information may be 
received, for example, during the registration of an access 
device as described above, or may be provided by a user. In 
addition, the gateway 118 may receive information about the 
premise systems at location 102 such as, for example, the 
security system 129 and the environmental control system 
131. The gateway 118 may then access resources for use by 
the gateway in providing remote con?guration/control of 
access devices and/or premise systems (block 614). Such 
resources may comprise user interface and communication 
software applications such as, for example, the applications 
153 of the gateway 118 in FIGS. 3 and 4 that enable the 
gateway 118 to facilitate the con?guration and/or control of 
the access device/premise system by a user. The resources 
may be used by the gateway 118 in providing a user interface, 
to accommodate the interfaces of a variety of different access 
device/premise systems, or the resources may be sent to the 
access device of a user such as, for example, the wireless PDA 
119 or the access device 124 to support user con?guration and 
control. In such a representative embodiment of the present 
invention, the resources may comprise, for example, execut 
able code, scripts, or java applets for use on the access device 
in providing an appropriate user interface. The method illus 
trated in FIG. 6 then ends at block 630. 

[0084] In the right path of the ?owchart of FIG. 6, a broad 
band access gateway such as, for example, the gateway 118 of 
FIG. 4 may receive identi?cation information from the access 
device of a user (block 616). This may occur, for example, 
when the access device ?rst comes into communication with 
the gateway 118, or periodically while in communication 
with the gateway 1 18. The information received may become 
a part of the database referenced above with respect to block 
612, and may correspond to, for example, the database 152 of 
FIGS. 3 and 4. Next, a representative embodiment of the 
present invention may determine which of the known access 
devices and/ or premise systems have remote con?guration/ 
control functionality available to the user (block 618). Using 
that information, the gateway 118 may notify the user of the 
available remotely con?gurable/controllable access devices 
and/or premise systems (block 620). Noti?cation may com 
prise, for example, the appearance of a text message or icon 
on the display of the access device of the user. The gateway 














