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ABSTRACT 

A system and method for providing information of selectable 
objects in a still image and/ or data stream, as shoWn in and/or 
described in connection With at least one of the ?gures, as set 
forth more completely in the claims. 
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FEDERALLY SPONSORED RESEARCH OR 
DEVELOPMENT 

[Not Applicable] 

SEQUENCE LISTING 
[Not Applicable] 

MICROFICHE/COPYRIGHT REFERENCE 

[Not Applicable] 
BACKGROUND OF THE INVENTION 

[0005] Present media systems are incapable of providing 
for and/or conveniently providing for user-selection of 
objects in a still image (e.g., a photograph). Further limita 
tions and disadvantages of conventional and traditional 
approaches Will become apparent to one of skill in the art, 
through comparison of such systems With the present inven 
tion as set forth in the remainder of the present application 
With reference to the draWings. 

BRIEF SUMMARY OF THE INVENTION 

[0006] Various aspects of the present invention provide a 
system and method for providing information of selectable 
objects in a still image and/or data stream, substantially as 
shoWn in and/ or described in connection With at least one of 
the ?gures, as set forth more completely in the claims. These 
and other advantages, aspects and novel features of the 
present invention, as Well as details of illustrative aspects 
thereof, Will be more fully understood from the folloWing 
description and draWings. 

BRIEF DESCRIPTION OF SEVERAL VIEWS OF 
THE DRAWINGS 

[0007] FIG. 1 is a diagram illustrating an exemplary media 
system, in accordance With various aspects of the present 
invention. 
[0008] FIG. 2 is a How diagram illustrating an exemplary 
method for providing embedded information of selectable 
objects in a still image, in accordance With various aspects of 
the present invention. 
[0009] FIG. 3 is a How diagram illustrating an exemplary 
method for providing embedded information of selectable 
objects in a still image, in accordance With various aspects of 
the present invention. 
[0010] FIG. 4 is a How diagram illustrating an exemplary 
method for providing information of selectable objects in a 
still image in an information stream independent of the still 
image, in accordance With various aspects of the present 
invention. 
[0011] FIG. 5 is a diagram illustrating an exemplary media 
system, in accordance With various aspects of the present 
invention. 
[0012] FIG. 6 is a diagram illustrating exemplary modules 
and/or sub-modules for a media system, in accordance With 
various aspects of the present invention. 

DETAILED DESCRIPTION OF VARIOUS 
ASPECTS OF THE INVENTION 

[0013] The folloWing discussion Will refer to various com 
munication modules, components or circuits. Such modules, 
components or circuits may generally comprise hardWare 
and/or a combination of hardWare and softWare (e. g., includ 
ing ?rmWare). Such modules may also, for example, com 
prise a computer readable medium (e.g., a non-transitory 
medium) comprising instructions (e. g., softWare instructions) 
that, When executed by a processor, cause the processor to 

[0002] 

[0003] 

[0004] 
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perform various functional aspects of the present invention. 
Accordingly, the scope of various aspects of the present 
invention should not be limited by characteristics of particu 
lar hardWare and/or softWare implementations of a module, 
component or circuit unless explicitly claimed as such. For 
example and Without limitation, various aspects of the present 
invention may be implemented by one or more processors 
(e.g., a microprocessor, digital signal processor, baseband 
processor, microcontroller, etc.) executing softWare instruc 
tions (e.g., stored in volatile and/or non-volatile memory). 
Also for example, various aspects of the present invention 
may be implemented by an application-speci?c integrated 
circuit (“ASIC”) and/or other hardWare components. 
[0014] Additionally, the folloWing discussion Will refer to 
various media system modules (e.g., image presentation sys 
tem modules, personal electronic device modules, computer 
system modules, camera modules, television modules, tele 
vision receiver modules, television controller modules, mod 
ules of a user’s local media system, modules of a geographi 
cally distributed media system, etc.). It should be noted that 
the folloWing discussion of such various modules is seg 
mented into such modules for the sake of illustrative clarity. 
HoWever, in actual implementation, the boundaries betWeen 
various modules may be blurred. For example, any or all of 
the functional modules discussed herein may share various 
hardWare and/or softWare components. For example, any or 
all of the functional modules discussed herein may be imple 
mented Wholly or in-part by a shared processor executing 
softWare instructions. Additionally, various softWare sub 
modules that may be executed by one or more processors may 
be shared betWeen various softWare modules. Accordingly, 
the scope of various aspects of the present invention should 
not be limited by arbitrary boundaries betWeen various hard 
Ware and/or softWare components, unless explicitly claimed. 

[0015] The folloWing discussion may also refer to commu 
nication netWorks and various aspects thereof. For the folloW 
ing discussion, a communication netWork is generally the 
communication infrastructure through Which a communica 
tion device (e.g., a portable communication device, personal 
computer device, media presentation system, image presen 
tation system, camera, media server, image server, television, 
television control device, television provider, television pro 
gramming provider, television receiver, video and/or image 
recording device, etc.) may communicate With other systems. 
For example and Without limitation, a communication net 
Work may comprise a cable and/or satellite television com 
munication netWork, a cellular communication netWork, a 
Wireless metropolitan area netWork (WMAN), a Wireless 
local area netWork (WLAN), a Wireless personal area net 
Work (WPAN), a general data communication netWork (e.g., 
the lntemet), any home or premises communication netWork, 
etc. A particular communication netWork may, for example, 
generally have a corresponding communication protocol 
according to Which a communication device may communi 
cate With the communication netWork. Unless so claimed, the 
scope of various aspects of the present invention should not be 
limited by characteristics of a particular type of communica 
tion netWork. 

[0016] The folloWing discussion may at times refer to an 
on-screen pointing location. Such a pointing location refers to 
a location on a video screen (e.g., a computer display, a 
display of a portable electronic device, a display of a digital 
photograph display, a television display, a primary television 
screen, a secondary television screen, etc.) to Which a user 
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(either directly or With a pointing device) is pointing. Such a 
pointing location is to be distinguished from other types of 
on-screen location identi?cation, such as, for example, using 
arroW keys and/or a mouse to move a cursor or to traverse 

blocks (e.g., on an on-screen program guide) Without point 
ing. Various aspects of the present invention, While referring 
to on-screen pointing location, are also readily extensible to 
such other forms of on-screen location identi?cation. 

[0017] Additionally, the folloWing discussion Will at times 
refer to television programming. Such television program 
ming may, for example, communicate still images. Such tele 
vision programming generally includes various types of tele 
vision programming (e.g., television programs, neWs 
programs, sports programs, music television, movies, televi 
sion series programs and/or associated advertisements, edu 
cational programs, live or recorded television programming, 
broadcast/multicast/unicast television programming, etc.). 
Such television programming may, for example, comprise 
real-time television broadcast programming (or multicast or 
unicast television programming) and/or user-stored televi 
sion programming that is stored in a user device (e. g., a VCR, 
PVR, etc.). Such television programming video content is to 
be distinguished from other non-programming video content 
that may be displayed on a television screen (e.g., an elec 
tronic program guide, user interface menu, a television set-up 
menu, a typical Web page, a graphical video game, etc.). 
[0018] The folloWing discussion Will at times refer to still 
images. Such still images may, for example, comprise pic 
tures. For example, such still images may correspond to still 
photographs (e.g., taken With a digital camera), scanned 
images created by a scanner, facsimile images, etc. Such still 
images may, for example, be represented in a data ?le (e.g., a 
J PEG ?le, a bitmap, a TIFF ?le, etc.), or other data structure, 
and may be communicated in one or more streams of data. 

[0019] Also, the folloWing discussion Will at times refer to 
user-selectable objects in a still image. Such user-selectable 
objects includes both animate (i.e., living) and inanimate (i.e., 
non-living) objects. Such objects may, for example, comprise 
characteristics of any of a variety of objects present in still 
images. Such objects may, for example and Without limita 
tion, comprise inanimate objects, such as consumer good 
objects (e.g., clothing, automobiles, shoes, jeWelry, furniture, 
food, beverages, appliances, electronics, toys, artwork, cos 
metics, recreational vehicles, sports equipment, safety equip 
ment, computer equipment, communication devices, books, 
etc.), premises objects (e.g., business locations, stores, hotels, 
signs, doors, buildings, landmarks, historical sites, entertain 
ment venues, hospitals, government buildings, etc.), objects 
related to services (e.g., objects related to transportation, 
objects related to emergency services, objects related to gen 
eral government services, objects related to entertainment 
services, objects related to food and/or drink services, etc.), 
objects related to location (e.g., parks, landmarks, streets, 
signs, road signs, etc.), etc. Such objects may, for example, 
comprise animate objects, such as people (e.g., actors/ac 
tresses, athletes, musicians, salespeople, commentators, 
reports, analysts, hosts/hostesses, entertainers, etc.), animals 
(e.g., pets, ZOO animals, Wild animals, etc.) and plants (e.g., 
?oWers, trees, shrubs, fruits, vegetables, cacti, etc.). 
[0020] Turning ?rst to FIG. 1, such ?gure is a diagram 
illustrating a non-limiting exemplary media system 100 in 
accordance With various aspects of the present invention. The 
exemplary system 100 includes a media information provider 
110. The media information provider 110 may, for example, 
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comprise a server associated With a media company, a cable 
company, an image-providing company, movie-providing 
company, a neWs company, an educational institution, etc. 
The media information provider 110 may, for example, be an 
original source of still images (or related information). Also 
for example, the media information provider 110 may be a 
communication company that provides still image distribu 
tion services (e.g., a cable media company, a satellite media 
company, a telecommunication company, a data netWork pro 
vider, etc.). The media information provider 110 may, for 
example, provide both media (e.g., still image) information 
and non-media information. The media information provider 
110 may, for example, provide information of both moving 
picture information and still picture information. 
[0021] The media information provider 110 may, for 
example, provide information related to a still image (e.g., 
information describing or otherWise related to user-selectable 
objects in still images, etc.). As Will be discussed beloW in 
more detail, the media information provider 110 may operate 
to create and/ or communicate a still image (e.g., a still image 
data set, still image data stream, etc.) that includes embedded 
information of user-selectable objects in the still image. For 
example and Without limitation, such a media information 
provider 110 may operate to receive a completed initial still 
image data set (e.g., a data ?le or other bounded data struc 
ture, a data stream, etc.), for example via a communication 
netWork and/ or on a physical media, and embed information 
of user-selectable objects in the completed initial still image 
data set. Also for example, such a media information provider 
110 may operate to form an original still image data set (e.g., 
a data ?le or other bounded data structure, etc.) and embed 
information of user-selectable objects in the original still 
image data set during such formation (e.g., in the studio, on an 
enterprise computing system, on a personal computer, etc.). 
[0022] Note that the media information provider 110 may 
be remote from a user’s local image presentation system (e.g., 
located at a premises different from the user’s premises) or 
may be local to the user’s local image presentation system 
(e.g., a personal media player, a digital photo presentation 
system, a DVR, a personal computing device, a personal 
electronic device, a personal cellular telephone, a personal 
digital assistant, a camera, a moving picture camera, an image 
recorder, a data server, an image and/or television receiver, a 
television, etc.). 
[0023] The media information provider 110 may alterna 
tively, for example, operate to form and/or communicate a 
user-selectable object data set that includes information of 
user-selectable objects in a still image. Such a user-selectable 
object data set for a still image may, for example, be indepen 
dent of a data set that generally represents the still image (e.g., 
generally represents the still image Without information of 
user-selectable objects in such still image). For example and 
Without limitation, such a media information provider 110 
may operate to receive a completed still image data set (e.g., 
a data ?le or other ?nite group of data, a data stream, etc.), for 
example via a communication netWork and/or on a physical 
medium, and form the user-selectable object data set inde 
pendent of the completed still image data set. Also for 
example, such a media information provider 110 may operate 
to form both an original still image data set and form the 
corresponding user-selectable object data set. 
[0024] The exemplary media system 100 may also include 
a third party image information provider 120. Such a provider 
may, for example, provide information related to a still image. 
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Such information may, for example, comprise information 
describing user-selectable objects in still images, media guide 
information, etc. As Will be discussed beloW in more detail, 
such a third party image information provider (e.g., a party 
that may be independent of a still image source, media net 
Work operator, etc.) may operate to create a still image (or still 
image data set, still image data stream, etc.) that includes 
embedded information of user-selectable objects in the still 
image. For example and Without limitation, such a third party 
image information provider 120 may operate to receive an 
initial completed still image data set (e. g., a data ?le or other 
bounded data structure, a data stream, etc.), for example via a 
communication netWork and/or on a physical media, and 
embed information of user-selectable objects in the initial 
completed still image data set. 
[0025] The exemplary media system 100 may include one 
or more communication netWorks (e.g., the communication 
netWork(s) 130). The exemplary communication netWork 
130 may comprise characteristics of any of a variety of types 
of communication netWorks over Which still image and/or 
information related to still images (e. g., information related to 
user-selectable objects in still images) may be communi 
cated. For example and Without limitation, the communica 
tion netWork 130 may comprise characteristics of any one or 
more of: a cable television netWork, a satellite television 
netWork, a telecommunication netWork, the Internet, a local 
area netWork (LAN), a personal area netWork (PAN), a met 
ropolitan area netWork (MAN), any of a variety of different 
types of home netWorks, etc. 
[0026] The exemplary media system 100 may include a ?rst 
media presentation device 140. Such a ?rst media presenta 
tion device 140 may, for example, comprise networking capa 
bility enabling such media presentation device 140 to com 
municate directly With the communication netWork(s) 130. 
For example, the ?rst media presentation device 140 may 
comprise one or more embedded media receivers or trans 

ceivers (e.g., a cable television transceiver, satellite television 
transceiver, lntemet modem, Wired and/or Wireless LAN 
transceiver, Wireless PAN transceiver, etc.).Also for example, 
the ?rst media presentation device 140 may comprise one or 
more recording devices (e.g., for recording and/or playing 
back media content, still images, etc.). The ?rst media pre 
sentation device 140 may, for example, operate to (Which 
includes “operate When enabled to”) perform any or all of the 
functionality discussed herein. The ?rst media presentation 
device 140 may, for example, operate to receive and process 
still image information (e.g., via a communication netWork, 
stored on a physical medium or computer readable medium 
(e.g., a non-transitory computer readable medium), etc.), 
Where such still image information comprises embedded 
information of user-selectable objects. The ?rst media pre 
sentation device 140 may also, for example, operate to receive 
and process information of a still image and information of 
user-selectable objects in the still image, Where such user 
selectable object information and such image information are 
communicated independently (e. g., received in independent 
data ?les, received in independent data streams, etc.). 
[0027] The exemplary media system 100 may include a ?rst 
media controller 160. Such a ?rst media controller 160 may, 
for example, operate to (e.g., Which may include “operate 
When enabled to”) control operation of the ?rst media pre 
sentation device 140. The ?rst media controller 160 may 
comprise characteristics of any of a variety of media presen 
tation controlling devices. For example and Without limita 
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tion, the ?rst media controller 160 may comprise character 
istics of a dedicated media center control device, a dedicated 
image presentation device controller, a dedicated television 
controller, a universal remote control, a cellular telephone or 
personal computing device With media presentation control 
capability, etc. 
[0028] The ?rst media controller 160 may, for example, 
transmit signals directly to the ?rst media presentation device 
140 to control operation of the ?rst media presentation device 
140. The ?rst media controller 160 may also, for example, 
operate to transmit signals (e.g., via the communication net 
Work(s) 130) to the media information provider 110 and/or 
the third party image information provider 120 to control 
image information (or information related to an image) being 
provided to the ?rst media presentation device 140 or other 
device With image presentation capability, or to conduct other 
transactions (e.g., business transactions, etc.). 
[0029] As Will be discussed in more detail later, the ?rst 
media controller 160 may operate to communicate screen (or 
display) pointing information With the ?rst media presenta 
tion device 140 and/or other devices. Also, as Will be dis 
cussed in more detail later, various aspects of the present 
invention include a user pointing to a location on a display 
(e. g., pointing to an animate or inanimate user-selectable 
object presented in an image on the display). In such a sce 
nario, the user may perform such pointing in any of a variety 
of manners. One of such exemplary manners includes point 
ing With a user device. The ?rst media controller 160 provides 
a non-limiting example of a device that a user may utiliZe to 
point to an on-screen location. 

[0030] Additionally, for example in a scenario in Which the 
?rst media controller 160 comprises an on-board display, the 
?rst media controller 160 may operate to receive and process 
still image information (e.g., via a communication netWork, 
stored on a physical medium or computer readable medium 
(e. g., a non-transitory computer readable medium), etc.), 
Where such still image information comprises embedded 
information of user-selectable objects. As another example, 
in such a scenario, the ?rst media controller 160 may operate 
to receive and process still image information and informa 
tion of user-selectable objects in the still image (e. g., via one 
or more communication netWorks, stored on one or more 

physical media or computer readable media (e.g., a non 
transitory computer readable media), etc.), Where such still 
image information and user-selectable object information are 
communicated independently. 
[0031] As Will be mentioned throughout the folloWing dis 
cussion, various aspects of the invention Will be performed by 
one or more devices, components and/or modules of a user’s 
local media presentation system. The ?rst media presentation 
device 140 and ?rst media controller 160 provide a non 
limiting example of a user’s local media presentation system. 
Such a user’s local media presentation system, for example, 
generally refers to the media-related devices that are local to 
the media presentation system currently being utiliZed by the 
user. For example, When a user is utiliZing a media presenta 
tion system located at the user’s home, the user’s local media 
presentation system generally refers to the media-related 
devices that make up the user’s home media presentation 
system. Also for example, When a user is utiliZing a media 
presentation system at a premises aWay from the user’s home 
(e. g., at another home, at a hotel, at an o?ice, etc.), the user’s 
local media presentation system generally refers to the 
media-related devices that make up the premises media pre 
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sentation system Such a user’s local media presentation sys 
tem does not, for example, comprise media netWork infra 
structure devices that are generally outside of the user’s 
current premises (e.g., lntemet nodes, cable and/or satellite 
head-end apparatus, cable and/or satellite communication 
intermediate communication netWork nodes) and/or media 
source devices that are generally managed by media enter 
prises and generally exist outside of the user’s premises. Such 
entities, Which may be communicatively coupled to the user’s 
local media presentation system, may be considered to be 
entities remote from the user’s local media presentation sys 
tem (or “remote entities”). 
[0032] The exemplary media system 100 may also include 
a media (e.g., still image) receiver 151. The media receiver 
151 may, for example, operate to (e.g., Which may include 
“operate When enabled to”) provide a communication link 
betWeen a media presentation device and/ or media controller 
and a communication netWork and/ or information provider. 
For example, the media receiver 151 may operate to provide 
a communication link betWeen the second media presentation 
device 141 and the communication netWork(s) 130, or 
betWeen the second media presentation device 141 and the 
media information provider 110 (and/or third party image 
information provider 120) via the communication netWork(s) 
130. 

[0033] The media receiver 151 may comprise characteris 
tics of any of a variety of types of media receivers. For 
example and Without limitation, the media receiver 151 may 
comprise characteristics of a cable television receiver, a sat 
ellite television receiver, a still image receiver, a personal 
computer, a still picture (or still image) camera, a moving 
picture camera, etc. Also for example, the media receiver 151 
may comprise a data communication netWork modem for 
data netWork communications (e.g., With the Internet, a LAN, 
PAN, MAN, telecommunication netWork, etc.). The media 
receiver 151 may also, for example, comprise recording capa 
bility (e.g., still image recording and playback, etc.). 
[0034] Additionally, for example in a scenario in Which the 
media receiver 151 comprises an on-board display and/or 
provides still image information to a display (or media pre 
sentation device) communicatively coupled thereto, the 
media receiver 151 may operate to receive and process still 
image information (e.g., via a communication netWork, 
stored on a physical medium or computer readable medium 
(e.g., a non-transitory computer readable medium), etc.), 
Where such still image information comprises embedded 
information of user-selectable objects. As another example, 
in such a scenario, the media receiver 151 may operate to 
receive and process still image information and information 
of user-selectable objects in the still image (e.g., via one or 
more communication netWorks, stored on one or more physi 
cal media or computer readable media (e.g., non-transitory 
computer readable media), etc.), Where such still image infor 
mation and user-selectable object information are communi 
cated independently. 
[0035] The exemplary media system 100 may include a 
second media controller 161. Such a second media controller 
161 may, for example, operate to (e.g., Which may include 
“operate When enabled to”) control operation of the second 
media presentation device 141 and the media receiver 151. 
The second media controller 161 may comprise characteris 
tics of any of a variety of media presentation controlling 
devices. For example and Without limitation, the second 
media controller 161 may comprise characteristics of a dedi 
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cated media center control device, a dedicated image presen 
tation device controller, a dedicated television controller, a 
universal remote control, a cellular telephone or personal 
computing device With media presentation control capability, 
etc. 

[0036] The second media controller 161 may, for example, 
operate to transmit signals directly to the second media pre 
sentation device 141 to control operation of the second media 
presentation device 141. The second media controller 161 
may, for example, operate to transmit signals directly to the 
media receiver 151 to control operation of the media receiver 
151. The second media controller 161 may additionally, for 
example, operate to transmit signals (e.g., via the media 
receiver 151 and the communication netWork(s) 130) to the 
media information provider and/ or the third party image 
information provider 120 to control image information (or 
information related to an image) being provided to the media 
receiver 151, or to conduct other transactions (e.g., business 
transactions, etc.). 
[0037] As Will be discussed in more detail later, various 
aspects of the present invention include a user selecting a 
user-selectable object in an image. Such selection may, for 
example, comprise the user pointing to a location on a display 
(e. g., pointing to an animate or inanimate object presented in 
an image on the display). In such a scenario, the user may 
perform such pointing in any of a variety of manners. One of 
such exemplary manners includes pointing With a user device. 
The second media controller 161 provides one non-limiting 
example of a device that a user may utiliZe to point to an 
on-screen location. Also, in a scenario in Which the second 
media controller 161 comprises a touch screen, a user may 
touch a location of such touch screen to point to an on-screen 
location (e.g., to select a user-selectable object presented in 
an image presented on the touch screen). 
[0038] As Will be mentioned throughout the folloWing dis 
cussion, and as mentioned previously in the discussion of the 
?rst media presentation system 140 and ?rst media controller 
160, various aspects of the invention Will be performed by one 
or more devices, components and/or modules of a user’s local 
media system. The second media presentation device 141, 
media receiver 151 and second media controller 161 provide 
another non-limiting example of a user’s local media system. 
[0039] Additionally, for example in a scenario in Which the 
second media controller 161 comprises an on-board display, 
the second media controller 161 may operate to receive and 
process still image information (e.g., via a communication 
network, stored on a physical medium or computer readable 
medium (e.g., a non-transitory computer readable medium), 
etc.), Where such still image information comprises embed 
ded information of user-selectable objects. As another 
example, in such a scenario, the second media controller 161 
may operate to receive and process still image information 
and information of user-selectable objects in the still image 
(e. g., via one or more communication netWorks, stored on one 
or more physical media or computer readable media (e.g., 
non-transitory computer readable media), etc.), Where such 
still image information and user-selectable object informa 
tion are communicated independently. 

[0040] The exemplary media system 100 Was provided to 
provide a non-limiting illustrative foundation for discussion 
of various aspects of the present invention. Thus, the scope of 
various aspects of the present invention should not be limited 
by any characteristics of the exemplary media system 100 
unless explicitly claimed. 
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[0041] FIG. 2 is a How diagram illustrating an exemplary 
method 200 for providing embedded information of select 
able objects in a still image, for example a still image data set 
(e.g., a data ?le or other bounded data structure, a data stream, 
etc.), in accordance With various aspects of the present inven 
tion. Any or all aspects of the exemplary method 200 may, for 
example, be implemented in a media system component (e. g., 
the media information provider 110, third party image infor 
mation provider 120, a component of a communication net 
Work 130, ?rst media presentation device 140, ?rst media 
controller 160, second media presentation device 141, media 
receiver 151, second media controller 161, shoWn in FIG. 1 
and discussed previously) and/or a plurality of such media 
system components operating in conjunction. For example, 
any or all aspects of the exemplary method 200 may be 
implemented in one or more media system components 
remote from the user’s local media system. Also for example, 
any or all aspects of the exemplary method 200 may be 
implemented in one or more components of the user’s local 
media system. 
[0042] The exemplary method 200 may, for example, begin 
executing at step 205. The exemplary method 200 may begin 
executing in response to any of a variety of causes and/or 
conditions, non-limiting examples of Which Will noW be pro 
vided. For example, the exemplary method 200 may begin 
executing in response to a user command to begin (e. g., a user 
at a media source, a user at a media production studio, a user 
at a media distribution enterprise, etc.), in response to still 
image information and/or information of user-selectable 
objects in a still image arriving at a system entity implement 
ing the method 200, in response to an electronic request 
communicated from the external entity to a system entity 
implementing the method 200, in response to a timer, in 
response to a request from an end user and/or a component of 
a user’s local media system for a still image including infor 
mation of user-selectable objects, in response to a request 
from a user for a still image Where such user is associated in 
a database With still images comprising user-selectable 
objects, upon reset and/or poWer-up of a system component 
implementing the exemplary method 200, in response to 
identi?cation of a user and/or user equipment for Which 
object selection capability is to be provided, in response to 
user payment of a fee, etc. 

[0043] The exemplary method 200 may, for example at step 
210, comprise receiving image information (e.g., picture 
information) for a still image. Various examples of such still 
images Were provided above. Note that, depending on the 
particular implementation, such still image information may, 
for example, be received With or Without information describ 
ing user-selectable objects in such a still image. 
[0044] Step 210 may comprise receiving the still image 
information from any of a variety of sources, non-limiting 
examples of Which Will noW be provided. For example and 
Without limitation, step 210 may comprise receiving the still 
image information from a still image broadcasting company, 
from a data streaming company, from a still image studio, 
from a still image database or server, from a camera or other 

still image recording device, from a scanner, from a facsimile 
machine, from an Internet still image provider, etc. 
[0045] Step 210 may comprise receiving the still image 
information via any of a variety of types of communication 
netWorks, non-limiting examples of Which Were provided 
above. Such netWorks may, for example, comprise any of 
variety of general data communication netWorks (e.g., the 
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Internet, a local area network, a personal area network, a 
metropolitan area network, etc.). Such networks may, for 
example, comprise a wireless television network (e.g., terres 
trial and/or satellite) and/or cable television network. Such 
networks may, for example, comprise a local wired network, 
point-to-point communication link between two devices, etc. 
[0046] Step 210 may comprise receiving the still image 
information from any of a variety of types of hard media (e.g., 
optical storage media, magnetic storage media, etc.). Such 
hard media may, for example, comprise characteristics of 
optical storage media (e.g., compact disc, digital versatile 
disc, Blueray®, laser disc, etc.), magnetic storage media 
(e.g., hard disc, diskette, magnetic tape, etc.), computer 
memory device (e.g., non-transitory computer readable 
medium, ?ash memory, one-time-programmable memory, 
read-only memory, random access memory, thumb drive, 
etc.). Such memory may, for example, be a temporary and/or 
permanent component of the system entity implementing the 
method 200. For example, in a scenario including the utiliZa 
tion of such hard media, step 210 may comprise receiving the 
still image information from such a device and/or from a 
reader of such a device (e.g., directly via an end-to-end con 
ductor or via a communication network). 

[0047] In an exemplary scenario, step 210 may comprise 
receiving a completed still image data set (e.g., a complete 
picture data set) for a still image, the completed still image 
data set formatted for communicating the still image without 
information describing user-selectable objects in the still 
image. For example, the received completed still image data 
set may be in conformance with a still image standard (e.g., 
J PEG, TIFF, GIF, bmp, etc.). For example, such a data set may 
be a data ?le (or set of logically linked data ?les) formatted in 
a J PEG or pdf format for normal presentation on a user’s local 
image presentation system. Such a data set of a still image, 
when received at step 210, might not have information of 
user-selectable objects in the still image. Such information of 
user-selectable objects may then, for example, be added, as 
will be explained below. 
[0048] In another exemplary scenario, step 210 may com 
prise receiving still image information (e.g., picture informa 
tion) for the still image prior to the still image information 
being formatted into a completed still image data set for 
communicating the still image. In an exemplary implemen 
tation, step 210 may comprise receiving still image informa 
tion (e.g., a bitmap, partially encoded still image information, 
etc.) that will be formatted in accordance with a still image 
standard, but which has not yet been so formatted. Such a data 
set of a still image, when received at step 210, might not have 
information of user-selectable objects in the still image. Such 
information of user-selectable objects may then, for example, 
be added, as will be explained below. 
[0049] In yet another exemplary scenario, step 210 may 
comprise receiving a completed still image data set (e.g., a 
complete picture data set) for the still image, the completed 
still image data set formatted for communicating the still 
image with information describing user-selectable objects in 
the still image. For example, the received completed still 
image data set may be in conformance with a still image 
standard (e.g., JPEG, TIFF, GIF, etc.), or a variant thereof, 
that speci?cally accommodates information of user-select 
able objects in the still image. Also for example, the received 
completed still image (orpicture) data set may be in conform 
ance with a still image standard (e.g., JPEG et al., TIFF, GIF, 
JBIG et al., PNG, AGP, AI, ANI, PNG, BMP, DNG, DCS, 

Mar. 17, 2011 

DCR, ECW, EMF, ICO, PDF, etc.), or a variant thereof, that 
while not speci?cally accommodating information of user 
selectable objects in the still image, allows for the incorpora 
tion of such information in unassigned data ?elds. For 
example, such a data set may be a data ?le (or set of logically 
linked data ?les) formatted in a JPEG format for normal 
presentation on a user’s local image presentation system. 
Such a data set of a still image, when received at step 210, 
might comprise information of user-selectable objects in the 
still image. Such information of user-selectable objects may 
then, for example, be deleted, modi?ed and/or appended, as 
will be explained below. 
[0050] Step 210 may, for example, comprise receiving the 
still image information in digital and/or analog signals. 
Though the examples provided above generally concerned 
the receipt of digital data, such examples are readily extend 
ible to the receipt of analog still image information. 
[0051] In general, step 210 may comprise receiving still 
image information for a still image. Accordingly, the scope of 
various aspects of the present invention should not be limited 
by characteristics of any particular type of still image infor 
mation or by any particular manner of receiving still image 
information unless explicitly claimed. 
[0052] The exemplary method 200 may, at step 220, com 
prise receiving object information corresponding to a user 
selectable object in the still image. Many non-limiting 
examples of receiving such object information will now be 
provided. 
[0053] Step 220 may comprise receiving the user-select 
able object information from any of a variety of sources, 
non-limiting examples of which will now be provided. For 
example and without limitation, step 220 may comprise 
receiving the user- selectable object information from a media 
(or image) broadcasting company, from a media (or image) 
streaming company, from a media (or image) studio, from a 
still image database or server, from an advertising company, 
from a commercial enterprise associated with a user-select 
able object in a still image, from a person or organization 
associated with a user-selectable object in a still image, from 
an Internet still image provider, from a third party still image 
information source, from an end user’s process executing on 
an end user’s personal computer, etc. 

[0054] Step 220 may comprise receiving the user-select 
able object information from a plurality of independent 
sources. For example, in an exemplary scenario in which a 
still image includes user-selectable objects corresponding to 
a plurality of respective interested parties (e.g., respective 
product sponsors, respective leagues or other associations, 
respective people, etc.), step 220 may comprise receiving the 
user-selectable object information from each of such respec 
tive interested parties. For example, step 220 may comprise 
receiving user-selectable object information corresponding 
to a user-selectable consumer good in a still image from a 
provider of such consumer good, receiving user-selectable 
object information corresponding to an entertainer in the still 
image from the entertainer’s management company, receiv 
ing user-selectable object information corresponding to a 
user-selectable historical landmark in the still image from a 
society associated with the historical landmark, receiving 
user-selectable object information corresponding to a user 
selectable object in the still image associated with a service 
from a provider of such service, etc. In such a multiple-source 
scenario, step 220 may comprise aggregating the user-select 
able object information received from the plurality of sources 
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(e. g., into a single user-selectable object data set) for ultimate 
combination of such user-selectable object information With 
received still image information. 
[0055] Step 220 may, for example, comprise receiving the 
user-selectable object information from a same source as that 
from Which the still image information Was received at step 
210 or may comprise receiving the user-selectable object 
information from a different source. For example and Without 
limitation, step 220 may comprise receiving the user-select 
able object information from an advertising company, While 
step 210 comprises receiving the still image information from 
a still image studio. In another example, step 220 may com 
prise receiving the user-selectable object information from a 
commercial enterprise associated With a consumer good 
object presented in the still image, While step 210 comprises 
receiving the still image information from an image server of 
a sports netWork. 

[0056] In yet another example, step 220 may comprise 
receiving the user- selectable object information directly from 
a computer process that generates such information. For 
example, an operator may display a still image on an operator 
station and utiliZe graphical tools (e.g., boxes or other poly 
gons, edge detection routines, etc.) to de?ne a user-selectable 
object in the still image. Such a computer process may then 
output information describing the object in the still image. 
Step 220 may comprise receiving the information output from 
such process. 
[0057] Step 220 may comprise receiving the user-select 
able object information via any of a variety of types of com 
munication netWorks, many examples of such netWorks Were 
provided previously. Such netWorks may, for example, com 
prise any of variety of general data communication netWorks 
(e.g., the Internet, a local area netWork, a personal area net 
Work, a metropolitan area netWork, etc.). Such netWorks may, 
for example, comprise a media netWork (e.g., terrestrial and/ 
or satellite media network). 
[0058] Step 220 may, for example, comprise receiving the 
user-selectable object information via a same communication 
netWork as that via Which the still image information Was 
received at step 210 or may comprise receiving the user 
selectable object information from a different communica 
tion netWork. For example and Without limitation, step 220 
may comprise receiving the user-selectable object informa 
tion via a general data communication netWork (e.g., the 
Internet), While step 210 comprises receiving the still image 
information via a television netWork. In another example, 
step 220 may comprise receiving the user-selectable object 
information via a general data netWork, While step 210 com 
prises receiving the still image information from a computer 
readable medium (e.g., a non-transitory computer readable 
medium). 
[0059] Step 220 may comprise receiving the user-select 
able object information from any of a variety of types of hard 
media (e.g., optical storage media, magnetic storage media, 
etc.). Such hard media may, for example, comprise charac 
teristics of optical storage media (e.g., compact disc, digital 
versatile disc, Blueray®, laser disc, etc.), magnetic storage 
media (e. g., hard disc, diskette, magnetic tape, etc.), com 
puter memory device (e. g., non-transitory computer readable 
medium, ?ash memory, one-time-programmable memory, 
read-only memory, random access memory, thumb drive, 
etc.). Such memory may, for example, be a temporary and/or 
permanent component of the system entity implementing the 
method 200. For example, in a scenario including the utiliZa 
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tion of such hard media, step 220 may comprise receiving the 
user-selectable object information from such a device and/or 
from a reader of such a device (e.g., directly via an end-to-end 
conductor or via a communication netWork). 

[0060] The object information corresponding to one or 
more user-selectable objects that is received at step 220 may 
comprise any of a variety of characteristics, non-limiting 
examples of Which Will noW be provided. 

[0061] For example, such user-selectable object informa 
tion may comprise information describing and/ or de?ning the 
user-selectable object that is shoWn in the still image. Such 
information may, for example, be processed by a recipient of 
such information to identify an object that is being selected by 
a user. Such information may, for example, comprise infor 
mation describing boundaries associated With a user-select 
able object in the still image (e.g., actual object boundaries 
(e.g., an object outline), areas generally coinciding With a 
user-selectable object (e.g., a description of one or more 
geometric shapes that generally correspond to a user-select 
able object), selection areas that When selected indicate user 
selection of a user-selectable object (e.g., a superset and/or 
subset of a user-selectable object in the still image), etc. Such 
information may, for example, describe and/or de?ne the 
user-selectable in a still image coordinate system. 

[0062] Many examples of such object description informa 
tion are provided in a variety of related US. Patent Applica 
tions. For example, as mentioned previously, US. patent 
application Ser. No. 12/774,380, ?led May 5, 2010, titled 
“SYSTEM AND METHOD INA TELEVISION FOR PRO 
VIDING USER-SELECTION OF OBJECTS INA TELEVI 
SION PROGRAM”, Attorney Docket No. 21037US02; US. 
patent application Ser. No. 12/850,832, ?led Aug. 5, 2010, 
titled “SYSTEM AND METHOD IN A DISTRIBUTED 
SYSTEM FOR PROVIDING USER-SELECTION OF 
OBJECTS IN A TELEVISION PROGRAM”, Attorney 
Docket No. 21038US02; US. patent application Ser. No. 
12/850,866, ?led Aug. 5, 2010, titled “SYSTEM AND 
METHOD IN A TELEVISION RECEIVER FOR PROVID 
ING USER-SELECTION OF OBJECTS IN A TELEVI 
SION PROGRAM”, Attorney Docket No. 21039US02; US. 
patent application Ser. No. 12/850,911, ?led Aug. 5, 2010, 
titled “SYSTEM AND METHOD INA TELEVISION CON 
TROLLER FOR PROVIDING USER-SELECTION OF 
OBJECTS IN A TELEVISION PROGRAM”, Attorney 
Docket No. 21040US02; US. patent application Ser. No. 
12/850,945, ?led Aug. 5, 2010, titled “SYSTEM AND 
METHOD IN A TELEVISION CONTROLLER FOR PRO 
VIDING USER-SELECTION OF OBJECTS INA TELEVI 
SION PROGRAM”, Attorney Docket No. 21041US02; US. 
patent application Ser. No. 12/851,036, ?led Aug. 5, 2010, 
titled “SYSTEM AND METHOD INA TELEVISION SYS 
TEM FOR PROVIDING USER-SELECTION OF 
OBJECTS IN A TELEVISION PROGRAM”, Attorney 
Docket No. 21051US02; and US. patent application Ser. No. 
12/851,075, ?led Aug. 5, 2010, titled “SYSTEM AND 
METHOD INA PARALLEL TELEVISION SYSTEM FOR 
PROVIDING USER-SELECTION OF OBJECTS IN A 
TELEVISION PROGRAM”, Attorney Docket No. 
21052US02, Which are hereby incorporated herein by refer 
ence in their entirety, provide many examples of information 
describing (or otherWise related to) user-selectable objects in 
television programming, Which may also, for example, apply 
herein to user-selectable objects in still images. 
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[0063] Also for example, such user-selectable object infor 
mation may comprise information describing the object, 
Where such information may be presented to the user upon 
user-selection of a user selectable object. For example, such 
object information may comprise information describing 
physical characteristics of a user-selectable object, back 
ground information, historical information, general informa 
tion of interest, location information, ?nancial information, 
travel information, commerce information, personal informa 
tion, etc. 
[0064] Additionally for example, such user-selectable 
object information may comprise information describing 
and/ or de?ning actions that may be taken upon user-selection 
of a user-selectable object, non-limiting examples of such 
actions and/ or related information corresponding to a respec 
tive user-selectable object Will noW be presented. 
[0065] For example, such user-selectable object informa 
tion may comprise information describing a one or more 
manners of determining information to present to the user 
(e.g., retrieving such information from a knoWn location, 
conducting a search for such information, etc.), establishing a 
communication session by Which a user may interact With 
netWorked entities associated With a user-selected object, 
interacting With a user regarding display of a user-selected 
object and/or associated information, etc. 
[0066] For example, such user-selectable object informa 
tion may comprise information describing one or more man 
ners of obtaining one or more sets of information, Where such 
information may then, for example, be presented to the user. 
For example, such information may comprise a memory 
address (or data storage address) and/or a communication 
netWork address (e.g., an address of a netWorked data server, 
a URL, etc.), Where such address may correspond to a loca 
tion at Which information corresponding to the identi?ed 
object may be obtained. Such information may, for example, 
comprise a netWork address of a component With Which a 
communication session may be initiated and/or conducted 
(e. g., to obtain information regarding the user-selected object, 
to interact With the user regarding the selected object, etc.). 
[0067] In an exemplary scenario in Which the user-select 
able object information comprises information to present to a 
user upon user-selection of a selectable object in a still image, 
such information may comprise any of a variety of different 
types of information related to the user-selected object. For 
example and Without limitation, such information may com 
prise information describing the user-selectable object (e.g., 
information describing aspects of the object, history of the 
object, design of the object, source of the object, price of the 
object, critiques of the object, information provided by com 
mercial enterprises producing and/or providing such object, 
etc.), information indicating to the user hoW the user may 
obtain the selected object, information indicating hoW the 
user may utiliZe the selected object, etc. The information may, 
for example, comprise information of one or more non-com 
mercial organizations associated With, and/or having infor 
mation pertaining to, the identi?ed user-selected object (e.g., 
non-pro?t and/or government organiZation contact informa 
tion, Web site address information, etc.). 
[0068] In another exemplary scenario, the information cor 
responding to a user-selectable object in the still image may 
comprise information related to conducting a search for infor 
mation corresponding to the user-selectable object. Such 
information may, for example, comprise netWork search 
terms that may be utiliZed in a search engine to search for 
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information corresponding to the user-selected object. Such 
information may also comprise information describing the 
netWork boundaries of such a search, for example, identifying 
particular search netWorks, particular servers, particular 
addresses, particular databases, etc. 
[0069] In an exemplary scenario the information corre 
sponding to a user-selectable object may describe a manner in 
Which a system is to intact With a user to more clearly identify 
information desired by the user. For example, such informa 
tion may comprise information specifying user interaction 
that should take place When an amount of information avail 
able and corresponding to a user-selectable object exceeds a 
particular threshold. Such user interaction may, for example, 
help to reduce the amount of information that may ultimately 
be presented to the user. For example, such information may 
comprise information describing a user interface comprising 
providing a list (or menu) of types of information available to 
the user and soliciting information from the user regarding the 
selection of one or more of the listed types of information. 

[0070] In yet another exemplary scenario, in Which an 
action associated With a user-selectable object comprises the 
establishment and/or management of a communication ses 
sion betWeen the user and one or more netWorked entities, the 
user-selectable object information may comprise information 
describing the manner in Which a communication session 
may be established and/or management. 

[0071] In still another exemplary scenario, in Which an 
action associated With a user-selectable object comprises pro 
viding a user interface by Which a user may initiate and 
perform a commercial transaction regarding a user-selectable 
object, the user-selectable object information may comprise 
information describing the manner in Which the commercial 
transaction is to be performed (e.g., order forms, ?nancial 
information exchange, order tracking, etc.). 
[0072] As shoWn above, various user-selectable objects (or 
types of obj ects) may, for example, be associated With any of 
a variety of respective actions that may be taken upon selec 
tion of a respective user-selectable object by a user. Such 
actions (e.g., information retrieval, information searching, 
communication session management, commercial transac 
tion management, etc.) may, for example, be included in a 
table or other data structure indexed by the identity of a 
respective user-selectable object. 
[0073] Other non-limiting examples of object information 
corresponding to user-selectable objects in a still image may 
comprise: athlete information (e.g., statistics, personal infor 
mation, professional information, history, etc.), entertainer 
information (e.g., personal information, discography and/or 
?lmography information, information of related organiZa 
tions, fan club information, photograph and/or video infor 
mation, etc.), landmark information (e.g., historical informa 
tion, visitation information, location information, mapping 
information, photo album information, visitation diary, chari 
table donation information, etc.), political ?gure information 
(e.g., party af?liation, stances on particular issues, history, 
?nancial information, voting record, attendance record, etc.), 
information regarding general types of objects (e.g., informa 
tion describing actions to take upon user-selection of a person 
object, of a consumer good object, of a landmark object, etc.) 
and/or speci?c objects (e.g., information describing actions 
to take When a particular person object is selected, When a 
particular consumer good object is selected, When a particular 
landmark object is selected, etc.). 
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[0074] For additional non-limiting examples of actions that 
may be performed related to user-selectable objects (e.g., in 
still images as Well as in television programming), and related 
user-selectable object information that may be combined 
With still image information, the reader is directed to US. 
patent application Ser. No. , ?led concurrently here 
With, titled “SYSTEM AND METHOD IN A DISTRIB 
UTED SYSTEM FOR RESPONDING TO USER-SELEC 
TION OF AN OBJECT IN A TELEVISION PROGRAM”, 
Attorney Docket No. 21045US02; US. patent application 
Ser. No. , ?led concurrently herewith, titled “SYS 
TEM AND METHOD IN A LOCAL TELEVISION SYS 
TEM FOR RESPONDING TO USER-SELECTION OF AN 
OBJECT IN A TELEVISION PROGRAM”, Attorney 
Docket No. 21046US02; US. patent application Ser. No. 

, ?led concurrently hereWith, titled “SYSTEM AND 
METHOD IN A TELEVISION SYSTEM FOR RESPOND 
ING TO USER-SELECTION OF AN OBJECT IN A TELE 
VISION PROGRAM BASED ON USER LOCATION”, 
Attorney Docket No. 21047US02; US. patent application 
Ser. No. , ?led concurrently hereWith, titled “SYS 
TEM AND METHOD IN A TELEVISION SYSTEM FOR 
PRESENTING INFORMATION ASSOCIATED WITH A 
USER-SELECTED OBJECT IN A TELEVISION PRO 
GRAM”, Attorney Docket No. 21048US02; US. patent 
application Ser. No. , ?led concurrently hereWith, 
titled “SYSTEM AND METHOD INA TELEVISION SYS 
TEM FOR PRESENTING INFORMATION ASSOCIATED 
WITH A USER-SELECTED OBJECT IN A TELEVISION 

PROGRAM”, Attorney Docket No. 21049US02; US. patent 
application Ser. No. , ?led concurrently hereWith, 
titled “SYSTEM AND METHOD INA TELEVISION SYS 
TEM FOR RESPONDING TO USER-SELECTION OF AN 
OBJECT IN A TELEVISION PROGRAM UTILIZING AN 
ALTERNATIVE COMMUNICATION NETWORK”, Attor 
ney Docket No. 21050US02; US. patent application Ser. No. 

, ?led concurrently hereWith, titled “SYSTEM AND 
METHOD INA TELEVISION FOR PROVIDING ADVER 
TISING INFORMATION ASSOCIATED WITH A USER 
SELECTED OBJECT IN A TELEVISION PROGRAM”, 
Attorney Docket No. 21053US02; US. patent application 
Ser. No. , ?led concurrently hereWith, titled “SYS 
TEM AND METHOD IN A TELEVISION FOR PROVID 
ING INFORMATION ASSOCIATED WITH A USER-SE 
LECTED PERSON IN A TELEVISION PROGRAM”, 
Attorney Docket No. 21054US02; and US. patent applica 
tion Ser. No. , ?led concurrently hereWith, titled 
“SYSTEM AND METHOD INA TELEVISION FOR PRO 
VIDING INFORMATION ASSOCIATED WITH A USER 
SELECTED INFORMATION ELEMENT IN A TELEVI 
SION PROGRAM”, Attorney Docket No. 21055US02. The 
entire contents of each of such applications are hereby incor 
porated herein by reference in their entirety. 
[0075] In general, the above-mentioned types of informa 
tion corresponding to user-selectable objects a still image 
may be general to all eventual vieWers (or recipients) of the 
still image, but may also be customiZed to a particular target 
user and/or end user. For example, such information may be 
customiZed to a particular user (e. g., based on income level, 
demographics, age, employment status and/or type, educa 
tion level and/or type, family characteristics, religion, pur 
chasing history, neighborhood characteristics, home charac 
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teristics, health characteristics, etc. For example, such 
information may also be customiZed to a particular geo 
graphical location or region. 
[0076] In general, step 220 may comprise receiving object 
information corresponding to a user-selectable object in the 
still image. Accordingly, the scope of various aspects of the 
present invention should not be limited by characteristics of 
any particular type of such user-selectable object information 
or by any particular manner of receiving such user-selectable 
object information unless explicitly claimed. 
[0077] The exemplary method 200 may, at step 230, com 
prise combining the received still image information (e. g., as 
received at step 210) and the received user-selectable object 
information (e. g., as received at step 220) in a combined data 
set. Many non-limiting examples of such combining Will noW 
be provided. 
[0078] As mentioned previously, step 210 may comprise 
receiving still image information (e.g., a still image data set) 
for a still image (e.g., a photographic image) by, at least in 
part, receiving a completed still image data set for the still 
image (e. g., formatted in accordance With a still image com 
munication and/or compression standard), Where the com 
pleted still image data set is formatted for communicating (or 
storing) the still image Without information describing user 
selectable objects in the still image. In such an exemplary 
scenario, step 230 may comprise combining the received still 
image information and the received user-selectable object 
information by, at least in part, inserting the received user 
selectable object information in the completed still image 
data set to create a combined data set comprising the received 
still image data set and the received user-selectable object 
information. 
[0079] For example, in an exemplary scenario in Which the 
received completed still image data set, as received, is for 
matted in accordance With a still image standard (e.g., a JPEG 
standard), step 230 may comprise inserting the received user 
selectable object information in data ?elds of the completed 
still image data set that are not assigned by the still image 
standard for any speci?c type of information (e.g., inserting 
such information into unassigned data ?elds and/or metadata 
?elds provided by the still image standard, adding neW data 
?elds to the still image standard, etc.). 
[0080] Such inserting may, for example, comprise inserting 
the received user-selectable object information in data ?elds 
of the completed still image data set that are interleaved With 
data ?elds carrying still image data. For example, such insert 
ing may be performed in accordance With a format alternating 
still image data and user-selectable object information (or 
data) on a pixel-by-pixel basis (e.g., sequencing pixel 1 still 
image data, pixel 1 user-selectable object information, 
sequencing pixel 2 still image data, pixel 2 user-selectable 
object information, etc.), by groups of pixels (e.g., pixel 1-A 
still image data, pixel 1-A user-selectable object information, 
pixel A-N still image data, pixel A-N user-selectable object 
information, etc.), by lines of pixels, by blocks of pixels, etc. 
Also for example, utiliZing pixel, coordinate or other spatial 
information, user-selectable object information need not be 
strictly placed With the still image data for the still image in 
Which the user-selectable object appears. For example, infor 
mation of user-selectable objects in a still image and/or por 
tion thereof may be communicated before and/or after the 
image data set for the entire still image is communicated. 
[0081] Also for example, in another exemplary scenario in 
Which the received completed still image data set (e.g., a 



US 2011/0066929 A1 

picture data set), as received, is formatted in accordance With 
a still image standard that speci?cally assigns data ?elds to 
information of user-selectable objects, step 230 may com 
prise inserting the received user-selectable object information 
in the data ?elds of the completed still image data set that are 
speci?cally assigned by the still image standard to contain 
information of user-selectable objects. 
[0082] Also as mentioned previously, step 210 may com 
prise receiving still image information (e. g., a still image data 
set) for a still image (e.g., a photographic image) by, at least 
in part, receiving still image information for the still image 
prior to the still image information being formatted into a 
completed still image data set for communicating (or storing) 
the still image. For example, such a scenario may comprise 
receiving information describing the still image that has yet to 
be formatted into a data set that conforms to a particular still 
image standard (e. g., bitmap information, DCT information, 
etc., Which has yet to be placed into a self-contained JPEG 
data set for communicating and/or storing the still image). In 
such an exemplary scenario, step 230 may comprise combin 
ing the received still image information and the received 
user-selectable object information into a completed still 
image data set that is formatted for communicating and/or 
storing the still image With information describing user-se 
lectable objects in the still image (e. g., into a single cohesive 
data set, for example, a single data ?le or other data structure, 
into a plurality of logically linked data ?les or other data 
structures, etc.). 
[0083] In an exemplary scenario, such a completed still 
image data set may be formatted in accordance With a still 
image standard that speci?cally assigns respective data ?elds 
(or elements) to information describing the still image and to 
user-selectable object information. In another exemplary sce 
nario, such a completed still image data set may be formatted 
in accordance With a still image standard that speci?cally 
assigns data ?elds to information describing a still image, but 
does not speci?cally assign data ?elds to user-selectable 
object information (e.g., utiliZing general-purpose unas 
signed data ?elds, adding neW data ?elds to the standard, 
etc.). 
[0084] Also as mentioned previously, step 210 may com 
prise receiving still image information for a still image by, at 
least in part, receiving an initial combined still image data set 
that comprises initial still image information and initial user 
selectable object information corresponding to user-select 
able objects in the still image. For example, prior to being 
received, the received initial combined still image data set 
may have already been formed into a single cohesive data set 
that comprises the still image information for the still image 
and information of user-selectable objects in the still image. 
[0085] In such an exemplary scenario, step 230 may com 
prise modifying the initial user-selectable object information 
of the initial combined still image data set in accordance With 
the received user-selectable object information (e.g., as 
received at step 220). Such modifying may, for example and 
Without limitation, comprise adding the received object infor 
mation to the initial object information in the initial combined 
still image data set (e.g., in unused unassigned data ?elds 
and/or in unused data ?elds that have been speci?cally 
assigned to contain user-selectable object information, etc.). 
[0086] Also such modifying may comprise changing at 
least a portion of the initial object information of the initial 
combined still image data set in accordance With the received 
user-selectable object information (e.g., changing informa 
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tion de?ning a user-selectable object in a presented still 
image, changing information about a user-selectable object to 
be presented to a user, changing information regarding any 
action that may be performed upon user-selection of a user 
selectable object, etc.). Additionally, such modifying may 
comprise deleting at least a portion of the initial object infor 
mation in accordance With the received user-selectable object 
information (e.g., in a scenario in Which the received user 
selectable object information includes a command or direc 
tive to remove a portion or all information corresponding to a 
particular user-selectable object). 
[0087] In the previously provided examples of combining 
the received still image information and the received user 
selectable object information, step 230 may comprise per 
forming such operations automatically (i.e., Without real 
time interaction With a user While such operations are being 
performed) and may also be performed With user interaction. 
For example, the received still image information and the 
received user-selectable object information may each be 
uniquely identi?ed to assist in merging such information. For 
example, step 230 may comprise analyZing such respective 
unique identi?cations to determine the still image data set in 
Which the user-selectable object information is to be inserted. 
For example, the user-selectable object information for a 
particular user-selectable object may comprise information 
indentifying the speci?c still image in Which the user-select 
able object appears. Such information may be utiliZed at step 
230 to determine the appropriate data set (e. g., still image data 
?le or other bounded data setO in Which to place the user 
selectable object information. 
[0088] In another example, step 230 may comprise present 
ing an operator With a vieW of the still image and a vieW of a 
user-selectable object in such still image for Which informa 
tion is being added to a combined dataset. Step 230 may then 
comprise interacting With the operator to obtain permission 
and/or directions for combining the still image and user 
selectable object information. 
[0089] Note that step 230 may comprise encrypting the 
user-selectable object information or otherWise restricting 
access to such information. For example, in a scenario in 
Which access to such information is provided on a subscrip 
tion basis, in a scenario in Which providers of such informa 
tion desire to protect such information from undesirable 
access and/ or manipulation, etc ., such information protection 
may be bene?cial. 
[0090] In general, step 230 may comprise combining the 
received still image information (e. g., as received at step 210) 
and the received user-selectable object information (e.g., as 
received at step 220) in a combined data set. Accordingly, the 
scope of various aspects of the present invention shouldnot be 
limited by any particular manner of performing such combin 
ing and/or any particular format in Which such a combined 
data set may be placed unless speci?cally claimed. 
[0091] The exemplary method 200 may, at step 240, com 
prise communicating the combined data set(s) (e.g., as 
formed at step 230) to one or more recipient systems or 
devices. Such communication may comprise characteristics 
of any of a variety of types of communication, non-limiting 
examples of Which Will noW be presented. 
[0092] Step 240 may, for example, comprise communicat 
ing the combined data set(s) via a communication netWork 
(e.g., a television communication netWork, a telecommuni 
cation netWork, a general data communication netWork (e. g., 
the Internet, a LAN, a PAN, etc.), etc.). Many non-limiting 
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examples of such communication network Were provided 
previously. Step 240 may, for example, comprise broadcast 
ing, multi-casting and/or uni-casting the combined data set 
over one or more communication netWorks. Step 240 may 

also, for example, comprise communicating the combined 
data set(s) to another system and/or device via a direct con 
ductive path (e. g., via a Wire, circuit board trace, conductive 
trace on a die, etc.). 
[0093] Additionally for example, step 240 may comprise 
storing the combined data set(s) on a computer readable 
medium (e.g., a DVD, a CD, a Blueray ® disc, a laser disc, a 
magnetic tape, a hard drive, a diskette, etc.). Such a computer 
readable medium may then, for example, be shipped to a 
distributor and/ or ultimate recipient of the computer readable 
medium. Further for example, step 240 may comprise storing 
the combined data set(s) in a volatile and/or non-volatile 
memory device (e.g., a ?ash memory device, a one-time 
programmable memory device, an EEPROM, a RAM, etc.). 
[0094] Further for example, step 240 may comprise storing 
(or causing or otherWise participating in the storage of) the 
combined data set(s) in a media system component (e.g., a 
component or device of the user’s local media (or still image 
presentation) system and/ or a component or device of a media 
(or still image) provider and/or a component or device of any 
still image information source. For example and Without limi 
tation, step 240 may comprise storing the combined dataset 
(s), or otherWise participating in the storage of the combined 
dataset(s), in a component of the user’s local media system 
(e.g., in an image presentation device, a digital video 
recorder, a media receiver, a media player, a media system 
controller, personal communication device, a local net 
Worked database, a local netWorked personal computer, etc.). 
[0095] Step 240 may, for example, comprise communicat 
ing the combined data set in serial fashion. For example, step 
240 may comprise communicating the combined data set 
(comprising interleaved still image information and user 
selectable object information) in a single data stream (e.g., via 
a general data network, via a television or other media net 
Work, stored on a hard medium, for example a non-transitory 
computer-readable medium, in such serial fashion, etc.). Also 
for example, step 240 may comprise communicating the com 
bined data set in parallel data streams, each of Which com 
prises interleaved still image information and user-selectable 
object information (e.g., as opposed to separate distinct 
respective data streams for each of still image information 
and user-selectable object information). 
[0096] In general, step 240 may comprise communicating 
the combined data set(s) (e. g., as formed at step 230) to one or 
more recipient systems or devices (e.g., an end user or asso 
ciated system, media (or image) provider or associated sys 
tem, an advertiser or associated system, a media (or image) 
producer or associated system, a media (or image) database, 
a media (or image) server, etc.). Accordingly, the scope of 
various aspects of the present invention should not be limited 
by characteristics of any particular manner of performing 
such communicating or by any particular recipient of such 
communication unless explicitly claimed. 
[0097] The exemplary method 200 may, for example at step 
295, comprise performing continued operations. Step 295 
may comprise performing any of a variety of continued 
operations, non-limiting examples of such continued opera 
tion(s) Will be presented beloW. For example, step 295 may 
comprise returning execution How to any of the previously 
discussed method steps. For example, step 295 may comprise 
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returning execution How of the exemplary method 200 to step 
220 for receiving additional user-selectable object informa 
tion to combine With still image information. Also for 
example, step 295 may comprise returning execution How of 
the exemplary method 200 to step 210 for receiving addi 
tional still image information and user-selectable object 
information to combine With such received still image infor 
mation. Additionally for example, step 295 may comprise 
returning execution How of the exemplary method 200 to step 
240 for additional communication of the combined informa 
tion to additional recipients. 
[0098] In general, step 295 may comprise performing con 
tinued operations (e.g., performing additional operations cor 
responding to combining still image information and infor 
mation of user-selectable objects in such still images, etc.). 
Accordingly, the scope of various aspects of the present 
invention should not be limited by characteristics of any 
particular type of continued processing unless explicitly 
claimed. 
[0099] Turning next to FIG. 3, such ?gure is a How diagram 
illustrating an exemplary method 300 for providing embed 
ded information of selectable objects in a still image, in 
accordance With various aspects of the present invention. The 
exemplary method 300 may, for example, share any or all 
characteristics With the exemplary method 200 illustrated in 
FIG. 2 and discussed previously. Any or all aspects of the 
exemplary method 300 may, for example, be implemented in 
a media system component (e. g., the media information pro 
vider 110, third party image information provider 120, a 
component of a communication netWork 130, ?rst media 
presentation device 140, ?rst media controller 160, second 
media presentation device 141, media receiver 151, second 
media controller 161, shoWn in FIG. 1 and discussed previ 
ously) and/or a plurality of such media system components 
operating in conjunction. For example, any or all aspects of 
the exemplary method 300 may be implemented in one or 
more media (or image) system components remote from the 
user’s local media system. Also for example, any or all 
aspects of the exemplary method 200 may be implemented in 
one or more components of the user’s local media (or image) 
system. 
[0100] The exemplary method 300 may, for example, begin 
executing at step 305. The exemplary method 300 may begin 
executing in response to any of a variety of causes or condi 
tions. Step 305 may, for example, share any or all character 
istics With step 205 of the exemplary method 200 illustrated in 
FIG. 2 and discussed previously. 
[0101] The exemplary method 300 may, for example at step 
310, comprise receiving image information for a still image. 
Step 310 may, for example, share any or all characteristics 
With step 210 of the exemplary method 200 illustrated in FIG. 
2 and discussed previously. For example, step 310 may com 
prise receiving any of the various types of still image infor 
mation from any of the various sources of still image infor 
mation via any of the various communication media 
discussed previously With regard to the method 200 of FIG. 2 
and the system 100 of FIG. 1 and elseWhere herein. 

[0102] For example, step 310 may comprise, for example at 
sub-step 312, receiving a completed still image data set for the 
still image, the completed still image data set formatted for 
communicating and/ or storing the still image Without infor 
mation describing user-selectable objects in the still image. 
Alternatively for example, step 310 may comprise, for 
example at sub-step 314, receiving still image information for 
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the still image prior to the still image information being 
formatted into a completed still image data set for communi 
cating and/or storing the still image. Alternatively for 
example, step 310 may comprise, for example at sub-step 
316, receiving a completed still image data set for the still 
image, the completed still image data set formatted for com 
municating and/or storing the still image With information 
describing user-selectable objects in the still image. 
[0103] The exemplary method 300 may, for example at step 
320, comprise receiving object information corresponding to 
a user-selectable object in the still image. Step 320 may, for 
example, share any or all characteristics With step 220 of the 
exemplary method 200 illustrated in FIG. 2 and discussed 
previously. For example, step 320 may comprise receiving 
any of the various types of user-selectable object information 
from any of the various sources of user-selectable object 
information via any of the various types of media discussed 
previously With regard to the method 200 of FIG. 2 and the 
system 100 of FIG. 1 and elseWhere herein. 

[0104] For example, step 320 may comprise, for example at 
sub-step 322, receiving user-selectable object information 
comprising information describing and/or de?ning the user 
selectable object that is shoWn in the still image (e.g., object 
dimension information, object movement information, etc.). 
Also for example, step 320 may comprise, for example at 
sub-step 324, receiving user-selectable object information 
comprising information regarding the user-selectable object 
that may be presented to the user upon user-selection of such 
object in a still image. 
[0105] Additionally for example, step 320 may comprise, 
for example at sub-step 326, receiving user-selectable object 
information comprising information describing and/or de?n 
ing actions that may be taken upon user-selection of a user 
selectable object (e.g., retrieving and/or obtaining and/or 
searching for information about a user-selectable object, 
information specifying a manner in Which a system is to 
interact With a user regarding a user-selected object, search 
ing for information, establishing and/or maintaining commu 
nication sessions, information describing the manner in 
Which the commercial transaction is to be performed, etc.). 
[0106] The exemplary method 300 may, for example at step 
330, comprise combining the received still image information 
(e. g., as received at step 310) and the received user-selectable 
object information (e.g., as received at step 320) in a com 
bined data set. Step 330 may, for example, share any or all 
characteristics With step 230 of the exemplary method 200 
illustrated in FIG. 2 and discussed previously. 

[0107] For example, step 330 may comprise, for example at 
sub-step 332, inserting the received user-selectable object 
information in a completed still image data set that Was 
received at step 320 (e.g., inserting such user-selectable 
object information in ?elds of the still image data set that are 
speci?ed by a standard for carrying such user-selectable 
object information, inserting such user-selectable object 
information in ?elds of the still image data set that are not 
speci?cally allocated for a particular type of data, etc.). 
[0108] Also for example, step 330 may comprise, for 
example at sub-step 334, combining received still image data 
and received user-selectable object information into a com 
pleted still image data set that is formatted for communicating 
the still image With information describing user-selectable 
objects in the still image. Additionally for example, step 330 
may comprise, for example at sub-step 336, modifying initial 
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user-selectable object information of an initial combined still 
image data set in accordance With received user-selectable 
object information. 
[0109] The exemplary method 300 may, for example at step 
340, comprise communicating the combined data set(s) (e. g., 
as formed at step 230) to one or more recipient systems or 
devices. Step 340 may, for example, share any or all charac 
teristics With step 240 of the exemplary method 200 illus 
trated in FIG. 2 and discussed previously. 
[0110] For example, step 340 may comprise, for example at 
sub-step 342, communicating the combined data set(s) via a 
communication netWork (e.g., any of a variety of communi 
cation netWorks discussed herein, etc.). Also for example, 
step 340 may comprise, for example, at sub-step 344, com 
municating the combined data set(s) by storing the combined 
data set(s) on a non-transitory computer readable medium 
and/or by transmitting the combined data set(s) to another 
device or system to perform such storage. Additionally for 
example, step 340 may comprise, for example, at sub-step 
346, communicating the combined data set in a single serial 
stream (e. g., comprising interleaved still image data and user 
selectable object information). Further for example, step 340 
may comprise, for example, at sub-step 348, communicating 
the combined data set in a plurality of parallel serial streams 
(e.g., each of such streams comprising interleaved still image 
data and user-selectable object information). 
[0111] The exemplary method 300 may, for example at step 
395, comprise performing continued operations. Step 395 
may, for example, share any or all characteristics With step 
295 of the exemplary method 200 illustrated in FIG. 2 and 
discussed previously. 
[0112] As discussed previously With regard to FIGS. 2 and 
3, various aspects of the present invention may comprise 
incorporating information of user-selectable objects in a still 
image into a combined data set that comprises such informa 
tion along With information generally descriptive of the still 
image, and communication of such a combined data set. As 
Will noW be discussed, various aspects of the present inven 
tion may comprise forming, communicating and/or storing a 
user-selectable object data set that is independent of a corre 
sponding still image data set. 
[0113] FIG. 4 is a How diagram illustrating an exemplary 
method 400 for providing information of selectable objects in 
a still image in an information stream independent of the still 
image, in accordance With various aspects of the present 
invention. Any or all aspects of the exemplary method 400 
may, for example, be implemented in a media system com 
ponent (e. g., the media information provider 110, third party 
image information provider 120, a component of a commu 
nication netWork 130, ?rst media presentation device 140, 
?rst media controller 160, second media presentation device 
141, media receiver 151, second media controller 161, shoWn 
in FIG. 1 and discussed previously) and/ or a plurality of such 
media system components operating in conjunction. For 
example, any or all aspects of the exemplary method 400 may 
be implemented in one or more media system components 
remote from the user’s local media system. Also for example, 
any or all aspects of the exemplary method 400 may be 
implemented in one or more components of the user’s local 
media system. 
[0114] The exemplary method 400 may, for example, begin 
executing at step 405. The exemplary method 400 may begin 
executing in response to any of a variety of causes and/or 
conditions. Step 405 may, for example, share any or all char 
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acteristics With steps 205 and 305 of the exemplary methods 
200 and 300 illustrated in FIGS. 2 and 3 and discussed pre 
viously. 
[0115] The exemplary method 400 may, for example at step 
410, comprise receiving image information for a still image. 
Step 410 may, for example, share any or all characteristics 
With steps 210 and 310 of the exemplary methods 200 and 300 
illustrated in FIGS. 2 and 3 and discussed previously. 
[0116] The exemplary method 400 may, for example at step 
420, comprise determining user-selectable object informa 
tion corresponding to one or more user-selectable objects in a 
still image. Step 420 may, for example, share any or all 
characteristics With steps 220 and 320 of the exemplary meth 
ods 200 and 300 illustrated in FIGS. 2 and 3 and discussed 
previously. 
[0117] For example, step 420 may comprise receiving the 
user-selectable object information from any of a variety of 
sources, non-limiting examples of Which Were provided pre 
viously (e.g., in the discussion of step 220 and elseWhere 
herein). The object information corresponding to one or more 
user-selectable objects that is determined at step 210 (e.g., 
developed by and received from a local process and/or 
received from an external source) may comprise any of a 
variety of characteristics, numerous examples of such object 
information Were provided previously (e. g., in the discussion 
of step 220 and elseWhere herein). 
[0118] The exemplary method 400 may, at step 430, com 
prise forming a user-selectable object data set comprising the 
determined user-selectable object information (e. g., as deter 
mined at step 420), Where the user-selectable object data set is 
independent of a still image data set (e.g., as received at step 
410) generally representative of the still image. Step 430 may 
comprise performing such data set formation in any of a 
variety of manners, non-limiting examples of Which Will noW 
be presented. 
[0119] For example, step 430 may comprise forming the 
user-selectable object data set (e.g., a data ?le or other data 
structure, a logical grouping of data, etc.) in a manner that is 
spatially synchronized With a still image (or a still image data 
set representative of a still image). 
[0120] For example, in an exemplary scenario in Which a 
still image data set is parsed into blocks (e.g., groups of 
pixels), step 430 may comprise forming the user-selectable 
object data set by, at least in part, parsing the user-selectable 
object information in a manner that logically mirrors the still 
image data set blocks. For example, in a scenario Where a 
user-selectable object appears in block N of a still image, the 
user-selectable object information describing the user-select 
able object may be placed in a corresponding block (e.g., Nth 
block, data segment, etc.) of the user-selectable object data 
set. In such a scenario, the user-selectable object data set 
might include null (or no) information in blocks correspond 
ing to still image blocks that do not include any user-select 
able objects. For example, the user-selectable object data set 
need not include information for block P if corresponding 
block P of the still image does not include any user-selectable 
objects. 
[0121] As another example, in an exemplary scenario in 
Which a still image data set is parsed into blocks, step 430 may 
comprise forming the user-selectable object data set by, at 
least in part, including information indicating the blocks of 
the still image in Which the user-selectable object appears 
(e. g., along With the dimensions of the user-selectable object 
and/ or other spatially descriptive information). For example, 
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in an exemplary scenario in Which a user-selectable object 
appears in blocks A-B of a still image, step 430 may comprise 
incorporating information into the user-selectable object data 
set that indicates the user-selectable object appears in blocks 
A-B of the still image, along With information describing the 
dimensions and/or locations of the user-selectable object in 
such blocks of the still image. 
[0122] Note that in an exemplary scenario in Which the 
user-selectable object data set includes information that spa 
tially synchronizes the user-selectable object data set to the 
still image data set, not all information of the user-selectable 
object data set need be so synchronized. For example, infor 
mation corresponding to user-selectable objects that is not 
spatially-speci?c may be included in the user-selectable 
object data set in an unsynchronized (or asynchronous) man 
ner. In an exemplary scenario, information describing user 
selectable objects (or selectable regions thereof) as such user 
selectable objects appear in a presented still image may be 
spatially-synchronized (e.g., block-synchronized) to the still 
image data set, While information to be presented to the user 
upon user-selection of such user-selectable objects and/or 
information describing any action to take upon user-selection 
of such user-selectable objects may be included in the user 
selectable object data set in an unsynchronized manner (e. g., 
in a data structure (or sub-data structure) that is indexed by 
object identity to retrieve such information). 
[0123] Though the above examples Were directed to spa 
tially-based synchronization of the user-selectable object 
data set to the still image (e.g., a corresponding still image 
data set), other synchronization information may also be uti 
lized. For example, in an exemplary scenario in Which a still 
image is presented for a particular time WindoW, the user 
selectable object data set may comprise time synchronization 
information indicating that such user-selectable object data 
set corresponds to the particular time WindoW. Also for 
example, step 430 may comprise incorporating data markers 
into the user-selectable object data set that correspond to 
respective markers in a still image data set. Additionally for 
example, step 430 may comprise incorporating data pointers 
into the user-selectable object data set that point to respective 
absolute and/ or relative locations Within a still image data set. 

[0124] The above examples generally apply to information 
describing the presence of user-selectable objects in the still 
image. As discussed previously, the user-selectable object 
information may also comprise information to be provided to 
the user upon selection of a user-selectable object, informa 
tion describing communication sessions and/or other actions 
that may be performed upon selection of the user-selectable 
object, etc. Note that in particular exemplary scenarios, such 
information may be incorporated into the user-selectable 
object data set at step 430. For example, step 430 may com 
prise incorporating such user-selectable object information 
into the user-selectable object data set in a manner that pro 
vides for indexing such information by object identity. For 
example, such information need only be incorporated into the 
user-selectable object data set one time (e.g., positioned in the 
user-selectable object data set such that a recipient of the 
user-selectable object data set Will have received such infor 
mation prior to user selection of the user-selectable object 
corresponding to such information). For example, in an 
exemplary scenario involving a user-selectable consumer 
good in a still image, step 430 may comprise forming the 
user-selectable object data set such that, When communicated 
to a user’s local media (or image) presentation system, infor 
















