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PERSONAL DIGITAL ASSISTANT OR 
ORGANIZER FOR MONITORING GLUCOSE 

LEVELS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application claims priority to US. Provisional 
Patent Application No. 61/249,221 ?led on Oct. 6, 2009, 
entitled “Personal Health Organizer,” the entire contents of 
Which are hereby incorporated by reference in their entirety. 
All publications and patent applications mentioned in this 
speci?cation are hereby incorporated by reference in their 
entirety to the same extent as if each individual publication or 
patent application Was speci?cally and individually indicated 
to be incorporated by reference. 

BACKGROUND 

[0002] 1. Field 
[0003] The present disclosure relates to the ?eld of patient 
monitoring devices. More speci?cally, the disclosure relates 
to portable and handheld personal health organizers that are 
adapted to be coupled With patient monitors that measure 
physiological characteristics such as blood glucose level, 
total hemoglobin, SpO2, methemoglobin, carboxyhemoglo 
bin, and the like. 

[0004] 2. Description of the Related Art 

[0005] Caregivers often employ patient monitoring sys 
tems or devices, such as pulse oximeters, capnographs, blood 
pressure cuffs, and the like, for convenient spot checking and 
even continuous monitoring of physiological characteristics 
of a patient. Patient monitoring systems generally include one 
or more sensors applied to a patient, a monitoring device, and 
one or more cables connecting the one or more sensors to the 

monitoring device. 
[0006] Portability of these monitoring systems is advanta 
geous for a number of reasons. For example, portable devices 
provide the patient With mobility and provide the caregiver 
the option of including the monitoring device When transport 
ing patients from one setting to another. Also, caregivers often 
transport patients from an ambulance to a hospital emergency 
room, and betWeen surgical, intensive care, and recovery 
settings. As another example, portable devices can also pro 
vide the patient the capability of using the monitoring sys 
tems at home or the of?ce. 

[0007] An example of a patient monitoring device is a glu 
cometer, Which is used in a procedure for measuring glucose 
concentration in the blood. Glucometers are a key element of 
home blood glucose monitoring by people With diabetes mel 
litus or prone to hypoglycemia. A glucometer typically pro 
vides a numerical readout of the patient’s glucose level. Other 
monitor devices may measure physiological characteristics 
such as total hemoglobin, SpO2, methemoglobin, carboxyhe 
moglobin, etc. 
[0008] For many conventional patient monitoring devices 
such as pulse oximeters or glucometers, separate monitoring 
devices may be needed to measure the oxygen and glucose 
level saturations. VieWing and analyzing different physiologi 
cal characteristics Would also require separate devices. More 
over, conventional patient monitoring devices are limited to 
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the specialized functions provided by the individual devices, 
Which often include limited data analysis or synchronization 
capabilities. 

SUMMARY OF THE DISCLOSURE 

[0009] Embodiments of the present disclosure provide a 
portable health organizer that enables patients and healthcare 
personnel to manage health data, and in particular, physi 
ological reading data from one or more health data collection 
devices such as a glucometer or pulse oximeter. In an embodi 
ment, the personal health organizer is a dedicated portable 
device that is adapted to retrieve reading data from a health 
data collection device, Which is a noninvasive device in an 
embodiment and an invasive device in another embodiment. 

[0010] In another embodiment, the personal health orga 
nizer is a softWare module/platform that is con?gured to be 
executed on a general purpose computing device such as a 
personal computer, a laptop, a mobile phone, a mobile com 
puter, and a Wristwatch computer. The general purpose com 
puter device is directed by the personal health organizer soft 
Ware module/ platform to collect or receive data from either an 
invasive or non-invasive health data collection device. 
Another embodiment is a personal health organizer device 
that includes an integrated health data collection module that 
is con?gured to receive physiological data reading from a 
sensor. The personal health organizer can measure various 
physiological reading data invasively or non-invasively 
through a sensor connected through a sensor port in an 
embodiment. 

[0011] In an embodiment, the personal health organizer 
provides seamless integration of the reading data With the 
patient’s existing medical data and With a number of softWare 
applications that help a patient manages his or her health. For 
example, the physiological reading data, e.g., blood glucose, 
total hemoglobin, SpO2, methemoglobin, carboxyhemoglo 
bin, can be tracked over a time period so the patient is 
reminded to take medication and/or perform a neW reading. 
The reminders can be customized or calculated based on prior 
medical history and/ or personal information such as age and 
gender stored in the personal health organizer. As another 
example, the reading data can also be forWarded to healthcare 
providers such as physicians and pharmacies so they can 
provide feedback to the patient. The personal health organizer 
can also trigger alerts if the reading data indicate an abnormal 
level that requires medical attention. 
[0012] In addition to the forgoing, embodiments of the 
present disclosure also provide electronic medical record 
(EMR) integration in conjunction With support for medical 
record synchronization across netWorked locations (e. g. via a 
cloud computing netWork). Medical data (including reading 
data and other patient-entered data such as medication sched 
ule and activity/food in-take logs) from the personal health 
organizer device are automatically synchronized With the 
corresponding records located at a remote entity (eg in a 
centralized EMR storage or at the healthcare providers’ data 
storage). For example, neWly obtained reading data can be 
synchronized With a shared, synchronized calendar so that 
both the physician and the patient user can adjust an appoint 
ment if the reading requires a change in the appointment 
schedule. As another example, prescription information can 
be synchronized so that reimbursements can be handled auto 
matically When the user ?nishes a current prescription and 
purchases a neW re?ll. In another example, the personal 



US 2011/0082711Al 

health organizer can initiate the prescription re?ll process 
after verifying drug interaction and consent of the user and the 
physician. 
[0013] In other embodiments, the personal health organizer 
includes an accelerometer that detects user motion and the 
motion can assist in the collection of and/ or display of medi 
cal/reading data. For example, the accelerometer can detect a 
user’s intent to use the device via touch/motion and automati 
cally start the collection of data When the userplaces his or her 
?nger into a sensor associated With a health collection data 
device. In another example, the personal health organizer can 
begin health data collection once the user places his or her 
?nger into a sensor associated With a health collection data 
device and/ or provides a gesture via a touch-screen input 
associated With the personal health organizer. In yet another 
example, the personal health organizer begins the data col 
lection When the user places a ?nger into the sensor. The 
LEDs and photo diodes in the sensor can detect the presence 
of the ?nger and initiate data collection. The presence of a 
?nger can be determined, for example, by determining When 
there is a signi?cant reduction in detected light. Such a reduc 
tion in detected light can indicate the presence of a ?nger and 
start the data collection process. 
[0014] In other embodiments, the personal health organizer 
includes a number of health education and gaming modules 
designed to educate the user on health management and moti 
vate the user toWard a healthier lifestyle. The educational and 
gaming content can be customized based on the user’s current 
reading data. For example, a tree icon indicative of the user’s 
health can be displayed on the personal health organizer, With 
the health of the tree corresponding to the recent readings 
obtained directly by the personal health organizer through a 
connected sensor or through an associated health data collec 
tion device. 
[0015] For purposes of summarizing the invention, certain 
aspects, advantages and novel features of the invention have 
been described herein. Of course, it is to be understood that 
not necessarily all such aspects, advantages or features Will be 
embodied in any particular embodiment of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0016] A general architecture that implements the various 
features of the invention Will noW be described With reference 
to the draWings. The draWings and the associated descriptions 
are provided to illustrate embodiments of the invention and 
not to limit the scope of the invention. Throughout the draW 
ings, reference numbers are re-used to indicate correspon 
dence betWeen referenced elements. 
[0017] FIGS. 1A and 1B illustrate an embodiment of a 
personal health organizer. 
[0018] FIGS. 2A and 2B illustrate another embodiment of a 
personal health organizer. 
[0019] FIGS. 3A and 3B illustrate yet another embodiment 
of a personal health organizer. 
[0020] FIG. 4 is a block diagram that illustrates the com 
ponents of a personal health organizer in accordance With one 
embodiment. 
[0021] FIG. 5 is a block diagram that illustrates the modules 
of a personal health organizer in accordance With one 
embodiment. 
[0022] FIG. 6A is a How diagram that illustrates various 
methods performed by the personal health organizer in accor 
dance With one or more embodiments. 
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[0023] FIG. 6B illustrates the transfer and synchronization 
of reading data and medical data in accordance With one 
embodiment. 
[0024] FIG. 7 illustrates a sample handheld monitor and an 
exemplary noninvasive optical sensor of a health data collec 
tion device in accordance With one embodiment. 
[0025] FIG. 8 is a block diagram of an example health data 
collection device capable of noninvasively measuring one or 
more blood analytes in a monitored patient, according to an 
embodiment of the disclosure. 

DETAILED DESCRIPTION OF PREFERRED 
AND ALTERNATIVE EMBODIMENTS 

[0026] Embodiments of the invention Will noW be 
described With reference to the accompanying ?gures, 
Wherein like numerals refer to like elements throughout. The 
terminology used in the description presented herein is not 
intended to be interpreted in any limited or restrictive manner, 
simply because it is being utilized in conjunction With a 
detailed description of certain speci?c embodiments of the 
invention. Furthermore, embodiments of the invention can 
include several novel features, no single one of Which is 
solely responsible for its desirable attributes or Which is 
essential to practicing the inventions herein described. 
[0027] Systems, methods, and computer-readable media 
are disclosed for obtaining and analyzing medical data from a 
medical device or a data server. More speci?cally, systems, 
methods, and computer readable media are disclosed for 
enabling a portable device to obtain and analyze medical data 
from a health data collection device, such as a glucometer. 

[0028] FIGS. 1A-1B, 2A-2B, and 3A-3B illustrate three 
primary embodiments of the personal health organizer. First, 
FIGS. 1A and 1B depict a dedicated portable personal health 
organizer device that is con?gured to receive data from a 
health data collection device such as a glucometer. In an 
embodiment, the personal health organizer is con?gured to 
analyze data from the collection device, manage the collected 
data, and use the collected data to assist the patient in man 
aging his or her personal healthcare. For example, the col 
lected data can be used to schedule reminders for the patient 
to visit his or her physician or pharmacist. Second, FIGS. 2A 
and 2B depict a general purpose computing device con?gured 
to execute a personal health organizer softWare module, With 
the computing device further con?gured to receive data from 
a health data collection device such as a glucometer. The 
general purpose computing device can be a mobile computing 
device With its oWn operating system and softWare, and has 
installed upon it the personal health organizer softWare mod 
ule con?gured to perform tasks that are substantially similar 
to those performed by the dedicated personal health organizer 
depicted in FIGS. 1A and 1B. Finally, FIGS. 3A and 3B 
depict a device that integrates a personal health organizer 
softWare module With a health data collection device module, 
With the collection device module coupled With hardWare to 
perform tasks of health data collection such as those per 
formed by a glucometer or other patient monitoring device 
described above. Each of these primary embodiments Will be 
described in further detail beloW. 

Personal Health Organizer as a Dedicated Portable Device 

[0029] FIG. 1A shoWs a personal health organizer 110 as a 
device con?gured for analyzing data collected by a health 
data collection device 112.As shoWn in FIG. 1A, the personal 
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health organizer 110 can be connected to the health data 
collection device 112 via a communications link 114. The 
communications link 114 can be a Wired or Wireless connec 
tion adapted to transfer data betWeen the tWo devices. 
Examples of Wired connections include USB, serial, and par 
allel and examples of Wireless connections include Blue 
tooth®, Wi-Fi, WiMAX, Wireless USB, and ZIGBEE. In 
various embodiments, the health data collection device 112 is 
con?gured to collect physiological data from a patient inva 
sively or non-invasively. The health data collection device 
112 can be a glucometer, a pulse oximeter, monitor devices 
that measure total hemoglobin, SpO2, methemoglobin, car 
boxyhemoglobin, and the like. Example portable non-inva 
sive monitoring devices are disclosed in co-pending U.S. 
patent application Ser. No. 12/534,827, ?led Aug. 3, 2009, 
assigned to Masimo Labs of Irvine, Calif., theAssignee of the 
present application, the disclosure of Which is incorporated 
herein by reference. 
[0030] The personal health organizer 110 can comprise a 
computing system con?gured to perform functional tasks of 
various embodiments of the invention. For example, in an 
embodiment, the personal health organizer 110 accesses data 
collected by the health data collection device 112 or stored at 
a medical data server 120 connected via a netWork 124, Which 
can include a LAN, WAN, or the Internet. The medical data 
server 120 and the personal health organizer 110 can be 
connected to the netWork via communications links 146 and 
148, respectively, and the communications links can include 
Wired or Wireless connections. The medical data server 120 
can be a conventional, preexisting data system operated by an 
entity such as a hospital or an insurance company. 

[0031] In the embodiment depicted in FIG. 1B, the health 
data collection device 112 includes a ?nger clip sensor 116 
connected to a monitor 118 via a cable. Moreover, the monitor 
118 can advantageously includes electronic processing, sig 
nal processing, and data storage devices capable of receiving 
signal data from the sensor 116, processing the signal data to 
determine one or more output measurement values indicative 
of one or more physiological parameters of a monitored 
patient, and displaying the measurement values, trends of the 
measurement values, combinations of measurement values, 
and the like. Alternatively, in an embodiment, the personal 
health organizer 110 includes a sensor port that alloWs for a 
sensor such as the sensor 116 to be connected directly to the 
personal health organizer 110, and in that embodiment the 
personal health organizer 110 includes components and 
devices for processing the signal data from the sensor 116. 
[0032] The monitor 118 can also include other compo 
nents, such as a speaker, a poWer button, removable storage or 
memory (e.g., a ?ash card slot), anAC or DC poWer port, and 
one or more netWork interfaces, such as a universal serial bus 

(USB) interface, an Ethernet port, or a Wireless port. These 
interfaces and ports can be used by the monitor 118 in one 
embodiment to communicate With the sensor 116 via a com 
munication link 104, Which may include various types of 
communication protocols and links as described above With 
respect to the communication link 114. For example, the 
monitor 118 can include a display that can indicate a mea 
surement for glucose, for example, in mg/dL. Other analytes 
and forms of display can also appear on the monitor 118. 

[0033] In addition, although a single sensor With a single 
monitor 118 is shoWn, different combinations of sensors and 
device pairings can be implemented. For example, multiple 
sensors can be provided for a plurality of differing patient 
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types or measurement sites or even patient ?ngers. The sensor 
116 can also connect to the monitor 118 Wirelessly. Altema 
tively, the sensor 116 and the monitor 118 can be integrated 
into a single unit. A skilled artisan Would appreciate that many 
other monitoring device con?gurations can be used as Well. 

Personal Health Organizer as a SoftWare Module 

[0034] FIG. 2A depicts another embodiment With a per 
sonal health organizer softWare module 132 executed on a 
general purpose computing device 126, With the computing 
device 126 coupled With the health data collection device 112 
via a communications link 128. The communications link 128 
can be a Wired or Wireless connection adapted to transfer data 
betWeen the tWo devices. The personal health organizer mod 
ule 132 can be an executable program on an operating system 
of a device such as a mobile phone, a personal digital assis 
tant, a portable music player, an electronic book reader, a 
netbook, a TV media center, and a laptop or desktop com 
puter. For example, the personal health organizer module 132 
can be an application that is executed on the operating system 
of a mobile phone such as the iPhone manufactured by Apple, 
Inc., a Blackberry device manufactured by Research In 
Motion, Inc., the Pre manufactured by Palm, Inc, or a mobile 
device manufactured by HTC, Nokia, or Motorola, etc. In an 
embodiment, the personal health organizer softWare module 
132 is con?gured to perform tasks that are substantially simi 
lar to those performed by the dedicated personal health orga 
nizer depicted in FIG. 1A. In an embodiment, the computing 
device 126 is connected to the netWork 124 via a communi 
cations link 122, Which can be a Wired or Wireless connection. 
As With FIG. 1A, the computing device 126 can be connected 
to the medical data server 120 via the netWork 124. 
[0035] As shoWn in FIG. 2B, the general computing device 
126 can be coupled With the health data collection device 112, 
With the monitor 118 and sensor 116 as described above. In 
the embodiments shoWn in FIGS. 1A, 1B, 2A, and 2B, the 
communication and/or I/O interfaces of the health data col 
lection device 112 can be used to connect to personal health 
organizer 110 or 126. For example, the USB interface could 
be used to connect the monitor 118 to a USB port of the 
personal health organizer 110 or 126.As another example, the 
Wireless port of the health data collection device 112 could be 
used to communicate With the personal health organizer via a 
Wireless link, such as an RF or infrared link or a Bluetooth® 
link. A skilled artisan Will appreciate that a variety of other 
con?gurations and communication mechanisms are possible. 
For example, in an embodiment, general purpose computer 
device 126 includes a sensor port that alloWs for a sensor such 
as the sensor 116 to be connected directly to the general 
purpose computer device 126, and in that embodiment the 
general purpose computer device 126 includes components 
and devices for processing the signal data from the sensor 
116. In another embodiment, the sensor 116 can be connected 
Wirelessly to the general purpose computer device 126 
through one or more knoWn Wireless connection protocols 
such as Bluetooth®. A skilled artisan Will also appreciate that 
connecting the monitor 118 to the personal health organizer 
can alloW the personal health organizer to collect, store, or 
analyze the output measurement values produced by the 
monitor 118. 
Integrated Device With Personal Health Organizer and Health 
Data Collection Modules 
[0036] FIG. 3A depicts another embodiment With a per 
sonal health organizer softWare module 132 executed on a 
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computing device 130 that is integrated With a health data 
collection device module 134. In an embodiment, the health 
data collection device module 134 is con?gured to collect 
physiological data such as glucose reading and other physi 
ological parameters. In an embodiment, the health data col 
lection device module 134 includes components and devices 
for processing the signal data from the sensor 116. As shoWn 
in FIG. 3B, the integrated device 130 can include a monitor 
display and a sensor 116. The monitor display can provide for 
display for both the personal health organizer software mod 
ule 132 and the health data collection device module 134. In 
an embodiment, the sensor 116 can be further integrated into 
the integrated device 130. In another embodiment, the Wire 
connecting the sensor 116 to the integrated device 130 can be 
retractable or detachable so that the sensor 116 can be housed 
Within the integrated device 13 0 or elseWhere When the sensor 
116 is not in use. In the detachable embodiment, the inte 
grated device 130 includes a sensor port that alloWs for the 
sensor 116 to be connected directly to the integrated device 
130 through one or more knoWn connection/communication 
protocols including USB and Ethernet. The sensor 116 can 
also connect Wirelessly to the integrated device 130. 
[0037] In one or more embodiments, the personal health 
organizer 110, 126 or 130 can be covered by a Water-proof 
case (eg a case that can Withstand Water pressure up to 300M 

in depth). In an embodiment, the sensor 1 16 is either detached 
from the personal health organizer device or integrated into 
the personal health organizer Within the Water-proof case. The 
case can alloW, for example, divers to use the personal health 
organizer under Water. 
[0038] Although a single personal health organizer is 
depicted in FIGS. 1A-3B, many different personal health 
organizers, monitoring devices, or sensors that operate as 
described above can be provided. In addition, multiple dis 
tinct healthcare entities and systems can communicate With a 
personal health organizer and its associated monitoring 
device and/or sensor. This can include corporate tWo-Way 
interaction of data hubs such as Google Health, Microsoft 
Health Vault, and hubs maintained by WellPoint or other 
insurers. One skilled in the art Will appreciate that any number 
of patients or healthcare professionals can be provided access 
to the personal health organizer 110, 126, or 130 or the data 
server 120. 

Personal Health Organizer Components4General 

[0039] FIG. 4 illustrates in more detail components of an 
example personal health organizer 110, general computing 
device 126 (With a personal health organizer module 132) or 
integrated device 130 in accordance With various embodi 
ments (hereinafter referred to as “personal health organizer”). 
In an embodiment, the components are divided into required 
components and optional components. In FIG. 4, the required 
components are illustrated in blocks With continuous lines 
While the optional components are illustrated in blocks With 
dotted lines. 
[0040] As illustrated in FIG. 4, various embodiments of the 
personal health organizer include one or more of the folloW 
ing components: one or more computer processor(s) 202, a 
storage 204, a display/touch panel 206, and an interface 208. 
One or more of these components can be connected together 
via a system bus 210. In an embodiment, the storage 204 
includes (1) data storage such as a hard disk and/ or removable 
media such as a ?ash drive, and/or (2) memory storage such as 
RAM or ROM. The processor(s) 202 can process signals 

Apr. 7, 2011 

received from a sensor such as the sensor 116 shoWn in FIGS. 

1B, 2B, and 3B and derive physiological readings such as 
blood glucose level or other parameters from the signals. The 
storage 204 can include instructions or data for performing 
one or more methods disclosed herein. In one or more 

embodiments, the storage 204 includes a media card reader 
interface that accepts a media card such as an SD card, a 
microSD card, a memory stick, a CF card and the like. The 
portable media card can be used to store patient information 
and enable the personal health organizer device to be shared, 
With the settings and data for the individual user stored in the 
user’s media card. The personal health organizer can also 
include a biometric identi?cation module (such as a vein 
pattern or ?nger print scanner) 246 to distinguish one user 
from another or provide security for information stored. 

[0041] In an embodiment, a personal health organizer com 
puting platform/module 300 and related modules (shoWn in 
FIG. 5) are stored in storage 204 and executed on the proces 
sor 202. Additionally, the personal health organizer can 
access information including patient medical and reading 
data stored in storage 204 in performing methods disclosed 
herein. 

[0042] The interface 208 can include an input 234, Which 
can in turn include Wired and Wireless input connections in 
accordance With various protocols such USB, serial, parallel, 
SATA, FireWire (IEEE 1394), Bluetooth®, Wi-Fi, WiMAX, 
Wireless USB, ZIGBEE, etc. Although interface 208 is 
shoWn as a simple interface, multiple interfaces could be 
used. For example, the interface can include one or more 
commonly available input/output (I/O) interfaces that pro 
vide a communication interface to various external devices, 
connected via a Wired, Wireless, or combination of Wired and 
Wireless, communication link. In addition, sensor interface 
224 can double as a Wired interface to other connection types. 

[0043] The input 234 can also accept input from an input 
device such as a keyboard, a mouse, a speech recognition 
device, a touch screen device and/or other data entering 
devices. In an embodiment, the user inputs information 
through the touch screen functionality integrated into the 
display/touch panel 206. The input 234 can be connected to 
the health data collection device 112, other medical devices, 
other computing devices, etc. to collect medical and/or physi 
ological reading data that is to be processed, analyzed, and/or 
communicated. 

[0044] In an embodiment, the interface 208 also includes a 
netWork interface 240 that can receive information over any 
type of netWork, such as a telephony-based netWork (e.g., 
PBX or POTS), a local area netWork (LAN), a Wide area 
netWork (WAN), a dedicated intranet, and/ or the Internet. The 
netWork interface 240 can include a Wired interface such as an 
Ethernet interface or a Wireless interface such as Wi-Fi or 
WiMAX. 

[0045] The personal health organizer can be adapted to 
provide output information to an output 232, With the infor 
mation output through Wired and Wireless connections in 
accordance With various protocols such USB, serial, parallel, 
SATA, FireWire, Bluetooth®, Wi-Fi, WiMAX, Wireless 
USB, ZIGBEE, etc. Information can also be output to an 
external display 228 and/ or a printer 230. 

[0046] As further described beloW, the personal health 
organizer can use the stored patient information to generate 
reports, alerts, and the like for healthcare providers. The 
personal health organizer can then output the medical infor 
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mation via the output 232 and/or send the medical informa 
tion through via the network 124. 
[0047] The storage 204 can store personal data associated 
With patients connected to the personal health organizer, such 
as name, address, telephone number, driver’s license number, 
social security number, credit card account number, checking 
account number, age, gender, ethnicity, etc. Sensitive or per 
sonal data may be stored in an encrypted format and/or not 
stored on the personal health organizer. In an embodiment, 
the user is provided With data storage and security options and 
can con?gure the device as desired. In an embodiment, infor 
mation stored on the device can be remotely Wiped, for 
example, if the device is lost or stolen. The storage 204 can 
preferably also include records of reports generated for the 
healthcare providers (When a provider is the user) or patients, 
alerts generated for the healthcare providers or patients, 
patients associated With the healthcare providers, and 
requests made by the healthcare providers or patients. The 
storage 204 can also include the healthcare provider’s or 
patient’s membership identi?cation (“ID”) and passWord. 
The information to be stored in the storage 204 canbe entered, 
obtained, or transmitted using the touch screen enabled dis 
play 206, the input and output 232 and 234, and/or the net 
Work interface 240. 

[0048] The personal health organizer in an embodiment 
includes one or more of: a media decoder/encoder/player 218 

for playing back music and media, a phone 226, a built-in 
video/ still capability camera 214, a barcode interface 220, a 
magnetic compass/accelerometer 216, a sensor interface 224, 
a glucose strip reader 222, a biometric identi?cation module 
(such as a retinal, vein pattern, or ?nger-print scanner) 246, 
and an audio component 244. The media player 218 can play 
back media such as music and video via a media center 
softWare displayed on the display 206. The camera 214 can 
support a document scanner that alloWs user to input docu 
ments and forms from healthcare providers or insurance com 
panies. In an embodiment, the camera is paired With an opti 
cal character recognition module so that scanned medical 
forms can be converted into data that can be uploaded for 
synchronization at a server in a netWork (eg a cloud com 

puting netWork) or stored on the personal health organizer 
device. The scanner can also enable the user to ?ll out a 
medical form and send the completed form to a healthcare 
provider or an insurance company. User can also photograph 
or scan the bar code of prescriptions and food packaging to 
obtain information on drug and nutrition. 

[0049] The sensor interface 224 can be used to connect to a 
health data collection device and/or a sensor such as the 
sensor 116 shoWn in FIGS. 1A-3B to obtain reading data from 
the device or sensor. The glucose strip reader 222 can be used 
to read/scan glucose strips and obtain reading data from the 
strips. The barcode interface 220 can be used for distinguish 
ing patient records in a hospital setting. 
[0050] The personal health organizer can also include a 
GPS receiver component 212, Which can determine the loca 
tion of the personal health organizer. The GPS receiver com 
ponent 212 can include a digital GPS receiver that can deter 
mine the location of the personal health organizer by 
determining coordinates, such as latitude, longitude, altim 
eter, etc. using conventional methods knoW in the art. In the 
case of an emergency associated With a user of the personal 
health organizer, emergency services or address book con 
tacts can be contacted and location information of the user can 
be given by the personal health organizer using information 
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provided by the GPS receiver component 212. In addition, the 
personal health organizer can be adapted to locate and dis 
cover nearby healthcare facilities and/ or computing devices. 
For instance, the personal health organizer can determine its 
location as discussed above, and from knoWing its location it 
could determine the closest hospital or pharmacy, etc. The 
personal health organizer can also determine What medical 
devices, equipment, monitors, and/or other computing 
devices are located near it, for example, by using the broad 
cast IDs ofthese devices (eg Wi-Fi SSIDs). 

[0051] In an embodiment, the magnetic compass/acceler 
ometer component 216 enables a virtual reality capability. 
For example, a panoramic photo can be vieWed on the display 
206 by tilting/rotating the device, Where the device updates 
the current vieWing angle of the picture using the 3D accel 
eration vector from the accelerometer and the direction from 
the magnetic compass. In an embodiment, other accelerom 
eter-related features include an orientation aWare graphic user 

interface (GUI) on the display 206, Whereby the GUI adjusts 
according to the physical orientation of the personal health 
organizer device. In another embodiment, the GUI provides a 
hospital navigational feature that can assist a user With navi 
gating or routing through a hospital, for example, using a 
virtual reality depiction of the hospital. In addition, the dis 
play 206 can be con?gured so that a “Portrait View” is used to 
display numbers and a “Horizontal/ Landscape” vieW is used 
to vieW full screen trended data (e. g. readings tracked over a 
period of time). Both vieW options can be overridden in the 
control menu of the personal health organizer device. While 
in the “trend vieW,” in an embodiment, the user can slide the 
trend timeline along a horizontal axis shake of the device, 
Which can be taken to be a user generated gesture interaction 
With the device. In another embodiment, the user can rapidly 
shake the personal health organizer device and press the 
poWer button shortly to clear the trend that is being vieWed. In 
another embodiment, the user can control or access the scroll 
menu With a vertical axis shake. An icon can be displayed to 
shoW a 2D bubble level and/or a 3D bubble level to give the 
user feedback that the device is being used in a good orien 
tation for use. 

[0052] In yet another embodiment, While the personal 
health organizer device is in an “Exercise Activity Flag 
Mode,” the physical movement of the user is measured and 
correlated With the user’s pulse rate, With the pulse being 
measured by the personal health organizer or a sensor 
strapped to the exercising user, in order to rate the user’s 
physical activity. 
[0053] In other embodiments, the accelerometer can be 
used so that a three-axis tilt of the device can adjust the 
perspective vieW of numerical 3D objects, and a three-axis tilt 
of the device can adjust the perspective vieW of the graph for 
more information. In other embodiments, a steady rapid 
shake of the device can be re?ected in the falling apart of 
screen information on the display 206 and a prompt to notify 
the user that heavy vibration is detected. Rapid shaking of the 
device during an alarm clock noti?cation can snooze the 
alarm. 

[0054] The personal health organizer can include a device 
history log in Which a user voluntarily provides access to log 
data so the manufacturer of the personal health organizer 
device can determine usage frequencies of various features. 
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The log can be anonymized so that personal medical data is 
blacked out, blocked, or not provided. 

Personal Health Organizer ComponentsiAccessibility Fea 
tures 

[0055] The personal health organizer can also include soft 
Ware and/or hardWare support (eg the audio component 244) 
for providing a user interface for visually impaired users, 
including speech and command recognition. In an embodi 
ment, the personal health organizer provides haptic (touch 
based) feedback. The feedback can be provided in addition to 
the audible voice and tonal feedback of the device (e. g. having 
a vibration noti?cation on each screen interaction to assist the 

user in navigating the screens). 
[0056] One embodiment of the personal health organizer 
includes an “auto-start” feature in Which, after poWer on, the 
motion sensor and sensor 116 detects if a ?nger is placed and 
held steady for a time period (eg tWo seconds) at the sensor 
116. If so, the device starts the measurement and can option 
ally upload the result to a server. In an embodiment, the 
auto-start feature can be paired With audible instructions, sent 
via the audio component 244, to assist the user in using the 
device in auto-start mode. 

Modules of the Personal Health Organizer 

[0057] In one or more embodiments, the personal health 
organizer device includes one or more modules as shoWn in 
FIG. 5. As shoWn, the personal health organizer device 
includes a medical and/or physiological data input softWare 
module 310 that supports and/ or controls the receipt of medi 
cal or physiological reading data from the health data collec 
tion device 112, for example. In addition, a sensor interface 
module 306 can be included in the personal health organizer 
device to interface With various sensors. For example, in the 
embodiment depicted in FIGS. 3A and 3B, Where the health 
data collection functionality is integrated into the personal 
health organizer device, the personal health organizer 
includes the sensor interface module 306 to interface With the 
attached sensor 116. 

[0058] In an embodiment, the personal health organizer or 
personal health organizer module further includes a personal 
health organizer softWare platform 300 on Which one or more 
of the folloWing modules can be executed. In another embodi 
ment, the modules can be executed on an operating system on 
a computing device apart from the personal health organizer 
platform 300. The modules include a netWork computing 
support module 302, a communications I/ O interface module 
304, an electronic medical data integration module 322, a 
gaming module 324, a medical data analysis module 326, a 
medical information and education module 328, a device 
security module 342, and a medical data display module 344. 
These modules are further described as folloWs. 

Medical Data Analysis Module 

[0059] The medical data analysis module 326, by Way of 
example, can be used to receive medical or physiological data 
from the health data collection device 112 and/or the sensor 
116. For example, the medical data analysis module 326 can 
be used to receive the measurement outputs from the monitor 
118 in FIGS. 1B and 2B. As another example, the medical 
data analysis module 326 can be used to receive data from the 
sensor 116 in FIG. 3B. The medical data analysis module 326 
can then analyze the data received from the sensor 116 to 
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determine reading data and/ or measurement values similar to 
those determined by the monitor 118. 
[0060] After receiving or determining the reading data, the 
medical data analysis module 326 canperform analysis on the 
reading data. For example, the medical data analysis module 
326 can determine both pre-prandial and post-prandial peak 
glucose levels. This analysis can help healthcare profession 
als knoW When and hoW to titrate medications, especially for 
patients Who are on an insulin sliding scale coverage. As 
another example, the medical data analysis module 326 can 
determine the mean glucose levels (daily, Weekly, or monthly, 
etc.). The medical data analysis module 326 can also deter 
mine the correlation betWeen the hemoglobin A1c and the 
glucose levels over a period of time, e.g., a tWo to three month 
period. This can shoW hoW Well controlled the patient’s blood 
sugar level is based on the glucose readings from the glucom 
eter. These functions described can be performed by the 
medical data analysis module 326, a sub-module, and/or a 
separate program on the personal health organizer. 

Medical Data Analysis ModuleiData Tracking 

[0061] In addition to receiving medical data, the medical 
data analysis module 326 can be con?gured to send collected 
or stored medical data to interested parties using the netWork 
computing support module 302 and/or the communications 
I/O interface module 304. For example, the medical data 
analysis module 326 can send a digital copy of a user’s entire 
medical record, proof of health insurance, etc. to interested 
parties, such as a physician of?ce. Medical data including 
current and past readings, reading trends, analyses, medical 
records, insurance records, can be sent via email, text mes 
sage, or any other communication medium/protocol to any 
interested party. LikeWise, an interested party (e.g. doctor, 
insurance company) can also send the same type of data to the 
personal health organizer via email, text message, or any 
other communication medium/protocol and the attached/ 
transmitted data can be integrated into the records kept on the 
personal health organizer. 
[0062] The medical data analysis module 326 can further 
include one or more sub-modules or programs for tracking 
medical data, including reading data and/or data related 
patient activities and correlating the medical data With patient 
activities. For example, the medical data analysis module 326 
can track daily food intake that can be doWnloaded via net 
Work 124. In that embodiment, the medical data analysis 
module 326 is used to receive input from a user, via the input 
234 and/or the display/touch panel 206, indicating food taken 
throughout the day. Then the medical data analysis module 
326 can store the input in the storage 204, analyze the input to 
determine trends, and/ or generate reports based on the input. 
This can help the physician, dietician, or patient to improve or 
modify dietary strategies for glucose control. In an embodi 
ment, trending data is displayed to the user in various graphi 
cal formats on the display 206 through the medical data 
display module 344. 
[0063] As another example, the medical data analysis mod 
ule 326 can track the glycemic index (GI), Which describes 
the effect of carbohydrates on glucose level, and is sometimes 
used for medical nutrition therapy. In another embodiment, 
the medical data analysis module 326 can maintain a log of 
insulin injections given and/or received to shoW a patient’s 
compliance With medications. The insulin injections can be 
input by the user into the personal health organizer via the 
user interface on the display 206 or input automatically With 
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digital syringe. The medical data analysis module 326 can 
also generate hypoglycemia or hyperglycemia alerts. For 
example, When the received reading data indicates that blood 
glucose is too loW or too high, the medical data analysis 
module 326 can alert the patient and prompt the patient to log 
any symptoms of hypoglycemia or hyperglycemia. More 
over, the medical data analysis module 326 can have thresh 
old reading values and/or accompanying symptom checklists 
con?gurable by a physician or a patient, so that if blood 
glucose values are detrimentally loW or high and/or certain 
accompanying symptoms appear, alerts Will be automatically 
sent to the patient’s physician or emergency medical person 
nel. Similarly, the medical data analysis module 326 can 
determine if a user has missed a reading and it can send alerts 

(via SMS, email, automated voice call, etc.) to a friend, family 
member, or a caretaker to check on the user. 

[0064] Moreover, the medical data analysis module 326 can 
calculate the amount of insulin to be given based on the user’s 
carbohydrate intake and glucose level post-prandial. This is 
helpful for patients Who are on an insulin sliding scale cov 
erage. Also, the medical data analysis module 326 can per 
form continuous blood glucose monitoring for patients in a 
hospital setting or in critical care. 
[0065] The medical data analysis module 326 can also be 
con?gured to manage activity ?ags, based on data input by a 
user. The data input can, by Way of example, include: exercise 
time and severity of exercise, insulin (basal bolus) dosage, 
medication taken, food (GI index, carbohydrates/proteins) 
consumed, Weight tracking, pulse rate tracking, or CO track 
ing for smokers. In addition, the tracking can include custom 
?ags for other user-de?ned activities. 
[0066] In an embodiment, the medical data analysis mod 
ule 326 Works With the medical data display module 344 to 
provide visualization of health data tracking or trending. In an 
embodiment, the medical data display module 344 displays 
trended data for a user in a variety of graphical formats, for 
example, When rotated in a horizontal position. The trended 
data can contain continuous or spot readings of measureable 
parameters or user input for activity ?ags, as discussed above. 
[0067] A skilled artisan Would appreciate that the medical 
data analysis module 326 could be associated With different 
types of programs or applications installed by the user that 
can interface With the medical data analysis module 326. The 
functions described herein can also be performed by the 
medical data analysis module 326 alone, one or more sub 
modules, and/or one or more separate modules/programs on 
the personal health organizer. 

NetWork Computing Support Module and Electronic Medical 
Data Integration Module 

[0068] In addition to analyzing reading data and providing 
the user With reminders, alerts, and other feedback to improve 
the user’s health, the personal health organizer in an embodi 
ment includes the electronic medical data record integration 
module 322 and/or the netWork computing support module 
302 to assist in medical data synchronization. For example, 
the electronic medical data record integration module 322 can 
provide data backup and synchronization of medical results, 
contacts, and other user data (music, videos, etc.). The elec 
tronic medical data record integration module 322 can also be 
con?gured to enable synchronization of emails, text mes 
sages, and voice messages. The electronic medical data 
record integration module 322 and/ or the netWork computing 
support module 302 can also be con?gured to synchronize 

Apr. 7, 2011 

patient data to centralized medical data servers such as 
Google Health, Microsoft Health Vault, etc. 
[0069] The electronic medical data record integration mod 
ule 322 can also enable non-patients such as physicians and 
family members of a primary patient user to synchronize 
patient data With different access privileges. For instance, an 
alias can be created to alloW non-trusted sources to revieW 
patient data Without personally identi?able information. The 
electronic medical data record integration module 322 can 
further enable a user to prove good health practices and com 
pliance to receive special discounted rates or rate cuts from 
health insurance providers. In an embodiment, the electronic 
medical data record integration module 322 and/or the net 
Work computing support module 302 include an embedded 
Web server that alloWs access to locally stored history, read 
ing/medical data, data settings, and calendar, etc. 
[0070] The electronic medical data record integration mod 
ule 322 and the netWork computing support module 302 can 
be associated With a calendar program. The program can 
alloW a user to synchronize the calendar of the personal health 
organizer With an online synchronized calendar such as Out 
look, iCalendar, Google Calendar, Yahoo Calendar, etc. The 
calendar can also provide an alarm function, including a 
smart clock that can store or access times for scheduled tests 

and can determine, based on reading data, if more tests are 
needed (invasive or non-invasive). As another example, When 
a prescription is entered, the personal health organizer device 
in an embodiment tracks medication intake and provides 
reminders for taking the prescribed medication. 
[0071] In addition, the electronic medical data record inte 
gration module 322 can be con?gured such that the personal 
health organizer can be used by multiple users. For example, 
each user’s data can be tracked separately on the same device. 
As a result, for instance, one family Would only have to buy 
one device for spot checking, and family members can login 
via a passWord or a biometric identi?cation system as further 
described beloW. As another example, an endocrinologist 
o?ice could purchase patient licenses and store the data of 
patients the o?ice spot-checks, With the patient records sepa 
rated by identi?cation tags and protected via the security 
features described herein. A skilled artisan Would appreciate 
that the users ’ medical data (including insurance information) 
could be stored separately on the personal health organizer or 
a remote system, e.g., an Electronic Medical Record (EMR) 
server located on a remote computing netWork (e.g. cloud 

computing netWork). 
[0072] In an embodiment, the medical data stored on the 
personal health organizer can be retrieved by an EMS or a ?rst 
responder through the use of a Rad 57 or similar device. A 
physician can also perform data retrieval using a similar 
device. In another embodiment, the electronic medical data 
record integration module 322 can be con?gured to manage 
medical expenses and reimbursements. The electronic medi 
cal data record integration module 322 can be used to track 
health items purchased by the user and synchronize the items 
With a medical expense account. The purchased items can 
also be compared by a comparison shopper module/program 
for best prices and alternative products. The purchase history 
information can also be sent to insurance companies for reim 
bursement of co-pay overages, for example. 
[0073] In another embodiment, the netWork computing 
support module 302 can be con?gured to provide reminders 
to the user if the personal health organizer is not With the user. 
For example, the user can call the personal health organizer 
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via phone or send an email or text message with a particular 
question regarding appointment times, medication intake 
schedule, etc. In an embodiment, the personal health orga 
nizer or a data server with synchronized medical data records 
within a remote computing network (e.g. cloud computing 
network) provides answers to the particular questions sent. 
[0074] Since diabetic patients are likely users of the per 
sonal health organizer and diabetes can sometimes lead to 
vision impairment, in an embodiment the electronic medical 
data record integration module 322 is con?gured to synchro 
nize eye care prescription requirement dates and vision 
check-ups on a calendar. In an embodiment, the personal 
health organizer includes software for testing the user’s vision 
on the device to determine if a new prescription is needed. The 
testing software can include Ishihara plates and distance 
charts displayed on the display 206, with the displayed testing 
materials sized according to an arm’s length testing distance. 

[0075] In yet another embodiment, the electronic medical 
data record integration module 322 is con?gured to coordi 
nate prescription. For example, once a user’s physician ver 
bally mentions a prescription, the personal health organizer 
can acoustically identify the drug term and search for generic 
alternatives. Once the physician agrees to the drug (either the 
branded drug or the suggested generic alternative), the elec 
tronic medical data record integration module 322 is con?g 
ured in an embodiment to locate a closest pharmacy (using the 
built-in GPS and/or triangulation software based on cell 
tower location) with the best price and provides contact infor 
mation of the pharmacy to the user. It can also provide the 
pharmacy information to a remote computing network (e.g. 
cloud computing network) for data synchronization or send it 
directly to the user’s physician so that he or she can submit an 
electronic prescription. 
[0076] Various embodiments of the personal health orga 
nizer also provide for exchange of medical data and related 
information via email. For example, while a caregiver is 
taking a reading or measurement of a patient with the personal 
health organizer, the caregiver can ask the patient whether or 
how the patient would like to receive information relating to 
the measurement, and if the patient prefers email or text 
messages, the email or text message format. The caregiver 
can input these communication preferences and send an email 
or text message to the patient at the point of measurement. In 
one embodiment, an email of the reading or measurement is 
automatically sent to the patient upon the completion of mea 
surement process. In another embodiment, the email is sent 
later at the direction of the caregiver user or at a time con?g 
ured by the caregiver user. The email or text message could 
also be routed to additional supervising caregivers, medical 
records personnel or ?les, others in the health providing 
mechanism for a particular patient, or the like. In some 
embodiments, federal, state, local, caregiver facility rulemak 
ing bodies may place requirements on the distribution and/or 
content of the information, including, for example, the level 
of permission required for certain types of data based on, for 
example, the content thereof. In those instances, the personal 
health organizer may advantageously ask the caregiver at the 
point of measurement to acquire the appropriate permissions, 
or withhold sending the email or text message until such 
permissions are processed, authenticated, veri?ed, or other 
wise checked and approved or the like. In other embodiments, 
the personal health organizer may review the available per 
missions and appropriate rule authorities and determine the 
format and content of the email or text message that is avail 
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able for sending. For example, the personal health organizer 
may include less information, less detailed information, dif 
ferent groupings of medical and/or personal information 
based on a particular patient’s permissions and/ or applicable 
medical data disclosure rules. Other forms of electronic com 
munications can also be used, for example, information can 
be posted to a website, such as a private blog. Information can 
also be sent through various other information posting web 
sites such as, for example, TwitterTM. 
[0077] None, some, or all of the information relating to 
patient interactions with the personal health organizer can be 
sent electronically. For example, emails may be sent to those 
patients (eg an outpatient) that may take measurements on 
their own or have them taken by a non-professional caregiver 
such a family member. Emails, text messages, or other elec 
tronic communications can also include reminders, requests 
for data, advice based on data obtained, or any other similar 
personal or medical information. 

Electronic Medical Data Integration Processes 

[0078] FIGS. 6A and 6B show methods for integrating 
medical data records in accordance with embodiments dis 
closed herein. At block 352, in an embodiment, a signal 
indicative of the patient physiological reading is received 
and/ or detected at a sensor of the personal health organizer (or 
an associated health data collection device). At block 354, the 
personal health organizer (or an associated health data col 
lection device) can process the signal to derive or calculate 
reading data (eg derive blood glucose level based on signal 
received). At the block 360, the reading data can be stored 
locally (eg in the storage 204) along with other medical data 
of the patient user. At block 362, the personal health organizer 
can use the reading data to customize local content at the 
personal health organizer, including games and educational 
materials. At block 364, the personal health organizer can use 
the reading data to generate health reminders and/or recom 
mendations that are personalized for the patient user. 
[0079] At block 356, the reading data can be forwarded to a 
remote electronic medical storage. In an embodiment, related 
medical data can be forwarded with the reading data as well. 
At block 372, the records kept at a centralized medical data 
storage can be synchronized with the forwarded reading data 
and/or related medical data. At block 374, the forwarded 
reading data and/or medical data can be used to generate 
alerts to healthcare providers. At block 376, the records kept 
at healthcare providers can be synchronized with the for 
warded reading data and/ or medical data. The healthcare 
providers can use the forwarded data to generate feedback 
such as alerts, data updates, and diagnoses, which are 
received at the personal health organizer at block 358 in 
accordance with an embodiment. 

[0080] The synchronization of data records is further illus 
trated in FIG. 6B, where a patient 420 is shown to provide 
reading data to a personal health organizer 402, which in turns 
forwards the reading data and/ or other related medical data of 
the patient 420 to a network 124. The network 124 can include 
a remote computing network (e. g. cloud computing network) 
comprising of LANs, WANs, and the Internet. The reading 
data can be relayed to healthcare providers 404, who can 
provide feedback such as alerts, reminders, and/or diagnoses 
to the personal health organizer 402 via the network 124. The 
healthcare providers 404 can also synchronize their records 
based on the forwarded reading data (and/or related medical 
data) and in turn provide synchronized and/ or updated medi 
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cal data back to the personal health organizer 402. Similarly, 
the reading data (and/or related medical data) can be for 
Warded to the electronic medical record storage 406 via the 
network, and the electronic medical record storage 406 can 
synchronize its records based on the forwarded reading data 
(and/or related medical data) and in turn provide synchro 
nized and/or updated medical data back to the personal health 
organizer 402 via the netWork. The returned results from the 
healthcare providers 404 and/or the electronic medical record 
storage 406 can be displayed back to the patient 420 and/or 
used by the personal health organizer for other purposes such 
as completing ?nancial costs and deductions to users’ medi 
cal expense accounts. 

Gaming Module 

[0081] In an embodiment, the personal health organizer 
includes a gaming module 324 that includes and/or supports 
a variety of health-related games. For example, the gaming 
module 324 can alloW the user to purchase or doWnload 
games associated With health training on the disease and 
Written to motivate the emotional state of the user. As another 
example, the gaming module 324 can provide a game that 
provides a customizable digital pet for children to disassoci 
ate from the disease but learn hoW to care for the digital pet 
and themselves. The digital pet can include interchangeable 
con?guration data that relate to the appearance of the pet. As 
a further example, the gaming module 324 can display a 
screen saver that displays a tree either in good or failing 
condition depending on a user’s ability to live successfully 
With diabetes. For example, a user With a small number of 
doctor visits, missed insulin injections, bad food choices, and 
feW exercise activities can be shoWn a Withering tree. Con 
versely, a user Who maintains feW spikes and drops can be 
shoWn a healthy, vibrant tree. In another embodiment, the 
gaming module 324 can provide an interactive game based on 
training/ ?ash cards and tests. The cards and tests can be based 
on device usage, health condition/standing, disease knoWl 
edge, latest neWs ?ndings on cures, etc. The testing and train 
ing can be synchronized over Internet to alloW friend and 
group competition and participation. 
[0082] The gaming module 324 can also be associated With 
a running companion module. The module can be used to 
synchronize training records for a user based on the user’s 
shoe type or needs. The module could further be adapted to 
Work With the accelerometer to function as a pedometer or 
perform some other assessment of movement. A skilled arti 
san Would appreciate that the gaming module 324 could use 
measurements from the pedometer or other assessments of 
travel to deduce the required shoe type for a user or life span 
of a particular shoe. For example, the gaming module 324 can 
determine based on distance traveled, the best shoe type for a 
user or the life span of the shoe the user has been using. The 
gaming module 324 can utilize the accelerometer 216 in the 
personal health organizer to enhance the gaming experience. 
External Reading from Additional Health Data Collection 
Devices 
[0083] Embodiments of the personal health organizer 
include a sensor interface module 306 that is adapted to 
connect to sensors for measuring physiological readings of a 
user. In an embodiment, the personal health organizer 
includes the communications I/O interface module 304 that is 
con?gured to interface With various health data collection 
devices and to obtain reading data from those devices. For 
example, the personal health organizer can connect to an 
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insulin pump to obtain performance and historical record of 
pump behavior and dosing. In an embodiment, the personal 
health organizer connects via the Bluetooth® protocol (e.g. 
Near Field Connect (NFC) Bluetooth 2.1 +EDR) or any other 
short range Wireless connection protocol. In another example, 
the personal health organizer device can connect to a kidney 
urine test (sensor), Which is a separate sensor adapted to scan 
the litmus urine test to check protein level in the blood and 
kidney function. This urine test reading data can be tracked 
along With other reading and/ or patient medical data by the 
one or more of the modules disclosed herein, e.g., medical 
data analysis module 326, to detect Whether changes have 
occurred. The detected changes can be correlated With other 
medical data such as medication schedules to determine 
Whether the changes have occurred as a result of neW medi 
cation or progression of disease and damage to organs. 
[0084] In an embodiment, the personal health organizer is 
adapted to obtain reading from a Weight scale (e.g. speci?c 
brands of electronics scales) to gather Weight reading. In 
another embodiment, an optional thin pad sensor or digital 
scale tennis shoes can connect via a long cable or Wirelessly 
to the personal health organizer device via, e.g., the interface 
component 208 shoWn in FIG. 4. The user stands on con 
nected pad and the Weight data is input into the medical data 
record of the user as kept by the personal health organizer or 
sent to a remote computing netWork (e.g. cloud computing 
netWork) for medical data synchronization. 
[0085] In another embodiment, the personal health orga 
nizer is adapted to connect to a sleep sensor, Which includes a 
?nger or a toe adhesive sensor that records data to a solid state 
drive. The recorded data can then be doWnloaded to the per 
sonal health organizer device the next morning to obtain 
hours of reading data recorded While the user Was asleep. The 
connection to the sleep sensor can be Wireless, e.g., the per 
sonal health organizer device can near ?eld connect (NFC) to 
the sensor. Optionally, the sleep sensor can include a compo 
nent that sends reading data in real time to the personal health 
organizer device (eg via Bluetooth® 2.1 +EDR (300' 
range)), and instructs the personal health organizer to contact 
medical personnel or an emergency contact if the reading data 
indicates a urgent medical need. 
[0086] In other embodiments, sensors and/or devices mea 
suring physiological parameters such as Glucose, PR, CO, 
SpO2, Cholesterol, LDL, HDL, SpHb, Hemoglobin AlC, 
SpHet, SpMet, oxygen content, bilirubin, etc. can be con 
nected to the personal health organizer device. In an embodi 
ment, the interface 208 includes a universal interface that is 
adapted to connect to various kinds of home used medical 
equipment such as blood pressure measuring devices, body 
temperature thermometers, etc. In other embodiments, the 
personal health device connects these external health data 
collection devices through one or more Wired or Wireless 
connections as discussed above in conjunction With the inter 
face 208 shoWn in FIG. 4. 

Medical Information and EducationiRankings and RevieWs 

[0087] The personal health organizer can also include a 
medical information and education module 328 that provides 
healthcare-related information. For example, the medical 
information and education module 328 can doWnload and 
provide endocrinologist rankings, hospital rankings, ophthal 
molo gist rankings, podiatrist rankings, surgeon rankings, etc. 
Endocrinologist rankings can, for example, provide a special 
ist listing service for best ranked doctors in a user’s area 
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(based on GPS location or ZIP code) or elsewhere. These 
hospital, surgeon, and/or ophthalmologist rankings could 
also provide revieWs based on care of diabetes. In addition or 
in lieu of the rankings, the medical information and education 
module 328 can provide diabetes product revieWs. These 
revieWs could include revieWs of equipment, needles, pumps, 
medications, etc. These revieWs and rankings can be periodi 
cally updated via the use of the netWork computing support 
module 302 and/ or the communications I/O interface module 
304. 

Medical Information and Education4Other Information and 
Online Communities 

[0088] In an embodiment, the medical information and 
education module 328 includes one or more of the folloWing 
sub-modules. First, it can include a gestational diabetes sub 
module that alloWs for the integration of information and 
settings speci?c to the term of pregnancy and the user’s con 
cerns. The gestational diabetes sub-module can shoW pictures 
of the fetus in each stage of development, and can further be 
synchronized With the user’s calendar and Week by Week 
progression. The sub-module can also assist With monitoring 
timers, medication reminders, and prenatal timers etc. Sec 
ond, the medical information and education module 328 can 
include a “Personal Nurse Educator” sub-module. The sub 
module can be paid for by an insurance company to provide a 
24-hour nurse on call service, With the service speci?cally 
alloWed to access the user’s medical information stored 
Within a remote computing netWork (e.g. cloud computing 
netWork), including data stored on the personal health orga 
niZer device. The sub-module enables the user to chat With, 
send text messages to, email, or phone (including video con 
ference) the on-call nurse With speci?c questions. 
[0089] Third, the medical information and education mod 
ule 328 can include an online health information and chat 
forum access sub-module. For example, the sub-module can 
provide latest information on diabetes provided by the diabe 
tes community, including medication information, medical 
de?nitions, medical theories, leading developments in cures, 
and equipment available in various countries. The sub-mod 
ule can also provide access to support groups. In an embodi 
ment, the sub-module can play back recorded phonic ?les of 
correct pronunciations of medications or medical terms. 
Fourth, the medical information and education module 328 
can include a diabetes events calendar sub-module that shoWs 
local events and/or global events about diabetes (e.g., World 
diabetes day, fundraisers etc.), including information on hoW 
to get involved or donate directly from the personal health 
organiZer device. 

Additional Features 

[0090] In an embodiment, the personal health organiZer 
includes the communications I/O interface module 304 for 
providing Wireless access to the Internet. Access can be pro 
vided via any knoWn protocols such as Wi-Fi, WiMAX, 3G, 
4G, CDMA, GSM, etc. For instance, the communications 
module 304 can be con?gured to provide free Wi-Fi access at 
doctor’s o?ice. Similarly, communications module 304 can 
be associated With an IP Telephony program such as Skype. 
This could alloW video conferencing (e. g., using built-in cam 
era 214) betWeen a user of the personal health organiZer and 
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his or her physician. The program can also alloW Internet 
based calling via Vonage, Skype or other VoIP providers. 

Veri?cation/ Security 

[0091] In an embodiment, the device security module 342 
provides a number of security features to secure data stored 
on the personal health organiZer device or otherWise prevent 
unauthorized access to the device. In an embodiment, if the 
personal health organiZer device is lost, the device security 
module 342 enables the device to be located With a remote 
computing netWork (e.g. cloud computing netWork). For 
example, the oWner of a lost device can trace the location of 
the device via the GPS receiver embedded in the device, or 
through netWork address (eg IP address) tracing When the 
device is logged onto a netWork. Additionally, if the user 
misplaced the device, the device security module 342 can 
generate audible or visual alerts such as Whistle, beep, vibrate 
or blink (eg through the audio component 244) When the 
user calls it or accesses it through a netWork. 

[0092] In another embodiment, if the device is used by a 
neW user, based on the neW user’s reading (e.g. blood glucose 
reading), the device security module 342 can recogniZe that 
the user has changed. The device can then prompt the neW 
user to enter a passWord. The device security module 342 can 
also utiliZe biometric identi?cation, for example, through the 
built-in camera 214. The device security module 342 can 
recogniZe the face and expressions of the user from the cam 
era. Another embodiment includes an additional rear sub 

CCD or CMOS camera placed behind an LCD or OLED 
screen so the user could be prompted for ?nger print or palm 
identi?cation. In addition, a CCD or CMOS camera can be 
embedded in the sensor to take picture of the user’s ?nger 
print. In addition to or in place of external biometric identi 
?cation, a special near infrared emitter detector can absorb 
the unique vein pattern of the ?nger. The device security 
module 342 can also utiliZe the CCD or CMOS camera to 
distinguish among patients When the device is shared among 
multiple patients (e. g. in a hospital setting for Where a health 
care personnel is using the device for multiple patients). Once 
a patient’s ?nger print is recogniZed, the device automatically 
brings up the patient’s ?le. 

Example Health Data Collection Device 

[0093] FIG. 7 illustrates an example of a health data col 
lection device 112. In the depicted embodiment, the monitor 
ing device 118 includes a ?nger clip sensor 116 connected to 
a monitor 118 via a cable 452. In the embodiment shoWn, the 
monitor 118 includes a display 456, control buttons 454 and 
a poWer button. Moreover, the monitor 118 can advanta 
geously include electronic processing, signal processing, and 
data storage devices capable of receiving signal data from 
said sensor 116, processing the signal data to determine one 
or more output measurement values indicative of one or more 

physiological parameters of a monitored patient, and display 
ing the measurement values, trends of the measurement val 
ues, combinations of measurement values, and the like. 
[0094] The cable 452 connecting the sensor 116 and the 
monitor 118 can be implemented using one or more Wires, 
optical ?ber, ?ex circuits, or the like. In some embodiments, 
the cable 452 can employ tWisted pairs of conductors in order 
to minimiZe or reduce cross-talk of data transmitted from the 
sensor 116 to the monitor 118. Various lengths of the cable 
452 can be employed to alloW for separation betWeen the 
















