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(57) ABSTRACT 
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(Us) A system and method for 1magmg b1olog1cal samples on 
multiple surfaces of a support structure are disclosed. The 
support structure may be a ?oW cell through Which a reagent 

(21) Appl' NO‘: 13/209,306 ?uid is alloWed to ?oW and interact With the biological 
samples. Excitation radiation from at least one radiation 

(22) Filed: Aug. 12, 2011 source may be used to excite the biological samples on mul 
tiple surfaces. In this manner, ?uorescent emission radiation 

Related US Application Data may be generated from the biological samples and subse 
quently captured and detected by detection optics and at least 

(63) Continuation of application No, 12/434,495, ?led on one detector. The detected ?uorescent emissionradiation may 
May 1, 2009, HOW pat NO_ 8,039,811 then be used to generate image data. This imaging of multiple 

surfaces may be accomplished either sequentially or simul 
taneously. In addition, the techniques of the present invention 

(60) Provisional application No. 61/050,522, ?led on May may be used With any type of imaging system. For instance, 
5, 2008, provisional application No. 61/138,444, ?led 
on Dec. 17, 2008. 

both epi?uorescent and total internal re?ection methods may 
bene?t from the techniques of the present invention. 
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COMPENSATOR FOR MULTIPLE SURFACE 
IMAGING 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is a continuation of US. patent 
application Ser. No. 12/434,495, entitled “Compensator for 
Multiple Surface Imaging,” ?led May 1, 2009, Which is 
herein incorporated in its entirety by reference, and Which 
claims priority of US. Provisional Patent Application No. 
61/050,522, entitled “Multi-Surface Biological Sample 
Imaging System and Method,” ?led May 5, 2008, Which is 
herein incorporated in its entirety by reference, and of US. 
Provisional Patent Application No. 61/138,444, entitled 
“Compensator for Multiple Surface Imaging,” ?led Dec. 17, 
2008, Which is herein incorporated in its entirety by refer 
ence. 

BACKGROUND 

[0002] The present invention relates generally to the ?eld of 
imaging and evaluating analytical samples. More particu 
larly, the invention relates to a technique for imaging and 
evaluating analytical samples on multiple surfaces of a sup 
port structure using a compensator. 
[0003] There are an increasing number of applications for 
imaging of analytical samples on a support structure. These 
support structures may include plates upon Which biological 
samples are present. For instance, these plates may include 
deoxyribonucleic acid (DNA) and ribonucleic acid (RNA) 
probes that are speci?c for nucleotide sequences present in 
genes in humans and other organisms. Individual DNA or 
RNA probes can be attached at speci?c locations in a small 
geometric grid or array on the support structure. Depending 
upon the technology employed, the samples may attach at 
random, semi-random or predetermined locations on the sup 
port structure. A test sample, such as from a knoWn person or 
organism, can be exposed to the array or grid, such that 
complementary genes or fragments hybridiZe to probes at the 
individual sites on a surface of a plate. In certain applications, 
such as sequencing, templates or fragments of genetic mate 
rial may be located at the sites, and nucleotides or other 
molecules may be caused to hybridiZe to the templates to 
determine the nature or sequence of the templates. The sites 
can then be examined by scanning speci?c frequencies of 
light over the sites to identify Which genes or fragments in the 
sample Were present, by ?uorescence of the sites at Which 
genes or fragments hybridized. 
[0004] These plates are sometimes referred to as microar 
rays, gene or genome chips, DNA chips, gene arrays, and so 
forth, and may be used for expression pro?ling, monitoring 
expression levels, genotyping, sequencing, and so forth. For 
example, diagnostic uses may include evaluation of a particu 
lar patient’s genetic makeup to determine Whether a disease 
state is present or Whether pre-disposition for a particular 
condition exists. The reading and evaluation of such plates are 
an important aspect of their utility. Although microarrays 
alloW separate biological components to be presented for bulk 
processing and individual detection, the number of compo 
nents that can be detected in a single experiment is limited by 
the resolution of the system. Furthermore, the bulk reagents 
used in some methods can be expensive such that reduced 
volumes are desired. The present invention provides methods 
and compositions that increase the ef?ciency of array based 
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detection to counteract these limitations. Other advantages 
are provided as Well and Will be apparent from the description 
beloW. 

BRIEF DESCRIPTION 

[0005] The present invention provides a novel approach to 
analytical sample imaging and evaluation that expands the 
use of imaging and evaluation subsystems to multiple sur 
faces that support samples. The support structure may, for 
instance, be a ?oW cell through Which a reagent ?uid is 
alloWed to ?oW and interact With biological samples. Excita 
tion radiation from at least one radiation source may be used 
to excite the biological samples on multiple surfaces. In this 
manner, ?uorescent radiation may be emitted from the bio 
logical samples and subsequently captured and detected by 
detection optics and at least one detector. The returned radia 
tion may then be used to generate image data. This imaging of 
multiple surfaces may be accomplished either sequentially or 
simultaneously. In addition, the techniques of the present 
invention may be used With any of a variety of types of 
imaging systems. For instance, both epi?uorescent and total 
internal re?ection (TIR) methods may bene?t from the tech 
niques of the present invention. In addition, the biological 
samples imaged may be present on the surfaces of the support 
structure in random locations or in patterns. 
[0006] Accordingly, the invention provides a method for 
imaging a biological sample. The method includes detecting 
radiation emitted from a ?rst emissive component of a bio 
logical sample disposed on a ?rst surface of a ?oW cell using 
a detector. The ?oW cell is mounted on an imaging station. 
The method also includes inserting corrective optics betWeen 
the detector and the ?oW cell. The method further includes 
detecting radiation emitted from a second emissive compo 
nent of a biological sample disposed on a second surface of 
the ?oW cell using the detector and the corrective optics. The 
?rst and second surfaces are in an arrangement Whereby one 
of the surfaces is disposed betWeen the detector and the other 
surface. In addition, the corrective optics reduce aberration of 
detection at one of the surfaces due to the arrangement. The 
steps of the method are repeated While maintaining the ?oW 
cell on the imaging station. 
[0007] The invention further provides an imaging system 
for detecting radiation on a multi-surface ?oW cell. The imag 
ing system includes a multi-surface ?oW cell having ?rst and 
second emissive components of a biological sample disposed 
on respective ?rst and second surfaces of the ?oW cell. The 
imaging system also includes an optical train including an 
objective, imaging optics con?gured to focus the optical train 
on the ?rst emissive component via the objective, and correc 
tive optics con?gured to focus the optical train on the second 
emissive component and con?gured to reduce aberration of 
detection at the ?rst or second emissive component. The 
imaging system further includes a radiation source con?g 
ured to direct excitation radiation toWards the ?rst and second 
emissive components. In addition, the imaging system 
includes detection optics con?gured to capture emitted radia 
tion returned from the ?rst and second emissive components 
via the optical train. Further, the imaging system includes a 
detector for detecting the captured radiation. 

DRAWINGS 

[0008] FIG. 1 is a diagrammatical overvieW for a biological 
sample imaging system in accordance With the present inven 
tion; 


























