
(19) 

US 20120040651A1 

(12) Patent Application Publication (10) Pub. No.: US 2012/0040651 A1 
United States 

Quimby et al. (43) Pub. Date: Feb. 16, 2012 

(54) 

(75) 

(73) 

(21) 

(22) 

(63) 

(60) 

AUTOMATIC GAIN CONTROL IN A 
NAVIGATION DEVICE 

Inventors: David Quimby, Renton, WA (U S); 
Ken Johnson, Seattle, WA (US); 
Leon L. Hong, Sammamish, WA 
(Us) 

Assignee: AIRBIQUITY INC., Seattle, WA 
(Us) 

Appl. No.: 13/281,358 

Filed: Oct. 25, 2011 

Related US. Application Data 

Continuation of application No. 12/752,999, ?led on 
Apr. 1, 2010, noW Pat. No. 8,073,440. 

Provisional application No. 61/ 173,059, ?led on Apr. 
27, 2009. 

Publication Classi?cation 

(51) Int. Cl. 
H04W52/52 (2009.01) 

(52) us. c1. ................................................... .. 455/4141 

(57) ABSTRACT 

In one example, a Bluetooth enabled navigation device pairs 
With a mobile phone and then sends a plurality of tuning 
transmissions, each at a different transmission poWer gain 
amount, to a remote server using the mobile phone. These 
tuning transmissions are encoded using frequency tones that 
synthesize speech for transmission through the mobile phone 
and a voice channel of its Wireless telecommunications net 
Work. The navigation device then tunes transmit poWer set 
tings according to a received response to the tuning transmis 
sions and uses the tuned transmit poWer settings for 
subsequent transmission to the remote server using this par 
ticular mobile phone. 
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AUTOMATIC GAIN CONTROL IN A 
NAVIGATION DEVICE 

[0001] This application is a continuation of US. non-pro 
visional Application No. 12/752,999 ?led on Apr. 1, 2010, 
entitled: AUTOMATIC GAIN CONTROL IN A NAVIGA 
TION DEVICE Which is non-provisional of US. Provisional 
Application No. 61/173,059 ?led on Apr. 27, 2009, entitled: 
AUTOMATIC GAIN CONTROL IN A PERSONAL NAVI 
GATION DEVICE, each of Which is herein incorporated by 
reference in its entirety. 

COPYRIGHT NOTICE 

[0002] © 2011 Airbiquity, Inc. A portion of the disclosure 
of this patent document contains material Which is subject to 
copyright protection. The copyright oWner has no objection to 
the facsimile reproduction by anyone of the patent document 
or the patent disclosure, as it appears in the Patent and Trade 
mark O?ice patent ?le or records, but otherWise reserves all 
copyright rights Whatsoever. 37 CFR § 1.71(d). 

BACKGROUND OF THE INVENTION 

[0003] Navigation devices (including Personal Navigation 
Devices (PNDs) and in-car electronic devices) output infor 
mation to a user based on a location of the navigation devices. 

These navigation devices generally utiliZe the Global Posi 
tioning System (GPS) to determine the location, and then use 
speakers and/or displays to output map information, direc 
tions, etc. 
[0004] To continue expanding and/or improving the fea 
tures provided by navigation devices, there is a need to maxi 
miZe opportunities for navigation devices to obtain netWork 
access, such as to the Internet. The disclosure that folloWs 
solves this and other problems. 

SUMMARY OF THE INVENTION 

[0005] The folloWing is a summary of the invention in order 
to provide a basic understanding of some aspects of the inven 
tion. This summary is not intended to identify key/critical 
elements of the invention or to delineate the scope of the 
invention. Its sole purpose is to present some concepts of the 
invention in a simpli?ed form as a prelude to the more 
detailed description that is presented later. 
[0006] In one example, a Bluetooth enabled navigation 
device pairs With a mobile phone and then sends a plurality of 
tuning transmissions, each at a different transmission poWer 
gain amount, to a remote server using the mobile phone. 
These tuning transmissions are encoded using frequency 
tones that synthesiZe speech for transmission through the 
mobile phone and a voice channel of its Wireless telecommu 
nications network. The navigation device then tunes transmit 
poWer settings according to a received response to the tuning 
transmissions and uses the tuned transmit poWer settings for 
subsequent transmission to the remote server using this par 
ticular mobile phone. Additional aspects and advantages of 
this invention Will be apparent from the folloWing detailed 
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description of preferred embodiments, Which proceeds With 
reference to the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0007] FIG. 1 illustrates a system for accessing a remote 
server With a navigation device using a Bluetooth capable 
mobile phone. 
[0008] FIG. 2 illustrates the navigation device shoWn in 
FIG. 1 as Well as interactions betWeen the navigation device 
and the remote server for tuning transmit poWer gain. 
[0009] FIG. 3 illustrates hoW the navigation device shoWn 
in FIGS. 1 and 2 tunes transmit poWer gain. 
[0010] FIG. 4 illustrates hoW the server shoWn in FIGS. 1 
and 2 tunes transmit poWer gain. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0011] FIG. 1 illustrates a system for accessing a remote 
server With a navigation device using a Bluetooth capable 
mobile phone. 
[0012] The system 100 includes a navigation device 5 con 
?gured to upload data to the remote Internet Protocol (IP) 
server 15 through an available one of the mobile phones 
1A-B. The softWare 8 exchanges tuning communications 
With the softWare 18 to tune transmit poWer gain on at least a 
per-phone basis, and then subsequently uses the tuned trans 
mit poWer gain amounts according to Which one of the mobile 
phones 1A-B is currently available. This tuning on at least a 
per-phone basis alloWs the navigation device 5 to communi 
cate With the remote server 15 over a Wide variety of mobile 
phones and Wireless telecommunications netWorks, Which in 
turn maximiZes communication opportunities for the naviga 
tion device 5. 

[0013] To appreciate hoW such tuning maximiZes opportu 
nities for the navigation device 5 to communicate With the 
server 15, consider hoW communications transmitted from 
the navigation device 5 to the server 15 are processed differ 
ently depending on Which mobile phone 1A or 1B is used. 
Initially, depending on Which one of the mobile phones 1A 
and 1B are used, the communications Will be processed by 
different communication circuitry such as vocoders 20 and 
21. Each of the vocoders 20 and 21 could affect the poWer 
gain of the signal differently, such as by changing the poWer 
gain by different amounts. Furthermore, the different Wireless 
telecommunications netWorks 26 and 27 respectively associ 
ated With the mobile phones 1A and 1B can also have differ 
ent vocoders 22 and 23, Which can also affect signals differ 
ently. As a result of these differences, in the absence of tuning 
on at least a per-phone basis, a receiver can receive a signal 
that is too Weak or too strong depending on Which combina 
tion of vocoders process transmissions. While it is possible 
for the server 15 and/or its In-Band Signaling (IBS) modem 
19 to detect errors resulting from recovery of a signal that is 
too Weak or too strong and request retransmission, such 
retransmission takes time and can still result in a signal that is 
too Weak or too strong. 

[0014] In contrast, the system 100 tunes transmit poWer 
gain on at least a per-phone basis, Which alloWs a transmis 
sion 29A from the navigation device 5 to be received and 
recovered by the IBS 19 With no errors or minimal errors 
regardless of Which transmission path 30A or 30B is used by 
the navigation device 5. In other Words, transmissions 29B 
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and 29C can have substantially similar power gains despite 
the differences betWeen the paths 30A and 30B. 

[0015] This tuning on at least a per-phone basis means that 
transmit power gain can be set according to the speci?c avail 
able phone, not just tuned to the particular make or model of 
the available phone. TWo mobile phones of the same make or 
model can also affect signal strength differently because the 
components Within the mobile phones can have different 
operational characteristics. For example, electronic compo 
nents are typically rated for performance Within a range of 
values. Accordingly, some of these electronic components 
operate at the high end of the range While others operate at the 
loW end of the range, Which can result in tWo vocoders of the 
same model amplifying a signal differently during process 
ing. For example, tWo resistors of the same model can exhibit 
different resistances, and these differences in turn affect 
poWer gain. For this reason, the softWare 8 and 18 tunes 
transmit poWer on at least a per-phone basis rather than a 
per-model basis. 
[0016] Although the softWare 8 and 18 tunes transmit 
poWer on at least a per-phone basis, it should be noted that 
such tuning can be even more granular in some examples. 
This Will be discussed later in greater detail With reference to 
FIG. 2. 

[0017] Referring still to FIG. 1, it should be appreciated 
that the system 100 thus maximiZes upload opportunities for 
the navigation device 5. Stated another Way, the navigation 
device 5 is not restricted to communicate With the IP server 15 
using any particular designated phone but rather can access 
server 15 When in range of nearly any Bluetooth enabled 
mobile phone. 
[0018] Further to the point made in the previous paragraph, 
it is preferable for the navigation device 5 to utiliZe a mobile 
phone for uploads to the IP server 15 Without regard to 
Whether the available mobile phone supports a packet data 
connection over its Wireless telecommunication netWork. For 
example, the illustrated mobile phones 1A-B do not support 
packet data connections over the Wireless telecommunica 
tions netWorks 26 and 27, yet can be utiliZed by the navigation 
device 5 for IP netWork access, as Will be described in the next 
paragraph. 
[0019] For this and other reasons, transmissions from the 
navigation device 5 to the server 15, including the tuning 
transmissions that Will be discussed later in greater detail, are 
modulated by the IBS modem 9 for transmission across a 
voice channel of the Wireless telecommunication netWork. 
The IBS modem 9 modulates received digital data into audio 
frequency tones. These frequency tones are selected to syn 
thesiZe speech so that the frequency tones Will pass With 
minimal attenuation or corruption through the vocoder 20/21 
of the available one of the mobile phones 1A-B and any 
vocoders 22/23 in the available Wireless telecommunication 
netWork 26/27 (other netWorks betWeen netWork 26/27 and 
the server 15 could operate vocoders as Well). Before encod 
ing and modulation into audio tones, the digital data prefer 
ably is formatted into one or more packets. A packet formatter 
may prepend, for example, a header and a sync pattern prior 
to the payload. Error correction bits, checksums and other 
enhancements to the packet may be added as Well. The navi 
gation device 5 can then transmit the IBS modulated commu 
nications 29A over a Bluetooth connection for voice data, to 
be forWarded over a voice channel of the Wireless telecom 
munications netWork, through any intervening netWorks such 
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as the IP netWork 28, received and demodulated by the IBS 
modem 19 (recovered into a bitstream), and then ?nally pro 
cessed by the server 15. 
[0020] It should be understood that reliable access to the 
server 15, or for that matter any remote network, can enable a 
Wide variety of applications for the navigation device. Appli 
cations on the navigation device 5 that are part of the naviga 
tion system can obtain location-based information in real 
time can obtain real-time location based information. For 
example, the navigation device 5 could obtain real -time infor 
mation about tra?ic accidents near a current location deter 
mined via GPS. The navigation device 5 can also doWnload 
updates to an internal navigation database, eg updating a 
stored map to information about a neW route. 

[0021] Furthermore, any other type of application on the 
navigation device 5 can also be provided With remotely stored 
data using the tuned transmissions described herein. This 
alloWs the feature set of the navigation device 5 to be 
expanded to other applications not necessarily related to navi 
gation. For example, an application on the navigation device 
5 could be used to obtain stock quotes or other information 
available via the Internet. It should be understood it is pos 
sible for any type of application operating on the navigation 
device 5 to obtain access to any type of netWork as Well. 
[0022] It should be understood that the principles described 
herein can be applied to any Bluetooth capable mobile device 
regardless of Whether such device has any navigation capa 
bilities. Also, the principles described above can be applied 
regardless of Whether the communication betWeen the device 
and the mobile phone uses Bluetooth or some other Wireless 
protocol. 
[0023] It should be understood that poWer gain is based on 
the ratio of the signal output of a system to the signal input of 
the system. When the term transmit poWer gain is used, the 
relevant system is the navigation device 5 (or another device 
con?gured to upload data to a server). When the term receive 
poWer gain is used, the relevant system is the server 15. 
[0024] Transmit poWer gain can be adjusted on the naviga 
tion device 15 using any knoWn method for adjusting gain. 
This can include adjusting ampli?ers, variable resistors, or 
other circuit components, in either an input stage or an output 
stage of a circuit on the navigation device 15. 
[0025] FIG. 2 illustrates the navigation device shoWn in 
FIG. 1 as Well as interactions betWeen the navigation device 
and the remote server for tuning transmit poWer gain. 
[0026] The navigation device 5 includes a table 38 to be 
updated by the softWare 8. The table 38 is later used to set a 
poWer gain used for transmitting data based at least in part on 
the available mobile phone. 
[0027] In the example, the navigation device 5 pairs 41 With 
mobile phone 31 to establish a Bluetooth connection betWeen 
the navigation device 5 and the mobile phone 31. This Blue 
tooth connection can be established according to the prin 
ciples described in US. patent application Ser. No. 12/752, 
911, “USING A BLUETOOTH CAPABLE MOBILE 
PHONE TO ACCESS A REMOTE NETWORK”, Which is 
herein incorporated by reference in its entirety for all pur 
poses. Also, the pairing can be triggered by a request from an 
application operating on the navigation device 15 or from a 
user interface of the navigation device 15. 
[0028] During pairing, the softWare 8 learns a Bluetooth 
client ID for the mobile phone 31. This Bluetooth client ID is 
a globally unique identi?er that Will be used to uniquely 
identify the mobile phone 31 in the table 38. 
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[0029] The mobile phone 31 receives a session initiation 
request from the IP server 15. The navigation device 5 pro 
cesses the request 43 and then the software 8 uses a mecha 
nism to delay session initiation. For example, the software 8 
can causes the session initiation to be delayed by using a bit 
setting 44 in the acknowledgement or any other mechanism 
for delaying the session initiation. The software 18 is con?g 
ured to observe the bit setting 44 and delay the session initia 
tion accordingly. 
[0030] The software 8 then generates test data 45 to be 
transmitted by modulating received digital data into audio 
frequency tones using IBS modem 9. These frequency tones 
are selected to synthesiZe speech so that the frequency tones 
will pass with minimal attenuation or corruption through any 
intervening vocoders. Before encoding and modulation into 
audio tones, the digital data may be formatted into one or 
more packets. A packet formatter may prepend, for example, 
a header and a sync pattern prior to the payload. Error cor 
rection bits, checksums and other enhancements to the packet 
may be added as well. 
[0031] The software 8 then transmits the modulated test 
data 45 a plurality of times with each transmission 51 being at 
a different transmit power gain amount. For example, the test 
data 45 may be transmitted three times with each transmis 
sion being at a different power gain amount. 
[0032] On the server 15 the software 18 receives the trans 
missions and determines a receive power gain. The software 
18 sends back response 52 to indicate the determined receive 
power gain. 
[0033] On the navigation device 5 the software 8 correlates 
the receive power gain for each transmission of the test data 
with the transmit power gain for that transmission. This cor 
relation may be conducted according to information included 
in the response 52. 
[0034] The software 8 then analyzes the receive power gain 
amounts. This analysis can include generating a graph con 
taining receive power gain on one axis and transmit power 
gain on another axis. If the graph is used, the software 8 can 
connect points on the graph to generate a line graph. The line 
on the generated graph can then be used to interpolate trans 
mit power gain that will generate a desired receive transmit 
power gain at the server 15. It should be apparent that the 
analysis of the receive power gain can operate completely 
independently of graphs but in any case a transmit power gain 
is interpolated based on the analysis of the receive transmit 
power gain. The interpolated transmit power gain will typi 
cally be a different value than the transmit power gain used in 
transmission 51, but it is possible to simply select from one of 
the transmit power gain amounts used in transmission 51. 
[0035] The software 8 con?gures the navigation device 5 so 
that transmission will be at the power gain identi?ed during 
the analysis. This can include setting a Bluetooth transceiver 
on the navigation device 5 or controlling any other software or 
hardware component on the navigation device 5. Accord 
ingly, when delayed session initiation 61 occurs, transmis 
sions 66 are at the set transmit power gain. 
[0036] As discussed previously, the IBS modem 9 is used to 
modulate the packet data 67 of the transmissions 66. The IBS 
modem 19 recovers the data from the received communica 
tions, which are at a tuned receive power gain. 
[0037] The software 8 also stores the interpolated transmit 
power gain in table 38 in association with the unique Blue 
tooth client identi?er for the mobile phone 31. The table 38 
shows entries in the mobile phone column and the transmit 
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power gain column to illustrate such association. Thereafter, 
the transmit power gain amounts from the table 38 are used 
when transmitting data according to which mobile phone is 
used for the transmission. 

[0038] The illustrated table 38 also includes the optional 
column including a network identi?er to specify the wireless 
telecommunications network used during the tuning. This 
column can be used to provide additional granularity to the 
tuning. As discussed previously, different wireless telecom 
munication networks utiliZe different vocoders, which in at 
least some cases will have a signi?cant effect on the receive 

power gain. Therefore, in some examples the tuning canbe on 
a per-phone and per-network basis. This is illustrated in the 
table 38 where the Bluetooth client ID C is associated with 
two different transmit power gain amounts, 2.5 dB and 3.1 
dB. 

[0039] It should be understood that the principles described 
above can be used to add even more granularity to the tuning, 
e.g. further columns in the table. For example, the same 
phone/ network vocoder combination can be associated with a 
plurality of tuned power gain amounts depending on the 
currently utiliZed mode of the vocoders.Vocoders can operate 
in different modes, e.g. full rate and half rate, and depending 
on which mode is used receive power gain can be affected 
differently. Accordingly, in one example the navigation 
device 5 determines a current mode of the vocoders and 
selects between the transmit power gain for this particular 
phone/network combination based on the current mode. 
Other possible columns include time of day, the identity of 
other networks intervening between the wireless telecommu 
nications network and the server 15 (other networks such as 
IP networks can include vocoders), etc. 

[0040] Thereafter, the software 8 can compare the Blue 
tooth client ID of an available mobile phone (and possibly 
other variables such as the network ID) to the table 38 and 
identify transmit power gain amounts. The software 8 then 
sets the Bluetooth transceiver on the mobile phone using the 
identi?ed transmit power gain amount. 

[0041] Once the transmit power gain has been set, the soft 
ware 18 on the server 15 can continually monitor received 
transmissions from the navigation device. It is possible that 
receive power gain can “drift” or otherwise change over time 
despite the navigation device 5 continuing to use the same 
transmission settings with the same mobile phone. This can 
occur for many reasons such as the navigation device 5 and 
the available mobile phone roaming between networks, sim 
ply changing a distance from a tower, entering or leaving a 
power saving mode, etc. In any case, the software 18 can 
trigger the software 8 on the navigation device 5 to initiate a 
new tuning process at any time. 

[0042] The software 18 can determine when a new tuning 
process is needed using any process. In one example, the 
software 18 continuously monitors receive power gain of 
transmissions from the navigation device and triggers initia 
tion of a new tuning process if this receive power gain falls 
outside a thresholdrange. In another example, the software 18 
monitors a rate of transmission errors over time and triggers 
initiation of a new tuning process if this transmission error 
rate exceeds a threshold. Since transmission errors can be 
related to other factors besides power gain, the software 18 
could do some minimal troubleshooting to exclude transmis 
sion errors that are unlikely to be caused by power gain from 
this transmission error rate. 
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[0043] Although the session initiation request 43 Was sent 
by the server 15 in the above described example, in other 
examples the navigation device 5 can send the session initia 
tion request With the tuning performed before, after, or during 
the sending. In such an example it may not be necessary for 
the softWare 8 to cause a delay in session initiation. 
[0044] FIG. 3 illustrates hoW the navigation device shoWn 
in FIGS. 1 and 2 tunes transmit poWer gain. 
[0045] In block 301, the navigation device establishes a 
Bluetooth connection With a mobile phone for communicat 
ing With a remote server. The Bluetooth connection can be 
established as described in US. patent application Ser. No. 
12/752,91 l, “USINGA BLUETOOTH CAPABLE MOBILE 
PHONE TO ACCESS A REMOTE NETWORK”. 
[0046] In block 302, the navigation device compares a 
unique identi?er for the mobile phone (and possibly other 
attributes such as a netWork identi?er) With a table that cor 
relates mobile phones to tuned transmit poWer gain amounts. 
If there is an entry for the mobile phone in the table in 
diamond 303, then in block 304A the navigation device sets a 
Bluetooth transceiver according to the tuned transmit poWer 
gain for the mobile phone. The navigation device initiates a 
session With the remote server for uploading data at the set 
transmit poWer gain in block 305. 
[0047] If there is no entry in the table in diamond 303, then 
in block 304B the navigation device delays initiation of a 
session With the remote server. In block 306, the navigation 
device modulates a received digital bit sequence into an audio 
signal that has different frequency tones for different bit val 
ues Where the frequency tones are selected to pass through a 
Wireless voice channel. The navigation device transmits the 
audio signals using different transmit poWer gain amounts in 
block 307. 
[0048] In block 308, the navigation device receives back a 
response to the transmissions indicating receive poWer gain 
amounts at a remote server. In block 309, the navigation 
device determines a tuned transmit poWer gain for the mobile 
phone by analyZing the receive poWer gain amounts. The 
navigation device generates an entry in the table for the 
mobile phone to associate the tuned transmit poWer gain With 
the mobile device in block 310. The process then returns to 
block 304A. 
[0049] FIG. 4 illustrates hoW the server shoWn in FIGS. 1 
and 2 tunes transmit poWer gain. 
[0050] In block 401, the server receives a plurality of trans 
missions of an audio signal. In block 402, the server deter 
mines a receive poWer gain for each of these transmissions 
and sends a communication identifying the receive poWer 
gain to a navigation device. 
[0051] Thereafter, the server receives a transmission hav 
ing a tuned receive poWer gain in block 403. If a subsequently 
received transmission has a receive poWer gain outside a 
threshold range, in block 404 the server can signal the navi 
gation device to conduct a neW tuning process. The process 
then returns to block 401. 

[0052] It Will be obvious to those having skill in the art that 
many changes may be made to the details of the above 
described embodiments Without departing from the underly 
ing principles of the invention. The scope of the present 
invention should, therefore, be determined only by the fol 
loWing claims. 
[0053] Most of the equipment discussed above comprises 
hardWare and associated softWare. For example, the typical 
navigation device is likely to include one or more processors 
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and softWare executable on those processors to carry out the 
operations described. We use the term softWare herein in its 
commonly understood sense to refer to programs or routines 
(subroutines, objects, plug-ins, etc.), as Well as data, usable 
by a machine or processor. As is Well knoWn, computer pro 
grams generally comprise instructions that are stored in 
machine-readable or computer-readable storage media. 
Some embodiments of the present invention may include 
executable programs or instructions that are stored in 
machine- readable or computer-readable storage media, such 
as a digital memory. We do not imply that a “computer” in the 
conventional sense is required in any particular embodiment. 
For example, various processors, embedded or otherWise, 
may be used in equipment such as the components described 
herein. 
[0054] Memory for storing softWare again is Well knoWn. 
In some embodiments, memory associated With a given pro 
cessor may be stored in the same physical device as the 
processor (“on-board” memory); for example, RAM or 
FLASH memory disposed Within an integrated circuit micro 
processor or the like. In other examples, the memory com 
prises an independent device, such as an external disk drive, 
storage array, or portable FLASH key fob. In such cases, the 
memory becomes “associated” With the digital processor 
When the tWo are operatively coupled together, or in commu 
nication With each other, for example by an I/ O port, netWork 
connection, etc. such that the processor can read a ?le stored 
on the memory. Associated memory may be “read only” by 
design (ROM) or by virtue of permission settings, or not. 
Other examples include but are not limited to WORM, 
EPROM, EEPROM, FLASH, etc. Those technologies often 
are implemented in solid state semiconductor devices. Other 
memories may comprise moving parts, such as a conventional 
rotating disk drive. All such memories are “machine read 
able” or “computer-readable” and may be used to store 
executable instructions for implementing the functions 
described herein. 
[0055] A “software product” refers to a memory device in 
Which a series of executable instructions are stored in a 
machine-readable form so that a suitable machine or proces 
sor, With appropriate access to the softWare product, can 
execute the instructions to carry out a process implemented 
by the instructions. SoftWare products are sometimes used to 
distribute softWare. Any type of machine-readable memory, 
including Without limitation those summarized above, may 
be used to make a softWare product. That said, it is also knoWn 
that softWare can be distributed via electronic transmission 
(“download”), in Which case there Will typically be a corre 
sponding softWare product at the transmitting end of the 
transmission, or the receiving end, or both. 
[0056] Having described and illustrated the principles of 
the invention in a preferred embodiment thereof, it should be 
apparent that the invention may be modi?ed in arrangement 
and detail Without departing from such principles. We claim 
all modi?cations and variations coming Within the spirit and 
scope of the folloWing claims. 

1. A memory device having instructions stored thereon 
that, in response to execution by a processing device, cause 
the processing device to perform operations comprising: 

transmitting communications to pass through a Bluetooth 
connection betWeen a navigation device and a mobile 
phone and a Wireless voice channel of a Wireless tele 
communications netWork associated With the mobile 
phone; 
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inputting a digital bit sequence into a modulator to generate 
an audio signal that has different frequency tones for 
different bit values, Wherein the frequency tones are 
selected to pass through the Wireless voice channel 
unobstructed by vocoders operating Within the Wireless 
telecommunications network; 

using the modulator, generating and sending a ?rst trans 
mission according to a ?rst transmit-side poWer gain 
amount; 

using the modulator, generating and sending a second 
transmission according to a second different transmit 
side poWer gain amount; 

receiving back a response indicating receive-side poWer 
gain amounts for the ?rst and second transmissions; 

determining a third transmit-side poWer gain amount by 
analyZing the response; and 

using the modulator, generating and sending a third trans 
mission according to the third transmit-side poWer gain 
amount. 

2. The memory device of claim 1, Wherein the operations 
further comprise: 

discovering a Bluetooth client identi?er for the mobile 
phone; and 

generating an entry in a navigation device table to associate 
the discovered Bluetooth client identi?er With the third 
transmit-side poWer gain amount. 

3. The memory device of claim 2, Wherein the navigation 
device table includes a plurality of entries each associating a 
custom transmit-side poWer gain amount With a Bluetooth 
enabled mobile phone. 

4. The memory device of claim 1, Wherein the operations 
further comprise: 

discovering a Bluetooth client identi?er for the mobile 
phone; 

identifying the Wireless telecommunications netWork; and 
generating an entry in a navigation device table to associate 

a combination of the discovered Bluetooth client iden 
ti?er and the Wireless telecommunications network 
identi?cation With the third transmit-side poWer gain 
amount. 

5. The memory device of claim 4, Wherein the navigation 
device table includes a plurality of entries each associating a 
custom transmit-side poWer gain amount With a combination 
of a Bluetooth enabled mobile phone and a mobile netWork. 

6. The memory device of claim 1, Wherein the operations 
further comprise: 

receiving a communication indicating that a receive-side 
poWer gain is outside a predetermined range; and 

in response to receiving the communication, using the 
modulator, generating and sending a plurality of trans 
mission according to a plurality of transmit-side poWer 
gain amounts to identify a neW transmit-side poWer gain 
amount for use With the mobile phone. 

7. The memory device of claim 1, Wherein the navigation 
device comprises a portable personal navigation device. 

8. The memory device of claim 1, Wherein the navigation 
device comprises an in-vehicle navigation device that is 
installed in a vehicle. 

9. A method, comprising: 
transmitting communications to pass through a Bluetooth 

connection betWeen a navigation device and a mobile 
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phone and a Wireless voice channel of a Wireless tele 
communications netWork associated With the mobile 
phone; 

inputting a digital bit sequence into a modulator to generate 
an audio signal that has different frequency tones for 
different bit values, Wherein the frequency tones are 
selected to pass through the Wireless voice channel 
unobstructed by vocoders operating Within the Wireless 
telecommunications netWork; 

using the modulator, generating and sending a ?rst trans 
mission according to a ?rst transmit-side poWer gain 
amount; 

using the modulator, generating and sending a second 
transmission according to a second different transmit 
side poWer gain amount; 

receiving back a response indicating receive-side poWer 
gain amounts for the ?rst and second transmissions; 

determining a third transmit-side poWer gain amount by 
analyZing the response; and 

using the modulator, generating and sending a third trans 
mission according to the third transmit-side poWer gain 
amount. 

10. The method of claim 9, further comprising: 
identifying a currently available mobile phone in response 

to a communication request; 
comparing a unique identi?er for the currently available 

mobile phone to a table associating mobile phones With 
the transmit-side poWer gain amounts; 

setting circuitry on the navigation device according to the 
comparison; and 

uploading data via the currently available mobile phone 
after setting the circuitry. 

11. The method of claim 10, Wherein the communication 
request is received over a user interface of the navigation 
device. 

12. The method of claim 9, further comprising: 
receiving a session initiation request originating from a 

remote device; 
setting a bit in an acknoWledgement message to cause a 

delay in initiating the session; and 
sending the acknoWledgement message With the set bit. 
13. The method of claim 12, Wherein at least one of the ?rst, 

second, and third transmissions are sent after or in conjunc 
tion With sending the acknoWledgement message and before 
a delayed session initiation. 

14. The method of claim 9, further comprising: 
determining a mode of operation of a vocoder of the mobile 

phone or a vocoder of the Wireless telecommunications 

netWork; 
generating an entry in a navigation device table to associate 

the third transmit-side poWer gain amount With the 
mobile phone; and 

in the generated entry, recording the determined mode of 
operation such that the third transmit-side poWer gain 
amount is associated With the determined mode of 
operation. 

15. The method of claim 9, Wherein the navigation device 
comprises a portable personal navigation device. 

16. The method of claim 9, Wherein the navigation device 
comprises an in-vehicle navigation device that is installed in 
a vehicle. 


