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(57) ABSTRACT 

Systems and methods of context aWare traf?c management 
for network and device resource conservation are disclosed. 
In one aspect, embodiments of the present disclosure include 
a method, Which may be implemented on a system, for using 
characteristics of user activity on the mobile device to locally 
adjust behavior of the mobile device to optimize battery con 
sumption on the mobile device, using characteristics of user 
activity on the mobile device to locally adjust behavior of the 
mobile device to optimize battery consumption on the mobile 
device, and/ or using characteristics of user activity on the 
mobile device to locally adjust behavior of the mobile device 
to optimize battery consumption on the mobile device. 

Application Server 
Content Provider 

f 110 

Corporate Email 

Personal Email 

SMS, MMS, other 
Messaging 

Portals, intranet 108 

Social networks, other 
services 

a 1,, 

112 
100 104 

User 
I Interface 

Host / 
server 

/ 
Local 
Cache 
185 

135 



Patent Application Publication Jun. 21, 2012 Sheet 1 0f 12 US 2012/0157170 A1 

89:25 Em: 
wow 

N: 

‘N .QHWM 

wow 
{02,52 

0:28 Bimw mm? 

wow 

wooEmw $50 .9192? _m_oow 6:952 imtom __mEm_ 290800 



Patent Application Publication Jun. 21, 2012 Sheet 2 0f 12 US 2012/0157170 A1 

f110 App Server/ 
Content Provider 

199 

Optional Caching 
Proxy Server 100 

r_J 
Host Server 

6 In c a C Fl 6 v Fl 6 S 

Short Message 
Service Center 
E 

Proxy Server 
125 

Mobile Device 

Local 
Proxy 

FIG. 1B 



Patent Application Publication Jun. 21, 2012 Sheet 3 0f 12 US 2012/0157170 A1 

Mobile Device 

{-2150 
- Proxy-Unaware Proxy-Aware Mobile 

Cache Mobile Application 
285 Application m 
— m 

Proxy API E 

Request/Transaction Manager 

FIG. 2 

23_5 
Caching Policy 

Manager Application Behavior 
24_5 Detector E 

Prioritiza 
Applicatign Pattern Detector tion 
Protocol E Engine 
Module % 
m Application Profile 

Generator m 

User I 
Activity 
Modme Traffic Shaping Engine 25_5 Connection 
215 , _ Manager E 
— Alignment Batchlng , 

Module Module Rad'o 
@ 2i Controller E 

Heartbeat 
Manager E 

l 
| | | 

Network Interface E O eratin 
. . Context API p 9 

SMS l/F W|F| l/F Cellular l/F 206 sygim 

Local 
Proxy 

f 275 



Patent Application Publication 

Server 
Cache 

& 

Jun. 21, 2012 Sheet 4 0f 12 

Application Server/ 
Service Provider 
m 

US 2012/0157170 A1 

Host Server 
300 

Network Interface @ 

ISMS |/F| | WiFi l/F | lCellularl/F Proxy Server 
I 325 

l I 

HTTP Access Proxy Controuer 36_5 Traffic Shaping 
Engine 34_5 Activity/Behavior Eng'ne 3A 

Awareness Module @ 
Control Protocol 

New Data Priority Awareness 376 
Detector? Module @ — 

Data lnvalidator Module 
368 

Batching Module 
E 

Caching Policy 
Manager 35_5 

Application 
Protocol 
Module 
@ 

Connection Manager 395 

Radio 
Controller 
@ 

lnternet/WiFi 
Controller 
E 

Heartbeat 
Manager 
E 

Connection and 
Content Metadata 
Repository & 

FIG. 3 

Device Information 
Repository m 

Network Service 

Repository m 
Provider 



Patent Application Publication Jun. 21, 2012 Sheet 5 0f 12 US 2012/0157170 A1 

w UN“ 

aai E5520 



Patent Application Publication Jun. 21, 2012 Sheet 6 0f 12 US 2012/0157170 A1 

Mobile Application Application 
device sewer/content server/content 
E provider 510A provider 5105 

User Activity @ J 
| 
| 

Inactive period : 
Default = 1200 (20 mins) | 

l 
l 
l 
| 
| 
l 

Power saving starts E 0 T 
: New Data New Data 
L eweiazeienqu, 

\_,_ Power Save Period 
_ _ _ _ _ _ _ _ _ _ _ _ 1' _ _ _ _ _ _ _ _ _ _ ‘>‘New Data 

Penod One :New Data ' 
Default = 900 (15 mins) I 

| | 

T tr f I. t New Data | l 
arge me or earles - | 

next data E Q \ EclwLsLaig?gfggae Period / New Data 
XT-ne-W-ma-"T ------- " ‘1 

gfgmeLial/e?e?ed; x ' i 
\_i_ _ _ _ BOWELSELBPE 0.0g -_X_ _ _ _ _ _ _ _ _j 

New Data I New Data l 

EQwL§axeBeLi®_ / i 
n. ____ _ _P_ower§avgferi_oq _____ _ _; 

| 
Cancel Power save \| 

- 'l 

l 
l 

._ | 
~-._, Cancel Power save \| 

l 'l 
l 
l 

FIG. 5 



Patent Application Publication Jun. 21, 2012 Sheet 7 0f 12 US 2012/0157170 A1 

602 

Detect characteristics of user activity on the mobile device 

604 614 616 

' I v r—’ , f_J 
Adjust behavior of the Communicate the I _ _ 

mobile device to_optimize characteristics of the user frg?g?ggocTgngg'rggtr'wth 
battery confsumptllon 0" the activity from the mobile the mobile device 

moblle dev'ce device to the server 

606 618 620 

' I v r4 r r—/ 
Decrease Adjust use of radio on the Cache data 

mobile device data push at the server 
frequency 

608 610 from the 

‘ r—J ,J server 
Cache data at 

On/o? of radio the mobile 
device 

Low power/high 612 
power radio I 

mode 

FIG. 6 



Patent Application Publication 

704 

Jun. 21, 2012 Sheet 8 0f 12 

702 

Is 
he user actively 
interacting with Yes 

US 2012/0157170 A1 

the mobile 
evice?? 

l 
Wait to send low 

priority transactions 
from the mobile device 

until after the user 
activity has been 

dormant for a period of 
time 

Decrease data 
push frequency 
from the server 

7 

Detect that the 
user is 

subsequently 
active after being 

inactive 

Send data buffered f 710 
as a result of 

decreased 
communication 
frequency, to the 
mobile device 

FIG. 7 

Notify the 
mobile device 



Patent Application Publication Jun. 21, 2012 Sheet 9 0f 12 US 2012/0157170 A1 

802 

Detect user activity at a device 
separate from a mobile device 

804 

user activity at 
the device is able to 
access the same data 
Iso able to be delivere 

to the mobile 
device? 

806 

Decrease communication 
frequency from a server to the 

mobile device 

FIG. 8 



Patent Application Publication Jun. 21, 2012 Sheet 10 0f 12 US 2012/0157170 A1 

902 

Detect multiple occurrences of events having a first priority type initiated on the mobile device 

904 

V H 

Cumulate the multiple occurrences of events having the first priority type 

user prompt 

906 908 910 912 914 

\ f ' \ f ' \ f“ \ r“ \ f“ 

Detect Detect 
Data transfer . . . 

occurrence of . User trigger, application 
from the server A period of . . 

an event of a . . response to being exited or 
. . triggers the time elapses 

second priority . 
radio use type 

moved into the 
background 

\ \ \ 

916 

device 
Batch transfer the cumulated events to a server in wireless communication with the mobile 

FIG. 9 



Patent Application Publication Jun. 21, 2012 Sheet 11 0f 12 US 2012/0157170 A1 

1002 

FJ 
Detect multiple occurrences of events having a ?rst priority type at a server wirelessly coupled to 

a mobile device 

1004 

y F1 

Cumulate the multiple occurrences of events having the ?rst priority type 

1006 1008 1010 1012 1014 

Detect Data transfer 
Detect 

occurrence of from the User m er a "Cation 
an event ofa mobile device A period of 99 ’ .pp . 

. . . . . . response to belng exlted or 
second pr|or|ty |nd|cates radlo tlme elapses . 

user prompt moved Into the 
type at the use on the 

. . background 
server moblle dev|ce 

1016 

r r r r r H 

Batch transfer the cumulated events to the mobile device 

FIG. 10 



Patent Application Publication Jun. 21, 2012 Sheet 12 0f 12 US 2012/0157170 A1 

1100 

Processor 

Video Display 
Instructions 

Alpha-numeric Input Device 

Main Memory 

Cursor Control Device 
Bus 

Instructions 
Drive Unit 

Machine-readable 
(Storage) Medium 

Non-volatile Memory 

Instructions 
Network Interface Device 

Signal Generation Device 

V 

FIG. 11 



US 2012/0157170 A1 

MOBILE DEVICE RADIO USE 
OPTIMIZATION BY BATCHING LOW 

PRIORITY REQUESTS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is a continuation of US. patent 
application Ser. No. 13/178,598 entitled “CONTEXT 
AWARE TRAFFIC MANAGEMENT FOR RESOURCE 
CONSERVATION IN A WIRELESS NETWORK,” ?led on 
Jul. 8, 2011, Which claims bene?t of US. Provisional Patent 
Application No. 61/367,871 entitled “CONSERVING 
POWER CONSUMPTION IN APPLICATIONS WITH 
NETWORK INITIATED DATA TRANSFER FUNCTION 
ALITY”, Which Was ?led on Jul. 26, 2010, US. Provisional 
Patent Application No. 61/367,870 entitled “MANAGING 
AND IMPROVING NETWORK RESOURCE UTILIZA 
TION, PERFORMANCE AND OPTIMIZING TRAFFIC IN 
WIRE LINE AND WIRELESS NETWORKS WITH 
MOBILE CLIENTS”, Which Was ?led on Jul. 26, 2010, US. 
Provisional Patent Application No. 61/408,858 entitled 
“CROSS APPLICATION TRAFFIC COORDINATION”, 
Which Was ?led on Nov. 1, 2010, US. Provisional Patent 
Application No. 61/408,839 entitled “ACTIVITY SESSION 
AS METHOD OF OPTIMIZING NETWORK RESOURCE 
USE”, Which Was ?led on Nov. 1, 2010, US. Provisional 
PatentApplication No. 61/408,829 entitled “DISTRIBUTED 
POLICY MANAGEMENT”, Which Was ?led on Nov. 1, 
2010, US. Provisional Patent Application No. 6l/408,846 
entitled “INTELLIGENT CACHE MANAGEMENT IN 
CONGESTED WIRELESS NETWORKS”, Which Was ?led 
on Nov. 1, 2010, US. Provisional Patent Application No. 
61/408,854 entitled “INTELLIGENT MANAGEMENT OF 
NON-CACHABLE CONTENT IN WIRELESS NET 
WORKS”, Which Was ?led on Nov. 1, 2010, US. Provisional 
Patent Application No. 61/408,826 entitled “ONE WAY 
INTELLIGENT HEARTBEA ”, Which Was ?led on Nov. 1, 
2010, US. Provisional Patent Application No. 61/408,820 
entitled “TRAFFIC CATEGORIZATION AND POLICY 
DRIVING RADIO STATE”, Which Was ?led on Nov. 1, 2010, 
US. Provisional Patent Application No. 61/416,020 entitled 
“ALIGNING BURSTS FROM SERVER TO CLIENT”, 
Which Was ?led on Nov. 22, 2010, US. Provisional Patent 
Application No. 61/416,033 entitled “POLLING INTERVAL 
FUNCTIONS”, Which Was ?led on Nov. 22, 2010, US. Pro 
visional Patent Application No. 61/430,828 entitled 
“DOMAIN NAME SYSTEM WITH NETWORK TRAFFIC 
HARMONIZATION”, Which Was ?led on Jan. 7, 2011, the 
contents of Which are all incorporated by reference herein. 

BACKGROUND 

[0002] When WCDMA Was speci?ed, there Was little 
attention to requirements posed by applications Whose func 
tions are based on actions initiated by the netWork, in contrast 
to functions initiated by the user or by the device. Such 
applications include, for example, push email, instant mes 
saging, visual voicemail and voice and video telephony, and 
others. Such applications typically require an alWays-on IP 
connection and frequent transmit of small bits of data. 
WCDMA networks are designed and optimiZed for high 
throughput of large amounts of data, not for applications that 
require frequent, but loW-throughput and/ or small amounts of 
data. Each transaction puts the mobile device radio in a high 
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poWer mode for considerable length of timeitypically 
betWeen 15-30 seconds. As the high poWer mode can con 
sume as much as 100>< the poWer as an idle mode, these 
netWork-initiated applications quickly drain battery in 
WCDMA netWorks. The issue has been exacerbated by the 
rapid increase of popularity of applications With netWork 
initiated functionalities, such as push email. 
[0003] Lack of proper support has prompted a number of 
vendors to provide documents to guide their operator partners 
and independent softWare vendors to con?gure their net 
Works and applications to perform better in WCDMA net 
Works. This guidance focuses on: con?guring netWorks to go 
to stay on high-poWer radio mode as short as possible and 
making periodic keep alive messages that are used to main 
tain an alWays-on TCP/IP connection as infrequent as pos 
sible. Such solutions typically assume lack of coordination 
betWeen the user, the application and the netWork. 
[0004] Furthermore, application protocols may provide 
long-lived connections that alloW servers to push updated 
data to a mobile device Without the need of the client to 
periodically re-establish the connection or to periodically 
query for changes. HoWever, the mobile device needs to be 
sure that the connection remains usable by periodically send 
ing some data, often called a keep-alive message, to the server 
and making sure the server is receiving this data. While the 
amount of data sent for a single keep-alive is not a lot and the 
keep-alive interval for an individual application is not too 
short, the cumulative effect of multiple applications perform 
ing this individually Will amount to small pieces of data being 
sent very frequently. Frequently sending bursts of data in a 
Wireless netWork also result in high battery consumption due 
to the constant need of poWering/re-poWering the radio mod 
ule. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0005] FIG. 1A illustrates an example diagram of a system 
Where a ho st server facilitates management of tra?ic betWeen 
client devices and an application server or content provider in 
a Wireless netWork for resource conservation. 

[0006] FIG. 1B illustrates an example diagram of a proxy 
and cache system distributed betWeen the host server and 
device Which facilitates netWork tra?ic management betWeen 
a device and an application server/ content provider for 
resource conservation. 

[0007] FIG. 2 depicts a block diagram illustrating an 
example of client-side components in a distributed proxy and 
cache system residing on a mobile device that manages tra?ic 
in a Wireless netWork for resource conservation. 

[0008] FIG. 3 depicts a block diagram illustrating an 
example of server-side components in a distributed proxy and 
cache system that manages tra?ic in a Wireless netWork for 
resource conservation. 

[0009] FIG. 4 depicts a diagram shoWing hoW data requests 
from a mobile device to an application server/content pro 
vider in a Wireless netWork can be coordinated by a distrib 
uted proxy system in a manner such that netWork and battery 
resources are conserved through using content caching and 
monitoring performed by the distributed proxy system. 
[0010] FIG. 5 depicts a diagram shoWing one example pro 
cess for implementing a hybrid IP and SMS poWer saving 
mode on a mobile device using a distributed proxy and cache 
system (e. g., such as the distributed system shoWn in the 
example of FIG. 1B). 
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[0011] FIG. 6 depicts a ?ow chart illustrating example pro 
cesses through which context awareness is used for tra?ic 
management. 
[0012] FIG. 7 depicts a ?ow chart illustrating an example 
process for managing tra?ic in a wireless network based on 
user interaction with a mobile device. 
[0013] FIG. 8 depicts a ?ow chart illustrating another 
example process for managing tra?ic in a wireless network 
based on user interaction with a mobile device. 

[0014] FIG. 9 depicts a ?ow chart illustrating an example 
process for managing tra?ic initiated from a mobile device in 
a wireless network through batching of event transfer based 
on event priority. 
[0015] FIG. 10 depicts a ?ow chart illustrating another 
example process for managing tra?ic initiated remotely from 
a mobile device in a wireless network through batching of 
event transfer based on event priority. 
[0016] FIG. 11 shows a diagrammatic representation of a 
machine in the example form of a computer system within 
which a set of instructions, for causing the machine to per 
form any one or more of the methodologies discussed herein, 
may be executed. 

DETAILED DESCRIPTION 

[0017] The following description and drawings are illustra 
tive and are not to be construed as limiting. Numerous speci?c 
details are described to provide a thorough understanding of 
the disclosure. However, in certain instances, well-known or 
conventional details are not described in order to avoid 
obscuring the description. References to one or an embodi 
ment in the present disclosure can be, but not necessarily are, 
references to the same embodiment; and, such references 
mean at least one of the embodiments. 
[0018] Reference in this speci?cation to “one embodiment” 
or “an embodiment” means that a particular feature, structure, 
or characteristic described in connection with the embodi 
ment is included in at least one embodiment of the disclosure. 
The appearances of the phrase “in one embodiment” in vari 
ous places in the speci?cation are not necessarily all referring 
to the same embodiment, nor are separate or alternative 
embodiments mutually exclusive of other embodiments. 
Moreover, various features are described which may be 
exhibited by some embodiments and not by others. Similarly, 
various requirements are described which may be require 
ments for some embodiments but not other embodiments. 
[0019] The terms used in this speci?cation generally have 
their ordinary meanings in the art, within the context of the 
disclosure, and in the speci?c context where each term is 
used. Certain terms that are used to describe the disclosure are 
discussed below, or elsewhere in the speci?cation, to provide 
additional guidance to the practitioner regarding the descrip 
tion of the disclosure. For convenience, certain terms may be 
highlighted, for example using italics and/ or quotation marks. 
The use of highlighting has no in?uence on the scope and 
meaning of a term; the scope and meaning of a term is the 
same, in the same context, whether or not it is highlighted. It 
will be appreciated that same thing can be said in more than 
one way. 

[0020] Consequently, alternative language and synonyms 
may be used for any one or more of the terms discussed 
herein, nor is any special signi?cance to be placed upon 
whether or not a term is elaborated or discussed herein. Syn 
onyms for certain terms are provided. A recital of one or more 
synonyms does not exclude the use of other synonyms. The 
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use of examples anywhere in this speci?cation including 
examples of any terms discussed herein is illustrative only, 
and is not intended to further limit the scope and meaning of 
the disclosure or of any exempli?ed term. Likewise, the dis 
closure is not limited to various embodiments given in this 
speci?cation. 
[0021] Without intent to limit the scope of the disclosure, 
examples of instruments, apparatus, methods and their 
related results according to the embodiments of the present 
disclosure are given below. Note that titles or subtitles may be 
used in the examples for convenience of a reader, which in no 
way should limit the scope of the disclosure. Unless other 
wise de?ned, all technical and scienti?c terms used herein 
have the same meaning as commonly understood by one of 
ordinary skill in the art to which this disclosure pertains. In 
the case of con?ict, the present document, including de?ni 
tions will control. 
[0022] Embodiments of the present disclosure include sys 
tems and methods for context aware tra?ic management for 
network and device resource conservation. 

[0023] One embodiment of the disclosed technology 
includes, a system that optimiZes multiple aspects of the 
connection with wired and wireless networks and devices 
through a comprehensive view of device and application 
activity including: loading, current application needs on a 
device, controlling the type of access (pushvs. pull or hybrid), 
location, concentration of users in a single area, time of day, 
how often the user interacts with the application, content or 
device, and using this information to shape traf?c to a coop 
erative client/server or simultaneously mobile devices with 
out a cooperative client. Because the disclosed server is not 
tied to any speci?c network provider it has visibility into the 
network performance across all service providers. This 
enables optimiZations to be applied to devices regardless of 
the operator or service provider, thereby enhancing the user 
experience and managing network utiliZation while roaming. 
Bandwidth has been considered a major issue in wireless 
networks today. More and more research has been done 
related to the need for additional bandwidth to solve access 
problemsimany of the performance enhancing solutions 
and next generation standards, such as those commonly 
referred to as 4G, namely LTE, 4G, and WiMAX are focused 
on providing increased bandwidth. Although partially 
addressed by the standards a key problem that remains is lack 
of bandwidth on the signaling channel more so than the data 
channel. Embodiments of the disclosed technology includes, 
for example, alignment of requests from multiple applica 
tions to minimiZe the need for several polling requests; lever 
age speci?c content types to determine how to proxy/manage 
a connection/content; and apply speci?c heuristics associated 
with device, user behavioral patterns (how often they interact 
with the device/ application) and/ or network parameters. 
[0024] Embodiments of the present technology can further 
include, moving recurring HTTP polls performed by various 
widgets, RSS readers, etc., to remote network node (e.g., 
Network operation center (NOC)), thus considerably lower 
ing device battery/power consumption, radio channel signal 
ing, and bandwidth usage. Additionally, the of?oading can be 
performed transparently so that existing applications do not 
need to be changed. 
[0025] In some embodiments, this can be implemented 
using a local proxy on the mobile device which automatically 
detects recurring requests for the same content (RSS feed, 
Widget data set) that matches a speci?c rule (e.g. happens 
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every 15 minutes). The local proxy can automatically cache 
the content on the mobile device While delegating the polling 
to the server (e.g., a proxy server operated as an element of a 

communications network). The server can then notify the 
mobile/client proxy if the content changes, and if content has 
not changed (or not changed su?iciently, or in an identi?ed 
manner or amount) the mobile proxy provides the latest ver 
sion in its cache to the user (Without need to utiliZe the radio 
at all). This Way the mobile device (e.g., a mobile phone, 
smart phone, etc.) does not need to open up (e.g., thus poW 
ering on the radio) oruse a data connection if the request is for 
content that is monitored and that has been not ?agged as neW, 
changed, or otherWise different. 

[0026] The logic for automatically adding content sources/ 
application servers (e.g., including URLs/content) to be 
monitored can also check for various factors like hoW often 
the content is the same, hoW often the same request is made (is 
there a ?xed interval/pattern?), Which application is request 
ing the data, etc. Similar rules to decide betWeen using the 
cache and request the data from the original source may also 
be implemented and executed by the local proxy and/or 
server. 

[0027] For example, When the request comes at an unsched 
uled/unexpected time (user initiated check), or after every (n) 
consecutive times the response has been provided from the 
cache, etc., or if the application is running in the background 
vs. in a more interactive mode of the foreground. As more and 

more mobile applications base their features on resources 
available in the netWork, this becomes increasingly impor 
tant. In addition, the disclosed technology alloWs elimination 
of unnecessary chatter from the netWork, bene?ting the 
operators trying to optimiZe the Wireless spectrum usage. 
[0028] FIG. 1A illustrates an example diagram of a system 
Where a host server 100 facilitates management of tra?ic 
betWeen client devices 102 and an application server or con 
tent provider 110 in a Wireless netWork for resource conser 
vation. 

[0029] The client devices 102A-D can be any system and/or 
device, and/or any combination of devices/systems that is 
able to establish a connection, including Wired, Wireless, 
cellular connections With another device, a server and/or 
other systems such as host server 100 and/or application 
server/content provider 110. Client devices 102 Will typically 
include a display and/or other output functionalities to 
present information and data exchanged betWeen among the 
devices 102 and/or the host server 100 and/or application 
server/ content provider 1 1 0. 

[0030] For example, the client devices 102 can include 
mobile, hand held orportable devices or non-portable devices 
and can be any of, but not limited to, a server desktop, a 
desktop computer, a computer cluster, or portable devices 
including, a notebook, a laptop computer, a handheld com 
puter, a palmtop computer, a mobile phone, a cell phone, a 
smart phone, a PDA, a Blackberry device, a Palm device, a 
handheld tablet (eg an iPad or any other tablet), a hand held 
console, a hand held gaming device or console, any Super 
Phone such as the iPhone, and/or any other portable, mobile, 
hand held devices, etc. In one embodiment, the client devices 
102, host server 100, and app server 110 are coupled via a 
netWork 106 and/ or a netWork 108. In some embodiments, the 
devices 102 and host server 100 may be directly connected to 
one another. 
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[0031] The input mechanism on client devices 102 can 
include touch screen keypad (including single touch, multi 
touch, gesture sensing in 2D or 3D, etc.), a physical keypad, 
a mouse, a pointer, a track pad, motion detector (e. g., includ 
ing l-axis, 2-axis, 3-axis accelerometer, etc.), a light sensor, 
capacitance sensor, resistance sensor, temperature sensor, 
proximity sensor, a pieZoelectric device, device orientation 
detector (e.g., electronic compass, tilt sensor, rotation sensor, 
gyroscope, accelerometer), or a combination of the above. 
[0032] Signals received or detected indicating user activity 
at client devices 102 through one or more of the above input 
mechanism, or others, can be used in the disclosed technol 
ogy in acquiring context aWareness at the client device 102. 
Context aWareness at client devices 102 generally includes, 
by Way of example but not limitation, client device 102 opera 
tion or state acknoWledgement, management, user activity/ 
behavior/ interaction aWareness, detection, sensing, tracking, 
trending, and/ or application (e.g., mobile applications) type, 
behavior, activity, operating state, etc. 
[0033] Context aWareness in the present disclosure also 
includes knoWledge and detection of netWork side contextual 
data and can include netWork information such as netWork 
capacity, bandWidth, traf?c, type of netWork/connectivity, 
and/or any other operational state data. NetWork side contex 
tual data can be received from and/or queried from netWork 
service providers (e.g., cell provider 112 and/or Internet ser 
vice providers) of the netWork 106 and/ or netWork 108 (e. g., 
by the host server and/or devices 102). In addition to appli 
cation context aWareness as determined from the client 102 
side, the application context aWareness may also be received 
from or obtained/queried from the respective application/ 
service providers 110 (by the host 100 and/or client devices 
102). 
[0034] The host server 100 canuse, for example, contextual 
information obtained for client devices 102, netWorks 106/ 
108, applications (e.g., mobile applications), application 
server/provider 110, or any combination of the above, to 
manage the tra?ic in the system to satisfy data needs of the 
client devices 102 (e.g., to satisfy application or any other 
request including HTTP request). In one embodiment, the 
traf?c is managed by the host server 100 to satisfy data 
requests made in response to explicit or non-explicit user 103 
requests and/or device/application maintenance tasks. The 
traf?c can be managed such that netWork consumption, for 
example, use of the cellular netWork is conserved for effective 
and ef?cient bandWidth utiliZation. In addition, the host 
server 100 can manage and coordinate such tra?ic in the 
system such that use of device 102 side resources (e.g., 
including but not limited to battery poWer consumption, radio 
use, processor/memory use) are optimiZed With a general 
philosophy for resource conservation While still optimiZing 
performance and user experience. 
[0035] For example, in context of battery conservation, the 
device 150 can observe user activity (for example, by observ 
ing user keystrokes, backlight status, or other signals via one 
or more input mechanisms, etc.) and alters device 102 behav 
iors. The device 150 can also request the host server 100 to 
alter the behavior for netWork resource consumption based on 
user activity or behavior. 
[0036] In one embodiment, the tra?ic management for 
resource conservation is performed using a distributed system 
betWeen the host server 100 and client device 102. The dis 
tributed system can include proxy server and cache compo 
nents on the server 100 side and on the client 102 side, for 
example, as shoWn by the server cache 135 on the server 100 
side and the local cache 150 on the client 102 side. 
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[0037] Functions and techniques disclosed for context 
aware tra?ic management for resource conservation in net 
works (e.g., network 106 and/or 108) and devices 102, reside 
in a distributed proxy and cache system. The proxy and cache 
system can be distributed between, and reside on, a given 
client device 102 in part or in whole and/or host server 100 in 
part or in whole. The distributed proxy and cache system are 
illustrated with further reference to the example diagram 
shown in FIG. 1B. Functions and techniques performed by 
the proxy and cache components in the client device 102, the 
host server 100, and the related components therein are 
described, respectively, in detail with further reference to the 
examples of FIG. 2-3. 
[0038] In one embodiment, client devices 102 communi 
cate with the host server 100 and/or the application server 110 
over network 106, which can be a cellular network. To facili 
tate overall tra?ic management between devices 102 and 
various application servers/content providers 110 to imple 
ment network (bandwidth utiliZation) and device resource 
(e.g., battery consumption), the host server 100 can commu 
nicate with the application server/providers 110 over the net 
work 108, which can include the Internet. 

[0039] In general, the networks 106 and/ or 108, over which 
the client devices 102, the host server 100, and/or application 
server 110 communicate, may be a cellular network, a tele 
phonic network, an open network, such as the Internet, or a 
private network, such as an intranet and/ or the extranet, or any 
combination thereof. For example, the Internet can provide 
?le transfer, remote log in, email, news, RSS, cloud-based 
services, instant messaging, visual voicemail, push mail, 
VoIP, and other services through any known or convenient 
protocol, such as, but is not limited to the TCP/IP protocol, 
UDP, HTTP, DNS, Open System Interconnections (OSI), 
FTP, UPnP, iSCSI, NSF, ISDN, PDH, RS-232, SDH, SONET, 
etc. Open System Interconnections (OSI), FTP, UPnP, iSCSI, 
NSF, ISDN, PDH, RS-232, SDH, SONET, etc. 
[0040] The networks 106 and/or 108 can be any collection 
of distinct networks operating wholly or partially in conjunc 
tion to provide connectivity to the client devices 102 and the 
host server 100 and may appear as one or more networks to 

the serviced systems and devices. In one embodiment, com 
munications to and from the client devices 102 can be 
achieved by, an open network, such as the Internet, or a private 
network, such as an intranet and/or the extranet. In one 
embodiment, communications can be achieved by a secure 
communications protocol, such as secure sockets layer 
(SSL), or transport layer security (TLS). 
[0041] In addition, communications can be achieved via 
one or more networks, such as, but are not limited to, one or 

more of WiMax, a Local Area Network (LAN), Wireless 
Local Area Network (WLAN), a Personal area network 
(PAN), a Campus area network (CAN), a Metropolitan area 
network (MAN), a Wide area network (WAN), a Wireless 
wide area network (WWAN), enabled with technologies such 
as, by way of example, Global System for Mobile Commu 
nications (GSM), Personal Communications Service (PCS), 
Digital Advanced Mobile Phone Service (D-Amps), Blue 
tooth, Wi-Fi, Fixed Wireless Data, 2G, 2.5G, 3G, 4G, IMT 
Advanced, pre-4G, 3G LTE, 3GPP LTE, LTE Advanced, 
mobile WiMax, WiMax 2, WirelessMAN-Advanced net 
works, enhanced data rates for GSM evolution (EDGE), Gen 
eral packet radio service (GPRS), enhanced GPRS, iBurst, 
UMTS, HSPDA, HSUPA, HSPA, UMTS-TDD, lxRTT, EV 
DO, messaging protocols such as, TCP/IP, SMS, MMS, 

Jun. 21,2012 

extensible messaging and presence protocol (XMPP), real 
time messaging protocol (RTMP), instant messaging and 
presence protocol (IMPP), instant messaging, USSD, IRC, or 
any other wireless data networks or messaging protocols. 

[0042] FIG. 1B illustrates an example diagram of a proxy 
and cache system distributed between the ho st server 100 and 
device 150 which facilitates network traf?c management 
between the device 150 and an application server/content 
provider 100 (e. g., a source server) for resource conservation. 

[0043] The distributed proxy and cache system can include, 
for example, the proxy server 125 (e.g., remote proxy) and the 
server cache, 135 components on the server side. The server 
side proxy 125 and cache 135 can, as illustrated, reside inter 
nal to the host server 100. In addition, the proxy server 125 
and cache 135 on the server-side can be partially or wholly 
external to the host server 100 and in communication via one 
or more of the networks 106 and 108. For example, the proxy 
server 125 may be external to the host server and the server 
cache 135 may be maintained at the host server 100. Altema 
tively, the proxy server 125 may be within the host server 100 
while the server cache is external to the host server 100. In 
addition, each of the proxy server 125 and the cache 135 may 
be partially internal to the host server 100 and partially exter 
nal to the host server 100. 

[0044] The distributed system can also, include, in one 
embodiment, client-side components, including by way of 
example but not limitation, a local proxy 175 (e. g., a mobile 
client on a mobile device) and/or a local cache 185, which 
can, as illustrated, reside internal to the device 150 (e.g., a 
mobile device). 
[0045] In addition, the client-side proxy 175 and local 
cache 185 canbe partially or wholly external to the device 150 
and in communication via one or more of the networks 106 
and 108. For example, the local proxy 175 may be external to 
the device 150 and the local cache 185 may be maintained at 
the device 150. Alternatively, the local proxy 175 may be 
within the device 150 while the local cache 185 is external to 
the device 150. In addition, each of the proxy 175 and the 
cache 185 may be partially internal to the host server 100 and 
partially external to the host server 100. 

[0046] In one embodiment, the distributed system can 
include an optional caching proxy server 199. The caching 
proxy server 199 can be a component which is operated by the 
application server/ content provider 110, the host server 100, 
or a network service provider 112, and or any combination of 
the above to facilitate network tra?ic management for net 
work and device resource conservation. Proxy server 199 can 
be used, for example, for caching content to be provided to the 
device 150, for example, from one or more of, the application 
server/provider 1 1 0, ho st server 1 00, and/ or a network service 
provider 1 12. Content caching can also be entirely or partially 
performed by the remote proxy 125 to satisfy application 
requests or other data requests at the device 150. 

[0047] In context aware traf?c management and optimiZa 
tion for resource conservation in a network (e.g., cellular or 
other wireless networks), characteristics of user activity/be 
havior and/ or application behavior at a mobile device 150 can 
be tracked by the local proxy 175 and communicated, over the 
network 106 to the proxy server 125 component in the host 
server 100, for example, as connection metadata. The proxy 
server 125 which in turn is coupled to the application server/ 
provider 110 provides content and data to satisfy requests 
made at the device 150. 
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[0048] In addition, the local proxy 175 can identify and 
retrieve mobile device properties including, one or more of, 
battery level, network that the device is registered on, radio 
state, whether the mobile device is being used (e.g., interacted 
with by a user). In some instances, the local proxy 175 can 
delay, expedite (prefetch), and/or modify data prior to trans 
mission to the proxy server 125, when appropriate, as will be 
further detailed with references to the description associated 
with the examples of FIG. 2-3. 
[0049] The local database 185 can be included in the local 
proxy 175 or coupled to the proxy 175 and can be queried for 
a locally stored response to the data request prior to the data 
request being forwarded on to the proxy server 125. Locally 
cached responses can be used by the local proxy 175 to satisfy 
certain application requests of the mobile device 150, by 
retrieving cached content stored in the cache storage 185, 
when the cached content is still valid. 
[0050] Similarly, the proxy server 125 of the host server 
100 can also delay, expedite, or modify data from the local 
proxy prior to transmission to the content sources (e.g., the 
app server/content provider 110). In addition, the proxy 
server 125 uses device properties and connection metadata to 
generate rules for satisfying request of applications on the 
mobile device 150. The proxy server 125 can gather real time 
tra?ic information about requests of applications for later use 
in optimiZing similar connections with the mobile device 150 
or other mobile devices. 

[0051] In general, the local proxy 175 and the proxy server 
125 are transparent to the multiple applications executing on 
the mobile device. The local proxy 175 is generally transpar 
ent to the operating system or platform of the mobile device 
and may or may not be speci?c to device manufacturers. For 
example, he local proxy can be implemented without adding 
a TCP stack and thus act transparently to both the US and the 
mobile applications. In some instances, the local proxy 175 is 
optionally customizable in part or in whole to be device 
speci?c. In some embodiments, the local proxy 175 may be 
bundled into a wireless model, into a ?rewall, and/ or a router. 

[0052] In one embodiment, the host server 100 can in some 
instances, utiliZe the store and forward functions of a short 
message service center (SMSC) 112, such as that provided by 
the network service provider 112, in communicating with the 
device 150 in achieving network tra?ic management. As will 
be further described with reference to the example of FIG. 3, 
the host server 100 can forward content or HTTP responses to 
the SMSC 112 such that it is automatically forwarded to the 
device 150 if available, and for subsequent forwarding if the 
device 150 is not currently available. 
[0053] In general, the disclosed distributed proxy and cache 
system allows optimization of network usage, for example, 
by serving requests from the local cache 185, the local proxy 
175 reduces the number of requests that need to be satis?ed 
over the network 106. Further, the local proxy 175 and the 
proxy server 125 may ?lter irrelevant data from the commu 
nicated data. In addition, the local proxy 175 and the proxy 
server 125 can also accumulate low priority data and send it in 
batches to avoid the protocol overhead of sending individual 
data fragments. The local proxy 175 and the proxy server 125 
can also compress or transcode the traf?c, reducing the 
amount of data sent over the network 106 and/or 108. The 
signaling tra?ic in the network 106 and/ or 108 can be 
reduced, as the networks are now used less often and the 
network tra?ic can be synchroniZed among individual appli 
cations. 
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[0054] With respect to the battery life of the mobile device 
150, by serving application or content requests from the local 
cache 185, the local proxy 175 can reduce the number of times 
the radio module is powered up. The local proxy 175 and the 
proxy server 125 can work in conjunction to accumulate low 
priority data and send it in batches to reduce the number of 
times and/or amount of time when the radio is powered up. 
The local proxy 175 can synchroniZe the network use by 
performing the batched data transfer for all connections 
simultaneously. 
[0055] FIG. 2 depicts a block diagram illustrating an 
example of client-side components in a distributed proxy and 
cache system residing on a device 250 that manages tra?ic in 
a wireless network for resource conservation. 

[0056] The device 250, which can be a portable or mobile 
device, such as a portable phone, generally includes, for 
example, a network interface 208, an operating system 204, a 
context API 206, and mobile applications which may be 
proxy unaware 210 or proxy aware 220. Note that the device 
250 is speci?cally illustrated in the example of FIG. 2 as a 
mobile device, such is not a limitation and that device 250 
may be any portable/mobile or non-portable device able to 
receive, transmit signals to satisfy data requests over a net 
work including wired or wireless networks (e.g., WiFi, cel 
lular, Bluetooth, etc.). 
[0057] The network interface 208 can be a networking 
module that enables the device 250 to mediate data in a 
network with an entity that is external to the host server 250, 
through any known and/or convenient communications pro 
tocol supported by the host and the external entity. The net 
work interface 208 can include one or more of a network 

adaptor card, a wireless network interface card (e.g., SMS 
interface, WiFi interface, interfaces for various generations of 
mobile communication standards including but not limited to 
1G, 2G, 3G, 3.5G, 4G, LTE, etc.), Bluetooth, or whether or 
not the connection is via a router, an access point, a wireless 

router, a switch, a multilayer switch, a protocol converter, a 
gateway, a bridge, bridge router, a hub, a digital media 
receiver, and/ or a repeater. 

[0058] Device 250 can further include, client-side compo 
nents of the distributed proxy and cache system which can 
include, a local proxy 275 (e.g., a mobile client of a mobile 
device) and a cache 285. In one embodiment, the local proxy 
275 includes a user activity module 215, a proxy API 225, a 
request/transaction manager 235, a caching policy manager 
245, a tra?ic shaping engine 255, and/or a connection man 
ager 265. The traf?c shaping engine 255 may further include 
an alignment module 256 and/or a batching module 257, the 
connection manager 265 may further include a radio control 
ler 266. The request/transaction manager 235 can further 
include an application behavior detector 236 and/ or a priori 
tiZation engine 238, the application behavior detector 236 
may further include a pattern detector 237 and/or and appli 
cation pro?le generator 238. Additional or less components/ 
modules/engines can be included in the local proxy 275 and 
each illustrated component. 
[0059] As used herein, a “module, a manager,” a “han 
dler,” a “detector,” an “interface,” or an “engine” includes a 
general purpose, dedicated or shared processor and, typically, 
?rmware or software modules that are executed by the pro 
cessor. Depending upon implementation-speci?c or other 
considerations, the module, manager, hander, or engine can 
be centraliZed or its functionality distributed. The module, 
manager, hander, or engine can include general or special 
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purpose hardware, ?rmware, or software embodied in a com 
puter-readable (storage) medium for execution by the proces 
sor. As used herein, a computer-readable medium or com 
puter-readable storage medium is intended to include all 
mediums that are statutory (e.g., in the United States, under 
35 U.S.C. 101), and to speci?cally exclude all mediums that 
are non-statutory in nature to the extent that the exclusion is 
necessary for a claim that includes the computer-readable 
(storage) medium to be valid. Known statutory computer 
readable mediums include hardware (e.g., registers, random 
access memory (RAM), non-volatile (NV) storage, to name a 
few), but may or may not be limited to hardware. 

[0060] In one embodiment, a portion of the distributed 
proxy and cache system for network tra?ic management 
resides in or is in communication with device 250, including 
local proxy 275 (mobile client) and/or cache 285. The local 
proxy 275 can provide an interface on the device 150 forusers 
to access device applications and services including email, 
IM, voice mail, visual voicemail, feeds, Internet, other appli 
cations, etc. 
[0061] The proxy 275 is generally application independent 
and can be used by applications (e.g., both proxy aware and 
proxy-unaware mobile applications 210 and 220) to open 
TCP connections to a remote server (e.g., the server 100 in the 
examples of FIG. 1A-1B and/ or server proxy 125/325 shown 
in the examples of FIG. 1B and FIG. 3). In some instances, the 
local proxy 275 includes a proxy API 225 which can be 
optionally used to interface with proxy-aware applications 
220 (or mobile applications on a mobile device). 
[0062] The applications 210 and 220 can generally include 
any user application, widgets, software, HTTP-based appli 
cation, web browsers, video or other multimedia streaming or 
downloading application, video games, social network appli 
cations, email clients, RSS management applications, appli 
cation stores, document management applications, produc 
tivity enhancement applications, etc. The applications can be 
provided with the device OS, by the device manufacturer, by 
the network service provider, downloaded by the user, or 
provided by others. 
[0063] One embodiment of the local proxy 275 includes or 
is coupled to a context API 206, as shown. The context API 
206 may be a part of the operating system 204 or device 
platform or independent of the operating system 204, as illus 
trated. The operating system 204 can include any operating 
system including but not limited to, any previous, current, 
and/or future versions/releases of, Windows Mobile, iOS, 
Android, Symbian, Palm OS, Brew MP, Java 2 Micro Edition 
(J2ME), Blackberry, etc. 
[0064] The context API 206 may be a plug-in to the oper 
ating system 204 or a particular client application on the 
device 250. The context API 206 can detect signals indicative 
of user or device activity, for example, sensing motion, ges 
ture, device location, changes in device location, device back 
light, keystrokes, clicksiactivated touch screen, mouse click 
or detection of otherpointer devices. The context API 206 can 
be coupled to input devices or sensors on the device 250 to 
identify these signals. Such signals can generally include 
input received in response to explicit user input at an input 
device/mechanism at the device 250 and/or collected from 
ambient signals/ contextual cues detected at or in the vicinity 
of the device 250 (e.g., light, motion, pieZoelectric, etc.). 
[0065] In one embodiment, the user activity module 215 
interacts with the context API 206 to identify, determine, 
infer, detect, compute, predict, and/or anticipate, characteris 
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tics of user activity on the device 250.Various inputs collected 
by the context API 206 can be aggregated by the user activity 
module 215 to generate a pro?le for characteristics of user 
activity. Such a pro?le can be generated by the module 215 
with various temporal characteristics. For instance, user 
activity pro?le can be generated in real-time for a given 
instant to provide a view of what the user is doing or not doing 
at a given time (e.g., de?ned by a time window, in the last 
minute, in the last 30 seconds, etc.), a user activity pro?le can 
also be generated for a ‘session’ de?ned by an application or 
web page that describes the characteristics of user behavior 
with respect to a speci?c task they are engaged in on the 
device 250, or for a speci?c time period (e.g., for the last 2 
hours, for the last 5 hours). 
[0066] Additionally, characteristic pro?les can be gener 
ated by the user activity module 215 to depict a historical 
trend for user activity and behavior (eg 1 week, 1 mo, 2 mo, 
etc.). Such historical pro?les can also be used to deduce 
trends of user behavior, for example, access frequency at 
different times of day, trends for certain days of the week 
(weekends or week days), user activity trends based on loca 
tion data (e.g., IP address, GPS, or cell tower coordinate data) 
or changes in location data (e.g., user activity based on user 
location, or user activity based on whether the user is on the 
go, or traveling outside a home region, etc.) to obtain user 
activity characteristics. 
[0067] In one embodiment, user activity module 215 can 
detect and track user activity with respect to applications, 
documents, ?les, windows, icons, and folders on the device 
250. For example, the user activity module 215 can detect 
when an application or window (e. g., a web browser) has been 
exited, closed, minimized, maximiZed, opened, moved into 
the foreground, or into the background, multimedia content 
playback, etc. 
[0068] In one embodiment, characteristics of the user activ 
ity on the device 250 can be used to locally adjust behavior of 
the device (e.g., mobile device) to optimiZe its resource con 
sumption such as battery/power consumption and more gen 
erally, consumption of other device resources including 
memory, storage, and processing power. In one embodiment, 
the use of a radio on a device can be adjusted based on 

characteristics of user behavior (e. g., by the radio controller 
266 of the connection manager 265) coupled to the user 
activity module 215. For example, the radio controller 266 
can turn the radio on or off, based on characteristics of the 
user activity on the device 250. In addition, the radio control 
ler 266 can adjust the power mode of the radio (e.g., to be in 
a higher power mode or lower power mode) depending on 
characteristics of user activity. 

[0069] In one embodiment, characteristics of the user activ 
ity on device 250 can also be used to cause another device 
(e.g., other computers, a mobile device, or a non-portable 
device) or server (e.g., host server 100 and 300 in the 
examples of FIG. 1A-B and FIG. 3) which can communicate 
(e.g., via a cellular or other network) with the device 250 to 
modify its communication frequency with the device 250. 
The local proxy 275 can use the characteristics information of 
user behavior determined by the user activity module 215 to 
instruct the remote device as to how to modulate its commu 
nication frequency (e.g., decreasing communication fre 
quency, such as data push frequency if the user is idle, 
requesting that the remote device notify the device 250 if new 
data, changed data, different data, or data of a certain level of 
importance becomes available, etc.). 
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[0070] In one embodiment, the user activity module 215 
can, in response to determining that user activity characteris 
tics indicate that a user is active after a period of inactivity, 
request that a remote device (e.g., server host server 100 and 
300 in the examples of FIG. lA-B and FIG. 3) send the data 
that was buffered as a result of the previously decreased 
communication frequency. 
[0071] In addition, or in alternative, the local proxy 275 can 
communicate the characteristics of user activity at the device 
250 to the remote device (e.g., host server 100 and 300 in the 
examples of FIG. lA-B and FIG. 3) and the remote device 
determines how to alter its own communication frequency 
with the device 250 for network resource conservation and 
conservation of device 250 resources. 

[0072] One embodiment of the local proxy 275 further 
includes a request/transaction manager 235, which can 
detect, identify, intercept, process, manage, data requests ini 
tiated on the device 250, for example, by applications 210 
and/or 220, and/or directly/indirectly by a user request. The 
request/transaction manager 235 can determine how and 
when to process a given request or transaction, or a set of 
requests/transactions, based on transaction characteristics. 

[0073] The request/transaction manager 235 can prioritize 
requests or transactions made by applications and/ or users at 
the device 250, for example by the prioritization engine 238. 
Importance or priority of requests/transactions can be deter 
mined by the manager 235 by applying a rule set, for example, 
according to time sensitivity of the transaction, time sensitiv 
ity of the content in the transaction, time criticality of the 
transaction, time criticality of the data transmitted in the 
transaction, and/or time criticality or importance of an appli 
cation making the request. 
[0074] In addition, transaction characteristics can also 
depend on whether the transaction was a result of user-inter 
action or other user initiated action on the device (e.g., user 
interaction with a mobile application). In general, a time 
critical transaction can include a transaction resulting from a 
user-initiated data transfer, and can be prioritized as such. 
Transaction characteristics can also depend on the amount of 
data that will be transferred or is anticipated to be transferred 
as a result of the request/requested transaction. For example, 
the connection manager 265, can adjust the radio mode (e. g., 
high power or low power mode via the radio controller 266) 
based on the amount of data that will need to be transferred. 

[0075] In addition, the radio controller 266/connection 
manager 265 can adjust the radio power mode (high or low) 
based on time criticality/ sensitivity of the transaction. The 
radio controller 266 can trigger the use of high power radio 
mode when a time-critical transaction (e.g., a transaction 
resulting from a user-initiated data transfer, an application 
running in the foreground, any other event meeting a certain 
criteria) is initiated or detected. 

[0076] In general, the priorities can be set by default, for 
example, based on device platform, device manufacturer, 
operating system, etc. Priorities can alternatively or in addi 
tionally be set by the particular application; for example, the 
Facebook mobile application can set its own priorities for 
various transactions (e.g., a status update can be of higher 
priority than an add friend request or a poke request, a mes 
sage send request can be of higher priority than a message 
delete request, for example), an email client or IM chat client 
may have its own con?gurations for priority. The prioritiza 
tion engine 238 may include set of rules for assigning priority. 
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[0077] The priority engine 238 can also track network pro 
vider limitations or speci?cations on application or transac 
tion priority in determining an overall priority status for a 
request/transaction. Furthermore, priority can in part or in 
whole be determined by user preferences, either explicit or 
implicit. A user, can in general, set priorities at different tiers, 
such as, speci?c priorities for sessions, or types, or applica 
tions (e.g., a browsing session, a gaming session, versus an 
IM chat session, the user may set a gaming session to always 
have higher priority than an IM chat session, which may have 
higher priority than web-browsing session). A user can set 
application-speci?c priorities, (e. g., a user may set Facebook 
related transactions to have a higher priority than LinkedIn 
related transactions), for speci?c transaction types (e.g., for 
all send message requests across all applications to have 
higher priority than message delete requests, for all calendar 
related events to have a high priority, etc.), and/or for speci?c 
folders. 
[0078] The priority engine 238 can track and resolve con 
?icts in priorities set by different entities. For example, 
manual settings speci?ed by the user may take precedence 
over device OS settings, network provider parameters/limi 
tations (e.g., set in default for a network service area, geo 
graphic locale, set for a speci?c time of day, or set based on 
service/fee type) may limit any user-speci?ed settings and/or 
application-set priorities. In some instances, a manual sync 
request received from a user can override some, most, or all 
priority settings in that the requested synchronization is per 
formed when requested, regardless of the individually 
assigned priority or an overall priority ranking for the 
requested action. 
[0079] Priority can be speci?ed and tracked internally in 
any known and/ or convenient manner, including but not lim 
ited to, a binary representation, a multi-valued representation, 
a graded representation and all are considered to be within the 
scope of the disclosed technology. 

TABLE I 

Change Change 
(initiated on device) Priority (initiated on server) Priority 

Send email High Receive email High 
Delete email Low Edit email Often not possible 
(Un)read email Low to sync (LOW if 
Move message Low possible) 
Read more High New email in deleted Low 
Down load High items 
attachment Delete an email Low 
New Calendar event High (Un)Read an email Low 
Edit/change High Move messages Low 
Calendar event Any calendar change High 
Add a contact High Any contact change High 
Edit a contact High Wipe/lock device High 
Search contacts High Settings change High 
Change a setting High Any folder change High 
Manual send/receive High Connector restart High (if no 
IM status change Medium changes nothing 
Auction outbid or High is sent) 

Social Network 
Status Updates 
Sever Weather Alerts High 
News Updates Low 

change noti?cation Medium 
Weather Updates Low 

[0080] TableI above shows, for illustration purposes, some 
examples of transactions with examples of assigned priorities 
in a binary representation scheme. Additional assignments 
are possible for additional types of events, requests, transac 
tions, and as previously described, priority assignments can 
be made at more or less granular levels, e.g., at the session 
level or at the application level, etc. 






















