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MRI COMPATIBLE MEDICAL DEVICE LEAD 
INCLUDING TRANSMISSION LINE NOTCH 

FILTERS 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] This application is a continuation of application Ser. 
No. 12/880,565, ?led Sep. 13, 2010, Which claims the bene?t 
ofProvisional Application No. 61/250,395, ?led Oct. 9, 2009, 
each of Which is incorporated herein by reference in its 
entirety. 

TECHNICAL FIELD 

[0002] The present invention relates to implantable medi 
cal devices. More particularly, the present invention relates to 
MRI compatible medical device lead constructions including 
transmission line notch ?lters. 

BACKGROUND 

[0003] Magnetic resonance imaging (MRI) is a non-inva 
sive imaging procedure that utiliZes nuclear magnetic reso 
nance techniques to render images Within a patient’s body. 
Typically, MRI systems employ the use of a magnetic coil 
having a magnetic ?eld strength of betWeen about 0.2 to 3 
Teslas. During the procedure, the body tissue is brie?y 
exposed to RF pulses of electromagnetic energy in a plane 
perpendicular to the magnetic ?eld. The resultant electromag 
netic energy from these pulses can be used to image the body 
tissue by measuring the relaxation properties of the excited 
atomic nuclei in the tissue. 
[0004] During imaging, the electromagnetic radiation pro 
duced by the MRI system may be picked up by implantable 
device leads used in implantable medical devices such as 
pacemakers or cardiac de?brillators. This energy may be 
transferred through the lead to the electrode in contact With 
the tissue, Which may lead to elevated temperatures at the 
point of contact. The degree of tissue heating is typically 
related to factors such as the length of the lead, the conduc 
tivity or impedance of the lead, and the surface area of the lead 
electrodes. Exposure to a magnetic ?eld may also induce an 
undesired voltage on the lead. 

SUMMARY 

[0005] Discussed herein are conductor assemblies for 
implantable medical electrical leads including one or more 
band stop ?lters, as Well as medical electrical leads including 
such components. 
[0006] In Example 1, a medical device lead includes a 
conductor and one or more band stop ?lters each coupled to 
the conductor and including a conductive coil. The one or 
more band stop ?lters are con?gured to attenuate an MRI 
induced signal on the conductor. 
[0007] In Example 2, the medical device lead according to 
Example 1, Wherein each of the one or more band stop ?lters 
includes a ?rst end and a second end, and Wherein at least one 
of the ?rst end and second end is coupled to the conductor. 
[0008] In Example 3, the medical device lead according to 
either Example 1 or Example 2, Wherein at least one of the one 
or more band stop ?lters is coupled to the conductor at either 
the ?rst end or the second end, and Wherein the length of the 
at least one of the one or more band stop ?lters is about one 
quarter Wavelength of the MRI-induced signal on the conduc 
tor. 
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[0009] In Example 4, the medical device lead according to 
any of Examples 1-3, Wherein at least one of the one or more 
band stop ?lters is coupled to the conductor at both the ?rst 
end and second end, and Wherein the length of the at least one 
of the one or more band stop ?lters is about one half Wave 
length of the MRI-induced signal on the conductor minus a 
length to account for a propagation delay through the con 
ductor betWeen the ?rst and second ends. 
[0010] In Example 5, the medical device lead according to 
any of Examples 1-4, Wherein the conductive coil of the band 
stop ?lter is coaxial With the conductor. 
[0011] In Example 6, the medical device lead according to 
any of Examples 1-5, Wherein the conductive coil of the band 
stop ?lter is co-radial With the conductor. 
[0012] In Example 7, the medical device lead according to 
any of Examples 1-6, Wherein the one or more band stop 
?lters comprises at least tWo band stop ?lters con?gured to 
attenuate MRI-induced signals at different frequencies. 
[0013] In Example 8, a medical device lead includes a 
conductor con?gured to be connected to a pulse generator and 
one or more band stop ?lters. Each band stop ?lter includes a 
conductive element comprising a conductive coil and is 
coupled to the conductor such that an MRI-induced signal on 
the conductor propagates through the band stop ?lter a total 
distance of approximately one-half Wavelength of the MRI 
induced signal. 
[0014] In Example 9, the medical device lead according to 
Example 8, Wherein each of the one or more band stop ?lters 
includes a ?rst end and a second end, and Wherein at least one 
of the ?rst end and second end is coupled to the conductor. 
[0015] In Example 10, the medical device lead according to 
either Example 8 or Example 9, Wherein at least one of the one 
or more band stop ?lters is coupled to the conductor at either 
the ?rst end or the second end, and Wherein the length of the 
conductive element of the at least one of the one or more band 
stop ?lters is about one quarter Wavelength of the MRI-in 
duced signal on the conductor. 
[0016] In Example 1 1, the medical device lead according to 
any of Examples 8-10, Wherein at least one of the one or more 
band stop ?lters is coupled to the conductor at both the ?rst 
end and second end, and Wherein the length of the conductive 
element of the at least one of the one or more band stop ?lters 
is about one half Wavelength of the MRI-induced signal on 
the conductor minus a length to account for a propagation 
delay through the conductor betWeen the ?rst and second 
ends. 

[0017] In Example 12, the medical device lead according to 
any of Examples 8-11, Wherein the conductive coil of the 
band stop ?lter is coaxial With the conductor. 
[0018] In Example 13, the medical device lead according to 
any of Examples 8-12, Wherein the conductive coil of the 
band stop ?lter is co-radial With the conductor. 
[0019] In Example 14, the medical device lead according to 
any of Examples 8-13, Wherein the one or more band stop 
?lters comprises at least tWo band stop ?lters con?gured to 
attenuate MRI-induced signals at different frequencies. 
[0020] In Example 15, a medical device includes a pulse 
generator and a lead including an electrode, a lead conductor 
connecting the pulse generator With the electrode, and one or 
more band stop ?lters each coupled to the lead conductor. 
Each of the one or more band stop ?lters includes a conduc 
tive coil and is con?gured to attenuate an MRI-induced signal 
on the lead conductor. 
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[0021] In Example 16, the medical device according to 
Example 15, Wherein at least one of the one or more band stop 
?lters is coupled to the lead conductor at either a ?rst end or 
a second end of the at least one of the one or more band stop 
?lters, and Wherein the length of the at least one of the one or 
more band stop ?lters is about one quarter Wavelength of the 
MRI-induced signal on the lead conductor. 
[0022] In Example 17, the medical device according to 
either Example 15 or 16, Wherein at least one of the one or 
more band stop ?lters is coupled to the lead conductor at both 
a ?rst end and a second end of the at least one of the one or 
more band stop ?lters, and Wherein the length of the at least 
one of the one or more band stop ?lters is about one half 
Wavelength of the MRI-induced signal on the lead conductor 
minus a length to account for a propagation delay through the 
lead conductor betWeen the ?rst and second ends. 
[0023] In Example 18, the medical device according to any 
of Examples 15-17, Wherein the conductive coil of the band 
stop ?lter is coaxial With the lead conductor. 
[0024] In Example 19, the medical device according to any 
of Examples 15-18, Wherein the conductive coil of the band 
stop ?lter is co-radial With the lead conductor. 
[0025] In Example 20, the medical device according to any 
of Examples 15-19, Wherein the one or more band stop ?lters 
comprises at least tWo band stop ?lters con?gured to attenuate 
MRI-induced signals at different frequencies. 
[0026] While multiple embodiments are disclosed, still 
other embodiments of the present invention Will become 
apparent to those skilled in the art from the folloWing detailed 
description, Which shoWs and describes illustrative embodi 
ments of the invention. Accordingly, the draWings and 
detailed description are to be regarded as illustrative in nature 
and not restrictive. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0027] FIG. 1 is a schematic vieW of a cardiac rhythm 
management (CRM) system including a pulse generator and 
a lead implanted in a patient’s heart according to an embodi 
ment of the present invention. 
[0028] FIG. 2 is a side vieW of a coiled lead conductor 
including a coaxial coiled band stop ?lter connected at one 
end according to an embodiment of the present invention. 
[0029] FIG. 3 is a schematic vieW of a lead conductor With 
a coiled band stop ?lter connected at one end according to 
embodiment of the present invention. 
[0030] FIG. 4 is a side vieW of a coiled lead conductor With 
a co-radial coiled band stop ?lter connected at one end 
according to an embodiment of the present invention. 
[0031] FIG. 5 is a side vieW of a cable lead conductor 
including a coaxial coiled band stop ?lter connected at one 
end according to an embodiment of the present invention. 
[0032] FIG. 6 is a side vieW of a coiled lead conductor 
including coaxial coiled band stop ?lters connected at proxi 
mal and distal ends of the conductor according to an embodi 
ment of the present invention. 
[0033] FIG. 7 is a side vieW of a coiled lead conductor 
including a coaxial coiled band stop ?lter connected in par 
allel according to an embodiment of the present invention. 
[0034] FIG. 8 is a schematic vieW of a coiled lead conductor 
With a coiled band stop ?lter connected in parallel according 
to an embodiment of the present invention. 
[0035] FIG. 9 is a side vieW of a cable lead conductor 
including a coaxial coiled band stop ?lter connected in par 
allel according to an embodiment of the present invention. 
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[0036] FIG. 10 is a schematic vieW of a cable lead conduc 
tor With a coiled band stop ?lter connected in parallel accord 
ing to an embodiment of the present invention. 
[0037] FIG. 11 is a cross-sectional vieW of a cable lead 
conductor including coaxial coiled band stop ?lters tuned for 
different frequencies connected at proximal and distal ends of 
the conductor according to an embodiment of the present 
invention. 
[0038] While the invention is amenable to various modi? 
cations and alternative forms, speci?c embodiments have 
been shoWn by Way of example in the draWings and are 
described in detail beloW. The intention, hoWever, is not to 
limit the invention to the particular embodiments described. 
On the contrary, the invention is intended to cover all modi 
?cations, equivalents, and alternatives falling Within the 
scope of the invention as de?ned by the appended claims. 

DETAILED DESCRIPTION 

[0039] FIG. 1 is a schematic vieW of a cardiac rhythm 
management (CRM) system 10 according to an embodiment 
of the present invention. As shoWn in FIG. 1, the CRM system 
10 includes a pulse generator 12 coupled to a plurality of leads 
14, 16 deployed in a patient’s heart 18. As further shoWn in 
FIG. 1, the heart 18 includes a right atrium 24 and a right 
ventricle 26 separated by a tricuspid valve 28. During normal 
operation of the heart 18, deoxygenated blood is fed into the 
right atrium 24 through the superior vena cava 30 and the 
inferior vena cava 32. The major veins supplying blood to the 
superior vena cava 30 include the right and left axillary veins 
34 and 36, Which ?oW into the right and left subclavian veins 
38 and 40. The right and left external jugular 42 and 44, along 
With the right and left internal jugular 46 and 48, join the right 
and left subclavian veins 38 and 40 to form the right and left 
brachiocephalic veins 50 and 52, Which in turn combine to 
How into the superior vena cava 30. 
[0040] The leads 14, 16 operate to convey electrical signals 
and stimuli betWeen the heart 18 and the pulse generator 12. 
In the illustrated embodiment, the lead 14 is implanted in the 
right ventricle 26, and the lead 16 is implanted in the right 
atrium 24. In other embodiments, the CRM system 10 may 
include additional leads, e.g., a lead extending into a coronary 
vein for stimulating the left ventricle in a bi-ventricular pac 
ing or cardiac resynchronization therapy system. As shoWn, 
the leads 14, 16 enter the vascular system through a vascular 
entry site 54 formed in the Wall of the left subclavian vein 40, 
extend through the left brachiocephalic vein 52 and the supe 
rior vena cava 30, and are implanted in the right ventricle 26 
and right atrium 24, respectively. In other embodiments of the 
present invention, the leads 14, 16 may enter the vascular 
system through the right subclavian vein 38, the left axillary 
vein 36, the left external jugular 44, the left internal jugular 
48, or the left brachiocephalic vein 52. 
[0041] The pulse generator 12 is typically implanted sub 
cutaneously Within an implantation location or pocket in the 
patient’s chest or abdomen. The pulse generator 12 may be 
any implantable medical device knoWn in the art or later 
developed, for delivering an electrical therapeutic stimulus to 
the patient. In various embodiments, the pulse generator 12 is 
a pacemaker, an implantable cardiac de?brillator, and/or 
includes both pacing and de?brillation capabilities. The por 
tion of the leads 14, 16 extending from the pulse generator 12 
to the vascular entry site 54 are also located subcutaneously or 
submuscularly. The leads 14, 16 are each connected to the 
pulse generator 12 via proximal connectors. Any excess lead 
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length, i.e., length beyond that needed to reach from the pulse 
generator 12 location to the desired intracardiac implantation 
site, is generally coiled up in the subcutaneous pocket near the 
pulse generator 12. 
[0042] The electrical signals and stimuli conveyed by the 
pulse generator 12 are carried to electrodes at the distal ends 
of leads 14, 16 by one or more conductors extending through 
the leads 14, 16. The one or more conductors are each elec 
trically coupled to a connector suitable for interfacing With 
the pulse generator 12 at the proximal end of the leads 14, 16 
and to one or more electrodes at the distal end. In an MRI 

environment, the electromagnetic radiation produced by the 
MRI system may be picked up by conductors of the leads 14, 
16. This energy may be transferred through the leads 14, 16 to 
the electrode in contact With the tissue, Which may lead to 
elevated temperatures at the point of contact. The present 
invention relates to coiled band stop ?lters associated With the 
lead conductors that are con?gured to attenuate signals on the 
lead conductors at MRI frequencies. 
[0043] FIG. 2 is a side vieW ofa distal portion ofa conduc 
tor assembly 60 according to an embodiment of the present 
invention. The conductor assembly 60 includes a conductive 
coil 62 and a coiled band stop ?lter 64. The conductive coil 62 
may be con?gured to extend through the lead 14 and/or the 
lead 16 shoWn in FIG. 1. For ease of description, the folloWing 
description Will relate to the conductor assembly 60 in the 
lead 14, but the same properties for the conductor assembly 
60 are applicable for lead 16. The conductive coil 62 is 
adapted for connection to the pulse generator 12 at the proxi 
mal end of the lead 14. In some embodiments, the conductive 
coil 62 is coupled to a proximal connector at the proximal end 
of the lead 14. The connector at the proximal end of the lead 
14 is siZed and shaped to interface With a connector block or 
other component of the pulse generator 12. While a single 
conductive coil 62 is shoWn, the conductor assembly 60 may 
include a plurality of coaxial or co-radial conductive coils 62 
each capable of delivering signals having different character 
istics and purposes. 
[0044] The conductive coil 62 may be coupled to one or 
more electrodes at the distal end of the conductive coil 62 that 
deliver the signals carried by the conductive coil 62 to cardiac 
tissue. The conductive coil 62 may be formed around an 
insulative core layer (not shoWn) that de?nes a lumen siZed 
and shaped to receive a guide Wire or stylet employed during 
implantation of the lead 14. The conductive coil 62 and the 
band stop ?lter 64 may be surrounded by an insulative layer 
(not shoWn) to insulate the conductive coil 62 and band stop 
?lter 64 from other elements of the lead 14. In some embodi 
ments, the insulative layer extends from the proximal end to 
the distal end of the lead 14. The insulative layer may be 
comprised of, for example, silicone material, Te?on, 
expanded tetra?uoroethylene (eTFE), polytetra?uoroethyl 
ene (PTFE), or another suitable non-conductive material. 

[0045] The band stop ?lter 64 is connected to the coiled 
conductive coil 62 via a coupling element 66. In the embodi 
ment shoWn, the coiled band stop ?lter 64 is connected to the 
conductive coil 62 only near the distal end of the band stop 
?lter 64, While the proximal end of the band stop ?lter 64 is 
open. In other embodiments, the band stop ?lter 64 is con 
nected to the conductive coil 62 only at the proximal end of 
the band stop ?lter 64. The band stop ?lter 64 includes a 
helically Wound coil that is arranged coaxially With the con 
ductive coil 62. As Will be shoWn in the other embodiments 
described herein, the band stop ?lter 64 may have other con 
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?gurations and arrangements, and may be disposed at other 
locations along the conductive coil 62. The band stop ?lter 64 
may be electrically isolated from the conductive coil 62 (ex 
cept at coupling element 66) With a layer of insulative mate 
rial. 
[0046] The band stop ?lter 64 is con?gured such that cur 
rent induced on the conductive coil 62, such as by an applied 
magnetic ?eld in an MRI environment, is attenuated. In par 
ticular, the band stop ?lter 64 has a length such that, at MRI 
frequencies, MRI-induced signals on the conductive coil 62 
are phase shifted by 1800 by the band stop ?lter 64 to attenu 
ate the MRI-induced signal on the conductive coil 62. In some 
embodiments, the band stop ?lter 64 may be disposed adja 
cent the lead electrodes (e.g., the ring or tip electrode). The 
attenuation of the MRI-induced signal reduces the amount of 
heating at electrodes and other exposed conductive elements 
on the lead 14 and minimiZes the effect of MRI induced 
currents on the pacing and/or therapy signal carried by the 
conductive coil 62. 
[0047] FIG. 3 is a schematic vieW of the conductor assem 
bly 60 shoWn in FIG. 2, illustrating characteristics of the band 
stop ?lter 64 that provide attenuation of MRI-induced signals 
on the conductive coil 62. The band stop ?lter 64 includes a 
coiled portion 68 that is connected to the conductive coil 62 
by the coupling element 66. The coiled portion 68 is com 
prised of a ?lar of conductive material that is formed into a 
coil. The coupling element 66 has a length L 1 and the ?lar of 
conductive material of the coiled portion 68 has a length L2. 
The coiling of the ?lar in the coiled portion 68 minimiZes the 
length of the band stop ?lter 64 along the longitudinal axis of 
the lead 14. 
[0048] An MRI-induced signal on the conductive coil 62 
propagates through the band stop ?lter 64, is re?ected by the 
open proximal end of the band stop ?lter 64, and is returned to 
the conductive coil 62. Thus, in order to produce a signal from 
the band stop ?lter 64 that is 180° out of phase With the 
MRI -induced signal on the conductive coil 62, the total length 
L l+L2 of the conductive element of the band stop ?lter 64 is 
about one-quarter Wavelength (M 4) of the MRI-induced sig 
nal on the conductive coil 62. With this con?guration, the total 
distance the signal propagates through the band stop ?lter 64 
is about one-halfWavelength (N2) of the MRI-induced signal 
on the conductive coil 62. When the phase-shifted signal is 
provided to the conductive coil 62 by the band stop ?lter 64, 
the phase-shifted signal substantially cancels the MRI-in 
duced signal on the conductive coil 62, effectively ?ltering 
the MRI-induced signal. In embodiments in Which the band 
stop ?lter 64 is disposed a lead electrode, the MRI-induced 
signal is attenuated at or near the electrode. 

[0049] The total length L l +L2 of the conductive element of 
the band stop ?lter 64 is selected to ?lter MRI-induced signals 
at particular frequencies. The total length is also a factor of the 
dielectric constant surrounding the conductor assembly 60, 
Which affects the speed at Which the signals travel through the 
conductor assembly 60. The speed of the signals through the 
conductor may be a function of the thickness and material of 
the insulation surrounding the conductor assembly 60. 
[0050] For example, a 64 MHZ time-varying ?eld may be 
employed in a 1.5T MRI system. In a lead environment, the 
Wavelength of a 64 MHZ signal may be betWeen about 20 cm 
and about 60 cm, depending on the thickness of the insulation. 
Thus, in some embodiments, the total length Ll+L2 of the 
conductive element of the band stop ?lter 64 is about 5-15 cm 
(i.e., one-quarter Wavelength) to attenuate the signal induced 
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on the conductive coil 62 by the 64 MHZ time-varying ?eld. 
As another example, a 128 MHZ varying ?eld may be 
employed in a 3T MRI system. In a lead environment, the 
Wavelength of a 128 MHZ signal may be betWeen about 10 cm 
and about 30 cm, depending on the thickness of the insulation. 
Thus, in some embodiments, the total length Ll+L2 of the 
conductive element of the band stop ?lter 64 is about 2.5-7.5 
cm (one-quarter Wavelength) to attenuate the signal induced 
on the conductive coil 62 by the 128 MHZ time-varying ?eld. 

[0051] As discussed above, the band stop ?lter may have 
other characteristics and con?gurations, and may be associ 
ated With other types of lead conductors. For example, FIG. 4 
is a side vieW of a distal portion of a conductor assembly 70 
according to another embodiment of the present invention. 
The conductor assembly 70 includes a conductive coil 72 and 
a coiled band stop ?lter 74. The conductive coil 72 may be 
con?gured to extend through the lead 14 and/or the lead 16 
shoWn in FIG. 1. The conductive coil 72 is adapted for con 
nection to the pulse generator 12 at the proximal end of the 
lead 14 and/ or lead 16. In some embodiments, the conductive 
coil 72 is coupled to a proximal connector at the proximal end 
of the lead 14 and/or lead 16. The connector at the proximal 
end of the lead 14 and/or lead 16 is siZed and shaped to 
interface With a connector block or other component of the 
pulse generator 12. 
[0052] The conductive coil 72 may be coupled to one or 
more electrodes at the distal end of the conductive coil 72 that 
deliver the signals carried by the conductive coil 72 to cardiac 
tissue. The conductive coil 72 may be formed around an 
insulative core layer 75 that de?nes a lumen siZed and shaped 
to receive a guide Wire or stylet employed during implanta 
tion of the lead. The conductive coil 72 and the band stop ?lter 
74 may be surrounded by an insulative layer (not shoWn) to 
insulate the conductive coil 72 and band stop ?lter 74 from 
other elements of the lead. 
[0053] The band stop ?lter 74 is connected to the conduc 
tive coil 72 via a coupling element 76. In the embodiment 
shoWn, the coiled band stop ?lter 74 is connected to the 
conductive coil 72 only near the distal end of the band stop 
?lter 74, While the proximal end of the band stop ?lter 74 is 
open. In other embodiments, the band stop ?lter 74 is con 
nected to the conductive coil 72 only at the proximal end of 
the band stop ?lter 74. The band stop ?lter 74 includes a 
helically Wound coil that is arranged co-radially With the 
conductive coil 72. The band stop ?lter 74 may be electrically 
isolated from the conductive coil 72 (except at coupling ele 
ment 76) With insulative material. 
[0054] Similar to the embodiment shoWn in FIGS. 2 and 3, 
an MRI-induced signal on the conductive coil 72 propagates 
through the band stop ?lter 74, is re?ected by the open proxi 
mal end of the band stop ?lter 74, and is returned to the 
conductive coil 72. Thus, in order to produce a signal from the 
band stop ?lter 74 that is 1800 out of phase With the MRI 
induced signal on the conductive coil 72, the total length of 
the conductive element of the band stop ?lter 74 is about 
one-quarter Wavelength (N4) of the MRI-induced signal on 
the conductive coil 72. With this con?guration, the total dis 
tance the signal propagates through the band stop ?lter 74 is 
about one-half Wavelength (N2) of the MRI-induced signal 
on the conductive coil 72. When the phase-shifted signal is 
provided to the conductive coil 72 by the band stop ?lter 74, 
the phase-shifted signal substantially cancels the MRI-in 
duced signal on the conductive coil 72, effectively ?ltering 
the MRI-induced signal. The total length of the conductive 
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element of the band stop ?lter 74 is selected to ?lter MRI 
induced signals at frequencies associated With MRI environ 
ments. 

[0055] FIG. 5 is a side vieW ofa distal portion ofa conduc 
tor assembly 80 according to another embodiment of the 
present invention. The conductor assembly 80 includes a 
conductive cable 82 and a coiled band stop ?lter 84. The 
conductive cable 82 may be con?gured to extend through the 
lead 14 and/or the lead 16 shoWn in FIG. 1. The conductive 
cable 82 is adapted for connection to the pulse generator 12 at 
the proximal end of the lead 14 and/or lead 16. In some 
embodiments, the conductive cable 82 is coupled to a proxi 
mal connector at the proximal end of the lead 14 and/ or lead 
16. The connector at the proximal end of the lead 14 and/or 
lead 16 is siZed and shaped to interface With a connectorblock 
or other component of the pulse generator 12. The conductive 
cable 82 may be con?gured to deliver a high voltage de?bril 
lation signal from the pulse generator 12 to a de?brillation 
coil that depolariZes a critical mass of the heart muscle, ter 
minates an arrhythmia, and alloWs normal sinus rhythm to be 
reestablished in the sinoatrial node of the heart 18. 

[0056] The band stop ?lter 84 is connected to the conduc 
tive cable 82 via a coupling element 86. In the embodiment 
shoWn, the band stop ?lter 84 is connected to the conductive 
cable 82 only near the distal end of the band stop ?lter 84, 
While the proximal end of the band stop ?lter 84 is open. In 
other embodiments, the band stop ?lter 84 is connected to the 
conductive cable 82 only at the proximal end of the band stop 
?lter 84. The band stop ?lter 84 includes a helically Wound 
coil that is arranged around the conductive cable 82. The band 
stop ?lter 84 may be electrically isolated from the conductive 
cable 82 (except at coupling element 86) With insulative 
material. 

[0057] Similar to the embodiments described above, an 
MRI-induced signal on the conductive cable 82 propagates 
through the band stop ?lter 84, is re?ected by the open proxi 
mal end of the band stop ?lter 84, and is returned to the 
conductive cable 82. Thus, in order to produce a signal from 
the band stop ?lter 84 that is 1800 out of phase With the 
MRI-induced signal on the conductive cable 82, the total 
length of the conductive element of the band stop ?lter 84 is 
about one-quarter Wavelength (M 4) of the MRI-induced sig 
nal on the conductive cable 82. Thus, the total distance the 
signal propagates through the band stop ?lter 84 is about 
one-half Wavelength (N2) of the MRI-induced signal on the 
conductive cable 82. When the phase-shifted signal is pro 
vided to the conductive cable 82 by the band stop ?lter 84, the 
phase-shifted signal substantially cancels the MRI-induced 
signal on the conductive cable 82, effectively ?ltering the 
MRI-induced signal. The total length of the conductive ele 
ment of the band stop ?lter 84 is selected to ?lter MRI 
induced signals at frequencies associated With MRI environ 
ments. 

[0058] In some cases, it may also be desirable to ?lter 
MRI-induced signals at the proximal end of the lead, such as 
to reduce heating of the can of the pulse generator 12. FIG. 6 
is a side vieW of a conductor assembly 90 according to 
another embodiment of the present invention, including 
proximal portion 90a and distal portion 90b. The conductor 
assembly 90 includes a conductive coil 92 and proximal 
coiled band stop ?lter 94a and distal coiled band stop ?lter 
94b. The conductive coil 92 may be con?gured to extend 
through the lead 14 and/or the lead 16 shoWn in FIG. 1. The 
conductive coil 92 is adapted for connection to the pulse 
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generator 12 at the proximal end of the lead 14 and/or lead 16. 
In some embodiments, the conductive coil 92 is coupled to a 
proximal connector at the proximal end of the lead 14 and/or 
lead 16. The connector at the proximal end of the lead 14 
and/ or lead 16 is siZed and shaped to interface With a connec 
tor block or other component of the pulse generator 12. 
[0059] The conductive coil 92 may be coupled to one or 
more electrodes at the distal end of the conductive coil 92 that 
deliver the signals carried by the conductive coil 92 to cardiac 
tissue. The conductive coil 92 may be formed around an 
insulative core layer (not shoWn) that de?nes a lumen siZed 
and shaped to receive a guide Wire or stylet employed during 
implantation of the lead. The conductive coil 92 and the band 
stop ?lters 94a and 94b may be surrounded by an insulative 
layer (not shoWn) to insulate the conductive coil 92 and band 
stop ?lters 94a and 94b from other elements of the lead 14. 
[0060] The band stop ?lter 94a is connected to the conduc 
tive coil 92 via a coupling element 96a, and the band stop 
?lter 94b is connected to the conductive coil 92 via a coupling 
element 96b. In the embodiment shoWn, the coiled band stop 
?lter 94a is connected to the conductive coil 92 only near the 
proximal end of the band stop ?lter 94a (proximate to the 
pulse generator 12), and the coiled band stop ?lter 94b is 
connected to the conductive coil 92 only near the distal end of 
the band stop ?lter 94b (proximate the distal electrodes). In 
other embodiments, the band stop ?lter 94a is connected to 
the conductive coil 92 only at the distal end of the band stop 
?lter 94a and/or the band stop ?lter 94b is connected to the 
conductive coil 92 only at the distal end of the band stop ?lter 
94b. The band stop ?lters 94a and 94b each include a helically 
Wound coil that is arranged co-axially With the conductive 
coil 92. The band stop ?lters 94a and 94b may be electrically 
isolated from the conductive coil 92 (except at coupling ele 
ments 96a and 96b) With insulative material. 
[0061] Similar to the embodiment described above, an 
MRI-induced signal on the conductive coil 92 propagates 
through the band stop ?lters 94a and 94b, is re?ected by the 
open proximal ends of the band stop ?lters 94a and 94b, and 
is returned to the conductive coil 92. Thus, in order to produce 
signals from the band stop ?lters 94a and 94b that is 180° out 
of phase With the MRI-induced signal on the conductive coil 
92, the total length of each conductive element of the band 
stop ?lters 94a and 94b is about one-quarter Wavelength (N4) 
of the MRI-induced signal on the conductive coil 92. With 
this con?guration, the total distance the signal propagates 
through the band stop ?lters 94a and 94b is about one-half 
Wavelength (N2) of the MRI-induced signal on the conduc 
tive coil 92. When the phase-shifted signal is provided to the 
conductive coil 92 by the band stop ?lters 94a and 94b, the 
phase-shifted signal substantially cancels the MRI-induced 
signal on the conductive coil 92, effectively ?ltering the MRI 
induced signal. The total length of each conductive element of 
the band stop ?lters 94a and 94b is selected to ?lter MRI 
induced signals at frequencies associated With MRI environ 
ments. It should be noted that While the embodiment shoWn in 
FIG. 6 includes tWo band stop ?lters 94a and 94b, one or more 
additional band stop ?lters may be arranged periodically or 
aperiodically along the length of the conductive coil 92. 
[0062] FIG. 7 is a side vieW ofa distal portion ofa conduc 
tor assembly 100 according to another embodiment of the 
present invention. The conductor assembly 100 includes a 
conductive coil 102 and a coiled band stop ?lter 104. The 
conductive coil 102 may be con?gured to extend through the 
lead 14 and/or the lead 16 shoWn in FIG. 1. The conductive 
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coil 102 is adapted for connection to the pulse generator 12 at 
the proximal end of the lead 14 and/or lead 16. In some 
embodiments, the conductive coil 102 is coupled to a proxi 
mal connector at the proximal end of the lead 14 and/ or lead 
16. The connector at the proximal end of the lead 14 and/or 
lead 16 is siZed and shaped to interface With a connectorblock 
or other component of the pulse generator 12. 
[0063] The conductive coil 102 may be coupled to one or 
more electrodes at the distal end of the conductive coil 102 
that deliver the signals carried by the conductive coil 102 to 
cardiac tissue. The conductive coil 102 may be formed around 
an insulative core layer (not shoWn) that de?nes a lumen siZed 
and shaped to receive a guide Wire or stylet employed during 
implantation of the lead. The conductive coil 102 and the 
band stop ?lter 104 may be surrounded by an insulative layer 
(not shoWn) to insulate the conductive coil 102 and band stop 
?lter 104 from other elements of the lead. 
[0064] The band stop ?lter 104 is connected to the coiled 
conductive coil 102 via coupling elements 106a and 106b. In 
the embodiment shoWn, the band stop ?lter 104 is connected 
to the conductive coil 102 at both the proximal and distal ends 
of the band stop ?lter 104. The band stop ?lter 104 includes a 
helically Wound coil that is arranged coaxially With the con 
ductive coil 102. The band stop ?lter 104 may be electrically 
isolated from the conductive coil 102 (except at coupling 
elements 106a and 106b) With a layer of insulative material. 
[0065] The band stop ?lter 104 is con?gured such that 
current induced on the conductive coil 102, such as by an 
applied magnetic ?eld in an MRI environment, is attenuated. 
In particular, the band stop ?lter 104 has a length such that, at 
MRI frequencies, MRI-induced signals on the conductive 
coil 102 are phase shifted by 180° by the band stop ?lter 104 
to attenuate the MRI-induced signal on the conductive coil 
102. This reduces the amount of heating at electrodes and 
other exposed conductive elements on the lead and minimiZes 
the effect of MRI induced currents on the pacing and/or 
therapy signal carried by the conductive coil 102. 
[0066] FIG. 8 is a schematic vieW of the conductor assem 
bly 100 shoWn in FIG. 7, illustrating characteristics of the 
band stop ?lter 104 that provide attenuation of MRI-induced 
signals on the conductive coil 102. The band stop ?lter 104 
includes a coiled portion 108 that is connected to the conduc 
tive coil 102 by the coupling elements 106a and 106b. The 
coiled portion 108 is comprised of a ?lar of conductive mate 
rial that is formed into a coil. The coupling element 10611 has 
a length L1, the ?lar of conductive material of the coiled 
portion 108 has a length L2, the coupling element 106b has a 
length L3, and the portion of the conductive coil 102 con 
nected betWeen coupling elements 106a and 106b has a 
length L4. The coiling of the ?lar in the coiled portion 108 
minimiZes the length of the band stop ?lter 104 along the 
longitudinal axis of the lead. 
[0067] An MRI-induced signal on the conductive coil 102 
propagates through the band stop ?lter 104 and is returned to 
the conductive coil 102. Thus, in order to produce a signal 
from the band stop ?lter 104 that is 180° out of phase With the 
MRI-induced signal on the conductive coil 102, the total 
length L1+L2+L3+L4 of the conductive element of the band 
stop ?lter 104 With the conductive coil 102 betWeen coupling 
elements 106a and 106b is about one-halfWavelength (N2) of 
the MRI-induced signal on the conductive coil 102. In other 
Words, the propagation delay through the band stop ?lter 104 
is such that the signal after traveling through the band stop 
?lter 104 and the portion of the conductive coil 102 betWeen 
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the coupling elements 106a, 1061) is 1800 out of phase With 
the signal on the conductive coil 102. When the phase-shifted 
signal is returned to the conductive coil 102, the phase-shifted 
signal substantially cancels the MRI-induced signal on the 
conductive coil 102, effectively ?ltering the MRI-induced 
signal. 
[0068] FIG. 9 is a side vieW ofa distal portion ofa conduc 
tor assembly 110 according to another embodiment of the 
present invention. The conductor assembly 110 includes a 
conductive cable 112 and a coiled band stop ?lter 114. The 
conductive cable 112 may be con?gured to extend through 
the lead 14 and/or the lead 16 shoWn in FIG. 1. The conductive 
cable 112 is adapted for connection to the pulse generator 12 
at the proximal end of the lead 14 and/or lead 16. In some 
embodiments, the conductive cable 112 is coupled to a proxi 
mal connector at the proximal end of the lead 14 and/ or lead 
16. The connector at the proximal end of the lead 14 and/or 
lead 16 is siZed and shaped to interface With a connectorblock 
or other component of the pulse generator 12. The conductive 
cable 112 may be con?gured to deliver a high voltage de?bril 
lation signal from the pulse generator 12 to a de?brillation 
coil that depolariZes a critical mass of the heart muscle, ter 
minates an arrhythmia, and alloWs normal sinus rhythm to be 
reestablished in the sinoatrial node of the heart 18. 

[0069] FIG. 10 is a schematic vieW of the conductor assem 
bly 110 shoWn in FIG. 9, illustrating characteristics of the 
band stop ?lter 114 that provide attenuation of MRI-induced 
signals on the conductive cable 112. The band stop ?lter 114 
is connected to the conductive cable 112 via coupling ele 
ments 116a and 11619. In the embodiment shoWn, the band 
stop ?lter 114 is connected to the conductive cable 112 at both 
the proximal and distal ends of the band stop ?lter 114. The 
band stop ?lter 114 includes a helically Wound coil that is 
arranged around the conductive cable 112. The band stop 
?lter 114 may be electrically isolated from the conductive 
cable 112 (except at coupling element 116a and 11619) With 
insulative material. 

[0070] Similar to the embodiments described above, an 
MRI-induced signal on the conductive cable 112 propagates 
through the band stop ?lter 114 and is returned to the con 
ductive cable 112. Thus, in order to produce a signal from the 
band stop ?lter 114 that is 1800 out of phase With the MRI 
induced signal on the conductive cable 112, the total length 
L1+L2+L3 of the conductive element of the band stop ?lter 
114 is about one-half Wavelength (N2) of the MRI-induced 
signal on the conductive cable 112. When the phase-shifted 
signal is provided at to the conductive cable 112 by the band 
stop ?lter 114, the phase-shifted signal substantially cancels 
the MRI-induced signal on the conductive cable 112, effec 
tively ?ltering the MRI-induced signal. The total length of the 
conductive element of the band stop ?lter 114 is selected to 
?lter MRI-induced signals at frequencies associated With 
MRI environments. 

[0071] In some cases, it may be desirable to incorporate 
band stop ?lters tuned to different frequencies into the same 
lead to provide attenuation of MRI-induced signals in differ 
ent MRI environments (e.g., 1.5T and 3T MRI environ 
ments). FIG. 11 is a side vieW of a conductor assembly 120 
according to another embodiment of the present invention, 
including proximal portion 120a and distal portion 12019. The 
conductor assembly 120 includes a conductor 122, insulating 
layer 123, proximal coiled band stop ?lters 124a and 12419 
and distal coiled band stop ?lters 1240 and 124d. The con 
ductor 122, Which may be con?gured as a conductive coil or 
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conductive cable, for example, may be con?gured to extend 
through the lead 14 and/or the lead 16 shoWn in FIG. 1. The 
conductor 122 is adapted for connection to the pulse genera 
tor 12 at the proximal end of the lead 14 and/or lead 16. In 
some embodiments, the conductor 122 is coupled to a proxi 
mal connector at the proximal end of the lead 14 and/ or lead 
16. The connector at the proximal end of the lead 14 and/or 
lead 16 is siZed and shaped to interface With a connectorblock 
or other component of the pulse generator 12. 
[0072] The band stop ?lters 124a and 12419 are connected to 
the conductor 122 via a coupling element 126a, and the band 
stop ?lters 1240 and 124d are connected to the conductor 122 
via a coupling element 12619. In other embodiments, each of 
band stop ?lters 124a, 124b, 1240, and 124d is connected by 
a separate coupling element 126. The band stop ?lters 124a, 
124b, 1240, and 124d each includes a helically Wound coil 
that is arranged co-axially With the conductor 122. The band 
stop ?lters 124a, 124b, 1240, and 124d are electrically iso 
lated from the conductor 122 (except at coupling elements 
126a and 12619) With insulative material. 
[0073] In the embodiment shoWn in FIG. 11, the band stop 
?lters 124a and 124d are con?gured to attenuate MRI-in 
duced signals on the conductor 122 at a ?rst frequency, and 
the band stop ?lters 12419 and 1240 are con?gured to attenuate 
MRI-induced signals on the conductor 122 at a second fre 
quency. Since the band stop ?lters 124a, 124b, 1240, and 
124d are each open on one end, the length of the conductive 
elements of band stop ?lters 124a and 124d is about one 
quarter Wavelength (7»1/4) of the MRI-induced signal to be 
attenuated on the conductor 122 at the ?rst frequency, and the 
length of the conductive elements of band stop ?lters 12419 
and 1240 is about one-quarter Wavelength (AZ/4) of the MRI 
induced signal to be attenuated on the conductor 122 at the 
?rst frequency. When the phase-shifted signal is provided to 
the conductor 122 by the band stop ?lters 124a and 124b, the 
phase-shifted signal substantially cancels the MRI-induced 
signal on the conductor 122, effectively ?ltering the MRI 
induced signal. 
[0074] In alternative embodiments, one or more of the band 
stop ?lters 124a, 124b, 1240, and 124d are connected to the 
conductor 122 at both ends, With the conductive element 
having a length of about one-half Wavelength (N2) of the 
MRI-induced signal to be attenuated on the conductor 122 
(i.e., k1/2 for band stop ?lters 124a and 124d, and k2/2 for 
band stop ?lters 12419 and 1240), minus a length to account for 
propagation delay through the portions of the conductor 102 
betWeen coupling elements of the 12411, 124b, 1240, and 
124d. 

[0075] In summary, the present invention relates to a medi 
cal device lead including a conductor and one or more band 
stop ?lters. The conductor extends through a lead body and 
includes a proximal end and a distal end. The one or more 
band stop ?lters each has a ?rst end and a second end and 
includes a conductive coil. At least one of the ?rst end and 
second end of each band stop ?lter is coupled to the conduc 
tor. A length of each band stop ?lter is such that, at magnetic 
resonance imaging (MRI) frequencies, the band stop ?lter 
phase shifts an MRI-induced signal on the conductor by 1800 
to attenuate the MRI-induced signal on the conductor. In 
some embodiments, the band stop ?lter is connected at one 
end to the lead conductor and open on the other end. In such 
embodiments, the band stop ?lter may have a length of about 
one quarter Wavelength of the MRI-induced signal on the 
conductor. In other embodiments, the band stop ?lter is con 
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nected at both ends to the lead conductor. In such embodi 
ments, the band stop ?lter may have a length of about one-half 
Wavelength of the MRI -induced signal on the conductor. The 
attenuation of the MRI-induced signal reduces the amount of 
heating of the electrodes on the lead and the pulse generator. 
[0076] Various modi?cations and additions can be made to 
the exemplary embodiments discussed Without departing 
from the scope of the present invention. For example, While 
the embodiments described above refer to particular features, 
the scope of this invention also includes embodiments having 
different combinations of features and embodiments that do 
not include all of the described features. Accordingly, the 
scope of the present invention is intended to embrace all such 
alternatives, modi?cations, and variations as fall Within the 
scope of the claims, together With all equivalents thereof. 

I claim: 
1. A medical device lead comprising: 
a conductor; and 
one or more band stop ?lters each coupled to the conductor 

and including a conductive coil, the one or more band 
stop ?lters con?gured to attenuate an MRI-induced sig 
nal on the conductor. 

2. The medical device lead of claim 1, Wherein each of the 
one or more band stop ?lters includes a ?rst end and a second 
end, and Wherein at least one of the ?rst end and second end 
is coupled to the conductor. 

3. The medical device lead of claim 2, Wherein at least one 
of the one or more band stop ?lters is coupled to the conductor 
at either the ?rst end or the second end, and Wherein the length 
of the at least one of the one or more band stop ?lters is about 
one quarter Wavelength of the MRI-induced signal on the 
conductor. 

4. The medical device lead of claim 2, Wherein at least one 
of the one or more band stop ?lters is coupled to the conductor 
at both the ?rst end and second end, and Wherein the length of 
the at least one of the one or more band stop ?lters is about one 
half Wavelength of the MRI-induced signal on the conductor 
minus a length to account for a propagation delay through the 
conductor betWeen the ?rst and second ends. 

5. The medical device lead of claim 1, Wherein the conduc 
tive coil of the band stop ?lter is coaxial With the conductor. 

6. The medical device lead of claim 1, Wherein the conduc 
tive coil of the band stop ?lter is co-radial With the conductor. 

7. The medical device lead of claim 1, Wherein the one or 
more band stop ?lters comprises at least tWo band stop ?lters 
con?gured to attenuate MRI-induced signals at different fre 
quencies. 

8. A medical device lead comprising: 
a conductor con?gured to be connected to a pulse genera 

tor; and 
one or more band stop ?lters each including a conductive 

element comprising a conductive coil, Wherein each 
band stop ?lter is coupled to the conductor such that an 
MRI-induced signal on the conductor propagates 
through the band stop ?lter a total distance of approxi 
mately one-half Wavelength of the MRI-induced signal. 

9. The medical device lead of claim 8, Wherein the each of 
the one or more band stop ?lters includes a ?rst end and a 
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second end, and Wherein at least one of the ?rst end and 
second end is coupled to the conductor. 

1 0. The medical device lead of claim 9, Wherein at least one 
of the one or more band stop ?lters is coupled to the conductor 
at either the ?rst end or the second end, and Wherein the length 
of the conductive element of the at least one of the one or more 
band stop ?lters is about one quarter Wavelength of the MRI 
induced signal on the conductor. 

1 1. The medical device lead of claim 9, Wherein at least one 
of the one or more band stop ?lters is coupled to the conductor 
at both the ?rst end and second end, and Wherein the length of 
the conductive element of the at least one of the one or more 
band stop ?lters is about one half Wavelength of the MRI 
induced signal on the conductor minus a length to account for 
a propagation delay through the conductor betWeen the ?rst 
and second ends. 

12. The medical device lead of claim 8, Wherein the con 
ductive coil of the band stop ?lter is coaxial With the conduc 
tor. 

13. The medical device lead of claim 8, Wherein the con 
ductive coil of the band stop ?lter is co-radial With the con 
ductor. 

14. The medical device lead of claim 8, Wherein the one or 
more band stop ?lters comprises at least tWo band stop ?lters 
con?gured to attenuate MRI-induced signals at different fre 
quencies. 

15. A medical device, comprising: 
a pulse generator; and 
a lead including an electrode, a lead conductor connecting 

the pulse generator With the electrode, and one or more 
band stop ?lters each coupled to the lead conductor and 
including a conductive coil, the one or more band stop 
?lters con?gured to attenuate an MRI-induced signal on 
the lead conductor. 

16. The medical device of claim 15, Wherein at least one of 
the one or more band stop ?lters is coupled to the lead con 
ductor at either a ?rst end or second end of the at least one of 
the one or more band stop ?lters, and Wherein the length of the 
at least one of the one or more band stop ?lters is about one 
quarter Wavelength of the MRI-induced signal on the lead 
conductor. 

17. The medical device of claim 15, Wherein at least one of 
the one or more band stop ?lters is coupled to the lead con 
ductor at both a ?rst end and second end of the at least one of 
the one or more band stop ?lters, and Wherein the length of the 
at least one of the one or more band stop ?lters is about one 
half Wavelength of the MRI-induced signal on the lead con 
ductor minus a length to account for a propagation delay 
through the lead conductor betWeen the ?rst and second ends. 

18. The medical device of claim 15, Wherein the conductive 
coil of the band stop ?lter is coaxial With the lead conductor. 

19. The medical device of claim 15, Wherein the conductive 
coil of the band stop ?lter is co-radial With the lead conductor. 

20. The medical device of claim 15, Wherein the one or 
more band stop ?lters comprises at least tWo band stop ?lters 
con?gured to attenuate MRI-induced signals at different fre 
quencies. 


