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FIG. 1A 
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FIG. 1B 
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REFLECTIVE SURFACES FOR SURFACE 
FEATURES OF AN ARTICLE 

CROSS REFERENCE 

[0001] This application claims the bene?t of US. Provi 
sional Patent Application No. 61/734,247, ?led Dec. 6, 2012. 

BACKGROUND 

[0002] An article fabricated on a production line may be 
inspected for certain features, including defects that might 
degrade the performance of the article or a system comprising 
the article. For example, a hard disk for a hard disk drive may 
be fabricated on a production line and inspected for certain 
surface features, including surface and subsurface defects 
that might degrade the performance of the disk or the hard 
disk drive. Accordingly, apparatuses and methods may be 
used to inspect articles for features such as defects. 

SUMMARY 

[0003] Provided herein is an apparatus, including a photon 
emitter con?gured for emitting photons onto a surface of an 
article; a ?rst re?ective surface and a second re?ective surface 
con?gured to re?ect the photons onto the surface of the 
article; and a processing means con?gured for processing 
signals from a photon detector array corresponding to pho 
tons scattered from surface features of the article. 
[0004] These and other features and aspects of the concepts 
presented herein may be better understood with reference to 
the following drawings, description, and appended claims. 

DRAWINGS 

[0005] FIG. 1A provides a schematic illustrating detection 
of surface features of articles in accordance with an embodi 
ment. 

[0006] FIG. 1B provides a schematic illustrating detection 
of surface features of articles in accordance with an embodi 
ment. 

[0007] FIG. 1C provides a schematic illustrating detection 
of surface features of articles in accordance with an embodi 
ment. 

[0008] FIG. 2 provides a schematic illustrating photon scat 
tering from a surface feature of an article in accordance with 
an embodiment. 

[0009] FIG. 3 provides a schematic illustrating photons 
scattering from a surface feature of an article, through an 
optical component, and onto a photon detector array in accor 
dance with an embodiment. 

[0010] FIG. 4 provides an image of a surface features map 
of an article in accordance with an embodiment. 

DESCRIPTION 

[0011] Before some particular embodiments are described 
in greater detail, it should be understood by persons having 
ordinary skill in the art that the particular embodiments 
described and/or illustrated herein do not limit the concepts 
presented herein, as elements in such particular embodiments 
may vary. It should likewise be understood that a particular 
embodiment described and/ or illustrated herein has elements 
which may be readily separated from the particular embodi 
ment and optionally combined with any of several other 
embodiments or substituted for elements in any of several 
other embodiments described herein. 
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[0012] It should also be understood by persons having ordi 
nary skill in the art that the terminology used herein is for the 
purpose of describing some particular embodiments, and the 
terminology does not limit the concepts presented herein. 
Unless indicated otherwise, ordinal numbers (e.g., ?rst, sec 
ond, third, etc.) are used to distinguish or identify different 
elements or steps in a group of elements or steps, and do not 
supply a serial or numerical limitation. For example, “?rst,” 
“second,” and “third” elements or steps of embodiments need 
not necessarily appear in that order, and embodiments need 
not necessarily be limited to the three elements or steps. It 
should also be understood that, unless indicated otherwise, 
any labels such as “left,” “right,” “front,” “back,” “top,” “bot 
tom,” “forward,” “reverse,” “clockwise, counter clock 
wise,” “up,” “down,” or other similar terms such as “upper,” 
“lower,” “aft,” “fore,” “vertical,” “horizontal,” “proximal,” 
“distal,” and the like are used for convenience and are not 
intended to imply, for example, any particular ?xed location, 
orientation, or direction. Instead, such labels are used to 
re?ect, for example, relative location, orientation, or direc 
tions. It should also be understood that the singular forms of 
“a,” “an,” and “the” include plural references unless the con 
text clearly dictates otherwise. 
[0013] Unless de?ned otherwise, all technical and scien 
ti?c terms used herein have the same meaning as commonly 
understood by persons of ordinary skill in the art. 
[0014] An article fabricated on a production line may be 
inspected for certain features, including defects that might 
degrade the performance of the article or a system comprising 
the article. For example, a hard disk for a hard disk drive may 
be fabricated on a production line and inspected for certain 
surface features, including surface and subsurface defects 
that might degrade the performance of the disk or the hard 
disk drive. Provided herein are apparatuses and methods for 
inspecting articles to detect and/or map certain surface fea 
tures such as surface and/or subsurface defects. Embodiments 
of the invention will now be described in greater detail. 

[0015] With respect to articles that may be inspected with 
apparatuses and methods herein, such articles include any 
article of manufacture or a workpiece thereof in any stage of 
manufacture having one or more surfaces (e.g., one or more 

optically smooth surfaces), examples of which include, but 
are not limited to, semiconductor wafers, magnetic recording 
media (e. g., hard disks for hard disk drives), and workpieces 
thereof in any stage of manufacture, including transparent 
articles such as glass blanks for magnetic recording media. 
Such articles may be inspected for certain surface features, 
including surface and/ or subsurface defects that might 
degrade the performance of the article, which surface and/or 
subsurface defects include particle and stain contamination, 
as well as defects including scratches and voids. With respect 
to particle contamination, for example, particles trapped on a 
surface of an intermediate hard disk (i.e., workpiece) for a 
hard disk drive may damage subsequently sputtered ?lms. 
Particle contamination may also contaminate a ?nished sur 
face of a hard disk drive, leading to scratch formation, debris 
generation, and corruption of the spacing between the hard 
disk and the read-write head. As such, it is important to 
inspect articles with apparatus and methods herein to correct 
manufacturing trends leading to surface and/or subsurface 
defects and to increase product quality. 
[0016] FIG. 1A provides a schematic for detecting and/or 
mapping surface features of articles, illustrating an apparatus 
100 comprising a photon emitter 110, an optical setup com 
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prising optical component 120, a photon detector array 130, 
and a computer or equivalent device 140, as well as an article 
150 and a surface features map 160 of a surface of the article 
150 in accordance with an embodiment; however, the articles 
and apparatuses of the invention, as well as methods of the 
invention, are not limited to the embodiments in FIG. 1A, as 
additional embodiments of the invention may be realized by 
the features described in more detail herein. 

[0017] FIG. 1B provides a schematic for detecting and/or 
mapping surface features of articles with a focus on compo 
nents for increasing photon ?ux at various surfaces (e.g., 
surface of article 150, photon detector array 130, etc.), illus 
trating an apparatus 100 comprising a photon emitter 110, an 
optical setup comprising optical components 120, 122, and 
124, and a photon detector array 130. FIG. 1B further pro 
vides rays a, b, and c, illustrating, for example, increasing 
photon ?ux at a surface of an article 150. While not shown, the 
apparatus further comprises a computer or equivalent device 
140, and a surface features map 160 of the surface of the 
article 150 in accordance FIG. 1A. The articles and appara 
tuses of the invention, as well as methods of the invention, are 
not limited to the embodiments in FIG. 1B, as additional 
embodiments of the invention may be realized by the features 
described in more detail herein. 

[0018] FIG. 1C provides a schematic for detecting and/or 
mapping surface features of articles with a focus on compo 
nents for increasing photon ?ux at various surfaces (e.g., 
surface of article 150, photon detector array 130, etc.), illus 
trating an apparatus 100 comprising a photon emitter 110, an 
optical setup comprising optical components 120, 122, 124, 
and 126, and a photon detector array 130. FIG. 1C further 
provides rays a, b, and c, illustrating, for example, increasing 
photon ?ux at a surface of an article 150, which article 150 
may be transparent. While not shown, the apparatus further 
comprises a computer or equivalent device 140 and a surface 
features map 160 of the surface of the article 150 in accor 
dance FIG. 1A. The articles and apparatuses of the invention, 
as well as methods of the invention, are not limited to the 
embodiments in FIG. 1C, as additional embodiments of the 
invention may be realized by the features described in more 
detail herein. 

[0019] An apparatus may comprise a single photon emitter 
(e.g., see photon emitter 110 ofFIGS. 1A-1C) or a plurality of 
photon emitters. In some embodiments, for example, the 
apparatus may comprise at least 1, 2, 3, 4, 5, 6, 7, 8, 9, or 10 
photon emitter(s). In some embodiments, for example, the 
apparatus may comprise no more than 10, 9, 8, 7, 6, 5, 4, 3, 2, 
or 1 photon emitter(s). Combinations of the foregoing may 
also be used to describe the number of photon emitters of the 
apparatus. In some embodiments, for example, the apparatus 
may comprise at least 2 photon emitters and no more than 10 
photon emitters (e.g., between 2 and 10 photon emitters), 
such as at least 2 photon emitters and no more than 6 photon 
emitters (e.g., between 2 and 6 photon emitters), including at 
least 2 photon emitters and no more than 4 photon emitters 
(e. g., between 2 and 4 photon emitters). A single photon 
emitter may be used to emit photons onto a surface of an 
article, such as the entire surface of the article or some pre 
determined portion of the surface of the article (e.g., for 
gradational rotation of the article for piecewise inspection, if 
desired); each photon emitter of a plurality of photon emitters 
may be used to emit photons onto the surface of the article, 
such as the entire surface of the article or some predetermined 
portion of the surface of the article, at different times and/or at 
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the same time in any collection of photon emitters. Further 
with respect to the plurality of photon emitters, each photon 
emitter of a plurality of photon emitters may be the same or 
different, or some combination thereof (e.g., at least 2 of the 
same photon emitter, with the remainder of photon emitters 
being different; at least 4 of the same photon emitter, with the 
remainder of photon emitters being different; etc.). In some 
embodiments, for example, the apparatus may comprise at 
least two different photon emitters, wherein the two different 
photon emitters are each separately con?gured to emit pho 
tons onto a surface of an article, such as the entire surface of 
the article or some predetermined portion of the surface of the 
article. 

[0020] Whether the apparatus comprises a single photon 
emitter or a plurality of photon emitters, each photon emitter 
may emit photons onto a surface of an article at a distance 
and/or an angle optimized for one or more types of features, 
which types of features are described in more detail herein. 
The angle may be equal to the glancing angle, which glancing 
angle is the complement of the angle of incidence, and which 
angle of incidence is the angle between a ray comprising the 
emitted photons incident on the surface of the article and the 
normal (i.e., a line perpendicular to the surface of the article) 
at the point at which the ray is incident. The glancing angle 
may also be described as the smallest angle between a ray 
comprising the emitted photons incident on the surface of the 
article and the surface at the point at which the ray is incident. 

[0021] FIG. 2 provides a number of rays comprising emit 
ted photons incident on a surface 152 of an article 150 that 
form a glancing angle with the surface 152. FIG. 2 further 
provides a number of rays comprising re?ected photons that 
form an angle of re?ection with the normal to the surface, 
which angle of re?ection is equal to the angle of incidence. 
FIG. 2 even further provides a number of rays comprising 
scattered photons from a feature 154 on the surface 152 of the 
article 150, which rays comprising scattered photons form 
various scatter angles. A photon emitter may emit photons at 
a glancing angle ranging from 0° to 90°, wherein a glancing 
angle of 0° represents the photon emitter emitting photons 
onto the surface of the article from a side of the article, and 
wherein a glancing angle of 90° represents the photon emitter 
emitting photons onto the surface of the article from directly 
above the article. In some embodiments, for example, a pho 
ton emitter may emit photons onto a surface of an article such 
that the glancing angle is at least 0°, 5°, 10°, 15°, 20°, 25°, 
30°, 35°, 40°, 45°, 50°, 55°, 60°, 65°, 70°, 75°, 80°, 85°, or 
90°. In some embodiments, for example, a photon emitter 
may emit photons onto a surface of an article such that the 
glancing angle is no more than 90°, 85°, 80°, 75°, 70°, 65°, 
60°, 55°, 50°, 45°, 40°, 35°, 30°, 25°, 20°, 15°, 10°, 5°, or 0°. 
Combinations of the foregoing may also be used to describe 
the glancing angle at which a photon emitter may emit pho 
tons onto a surface of an article. In some embodiments, for 
example, a photon emitter may emit photons onto a surface of 
an article such that the glancing angle is at least a 0° and no 
more than 90° (i.e., between 0° and 90°), such as at least 0° 
and no more than 45° (i.e., between 0° and 45°), including at 
least 45° and no more than 90° (i.e., between 45° and 90°). 

[0022] A photon emitter may emit photons onto a surface of 
an article, such as the entire surface or some predetermined 
portion of the surface (e.g., for gradational rotation of the 
article for piecewise inspection, if desired). The photon emit 
ter may further emit photons onto the entire surface of the 
article or some predetermined portion of the surface such that 
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the entire surface or the predetermined portion of the surface 
is uniformly or homogenously illuminated. Uniformly illu 
minating the entire surface of the article or some predeter 
mined portion of the surface includes, but is not limited to, 
subjecting the entire surface of the article or some predeter 
mined portion of the surface of the article to the same or about 
the same quantity of photons (e.g., photon ?ux) per unit time, 
the same or about the same photon energy per unit time (e.g., 
photon power), and/or the same or about the same photon 
power per unit area (e. g., photon ?ux density). In radiometric 
terms, uniformly illuminating includes, but is not limited to, 
subjecting the entire surface of the article or some predeter 
mined portion of the surface of the article to the same or about 
the same quantity of light per unit time, the same or about the 
same radiant energy per unit time (e.g., radiant power or 
radiant ?ux), and/ or the same or about the same radiant power 
per unit area (e.g., irradiance or radiant ?ux density). 

[0023] With the appreciation that photons are the elemen 
tary particles of electromagnetic radiation or light, a photon 
emitter or light source may provide light comprising a rela 
tively wide range of wavelengths (e.g., whole spectrum, 
broad spectrum, ultraviolet-visible, visible, infrared, etc.), a 
relatively narrow range of wavelengths (e. g., a subdivision of 
ultraviolet such as UVA, UVB, UVC, etc.; a subdivision of 
visible such as red, green, blue, etc.; a subdivision of infrared 
such as near infrared, mid-infrared; etc .), or a particular wave 
length (e.g., monochromatic); light comprising a relatively 
wide range of frequencies (e.g., whole spectrum, broad spec 
trum, ultraviolet-visible, visible, infrared, etc.), a relatively 
narrow range of frequencies (e.g., a subdivision of ultraviolet 
such as UVA, UVB, UVC, etc.; a subdivision of visible such 
as red, green, blue, etc.; a subdivision of infrared such as near 
infrared, mid-infrared; etc.), or a particular frequency (e.g., 
monochromatic); polarized (e. g., linear polarization, circular 
polarization, etc.) light, partially polarized light, or nonpolar 
ized light; and/or light with different degrees of temporal 
and/or spatial coherence ranging from coherent light (e.g., 
laser) to noncoherent light. A photon emitter or light source 
may be used in conjunction with one or more optical compo 
nents of an optical setup to provide light having any of the 
foregoing qualities. Wavelength ?lters, for example, may be 
used in conjunction with a photon emitter or light source to 
provide light comprising a relatively wide range of wave 
lengths or frequencies, a relatively narrow range of wave 
lengths or frequencies, or a particular wavelength or fre 
quency. Polarization ?lters, for example, may also be used in 
conjunction with a photon emitter or light source to provide 
light of a desired polarization including polarized light, par 
tially polarized light, or nonpolarized light. 
[0024] In view of the foregoing, a photon emitter or light 
source may comprise a lamp such as a ?ash lamp, including a 
high-speed ?ash lamp, con?gured to minimize vibration 
while detecting photons scattered from surface features of an 
article with a photon detector array. In some embodiments, 
for example, a photon emitter or light source may comprise a 
high-speed Xe ?ash lamp such as a 500 W Xe ?ash lamp to 
minimize vibration while detecting photons scattered from 
surface features of an article with a photon detector array. 

[0025] Also in view of the foregoing, a photon emitter or 
light source may comprise a collimated light source such as a 
laser, including a combination of lasers, con?gured to emit 
photons onto a surface of an article at one or more angles. In 
some embodiments, for example, a combination of lasers 
may be provided to a laser beam shaper such that the combi 
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nation of lasers emits photons onto a surface of an article at 
one angle. In some embodiments, for example, a combination 
of lasers may be provided to a laser beam shaper such that the 
combination of lasers emits photons onto a surface of an 
article at multiple angles. In some embodiments, for example, 
at least 2, 4, 6, 8, 10, 12, l4, l6, 18, 20, 22, 24, 26, 28, or 30 
lasers, or even more than 30 lasers, may be provided to a laser 
beam shaper such that the combination of lasers emits pho 
tons onto a surface of an article at one or more angles. In some 

embodiments, for example, no more than 30, 28, 26, 24, 22, 
20, l8, l6, l4, 12, 10, 8, 6, 4, or 2 lasers may be provided to 
a laser beam shaper such that the combination of lasers emits 
photons onto a surface of an article at one or more angles. 

Combinations of the foregoing may also be used to describe 
combinations of lasers provided to a laser beam shaper. In 
some embodiments, for example, at least 2 lasers and no more 
than 30 lasers (e.g., between 2 and 30 lasers), such as at least 
10 lasers and no more than 30 lasers (e.g., between 10 and 30 
lasers), including at least 20 lasers and no more than 30 lasers 
(e.g., between 20 and 30 lasers), and further including at least 
24 lasers and no more than 28 lasers (e.g., between 24 and 28 
lasers) may be provided to a laser beam shaper such that the 
combination of lasers emits photons onto a surface of an 
article of an article at one or more angles. 

[0026] Further in view of the foregoing, a photon emitter or 
light source may comprise a two-dimensional light source 
such as a combination of point light sources, including a 
linear combination or array, an arcuate combination or array, 
etc. of point light sources con?gured to emit photons onto a 
surface of an article. In some embodiments, for example, a 
two-dimensional light source may comprise a combination of 
atleast 10, 20, 40, 60, 80, 100, 110, 120, 140, 160, 180, or 200 
point light sources, or even more than 200 point sources. In 
some embodiments, for example, a two-dimensional light 
source may comprise a combination of no more than 200, 
180, 160, 140, 120, 100, 80, 60, 40, 20, or 10 point light 
sources. Combinations of the foregoing may also be used to 
describe two-dimensional light sources comprising combina 
tions of point light sources. In some embodiments, for 
example, a two-dimensional light source may comprise a 
combination of at least 10 and no more than 200 (e.g., 
between 10 and 200) point light sources, such as at least 40 
and no more than 160 (e.g., between 40 and 160) point light 
sources, including at least 60 and no more than 140 (e.g., 
between 60 and 140) point light sources, and further includ 
ing at least 80 and no more than 120 (e.g., between 80 and 
120) point light sources. Such point light sources may be 
combined in rows and columns of a two-dimensional array, 
including linearly combined to form a two-dimensional light 
source such as a strip light. Such point light sources may be 
arcuately combined to form a two-dimensional light source 
such as a ring light. In some embodiments, for example, a 
photon emitter or light source may comprise a two-dimen 
sional light source comprising at least 60 point light sources, 
such as a ring light comprising at least 60 point light sources, 
including a ring light comprising at least 60 light-emitting 
diodes (“LEDs”), and further including a ring light compris 
ing at least 100 LEDs. A two-dimensional light source com 
prising LEDs may comprise white LEDs, wherein each LED 
has a power of at least 10 mW. An LED-based ring light may 
enhance features such as scratches (e.g., circumferential 
scratches) and/or voids in surfaces of articles, especially 
when the LED-based ring light is con?gured to emit photons 
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onto the surfaces of the articles with lower angles (e.g., glanc 
ing angle equal to or less than 45°). 
[0027] The apparatus may further comprise an optical setup 
(e.g., optical setup comprising one or more of optical com 
ponents 120, 122, 124, and 126 of FIGS. 1A-1C), which 
optical setup may manipulate photons emitted from one or 
more photon emitters, photons re?ected from a surface of an 
article, and/or photons scattered from surface features of an 
article. With the appreciation that photons are the elementary 
particles of electromagnetic radiation or light, the optical 
setup may manipulate light emitted from one or more photon 
emitters, light re?ected from a surface of an article, and/or 
light scattered from surface features of an article. The optical 
setup up may comprise any of a number of optical compo 
nents positioned before the article such that the optical com 
ponents may be used to manipulate photons emitted from one 
or more photon emitters before uniformly or homogenously 
illuminating the entire surface or the predetermined portion 
of the surface of the article. Alternatively, or in addition, the 
optical setup up may comprise any of a number of optical 
components positioned after the article such that the optical 
components may be used to manipulate photons re?ected 
from the surface of the article or scattered from surface fea 
tures of the article. Alternatively, or in addition, an optical 
component comprising the article (e.g., article 150 of FIG. 
1B) may be used to manipulate (e.g., re?ect) photons. The 
forgoing optical components may include, but are not limited 
to, optical components such as lenses, ?lters, gratings, and 
mirrors, which mirrors include articles comprising optically 
smooth surfaces. 

[0028] With respect to optical components such as lenses, 
the optical setup may comprise a single lens or a plurality of 
lenses, including, but not limited to, a combination of a lens 
coupled to a photon detector array (e.g., a lens-and-photon 
detector-array combination comprising lens 120 and photon 
detector array 130 of FIGS. 1A-1C) con?gured for collecting 
and detecting photons scattered from surface features of 
articles. The lens coupled to the photon detector array may 
have an entrance pupil and an exit pupil, and additional opti 
cal components such as lenses (e.g., lenses in addition to the 
lens coupled to the photon detector array), ?lters, gratings, 
and mirrors, may be positioned in any combination of one or 
more optical components at or near the entrance pupil of the 
lens coupled to the photon detector array, at or near the exit 
pupil of the lens coupled to the photon detector array (i.e., 
in-between the exit pupil of the lens and the photon detector 
array), or some combination thereof to manipulate photons 
scattered from surface features of articles. The lens coupled to 
the photon detector array may be an objective lens, such as a 
telecentric lens, including an object-space telecentric lens 
(i.e., entrance pupil at in?nity), an image-space telecentric 
lens (i.e., exit pupil at in?nity), or a double telecentric lens 
(i.e., both pupils at in?nity). Coupling a telecentric lens to a 
photon detector array reduces errors with respect to the posi 
tion of surface features of articles, reduces distortion of sur 
face features of articles, enables quantitative analysis of pho 
tons scattered from surface features of articles, which 
quantitative analysis includes integration of photon scattering 
intensity distribution for size determination of surface fea 
tures of articles. 

[0029] With respect to optical components such as ?lters, 
the optical setup may comprise a ?lter or a plurality of ?lters 
including, but not limited to, one or more wavelength ?lters, 
band-pass ?lters, polarization ?lters, coherence ?lters, peri 
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odic array-tuned ?lters, and phase ?lters. As described herein, 
when one or more of such ?lters is positioned before an article 
to manipulate photons emitted from a photon emitter, pho 
tons/ light having any of a number of different qualities may 
be provided to a surface of the article. When one or more of 
such ?lters is positioned after an article to manipulate photons 
scattered from surface features of the article, the one or more 
?lters may be used for distinguishing between surface fea 
tures of the article. For example, a wavelength ?lter may be 
used to distinguish between surface features known to differ 
entially scatter photons with respect to wavelength; a polar 
ization ?lter may be used to distinguish between surface 
features known to differentially scatter photons with respect 
to polarization; a coherence ?lter may be used to distinguish 
between surface features known to differentially scatter pho 
tons with respect to coherence; and a phase ?lter or waveplate 
may be used to distinguish between surface features known to 
differentially scatter photons with respect to phase. In some 
embodiments, for example, an optical component such as a 
?lter may be positioned at or near the entrance pupil of a lens 
(e.g., telecentric lens) coupled to a photon detector array. In 
some embodiments, for example, an optical component such 
as a ?lter may be positioned at or near the exit pupil of a lens 
(e.g., telecentric lens) coupled to a photon detector array. 

[0030] Without being bound by theory, an article such as a 
magnetic recording medium (e.g., hard disk for a hard disk 
drive) comprises a perfectly ?at surface with zero geometric 
aberrations. A fraction of the surface of the article (e. g., 
surface features of the article) will scatter photons incident on 
the surface of the article to the order of 1 part in 1014. As such, 
most of the photons incident on the surface of the article are 
not used. Scattering intensity Iscatte, of photons scattered from 
surface features of articles is nearly described by the follow 
ing equation: 

incident 
[scatter 2“ incident 5 

wherein is the characteristic diameter of a surface feature, and 
wherein Aim-dent and Iincidem are respectively the wavelength 
and intensity of the incident photon ?ux. In view of the 
foregoing equation, while holding the remaining constants, 
coe?icients, and/or parameters constant, an increase inI 
dent leads to an increase in Imam, of photons, which increase in 
Iincidem may be effected by recycling photons incident on the 
surface of the article using optical components such as optical 
components 122, 124, and/or 124 ofFIGS. 1B and 1C, which 
optical components may include re?ective surfaces such as 
mirrors. 

[0031] With respect to optical components comprising 
re?ective surfaces such as mirrors, the optical setup may 
comprise one or more mirrors of any curvature including, but 
not limited to, one or more optical- grade mirrors and one-way 
mirrors, including articles comprising optically smooth sur 
faces. As illustrated in FIGS. 1B and 1C, one or more mirrors 
may be positioned about an apparatus, such as in a light path 
before an article (i.e., between a photon emitter and the 
article) (e.g., one-way mirror 122 ofFIGS. 1B and 1C); in the 
light path after an article (e.g., mirror 124 of FIGS. 1B and 
1C); in the light path under the article, for example, parallelly 
proximate to a transparent article (e.g., mirror 126 in FIG. 
1C); and in combinations thereof. In some embodiments, for 
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example, the apparatus may be con?gured as illustrated in 
FIG. 1B, FIG. 1C, or as in FIG. 1B or FIG. 1C but without the 
one-way mirror between the photon emitter and the article. In 
view of FIGS. 1B and 1C, and without being bound by theory, 
the increase in Iincidem for a perfectly parallel beam of photons 
follows a geometric series with a convergence consistent with 
the re?ection coe?icient of a one-way mirror (e.g., one-way 
mirror 122 of FIGS. 1B and 1C). In practice, some divergence 
is expected, such that the increase in Iincidem follows a geo 
metric series with a more rapid convergence consistent with 
the one-way mirror and the divergence angle of the beam of 
photons. As such, in some embodiments, the one or more 
re?ective surfaces (e.g., mirrors) are operable to increase the 
photon ?ux and/ or Iim- dent at a surface of an article by at least 
a factor of2, 3, 4, 5, 6, 7, 8, 9, or 10 over the photon ?ux and/or 
Iincidem at the surface of the article provided by the photon 
emitter in the absence of the one or more re?ective surfaces. 
In some embodiments, the one or more re?ective surfaces 
(e. g., mirrors) are operable to increase the photon ?ux and/or 
Imam, at a photon detector array by at least a factor of 2, 3, 4, 
5, 6, 7, 8, 9, or 10 over the photon ?ux and/or Iscatte, at the 
photon detector array in the absence of the one or more 
re?ective surfaces. Such an increase in photon ?ux, Iincidem, 
and/ or Isca tte, optionally allows for use of lower-power photon 
emitters, which may translate into higher reliability, lower 
operating temperatures, and lower cost than hi gher-power 
photon emitters. 
[0032] Turning back to FIG. 1B, which provides a sche 
matic for detecting and/or mapping surface features of 
articles with a focus on components for increasing photon 
?ux at various surfaces (e.g., a surface of article 150, a photon 
detector array 130, etc.), the apparatus 100 may comprise a 
photon emitter 110, an optical setup comprising optical com 
ponents 120, 122, and 124, and a photon detector array 130, 
wherein the optical component 120 comprises a lens (e.g., 
telecentric lens), the optical component 122 comprises a 
re?ective surface such as a one-way mirror, and the optical 
component 124 comprises a re?ective surface such as a mir 
ror. In some embodiments, the transmittable side of the one 
way mirror transmits at least 50%, 60%, 70%, 75%, 80%, 
85%, 90%, or 95% of incident photons. FIG. 1B further 
provides rays a, b, and c, each of which rays represents a beam 
of photons. Ray a illustrates, for example, photons may be 
emitted from the photon emitter 110, pass through the trans 
mittable side of the one-way mirror 122, strike the surface of 
the article 150, and re?ect off the surface of the article 150 
toward the mirror 124. Ray b illustrates, for example, photons 
may re?ect off the mirror 124, strike the surface of the article 
150, and re?ect off the surface of the article 150 toward the 
half-mirror 122. Ray c illustrates, for example, photons may 
re?ect off the re?ective side of the half-mirror 122, strike the 
surface of the article 150, and re?ect off the surface of the 
article 150 toward the mirror 124. In this way, photons may be 
emitted from the photon emitter 110 and re?ected among 
various re?ective surfaces (e. g., the half-mirror 122, the mir 
ror 124, and the surface of the article 150) to recycle the 
photons and increase the photon ?ux at the surface of the 
article 150 and, in conjunction, at the photon detector array 
130. 

[0033] Turning back to FIG. 1C, which provides a sche 
matic for detecting and/or mapping surface features of 
articles with a focus on components for increasing photon 
?ux at various surfaces (e.g., a surface of transparent article 
150, a photon detector array 130, etc.), the apparatus 100 may 
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comprise a photon emitter 110, an optical setup comprising 
optical components 120, 122, 124, and 126, and a photon 
detector array 130, wherein the optical component 120 com 
prises a lens (e.g., telecentric lens), the optical component 
122 comprises a re?ective surface such as a one-way mirror, 
the optical component 124 comprises a re?ective surface such 
as a mirror, and the optical component 126 comprises a re?ec 
tive surface such as a mirror. In some embodiments, the 
transmittable side of the one-way mirror transmits at least 
50%, 60%, 70%, 75%, 80%, 85%, 90%, or 95% of incident 
photons. FIG. 1C further provides rays a, b, and c, each of 
which rays represents a beam of photons. Ray a illustrates, for 
example, photons may be emitted from the photon emitter 
110, pass through the transmittable side of the one-way mir 
ror 122, pass through the transparent article 150, and re?ect 
off the surface of the mirror 126 toward the mirror 124. Ray b 
illustrates, for example, photons may re?ect off the mirror 
124, pass through the transparent article 150, and re?ect off 
the surface of the mirror 126 toward the half-mirror 122. Ray 
c illustrates, for example, photons may re?ect off the re?ec 
tive side of the half-mirror 122, pass through the transparent 
article 150, and re?ect off the surface of the mirror 126 toward 
the mirror 124. In this way, photons may be emitted from the 
photon emitter 110 and re?ected among various re?ective 
surfaces (e.g., the half-mirror 122, the mirror 124, and the 
surface of the article 150) to recycle the photons and increase 
the photon ?ux at the surface of the article 150 and, in con 
junction, at the photon detector array 130. 

[0034] To detect photons scattered from surface features of 
articles, an apparatus may further comprise a single photon 
detector array (e.g., see photon detector array 130 of FIG. 1A) 
comprising a plurality of photon detectors or a plurality of 
photon detector arrays, each comprising a plurality of photon 
detectors. In some embodiments, for example, the plurality of 
photon detector arrays may comprise at least 2, 3, 4, 5, 6, 7, 8, 
9, or 10 photon detector arrays. In some embodiments, for 
example, the plurality of photon detector arrays may com 
prise no more than 10, 9, 8, 7, 6, 5, 4, 3, or 2 photon detector 
arrays. Combinations of the foregoing may also be used to 
describe the plurality of photon detector arrays. In some 
embodiments, for example, the plurality of photon detector 
arrays may comprise at least 2 photon detector arrays and no 
more than 10 photon detector arrays (e. g., between 2 and 10 
photon detector arrays), such as at least 2 photon detector 
arrays and no more than 5 photon detector arrays (e. g., 
between 2 and 5 photon detector arrays). Further with respect 
to the plurality of photon detector arrays, each photon detec 
tor array of the plurality of photon detector arrays may be the 
same or different, or some combination thereof (e. g., at least 
2 of the same photon detector array, with the remainder of 
photon detector arrays being different; at least 3 of the same 
photon detector array, with the remainder of photon detector 
arrays being different; etc.). 
[0035] Whether the apparatus comprises a single photon 
detector array or a plurality of photon detector arrays, each 
photon detector array may be oriented to detect photons scat 
tered from surface features of an article at a distance and/ or an 
angle for an optimum acceptance of photons (e.g., maximum 
acceptance of photons with minimum background noise) 
scattered from one or more types of features, which types of 
features are described in more detail herein. Likewise, a lens 
and-photon-detector-array combination may be oriented to 
collect and detect photons scattered from surface features of 
an article at a distance and/ or an angle for an optimum accep 
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tance of photons scattered from one or more types of features. 
Such an angle may be the angle between a ray comprising the 
center line axis of the lens and/ or the photon detector array the 
extended to the surface of the article and the normal (i.e., a 
line perpendicular to the surface of the article) at the point at 
which the ray is extended. The angle, optionally in combina 
tion with an aperture that may be variably sized to accept a 
larger or smaller angle of scattered photons, or optionally in 
combination with an aperture that may be optimally sized for 
maximum acceptance of scattered photons with minimum 
background noise, may allow for acceptance of scattered 
photons respectively having a plurality of scatter angles, 
which scattered photons may respectively be scattered from 
one or more types of features. A scatter angle may be different 
than the angle of re?ection, which angle of re?ection is equal 
to the angle of incidence as described herein. FIG. 2 provides 
a number of rays comprising photons scattered from a feature 
154 on a surface 152 of an article 150, which rays represent 
various scatter angles. 
[0036] In view of the foregoing, a photon detector array or 
lens-and-photon-detector-array combination may be oriented 
at an angle ranging from 0° to 90°, inclusive, wherein an angle 
of 0° represents orientation of the photon detector array or the 
lens-and-photon-detector-array combination at a side of an 
article, and wherein an angle of 90° represents orientation of 
the photon detector array or lens-and-photon-detector-array 
combination directly above the article. In some embodi 
ments, for example, a photon detector array or lens-and 
photon-detector-array combination may be oriented at an 
angle ofat least 0°, 5°, 10°, 15°, 20°, 25°, 30°, 35°, 40°, 45°, 
50°, 55°, 60°, 65°, 70°, 75°, 80°, 85°, or 90°. In some embodi 
ments, for example, a photon detector array or lens-and 
photon-detector-array combination may be oriented at an 
angle ofno more than 90°, 85 °, 80 °, 75 °, 70 °, 65 °, 60 °, 55 
°, 50 °, 45 °, 40 °, 35 °, 30 °, 25 °, 20 °, 15 °, 10°, or 5°, or 0°. 
Combinations of the foregoing may also be used to describe 
the angle at which the photon detector array or lens-and 
photon-detector-array combination may be oriented. In some 
embodiments, for example, a photon detector array or lens 
and-photon-detector-array combination may be oriented at an 
angle of at least a 0° and no more than a 90° (i.e., between 0° 
and 90°), such as least 0° and no more than 45° (i.e., between 
0° and 45°) or at least 45° and no more than 90° (i.e., between 
45° and 90°). 
[0037] The photon detector array, optionally in combina 
tion with a lens (e.g., telecentric lens), may detect photons 
scattered from surface features of an article, such as the entire 
surface of the article or some predetermined portion of the 
surface of the article. The photon detector array, optionally in 
combination with a lens (e.g., telecentric lens), may detect 
photons scattered from surface features of an article, such as 
the entire surface of the article or some predetermined portion 
of the surface of the article, while oriented at a distance and/or 
an angle for an optimum acceptance of photons (e.g., maxi 
mum acceptance of photons with minimum background 
noise) scattered from one or more types of features. As pro 
vided herein, the angle for an optimum acceptance of photons 
scattered from one or more types of features may allow for 
acceptance of scattered photons respectively having a plural 
ity of scatter angles, which scattered photons may respec 
tively be scattered from one or more types of features. 

[0038] With the appreciation that photons are the elemen 
tary particles of electromagnetic radiation or light, a photon 
detector array or light detector array may detect light com 
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prising a relatively wide range of wavelengths (e.g., whole 
spectrum, broad spectrum, ultraviolet-visible, visible, infra 
red, etc.), a relatively narrow range of wavelengths (e.g., a 
subdivision of ultraviolet such as UVA, UVB, UVC, etc.; a 
subdivision of visible such as red, green, blue, etc.; a subdi 
vision of infrared such as near infrared, mid-infrared; etc.), or 
a particular wavelength (e.g., monochromatic); light com 
prising a relatively wide range of frequencies (e.g., whole 
spectrum, broad spectrum, ultraviolet-visible, visible, infra 
red, etc.), a relatively narrow range of frequencies (e.g., a 
subdivision of ultraviolet such as UVA, UVB, UVC, etc.; a 
subdivision of visible such as red, green, blue, etc.; a subdi 
vision of infrared such as near infrared, mid-infrared; etc.), or 
a particular frequency (e. g., monochromatic); polarized (e. g., 
linear polarization, circular polarization, etc.) light, partially 
polarized light, or nonpolarized light; and/or light with dif 
ferent degrees of temporal and/ or spatial coherence ranging 
from coherent light (e. g., laser) to noncoherent light. As dis 
cussed herein, a photon detector array or light detector array 
may be used in conjunction with one or more optical compo 
nents of an optical setup to detect light having any of the 
foregoing qualities. 
[0039] The photon detector array may comprise a plurality 
of pixel sensors, which pixel sensors, in turn, may each com 
prise a photon detector (e.g., a photodiode) coupled to a 
circuit comprising a transistor con?gured for ampli?cation. 
Features of a photon detector array comprising such pixel 
sensors include, but are not limited to, low temperature opera 
tion (e.g., down to —40° C.), low electron noise (e.g., 2-10 e— 
RMS; 1 e' RMS; <1 e' RMS; etc.), wide dynamic range (e.g., 
30,00011, 8,50011; 3,000:1; etc.), and/or decreased photon/ 
light collection time. A photon detector array may comprise a 
large number of pixel sensors (e.g., 21,000,000 or 21M pixel 
sensors) arranged in rows and columns of a two-dimensional 
array, wherein each pixel sensor comprises a photon detector 
coupled to an ampli?er. In some embodiments, for example, 
a photon detector array may comprise at least 1M, 2M, 3M, 
4M, 5M, 6M, 7M, 8M, 9M, 10M, or more, pixel sensors 
arranged in rows and columns of a two-dimensional array. In 
some embodiments, for example, a photon detector array may 
comprise no more than 10M, 9M, 8M, 7M, 6M, 5M, 4M, 3M, 
2M, or 1M, pixel sensors arranged in rows and columns of a 
two-dimensional array. Combinations of the foregoing may 
also be used to describe the number of pixel sensors in a 
photon detector array. In some embodiments, for example, a 
photon detector array may comprise at least 1M and no more 
than 10M (e.g., between 1M and 10M) pixel sensors arranged 
in rows and columns of a two-dimensional array, such as at 
least 1M and no more than 8M (e.g., between 1M and 8M) 
pixel sensors, including at least 1M and no more than 6M 
(e.g., between 1M and 8M) pixel sensors, further including at 
least 2M and no more than 6M (e.g., between 1M and 8M) 
pixel sensors, and even further including at least 2M and no 
more than 5M (e.g., between 2M and 5M) pixel sensors. 

[0040] Due to surface re?ections of surface features of 
articles and/or small angle scattering (e.g., 4st scattering), 
surface features may appear much larger in size enabling 
pixel sensors larger the than surface features to be used. In 
some embodiments, for example, a photon detector array may 
comprise micrometer-sized (i.e., admits of m units as mea 
sured) pixel sensors at least 1 pm, 2 pm, 3 pm, 4 pm, 5 pm, 6 
pm, 7 pm, 8 pm, 9 pm, or 10 pm in their smallest dimension. 
In some embodiments, for example, a photon detector array 
may comprise micrometer-sized pixel sensors no more than 
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10um,9p.m,8p.m,7um,6p_m,5pm,4um,3p.m,2p_m,or 
1 pm in their smallest dimension. Combinations of the fore 
going may also be used to describe dimensions of microme 
ter-sized pixel sensors in photon detector arrays. In some 
embodiments, for example, a photon detector array may com 
prise micrometer-sized pixel sensors at least 1 pm and no 
more than 10 um (e.g., between 1 pm and 10 pm) in their 
smallest dimension, such as at least 1 [1m and no more than 7 
pm (e. g., between 1 pm and 7 pm), including at least 4 pm and 
no more than 10 um (e.g., between 4 [1m and 10 um), and 
further including at least 4 [1m and no more than 7 pm (e.g., 
between 4 pm and 7 pm). Such micrometer-sized pixel sen 
sors may be used in the apparatus for detecting and/or map 
ping surface features of articles, wherein the surface features 
are more than 100 times smaller than the micrometer-sized 
pixel sensors. 

[0041] In view of the foregoing, the single photon detector 
array or the plurality of photon detector arrays may each 
comprise a complementary metal-oxide semiconductor 
(“CMOS”) or a scienti?c complementary metal-oxide semi 
conductor (“sCMOS”), each of which may optionally be part 
of CMOS camera or a sCMOS camera, respectively. Alterna 
tively, the single photon detector array or the plurality of 
photon detector arrays may each comprise a charge-coupled 
device (“CCD”), which may optionally be part of CCD cam 
era. While a CCD-based photon detector array might have a 
slower recording speed than a CMOS-based or sCMOS 
based photon detector array, a CCD-based photon detector 
array may be desirable in applications requiring less elec 
tronic and/ or image noise. A CCD-based photon detector 
array, including an electron-multiplying CCD (“EMCCD”), 
may also be desirable in certain applications having low-light 
conditions. Furthermore, a plurality of photon detector arrays 
is not limited to combinations of either CMOS/sCMOS 
based photon detector arrays or CCD-based photon-detector 
arrays, as a plurality of photon detector arrays may comprise 
a combination of any of a number of CMOS/sCMOS-based 
photon detector arrays and CCD-based photon-detector 
arrays in applications that bene?t from employing each type 
of technology. In some embodiments, for example, a CMOS/ 
sCMOS-based photon detector array may be used to detect 
photons scattered from surface features of articles in certain 
applications having su?icient light for the CMOS/sCMOS 
based photon detector array, while a CCD/EMCCD-based 
photon detector array may be used to detect photons scattered 
from surface features of articles in certain applications having 
too little light for the CMOS/sCMOS-based photon detector 
array. 

[0042] FIG. 3 provides a schematic for detection of surface 
features of an article, illustrating a close-up, cross-sectional 
view of an apparatus comprising an optical setup and a photon 
detector array. As shown, article 150 comprises a surface 152 
and at least surface feature 154. Photons may be scattered by 
the surface feature 154 and collected and detected by a com 
bination comprising a lens 120 coupled to a photon detector 
array 130, which combination may be positioned at a distance 
and/ or an angle for a an optimum acceptance of photons (e.g., 
maximum acceptance of photons with minimum background 
noise) scattered from one or more types of features. The 
optical setup, which may comprise a telecentric lens (e.g., 
lens 120 of FIGS. 1A-1C), may collect and focus the photons 
scattered from the surface feature 154 onto one or more pixel 
sensors 132 of photon detector array 130, which one or more 
pixel sensors may each comprise a photon detector coupled to 
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an ampli?er (e.g., CMOS/sCMOS-based photon detector 
array; EMCCD-based photon detector array; etc.). The one or 
more pixel sensors 132, each of which corresponds to a par 
ticular, ?xed area of an article’s surface and a pixel in a map 
of the article’s surface features, may provide one or more 
signals to a computer or equivalent device for mapping or 
otherwise determining the position of the surface feature 154. 
The computer or equivalent device may subsequently use 
pixel interpolation for further mapping the surface feature 
154. 

[0043] Depending upon factors that may include the type of 
article, the type of surface features (e. g., particle, stain, 
scratch, void, etc .), and the like, it may be desirable at times to 
increase detection time of a single photon detector array or a 
plurality of photon detector arrays to detect more photons for 
detecting and/ or mapping surface features of articles. In some 
embodiments, for example, detection time of a single photon 
detector array or a plurality of photon detector arrays may be 
increased to detect more photons. In such embodiments, a 
CCD-based photon detector array, including an electron-mul 
tiplying EMCCD may be used to further detect more photons. 
Alternately, or in addition, it may be desirable to increase the 
number of photons (e. g., photon energy) emitted from a 
single photon emitter or a plurality of photon emitters to 
provide an increase in photons scattered for detecting and/or 
mapping surface features of articles. Such an increase in 
photon energy may be with respect to unit time for increased 
photon power, or with respect to unit area for increased pho 
ton ?ux density. Alternately to one or both of increasing the 
photon energy or detection time, or in addition to increasing 
the photon energy and detection time, it may be desirable at 
times to minimize background noise including stray light 
from one or more photon emitters, background light, and/or 
background ?uorescent radiation. 

[0044] The apparatus may further comprise one or more 
computers or equivalent devices (e.g., devices that include 
primary and/or secondary memory and one or more process 
ing elements operable to carry out arithmetic and logical 
operations), including, but not limited to, servers, worksta 
tions, desktop computers, nettops, laptops, netbooks, and 
mobile devices such as tablets and smartphones, which com 
puters or equivalent devices may contain application-speci?c 
integrated circuits (“ASIC”s), ?eld-programmable gate 
arrays (“FPGA”s), etc. The computers or equivalent devices 
may include a computer-readable storage medium for 
instructions making the apparatus operable to, but not limited 
to, but not limited to, convey each article to the apparatus for 
inspection; position each article for inspection, optionally 
including gradational rotation of the article for piecewise 
inspection; hold or otherwise maintain the position of each 
article for inspection; insert optical components into the opti 
cal setup, for example, using a mechanical actuator; position 
optical components for inspection; adjust optical components 
(e.g., focus lenses) and/or tune optical components (e.g., 
piezoelectric-based wavelength ?lters; piezoelectric-based 
polarization ?lters; etc.) for inspection; remove optical com 
ponents from the optical setup; move each photon emitter into 
position for inspection, wherein the position for inspection 
may include a photon emitter-article distance and/or angle 
(e.g., glancing angle) optimized for one or more types of 
features; switch each photon emitter on and off, or otherwise 
between modes for emitting photons and not emitting pho 
tons; move each photon detector array into position for 
inspection, wherein the position for inspection may include a 
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photon detector array-article distance and/or angle (e. g., scat 
ter angle) optimized for one or more types of features; switch 
each photon detector array on and off, or otherwise between 
modes for detecting photons and not detecting photons; syn 
chronize each photon emitter with each photon detector in 
accordance with a photon emission-photon detection 
scheme; process photon detector array signals from scattered 
photons, optionally including pixel interpolation for better 
accuracy (e.g., 10>< better than pixel size) with respect to the 
position of surface features; map or otherwise determine the 
position of surface features of articles from photon detector 
array signals or processed photon detector array signals (e.g., 
photon scattering intensity distributions); quantitatively and/ 
or qualitatively characterize surface features of articles; cata 
log surface features of articles; and determine trends with 
respect to surface features of articles. 

[0045] The apparatus may be con?gured for detecting and/ 
or mapping surface features of articles, wherein the surface 
features are nanometer-sized (i.e., admits of nm units as mea 
sured) or smaller in their smallest dimension (e.g., length, 
width, height, or depth, depending on the surface feature), 
which surface features may be smaller than the wavelength of 
photons emitted from a photon emitter of the apparatus. How 
ever, the apparatus is not limited to surface features of articles 
that are nanometer-sized or smaller, as the apparatus may be 
con?gured for detecting and/or mapping surface features of 
articles, wherein the surface features are micrometer-sized 
(i.e., admits of um units as measured) or larger. In some 
embodiments, for example, the apparatus may be con?gured 
for detecting and/ or mapping surface features of articles, 
wherein the surface features are smaller than 500 nm, 250 nm, 
200 nm, 150 nm, 125 nm, 110 nm, 100 nm, 90 nm, 80 nm, 70 
nm, 60 nm, 50 nm, 40 nm, 30 nm, 20 nm, 10 nm, or 1 nm (10 
A) in their smallest dimension, or even smaller, such as sur 
face features of articles smaller than 9 A, 8 A, 7 A, 6 A, 5 A, 
4 A, 3 A, 2 A, or 1 A in their smallest dimension. In view of 
the foregoing, and in some embodiments, for example, the 
apparatus may be con?gured for detecting and/or mapping 
surface features of articles, wherein the surface features are 
between 0.1 nm and 1000 nm, such as between 0.1 nm and 
500 nm, including between 0.1 nm and 250 nm, and further 
including between 0.1 nm and 100 nm, and even further 
including between 0.1 nm and 80 nm. Furthermore, the appa 
ratus may be con?gured for detecting and/or mapping sub 
surface features, such as subsurface defects, wherein the sub 
surface features have a depth more than 1 nm, 2 nm, 3 nm, 4 
nm, 5 nm, 6 nm, 7 nm, 8 nm, 9 nm, or 10 nm, or deeper. 

[0046] The apparatus may be con?gured for detecting and/ 
or mapping surface features of articles, including surface 
and/ or subsurface defects comprising particle contamination 
in which the particles are nanometer-sized (i.e., admits of nm 
units as measured) or smaller in their smallest dimension 
(e. g., length, width, or height). In some embodiments, for 
example, the apparatus may be con?gured for detecting and/ 
or mapping surface and/or subsurface particles smaller than 
125 nm, such as smaller than 100 nm, including smaller than 
80 nm, and further including smaller than 10 nm in their 
smallest dimension. Detecting and/or mapping surface and/or 
subsurface particles down to the level of 10 nm in height is 
important for hard disks of hard disk drives, as particles 
greater than 10 nm in height (e.g., from the surface) may 
corrupt the spacing between the hard disk and the read-write 
head of a hard disk drive. In some embodiments, for example, 
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the apparatus may be con?gured for detecting and/or map 
ping surface and/or subsurface particles as small as or smaller 
than 4 nm in height. 

[0047] The apparatus may be con?gured for detecting and/ 
or mapping foreign surface features of articles, including 
surface and/or subsurface defects comprising scratches (e. g., 
circumferential scratches) that are micrometer-sized (i.e., 
admits of um units as measured) or smaller, such as nanom 
eter-sized (i.e., admits of nm units as measured) or smaller, 
such as angstrom-sized (i.e., admits of A units as measured) 
or smaller, in their smallest dimension (e.g., length, width, or 
depth). With respect to micrometer-sized scratches, the appa 
ratus may be con?gured for detecting and/or mapping 
scratches from, for example, 1 pm to 1000 pm in length, 
which may be signi?cantly longer than the wavelength of 
photons emitted from a photon emitter of the apparatus. In 
some embodiments, for example, the apparatus may be con 
?gured for detecting and/ or mapping scratches smaller than 
1000 um, such as smaller than 500 um, including smaller than 
250 um, further including smaller than 100 um, and even 
further including smaller than 50 pm in scratch length. With 
respect to nanometer-sized scratches, the apparatus may be 
con?gured for detecting and/or mapping scratches from, for 
example, 1 nm to 500 nm in scratch width. In some embodi 
ments, for example, the apparatus may be con?gured for 
detecting and/or mapping scratches smaller than 500 nm, 
such as smaller than 250 nm, including smaller than 100 nm, 
further including smaller than 50 nm, and even further includ 
ing smaller than 15 nm in scratch width. Surprisingly, due to 
a high level of spatial coherence, the apparatus may be con 
?gured for detecting and/or mapping angstrom-sized 
scratches with respect to scratch depth. In some embodi 
ments, for example, the apparatus may be con?gured for 
detecting and/or mapping scratches smaller than 50 A, such 
as smaller than 25 A, including smaller than 10 A, further 
including smaller than 5 A, and even further including smaller 
than 1 A(e.g., 0.5 A) in scratch depth. For example, the 
apparatus may be con?gured for detecting and/or mapping 
scratches smaller than 500 pm in length, smaller than 100 nm 
in width, and smaller than 50 A in depth. 
[0048] The apparatus may be operable to accurately and/or 
precisely map or otherwise determine the position of a feature 
on an article’s surface (e.g., FIGS. 6A (top) and 6B (top)). 
With respect to accuracy, the apparatus may be operable to 
map or otherwise determine the position of a feature on an 
article’ s surface within a micrometer-sized (i.e., admits of um 
units as measured) radius or better. In some embodiments, for 
example, the apparatus may be operable to accurately map or 
otherwise determine the position of a feature on an article’s 
surface within a radius of 100 um, 90 um, 80 um, 70 um, 60 
um, 50 um, 40 um, 30 um, 20 um, 10 pm, 9 pm, 8 pm, 7 pm, 
6 pm, 5 pm, 4 pm, 3 pm, 2 pm, or 1 pm, or better. Combina 
tions of the foregoing may also be used to describe the accu 
racy with which the apparatus may map or otherwise deter 
mine the position of a feature on an article’s surface. In some 
embodiments, for example, the apparatus may be operable to 
accurately map or otherwise determine the position of a fea 
ture on an article’s surface within a radius ranging from 1 pm 
to 100 um, such as from 1 pm to 50 um, including from 1 pm 
to 30 um, and further including from 5 pm to 10 pm. 

[0049] In addition to accurately and/or precisely mapping 
or otherwise determining the position of a feature on a surface 
of an article, the apparatus may be operable to accurately 
and/or precisely determine the photon scattering intensity 
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distribution (e. g., FIGS. 6A (bottom) and 6B (bottom)) of the 
feature on the surface of the article. Such a photon scattering 
intensity distribution may be used characterize a surface fea 
ture of an article both quantitatively and qualitatively. 

[0050] With respect to quantitative characterization of a 
surface feature of an article, mathematical integration of a 
photon scattering intensity distribution provides the size (e.g., 
volume) of the surface feature of the article. Quantitative 
characterization of a surface feature of an article may further 
include a determination of surface feature position on the 
article as described herein. Quantitative characterization may 
even further include the total number of surface features per 
article, or the number of surface features per unit area per 
article, as well as the number of each type of surface feature 
on the article. Such characterization information may be cata 
loged across a plurality of articles and be used to correct 
manufacturing trends should such features include surface 
and/ or sub surface defects that might degrade the performance 
of the article. 

[0051] With respect to qualitative characterization of a sur 
face feature of an article, qualitative characterization may 
include a determination of the type of surface feature (e.g., 
particle, stain, scratch, void, etc.) of the article, which deter 
mination may be effected by, but is not limited to, analysis of 
photon scattering intensity distributions. Qualitative charac 
terization may further include distinguishing between surface 
features known to differentially scatter photons with respect 
to wavelength; a polarization ?lter may be used to distinguish 
between surface features known to differentially scatter pho 
tons with respect to polarization; a coherence ?lter may be 
used to distinguish between surface features known to differ 
entially scatter photons with respect to coherence; and a 
phase ?lter or waveplate may be used to distinguish between 
surface features known to differentially scatter photons with 
respect to phase. In some embodiments, for example, quali 
tative characterization of one or more surface features of an 

article may comprise contrasting photon-scattering informa 
tion in the effective absence of one of the foregoing ?lters 
with photon-scattering information using one or more of the 
foregoing ?lters or contrasting a ?rst surface features map 
produced in the effective absence of one of the foregoing 
?lters with a second surface features map (or a plurality of 
surface features maps) produced using one or more of the 
foregoing ?lters. Along with quantitative characterization 
information, such qualitative characterization information 
may be cataloged across a plurality of articles and be used to 
correct manufacturing trends should such features include 
surface and/or subsurface defects that might degrade the per 
formance of the article. 

[0052] The apparatus described herein may be con?gured 
to process or inspect articles at a rate greater than or commen 
surate with the rate at which the articles or workpieces thereof 
are produced. In some embodiments, for example, the appa 
ratus may be con?gured to process or inspect articles at a rate 
ofat least 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 12, 14, 16, 18, or 20, or 
higher, article(s) per second, which rate may be commensu 
rate with the rate at which the articles or workpieces thereof 
are produced. In some embodiments, for example, the appa 
ratus may be con?gured to process or inspect articles at a rate 
ofno more than 20, 18, 16, 14, 12, 10, 9, 8, 7, 6, 5, 4, 3, 2, or 
1 article(s) per second, which rate may be commensurate with 
the rate at which the articles or workpieces thereof are pro 
duced. Combinations of the foregoing may also be used to 
describe the rate at which the articles or workpieces thereof 
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are processed or inspected by the apparatus. In some embodi 
ments, for example, the apparatus may be con?gured to pro 
cess or inspect at least 1 and no more than 20 articles per 
second (e.g., between 1 and 20 articles per second), such as at 
least 1 and no more than 10 articles per second (e.g., between 
1 and 10 articles per second), including at least 1 and no more 
than 5 articles per second (e.g., between 1 and 5 articles per 
second). Processing or inspecting articles at rates greater than 
or commensurate with the rate at which the articles or work 
pieces thereof are produced is a function of many features of 
the apparatus described herein, including, but not limited to, 
photon emitters and/or articles that need not be moved (e. g., 
for scanning) during processing or inspecting. For example, 
an article such as a hard disk of a hard disk drive need not be 
rotated during processing or inspecting. As such, the appara 
tus may be con?gured to hold an article stationary while 
emitting photons onto the surface of the article. 

[0053] The apparatus described herein may be fully auto 
mated and function in different modes, including, but not 
limited to, an ultrafast mode, an ultrasensitive mode, and 
ultrasensitive plus mode. With respect to the ultrafast mode, 
the apparatus may operate at least 200 times faster than other 
optical surface analyzers (e.g., KLA-Tencor Candela CSlO or 
CS20), detect surface features such as defects comprising 
particles down to at least 100 nm, partially detect surface 
features such as defects comprising scratches (e.g., nanom 
eter-sized scratches), and provide measurements of rough 
ness. With respect to the ultrasensitive mode, the apparatus 
may operate at least 50 times faster than other optical surface 
analyzers, detect surface features such as defects comprising 
particles down to at least 30 nm, and provide measurements of 
roughness. With respect to the ultrasensitive plus mode, the 
apparatus may operate at least 20 times faster than other 
optical surface analyzers, detect surface features such as 
defects comprising particles down to at least 30 nm, fully 
detect surface features such as defects comprising scratches 
(e.g., nano-scratches), and provide measurements of rough 
ness. 

[0054] As such, provided herein is an apparatus, compris 
ing a photon emitter con?gured for emitting photons onto a 
surface of an article; a combination of re?ective surfaces 
comprising a ?rst re?ective surface and a second re?ective 
surface, wherein the combination of re?ective surfaces is 
con?gured for re?ecting photons onto the surface of the 
article; a photon detector array con?gured for detecting pho 
tons scattered from surface features of the article; and a pro 
cessing means con?gured for processing photon-detector 
array signals corresponding to photons scattered from the 
surface features of the article. In some embodiments, the 
combination of re?ective surfaces is operable to increase the 
photon ?ux at the surface of the article by at least a factor of 
two over the photon ?ux at the surface of the article provided 
by the photon emitter in the absence of the combination of 
re?ective surfaces. In some embodiments, the combination of 
re?ective surfaces is operable to increase the photon ?ux at 
the photon detector array by at least a factor of three over the 
photon ?ux at the photon detector array in the absence of the 
combination of re?ective surfaces. In some embodiments, the 
?rst re?ective surface comprises a one-way mirror and pho 
tons pass through the one-way mirror onto the surface of the 
article. In some embodiments, the second re?ective surface 
comprises a mirror and photons re?ect from the mirror back 
onto the surface of the article. In some embodiments, the 
apparatus further comprises a third re?ective surface of the 



US 2014/0160481A1 

combination of re?ective surfaces, wherein the third re?ec 
tive surface comprises the surface of the article. In some 
embodiments, the apparatus further comprises a third re?ec 
tive surface of the combination of re?ective surfaces, wherein 
the article is transparent, and wherein the article is positioned 
parallelly proximate to the third re?ective surface. In some 
embodiments, the apparatus further comprises a telecentric 
lens coupled to the photon detector array. In some embodi 
ments, the processing means comprises one or more comput 
ers or equivalent devices con?gured for mapping the surface 
features of the article. 

[0055] Also provided is an apparatus, comprising a photon 
emitter con?gured for emitting photons onto a surface of an 
article; a ?rst re?ective surface and a second re?ective surface 
con?gured to re?ect the photons onto the surface of the 
article; and a processing means con?gured for processing 
signals from a photon detector array corresponding to pho 
tons scattered from surface features of the article. In some 
embodiments, the ?rst re?ective surface and the second 
re?ective surface are operable to increase the photon ?ux at 
the surface of the article by at least a factor of two over the 
photon ?ux at the surface of the article provided by the photon 
emitter in the absence of the ?rst re?ective surface and the 
second re?ective surface, and the ?rst re?ective surface and 
the second re?ective surface are operable to increase the 
photon ?ux at the photon detector array by at least a factor of 
three over the photon ?ux at the photon detector array in the 
absence of the ?rst re?ective surface and the second re?ective 
surface. In some embodiments, the ?rst re?ective surface is a 
one-way mirror and photons pass through the one-way mirror 
onto the surface of the article, and the second re?ective sur 
face is a mirror. In some embodiments, the apparatus further 
comprises a third re?ective surface, wherein the third re?ec 
tive surface comprises the surface of the article. In some 
embodiments, the apparatus further comprises a third re?ec 
tive surface, wherein the article is transparent, and wherein 
the article is positioned parallelly proximate to the third 
re?ective surface. In some embodiments, the processing 
means comprises one or more computers or equivalent 
devices con?gured for mapping the surface features of the 
article. 

[0056] Also provided is an apparatus, comprising a photon 
emitter con?gured for emitting photons onto a surface of an 
article; a combination of re?ective surfaces comprising a ?rst 
re?ective surface and a second re?ective surface, wherein the 
combination of re?ective surfaces is con?gured for re?ecting 
photons onto the surface of the article; a lens-and-photon 
detector-array combination con?gured for collecting and 
detecting photons scattered from surface features of the 
article, wherein the lens is a telecentric lens; and a processing 
means con?gured for processing photon-detector-array sig 
nals corresponding to photons scattered from the surface 
features of the article. In some embodiments, the combination 
of re?ective surfaces is operable to increase the photon ?ux at 
the surface of the article by at least a factor of two over the 
photon ?ux at the surface of the article provided by the photon 
emitter in the absence of the combination of re?ective sur 
faces, and the combination of re?ective surfaces is operable to 
increase the photon ?ux at the photon detector array by at 
least a factor of three over the photon ?ux at the photon 
detector array in the absence of the combination of re?ective 
surfaces. In some embodiments, the ?rst re?ective surface is 
a one-way mirror and photons pass through the one-way 
mirror onto the surface of the article, and the second re?ective 
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surface is a mirror and photons re?ect from the mirror back 
onto the surface of the article. In some embodiments, the 
apparatus further comprises a third re?ective surface of the 
combination of re?ective surfaces, wherein the third re?ec 
tive surface comprises the surface of the article. In some 
embodiments, the apparatus further comprises a third re?ec 
tive surface of the combination of re?ective surfaces, wherein 
the article is transparent, and wherein the article is positioned 
parallelly proximate to the third re?ective surface. In some 
embodiments, the processing means comprises one or more 
computers or equivalent devices con?gured for mapping the 
surface features of the article. 
[0057] Also provided is an apparatus, comprising a combi 
nation of re?ective surfaces comprising a ?rst re?ective sur 
face and a second re?ective surface, wherein the combination 
of re?ective surfaces is con?gured for re?ecting photons onto 
a surface of an article; a photon detector array con?gured for 
detecting photons scattered from surface features of the 
article; and a processing means con?gured for processing 
photon-detector-array signals corresponding to photons scat 
tered from the surface features of the article. In some embodi 
ments, the combination of re?ective surfaces is operable to 
increase the photon ?ux at the surface of the article by at least 
a factor of two over the photon ?ux at the surface of the article 
provided by a photon emitter in the absence of the combina 
tion of re?ective surfaces, and the combination of re?ective 
surfaces is operable to increase the photon ?ux at the photon 
detector array by at least a factor of three over the photon ?ux 
at the photon detector array in the absence of the combination 
of re?ective surfaces. In some embodiments, the ?rst re?ec 
tive surface comprises a one-way mirror and photons pass 
through the one-way mirror onto the surface of the article, the 
second re?ective surface comprises a mirror and photons 
re?ect from the mirror back onto the surface of the article, and 
the apparatus further comprises a third re?ective surface of 
the combination of re?ective surfaces comprising the surface 
of the article. In some embodiments, the ?rst re?ective sur 
face comprises a one-way mirror and photons pass through 
the one-way mirror onto the surface of the article, the second 
re?ective surface comprises a mirror and photons re?ect from 
the mirror back onto the surface of the article, and the appa 
ratus further comprises a third re?ective surface of the com 
bination of re?ective surfaces comprising a mirror positioned 
parallelly proximate to a transparent article. In some embodi 
ments, the processing means comprises one or more comput 
ers or equivalent devices con?gured for mapping the surface 
features of the article. 
[0058] While some particular embodiments have been 
described and/ or illustrated herein, and while these particular 
embodiments have been described and/ or illustrated in con 
siderable detail, it is not the intention of the applicant(s) for 
these particular embodiments to limit the concepts presented 
herein. Additional adaptations and/ or modi?cations may 
readily appear to persons having ordinary skill in the art, and, 
in broader aspects, these adaptations and/or modi?cations 
may be encompassed as well. Accordingly, departures may be 
made from the foregoing embodiments without departing 
from the scope of the concepts presented herein, which scope 
is limited only by the following claims when appropriately 
construed. 

What is claimed is: 
1. An apparatus, comprising: 
a photon emitter con?gured for emitting photons onto a 

surface of an article; 
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a combination of re?ective surfaces comprising a ?rst 
re?ective surface and a second re?ective surface, 
Wherein the combination of re?ective surfaces is con?g 

ured for re?ecting photons onto the surface of the 
article; 

a photon detector array con?gured for detecting photons 
scattered from surface features of the article; and 

a processing means con?gured for processing photon-de 
tector-array signals corresponding to photons scattered 
from the surface features of the article. 

2. The apparatus of claim 1, Wherein the combination of 
re?ective surfaces is operable to increase the photon ?ux at 
the surface of the article by at least a factor of two over the 
photon ?ux at the surface of the article provided by the photon 
emitter in the absence of the combination of re?ective sur 
faces. 

3. The apparatus of claim 1, Wherein the combination of 
re?ective surfaces is operable to increase the photon ?ux at 
the photon detector array by at least a factor of three over the 
photon ?ux at the photon detector array in the absence of the 
combination of re?ective surfaces. 

4. The apparatus of claim 1, Wherein the ?rst re?ective 
surface comprises a one-way mirror and photons pass 
through the one-way mirror onto the surface of the article. 

5. The apparatus of claim 1, Wherein the second re?ective 
surface comprises a mirror and photons re?ect from the mir 
ror back onto the surface of the article. 

6. The apparatus of claim 1, further comprising a third 
re?ective surface of the combination of re?ective surfaces, 
Wherein the third re?ective surface comprises the surface of 
the article. 

7. The apparatus of claim 1, further comprising a third 
re?ective surface of the combination of re?ective surfaces, 
Wherein the article is transparent, and Wherein the article is 
positioned parallelly proximate to the third re?ective surface. 

8. The apparatus of claim 1, further comprising a telecen 
tric lens coupled to the photon detector array. 

9. The apparatus of claim 1, Wherein the processing means 
comprises one or more computers or equivalent devices con 
?gured for mapping the surface features of the article. 

10. An apparatus, comprising: 
a photon emitter con?gured for emitting photons onto a 

surface of an article; 
a ?rst re?ective surface and a second re?ective surface 

con?gured to re?ect the photons onto the surface of the 
article; and 

a processing means con?gured for processing signals from 
a photon detector array corresponding to photons scat 
tered from surface features of the article. 

11. The apparatus of claim 10, Wherein the ?rst re?ective 
surface and the second re?ective surface are operable to 
increase the photon ?ux at the surface of the article by at least 
a factor of two over the photon ?ux at the surface of the article 
provided by the photon emitter in the absence of the ?rst 
re?ective surface and the second re?ective surface, and 
Wherein the ?rst re?ective surface and the second re?ective 
surface are operable to increase the photon ?ux at the photon 
detector array by at least a factor of three over the photon ?ux 
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at the photon detector array in the absence of the ?rst re?ec 
tive surface and the second re?ective surface. 

12. The apparatus of claim 10, Wherein the ?rst re?ective 
surface is a one-way mirror and photons pass through the 
one-way mirror onto the surface of the article, and Wherein 
the second re?ective surface is a mirror. 

13. The apparatus of claim 10, further comprising a third 
re?ective surface, Wherein the third re?ective surface com 
prises the surface of the article. 

14. The apparatus of claim 10, further comprising a third 
re?ective surface, Wherein the article is transparent, and 
Wherein the article is positioned parallelly proximate to the 
third re?ective surface. 

15. The apparatus of claim 10, Wherein the processing 
means comprises one or more computers or equivalent 
devices con?gured for mapping the surface features of the 
article. 

16. An apparatus, comprising: 
a combination of re?ective surfaces comprising a ?rst 

re?ective surface and a second re?ective surface, 
Wherein the combination of re?ective surfaces is con?g 

ured for re?ecting photons onto a surface of an article; 
a photon detector array con?gured for detecting photons 

scattered from surface features of the article; and 
a processing means con?gured for processing photon-de 

tector-array signals corresponding to photons scattered 
from the surface features of the article. 

17. The apparatus of claim 16, Wherein the combination of 
re?ective surfaces is operable to increase the photon ?ux at 
the surface of the article by at least a factor of two over the 
photon ?ux at the surface of the article provided by a photon 
emitter in the absence of the combination of re?ective sur 
faces, and Wherein the combination of re?ective surfaces is 
operable to increase the photon ?ux at the photon detector 
array by at least a factor of three over the photon ?ux at the 
photon detector array in the absence of the combination of 
re?ective surfaces. 

18. The apparatus of claim 16, Wherein the ?rst re?ective 
surface comprises a one-way mirror and photons pass 
through the one-way mirror onto the surface of the article, 
Wherein the second re?ective surface comprises a mirror and 
photons re?ect from the mirror back onto the surface of the 
article, and the apparatus further comprises a third re?ective 
surface of the combination of re?ective surfaces, Wherein the 
third re?ective surface comprises the surface of the article. 

19. The apparatus of claim 16, Wherein the ?rst re?ective 
surface comprises a one-way mirror and photons pass 
through the one-way mirror onto the surface of the article, 
Wherein the second re?ective surface comprises a mirror and 
photons re?ect from the mirror back onto the surface of the 
article, and the apparatus further comprises a third re?ective 
surface of the combination of re?ective surfaces, Wherein the 
third re?ective surface comprises a mirror positioned paral 
lelly proximate to a transparent article. 

20. The apparatus of claim 16, Wherein the processing 
means comprises one or more computers or equivalent 
devices con?gured for mapping the surface features of the 
article. 


