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This invention relates to new and useful im 
provements in a patient handler. 
The invention has for an object the construc 

tion of a device as mentioned which is charac 
terized by an arrangement by which a patient 
may be comfortably and conveniently conveyed to 
the operating room and brought back after the 
operation. 

Heretofore, various stretchers and patient han 
dlers have been produced which were satisfactory 
in conveying a patient to the operating room, but 
thereafter necessitated manual handling of the 
patient to properly place him upon the device to 
b-ring him back to his room. This is extremely 
objectionable in many types of operations. 
The instant invention contemplates the provi~ 

sion of a holder which is characterized by a pair 
of leaves hingedly mounted at the sides and 
mounted within a. frame adapted to be placed 
over a. bed, and furthermore contemplates the 
use of a stretcher used in conjunction with the 
leaves having several removable sections ar 
ranged so that certain of the sections may be al 
lowed to remain under the patient during the 
operation so that thereafter they may be conven 
iently connected with other of the sections, and 
an arrangement for withdrawing all of the sec 
4_tions from under a patient when the patient has 
been placed back into» bed. ' 
Another object of the invention is the con 

struction of a. device as described which is sim 
ple and durable and which can be manufactured 
and sold at a reasonable cost. 

Fo-r further 'comprehension of the invention, 
35 and of the objects and advantages thereof, ref 

' erence will be had to the following description 
and accompanying drawing, and to the appended 
claims in which the various novel features of the 
invention are more particularly set forth. 

In the accompanying drawing forming a ma 
terial part of this disclosure: 

Fig. 1 is a side elevational view of a device con 
structed according to this invention. 

Fig. 2 is an end elevational View looking in the 
direction of the line 2-2 of Fig. l. 

Fig; 3 is a horizontal sectional view taken on 
the line 3_3 of Fig. 1. 

Fig. 4 is a p-lan view of Fig. 1 in which the 
stretcher has _been indicated by dot and dash 
.lines in its proper position. 

Fig. 5 is a plan View of the stretcher per se. 
The device, according to this invention, com 

prises a base frame IB provided with casters Il 
by which it may be wheeled along the floor and 
consisting of several vertical legs Illa supporting 
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an open frame member I0", l0c and lßd. More 
particularly, the elements mb, I0“, and lûd con 
stitute one end and the two sides of the open 
frame member, and the legs lûa are arranged 
at the corners thereof. The opposite end to ,5 
frame iêib is left unbraced so» that the device may 
be wheeled to surround an operating table. A 
supenframe l2 is mounted upon the base frame 
iii and consists of a plurality of legs |2a tele 
scopically associated with the legs Illa vand a top 1,0 
open frame member consisting of the side ele 
ments l2b, §20, E'ld, and |29. 
A means is provided for holding the frame at 

various elevations upon the base frame. This 
means consists of ratchet teeth formed upon 15 
the legs l2EL and cooperating with pinions I4 as 
sociated with mechanism by which the pinions 
may be turned for moving the legs |2a. More 
particularly, the pinions it are housed within 
protuberanoes l5 formed on the legs Illa and are 2O 
connected by several shafts. There is a drive 
shaft i6 connecting the pinions It along one side 
of the device, which shaft is provided with an 
operating handle lî at its front end. 
There is a transverse shaft lâ equipped with 25 

bevel gears |53 meshing with bevel gears 20 mount 
ed upon the shaft it, and another shaft 2|. This 
latter mentioned shaft is extended between and 
connects the pinions id alcng the other side of 
the device. The arrangement is such that the 30 
handle Il may be turned in one direction or the 
other to raise or lower the superstructure rela 
tive to the base structure. The arrangement is 
such that when the handle |'| is turned in yone 
direction all of the pinions lil are turned to simul- 35 
taneously move the racks l?a in the same direc 
tion. 
A pair of leaves 23 are hingedly mounted upon 

the outer edges of the top open frame member 
and are for the purpose of closing this open 4.0 
frame member. These leaves have their outer 
edges fixed upon tubes 20' which are fixed on the 
elements l2c and |2e. . 
A means is provided for raising and lowerin 

the leaves, and consists of a hand operated 45 
mechanism as follows: The elements I2C and l2e » ' 
are rotative through the elements I2b and |211. 
The elements |20 and l2@ project from one end 
of the frame and are there equipped with worm 
wheels 25. These worm wheels mesh with worm 50 
pinions 26 on a transverse shaft 2l rotatively 
mounted in bearings 23 supported on the element 
|2b. One end of the shaft 2l is equipped with a 
handle 29 by which the leaves may be operated. 
The leaves 23 will maintain adjusted positions 55 
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in that forces cannot possibly turn the leaves 
against the interlocking of the worm wheels 25 
with the worm pinions. It is only possible for the 
worm pinions to turn the worm Wheels. The 
super-frame is held in various adjusted positions 
upon the base frame by a catch 3€! engaging 
through one of the protuberances I4 and engag 
ing one of the pinions I4 to hold this pinion sta 
tionary. Consequently, all of the pinions are 
held against rotation. 
In conjunction with the super-frame there is a 

stretcher 36. This stretcher is held in position 
by suitable clamps 36’ and consists of a pair of 
side parallel handles 36a and 36b connected by 
cloth material 31. This cloth material is of sev 
eral longitudinal sections. Namely, there is a 
central longitudinal section consisting of the 
parts 3'!a and 31h. This central section is con 
nectible with end sections 3lc and 31d. The end 
sections are connected with the handles 36 and 
36h. Hook fasteners 38 are adapted to connect 
the sections 3lb and 31C together. Hook fasteners 
39 connect the sections 3la and 31d together. 
The central section is composed of two parts, 3'!a 
and 31h, connected together by hook fasteners 40. 
’I'he control for the hook fasteners 38 and 39 are 
indicated by reference numerals 4I and are ar 
ranged at the top of the stretcher. The control 
for the hook fasteners 4U is indicated by reference 
numeral 42 and is arranged at the bottom of the 
stretcher. 
The operation of the device may be understood 

from the following descriptionz--When a person 
is wheeled to the operating room he is placed 
upon the stretcher 31 which is rested across the 
super-frame by reason of the handles 362L and 
36b engaging across the ends of the super-frame, 
as clearly shown in Fig. l. In the operating room 

; the leaves 23 are moved to the horizontal position 
40 by operating the handle 29. Then the hook fas 

tener controls 4I are moved to disconnect the 
central section 31a, 3'1b from the end sections 37C, 
37d. The operation is performed without dis 

; turbing the central section of the stretcher 3la 
45 and S'Ib. When the operation is completed, with 

out transferring the patient, the sides of the 
stretcher are reconnected and the stretcher may 
be used to transfer the patient. The patient is 

. then wheeled to the bed and the device slipped 
50 
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rthe stretcher into two parts. 

over the bed. The super-section is then lowered 
to the proper height so that the leaves 23 may be 
gently opened to allow the patient to be dis 
charged on to the bed. 
The leaves 23, in their horizontal position, do 

not touch but provide a small space, as shown in 
Fig. 4, through which the control 42 of the 
stretcher may be operated. When the patient is 
over the bed, the control 42 is operated to divide 

Each side half may 
then be conveniently removed. The leaves 25 are 
lowered so that the person is discharged on to the 
bed. The super-structure is then raised and 
shifted off from its position over the bed. 

It is to be understood that the leaves 23 may 
or may not be used in putting the patient to bed. 
The leaves are more or less to be used as a con 
vertible table for the purpose of having the pa 
tient in position for dressing or undressing him, 
and getting him ready for operation and getting 
the same results as if the patient Was on a table 
without changing him. The hook fastener con 
trol 42 can be operated properly without the pro 
tection of the leaves as well. 

It is also to be understood that the Width of 
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central stretcher sections 31EL and 3'!b of the car 
rier may be standardized so as to be interchange 
able with the central stretcher sections of an am 
bulance stretcher and thus these stretcher sec 
tions may be left under the patients until after 5 
the operation. 
While I have illustrated and described the pre 

ferred embodiment of my invention, it is to be 
understood that I do not limit myself to the pre 
cise construction herein disclosed and the right 10 
is reserved to all changes and modiñcations com 
ing Within the scope of the invention as deñned 
in the appended claims. 

Having thus described my invention, what I 
claim as new. and desire to secure by United 15 
States Letters Patent is: 

1. A patient handler, comprising a base frame 
with casters to be wheeled along the floor and 
consisting of _several legs supporting an open 
frame member adapted to be located over a bed, 20 
a super-frame mounted on said base frame, and 
consisting of legs telescopically associated with 
said legs and a top open frame member, means 
for holding said super-frame at various eleva 
tions on said base frame, a pair of leaves for clos- 25 
ing said top open frame member and hingedly 
mounted at their outer edges, means for lower 
ing said leaves by hinging said leaves downwards, 
a stretcher mounted across said open frame mem 
ber and comprising side handles resting and se- 30 
cured on the ends of said open frame member, 
and cloth material between said side handles, said 
cloth material resting on the hinged leaves in 
the raised positions of the said leaves, and said 
cloth material comprising a central longitudi- 35 
nal section connected with end longitudinal sec 
tions which in turn are connected with said han 
dle, and said central longitudinal section being 
formed from separable sections. 

2. A patient handler, comprising a base frame 4o 
with casters to be wheeled along the ñoor and 
consisting of several legs supporting an open 
frame member adapted to be located over a 
bed, a super-frame mounted on said base frame 
and consisting of legs telescopically associated 45 
with said legs and a top open frame member, 
means for holding said super-frame at various 
elevations on said base frame, a pair of leaves for 
closing said top open frame member and hing 
edly mounted at their outer edges, means for 5o 
lowering said leaves by hinging said leaves down 
wards, a stretcher mounted across said open 
frame member and comprising side handles rest 
ing and secured on the ends of said open frame 
member, and cloth material between said side 55 
handles, said cloth material resting on the hinged 
leaves in the raised positions of the said leaves, 
and said cloth material comprising a central 1on 
gitudinal section connected with end longitudinal 
sections which in turn are connected with said 60 
handle, and said central longitudinal section be 
ing formed from separable sections, said pair of 
leaves normally being Within the same plane as 
the top open frame with the adjacent edges 
slightly spaced to provide for the opening of 65 
the central seam of the stretcher. " 

3. A patient handler, comprising a base frame 
with casters to be wheeled along the floor and 
consisting of several legs supporting an open 
frame member adapted to be located over a bed, 70 
a super-frame mounted on said base frame and 
consisting of legs telescopically associated with 
said legs and a top open frame member, means 
for holding said super-frame at various eleva 
tions on said base frame, a pair of leaves for clos- 75 
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ing said top open frame member and hingedly 
mounted at their outer edges, means for lowering 
said leaves by hinging said le-aves downwards, a 
stretcher mounted across said open frame mem 
ber and comprising side handles resting and se 
cured on the ends of said open frame member, 
and cloth material between said side handles, 
said cloth material resting on the hinged leaves 
in the raised positions of the said leaves, and said 
cloth material comprising a central longitudinal 
section connected with end longitudinal sections 
which in turn are connected with said handle, 
and said central longitudinal section being formed 
from separable sections, said pair of leaves nor 
mally being within the same plane as the top 
open frame with the adjacent edges slightly 
spaced to provide for the opening of the central 
seam of the stretcher, said central seam being 
controlled with a hook fastener having a slide 

control. 
4. A patient handler, comprising a base frame 

with casters to be wheeled along the floor and 
consisting of several legs supporting an open 
frame member adapted to be located over a bed, 
a super-frame mounted on said base frame and 
consisting of legs telescopically associated with 
said legs and a top open frame member, means 
for holding said super-frame at various elevations 
on said base frame, a pair of leaves for closing 
said top open frame member and hingedly 
mounted at their outer edges, means for lower 
ing said leaves by hinging said leaves downwards, 
a stretcher mounted across said open frame 
member and comprising side handles resting and 
secured on the ends of said open frame member, 
and cloth material between said side handles, said 
cloth material resting on the hinged leaves in the 
raised positions of the said leaves, and said cloth 
material comprising a central longitudinal section 
connected with end longitudinal sections which 
in turn are connected with said handle, and said 
central longitudinal section being formed from 
separable sections, said pair of leaves normally 
being within the same plane as the top open 
frame with the adjacent edges slightly spaced 
to provide for the opening of the central seam of 
the stretcher, said central seam being controlled 
with a hook fastener having a slide control, said 
slide control being operable from the bottom. 

5. A patient handler, comprising a base frame 
with casters to be wheeled along the floor and 
consisting of several legs supporting an open 
frame member adapted to be located over a bed, a 
super-frame mounted on said base frame and 
consisting of legs telescopically associated with 
said legs and a top open frame member. means 
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for holding said super-frame at various eleva 
tions on said base frame, a pair of leaves for 
closing said top open frame member and hingedly 
mounted at their outer edges, means for lower 
ing said leaves by hinging said leaves downwards, 5 
a stretcher mounted across said open frameí 
member and comprising side handles resting and.; 
secured on the ends of said open frame member, 
and cloth material between said side handles, said 
cloth material resting on the hinged leaves in 10 
the raised positions of the said leaves, and said v 
cloth material comprising a central longitudinal 
section connected with end longitudinal sections 
which in turn are connected with said handle, and 
said central longitudinal section being formed 15 
from separable sections, said pair of leaves nor 
mally being within the same plane as the top 
open frame with the adjacent edges slightly 
spaced to provide for the opening of the central 
seam of the stretcher, said central seam being 20 
controlled with a hook fastener having a slide 
control, said slide control being operable from 
the bottom, and other sli-de controls operable from 
the top for connecting the central section with 
the end sections for the purpose described. 25 

6. A patient handler, comprising a base frame 
with casters to be wheeled along the floor and 
consisting of several legs supporting an open 
frame member adapted to be located over a bed, 
a super-frame mounted on said base frame and 30 
consisting of legs telescopically associated with 
said legs and a top open frame member, means 
for holding said super-frame at various elevations 
on said base frame, a pair of leaves for closing 
said top open frame member and hingedly 35 
mounted at their outer edges, means for lower 
ing said leaves by hinging said leaves downwards, 
a stretcher mounted across said open frame mem 
ber and comprising side handles resting and 
secured on the ends of said open frame member, 40 
and cloth material between said side handles, 
said cloth material resting on the hinged leaves 
in the raised positions of the said leaves, and 
said cloth material comprising a central longi 
tudinal section connected with end longitudinal 45 
sections which in turn are connected with said 
handle, and said central longitudinal section 
being formed from separable sections, said means 
for lowering the leaves comprising rotative 
members to which the outer edges of the leaves 50 
are attached, worm wheels on said rotative 
members, worm pinions meshing with said worm 
Wheels, and on a common shaft, and a handle 
for turning said shaft. „ 
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