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5 Claims. 

The invention relates to a diaper construction 
and more especially to a paper diaper for infants’ 
use. ' 

The primary object of the invention is the pro 
l vision of a diaper of this character, wherein the 

same is formed entirely of paper stock and cellu 
lose wadding so that in the use it will not cause 
discomfort to a wearer as the character of the 
material employed and the assembly of the same 

10 eliminates irritation, skin burning or infections, 
the diaper having elastic qualities so that it will 
not bind and this enables snug ?tting to a wearer 
with resultant free blood circulation and when 
subjected to body wastes will not shrink or dis 

" integrate and is thoroughly sanitary. 
Another object of the invention is the provi 

sion of a diaper of this character, wherein the 
same can be readily and conveniently destroyed 
after use thereof without liability of stoppage of 

20 soil pipes as the material will quickly disintegrate 
into small portions by reason of the particular dis 
position of short lengths of runs of stitches of 
thread and the staggered arrangement, of such 
stitches, these when wearing the diaper will give 
strength thereto so as to avoid separation of its 
component materials and the nature of the ma 
terial affording maximum moisture resistance as 
well as permitting the application of they diaper 
to a wearer and also eliminating discomfort in 
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' 30 the wearing thereof with the result that the diaper 
is thoroughly sanitary. I. 
A still further object of the invention is th 

provision of a diaper of this character, which in 
r, the construction thereof satis?es every require 

ment of the cloth diaper and this can be con 
veniently destroyed or ?ushed away in a toilet 
system, thoroughly reliable and e?icient in its 
use, strong, durable, and inexpensive to manufac 
ture. . 

With these and other objects in view, the in 
vention consists in the features of construction, 
combination and arrangement of parts as will be 
hereinafter more fully described, illustrated in 
the accompanying drawing, which discloses the 
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pointed out in the claims hereunto appended. 
In the accompanying drawing: 
Figure 1 is a plan view of a diaper constructed 

50 in accordance with the invention.v 
Figure 2 is a vertical sectional view thereof. 
Figure '3 is a view similar to Figure 1 lookingv 

toward the other side of the diaper and por-. 
tions thereof being broken away. ' 

55 Similar reference characters indicate corre 

preferred embodiment of the invention andv 

(Cl. 128—284) 
sponding parts throughout the several views in 
the drawing. 

Referring to the drawing in detail, A desig 
nates generally a diaper constructed in accordance 
with the invention and includes superimposed 5 
plies of water resisting sheet material 5 of rela 
tively tough paper but ?exible texture, these be 
ing the outside cover for the diaper while over 
lying the said sheets is a layer of absorbent wad 
ding 6 of cellulose wood fiber which has super- 10 
imposed thereon a plurality of plies of soft ab 
sorbent paper sheets ‘I, commonly known as paper 
tissue of soft velvet texture, the latter constitut 
ing the inner covering of the said diaper. 
These materials in their assembled or disposed 15 

relation to each other are connected together by 
short runs of stitches 8 of thread, these being dis 
posed in staggered relation to each other in rows 
arranged close to a pair of opposite edges and at 
an intermediate point as at 9 and iii, respectively. 20 
The stitches 8 of the respective rows are disposed 
with relation to each other to overlap one an 
other in the respective rows and such rows are 
extended transversely of the wearing position of 
the diaper so that in the application thereof to a 25 
wearer the materials can be conveniently pulled 
upon for the proper ?tting of the diaper to the 
wearer without liability of tearing or separating 
the materials in the assembled make-up thereof as 
hereinbefore described. 
The diaper made from the paper stock and cel 

lulose wadding a?ords an absolutely sanitary con 
struction, completely and readily disintegrated 
when thrown into a ?ush toilet and is possessed 
of the requisite absorbent qualities as well as 35 
being readily applicable and when worn will be 
entirely devoid of discomfort or any resultant 
skin burning, irritation or infection and also will 
positively retain body wastes. The diaper has the 
requisite elastic quality so that it will not bind 40 
if fastened too snugly and permits free blood 
circulation and when discarded will readily ?ush 
away without liability of soil pipe stoppage. 

It is, of course, understood that the diaper in 
the construction thereof canrbe made of any re- 45 
quired size to suit the needs of a wearer and is 
readily destructible after use thereof. , 
The short runs or lengths of stitches 8 and 

their irregular disposition with respect to each 
other in the respective row lay-out of the same 50 
assures on disintegration of the materials of the 
latter separation into extremely small areas or 
pieces and thus avoiding the possibility of solidi 
fying into bulk of these' materials which would 
result in the clogging of waste or soil pipes when 55 
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the diaper is thrown into a toilet or the like for 
destruction. ' ' 

Diagonally disposed at the corners of the diaper 
A are stitches II, these being extended inwardly 
for a distance and the purpose of the corner 
stitching is to avoid the breaking loose of the 
diaper when the same is pinned about the waist 
of a user and thus withstanding the attachment 
of the pins therewith on the wearing of‘ the said 
diaper. - 

What is claimed is: 
1. An article of manufacture of the character 

described comprising a pad assembly of an outer 
layer of water-resisting ?brous material, an in 
ner layer of soft ?brous tissue, a layer of cellu 
lose waclding between the ?brous material and 
tissue, and stitches across two opposite ends of 
said pad assembly, the threads of which are in 
terrupted at numerous intervals. 

2. An article of manufacture of the character 
described comprising a pad assembly of an outer 
layer of water-resisting ?brous material, an in 
ner layer of soft fibrous tissue, a layer of cellu 
lose wadding between the ?brous material and 
tissue, and overlapping stitches across two op 
posite ends of saidvpad assembly, the threads of 
which are interrupted at numerous intervals. 

3. An article of manufacture of the character 
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described comprising a\ ad assembly of an outer 
layer of ?brous materi'l, an inner layer of soft 
?brous tissue, a layer 'of cellulose wadding be 
tween the ?brous material and tissue, and over 
lapping stitches across two opposite ends of said 
pad assembly, the threads of which are inter 
rupted at numerous intervals. 

4. An article of manufacture of the character 
described comprising a pad assembly of an outer 
layer of water-resisting ?brous material, an in 10 
ner layer of soft ?brous tissue, and a layer of ‘ 
cellulose wadding between the ?brous material 
and tissue, two opposite ends of the pad assem 
bly being attached together with a row of tack 
ing elements closely arranged so that the pad 
assembly may be easily disintegrated in a sew 
erage line. _ 

5. An article of manufacture of the character 
described comprising a pad assembly of an outer 
layer of ?brous material, an inner layer of soft o 
?brous tissue, and a layer of cellulose wadding 
between the ?brous material and tissue, two op 
posite ends of the pad assembly being attached 
together with a row of tacking elements closely 
arranged so that the pad assembly may be eas- 25 
ily disintegrated in a sewerage line. 
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