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My invention relates to‘ improvements in drain 
strainers. It relates particularly to the type of 
strainers which are adapted to be removably 
?tted in the outlet drain pipe of a wash bowl, 

5 bath tub, sink or similar water container, and 
which is adapted to receive the usual rubber 
drain plug. 
One object of my invention, is to provide a 

novel strainer of the kind described, which is 
'10 adapted for use in diiferent styles of outlet ?t 

tings, and which has novelmeans for being se 
curely held in its operative position and without 
liability of its being accidentally withdrawn with 
the withdrawal of the rubber plug. 

15 . A further object of my invention is to provide 
novel securing means adapted to have holding 
engagement with the usual bridge or ba?le in the 
drain pipe, when the bridge or baffle is at diifer 
ent distances from the inlet of the drain‘ pipe. 

20 Another object ‘of my invention, is to provide 
a novel strainer, which is simple, cheap to make, 
strong, durable, not likely to get'out of order, 
which is readily applied to its operative posi 
tion, which can be as readily removed for clean 

25 ing, and which is e?icient in its operation. 
vIn the accompanying drawing which illustrates 
my invention, ' 

Fig. l is' a vertical sectional view showing my 
improved drainer in operative position in the 
drain pipe of a wash bowl, portions only of the 
bowl and drain pipe being shown. 

Fig. 2 is a section on the line 2—-2 of Fig. 1. 
Figs. 3 and 4 are respectively top and bottom 

35 viewsof the spiral spring. 
Similar characters of reference designate sim 

ilar parts in the different views. 
My improved strainer is provided with a cup 

like body I, having in its ‘bottom small perfora 
40 tions 2. The upper end of the body I has a di 

verging annular ?ange 3 which is adapted to rest 
on the upper side of the bottom of the bowl 4. 
The upper end of the inner side of the body I is 
slightly ?aring, as shown, to‘ conform to the pe 
riphery of the usual rubber plug 5, which is 
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adapted to be seated in the body I, when the 
latter is seated in the drain pipe 6. 
For securely holding the body I in the drain 

pipe 6, while permitting the body I to be revolved 
in opposite directions, I provide a spiral member 5 
‘I, which, preferably, is a coil spring, the upper 
end of which is fastened in any suitable manner, 
as by a screw or rivet 3, to the center of the bot, 
tom of the body I. , 
The coil spring 1 extends downwardly a dis- 10 

tance sufficient for it to- be extended past and to 
be screwed into holding engagement with the 
usual baffle bridge 9 with which the drain pipes of 
this type are commonly provided. 

In applying the strainer to a container, as the 15 
wash bowl 4, the spiral spring ‘I is inserted into 
the drain pipe 6 and the body I is inserted bot 
tom down into the drain pipe 6 so as to be 
seated therein with the ?ange 3 resting on the 
upper'side of the bottom of the bowl, the body 20 
being rotated in a direction such that the spiral 
spring will be screwed into holding engagement 
with the bridge 9. When the body I is seated, the 
spiral spring ‘I will releasably hold it in its oper 
ative position, against any pulling effect caused 25 
by withdrawal of the plug 5. _ 
When the strainer is to be removed for clean 

ing, it is revolved in the opposite direction, there 
by unscrewing the spiral spring from engage 
ment with the bridge 9, thus releasing the strain- 30 
er so that it may be removed. 

Various modi?cations of my invention, within 
the scope of the appended claim, may be made 

7 without departing from its ‘spirit. 
What I claim is:- 35 
A drain strainer having a perforate cup shaped 

body adapted to be removably ?tted in the open 
upper end of a drain pipe having a transverse 
bridge below and spaced from said end, said body 
being adapted to have a stop plug removably ?t- 40 
ted therein, and a spiral member attached at one 
end to and extending below said body and adapted 
to be ‘screwed into and out of holding engagement 
with said bridge. - 
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