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This invention relates to Christmas tree orna 
ments such as for example so-called decorative 
balls and it has more speci?c reference to a novel 
hanger ?xture for such ornaments. 
Owing to the fragile character of articles of 

this general classi?cation, it is common knowl 
edge that reliable and expeditiously usable hang 
er ?xtures must be adopted to minimize breakage 
and to overcome other well-known disadvantages. 
Under the circumstances I have evolved and pro 
duced a simple and economical accessory, which 
I believe, ful?lls the requirements of an article 
of this type and makes the trimming of Christmas 
trees more pleasurable and safe and sane. 
As will be hereinafter seen, novelty is pred 

icated not on the ornament itself, but rather 
the hanger or ?xture for the ornament, and 
brie?y stated, this comprises a suspension wire 
bendable at its upper end for free attachment 
purposes, and provided at its lower end with a 
special ?exible adapter element susceptible of be 
ing expeditiously coupled to the ball or other or 
nament when substitution and repair for such 
parts is needed. 
In the drawing: 
Figure 1 is a view in elevation showing the im 

proved hanger ?xture illustrating the manner 
in which it is coordinated with the conventional 
glass ball or ornament. 
Figure 2 is a perspective showing disclosing 

the manner in which the adapter or connecting 
element is bendable. 
Referring to Figure 1, the conventional Christ 

mas tree ball is indicated by the numeral 3. This 
is provided with the usual accommodation neck 4 
over which the slidable metal cap, which is con 
ventional, ?ts. The cap is here designed by the 
numeral 5 and is slidably mounted on the im 
proved hanger. 
The hanger comprises a ?exible piece of wire 

of appropriate gauge which includes a stem por 
tion 6, and a head portion. The head portion 1 
is bendable into different shapes to form a sus 
pension or attaching hook. It also prevents dis 
placement of the metal cap 5 from this end. The 
opposite end of the wire is bent into a connect 
ing eye as at 8 and is twisted upon itself at 9 to 
join it to the central portion of the adapter ele 
ment Hi. This element II] is in the form of a 
piece of rubber of appropriate resiliency which 

(01. 24—73) 

when attached to the eye is divided into com 
plemental half portions II and I2. The rubber 
is normally straight but is bendable in shape to 
conform to the contour of the article to which it 
is attached. In addition it is bendable into halves 
between its ends as shown in dotted lines in 
Figure 2 so that the two ends can be brought 
together and fed through the neck 4 in a reliable 
and expeditious manner. Simply feeding the 
free ends through this neck is evident that when 
released the ends ?y out to proper coupling and 
retention positions as shown in Figure 1. Thus, 
it will be seen that the gist of the invention is 
predicated upon the use of a compensating and 
self adapting coupling member l0 connectible 
with a hanger wire. . 

It is thought that persons skilled in the art to 
which the invention relates will be able to obtain 
a clear understanding of the invention after con 
sidering the description in connection with the 
drawing. Therefore, a more lengthy description 
is regarded as unnecessary. 
Minor changes in shape, size and rearrange 

ment of details coming within the ?eld of in 
vention claimed may be resorted to in actual " 
practice, if desired. 
Having thus described the invention, what is 

claimed as new is: 

1. A Christmas tree ornament hanger device 
of the class described comprising a short length 
of soft resilient rubber forming a. bar, and flexible 
hanger and suspension means attached to the 
intermediate portion thereof. 

2. A hanger accessory of the class described 
comprising a short length of soft resilient rubber ' ' 
forming a bar bendable between its ends in the 
manner and for the purposes described, and auto 
matically returnable to coupling and retention 
position, and a hanger wire securely fastened to 
the intermediate portion thereof. _ 

3. A hanger accessory for Christmas tree balls 
and the like comprising a hanger wire bendable 
at its outer end to provide a suspension 
hook, and provided at its inner end with an at 
taching eye, and a short length of soft resilient 
rubber forming a bar fastened intermediate its 
ends to said eye in the manner and for the pur 
poses described. 
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