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To all whom it may concern: 
Be it known that I, WM. R. MILLER, of Bal 

timore, in the county of Baltimore and State 
of Maryland, have invented certain new and 
useful Improvements in the Manufacture of 
Boots 5 and I do hereby declare that the fol 
lowing is a full, clear, and exact description 
thereof. 

This invention relates to certain improve 
ments in the manufacture of boots; and the 
invention consists in a side seam formed and 
protected as will be hereinafter more fully set 
forth. 

In order to enable others skilled in the art 
to which my invention appertains to make and 
use the same, I will now proceed to describe 
its construction and arrangement, reference 
being had to the accompanying drawing, which 
forms a part of this speci?cation, and in 
which- - 

Figure 1 is a side elevation of a boot having 
the back and front secured together by the 
seam hereinafter described. Fig. 2 is a View 
showing one side of the protector secured in 
forming the side seam. Fig. 3 is a sectional 
'view, showing the back and front stretcher or 
extender after being secured together, with 
the stayst-rip partially secured. Fig. 4 is a 
view showing the other side of the protector 
or stay‘strip, secured by a row of stitches, 
and Fig. 5 is an inside view of the side seam 
and protector or stay-strip, all united in ac 
cordance with my invention. 
In the drawings, A denotes the front, and B 

the back. In forming the side seam the parts 

A and B are placed back to back, and a welt, 
O, interposed between the two edges. Astrip 
of leather, D, is then arranged with one edge, 
E, under the aforesaid parts, and is then se 
cured by a row of stitches, F, passing through 
the parts A and B and the welt (J, as shown 
in Fig. 2 of drawing. The front and back are 
then extended, as shown in Fig. 3 of drawing, 
and the edge G of the stay-strip D is secured 
by a row of stitches, H, on one side of the eye 
seam, passing through the back B, as shown 
in Figs. 4 and 5 of drawing. 
A side seam having the rib on the inside of 

the leg, covered by a strip of leather secured 
by two rows of stitches, one on each side of 
the eye-seam, is old, and I would not, therefore, 
be understood as claiming any such construc 
tion as my invention. 
Having thus fully described my invention, 

what I claim as new, and desire to secure by 
Letters Patent, is— 
The seam of a boot protected by a stay-strip, 

one side of which is secured in the seam which 
unites the parts of the upper together, the 
other side being folded over the seam and 
stitched to one of said parts, substantially as 
shown and described. . 
In testimony that I claim the foregoing as 

my own I af?x my signature in presence of 
two witnesses. 1 

WVM. R. MILLER. 

Witnesses: 
H. B. BROWN, 
ALBIN M. LONG. 


