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3 Claims. 

This invention relates to new and useful im 
provements ̀in brassières. , 
The invention has for an object the construc 

tion of a brassière which is equipped with an inner 
belt, at Vthe front, adapted to support the dia 
phragm. _ ' . ’ 

More particularly, the invention proposes to so 
arrange the brassière that a diaphragm covering 
section is attached upon the rear face of a'front 
section which is adapted for extending Yover the 
busts and across the diaphragm, having its ends 
continue into side sections for extendingunder 
the arms, and further continuing into. back sec 
tions adapted to extend across the back in such a 

, manner that the free ends ‘of the back sections 
are connectíble with the ends of the diaphragm 
covering sections in juxtaposition. 

Still further the invention also contemplates 
forming the front section with openings through 
which the ends of the diaphragm covering sec~ 
tion may Yextend for convenience in connecting 
these ends with the ends of the back sections. 
Another one of the objects of this invention is 

the provision of elastic inserts on the ends of the 
diaphragm sections, and if desired, upon the ends 
of the back sections so as to provide resiliency for 
the seam supporting certain portions of one’s 
body. 
Another object of this invention is to provide 

means whereby the diaphragm covering section 
may be adjusted slightly upwards or downwards 
so as to conveniently engage the diaphragms of 
different persons. 

Still further it is proposed to construct an arti 
cle of the class mentioned which is simple and 
durable and which can be manufactured and sold 
at a reasonable cost. 
For further comprehension of the invention, 

and of the objects and advantages thereof, ref 
erence will be had to the following description and 
accompanying drawing, and to the appended 
claims in which the various novel features of the 
invention are more particularly set forth. 

45 In the accompanying drawing forming a ma 
terial part of this disclosure: 

Fig. 1 is a perspective view of a female figure 
equipped with a brassière according to this inven 
tion. 

Fig. 2 is a rear perspective view of Fig. 1. 
Fig. 3 is a rear elevational view of the brassière, 

illustrated per se, and shown in the open position. 
Fig. 4 is a fragmentary horizontal sectional view 

taken on the line 4-4 of Fig. 3. 
Fig. 5 is a fragmentary View similar to a por 
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tion of Fig. 3 but illustrating a modification of the 
invention. ` 

Fig, 6 is a sectional view taken on the line 6--6 
of Fig. 5. 
The brassière, according to this invention, com 

' prises a front section Ill for extending across the 
busts and across the diaphragm and at the ends 
continuing into side sections Il for extending 
under the arms, and further continuing into back 
sections I2 for extending across the back. A , 
diaphragm covering section I3 is attached at its 
vertical front center line I3’ upon the rear face of 
the front section I0. A means is provided for 
connecting the free ends i2’ of the back sections in 
juxtaposition with the ends I3a of the diaphragm 
covering section. 
A pair of shoulder straps I4 are mounted upon 

the front section and are adapted to engage over 
the shoulders of the female figure to support the 
brassière in proper position. 
f The diaphragm covering section I3 should be 
of sufficient height to extend only over the dia 
phragm. It should be of suñicient width so that 
the ends I3a are in the vicinity of the hips. With 
this arrangement it is comparatively convenient 
to engage the ends of the back sections with the 
ends of the diaphragm section. The front section 
I0 of the brassière is formed with vertical slots I4 
through which the ends I3a of the diaphragm sec 
tion extend. Elastic inserts I5 are engaged on 
the ends of the diaphragm section to- provide re» 
siliency so that when the brassière is worn it will 
ñrmly support the body. Other elastic inserts I6 
are engaged upon the ends of the back section 
merely to cooperate with the inserts I5. Atten 
tion is called to the fact that various arrange 
ments will be had, for example, the inserts I6 may 
be eliminated and the inserts I5 depended upon 
to provide the resiliency. Other arrangements 
are also, possible. 
The means for connecting the ends of the back 

lsections with the ends of the diaphragm covering 
section comprises eyelets Il attached upon certain 
of the ends and engageable with hook elements I8 
attached on the other of the ends. The front 
section I0 of the brassière is shown formed from 
two parts connected together along the vertical 
central line Iiib by stitches I9 which secure the 
ends upon tape material 2D. The same stitches 
I9, which hold the ends of the parts of the front 
section of the brassière to the tape material, en 
gage through the material of the diaphragm cov 
ering section I3 for constituting the holding of 
the diaphragm covering section in position on 
the front section. 
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In Figs. 5 and 6 a modified form of the inven 

tion has been disclosed wherein provision is made 
for adjusting the vertical position of the dia 
phragm covering section to adapt it to different 
diaphragms. More particularly a continuous 
band 2| extends around the vertical central por 
tion of the front section of the brassière and is 
held against displacement by reason of engag 
ing through several loops 22 attached on the bras 
sière material. The continuous band 2l may be 
formed by a strip of material extended around 
the brassière material and having its ends secured 
together. The diaphragm covering section is at 
tached by stitches 23 along its Vertical center line 
upon the band 2|. With this arrangement, the 
front section of the brassière may be caused to 
assume one position upon the form of the person, 
while the diaphragm covering section may be ad 
justed relative thereto to assume a comfortable 
position,~ 
While I have illustrated and described the pre 

ferred embodiment of my invention, it is to be 
understood that I do not limit myself to theA pre 
cise construction herein disclosed and the right 
is reserved to all changes and modifications com 
ing within the scope of the invention as deñned in 
the` appended claims. 
Having thus described my invention, what I 

claim as new, and desire to secure by United 
States Letters Patent is: 

1. A brassière, comprising a front section for 
extending over the busts and across the dia 
phragm and at the ends continuing into side sec 
tions for extending under the arms and continu 
ing further into back sections extending across the 
back, a diaphragm covering section Supported on 
the front section and located adjacent the rear 
face thereof and having free ends passing through 
openings in the front section to the outside there 
of, means for connecting the free ends ofthe back 
sections in juxtaposition with the opposed free 
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ends of the diaphragm covering section, and 
means for adjustably supporting the diaphragm 
covering section, comprising an element extending 
around lthe body portion of the brassière and con 
nected at an intermediate area to the vertical cen 
ter of the said diaphragm covering section. 

2. A brassière, comprising a front section for 
extending over the busts and across the dia. 
phragm and at the ends continuing into side sec 
tions for extending under the arms and continu 
ing further into back sections extending across the 
back, a diaphragm covering section behind the 
rear face of said front section, means for con 
necting the free ends of said back sections in 
juxtaposition with the ends of said diaphragm 
covering section, means for connecting an inter 
mediate area of the diaphragm covering section 
adjustable on said front section and loops one of 
which is connected at the top edge of the body of 
the brassière and one of which is connected at 
the bottom edge of the body of the brassière 
through which the said means for adjustably sup 
porti-ng the diaphragm covering section engages. 

3. A brassière, comprising a front section for 
extending over the busts and across the dia 
phragm and at the ends continuing into side sec 
tions for extending under the arms and continu 
ing further into back sections extending across 
the back, a diaphragm covering section behind 
the rear face of said front section, means for con 
necting the free ends of said back sections in 
juxtaposition with the ends of saiddiaphragm cov 
ering section, means for connecting an interme 
diate area of the diaphragm covering section ad» 
justable on said front section, comprising a band 
engaged around said front section, and said dia 
phragm covering section being attached on said 
band by a row of stitches extending the length 
of the brassière, and loops on said front section 
through which the said band engages. 
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