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3 Claims. 

This invention relates to new and useful im 
provements in book cover protectors. 
One object of, the invention is to provide an 

improved protector formed of a rectangular sheet 
of material which may readily be applied to 
books of various sizes. 
An important object of the invention is to 

provide a protector wherein the tabs which fold 
over the corners of the book are of su?ici’ent 
length to overlie the contiguous flap and fasten 
to an adjacent ?ap, whereby the underlying ?ap 
is securely held in place. 
A further object of the invention is to pro 

vide an improved protector having elongated 
tongues which fold over the corners of the book 
cover to reinforce said corners, the tongues being 
of su?icient length to provide increased gripping 
surfaces to assure their remaining in position 
when glued or otherwise fastened. 

Still another object of the invention is to 
provide an improved book cover protector which 
is provided with an arrangement of guide lines, 
whereby tabs and flaps for holding and reinforc 
ing are readily formed, said tabs and flaps being 
such as provide a more simple and better cover 
which overcomes the disadvantages present in 
the usual cover of this type. 
A construction designed to carry out the in 

vention will be hereinafter described, together 
with other features of the invention. 
The invention'will be more readily understood 

from a reading of the following speci?cation and 
by reference to the accompanying drawings, in 
which an example of the invention is shown, and 
wherein: 
Figure l is a face view of the outer or obverse 

side of the protector sheet, 
Figure 2 is a partial face view of the inner or 

reverse side of the cover, 
Figure 3 is a view similar to Figure 2, showing 

the back tongue and one of the side ?aps folded 
inwardly, , 

Figure 4 is a view similar to Figure 3, showing 
the upper and lower flaps folded down over the 
side flap, , 

Figure 5 is a similar view, showing the next 
stepin the folding, 

Figure 6 is a partial View of the inner face of 
the cover, showing the corner tabs folded down, 

Figure '7 is an enlarged view of the inner side 
of one of the completed corners, 
Figure 8 is a face view of the outer side of 

another form of book cover, 
Figure 9 is a partial detail view, showing, the 

back tongue folded inwardly, 

(Cl. 281-34) 

Figure 10 is a detail View showing the inner 
side of the protector and the upper ?ap folded 
down, 
Figure 11 is a similar view showing the inner 

side of the protector and the next step in the 5 
folding, 

Figure 12 is a view similar to Figure 11 and 
showing the sides of the cover folded down With 
the elongated corner tab ready to be folded in 
ward, and 10 
Figure 13 is an enlarged partial view of the 

inner face of the cover, showing the completed 
cover. ' 

In the drawings, the numeral Hi designates 
a sheet of heavy paper or other suitable mate- l5 
rial from which the protector is made. Each 
corner of the sheet is out off at an angle of - 
about forty ?ve degrees. At the top and bot 
tom of the center of the sheet, diverging groups 
of parallel guide lines H are printed or im- 20 
pressed on the outer or obverse side of the sheet. 
Extending from the center portion of each side 
of said sheets, divergent guide lines !2 are simi 
larly provided. 
In ?tting the protector to a book the latter, 

as indicated by dotted lines A, is laid on the 
sheet so that its corners B register with one of 
the guide lines B2, or is adjacent thereto. The 
sheet is then out along these lines as is indi 
cated in Figure l. The sheet is also out along 30 
the lines I l as is also indicated in this ?gure. 
'The book is removed and the sheet i0 is turned 

over so that its inner face is uppermost as shown 
in Figure 2. The diverging cuts at the top and 
bottom in the groups H form top and bottom - 
tongues l3 which are folded inwardly (Figure 2). 
The book is now laid on the sheet so that its 
back rests on the tongues it which act to re 
inforce the back. When the lines I2 are cut, tri 
angular shaped end flaps M are formed and these 40 
?aps are folded down over the book cover boards 
as shown in Figure 3. As clearly shown in this 
?gure, cutting on the lines H and [2 provide 
top and bottom flaps 15, as well as elongated 
corner tabs it. After the end flaps [4 have 45 
been folded down, the top and bottom ?aps I5 
are folded inwardly thereover (Figure 4) the 
elongated tabs it projecting, as shown. 
The next step is to fold the tabs it under or 

down onto the outer side of the sheet (Figure 5), 50 

Q3 (21 

whereby elongated pointed tongues ii are pro 
vided. These tongues are then folded inwardly 
over the top and bottom flaps l5 and are of sum 
cient length to overlie a goodly portion of the 
end flaps it (Figure 6). The tongues may be 55 
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fastened in any suitable manner. For instance, 
the inner faces of the tabs I6 may be coated with 
an adhesive so that the tabs may be glued to 
both sides of the protector at the corners thereof 
as will be evident from Figures 6 and 7. It is 
pointed out that the elongated tongues I’! assure 
a positive fastening of the corners and there is no 
danger of the tongues coming loose because the 
size and length of the tongue provide sui?cient 
gripping surface. Also, the tongues l6 overlap 
the end flaps i4 and serve to hold said end ?aps 
downwardly in close proximity to the book cover 
board, whereby the end ?aps are retained in 
their folded positions which eliminates the danger 
of said ?aps bowing upwardly and coming loose 
from the corner tabs which hold them in position. 

In Figures 8 to 13, I have shown another form 
of the invention. In this form, the guide lines 
12 are eliminated and guide lines 20 which diverge 
from the top and bottom of the sheet inwardly 
toward the ends of the sheet are provided. The 
book is placed on the cover in the same way and 
the sheet is cut alongrone of the lines 20,’ as well 
as along the lines II. The cutting on the lines 
ll forms the reinforcing tongues 13, while the 
cutting on the lines II and 20 form top and bot 
tom ?aps 2| (Figure 8). After the tongues l3 
have been folded inwardly, the ?aps 21 are then 
folded inwardly, as shown in Figure 10. 
The particular cutting along the lines 20 forms 

the elongated corner tabs IS on the end portions 
22 of the sheet. These end portions are then 
folded inwardly (Figure 11) over the ?aps 2|, 
after which the tabs I6 are folded around the 
corner. The elongated tongues then overlie the 
end portions and are secured to the flaps 2! (Fig 
ure 13). In both forms it is obvious that the 
tongues are of sufficient length to provide in 
creased gripping surface to hold the various flaps 
in position. Also, the length of the tongues is such 
that the end flaps 22 are retained in close prox 
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imity to the book cover. This prevents their bow 
ing outwardly and slipping from place, there 
by retaining them in position at all times. It is 
obvious that the size of the cover may be readily 
changed to accommodate various size books. 
What I claim and desire to secure by Letters 

Patent, is: 
1. A book cover protector having ?aps along 

its top, bottom and ends, tabs at each corner of 
the protector, said flaps being folded inwardly to 
enclose the covers of a book, the tabs being folded 
outward to reinforce the corners and each being 
of suf?cient length to be then folded inwardly 
on the opposite side of the cover to overlie and 
project across and beyond one of the folded ?aps 
so as to be fastened to one of the other adjacent 
?aps, whereby the underlying ?aps are held in 
place. 

2. A book cover protector having flaps along 
its top, bottom and ends folded inwardly to en 
close the covers of a book, acutely angular elon 
gate tabs at each corner of the protector, said 
tabs each being folded down against the outer 
face of the cover so as to provide an elongate 
projecting tongue of su?icient length to be folded 
inwardly to overlie and project beyond and across 
one of the ?aps so as to be fastened to one of the 
other adjacent ?aps, whereby the underlying 
?aps are held in place. 

3. A book cover protector having flaps along 
its top, bottom and ends folded inwardly to en 
close the covers of a book, tabs at the corners 
of the protector folded outwardly on the side op 
posite to the flaps and each provided with an elon 
gate tongue folded inwardly over one of the ?aps 
and being of such length as to extend transversely 
across said flap and to overlie an adjacent flap, 
and means for securing each tongue to the ad 
jacent flap whereby both flaps are held in place. 

ALBERT T. WALRAVEN. 
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