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i To all whom it mag/‘concern: 
Be it known that I, Gnonon II. FAYMAN, 

‘ of "Washington, District of Columbia, have 
‘ invented certain new and useful Improve 
ments in Mail-Bag Fasteners; and Idol here 
by declare that the following is a full, clear, 

“ and exact description of my invention, which 
will ‘enable others skilled in the art to which 
it appertains to make and use. the same, ref 

“ crence being had‘to the accompanying draw-. 
1 in gs, and to letters of reference marked there 
on, which form apart of this speci?cation. 

I This invention relates to that class of de 
vices usually called ‘4 mail-bag fasteners,” the 
object being to provide a speedy and e?icient 
means of securin g the mouths of that class of 
bags or sacks employed in the transportation 

"I of newspapers, books, and similar matters 
I‘ through the mails. "It may also be so modi 
, lied as to be applied to letter-pouches, if del 
l sired. - t ‘ 

. The invention consists in the peculiar con 
struction of a ' spring-lock, which is" applied 
upon the cord or strapby which the mouth of 
the bag is closed and secured, as will be here 

. inafter fully described, and then speci?cally 
pointed out in the claim. 
In the drawings, Figure 1 is a perspective 

view of the fastening applied to a cord which 
“ is adapted to encircle the mouth of a bag. 

Fig. 2 is a longitudinal vertical section of the 
fastening, showing one-half of it complete. 

' Fig. 3 is a transverse section on the line a: w 
of Fig. 2, showing the oscillatin g. 
by side within the case. 
In constructing this device a metallic case, 

pawls side 

‘ A, composed of the two parts a a’, is em 
‘ ployed for the purpose of covering and retain 
ing in position the two serratedpawls b b. 
The parts of this case A are united to each 
othcr by rivets or screws, as shown in the 
drawing, and are of the oblong form shown, 

> or of any other. which is found suitable to 
furnish a proper support to the pawls and 
other operating parts of the device. 
The case is formed with openings 0 c’ at 

. opposite ends, ‘through which the cord or 
strap used in securing the mail-bag passes, and 

, ‘an additional rectangular ori?ce, (I, through 
which the thumb-pieces c of the pawls pro 

ject. These pawls oscillate upon a rivet or 
screw, 9, which passes through them and 
through both sides of the case, and may be 
made to assist in retaining theparts a and 
a’ in their position with relation to each other. 
The inner edges of the pawls are serrated, as 
shown at h, so as to give them a ?rm hold 
upon the cord or strap used in securing the 
bag. 
each pawl, one end of which rests in the cir 
cular recess i in the pawl, and the other, after 
passing around the screw or rivet 0, bears 
upon the side of the case. The action of 
these springs upon the pawls causes the ser 
rated projections h to bear ?rmly upon the 
cord or strap, pressing and'holding it ?rmly 
against the side of the case when not re 
strained by the thumb-pieces. The advan 
tage gained by the use of double pawls and 
springs consists in the fact that either cord 
maybe retained in position or released, as 
desired. 
The operation of the device is as follows: 

The two- ends or a bight of the cord having 
been passed through the fastening from c to 
c’, the pressure of the springs upon the 
pawls will cause their serrated portions to 
bight the cord and prevent its retraction, al 
though they in no way stop it from passing 
still farther through in the direction from c 
to c’. 

It will, therefore, be apparent that when it 
is desired to secure the mouth of a bag pro 
vided with my invention, it is only necessary 
to slide the fastener as far as it will go upon 
the cord, and the work is done. ‘ > . 
When the bag is to be opened, pressure up 

on the thumb-pieces a will partially rotate the 
pawls, causing their serrated portion to re 
lease the cords, so that the fastener may be 
drawnback and the bag opened. I 
When the fastener is to be applied to let 

ter-pouches the thumb-pieces may be left otf, 
and their function performed by a suitable 
key passed through an ori?ce in the side of 
the case, thus causing-the device to form an 
efficient lock. 
Having thus described my invention, I clai n' 

as new, and desire to secure by Letters Pat 
cut, the followiu g : 

A spring, 7:, is placed in the rear of ‘ 
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A device for fastening mail-bags consisting 
of the case A, made in two parts, having end 
openings for the cords and_ side opening for ence of two witnesses. 
the pawl-levers, in combination with the ser 
rated pawls and the springs, substantially 
as and for the purpose herein shown and de 
scribed. 

In testimony that I elaiin the foregoing as 
my own invention I a?ix my signature in pres 

GEO. 1L FAYMAN. 
Witnesses : 

J. H. PARISH, 
J. M. DtIFoUR. 


