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This invention has general relation to contain 
ers and refers more particularly to an improved 
container which is so constructed and arranged 
as to provide a plurality of units de?ning separate 

5 compartments for the storage of articles of wear 
ing apparel. 
The invention has for its principal purpose to 

provide a sectional'container composed of a plu 
rality of compartment-forming units which are 

; 10 connected by a complementary coupling unit in 
ter?tting with the confronting edges of adjacent 
compartment-forming units so as to complete the 
compartments, secure the units together, and 
retain the assemblage in set-up condition. 

I 15 The invention more particularly‘ provides a sec 
tional container composed of a plurality of com» 
partment-fdrming units each of which includes a 
main body portion forming the side walls thereof 
hingedly connected together and an end wall in 

20 ter?tting with one end of the main body portion 
and a ‘complementary coupling unit connecting 
the compartment-forming sections, and inter 
?tting with the’confronting edges of the adjacent 
compartment-forming units so as to complete the 

25 compartments, ‘secure the sections together, and 
retain the container assemblage in set-up condi 
tion. ' 

The invention further comprehends in a sec 
tional container of the character described, an 

30 intermediate coupling unit providing a common 
wall located between the units and having a pe 
ripheral ?ange surrounding said common wall 

' and adapted to telescopically receive the open 
ends of the compartment-forming units so as to 

35 complete the compartments and connect and re 
tain in assembled relation the units which de?ne 
said compartments. 
The invention further provides a multiple sec 

tional container composed of a plurality of inter 
40 ?tting sections or units which may be readily 

assembled in set-up condition and disassembled, 
collapsed and compactly nested, and in which said 
sections or units are constructed of light weight, 
inexpensive material so that the container may be 

45 easily handled and sold at reasonable price. 
With the foregoing‘ and other objects in view, 

reference is now made to the following speci?ca 
tion and accompanying drawing in which there 
is illustrated the preferred embodiment of the 

modi?cations thereof which fall within the scope 
of the invention. v 
In the drawing: ‘ 

55 Fig. l is a collective perspective view of a sec 

invention, while the claim covers variations and. 

(Cl. 312-108) 
tional container illustrating the units thereof in 
separated juxtaposition. - - 

Fig. 2 is an enlarged fragmentary vertical sec 
tional view therethrough taken approximately on 
the line 2-2 of Fig. 1, and illustrating the units 5 
in assembled relation. 

Fig. 3 is a view similar to Fig. 2 illustrating av 
modi?ed form of coupling unit. . I 

Fig. 4 is an enlarged detailed perspective view 
of a coupling element used in connection with the v10 
form shown in Fig. 3. 

Referring to the drawing by characters of ref 
erence A and B designate generally a pair of com 
partment-forming units each including an ,end 
wall l0, side walls ll, l2 and I3 and a closure I4 15 
which leaves one end of each of said units open.v ' 
A complementary coupling unit designated gen 

erally by the reference character C is adapted to 
connect the compartment-forming units A and B 
so as to complete the compartments, secure the‘ 20 
units together and retain the assemblage in set 
up condition, and said coupling unit includes ‘a 
common-wall iiwhich is located between the units 
when assembled and embodies a peripheral ?ange 
it which medially surrounds the common wall i5 25 
and is adapted to telescopically receive the open 
ends of the compartment-forming units A and B. 
As illustrated, the common wall I5 is provided 
with integral marginal ?anges l1 by means of 
which the peripheral ?ange i8 is anchored thereto 30 
in any desired manner. - ~ 

As shown in the present disclosure, the lower 
'unit A may constitute a closet for the storage of 
clothing which is disposed in an upright position 
and of su?icient height to hang garments therein, 35 
while the upper unit B is of a-lesser height and 
may serve as a storage compartment for hats or 
other small articles. The closures ll of the units 
A and B are preferably in the nature of swinging 
doors having retaining ?aps l8 and interengaging 40 
fastening means i9 and 20 for retaining the clo 
sures or doors in closed relation. ' _ ' 

It is, of course, to be'understood that within the 
scope of the invention, the units A and B may ‘ 
have the rear walls I! disposed downwardly so 45 
that the assemblage constitutes a chest and it is ' 
also apparent that any number of compartment 
forming units in excess of two may be assembled 
together to build up a multiple sectional container 
composed of inter?tting units or sections capable 
of being readily assembled in their set-up condi 
tion vand disassembled, collapsed and compactly 
nested for storage or shipment. 
In the embodiment illustrated, the compart- 55 
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merit-forming units A and B are preferably 
formed of a sheet of light-weight, inexpensive 
material such as corrugated cardboard, paper 
board, ?ber board or the like wherein the side 
walls ll, l2 and I3 and the closure I‘ are con 
nected by fold lines parallel to each other while 
the end walls are formed with marginal ?anges 
2| to telescopically engage over the ends of 
the units with suitable fastening means 22 ex 
tending through the ?anges and the end por 
tions of the side walls to detachably connect the 
same together. The side of the ?anges 2| of the 
end walls It) and the peripheral ?ange ii of the 
common wall l5 which is located adjacent the 
closures H are formed with closure abutment 
strips 24 to limit the inward movement of the 
closures and to provide surfaces which are adapt 
ed to contact with each other to seal the com- > 
partments. The compartment-forming units are 
removably retained in assembled relation with 
the coupling unit and retained in set-up condi 
tion by means of detachable fastening elements 
22 such as split shank fasteners which engage 
through registered openings 23 in the end por 

: tions of the side walls and in the peripheral 
?ange Hi. 

In the form of the invention illustrated in 
Fig. 3, the peripheral ?ange 25 is preferably in 
the nature of wooden strips to which the mar 
ginal ?ange 26 of the common wall 21 is an 
chored. In this instance, however, coupling 
elements 28, preferably fashioned from sheet 
metal, are secured by rivets 29 and are formed 
with slots 30 adjacent the opposite terminals to , 
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receive the fastening elements 3|. The coupling 
elements 28 may be swung on the rivets 29 to 
an out-of-the-way position for nesting of the 
units for storage and shipment. 

It is evident that the coupling section C and the 
?anged ends it are so designed that they may 
be interchangeably ?tted over either end of the 
compartment-forming sections and it is obvious 
that if more than two compartment-forming sec 
tions are to be arranged in the assemblage, the 
intermediate compartment-forming section or 
sections will ?t between two coupling sections so 
as to‘build up the multiple sectional container 
having any number of compartments desired. 
What is claimed is: 
In a sectional container, a plurality of open 

ended compartment-forming units each includ 
ing a main body constructed of sheet material 
and scored on parallel lines to de?ne side walls, 
and a swinging closure, a plurality of complemen 
tary units each including a panel and a periph 
eral ?ange medially surrounding the panel and 
providing a rim projecting at right angles from 
each of the faces of the panel, said complemen 
tary units being telescopically inter?tted over the 
opposite ends of the side walls of the compart 
ment-forming units to close the opposite ends 
thereof and to provide a common wall between 
adjacent compartment-forming units, and means 
engaging with the complementary units and the 
side walls of the compartment-forming units to 
secure the units together and retain the assem 
blage in set-up condition. 

IRVING BLECHMAN. 
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