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3 Claims. 
This invention comprises an improved fasten 

ing device for slit openings particularly in gar 
ments. - 

An object of the invention is to provide a fas 

view in the closed position, the'edges ‘being held 

15 seam. 

Other objects of the invention will be appar 
ent from the following description which has ref 

breeches or iodphurs. 
In the drawing Fig. 1 is a perspective view of 

the lower part of one of the legs showing the 
fastening open and one side folded back. Figure 

25 2 is a similar view immediately prior to the ?nal 
fastening operation and Figure 3 is a similar 
View of the fastening‘ completely closed. _ 
In Figures 2 and 3 an additional arrangement 

comprising a flap portion l3 on the‘ bottom of the 
3C leg portion and later described in detail, is illus 

trated. _ 

In the drawing I is the one side of the slit, and 
2 the other side, and'secured to the side I by its 

‘for holding one part of the open 
45 device as later described. 

The sliding clasp 6 
which is preferably stepped as illustrated and 

one half of a press stud. For ease of fastening 
this is the half carrying the projecting pillar 9 
the other recessed half I 0 being carried at the 
end of the overlap side 2. ‘ 

55 The wearer’s leg is inserted with the sliding 
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clasp open as in Figure 1, and when the gar 
ment is correctly in position the sliding clasp is 
drawn towards the open end to close the open~ 
ing. The ?nger piece ‘i is then pressed down so 
that the pillar 9 passes through the aperture 8 
and the overlap side is then pressed downwardly 
so that the pip engages its female portion it. 
Thus the free ends of the sides and thesliding 
clasp are kept in position. The pillar will'be of 
such a length 'to‘pass through the aperture 8 and 
also into the recessed half l0. 
To undo the ‘fastener, the edge of the overlap 

side adjacent the open end is pulled to release the 
press stud and the opening maybe revealed 
either by pulling outwardly the sides of the slit 
or pulling the sliding clasp 6. When the opening 
' , ' ‘ substantially invisible ap 

pearing as if the seam extends to the edge of the 
cloth. 
The fastener is applicable to all slit closures 

having one open end, such as ?y and certain 
pocket openings, leggings, cushion covers and the 
like. 

It is not intended to limit the invention to the 
precise method of ?tting the fastener. For ex 
ample, in the case of openings for ?ys in which 
one side overlaps the other side, said other side 
has the one half of the fastener‘ on the top of the 
side. ' 

In the additional arrangement previously re 
ferred to and illustrated in Figures 2 and 3 of 
the drawing the 
turn up portion 
the edge of the H extends from the seam I2 to 

portion I to which it is stitched, 

This arrangement ensures 
the appearance of a continuous strip and also 
covers the free ends of the 
viding a double safeguard to ensure that the edges 
are held down and that there is no possibility of 
the end of the opening bulging or crinkling. The 
overlap also prevents accidental opening of the 
slit ‘ 

We claim:-- ' 

1. A slit opening closure device, comprising a 
sliding clasp fastener one toothed half secured 
to one side of the opening and extending there 
beyond, a protective backing behind said half of 
the fastener said backing extending across the slit 
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2 
halves terminating short of the free end of the 
slit, an interlocking two part fastening device, 
one element secured on the underside of the latter 
mentioned side of the opening adjacent the edge 
thereof, the interengaging element secured on 
the backing adjacent the edge thereof and a slid 
ing clasp for the fastener having a ?nger piece 
which is retained and held between the two parts 
of the interlocking fastening device, which also 
retains and holds the free ends of the slit in 
closed relation with the slit edges adjacent and 
locks the sliding clasp fastener in the closed 

position. 
2. A slit opening closure device comprising a 

sliding clasp fastener, one toothed half secured 
to one side of the opening and extending there 
beyond, a protective backing behind said half of 
the fastener said backing extending across the 
slit from this side, the other toothed half of the 
fastener secured on the other side of the slit 
opening a short distance from the edge thereof 
the halves terminating short of the free end of 
the slit, the female element of a press stud fas 
tening device secured on the underside of the lat 
ter mentioned side of the opening, the interen 
gaging male element thereof secured on the back 
ing, and a sliding clasp for the fastener, the fin 
ger piece thereof having an aperture co-operat 
ing with the press stud fastening device, and slip 
ping over the male element before closure there 
of, said press stud fastener holding the free ends 
of the slit and also the sliding clasp fastener 
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in position when the closure is closed with the 
slit edges adjacent. 

3. A slit opening closure device, for the slit 
opening at the bottom of the legs of riding 
breeches, comprising a sliding clasp fastener, one 
toothed half secured to one side of the opening 
and extending there-beyond, a protective back 
ing behind said half of the fastener said back 
ing extending across the slit from this side, the 
other toothed half of the fastener secured on the 
other side of the slit opening a short distance 
from the edge thereof the halves terminating 
short of the free end of the slit, an interlocking 
two part fastening device, one element secured 
on the underside of the latter mentioned side of 
the opening adjacent the edge thereof, the inter 
engaging element secured on the backing adja 
cent the edge thereof and a sliding clasp for the 
fastener having a ?nger piece which is retained 
and held between the two parts of the interlock 
ing fastening device, which also retains and holds 
the free ends of the slit in closed relation with 
the slit edges adjacent and locks the sliding clasp 
fastener in the closed position, a turned up bot 
tom portion of the leg said portion including a 
flap portion stitched to the one free edge, and 
adapted in the closed position to extend across 
the lower portion of the adjacent edges of the 
slit and be held in position by fastening means, 
said flap portion in such position having the ap 
pearance of a continuous turn up. 
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