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3 Claims. 

This invention is what may be termed a “spat 
ter gun”, the object, intent and purpose of the 
invention being to- provide a device for shooting 
or squirting a liquid into the face and eyes of an 
assailant to frustrate a personal attack; and the 
invention together with its objects and advan 
tages will be best understood from a study of the 
following description taken in connection with the 
accompanying drawings wherein: 
Figure 1 is a top plan view of the gun. 
Figure 2 is a longitudinal sectional view through 

the gun, _ 

Figure 3 is a transverse sectional view taken 
substantially on the line 3—3 of Fig. 1. 
Figure 4 is a transverse sectional view taken 

substantially on the line 4-4 of Fig. 2, . 
Figure 5 is a fragmentary detail sectional view 

taken substantially on the line 5—5 of Fig. 2, and 
Figure 6 is a perspective View of a cartridge. 
Referring to the drawings by reference nu 

merals it will be seen that the gun comprises a 
body member 5 which is in the form of a rec 
tangular block hollowed out to provide therein 
a chamber 6 opening at opposite sides of the body 
5, and a tapered formation 1 at one end, namely 
the discharge end, of the gun body. 
A cartridge 8 of rubber or other suitable ?exible 

material has sealed therein a liquid 9 which, for 
example, may consist of a scented compound hav 
ing a suitable alcoholic content so that when shot 
or squirted into the eyes or face of man or beast 
it will produce temporarily blindness thereby pre 
venting and frustrating the assaulting or robbing 
of an intended victim equipped with such a gun. 
The cartridge 8 is accommodated within the 

chamber 6 of the gun body 5 and said cartridge 
has a restricted end or neck portion IE! which 
?ts conformably within the bore ll of the nozzle 
formation 1. 
Arranged transversely of the bore II at the 

outer end of the latter is a puncturing plate l2 
having an inner knife-like edge l3 for slitting 
the sealed end of the neck I!) when pressure is 
applied to the cartridge tending to contract the 
cartridge laterally and elongate the cartridge so 
that the sealed end of the neck l0 thereof will 
come into such contact with the edge l3 of plate 
l2 as will result in a slitting of said end of the 
neck I ll so that the contents of the cartridge 
I0 will discharge, with force, from the gun and 
into the face of the assailant. 
For compressing the cartridge 8 in a manner 

just described there is provided a pair of op 
posed jaw members |4 that are pivoted to the 
body 5 at one end, as at l5. 

(Cl. 221-315) a 

The jaw members I4 work through the openings 
at opposite sides of the body 5 and at their inner 
edges are shaped to conformably engage the 
cartridge 8 as clearly shown in Fig. 2. 
Riveted or otherwise secured as at It to the rear 

end of the body 5 is a plate ll of metal or other 
suitable material the opposite ends of which are 
‘bent at right angles to- project forwardly from 
the end wall of the body 5 thereby presenting 
stops I 8 arranged in the path of shoulders or pro 
jections l9 provided at the free ends of the jaws 
M for limiting outward movement of the jaws l4 
relative to the gun body 5. 
From the above it will be seen that normally the 

parts are in the position clearly shown in Figs. 1 
and 2. To operate the gun the same is held in 
one hand of the operator and, by closing the 
hand, pressure on the jaws I4 results, causing 
these jaws to swing inwardly, thus distorting the 
cartridge l8 in a manner resulting in the sealed 
end of the cartridge coming into forcible contact 
with the knife edge I3 of plate l2’ whereby said 
sealed end of the cartridge is slit and the liquid 
contents of the cartridge discharged under pres 
sure from the nozzle end 1 of the gun into the 
face and eyes of the assailant. 

It will be seen that a gun of this character will 
be a material aid ‘in protecting one’s self from 
bodily harm, can be readily carried in one’s 
pocket, satchel or as otherwise found convenient, 
and can be cheaply produced. ' ' 7 

Having thus described the invention what is 
claimed as new is: ‘ 

1. In a device of the character described, a 
body provided with a chamber opening laterally 
at opposite sides of the body, said body at one 
end of the chamber being provided with a nozzle 
having a bore therethrough, a compressible car 
tridge arranged in the chamber and having a 
sealed neck ?tted in the bore of said nozzle,‘a 
puncturing element secured within the bore of 
said nozzle and normally out of contact with the 
neck of said cartridge, and members normally" 
projecting outwardly of said chamber at opposite 
sides thereof and movable inwardly under pres 
sure to distort said cartridge in ‘a manner to 
bring the sealed neck thereof into'forcible con 
tact with said puncturing element to thereby 
puncture said neck and liberate the contents of 
said cartridge. . . 

2. In a gun of the character described, :a body 
provided with a chamber opening laterally of 
the body at opposite sides thereof, said body be 
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opposed members pivoted at one end to said 
body and movable laterally into and out of said 
chamber at opposite sides of the body, a com 
pressible liquid-?lled cartridge arranged in said 
chamber between said laterally movable members 
and having a sealed neck extending into the bore 
of said nozzle, a puncturing element anchored 
within the bore of said nozzle and adaptedto 
puncture the neck of said cartridge when lateral 
pressure is applied to the cartridge by inward 
movement of the aforementioned pivoted mem 
bers, and means on said body at the end thereof 
remote from said nozzle and engageable with 
said movable members for limiting outward‘ 
movement'of said members relative to said body. 

3. In a gun of the character described, a body 
provided with a chamber opening laterally of the 
body at opposite sidesthereof, said body being , 
also provided atone end of the chamber with a 
nozzle having a bore therethrough, a pair of op 
posed members pivoted at one end to said body 

2,092,924 
and movable laterally into and out of said cham 
ber at opposite sides of the body, a compressible 
liquid-?lled cartridge arranged in'said‘chamber 
between said laterally movable - members and 
having a sealed neck extending into the bore of 
said nozzle, a puncturing element anchored with 
in the bore of said nozzle and adapted to punc-l 
ture the neck of said cartridge when lateralpres 
sure is applied to the cartridge by inward move 
ment of the aforementioned pivoted members, 
and means on said body‘ at the end thereof re 
mote from said nozzle and engageable with said 
movable members for limiting’outward move 

‘ ment of said members relative to said body, said 
Vmeans including a I plate having end portions 
projecting across the openings at opposite sides 
of said body and said movable members having 
shoulders engageable with the ends of said plate 
for limiting outward movement of said members 
relative to said chamber. ' 

7 WILLIAM JOSEPH LEWIS. 
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