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This invention relates to sanitary seat covers 
which are designed for use with toilet seats, and 
is concerned primarily with a cover intended to be 
used on a toilet seat of divided construction; that 

' 5 is one which is made up of two curved side 
parts which are connected at the rear or hinged 
edge, but which are spaced apart at the front. 
The invention has in view as its foremost ob 

jective the provision of a sanitary seat cover of 
10 the character described which is of an envelope 

construction,.whereby the parts of the seat are ‘ 
completely enclosed by the cover, which is pref 
erably made from some disposable material, such 
as tissue. 
With this arrangement the edge of the seat 

opening is covered by the sanitary seat cover, 
whereby sanitary protection to a degree hereto 
fore unattained is provided. 
In carrying out this idea in a practical embodi 

20 ment, the cover is made with parts which conform 
generally to the contour of each seat part, and 
which are designed to receive the latter. Due to 
the hinged mounting of the seat, the under-side 
of the envelope is cut away, to accommodate the 

25 structure on the under-side of the seat. 
Due to the fact ‘that some little di?iculty might 

be experienced in handling the sanitary seat 
covers because of the individuality of the parts 
which receive the side parts of the seat, the in 

30 vention has in View as a further more detailed 
object the provision of means for fastening these 
parts of the seat cover together at the front end. 
This fastening means may take any approved 
form, such as a strip of material extending be 

35 tween these parts, and properly anchored thereto. 
Various other more detailed objects such as 

15 

arise in connection with carrying out the above ' 
noted objectives in a practical embodiment will in 
part become apparent, and in part be hereinafter 

40 stated, as the description of the invention pro 
ceeds. . 

The invention, therefore, comprises a sanitary 
seat cover which is intended to be used on a two 
part toilet seat made up of two individual side 

45 parts connected and hinged at the rear. The 
seat cover is of an envelope formation having por- ' 
tions intended to ?t about each of the side parts 

' of the seat. The under-side of the rear part of 
50 the seat cover is cut away to accommodate the 

hinged mountings of the seat, while the portions 
of the seat cover are connected at the front end 
to facilitate handling. 
For a full and more complete understanding of 

55 the invention, reference may be had to the fol 

(Cl. 4—243) 
lowing description and accompanying drawing, 
wherein 
Figure 1 is a top plan view of a toilet seat with 

a sanitary cover applied thereto in accordance 
with the precepts of this invention. In‘ this view 
a portion of the cover is broken away and shown 
in section, to bring out the manner in which the 
seat is enveloped, and ' 

Figure 2 is a perspective view of the seat cover 
per se. ' 

Referring now to the drawing, wherein like 
reference characters denote corresponding parts, 
a toilet seat is referred to generally by the refer 
ence character S, and is shown as comprising side 
parts I0 and II which are spaced apart at the 
front, but which are connected by a rear portion 
l2. The parts II], II and I2 de?ne the opening 
of the seat S. As shown at iii in Figure 1, division 
is made for hingedly mounting the seat S to an 
appropriate bowl structure. (Not illustrated.) 

Referring now more particularly to Figure 2, 
a sanitary seat cover made in accordance with 
this invention is designed to ?t over the seat S of 
Figure 1, and is shown as comprising an envelope 
formation consisting of side portions l4 and I5, 
and a rear portion E6. The rear portion l6 has 
a top portion I1, and a bottom portion I8, and the 
latter is cut away, as represented at I 9, to ac 
commodate the hinged structure l3, when the 
cover is assembled on the toilet seat S. 
Each of the legs l4 and I5 is designed to re 

ceive the side portions II and ll] of the seat S re- ‘ 
spectively, and when assembled, as shown in 
Figure 1, the edge of the opening de?ned by the 
parts I 0, I I and I2 is fully protected by the parts 
l4, l5 and IS. 
The side portions l4 and I5 of the cover may 

be connected by a strip shown at 20, which ex 
tends therebetween for the purpose of facilitat 
ing convenient handling of the seat. 
As shown in Figure 2, the seat cover is shown 

as flattened out, as this. would be the ordinary 
condition of the cover prior to assembly with the 
seat. In this condition it may be folded into 
any appropriate shape, for storage or handling 
purposes. As the cover is being positioned about 
the seat, the top and bottom I‘! and It! will be 
spread about to permit of the insertion of the 
side parts 10 and II.- ' ' v 

The cover shown in Figure 2 may be made 
from any appropriate disposable material, but 
the invention particularly contemplates the use 
of a tissue having the desired properties of tough 
ness, disposability and cheapness. . 
While a preferred speci?c embodiment of the 
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2 
invention is hereinbefore set forth, it is to be 
clearly understood that I am not to be limited 
to the exact construction illustrated and de 
scribed, because various modi?cations of these 
details may be provided in putting the inven 
tion into practice within the purview of the ap 
pended claims. . 

I claim: 
1. A sanitary toilet seat cover of the character 

described comprising an envelope having side 
portions designed to receive the side parts of a 
two-part toilet seat, and a rear portion connect 
ing said side portions. 

2. A sanitary toilet seat cover of the character 
described comprising an envelope having side 
portions designed to receive the side parts of 
a two-part toilet seat, and a rear portion con 
necting said side portions, the under-side of said 
rear portion being cut away to provide a recess 
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for accommodating the hinged structure of a. 
toilet seat. 

3. A sanitary toilet seat cover of the character 
described comprising an envelope having side 
portions designed to receive the side parts of a 
two-part toilet seat, a rear portion connecting 
said side portions, and means for connecting 
the side portions together at the front end. 

4. A sanitary toilet seat cover of the character 
described comprising an envelope having side 
portions designed to receive the side parts of a 
two-part toilet seat, a rear portion connecting 
said side portions, the under-side of said rear 
portion being cut away to provide a recess for 
accommodating the hinged structure of a toilet 
seat, and a strip extending between the sidev por 
tions at the front end to facilitate handling. 

HARRY H. HAMER. 

10 

15 


