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3 Claims. 

This invention relates to a device for cleaning 
and enclosing an arti?cial denture which has 
been removed from the mouth of the wearer, and‘ 
has reference particularly to a receptacle adapted‘ 
to contain a cleaning ?uid and to a holder or 
clamp, which is adapted to receive and hold an 
arti?cial denture, and which ?ts within the re 
ceptacle to hold the denture immersed in the 
cleaning fluid. _ 

Arti?cial dentures are usually removed from 
the wearer’s mouth before retiring and immersed 
in water or in a. sterilizing ?uid during the night. 
It is desirable to do this because food and other 
foreign material has a. tendency to adhere to the 
plate and teeth and the action of the ?uid causes 
the deposits to soften and to be easy to remove. 

It is the object of the present invention to pro 
vide a holder adapted especially to clamp about 
an arti?cial denture and hold it ?rmly in posi 
tion, while the arrangement is being placed in 
a closed receptacle partly ?lled with a cleaning 
?uid and subjected to a shaking movement to 

' bring the ?uid into contact with all parts of the 
denture. - 

I accomplish this object by means of the sev 
eral embodiments of my invention, described in 
the following speci?cation, set forth in the ap 
pended claims, and illustratively exempli?ed in 
the accompanying drawing, in which: 

Fig. 1 is a vertical section of the device ac 
cording to one embodiment, the said section being 
taken along lines I—I of Fig. 2 the cover being in 
closed position. 

Fig. 2 is a horizontal section taken along the 
lines 11-11 of Fig. 1. ~ 

Fig. 3 is an elevational view of the holder with 
the type of base for the arti?cial denture shown 
in the embodiment according to Figs. 1 and 2. 

Fig. 4 is an end view, and 
Fig. 5 a plan view of the holder with the base 

according to another embodiment of the inven 
tion. I 

Fig. 6 is an end view, and 
Fig. '7 a side view of the holder with the base 

according to a third embodiment. ‘ 
In the embodiment according to Figs. 1 to 3 

the numeral I denotes the container which may be 
closed in a liquid tight manner by a cover 2. 
The holder comprises a base 4 in the shape of 
a bottom plate upon which the arti?cial denture 
rests, the plate being provided with twov oppo 
sitely disposed uprights 5, the upper ends of 
which are connected by a yoke 6. On the up 
rights 5 there is disposed a holder slidable to 

(01. 141-4) 
wards and away from the base 4, which holder 
consists of two end pieces 1 connected to each 
other by means of two stays 8. Between the 
end pieces 1 there are ?xed screw springs Illv to 
form a spring cradle disposed substantially par- 5 
allel to the bottom plate 4. If desired the said 
springs may also be connected to each other by 
means of similar springs not shown. The holder 

, ‘I, 8 is slidable on the uprights 5 and there is 
sufficient friction between the parts to hold the 10 
holder 1, 8 in any desired elevation. 
A leaf-spring H is ?xed to the upper side of 

the yoke 6 or it may be ?xed to the underside of 
the base 4 instead of to the yoke. 
This device is used in the following manner: 
When the used denture is to be cleaned, the 

cover 2 is removed from the container l and the 
holder 1, 8 with the base 4 is removed from the 
container by means of the yoke 6. The denture P 
is then placed upon the base 4 and the holder 1, 8 20 
is moved towards the denture, until the springs ill 
under tension cause the denture to engage against 
the base 4. 

' Because of the adjustable feature of the holder 
' ‘l, 8 it is possible to use the device for arti?cial 25 
dentures of any shape and size. 
When the denture has been clamped to 

the base it is placed along with the holder into 
the container‘ l which contains the cleaning 
liquid. The cover 2 is then put on. During this 
period; the cleaning liquid disintegrates the mu 
cous layer (soft tartar) adhered to the teeth and 
which is otherwise insoluble in water. This pro 
cedure is carried out by grasping the closed con 
tainer l in such a way that the cover 2 cannot 
leave its place, and then by shaking the contain 
er thoroughly. Since the base 4 ‘and the holder 
1, 8 are held in the container by the leaf spring 
H, the said members along with the denture 40 
are held in ?xed position during the shaking. 
When the denture is to be taken from the con 

tainer the cover 2 is removed and the denture 
along with the holder 1, 8 and the base 4 are 
lifted outwardly by means of the yoke 6. 
In the embodiment according to Figs. 4' and 5 

the holder 1, 8 is provided with a number of leaf 
springs l4 adapted to press the denture against 
the base 4. 
According to the embodiment illustrated in 50 

Figs. 6 and 7 the holder 1, 8 is provided with an 
elastic band or cord 12 which is inserted in re 
cesses [3 in the uprights 5 and which is adapted 
to hold the denture against the base 4. ' 
Having now described my invention, what I 55 
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claim as new and desire to isecure by Letters 
' Patent is: ; ' r 

1. In a device for éleaning and enclosing an. 
arti?cial denture. the combination with a con 

- 5 tainer having a liquid tight closure therefor, of a 
denture holder removably disposed within tithe 
container and having resilient means, for yieid 

- ably engaging the container to retain'ithe holder 
against movement when the’ container is agi 

10 tated, said holder comprising a base plate to 
support the denture thereon and having periph 
erally disposed uprights spaced apart to permit 
lateral insertion of the denture therebetween, 
and yieldablé clamping 'means adjustable over 

15 the uprights and in engagement with the 'zleninu'ev 
to retain the latter in the holder. 

2. 'In a device for cleaning and enclosing’ an 
arti?cial denture, the combination with a con 
tainer having a‘ liquid tight closure therefor, 

20 of a denture holder 'for said container, compris 
ing a base plate provided with peripherally dis- . 

‘ posed uprights and resilient’ means to yieldably 
engage the icontainer in closed position thereof 
to prevent movement of the holder within the 

25 closed container, a slide clamping member 

amuse 
guided over said ug?rights and yieldable means ' 
suspended in said clamping member to engage 
a denture placed upon thev base plate and to 
hold the same within the holder. - 1 

3. In a device for cleaning andenclosing an 
artt?cial denture, gthe combination? with a con 
tainer having a liquid tight closure therefor, 
of a denture holder remo‘g'fably disposed within 
the container, comprising "a base plate to rest 

upright oppositely and peripherally disposed 
guide posts, resilient means to yieldably engage 
the container in closed position thereof t6 pre 
vent movement of the holder therein, a? slide 
frame carried and guided on said posts and 
adapted torbe adjusted relatively t6 the base, and 
a’spring cradle disposedi'fsubstantially parallel 
to said base plate and suspended on said slide 
frame, whereby a’denture placed upon the plate 
may be yieldably clamped thereto’ by adjusting 
the framéover the posts and towards the denture 
until the’ spring cradle has engaged the? latter 
and is under tension. ' i 
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upon the bottom 6! the container provided with 10 
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