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This invention relates to a jewelry structure, desired character to provide an ornamental chain 
such as a bracelet or the like, including an o-rna- structure. The bracelet ‘chain, I is provided at 
‘mental device adapted for use as a charm or one end with an open link or loop member 2, to 
jewelry ornament, which may be suspended from whichmay be secured a latch link 3 of suitable 

5 a chain, pin or bracelet and serve as an auxiliary character carried by the opposite end of the 
to a chain or bracelet structure. ' bracelet chain. 
One object of the invention is the provision of A plurality of ornamental devices 5 may be 

a jewelry structure of this character comprising supported from and carried by the bracelet chain 
a plurality of ornamental devices and forming an 5 through attaching links 6 carried by or form 

10 ornamental bracelet structure. ing a part of the bracelet chain. These orna- ' 
A further object of the invention is the provi- mental devices or structures 5 may be of rectan- 10 

sion of an ornamental device of this character gular shape and so formed as to simulate a ciga 
formed of separate parts, each capable of being rette package of any desired or well-known brand. 
readily constructed as separate elements and ‘Each of the ornamental devices may also be pro 

15 which maybe easily assembled to provide a ?n- vided with a cigarette simultating element or ele- 15 
ished article which is inexpensive to manufac~ merits capable of and adapted to project from 
ture. one end of the ornament to give the appearance 
Another object of the invention is the provi- of a partially open cigarette package from which 

sion of an ornament formed to‘ simulate a ciga- a portion of the contents are projected. 
20 rette package, and which is made up of separately Each of the Ornamental devices 5 may 00111- 20 

constructed elements capable of being readily as- prise an Open- ended tubular portion 3, Which is in 
sembled and adapted to inter?t with each other the form of a rectangular tube and Which may be 
to present the appearance of being of integral formed from any suitable or desired material, 
construction throughout. such as metal, and be capable of being plated 

25 Other objects and advantages of the invention with precious metal or embossed or ornamented 
relate to various improved details of construction to present the appearance of any desired form of 25 
and novel arrangements of the parts as will be cigaTette package 
more fully set forth in the detailed description The tubular portion 8 is provided with a lat 
to follow: eral opening 9 adjacent to one end to provide 

30 Referring to the drawing:— means whereby the ornament 5 may be secured 
Fig. 1 is a plan view showing a portion of a to the chain I by means of the attaching link 6. 30 

bracelet chain having one or more ornamental The tubular portion 8 may be shaped to comprise 
devices suspended therefrom, oppositely positioned relatively narrow side faces 

Fig. 2 is an enlarged perspective view of the ill, and oppositely positioned relatively wide side 
35 ornament showing the same in such position that faces I l, 0116 01‘ 100th of which Side faces H may’ 

a portion of the cigarette simulating element is be embossed, enameled or otherwise decorated to 35 
partially projected, simulate the appearance of any desired form of 

Fig. 3 is an enlarged View of the ornament cigarette package 
showing one side thereof removed and illustrat- A frame member M which comprises a base I5, 

40 ing the form and location of the elements housed an upright end is located adjacent one extremity 
within the tubular shell of the ornament, ‘ thereof and an upright end I’! adjacent the other 40 

Fig. 4 is a perspective View of the internal extremity together With a side 18 substantially 
frame and cigarette simulating member showing parallel with the base I5, is Shaped t0 ?t Within 
the same in slightly separated relation and in the open ended tubular portion 8 in such a man 

45 substantially their normal positions, removed her that the upright end 55 Will ?t Closely Within 
from the tubular outer frame portion of the orna- and form a substantially complete closure for one 45 
ment, and, end of the tubular member 8, while the upright 

Fig. 5 is a detail sectional view through the end end i 1 fits Within and forms a partial end closure 
section it showing the shape of the end eXten- for the opposite end of the tubular member 8 
sions 24, taken substantially along the line 5—-5 of When the Parts are in assembled- position 
Fig.3. A cigarette simulating element 20 which may 50 

In the embodiment of the invention illustrated be of substantially rectangular form, is adapted 
herewith l designates a bracelet chain such as to be mounted on the side I8 of the frame mem 
may be formed of separate links suitably joined her I4 and is. provided with a lateral projection 

55 together and which may be of any suitable or 2|} which ?ts slidably within a slot 22 formed in 

Cl 0 

55 



10 

15 

2 
the side l8 to allow the cigarette simulating ele 
ment 29 to slide to a limited extent longitudinal 
ly of the side I8 whereby its end portion may be 
projected outwardly to a limited extent through 
the end opening of the tubular member 8, 
while at the same time the pin and 'slot connec 
tion 2i~22 serves to prevent the complete re 
moval of the cigarette simulating element 20 
from the tubular’ member. , ._ 
The free end portion of the side l8 of the frame 

member is cut away to form opposed edge exten 
sions 21% adapted to ?t within edge recesses 25 
cut in the upright end l6, which edge extensions 
2:‘; may be undercut to grip engaging portions of ' 
the end member i6 and hold the parts of the ; 

’ frame member l4 securely in position relative 

20 

25 

35 

to each other when positioned within the hollow 
tubular member 8. 
The framemember I4 is provided with spaced 

openings 26 and 21 formed in the base 15 and 
end portion i? which are separated by a bridge 
28. 
is passed through the openings ZBVand 21 and 
the opening 9 in the tubular member 8 to embrace 
the bridge 28, thereby holding the frame M from 
sliding movement relative to the tubular mem 
her 8, so that the parts of the ornament are 
secured ?rmly against separation. 
What I claim is: 
1. An ornamental charm for bracelets or the 

like in simulation of a cigarette package com 
prising, a rectangular tubular member, a frame 
slidably mounted within said tubular member 
and vhaving a portion serving as- a closure for 
one end of said tubular member, and a cigarette 
simulating element mounted in said tubular 
member and supported by said frame. 

‘ 2. An ornamental charm for bracelets or the 
like in simulation of a cigarette package 'com 
prising, a rectangular tubular member, a frame 
?tting within said tubular member and having 
opposed end portions serving as ends for said 

When the paris are assembled the’ ring iiv 
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tubular member, a cigarette simulating element 
movably mounted in said tubular member, and 
means located Within said tubular member lim 
iting the degree of movement of said element. 

3. An ornamental charm for bracelets or the 
like shaped to simulate a cigarette package com 
prising, a rectangular tubular member, a frame 
member mounted within said tubular member 
andhaving oposed end portions ?tting between 
the end edges of said tubular member to form a 
substantially complete and partial closure re 
spectively for the ends of said tubular member, 
a cigarette simulating element mounted in said 
tubular member and having a portion movable 
into position outwardly thereof through the par 
tially closed end of said tubular member. 

‘l. In an ornamental charm, a rectangular 
tubular casing member having open ends, a frame 
member telescopingly mounted Within said cas 
ing member and having opposed end portions 
?tting within the opposite end edges of .said 
tubular member, means retaining said members 
against relative movement, a cigarette simulat- . 
ing element movably mounted within said casing 
member, and means carried by said element and 
one of said members for limiting the movement 
‘of said element relative to said members. ’ 

5. In an ornamental bracelet ‘structure a series 
of connectedrbracelet links, an ornamental charm 
shaped to simulate the appearance of a cigarette 
package and comprising a rectangular tubular 
member, a frame ?tting within the said tubular 
member and having a portion serving as a 
closure for one end of said tubular member and 
a portion serving as a suport for a cigarette sim 
ulatingelement, a cigarette simulating element 
mounted in said tubular member and supported 
by said frame, and means carried by one of said 
bracelet links engaging said tubular member for 
supporting the charm relative to said bracelet. 
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