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1 Claim. 

This invention relates to clamping means for 
holding blankets, sheets and the like in place 
against the mattress, and has for one of its ob 
jects the provision of a device of this character 
which will effectively prevent the blankets or 
sheets from being kicked or thrown off the bed 
and leave the body exposed and unprotected. 
Another object of the invention is the provi 

sion of a device of the nature referred to which 
is especially adapted to be applied to roll edge 
mattresses for holding the blankets, quilts or 
sheets there-against. 
Another object is to produce a device of the 

character described in which the maximum 
simplicity of construction and operation is 
secured. 
Other objects and advantages will appear as 

the nature of the improvements is better under 
stood, the invention consisting substantially in 
the novel arrangement and co-relation of parts 
herein fully described and illustrated in the ac 
companying drawing, wherein similar reference 
characters are used to describe corresponding 
parts throughout the several views, and then 
?nally pointed out and speci?cally de?ned and 
indicated in the appended claim. 
The disclosure made the basis of exemplifying 

the present inventive concept suggests a prac 
tical embodiment thereof, but the invention is 
not to be restricted to the exact details of this 
disclosure, and the latter, therefore, is to be 
understood from an illustrative, rather than a 
restrictive standpoint. 
In the accompanying drawing— 
Figure l is a fragmental end view partly in 

section of a roll edge mattress showing one form 
of my improved blanket holding or clamping de 
vice as applied thereto; 

Figure 2 is a top plan view of the clamping de 
vice; 
Figure 3 is a sectional view through one clamp 

ing lip of the device, the undersurface of the said 
lip being provided with a padding; 

Figure 4 is a fragmental end View of a mat 
tress showing another form of my invention, the 
mattress and blanket being shown in dot and 
dash lines, and 
Figure 5 is a side view thereof looking from the 

right of Figure 4. 
Referring now to Figures 1 and 2 of the draw 

ing in detail, I0 indicates a roll edge of a mat 
tress “, superposed upon the said mattress is a 
sheet, quilt or blanket l2 which may be held in 
place on the mattress by means of a plurality of 

(Cl. 24—263) 
holding or clamping devices l3 only one of such 
devices being shown in the drawing. 
The clamping device l3 comprises an upper 

member i4 and a lower member l5 held under 
tension by means of a cylindrical spring‘ IS. The 
members [4 and [5 each comprise a ?at ledge or 
lip H, a circular or arcuate portion l8 and a 
?nger extension l9 which protrudes through a 
slot 20 in the spring Hi. 
In Figure 1 of the drawing, I have shown the 

blanket or other cover as extending over the roll 
edge in and held in place on the ?at portions of 
the mattress by the ledges or lips I‘! and against 
the roll edge ID by means of the arcuate portions 
I8 of the holding members l4 and I5. The 
clamping device l3 may be removed from the 
mattress by pressing the ?nger extensions Hi to 
gether until the ?at ledges I‘! are far enough 
apart to clear the roll edge It). The ledges I1, 
if desirable may be provided at their undersur 
faces with a soft, pliable or resilient lining 2| as 
shown in Figure 3. 
In Figures 4 and 5 of the drawing, I have shown 

a modi?ed form of the invention wherein the 
blanket or other covering [2 may be clampingly 
held against the top and bottom surfaces of the 
mattress II. In this form of the invention, the 
holding device comprises an upper member 25 
and a lower member 26 each provided with a ?at 
horizontal ledge 21 and an arcuate portion 28. 
The upper member 25 may be provided with a 
depending wall 29 to which is adjustably secured 
an apron 35 by means of screws 3|‘ passing 
through elongated slots 32 in the apron 30. Wing 
nuts 33 may be provided for the screws 3|. The 
lower member 26 is provided with a wall 34 hav 
ing a horizontal ?ange 35 which extends parallel 
to a similar flange 36 on the apron 30. The said 
?anges 35 and 35 are clampingly held together 
by means of a clamp 38 comprising an upper plate 
39, a lower plate 40 and a cylindrical spring 4| 
exerting a tension against the plates 39 and 45. 
The clamping device may be opened by pressing 
against the ?nger extensions 42 extending out 
wardly from the said plates through slots 43 in 
the spring 4|. 
In this modi?ed form of my invention, the up 

per and lower members 25 and 26 are placed in 
position on the mattress and over the covering l2 
and maintained in clamped position by the 
clamping device 38. It will be seen that due to 
the adjustability of the upper portion of the de 
vice, the same may be used with various thick 
nesses of mattresses. It will further be seen that 
although the device is shown as used in combina~ 
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tion with'a roll edge mattress, it may just as 
readily be used with mattresses without the roll 
edges. ' V 

o I desire it understood that all of the various 
parts of my device may be made of any suitable 
material, shape and size and that I may employ 
one or more of such, devices at the edges of the 
mattress. ‘ ‘ 

From the foregoing,“ will be seen that I have 
provided a simple, inexpensive yet highly ef 
ficient device for clamplngly holding bed 'cover 
ings to the mattress, so that the‘said coverings 
cannot be kicked or thrown off the bed andthus ' 
leave the body of the'sleeper uncovered. 
Having described my invention, what I claim 

as new and desire to secure by Letters Patent is: 

2,149,970 
A device for clampingly holding the bed cover 

ing on the bed mattress vagainst accidental dis 
placement, the said device comprising an‘ upper 
member, a horizontal ledge on the said member 
to‘ hold the covering against the top of the mat~r 
tress, a lower member, a horizontal ledge on' 
the said lower member for holding the covering 
against the underside of the mattress, a vertical 
wall on each of the said members, an apron ver 
tically adjustable on one of said Walls, a hori 
zontal flange on the apron, a similar ?ange on 
the other of said walls, and a spring clamp for, 
clampingly engaging the said ?anges to exert a 
pressure against the top and bottom of the cover 
ing and mattress‘. 
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