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To all whom it may concern: 
Be it known that I, NIooLAs PETRE, of 

' Geneva, Ashtabula county, State ofOhio, have 
invented a new and useful Improvement in 
Locks, designated under the name of “ Cabi 
net-Locks,” which improvement is fully set 
forth in the following speci?cation, reference 
being had to the accompanying drawings. 
This invention consists in a spring com 

bined with the bolt in such manner as to act 
as a tumbler, a cover, and a spring, as will 
be hereinafter fully shown. ' 
In the drawings, Figure 1 is an elevation of 

a lock-plate of ordinary form having my im 
provements ?xed thereto. Fig. 2 is the spring. 
Fig. 3 is the bolt, and Fig. 4 is the key. 
A is the angle- plate, having a stud, 1, for 

the key, and a slot, A1, for the outer end of 
the bolt, and provided with a supporting bolt 
or stud, A2, for holding the inner ends of the 
bolt and spring. Bis the bolt, constructed 
with a recess on its edge to permit the turn 
ing of the bit of the key. It is also provided 
with a longitudinal slot, D, which ?ts over 
the stud A2, and permits it to slide freely, 
back and forth in the operation of looking or 
unlocking, and on its side near the outer end 
it has two retaining holes or notches, O C’. 
E is the tumbler - spring, which covers and 

holds the bolt. It is provided with a hole, F, 
which ?ts on the end of the stud or bolt A2, 
and on the top of the bolt B, in which posi 
tion it serves as a cover, a tumbler, and a 
spring. It is riveted fast- to the end of the 
stud or bolt A2, and has near its outer end a 
small pin, G, so arranged that it will drop 
into one or the other of the holes 0 O’ in the 
bolt B, according to the position of the latter. 

The bolt and spring are placed together as 
shown in Fig. 1, and secured as hereinbefore 
indicated. The bolt B is supported in the 
slot A1 and on the stud or bolt A2, and the 
tumbler-spring E is secured so that it presses 
against the side of the said bolt. 
H is the key, the bit I of which is made ta 

pering, as shown, so that it will pass under 
the spring E and lift the pin G out of its posi 
tion in one of the holes 0 0’. 

It will be readily understood, however, that 
an ordinary key with straight bit may be em 
ployed by constructing the spring curved or 
beveled on its under side, so as to provide the 
necessary lifting capacity for the said key. 
The operation of the lock can be readily un 

derstood by reference to the drawings and the 
description hereinbefore given. 

It will be readily seen that by the construc 
tion and arrangement herein described I have 
provided a lock in which the ordinary cover 
or inner plate is dispensed with, thereby cheap 
enin g the manufacture, while at the same 
time I have preserved ef?cieucy of operation 
of and have simpli?ed the arrangement of 
all the parts. I ' 

Havin g described my invention,wh atI claim, 
and desire to secure by Letters Patent, is 
The combination, with the plate A and bolt 

B, having holes 0 G’, of the spring E, having 
pin G, and held by the stud F over the bolt B, 
substantially as and for the purposes herein 
before set forth. ' ‘ 

NICOLAS PETRE. [L. s] 
Witnesses: 

HENRY MEANS, @ 
ALBERT J. TURNKEY. 


