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1 Claim. 

The present invention relates to a display 
stand for furniture casters,slides or the like, 
andihas for an object to provide a permanent 
displayl?xturef which may be placed upon ‘a store 
counter, and in which samples of'casters, slides 
or the: likc,‘of various sizes, ?nishes, etc., may be 
displayed in such manner that the prospective 
customer may compare the various samples with 
each other, handle them, and try out the swivel 
ling and rolling action, to thus determine from 
the samples which caster will best suit his needs. 
The particular caster selected will then be sold 
to him from stock carried upon the shelves or 
elsewhere of the store. 

It is particularly proposed to provide mount; 
ing means for the sample casters consisting of 
plugs, of wood or the like, in which the caster 
is mounted in a. similar manner to the mounting 
of a caster in a furniture leg, these plugs adapted 
to position the sample upon the display stand, 
and also, when removed from the display stand, 
to provide a handle by means of which the cus- , 
tomer may try out the action of the caster or 
slide. 
Another object is to provide a display stand 

having gauge means incorporated therein for the 
purpose of determining the size of caster socket 
desired by the customer. Ordinarily when a 
customer wishes to replace an old caster socket 
he will bring in one of the old sockets for the 
purpose of matching the new ones in size, and as 
such sockets are usually formed of spring metal 
and engage the leg in compressed relation the 
practice heretofore employed of visually com 
paring the old socket with the new ones was 'un 
certain and unreliable. According to the pres 
ent invention the old socket may be ?tted into 
the proper opening of the gauge, the gauge open— 
ings of which correspond to standard size furni 
ture legs, and thereby accurately determine the 
correct size desired. 7 . 

A further object is to provide a display stand 
which will be of hollow construction and in which 
catalogues and literature relating to- the product 
may be stored so that the same will be protected 
from dust and dirt and will at the same time be 

_ readily available. 
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With the above and other objects in view, an 
embodiment of the invention is shown in the ac 
companying drawing and this embodiment will 
be hereinafter more fully described with refer 
ence thereto, and the invention will be ?nally 
pointed out in the claim. 
In the drawing: 
Fig. 1 is a perspective View of the display stand, 

(01. 35—-50) 
according to the exemplary illustrated embodi 
ment of the invention, the sample casters'being 
removed and one of them being shown at‘the 
side of the stand. _ 

Fig. 2 is a vertical; longitudinal sectional View, 
showing a-sample slide mounted‘in the stand. 

3 is'la side’ elevation of a sample caster. 
Fig. ll is a top plan view thereof. 
Fig. 5 is a perspective view of the stand from 

the front, showing sample casters and slides in 
place, and showing the manner in which the 
salesman and customer may handle the sample 
casters. 

Fig. 6 is a perspective View of the stand from 
the rear and showing a castersocket about to be. 
?tted in the socket gauge. 

Similar reference characters indicate» corre 
sponding parts throughout the several ?gures of 
the drawing. 

Referring to the drawing, the display stand, 
according to my invention, is preferably formed 
of wood and is of hollow construction, consisting 
of a base ID, a front wall II, a rear wall l2, end 
walls I3-l3, and a top wall Hi, the latter being 
inclined downwardly toward the front. The top 
wall I 4 is provided with a plurality of circular 
holes l5 preferably arranged in rows and spaced 
su?’iciently apart to display properly the indi 
vidual casters, slides, or the like, mounted in the 
respective holes. It will be understood that in 
each of the holes there will be a separate style 
of caster, slide, or the like, which may be indi 
vidually removed. 
The sample caster, slide, or the like 16, as 

shown in Fig. 3, is engaged in a socket 11 similar 
to the type of socket that will be sold to the cus 
tomer with the caster, and which socket is per 
manently inserted in the hole I8 provided in the 
plug member I9, this plug member being of wood 
or other suitable material, and provided at its 
lower end, as seen in Fig. 3, with a ?ange 20 
which when the plug is engaged in the hole 15 
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engages the top surface of the display stand to 
limit the insertion of the plug in the hole. 
As seen in Fig. 5 the caster sockets, or the like, 

may be closely compared with each other, and 
readily removed by the salesman or customer, 
so that they may be carefully examined and tried 
out. The customer having made his selection the 
salesman will supply him with the casters or 
slides from the regular stock carried on the 
shelves or elsewhere in the store. The advantage 
of this over the previous method of showing 
the customer sample casters attached to boxes 
provided upon the shelves of the store, or of 
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opening boxes of casters to show the customer 
the various types, is readily apparent. 
Upon the rear wall l2 of the stand there is 

provided a metal gauge plate 2| secured to the 
outer surface by screws 22 and provided with a 
series of gauge openings 23 of various sizes 
‘corresponding to standard shapes and diameters 
of leg openings. The back I3 is provided with 
openings Z'Il registering with the openings of the 
gauge. Thus, while a relatively thin metal gauge 
may be employed, the thickness of the back wall 
12 will provide a suitable length of surface for 
‘proper ?tting of the socket, it being understood 
that the spring sides of the usual socket con 
tacts the interior of the leg at'an appreciable 
distance above the lower surface of the leg. The 
increased thickness to the gauge provided by the 
back wall l2 provides a sufficiently deep surface 
for proper contact of the spring sides of the 
socket. Fig. 6 shows a spring caster socket 25 
in position to check its size with one of the gauge 
openings 23. . 

The rear wall I2 is provided at its lower end 
below the gauge plate 2| with a slot opening 26 
through which catalogues, descriptive literature, 
or the like, may be inserted into the interior of 
the stand and readily removed when desired. 

I have illustrated and described a preferred 
and satisfactory embodiment of the invention; 
but it will be obvious that changes may be made 
therein, within the spirit and scope thereof, as 
de?ned in the appended claim. 
Having thus described my invention What I 

claim and desire to secure by Letters Patent is: 
In a counter display for samples of casters, 

slides or the like, a support including the top 
portion having a plurality of openings therein, 
plug members having a cross sectional shape 
corresponding to the shape of said openings and 
adapted to be removably engaged in said open 
ings,'said plug members having means in their 
outer ends adapted to receive and secure sample 
casters, slides or the like, and said plug mem 
bers having a ?ange at their outer ends adapted 
to, engage, the surface of said support about. 
said openings to limit the insertion of said plug 
members, said plug members constituting ?anged 
handle means for the manipulation of the cast 
ers, slides, or thelike upon removal from said 
openings, and said ?ange constituting an abut 
ment for supporting the ?ngers during manip 
ulation of the caster. 

' RALPH D. MOUNT. 
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