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6 Claims. 

This invention relates to improvements in 
pocket receptacles and‘ pertains particularly to 
an improved match pad holder and ash recep 
tacle. ' ‘ 

The present invention has for its primary ob 
ject to provide a novel device which may be 
readily carried in the pocket, which will serve 
the double function of a holder or carrier for a 
book or pad of safety‘matches and a receptacle 

3 having a shiftable top, which may be employed 
as an ash tray and receiver for burnt matches, 
cigarette stubs and the like. 
Another object of the invention is ‘to provide 

I; a ‘novel device of the above described character 
in which the top or cover for the receptacle is 
constructed to serve as a cigarette support 
whereby, when the receptacle is in use, the cover 
may be kept partially open and serve to support 
a cigarette in position with. the ash end overlying 
the mouth of the receptacle so that ashes drop 
ping from the cigarette will fall into ‘the recep 
tacle. ‘ ' 

Still another object of the invention is to pro 
vide in. a, device of the character herein de 
scribed, a novel body construction for the 
receptacle and novel means ‘for, slidablyretain 
ing the receptacle cover in closed or opened po 
sition. ‘ 

A still further object of the invention is to pro 
vide a pocket ash receptacle which is designed to 
have secured to ‘the underside thereof a pad or 
book of safety matches so that the said book of 
matches serves as a base or bottom pad for the 
receptacle when the book is closed. ‘ 
The invention will be best understood from a 

consideration of the following detailed descrip 
tion taken in connection with the accompanying 
drawings forming part of this speci?cation, with 
the understanding, however, that the invention is 
not to be con?ned to any‘strict conformity with 
the showing of the drawings but may be changed. 
or modi?ed so long as such changes or modi?ca 
tions mark no material departure from the 
salient features of the invention as expressed in 
the appended claims. 
In the drawings: 
Fig. 1 is a view in perspective of an article ‘con 

structed in accordance with the present inven 
tion. ‘ 

Fig. 2 is a view in perspective of one of . the side 
walls of the receptacle. 

Fig. 3 is a view in ‘perspective. of the unit form 
ing the bottom, front and back walls ‘of there 
‘ceptacle. ' ‘ ' ‘ 

a Fig. ‘4 is a fragmentary; sectional view .ati...one 

(Cl. 206—38) 
side of the device shown in Fig. 1, illustrating the 
method of securing the match book to the re 
ceptacle. » 

Fig. 5 is a longitudinal sectional view through 
aslightly modi?ed form of the device illustrated 

Fig. 1. d 

Fig. 6 is a transverse sectional view of the 
modi?ed form shown in Fig. 5, the section being 
on the ‘line 6—-6 of Fig. 5. 

Fig. 7 is a sectional view on the line 'l—-1 ' 
of ‘Fig. 5, showing a method of coupling the re 
ceptacle walls together. 

Fig, 8 ‘is a transverse sectional view through 
the bottom portion of the receptacle and a match 
book showing another method of securing the ‘ 
book to the receptacle. 
‘ > Fig. 9 is a view in perspective of a portion of 
the match book holding means illustrated in 
Fig. 8‘. 

Fig. 10 is a fragmentary transverse section‘ 
through the ‘top of a receptacle showing a modi 
?cation of the‘means of slidably connecting the 
top with the receptacle. 

, Referring tothe drawings, the numeral I gen 
erally designates a preferred form of the recep 
tacle embodying the present invention. This 
‘receptacle is formed from four pieces of material 
of‘ suitable character such as thin metal or a 
suitable composition material such as Bakelite‘ 
'or any other material which may be found satis- ~ 
factory, and the receptacle is made up of a main 
‘unit consisting of the‘bottom 2 and‘the end walls 
3 and‘ 4, which may be‘ referred to, for the pur 
pose of differentiation, as the front and back 
‘walls, respectively.‘ ‘This unit, as shown, is made I 
‘from a singlepiece of material, the attached end 
walls ‘constituting turned up transversely ex 
tending portions of the‘bottom wall and the-front 
Wall is of slightly greater height than the back 
wall, as shown. While various satisfactory means . 
may be employed for securing the parts of the 
receptacle together,‘ the means here illustrated 
comprises end tongue‘ extensions ‘5 for each of the 
walls} and land slots or openings 6 adjacent 
‘the tongues which cooperate with similar fas 
tening means forming parts of the side Walls as 
hereinafter described.‘ 
’ Extending across the top edge of the front 
wall 3'is an inwardly turned lip, 1 which curves 
slightly. downwardly as illustrated, so that the 
‘top, surface is substantially convex. 

Extending across the top edge ‘of the rear 
‘Wallis a similar inturned tongue 8 which is also 
extended inwardlyv ‘and curved. slightly down 
wardly. 
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2 
Each of the side walls of the receptacle is gen 

erally indicated by the numeral 9 and, as shown, 
is of greater height at one end than at the other. 
The heights of the two ends of the side walls are 
slightly greater than the corresponding front and 
back walls with which they are connected, and 
these side walls are jointed to the front and back 
walls by locking tongues I 0 which extend from 
the ends of the side walls, which are passed 
through the slots 6 of the bottom unit and are 
then bent over against the outer sides of the ad 
jacent end walls through which they pass. The 
tongues 5 are likewise bent over against the outer 
sides of the adjacent side walls, thus locking the 
parts together. Each of the side walls is pro 
vided with a bottom longitudinally extending 
?ange II and a top guiding ?ange I2 which is 
formed to coact with the lid of the receptacle 
to retain the same in position, and this top ?ange 
is spaced slightly above the tops of the inturned 
lips ‘I and 8, so that the top of the receptacle may 
pass betweenthe ?anges 1 and 8 and the side wall 
?anges lying thereover. . 
The arrangement of the tongues l0 and slots 

6 is such that when the side walls are joined to 
the front and rear walls 3 and 4, the desired 
space between the the ?anges l2 and the under 
lying ?anges ‘l and 8 will be obtained and the 
bottom ?ange of each side wall will lie in a 
plane slightly below the bottom wall 2 of the 
receptacle, as shown in the detailed view in Fig. 
4. Thus there will be provided guides in spaced 
relation with the ‘bottom 2 of the receptacle and 
extending longitudinally of the sides thereof for 
the attachment of a match book to the receptacle 
as hereinafter described. 
The top for the receptacle is indicated gen: 

erally by the numeral l3 and consists of a single 
plate of material having a suitable width to 
permit its slidable insertion between the side 
walls 9 under the guide ?anges l2. This cover 
or slidable door I3 is provided, adjacent its for 
ward or front end, with the upstruck guide 
tongues [4 which engage over the top of the 
guide ?anges l2 while the remaining portion of 
the edge of the door engages beneath the same. 
At the rear end of the receptacle, each of the 

guide ?anges has an upwardly struck stop 
tongue l5 against which the guide tongues l4 of 
the door engage when the door is drawn rear 
wardly, thus preventing the door from becoming 
detached from the receptacle. In order to limit 
the forward movement of the door, the rear end 
thereof is curved downwardly slightly, as indi 
cated at I6, and this down-curved portion abuts 
the back wall 4 when the door is moved into 
closing position. 
The forward edge of the door [3 is likewise 

vprovided with a very slightly downturned por 
tion I‘! which rides onto and over the lip ‘I so 
as to establish a tight closing contact therewith. 
By this means, the escape of ashes from the 
receptacle is prevented. It‘ will be understood 
that the lip 8 at the rear of the receptacle is 
also arranged to have resilient contact with the 
‘underside of the door so that a similar tight 
engagement with the same is'obtained. 

It will thus be seen from the foregoing that 
the receptacle is deeper at its forward end than 
at its rear end. The reason for making the 
receptacle in this manner will be readily appre 
ciated from the following explanation of the 
manner in which a book or pad of matches is 
secured against the underside of the bottom of 
the receptacle. - ‘ I 

2,208,971 
As is well known, the books or pads of safety 

matches which are commonly used, are of ma 
terially less thickness at the ends where the 
matches are attached than at the end where 
the heads of the matches are located. By prop 
erly proportioning the heights of the front and 
rear walls of the receptacle, it will be seen that 
if a book or pad of matches is placed against 
the underside thereof with the thicker end of 
the pad beneath the shallower end of the re 
ceptacle, the pad will form a bottom in which 
the underface will be substantially parallel with 
the cover of the receptacle and thus the re 
ceptacle will be held horizontally by combining 
these two bodies which have each a substantially 
wedge-like form‘. Such a book of matches is 
shown in Fig. 1 against the underside of the re 
ceptacle l', and is generally indicated by the 
numeral l8, the thinner end of the pad or book 
being indicated at I9, while the thicker end is 
indicated at 20. 
The back of the match book, which is indi 

cated by the numeral 2|, is placed against the 
underside of the bottom 2' of the receptacle, so 
that the movable side or ?ap which is indicated 
at 22, forms the actual bottom for the article. 
This ?ap engages beneath the ?xed tongue por 
tion 23 of the book in order to close the same, 
in the well known manner. 
The match book is secured in the manner il 

lustrated to the bottom of the receptacle by 
means of the side wall ?anges H, as is shown in 
Figs. 1 and 4. This attachment of the book to 
the receptacle is accomplished by opening out the 
match book so that the back portion 2i, the 
end portion 29 and the front ?ap 22 are in line 
or in one plane and then sliding the free end 
of the portion 22 in between the ?anges H and 
the receptacle bottom wall until the entire back 
portion 2| is in position against or in opposed 
relation, with the underside of the receptacle 
bottom wall. The ?ap 22 may then be bent 
around in they manner shown in Fig. 1, so 
that it may be closed in the usual manner. 
In order that the slidable door or cover l3 may 

serve the additional function of a cigarette sup 
port, the body of the door may have struck up 
therefrom the longitudinally extending pairs of 
spaced ribs 24. Each pair of these ribs serves 
as a cradle in which a cigarette may be laid , 
when the door of the receptacle is in open posi 
tion so that the ash end of the cigarette will 
hang over the ?anged end E6 of the door and 
any ashes which may fall from the cigarette 
may drop into the receptacle. 
While I have described a specific fastening 

means for securing the side walls of the re 
ceptacle to the front and back walls thereof 
and have valso described a specific means for 
slidably coupling the door with the guide ?anges 
l2, and a speci?c means for attaching the match 
book to the bottom of the receptacle, it is to be 
understood. that various methods may be em 
ployed for obtaining these several results. For 
example, instead of making use of the longitudi 
nal ?anges formed integral with the side walls 
for supporting the book, the constructions shown 
in Figs. 5, 6,8 and 9 may be employed. In Figs. 
5 and 6, there, is shown a receptacle !’ which is 
constructed in the same manner as the receptacle 
l, in that the bottom unit is made up of the 
parts 2’, 3’ and 4' and at the ends of the front 
and rear walls 3'.‘ and 4', respectively, are formed 
tongues 5' for coaction with the tongues of the 
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walls the inturned ?anges 'l' and 8' are formed 
and each of the side walls 9' is provided with a 
tongue ill’ which connects with‘ the front and 
back walls through slots ‘ (not shown) which cor 
respond with the slots 6 of the form previously 
described. ‘ ‘ - 

In this construction the side walls 9’ are pro 
vided with the bottom and top longitudinal 
?anges ii’, and 12', but in the assembling of the‘ 
unit the bottom ?anges II’ are disposed in con 
tact with the. underside of the bottom wall 2'. 
The top is here shown as consisting of the ?at 
plate l3’ having the upstruck tongues 14' for 
slidable engagement with the ?anges I2’ while 
each of the latter ?anges has the upstruck stop 
member l5’ against which one of the tongues of 
each side of the top abuts to limit the opening 
movement of the top. The front and rear edges 
of the‘top are downcurved, as indicated at I6’ 
and ll’ for coaction with the adjacent end wall 
?anges in the manner previously described. 
The means illustrated in Figs. 5 and 6 for 

holding the match book in place comprises a pair 
of bands or straps 23 which are joined in a suit 
able manner to the bottom edges of the side 
walls 9', as shown in Fig. 6, and which extend 
across the receptacle in spaced relation with the 
bottom wall 2', there being one of these straps 
at‘the rear end of the receptacle and one ad 
jacent to the front end, as shown in Fig. 5. The 
match book is attached by slipping the opened 
out front and back ?aps 22—2l, respectively, 
through the straps 23 until the forward one of 
these straps is forced into the area between the 
back of the book and the attached ends of the 
matches, thus bringing the rear strap‘ 23 at the 
point illustrated, that is, where the ?ap may be 
bent around and brought into closing position. 

Figs. 8 and 9 illustrate still another means of 
attaching the match book to the bottom of the 
receptacle wherein the bottom flanges ll" of 
the side walls 9" of the receptacle are provided 
with the o?struck outset tongues 25. As shown 
in Fig. 8, where the bottom wall of the receptacle 
is indicated by the numeral 2", these o?‘set 
tongues 25 are spaced‘from the ?anges of the 
side walls so that the match book cover may be 
slipped into position between them and the 
flanges in a manner which is readily apparent 
from this View. 
In the forms shown in Figs. 5 and 6, the top 

13’ is provided with spaced ribs 24’ between 
each pair of which a cigarette may be placed 
when the lid is open and the receptacle is em 
ployed as a cigarette holder and ash tray. 

Fig. 10 illustrates a modi?cation of the means 
employed for slidably connecting the cover with 
the top of the receptacle. In this form of con 
necting means the cover is provided with the 
longitudinally extending side guide grooves 21 
which open in opposite directions or laterally 
with respect to the cover body for the reception 
of the top ?anges of the side walls of the 
receptacle. These ?anges are here indicated by 
the numeral 52 as this form of cover may be 
readily applied to the receptacle shown in Fig. l 
or to any of the other forms referred to. 
From the foregoing, it will be readily seen that 

there is provided a novel combination receptacle 
and match book or pad holder wherein the said ‘ 
book is securely attached to the receptacle but 
may be readily removed therefrom for replace 
ment by a new book when necessary and, when 
attached to the receptacle, becomes a working 
part thereof so as to provide a base or bottom 

3 
which supports the receptacle in perfectly hori 
zontal position, thus facilitating the use of the 
receptacle as a cigarette supporter, in the man 
ner described. » f ‘ 

In addition to the foregoing, the match pad 
attached to the underside of the receptacle serves 
as a bottom which will not mar or scratch any 
polished surface upon which the device may be 
placed, thus making it possible to make the 
receptacle of metal which itself might damage 
a polished surface upon which it might be put. 
The present device, in addition to being of 

a character which would make it suitable for 
use as a novelty for sale, may also be employed 
as an advertising medium to be given away by 
tobacco or other dealers with advertisements of 
a suitable nature applied to the ‘side walls or to 
any of the other‘ surfaces suitable for such use. 
What is claimed is: l 

l. The combination in an article of the char 
acter described, of a receptacle having a shiftable 
cover whereby access may be had to the interior 
thereof, the receptacle being formed of greater 
height at one end than at the other, and a match 
book of wedge form secured to the bottom of the 
receptacle with the thinner end thereof disposed 
beneath the end of the receptacle of greatest 
height whereby the said book serves as a leveling 
supporting bottom part for the receptacle. 

2. The combination in an article of the char 
acter described, of a receptacle having a shiftable 
top wall serving as a‘ cover whereby access may 
be had to the interior thereof, a bottom wall 
disposed at an inclination with respect to the 
plane of the top wall whereby one end of the 
receptacle is of greater depth than the other 
end, a match book of wedge form disposed with 
its back against the underside of said bottom 
wall and with the end thereof of least thickness 
beneath the end of the receptacle of greatest 
thickness, and means integral with the bottom 
of the receptacle having engagement with the 
back of said book to detachably secure the book 
to the bottom of the receptacle, the said book 
serving as a support for the receptacle and main 
taining the latter in a horizontal position. 

3. The combination in an article of the char 
acter described, comprising a receptacle having 
bottom, side and front and back walls, said front 
and back walls having inturned lips at their top 
edges, inturned guide ?anges extending long1~ 
tudinally of the upper edges of the side walls 
and in spaced relation with said lips, a top wall 
constituting a shiftable cover for the receptacle, 
means at the opposite longitudinal edges of the 
top wall for slidably engaging said guide ?anges, 
said lips bearing with resilient contact against 
the underside of the top‘ wall, the said bottom 
wall being disposed at an angle with respect to 
the top wall, and means at the sides of the 
bottom wall for securing a match book of wedge 
form thereto whereby said match book serves as 
a leveling support for the receptacle. 

4. In an article of the character described, a 
receptacle having bottom, side and front and 
rear walls, a shiftable top wall, means slidably 
connecting the top wall with the side walls, 
means limiting the movement of the top wall to 
opened and closed positions, resilient flanges ex 
tending across the top edges of the front and 
back walls for contact with the underside of said 
top wall to establish a tight connection there- , 
with, said bottom wall being disposed at an in 
clination with respect to the top wall, and means 
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forming a part of the ‘receptacle at the sides of 
the bottom wall thereof for securing a match 
book of wedge form against the underside of the 
bottom wall whereby such book may function as 
a leveling support for the receptacle. 

5; The combination in an article of the char 
acter described, of a receptacle having a shiftable 
top Wall serving as a cover whereby access may 
be had to the interior thereof, a bottom Wall 
disposed at an inclination with respect to the 

4 plane of the top wall whereby one end of the 
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receptacle is of greater depth than the other 
end, a match book of wedge form disposed with 
its back against the underside of said bottom 
wall with the end of the book of least thickness 
beneath the end of the receptacle of greatest 
depth, and a pair of bar members having spaced 
parallel relation and disposed transversely of the 
underside of said bottom wall and having spaced 
relation therewith forming a loop through which 

2,208,971 
the back portion of said book passes and is held 
against the receptacle bottom. 

6. The combination in an article of the char 
acter described, of a receptacle having a shiftable 
top wall serving as a cover whereby access may 
be had to the interior thereof, a bottom wall 
disposed at an inclination with respect to the 
plane of the top wall whereby one end of the 
receptacle is of greater depth than the other 
end, a match book of wedge form disposed with 
its back against the underside of said bottom 
wall with the end of the book of least thickness 
beneath the end of the receptacle of greatest 
depth, and inwardly directed members connected 
with said bottom Wall at opposite edges thereof 
and having spaced relation with the bottom wall 
for engagement across adjacent side edges of the 
back of the match book for retaining the said 
match book in position against the bottom Wall. 

AUGUST JOSEPH GELARDI. 
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