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This invention relates to an attachment for 
envelopes, and the primary objects, and advan 
tages‘th‘ereof are to provide a simple and inex-, 
pensive attachment of the character described, 

‘61 which is secured to an envelope ‘particularly 
adapted for containing the invoice of a shipment 

, of merchandise and placed withinthe‘ package 
containing the goods by the shipper for the con 
venience of the consignee or purchaser, which 

10 embodies an exposed section adapted to be per 
manently fixed to theoutside of the package for 
apprising the receiver of the latter‘that the in 
voice, pertaining to the goods, is enclosedwithin 
'the container, which will uniformly facilitate 10 

ll eating the invoice within the package, and which 
may be successfully employed‘in‘ connection with 
various types of boxes, packages and containers. 
With, the foregoing and other objects in view 

which will appear as the description proceeds, the 
20 invention resides in the novel construction, com 

bination and arrangement of parts herein speci? 
cally described and illustrated in the accompany 
ing drawing, but it is to be understood is merely 
illustrative of an embodiment of the invention, 

25 and that changes in the form, proportions and 
details of construction may be resorted to that 
come within the scope of the claims hereunto 

Y appended. 
In the drawing wherein like numerals of refer 

30 ence designate corresponding parts throughout 
the several views: 7 

Figure l is a top plan view of an envelope pro 
vided with an attachment in accordance with 

e the invention. 

35 Figure 2 is an end view of a container with a 
cover portion thereof in the partially open posi 
tion and illustrating the adaptation of the inven 
tion therewith. I 

Figure 3 is a top plan view of a sealed package 
‘40 embodying the present invention. “ 

Referring in detail to the drawing I denotes an 
ordinary paper envelope of the usual type and of 
the conventional construction now in common 
universal use. 
My improved attachment comprises a sub 

stantially rectangularly-shaped ?ap 2, prefer 
ably having its entire rear surface area gummed, 
in the well known manner, for adhesive pur 
poses. The ?ap is arranged in attached sec 

“ tions by two rows of transversely aligned separ 
ating perforations, respectively indicated at 3 and 
4, thereby providing the inner section 5, the 
intermediate section 6, and the outer section 1. 
The intermediate sectionis. scored, as at 8, in 

‘5 the transverse direction and adjacent to the per 
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‘foration row 3 to tend the rearward ?exure of‘ 
said intermediate section along the path of said 
scoring. ‘ u v , - 

The innersection 5 is relatively ‘narrow and is ‘ 
permanently secured by, adhesion to the'fron‘t 5 
top edge margin of . the envelope, centrally of 
the latter, as clearly illustrated in Figure l. The, 
envelope I, with the flap 2 so constructed and at 
tached, is intended to be sold to the trade for use 
in the manner to be described. “ 10 

' Figures 2 and. 3 illustrate the use of my im 
proved envelope attachment as applied‘to a‘ cor 
rugated box 9 of the type now generally em 
ployed as a container in the shipment of mer- _ 
chandise, and including the usual two-‘part'cover 15 
I0‘ adapted to be folded toward each other to have , 
their ‘ free edges meet along the ‘ longitudinal 
center of the box ‘structure. , , , 

The intermediate section 6 of the ?ap is flexed, 
alongthe scoring 8, around the free edge margin 20 
of one part of the cover I 0. The‘outer part of the 
intermediate section, outwardly of the scoring, to 
gether with theouter ?ap section 1, is adhesively 
secured to the top of said engaged cover part, 
while the inner part of the intermediate section, 25 I 
inwardly of the scoring, is adhesively secured 
against the underside of said cover part. 
The attached envelope I, containing the in 

voice matter, and being sealed or unsealed as de 
sired, is positioned against the underside of the 30 
engaged cover part in spaced relation to the free 
edge of the latter. To close the two-part cover 10 
the parts thereof are folded together toward each 
other and sealed in such ‘closed position by over 
lapping the adjacent free edge margins thereof 35 , 
with a gummed paper strip II in ‘the usual well 
known manner. 
As shown in Figure 3, the strip II, when ap 

plied to seal the two-part cover ID as stated, does 
not cover or conceal the outer section 1 of the 40 
flap 2. The outer section is printed with the no~ 
tation “invoice enclosed”, whereby ‘the receiver 

- of the package is informed that the invoice per 
taining to the contents of the package is con 
tained within the latter. j 45 
The package may be opened in the usual 

manner by cutting or breaking the sealing strip 
II, along the juncture of the free edges of the 
two-part cover 10. The envelope cannot be dam— 
aged by such opening operations, as it is held 50 
spaced from the free edge of the engaged cover 
part by the adhesive connection by the part of 
the intermediate flap section 6, disposed inwardly 
of the scoring 8, against the underside of the 
engaged cover part. The envelope‘ may be neatly 55 
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removed from the flap 2 by simply tearing the 
latter apart along the separating perforation row 
3. When ‘so removed, the envelope will only carry 
the inner ?ap section 5, which does not project 
beyond'the edge thereof so will not interfere with 
the handling, ?ling and the like, of the envelope. 
In some types of merchandise containers it 

may not be possible to employ the attachment flap 
2 as above set forth. In such event, the outer ?ap 
section ‘I may be detached from the ?ap along 
the perforated row [and adhesively secured in a 
conspicuously exposed position to the outer sur 
face of the container to acquaint the receiver that 
the latter contains the invoice. The envelope 
containing the invoice may be adhesively secured, 
by the remainder of the ?ap, at some’ conspicu 
ous position on the inner side of the container. 

It is, of course, obvious that the flap! may be 
attached to any edge margin of the envelope, 
or, instead of comprising a separate part ad 
hesively secured to the envelope as stated, the 
?ap may be out ‘directly from the front of the , 
envelope and the resultant‘ opening‘ in the lat 
ter closedvby a transparent panel inset of the 
type ‘in ‘general use. Further,v if the envelope 
need not be sealed, the usual closure ?ap of the 

30 

asv 

envelope itself may be constructed to provide a 
formation employable in the manner set forth 
relatively to the flap 2. ‘ , ‘ ' ‘ 

The flap 2 maybe termed a combined coupling 
and designating member which functions. to cou 
ple the envelope when arranged within the con 
tainer or receptacle, to a wall‘ of the latter, as , 
well as visibly designating from the exterior of 
such wall thecontents of the envelope. The ?ap‘ 
2 is formed with what may be‘ zones provided on 7 
their inner faces with an adhesive material con 
stituting means for securing one‘ of the zones to 
the front face of the envelope and the others ‘of 
the zonesto the outer and inner faces of the 
wall of the container with which the attachment 
is correlated, One ‘of the ‘said others of said 
zones having its outer face provided with indicia ‘ 
for designating from the exterior of the container 
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the contents of the. envelope when the latter is 
arranged within and secured to a wall of the 
container by certain of said zones. The ?ap or 
member 2 is ?exible and disposed in a free rela 
tion with an edge of the envelope. The form of 
the flap or member 2 may also be stated as con 
sisting of a fixed portion and a freely extended 
portion disposed in relation to the latter. The 
freely extended portion being formedvwith a pair 
of spaced parallel scores, one being spaced from 
the'outeriend and the other being spaced from 
the inner end of said member thereby dividing 
the latter into what may be termed an outer part, 
an intermediate part and an inner part. The 
outer part has its outer face provided with in 
dicia for designating the contents of the envelope. 
The inner part being secured to the envelope. 

' While the present invention is primarily in 
‘tended for caring ‘for invoices in the manner 
stated, it is apparent that the principle of the 

, invention maybe employed for any other pur 
poses ‘wherein it is found‘to be applicable; 
The present invention provides a most em 

cient device of its kind, which may be economi-v 
cally manufactured and employed in the manner 
and for the purpose set forth. ‘ 
What I claim is: , 
In a receptacle having a wall provided with an 

exposed edge, an inside portion and an outside 
portion, an envelope secured to said inner por 
tion, said securing means comprising a ?exible 
member secured to one edge portionof said en 
velope and disposed in a freely‘ extended rela 
tion with respect to said edge of the envelope, said 
member being provided'with an adhesive. in a 
zone adjacent to the edge of the envelope secur 
ing said zone to the aforesaid inside portion, said 
member also having an intermediate zone con 
stituting means to overlie the aforesaid exposed 
edge portion; and saidmember also having a 
terminal zone provided with adhesive on its in 
ner side constituting means securing the member _ 
to the aforesaid outside portion. 

' ‘ALBERT M. BROUDY. 


