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This invention relates to sanitary dispensers 
and has for an object to provide a dispenser for 
liquids and semi-liquids such as catsup bottles, 
bulk oil cans, medicine bottles, molasses cans and 
other containers, adapted to prevent the contents 
spilling over and running down the sides of the 
container after the pouring operation. 
A further object is to provide a device of this 

character essentially comprising an outer tubular 
member adapted to be inserted into the neck of 
the container, an inner tubular member mounted 
concentrically in the outer member by means of 
radially extending ?ns, and a' valve slidably 
mounted on the inner tubular member, the ar 
rangement such that when pouring the contents 
from the container, due to closing of the valve, 
the contents can only pass through the inner 
tubular member and when the container is re 
turned to upright normal position any drip from 
the inner tubular member may pass back into the 
container through the open valve. 
A further object is to provide a device of this 

character which will be formed of a few strong 
simple and durable parts, which will be inexpen 
sive to manufacture, and which will not easily 
get out of order. 
With the above and other objects in view the 

invention consists of certain novel details of con 
struction and combinations of parts hereinafter 
fully described and claimed, it being understood 
that various modi?cations may be resorted to 
within the scope of the appended claims without 
departing from the spirit or sacri?cing any of the 
advantages of the invention. 
In the accompanying drawing forming a part 

of this speci?cation: 
Figure 1 is a longitudinal sectional view of the 

neck of a bottle equipped with a sanitary dis 
penser constructed in accordance with the inven 
tion and showing the dispenser in elevation. 

Figure 2 is a longitudinal sectional view of the 
bottle neck and dispenser. 

Figure 3 is a cross sectional view taken on the 
line 3-3 of Figure 2. 

Figure 4 is a longitudinal sectional view of the 
bottle neck and a portion of the dispenser and 
showing a cork stopper for the bottle neck and 
dispenser. ‘ 

Figure 5 is a bottom plan view of the cork. 
Referring now to the drawing in which like 

characters of reference designate similar parts in 
the various views, Ill designates the neck of a 
container such as a catsup bottle. The dispenser 
comprises an outer tubular member I! equipped 
at the top with a ?ange l2 adapted to abut the 

(Cl. 215-73) 
top edge of the bottle neck. Mounted concen 
trically in the outer tubular member II is an in 
ner tubular member I3 having ?ns 14 secured to 
the inner surface of the outer tubular member in 
any preferred manner to space the inner tubular 
member from the outer tubular" member. The 
lower end of the inner tubular member termi 
nates in a ?ared ?ange l5. The inner tubular 
member extends above and below the outer tu 
bular member. 

Slidably mounted on the inner tubular member 
below the outer tubular member is a washer 
forming a valve Hi. The washer is preferably 
formed of rubber and is provided at the bottom 
with a ?ared resilient skirt ll. When the bottle 
is inverted to pouring position the valve closes the 
space between the two tubular members as shown 
by dotted lines in Figure 2, and the contents are 
dispensed through the inner tubular member. 
A cork stopper l8 isprovided for sealing the 

bottle and dispenser when not in use. The stop 
per is provided with an axial bore 19 which 
loosely receives the top of the inner tubular mem 
ber H3. The stopper is provided at the center of 
the inner wall of the bore with an integral pro 
jection 20 of sufficient diameter to snugly ?t 
within the end of the inner tubular member. 
Thus the cork seals both the dispenser and the 
neck of the bottle. 
In pouring the contents from a bottle equipped 

with the device, due to closing of the valve, the 
contents may only pass through the inner tube 
l3. However, when the bottle is righted any drip 
from the inner tube may pass back into the bot 
tom through the outer tube and open valve. Due 
to the ?exibility of vthe skirt ll of the valve, when 
the bottle is inverted to pouring position a suc 
tion will be created against the skirt, then when 
the bottle is turned upright again that suction 
will draw the valve down to its open position, 
assisted by gravity. ' 
From the above description it is thought that 

the construction and operation of the invention 
will be fully understood without further explana 
tion. ' ' 

What is claimed is: > 
1. A sanitary dispenser for liquids and semi 

liquids comprising an outer ?anged tubular mem 
ber adapted to be inserted into the neck of a con 
tainer, an inner tubular member disposed con 
centrically Within the outer member, ?ns con 
necting the inner member with the outer mem 
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ber, said inner member extending above and be- ‘ 
low the outer member and terminating at the 
lower end in a ?ared ?ange, and a disc valve slid 55 



2 2,221,749 ' 

ably mounted on the inner member between the and outer member and through the open valve 
?ared flange and the lower end of the outer when the container is restored to normal position. 
member and adapted. to close the space ‘between 2. The structure of claim 1, but in which the 
both members when the container is in pouring valve is provided with a, resilient rubber skirt. 
position, any drip from the inner member pass 
ing through the space between the inner member HERBERT A. ALLEN. 


