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6 Claim. 

This invention relates to an improvement in 
means for inserting a tampon in the vaginal pas 
sag way and the main objects of the invention 
or to provide an inexpensive, simple but e?icient 
device for the purpose indicated; to provide an 
applicator of the character indicated which may 
be characterized as a single-use article, i. e., one 
which is thrown away or disposed of after it is 
used once; and to provide a device of the char 
acter indicated which will meet the requirements 
of proper hygiene with reference to the use of 
tapons. 
@ther objects and advantages of the invention 

will be understood by reference to the following 
speci?cation and accompanying drawing wherein 
there is described and illustrated a tampon ap 
plicator embodying a selected form of the inven 
tion. 
in e drawing: 
Fla 1 is a perspective of the improved appli 

cater including a tampon mounted in the appli 
cator; ‘ a 

Figure 2 is a section on the line 2-2 of Figure 1 
on an enlarged scale; ' ' 

Flo 3 is a cross-section on the line 3-3 of 
Figure 2; and Q 
Fin 4 is a‘ section corresponding to a por 

tion oi Figure 2 but showing the parts in a 
changed position. 

‘The tampon applicator herein contemplated is 
primarily intended for use in connection with 
tampons such as are employed for absorbing 
menstrual ?uids but it will be understood that 
the structure may be employed for the insertion 
of other tampons such as are sometimes used in 
the treatment of various diseases. 

‘The improved structure as shown in the draw 
ling comprises a tubular member 5 which may 
conveniently be made of paper of a grade and 
thickness which will be substantially self-sup 
porting. In other words, the paper tube should 
be of sumcient stiffness to maintain itself against 
collapsing both longitudinally and transversely. 
The tube 5 may be formed by spirally winding 
suitable paper stock and the outer surface thereof 
is preferably finished with a varnish or other 
coating which provides ‘a smooth and substan 
tially impervious ?nish. 
A tampon 6 of ‘suitable construction for the 

purpose intended is mounted in the forward end 
portion of the tube and the front or pointed end ‘I 
of the tampon preferably, although not neces 
sarily,‘ Projects slightly beyond the tube as best 
shown in Figure 2. The tube or holder 5 is of 
greater length than the tampon so as to provide 
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an unoccupied rear portion 8 into which a por 
tion of an ejector member is initially inserted. _ 
The ejector member comprises a strip 9 of 

paperboard which is folded upon itself approxi 
mately mid-way between its ends as indicated at 5 
l0. Portions ll of the strip 9 adjacent its fold ID 
are inserted in the unoccupied rear portion 8 of 
the holder 5 and the strip is re-bent as indicated 
at l2, l2 adjacent the rear end of the holder 5 so 
as to cause handle-forming portions l3, I3 of the 10 
ejector to lie closely adjacent oppositely disposed 
outer surface portions of the holder 5. As best 
shown in Figure 3, the holder portions l3, it are 
preferably pressed to a transversely arched shape 
which will hug the adjacent outer surface por- lo 
tions of the holder 5. 
The applicator with a tampon positioned there 

in as illustrated in Figure 2 may be enclosed in 
Cellophane or other suitable wrapping material 
which will serve to lreep the article in a clean and 20 
sanitary condition, such wrapping also serving to 
hold the handle portions l3, l3 of the ejector in 
their refolded position and incidentally holding 
the ejector member in assembled relation to the 
holder 5. 
When the device is to be used, the wrapping is 

removed and the ejector handle portions l3, l3 
unfolded so as to extend rearwardly from the 
holder. The ejector may then be easily moved 
inwardly of the holder until the fold ll) of the 30 
ejector engages the adjacent end M of the tam 
pon. The initial spaced relation between the 
ejector end formed by the fold it and the end M 
of the tampon is advantageous in that it permits 
the said initial free inward 'movement of the 35 
ejector whereby the zones of refolding it of the 
ejector are moved inwardly of the holder 5 so that 
the latter is effective to support the ejector 
against buckling in the refolded portions 12 when 
su?icient longitudinal force is applied to the m 
ejector to eject the tampon from the holder 5. 
The construction described is further advan 

tageous in that it reducesto a minimum the 
necessary length of the ejector strip without sac-' 
ri?cing permanency of the assembled relation of ‘5 
the ejector strip and the holder. It will be ob 
served that when' using the device, the ejector 
may initially be adjusted to the position illus 
trated in Figure 4 in which the ejector is fric 
tionally held in assembled relation to the holder 5, 5o 
whereupon the holder 5 with the tampon in its 
front end may be inserted to the proper position 
in the vaginal passageway, after which the ejector 
may be manipulated to force the tampon from 
the holder or the holder pulled rearwardly while ll 
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preventing the tampon from following by holding 
the ejector in ?xed position. i 
The ejector strip comprising only a simple 

narrow strip of suitable paper or other board is 
an obviously inexpensive element of the de 
scribed applicator construction but it e?iciently 
serves the purpose of ejecting the tampon from‘ 
the holder. The device isv simple and easy to 
use, affording adequate handling length con 
ducive to the hygienic safety of the operation 
of inserting a tampon. - 
Changes in the described construction may 

be made without departing from the spirit of 
the invention, the scope of which should be de 
termined by reference to the following claims, 
the same being construed as broadly as possible, 
consistent withthe state of the art. 
I claim: - 
1. A tampon applicator comprising an elon 

gated tubular holder adapted to have a tampon 
removably seated in one end portion thereof, 
and means for ejecting the tampon comprising 
a folded strip having its fold and adjacent por 
tions disposed within said holder, end portions 
o_f said folded strip remaining accessible outside 
of said holder to serve as a holder for advancing 
the folded strip in the holder to thereby eject 
thetampon. 

2. A tampon applicator comprising an elon 
gated tubular holder adapted to have a tampon 
removably seated in one end portion thereof, and 
means for ejecting the tampon comprising a fold 
ed strip having its fold and adjacent portions 
disposed within said holder, end portions of said 
folded strip being disposed outside of said holder 
to shorten the combined lengths of the holder and 
ejecting means, said- refolded portions being 
adapted to be unfolded and forced into said 
holde , thereby to advance said fold to eject the 
tampon. _ 

3. A tampon applicator comprising an elon 

2,222,088 
gated tubular holder adapted to have a tampon 
removably seated in one end portion thereof, 
and means for ejecting the tampon comprising a 
folded strip having its fold and adjacent portions 
disposed with-in said holder, end portions of said 
folded strip being disposed outside of said holder 
and refolded to positions adjacent the outer sur 
face of said holder, said refolded portions being 
adapted to be unfolded and to be forced into 
said holder, thereby to advance said ‘fold to eject 
the tampon. 

4. A tampon applicator comprising an elon 
gated tubular holder adapted to have a tampon 
removably seated in one end portion thereof, and 
means for ejecting the tampon comprising a 
folded strip having its folded and adjacent por 
tions disposed within said holder, end portions 
of said folded strip being disposed outside of 
said holder and refolded adjacent the end of the 
holder and disposed in positions adjacent outer 
surface portions of said holder, said refolded por 
tions being adapted to‘ be unfolded and forced 
longitudinally into said holder, thereby to ad 
vance said fold to eject the tampon. 

5. A tampon applicator according to claim 3 
wherein the holder is of rounded cross-section 
and the refolded portions of the ejecting means 
are arched transversely so as to be adapted to 
hug the outer surface of the holder. 

6. A tampon applicator according to claim 3' 
wherein the fold in the ejector means is ini 
tially disposed in spaced relation to the adjacent 
end of the .tampon in the holder, whereby‘ the 
ejector strip is adapted to be freely movable in 
wardly so as to position its zones of refolding 
within the holder before {the ejector engages 
the tampon, the holder being thereby operative 
to prevent buckling of the ejector adjacent said 
zones incident to the resistance of the tampon 
to displacement from the holder. - 
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