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The object of this invention is to provide a 
simple, compact, inexpensive and practical hu 
midi?er unit adapted for use in cigarette and 
cigar cases and containers, tobacco pouches, and 
the like. 
The device comprises a receptacle to hold wa 

ter and a closure for the receptacle that permits 
evaporation but prevents leaking or spilling in 
any position of the unit. 
The preferred embodiment of the humidi?er 

unit contemplated herein will be described, with 
reference to the accompanying drawing, in 
which: 

Figure 1 is a perspective View of the tobacco 
humidi?er unit; 

Fig. 2 is a longitudinal section; and 
Fig. 3 is a perspective view of two ‘elements of 

the preferred form of closure. 
A short tube 2, similar to a test tube,is utilized 

as a water receptacle or chamber. This element 
may be of glass, either ordinary or unbreakable, 
Celluloid, plastic, or any suitable non-rusting 
and non-corroding material. A transparent or 
translucent material that will show whether there 
is water in the receptacle is to be desired. 
The closure illustrated in the drawing com 

prises a porous evaporation membrane 3, of ?ne 
cloth such as silk, and two inter?tting elements 
4 and 5. The element 4 is a sleeve that slips 
tightly over the mouth end of the tube 2. The 
element 5 is a shorter sleeve, ferrule or ring that 
?ts frictionally into the sleeve 4. Between these 
elements the margin of the, evaporation mem 
brane is clasped. In the assembling of this clo 
sure, the piece of silk is placed over one end of 
the ring 5, then the sleeve 4 is ?tted over the 
ring 5 and the margin or edges of the membrane 
3. In use, these elements constitute one part, 
which-is removable from the water receptacle 
when the latter needs re-?lling. ‘ 
As clearly shown in Fig. 3, the elements 4, 5 

of the closure, when applied to the tube, extend 
beyond the membrane 3, which lies across the 
mouth of the tube, and provide a rim to guard 
the membrane and to keep it from direct contact 
with the inside of a cigarette, cigar or tobacco 
container or the contents thereof. If the. hu 
midi?er element is put in a tobacco pouch, loose 
tobacco will come in contact with the porous 
membrane, causing the water in the tube to be 

come stained, but there will be no undesirable 
e?’ect. " 
The sizefof the pores of the closure is such that 

there is e?jective evaporation through the clo 
sure, but the water can not leak, drip or spill 
through the pores in whatever position the hu 

, midi?er unit ?nds itself, or even if the unit is 
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vigorously ‘shaken. 
The elements 4, 5 may be of any non-rusting, 

non-corroding material, metallic or non-metallic. 
The unit. may be- made in different sizes, a 

small size being suitable for cigarette cases, and 
a larger size being appropriate for a cigar chest, 
for example. The purpose of the invention is 
to provide an improved means for keeping tobac 
co in various forms fresh and satisfactory to the 
smoker. ' > 

I claim: 
1. A tobacco humidi?er unit, including a wa 

ter receptacle, and a closure comprising a uni 
tary assemblage removably ?tted to the mouth of 
said receptacle, said unitary ‘assemblage includ 
ing two inter?tting elements, one of which ?ts 
over the mouth of the receptacle, and a porous 
membrane, the margin of which is caught be 
tween the inter?tting portions of said elements. 

2. A tobacco humidi?er unit, comprising a tube 
to hold water, and an evaporation closure com 
prising a sleeve closely ?tting the outside'of the 
tube, a ring inside said sleeve, and a porous 
membrane clasped at the margin between said 
sleeve and ring, which project beyond the mem 
brane to form a guard rim. 

3. A tobacco humidi?er unit, comprising a 
water receptacle, a membrane of ?ne cloth across 
the mouth of said receptacle, and two inter?tting 
elements one of which rigidly holds the other 
with the margin of said membrane clamped be 
tween them, and one of which ?ts over the mouth 
of said receptacle. 

4. A tobacco humidi?er unit consisting of a 
water receptacle, and a unitary closure assem 
blage, said closure assemblage consisting of a 
porous evaporation membrane, the pores of 
which are of such ?neness as to prevent leaking 
in any position of the unit, and two inter?tting 
elements at least one of which ?ts the mouth of 
the water receptacle, the margin of said mem 
brane being caught between the inter?tting por 
tions of said elements. 
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