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This invention relates to candle bases and, 

more particularly, to the bases by which the 
candle wicks are secured to the wax bodies of 
the candles. 
The candle‘ bases with which the present in 

vention is concerned consist of ?at sheet metal 
disks, which may be of any suitable shape, for 
example, circular or non-circular, such disks hav 
ing an opening in which an end of the Wick is 
secured by means of prongs struck out from the 
disk at said opening and extending downwardly, 
that is, in a direction away from the bottom of 
the candle when the base is attached thereto. 
Said prongs engage the wick therebetween where 
by to prevent the movement of the wick up 
wardly through the candle. The downwardly 
projecting prongs are superior to prongs which 
project upwardly from the metal disk because 
the former more e?ectively secure the wick than 
the latter. However, the downwardly projecting 
prongs on the disk result in the tendency of the 
candle to tilt especially when the wax at the top 
of the candle melts during the vburning cf the 
candle. The tilting of the candle is highly ob 
jectionable because the ?ame of the wick can 
contact or move su?ciently close to the glass 
holder whereby to crack the same. 
In accordance with the present invention, the 

candle bases are provided with downwardly pro 
jecting prongs for obtaining improved secure 
ment between the bases and the candle wicks and 
said candle bases are provided with means to 
prevent tilting of the candles. 
The objects, features and advantages of the 

invention will be fully understood from the fol 
lowing description in connection with the accom 
panying drawing. 
In the drawing: 
Fig. 1 is a vertical sectional view of a candle 

provided with a base embodying the present in 
vention; 

Fig. 2 is a bottom view, on a larger scale, of the 
base shown in Fig. 1, the base being removed 
from the vcandle; 

Fig. 3 is a bottom plan view of a candle pro 
vided with a base of a somewhat modi?ed form; 

Fig. 4 is an end View of the base shown in 
Fig. 3; 

Fig. 5 and Fig. 6 are bottom and end views, 
respectively, of a candle base in accordance with 
another form of the invention; 

Fig. 7 and Fig. 8 are bottom and end views, 
respectively, of candle bases made in accordance 
with yet another form of the invention; 

Fig. 9 and Fig. 10 are bottom and end views, 

respectively, of candle bases, illustrating a fur 
ther form of the invention; , , 

Figs. 11 and 12 are bottom and end views, re 
spectively, of candle bases showing a further 

Ull ~ modi?cation. 
Referring now to the drawing in detail and ?rst 

to the form of the invention illustrated in Figs. 
1 and 2, the candle C, is, as usual, disposed 

‘ within a holder H of glass or other suitable ma 

‘surface of the body of the candle. 
‘ W which’ extends upwardly through the central 

terial. Said holder tapers downwardly and is 
slightly larger in diameter than the candle to 
provide, as usual, a peripheral space S between 
the inner surface of‘ the holder and the outer 

The wick 

opening 0 in the body of the candle and ?ts some 
what loosely therein .is attached to the bottom 
of the candle by the base l0 embodying the pres 

, ent invention. Said base comprises a disk of thin 
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sheet metal having a plurality of downwardly 
struck out prongs I 2 providing an opening [4 
through which the lower end portion WL of the 
wick W extends, said portion of the wick‘ being 
engaged between adjacent prongs l2 and thereby 
secured to the base. Said base is provided with 
upwardly extending corner prongs l6 which pene 
trate the body of the candle adjacent the bottom 
thereof for attaching the base to the candle. In 
order to prevent the candle from tilting, base 
I0 is provided with means here shown with a 
plurality of downwardly pressed projections l8, 
here shown as circular ribs, which extend be— 
yond the prongs I 2 downwardly in a direction 
axially of the candle. It will be observed that 
the means for preventing tilting of the candle 
are formed integral with the disk of the metal 
base and are positioned sufficiently close to the 
lower peripheral end of the candle, whereby to 
hold the candle in upright position at all times. 
As will presently appear, the bases can be of 

various shapes and sizes and the means for pre 
venting the tiltlng of the candle can assume vari 
ous florms. Thus, for example, as illustrated in 
Figs. 3 and 4, the base Illa is substantially the 
same as the base l0 except that the means for 
preventing tilting are constituted by projections 
or tongues lBa which are partly struck out from 
the sheet metal disk of the base to provide open 
ings for the passage of melted wax from the bot 
tom of the disk to the top thereof. As shown 
in Fig. 5, the base is a circular disk having a 
continuous circular periphery which may be of 
the same diameter as the diameter of the can 
dle at the lower end thereof. Said base lllb 
has upwardly extending prongs lBb for secur 



a 
ing the base to the candle. As here shown, said 
base liib is provided with projections “3b which 
are similar to the projections lBa of disk l?‘a, 
said projection 1822 being partially struck out 
from the body of the disk. As shown in Fig. '1, 
the base lllc is constituted by a disk of non-cir 
cular con?guration and is provided with out 
wardly pressed projections or circular ribs lBc 
like the projections N3 of base ID. The prongs 
I50 are struck out upwardly from the disk of 
base i?c for securing the latter to the bottom 
of the candle. ' ’ 

As illustrated in Figs. 9 to 12, the means for 
preventing tilting of the candle can be consti-' 
tuted by elongated pressed out elements or non 
circular ribs l?d in the case of the base Hid illus 
trated in Figs. 9 and 10, or can be [constituted 
by a single peripheral downwardly pressed cir-_ 
cular rib Me, as on the base llle shown‘in' Figs. 
11 and 12. Bases Hid and We are provided with 
corner prongs Hid and I Be, respectively, for se 
curing said bases to their respective candles. 

it is seen that the’ candle bases herein 
shown or described are well adapted to accom 
plish the main and ancillary objects of the in 
vention. More particularly, it will be observed 
that the bases are provided with the downward 
ly pressed prongs for securing the wick against 
upward movement in the candle body ‘and at the 

' same time the candle is prevented frorntilting, 
inasmuch as the projection or projections on the 
bases of the cancues extend below the wick hold 
ing tongues. It will be understood, however, that 
while I have shown and described several forms 
of the invention, the invention is susceptible of 
numerous other embodiments, and that various 
changes can be made in each of the illustrated 
embodiments. Accordingly, I- do not wish to be 
limited to the invention as herein shown or de 
scribed or to any of the speci?c forms herein 
disclosed, except as may be required by the scope 
of the appended claims. 
Having thus described my invention, what I 

claim and desire to secure by Letters Patent is: 
1. A base for a candle having a wick passing 

upwardly through the candle from the bottom 
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thereof, said base comprising a sheet metal disk 
having an opening through which the lower end 
of the wick projects and downwardly projecting 
struck out tongues for engaging said end of the 
wick to hold the latter against movement up 
wardly through the candle, said tongues extend~ 
ing below the plane of said disk, and means 
pressed downwardly from said disk to prevent 
tilting of the candle carried by the base due to 
the extension therebelow of said wick-securing 
tongues. 

’ 2.’A base for a candle having a wick passing 
upwardly through the candle from the bottom 
thereof, said base comprising a disk having an 
opening through which the lower end of the wick - 
projects, means projecting upwardly from the 
base at the periphery thereof for securing the 
base to the candle, and means projecting down 
wardly from the disk for securing said end of 
the wick to the base, said securing means extend 
ing below the plane of said disk, and means car 
ried by said disk for preventing tilting of the 
candle‘ mounted on the base due to the exten 
s‘ion ther'ebelow .of said wick-securing means, said 
last mentioned means comprising a plurality of 
projections integral with the disk and project 
ing downwardly’ therefrom beyond said wick se 
curing means. “ > 

3. A base for-a candle having a wick passing 
upwardly through the candle from the bottom 
thereof,‘ ‘said basecomprising a sheet metal disk 
having an opening through which the lower end 

‘ of the’wick' projects and ‘downwardly projecting 
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are out renew for engaging said end of the 
wick to hold the latter ‘against movement up 
wardly through the ‘candle’, said tongues extend 
ing below the plane of said disk, and a plurality 
of members pressed downwardly- from said disk to 
prevent tilting of the candle carried by the base 
due to the egtensiontherebelow of said wick 
securing tongues, said downwardly pressed mem 
bers haying openings therethrough for the pas~ 
sage of melted wax from the bottom of the disk 
to the top‘thereof. ‘ - Y 
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