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This invention relates to smoking pipes having 
a spherical bowl arranged with a tobacco cham 
ber extending diametrically of the bowl with one 
end opening to the circumference of the bowl and 
the opposite end terminating within the bowl, 
and a hollow stem extending from the circum 
ference of the bowl with the bore thereof com 
municating with the inner end of the tobacco 
chamber, and particularly to a cover for the 
mouth or opening of the tobacco chamber to per 
mit smoking outdoors and. prevent spilling the 
tobacco from the bowl while or after smoking. 

It is the principal object of the invention to 
provide a cover for the mouth of the tobacco 
chamber of a spherical pipe bowl which may 
readily be removed from the pipe bowl and 
adapted to be yieldingly retained and be adjusted 
to any position on the pipe bowl without the aid 
of securing means ?xed to the pipe bowl. 
In the drawing accompanying and forming a 

part of this application, Figure 1 is a plan view 
looking at the top of the pipe and showing the 
cover in position to close the tobacco chamber 
of the pipe. 

Figure 2 is an elevational view of the pipe with 
the cover adjusted to position to open or expose 
the tobacco chamber. 

Figure 3 is a plan view looking at the bottom of 
the pipe with the cover shown in dotted lines 
closing the tobacco chamber and showing that 
portions of the cover extend beyond the diametric 
center of the pipe bowl. 
‘Figure 4 is an elevational view of the cover re 

moved from the pipe bowl. 
In carrying out the embodiment of invention 

illustrated in ‘the accompanying drawing, there 
is provided a smoking pipe having a spherical 
bowl 5 provided with a tobacco chamber extend 
ing diametrically of the bowl with one end open 
ing to the circumference of the bowl and the 0p 
posite end terminating within the bowl adjacent 
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the diametrically opposite circumference of the - 
bowl, as shown in dotted lines at 6 in Figure 2. 
The spherical bowl 5 is also arranged with an 
integral hollow stem ‘I extending from the bowl 
at a right angle to and in line with the inner end 
of the tobacco chamber 6 and having the bore 
thereof communicating with said end of the to~ 
bacco chamber, as shown in dotted lines at 8 in 
Figure 2. The free end of the stem 1 is adapted 
for the removable engagement of a mouth piece 
9 in the usual manner. 

It is the principal object of the invention to 
provide an adjustable cover for the mouth of the 
tobacco chamber which will permit the placing 
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adjusted about the pipe bowl. 

of the pipe in a pocket of the apparel of the user 
with part of the tobacco which has not been con 
sumed in the pipe bowl, or with the tobacco 
lighted, and prevent the soiling or burning of 
the pocket by the tobacco or tobacco ash spilling 
from the bowl chamber, or when placed elsewhere, 
as in a drawer with the possibility of starting a 
?re. This object is accomplished by a cover of 
suitable material, such as metal or plastic com 
position, comprising a circular plate portion ll] 
having an area greater than the mouth of the 
tobacco chamber 6 and of arcuate or curved shape 
in cross section conforming to the curvature of 
the pipe bowl to snugly ?t the mouth of the to 
bacco chamber and prevent the spilling of the 
tobacco or tobacco ash from said mouth. The 
circular plate It] is arranged with a plurality of 
circular series of perforations II to permit the 
entrance of air into the tobacco chamber 6 when 
the plate is positioned over the mouth of said 
chamber. _ 

The cover plate in is yieldingly retained on the 
pipe bowl 5 and adapted to be adjusted in any 
position on the pipe bowl by a plurality of leg 
portions I2 integral with the plate l0 and equi 
distantly spaced about the periphery thereof. 
There are shown in the present illustration of 
the invention three leg portions, but the number 
of leg portions may be varied depending upon 
the diameter of the pipe bowl and the cover 
plate. The leg portions 12 extend from the pe 
riphery of the plate portion It) in an arcuate or 
curved direction, the curve being in the arc of 
said plate portion and conforming to the curva 
ture of the pipe bowl 5, so that thecover plate l0 
and leg portions 12 may be engaged on and be 

To facilitate said 
engagement and adjustment of the cover on the 
pipe bowl, the leg portions are also of arcuate or 
curved shape in cross section corresponding to 
the curvature of the plate portion and the pipe 
bowl, as shown at 13 in Figure l; The cover 
plate It] is yieldingly retained on the pipe bowl 
by providing the length of the leg portions of 
greater dimension than the radius of the‘ pipe 
bowl, so that the end sections of the leg portions 
are positioned beyond the center axis of the pipe 
bowl extending parallelly of the cover plate por 
tion, as shown at M in Figure 3. The length 
of the leg portions is measured from the center 
of the plate portion ID to the free ends of the leg 
portions and this length is greater than the ra 
dius of the pipe bowl. The inherent resiliency 
of the material of the leg portions l2 will cause 
said leg portions to grip the pipe bowl and permit 
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the removal of the cover from and engagement 
of the cover on the pipe bowl. 
By the equidistant spacing of the leg portions, 

the cover plate portion is evenly held on the pipe 
bowl and is adjusted to any position on the pipe 
bowl without hindrance by the pipe stem 1. 
The cover plate may be adjusted to position on 
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the bottom portion of the pipe bowl in diametri- , 
cally opposed relation to the mouth of the tobacco 

, bowl 6, and in this position, the cover plate por 
tion ID will support the pipe in upright position 
on a suitable support, such as a table, by the un 
even surface of the cover formed by the perfora 
tions I l in the cover plate portion. 
To facilitate the forming of the leg portions. 1 2, 

the entire cover is constructed from a spherical 
shell having an inner diameter slightly greater 
than the outer diameter of. the pipe. bowl. The 
shell is severed parallelly and on one sideofthe 
diametric axis thereof and equidistantly spaced 
arcuate portions are severed inwardly from‘ the 
peripheral! edge of the larger severed‘ section of 
theshell' a distance to, form the leg portions l2 
and the plate portion H) of the cover. 
Having thus described our invention, we claim: ' i 
1. In a smoking pipe, a spherical bowl ar 

range'd’with- a tobacco chamber having a mouth 
opening to the circumference of the bowl, and 
a cover for the mouth of the bowl chamber hav 
ing an arcuate portion conforming to the cur 
vature of. the bowl and a plurality of leg por 
tions extending from the arcuate portion in the 
arc of said portion for the entire length of said 
leg portions, whereby the leg portionswill slid 
ably grip the pipe bowl to retain the arcuate por 
tion on the pipe bowl and permit adjustment‘ of 
said arcuate portion over and in angular rela 
tion to the mouth of the bowl chamber with the 
under surface of said arcuate portion in contact 
with the bowl. , 

2. In a smoking pipe, a spherical bowl having 
a tobacco chamber extending diametrically of 
the bowl with one end opening to the circumfer 
ence of the bowl and the opposite end'terminat 
ing within the bowl, and a cover for the opening 
of the bowl chamber having an arcuate portion 
conforming to the curvature of the bowl and of 
greater area than the mouth of the bowl cham 
ber and a plurality of leg portions equidistantly 
spaced about the arcuate port-ion ‘and extending 
from and in an arc of said‘portioni for the entire 
length of said leg ‘portions to sli'dably grip the 
pipe bowl and retain the arcuate portion in ad 
justed positions over and in angular relation 
to the opening of the bowl chamber with the 
under surface of said arcuate portion in contact 
with the bowl when the arcuate portion‘ is posi 
tioned: in angular relation to the opening. , 

3.. A smoking pipe as. claimed, in claim 2, 
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wherein the cover is provided with three leg 
portions. 

4. In a smoking pipe, a spherical bowl having 
a tobacco chamber extending diametrically of 
the bowl with one end opening to the circumfer 
ence of the bowl and the opposite end 
terminating within the bowl, and a cover for 
the opening of the bowl chamber having an ar 
cuate portion conforming to the curvature of 
the pipe bowl and a plurality of leg portions ex 
tending from the arcuate portion in an arc of 
said portion for the entire length of said leg 

- portions and each ‘leg portion having a length 

30 

60 

greater than the radius of the pipe bowl, said 
length being measured from the center of the 
arcuate portion to the extremity of the leg por 
tion, whereby the leg portions will slidably grip 
the pipe bowl and retain the arcuate portion in 
adjusted positions over and in angular relation 
to the opening of the bowl chamber with the un 
der surface of the arcuate portion contacting 
the» bowl when ‘the varcuate portion is positioned 
inangular relation to the chamber opening. 

5. In av smoking pipe, a spherical bowl havingr 
a tobacco chamber extending diametrically of the 
‘bowl with one end opening to the circumference 
of the bowl and the opposite end terminating 
withinthe bowl, and a cover for the opening of 
the bowl chamber comprising a circular plate of 
arcuate shape in cross section conforming to the 
curvature of the pipe bowl and having a series 
of perforations, and leg portions integral with 
and equidistantly spaced around the periphery 
of; the plate and extending therefrom in an varc 
of said platefor the entire length of the leg por 
tionsrand of a length to extend beyond the cen 
ter of the pipe bowl to slidably grip the pipe bowl 
and retain. the plate in adjusted positions over 
and in angular relation to the opening of the 
bowl chamber with the under surface of the cir 
cular‘pl-ate contacting the bowl when the circular 
plate is‘ positioned in angular relation to’ the 
chamber opening. 

6. In a smoking pipe, a spherical bowl ar 
ranged with a tobacco chamber having a mouth 
opening to the circumference of the bowl, and a 
cover for the mouth of the bowl chamber having 
an arcuateportion conforming to the curvature 
of the pipe bowland a plurality of leg portions 
extending from the arcuate portion in the arc 
of said portion for the entire length of the leg 
portions and of arcuate shape in cross section 
conforming to the curvature of the pipe bowl 
to slidably grip said bowl and retain the cover 
thereon and permit adjustment of the arcuate 
portion over and in angular relation to the mouth 
of the bowl chamber vwith the arcuate portion 
contacting the‘ bowl. 
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